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product for which the Type Certificate was issued meets the airworthiness requirements of the Chinese Civil Aviation
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5 A HRAE SR %/ Type Certificate Data Sheet Jik#k/Revision: 10

—. ARJ21-700/Chapter | ARJ21-700

1. FERHARIFAHLAEE H #/Model and Approval Date

75 HiE H
Model Application Date

e 3 el
Approval Date category

ARJ21-700 200341 A 20 H /Jan. 20, 2003 [20144E12 A 29 H/Dec. 29, 2014 iz #iZs i 25 #%/Transport Category

IAircraft

2. 4=/ Production Basis

PR AT S . PCO031A. WiERE 5 AIyERE 6.
Production Certificate No. PCO031A. See NOTE 5 and NOTE 6.

3. HEEM/ Certification Basis

&L F 22/ Airworthiness standard

(i)

(i)

(iii)

(iv)

Gk K HLEMFRE) (CCAR-25-R3, 2001 4F 5 H 14 HE =)&),

H 1 85.981 F4h;
<Airworthiness Standards: Transport Category Airplane> (CCAR-25-R3,
Revision 3 on May 14, 2001), except §5.981;

Wl (R T Is M2 CHL A RT3 38 9] 225K 38 ) CROT 4 [2012]30 5,
e PG HIbRHE) (CCAR-25-R4, 2011 4 11 A 7 HEEIURAEITD ,

& AR 58 25.981 2k (a) (d), b (d)ak BRI A AT AR E R ER AL
Under the <Retrospective Requirements for Transport Category Airplane
Ignition Sources Prevention> (CAO No0.2012-30) on Mar. 5, 2012>
<Airworthiness Standards: Transport Category Airplane> (CCAR-25-R4,
Revision 4 on Nov. 7, 2011), applicable section: § 25.981(a), (d) except the
fuel tank flammability requirement in paragraph (d);

a2 WL FP SR E A 2 2t E)  (CCAR-26, 2011 4 11 H 7
HAcAiD @M. 55261 %, 552654, 5 26.11 %, * 26.37 %%,
% 26.43 %%, 5 26.45 %
<Continued Airworthiness and Safety Improvements for Transport Category
Airplanes> (CCAR-26, Issued on Nov. 7, 2011), applicable sections: § 26.1,
§26.5 §26.11, §26.37, §26.43, §26.45;

CHEBAFF &K RiakE (825.801) FIBGIK (825.1419) HIZR.
The requirements of ditching (85.801) and ice protection (&5.1419) have

been complied with.
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* FH %14/ Special Conditions

(i) SC-25-003 ®HLEBAEASIT (KATHM: 2014 4 11 A 26 H)
SC-25-003 Flight-Deck Door (Issued on Nov. 26, 2014)

(i) SC-25-004 FGU0f4EMIHISEM (KA ) 2014 4F 11 H 26 H)
SC-25-004 Interaction of Systems and Structures (Issued on Nov. 26, 2014)

(iii) SC-25-005 KBNMLRIFE  (KATHM: 2014 4 11 H 26 H)

SC-25-005 Load Caused by Engine Sudden Stoppage (Issued on Nov. 26,
2014)

(iv) SC-25-006 #oi&xZEykiElse (KA H M. 2014 4 11 H 26 H)

SC-25-006 Landing Gear Shock Absorption Test Requirements (Issued on
Nov. 26, 2014)

(v) SC-25-007 F#vkaE skl (kA HIM: 2014 £ 11 H 26 H)

SC-25-007 Thermal/Acoustic Insulation Materials (Issued on Nov. 26, 2014)

(vi) SC-25-008 il 4 it Jii PEE R G T iR RVEAG RATRFERT S (KA
F#]: 2014 4£ 11 H 26 H)

SC-25-008 Flight Characteristics Compliance via Handling Qualities Rating
System Method (Issued on Nov. 26, 2014)

(vii) SC-25-009 Al T HEUTIETH AL KB B il KA/ B iz bl R4 (ATTCS)
(KATHY: 2014 4F 11 A 26 H)

SC-25-009 ATTCS During Approach Climb and Go-around (Issued on Nov.
26, 2014)

(viii)SC-25-010 =i ARSI (HIRF) (KA HE: 2014 4F 11 A 26 H)
SC-25-010 High Intensity Radiant Field (HIRF) (Issued on Nov. 26, 2014)

(ix) SC-25-011 JoIEW HUEI AIg4T (KA Yl 2014 48 11 /) 26 H)
SC-25-011 Operation without Normal Power Supply (Issued on Nov. 26,
2014)

(x) SC-25-012 Hi¥ WATEMI RS — e e AR Uil (A H 1. 2014
411 A 26 H)

SC-25-012 Fly By Wire: Control Surface Awareness and Mode Annunciation
(Issued on Nov. 26, 2014)

(xi) SC-25-013 WL KAT#HI KRG — 15455 8 (KA HM: 2014 4 11
H 26 H)

SC-25-013 Fly By Wire: Command Signal Integrity (Issued on Nov. 26, 2014)

(xii) SC-25-014 ZE3HEIEH il g (CVR) 8 hnic SEcHs & o g AT B

(RIPS)  (kATHHA: 2014 4 11 H 26 H)
SC-25-014 CVR with Data Link Recording Function and RIPS (Issued on
Nov. 26, 2014)
(xiii)SC-25-047 ARJ21-700 A4 WAL JAa A o6 T R R AR MR EZER (IEJS .
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5 A HRAE SR %/ Type Certificate Data Sheet Jik#k/Revision: 10

RATHW: 2022 4 10 A 5 H)
SC-25-047 Requirements for heat release rate and smoke generation
characteristics of ARJ21-700 aircraft seat ( post-TC. Issued on Oct. 5, 2022)

(Xiv)SC-25-057 ARJ21-700 KML7E#EEIZ T (UE/E. KATH: 2024 47

29 H)
SC-25-057 Narrow runway operation of ARJ21-700 aircraft ( post-TC. Issued
on Jul. 29, 2024)

S0 4 7K ELOS

(i)

(i)

(iii)

(iv)

(v)

(vi)

i) @ 20 B A007: K BN EE RN A 52 B2 5 K 55 R 2 4 [lssue Paper A007:
ELOS for Engine Cover and Nacelle Skin Fire Prevention

§5.1193(e)(3);

] f 0 FOO4: A 1g 2l BEAE o e SR A S5 R & 4/ Issue Paper
F004: Using 1-G Stall Speed as the Equivalent Safety Findings for TC Basis
85.103(a) ~ (@)(1) - (a)(2), &5.103(b), &5.103(c), &5.103(d),
&5.107(b)(1), &5.107(b)(2), &5.107(c)(3), &5.107(g), &5.111(a),
&5.119(b), &5.121(c), &5.121(d), &5.121(d)(3), &5.121(d)(4),
§5.125(a)(2), 85.143(g), &5.145(a) . (a)(1), &5.145(b)(1) ~ (4),
&5.145(b)(1), &5.145(b)(6), &5.145(c), &5.147(a) ~ (a)(2) . (c)(d),
&5.149(c), &5.161(b) « (c)(1) ~ (©)(2) ~ (c)3B) -~ (d), &5.161(e)(3),
5.175()(2)~ (b)(1). (b)(2)~ (b)(3). (c)(4), &¥5.175(b)(2)(ii), &5.175(c),
&5.175(d), 85.175(d)(5), &5.177(c), &5.181(a) . (b), &5.201(a)(2),
§5.207(h), &5.207(c), §5.207(d), &5.207(e), &5.207(f), &5.233(a),
5.237(a) « (b)(1) + (b)(2), &5.735(f)(2), &5.735(g), &5.773(b)(1)(i),
§5.1001)(1) .« (©)@3), 25.1323(c)(1), &5.1323(c)(2), 5.1325(),
85.1587(b)(2);

] 40 % FO08: % CCAR25.143(a). (b)F 25.145(c) 2 &k % 4> /1ssue
Paper FO08: ELOS for 85.143(a). (b) and &5.145(c)

§5.143(a). (b), &5.145(c):

AL FO10: KT RAERRR AR EoR INLBNIEE Va B8R & 1t
/Issue Paper F010: ELOS for the Maneuvering Speed Va Placard or
Indication

§5.1545, 85.1583;

o) 20 EL POOS:  HliBha) /1% B R4 55 3% 4x/Issue Paper P005: ELOS of
APU Installation

CCAR-25E, F, G 4f;

I 20 PO06: K AT I S S HE S5 Ak %2 42 /1ssue Paper PO06:ELOS of Thrust
Reverser

85.933(a)(1)(ii), &5.1309(b)(1);
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(vii) A RZCEE PO09: ki KIS bR 1) i it 55 &5 22 4 /Issue Paper PO09: ELOS
of Ignition Quick Shut-off
£5.1145(b);

(viii) i) @ 20 B PO13: & sl LR i 3E ¥ 4L 1) 75 45 i /issue  Paper PO13:
Indication of Impending Fuel Filter Bypass
§5.1305(c)(6), &5.997(d);

(iX) MRRZCZE SE010: T 25.1309 1555k 22 4 # %€ /Issue Paper SE010: ELOS
for §25.1309
§5.1309;

(x) L E SE01L: #))71%eE S %4k 7~/See Issue Paper SE011: Parameter
Indication of Powerplant
§5.1549, §5.1321(c);

(xi) MEZLEE SE0L7: X TiEFHidses (CVR) fFA 175 =0 Bl/Issue Paper
SEQ17: Cockpit Voice Recorder
§5.1457(c);

(xii) 7] #2802 SE020: Kf FAR25.1435 (#f 25-104 1&81E%) 1EN CCAR25.1435
()45 3% 22 4= 4% #MIssue Paper SE020: Hydraulic System (Using FAR 25.1435
Amdt.25-104)

85.1435;

(xiii) /] @40 B SE026: JEAGIE IR AR H] (ELOS) /Issue Paper SE026: Cabin
Temp-humidity Limits (ELOS)

85.831(g);

(xiv) A R 202 SE027: Kk T-HE BN THAF &1 77 X5t /Issue Paper SE027:
Vertical Acceleration Meter Installation&5.1459(a)(2);

(xv) L E EE-30: FUTIT RGBT HDGIRAS A JGoR {2/ Issue Paper
EE-30: Intensity deviation in vertical plane and overlapping area of position
lighting system
5.1389(b)(2), 85.1389(b)(3), §5.1393, 85.1395;

(xvi) A LB M-30: 5y ey SRS AT B R B A e 7 v 45/ Issue Paper M-30:
Cabin pressure altitude warning for high altitude operation
85.841(a), 85.841(b)(6);

(xvii) ] @A EE A-14: RS | BSOSOV ml 3R & e i £/ 1ssue Paper A-14:
The maximum number of passenger seats permitted for oversized Type | exit
5.807(9);

(xviii) o] 202 A-17: S5 fo I Je A B) B ik 18 55 B2/ Issue Paper A-17: Width of
aisle between seats of last two rows
£5.815;

(xix) M@ 2E F-15: CCAR25.1517 %534 4%/ Issue Paper F-15: ELOS of
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CCAR 25.1517.
85.1517.

#4470/ Exemption

(i)

(iii)

(iv)

v)

(vi)

E-001 RANHIA AT EHE ) (UHT) - #8%  §5.901(c) (4% H 1H: 2014
11 H 26 H) GRBARE: KED

E-001, Partial Exemption for Uncontrollable High Thrust, Issued on Nov. 26,
2014, 85.901(c) (Period of exemption: long-term)

E-002 X T-HAMMAFELE AN T H 38 G §5.981(a)(3) (AL HIH: 2014
F11H 26 H) GRfefzdhl: KED

E-002 , Exemption for Lightning Protection of Fuel Tank Structure, Issued on
Nov. 26, 2014, 85.981(a)(3) (Period of exemption: long-term)

E-003-R2 X THAIMAR T MAMEZLR I #4460 826.37 (CEALH I 2021 4F 2
H 18 H) (A% RO L G IR 2% A 1E LR S 130

E-003-R2, Temporary Exemption for Fuel Tank Flammability Requirement,
Issued on Feb. 18, 2021, § 26.37, Issued on Feb.18, 2021. (Period of
exemption and exemption limitations refer to the exemption E-003-R2 )

E-004 <Atk i BRI IF e £25.841(a)(2)(i) (AR H - 2014
F12A5H) Gaeazd: KD

E-004, Exemption for Cabin Pressure Altitude Limit, Issued on Dec. 5, 2014,
85.841(a)(2)(i) (Period of exemption: long-term)

E-015 ARJ21-700 K H %} CCAR-25-R3 25.1447(c)(1)Ft1#s %
£5.1447(c)(L1) (CE&LHIA: 2022 410 A 5 H) GiiFJg. #%4a 200: K
E-015, Exemption for CCAR-25-R3 25.1447 (c)(1) for ARJ21-700 aircraft,
Issued on Oct. 5, 2022, 85.1447(c)(1) ( post-TC. Period of exemption:
long-term)

E-025 ARJ21-700 KHL GIEJE) At 4%} CCAR-25-R3 % 25.785(h)
o BLRFNEE 25.562 2R H:

&5.785(b) i1 25.562 (AR H#A: 2024 4= 12 H 26 H) GiEJG. %A 230h:
KD

E-025, Exemption for CCAR-25-R3 25.785(b) partially requirements and
25.562 for ARJ21-700 aircraft, Issued on Dec. 26, 2024, 85.785(b) and
25.562 ( post-TC. Period of exemption: long-term)

X % 2 R /Environmental
Standards including Noise

(i)

(i)

e 2 B 5 MG T & 4 H e R A ME ) (CCAR-36-R1, 2007 4 4 H 15
H & — B
<Noise Standards: Aircraft Type and Airworthiness Certification>
(CCAR-36-R1, Revision 1 on April 15, 2007)

e AL UM HE A HE < HE 0 #0E ) (CCAR-34, 2002 4 3
F 20 HkAiD
<Fuel Venting and Exhaust Emission Requirements for Turbine Engine
Powered Airplanes> (Issued on March 20, 2002)

HoAt

CCAR-26 (iz%it RMLAURFEIEN S ©adul) « SR OIS 5
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B, 4T CCAR-26 FHEMMEIT, A TC KA N ATIE BT IE FH 2k AT & 1
CCAR-26 <Continued Airworthiness and Safety Improvements for Transport
Category Airplanes> : applicable provisions of Part 26 have been included in the
certification basis. For any future Part 26 amendments, the holder of this TC must
demonstrate compliance with the applicable sections.

R [2012]30 530 (KT WAL AR IRBTF G B 2R i@ ) iEsk e
EOFHAE H S Al

The requirements of Civil Aviation Order — Retrospective Requirements for Transport
Category Airplane Ignition Sources Prevention (CAO No 2012-30) have been
included in the certification basis.

4. BAREMERE B FR#)/Technical Characteristics and Operational Limitations

I

5% 52 XUType Design definition:
PEM M 9713B002 (ARJ21-700 WHLBLHHFI LR ) , BM hitsldja B2 HEHERRIX -
971JB002 <ARJ21-700 Aircraft Design Configuration Report>, Revision BM or subsequent
approved revision.
R ENHL/Engines:
I A B IR AR KU K BIHL: L. CF34-10A16, CF34-10A16-C, CF34-10A16-D
(KBNS S A% IES 5. EO0070EN, RS IAFiES S : VTCO210E, A4S IATT iEHE Hhk
R T B S HHERRID
2 General Electric Turbofan Engines; Models: CF34-10A16, CF34-10A16-C, CF34-10A16-D
(Engine Type Certificate No.:EO0070EN., VTC No.: VTC0210E, the Validation Data Sheet
Revision 7 or subsequent approved revision).

KWL TAEFRH/Engine Limits:

X ISP )
TARRTS FiF 1] B i) ITT FR . 774
Maximum speed
Status Time limit ITT limit Thrust*
N1% N2%
R ¢ 5 syt .
) 951°C 106.2 105 17300Ib
Takeoff and go-around 5 minutest
SN Y 5 4y 1 .
. . 983°C’ 106.2 105 176401b
Maximum takeoff 5 minutes!
KIES: g
) ) ] 960°C 106.2 105 16110Ib
Maximum continuous Continuous?
Hh 23 2L AHLBR | 240°C AEH | AEH ANi&EH
Ground Start Ref. to starter limits N/A N/A N/A
LA )
AL ) . S AL . ANEA | AEH ANIEH
In flight start with o 875°C
Start . Ref. to starter limits N/A N/A N/A
starter assistance
HZEHEE) A — AEH | AEH A& H
Windmill start N/A N/A N/A N/A
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HL TR T RoORES:, IR R 5 0. Bk TAER, B3EIES (APR) I
(7] PR 1] S A< 21 10 738

Notel The time limit is five minutes when the throttle lever is at the position more than Maximum
continuous rating. The 5-minute limit may be extended to 10 minutes for Auto Power

Reserve (APR) during one engine inoperative.

2 KRB, TARMR SN S RGBS PR REAE N Ta) AR BB s R 7

Note2 During one engine inoperative, the operative engine at the maximum continuous rating can
provide higher thrust for long time.
3 R/ TR APR HESN BRI ITT FRAIZET 5 0B BR . Sk TAERS, APR I FRAZ K

F) 10 7054

Note3 The ITT limits for TO/GA and APR ratings are based on 5 minutes. During one engine

inoperative, the time limits extend to 10 minutes for APR.

H 4 RENUE R T G AR HETERE,

(1) FmEES, &R R RIRE ISA+15C, RRESHE T 6
IR % 1ISA+10°C;

(2) T RHLSAEEGE]
(3) Rtk

Noted4 Engine thrusts are based on calibrated test stand performance. These calculations assume
the following conditions:
(1) Static thrust , sea level takeoff and maximum takeoff flat-rated to ISA + 15°C,

THEBRBR T

Maximum continuous flat-rated to ISA + 10°C.
(2) No aircraft accessory loads or air extraction.

(3) No inlet losses.

i BhBh 1122 EIAPU:

A1 5]/Model: APS2600[A]

il 1 fj/Manufacturer: 5 2 22 7] (FAEF K) / Pratt & Whitney Rzeszéw S.A.

i BhBh 7725 E BRI/ APU Limits:

APU 23l A =T 30,0001t

The starting altitude of APU should not be higher than 30,000ft.

1B TAERFEE Ju F 95%-105%.

Normal operating spool speed range is 95%-105%.

HEA R FE [Exhaust Gas Temperature:

APU L1/EIRZ
APU Status

HeS I (EGT) PR IME
Limit of the exhaust gas
Temperature (EGT)

!

Instructions

APU 23]
APU starting

IAEHBTEIN, MR B SRR BN B B R, £
i, APU A2 HBhF 4

Only on the ground, when the EGT reaches the
temperature limit, the APU would shut down
automatically; In flight, the APU would not shut down

automatically.

APU iz#%
APU operating

ACAE M T A A8 AR I i Bk B e R, 3 B JE A
FEE; EFTN, APU AXHINER
Only during ground steady operating, the APU would
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BR/Fuel:

HUR B (EGT) BRilE
APU TAERZ . (EGT) i
Limit of the exhaust gas )
APU Status Instructions
Temperature (EGT)

shut down automatically in 3 seconds once the EGT
reach the temperature limit; in flight ,the APU would not
shut down automatically.

AXAE O T AR S AR 248 B B LR I{E, 0.5 #PJG
HalF%E; E2PI, APUAZEIIEE

Only during ground steady operating, the APU would

788°C
shut down automatically in 0.5 second once the EGT

reach the temperature limit; in flight, the APU would not

shut down automatically.

R R R R A AT 332

i 2 E bR GB6537 FER AT -

Fuels in compliance with the GB6537.

HARRE GE B AT NO.D50TF2 FrIMAM o« W45 —HEE R Rr kA 4% fE R AE FE e GEK
112094 $4A47

Other fuels in compliance with GE Specification NO.D50TF2. For each approved special fuel, the
operating instructions defined in the GEK 112094 should be followed.

TR N7 B LR BE L ZBFF A GE 2 W] HYE NO.D50TF2 [ 23K .

Fuels additives and concentration must conform to GE Specification NO.D50TF2.

R 25 B/ Fuel capacities:

SN ESS
Maximum fuel capacities
mFE/Tank A NVolume (L) #HE/Meight (kg)
A/ Left tank 6468 5193
Fih 4 /Right tank 6468 5193
it/ Total 12936 10386

Forp R 2 FE DL 0.803 kg/L 1.
The fuel density is counted as 0.803kg/L.

AT AN T AR i = T 0

Weight and balance arm of the usable and unusable fuel

eS| ST ALY B Hi Val-1
Category Fuel location Volume (L) Weight (kg) Arm (mm)

T 2 A/ Left tank 6421 5155 16005

Usable fuel A7 M6 /Right tank 6421 5155 16005

St Total 12842 10310 16005

AN T FH AR 7 4%/ Left tank 47 38 15735

Unusable fuel A5 4 /Right tank 47 38 15735
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Hor kol % P LA 0.803 kg/L it

The fuel density is counted as 0.803kg/L.

T TR 25 B:/Oil and Oil Capacities:
Fi GE 3 NO.DSOTFL T o X4 — LA I RF R TR il 4% 4R AR 4R B GEK 112094 #1447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16, CF34-10A16-C, CF34-10A16-D & zhHLIE A s 2 & 13.3 US i,
Horba] HEm 12.7 US S .
Total oil tank capacity of GE CF34-10A16, CF34-10A16-C, CF34-10A16-D engine is 13.3 US
quarts, usable oil is 12.7 US quarts.

25 3[R i) /Airspeed Limits:
B NAE I E Vivo/Mmo =330 iR IEZ i (KCAS) /0.82 L%k
Vmo/Mmo = 330KCAS / 0.82M
T HE A R, W& ) CAAC #EHER) WL ©AT T
For other airspeed limits, see the appropriate CAAC-approved Airplane Flight Manual.

HH.(»75 [/ CG Range:
g ) CAAC HEHER) KHL RAT T
See the appropriate CAAC-approved Airplane Flight Manual.

e K B:/Maximum Weights:

_ RREME R R EE
BT | BONEC | KR . o .
" = ~n CoivE SNIE oI SNE
HE HE HE
. . . 8935kg) 9745kg)
P Maximum | Maximum | Maximum . .
. . Maximum Zero Fuel | Maximum Zero Fuel
Model Taxiing Take-off Landing . . X i
. . . Weight (Maximum Weight (Maximum
Weight Weight Weight
Payload 8935kg ) Payload 9745kg )
(kg) (kg) (kg)
(kg) (kg)
e URE 2
EAEL 40580 40500 37665 34163 34700
(STD)
R AR
(R RH T B
38400kgiZ 1)
ER (Option: 43580 43500 38400 34163 34700
Maximum
Landing Weight
38400kg Option)
R AR
(R REREE
40455kgiE T )
ER (Option: 43580 43500 40455 34163 34700
Maximum
Landing Weight
40455kg Option)

10/40



5 A HRAE SR %/ Type Certificate Data Sheet Jik#k/Revision: 10
W HE/Datum:

BLE 0 ufifir, A7 FHLLAT AT 177.80mm 4t
The fuselage station zero is located 177.80mm forward of the nose section.

EK 5 [ Leveling Means:
By CHOE PR B, A E T TSGR A M X IR, Hrh BV CE AR AU R ST R TT
HI/MTZER L.
A plump bob leveling device is provided on the left side of the nose gear wheel well. The plumb is
placed on a small luggage rack in front of the emergency door on the right side of the aircraft.

PR 5)5% K 1 Mean Aerodynamic Chord (MAC):
PR 5% (MAC) 54K 3456.23mm;
The MAC length is 3456.23mm;
V-5 Bl 5% A 2 2 B R AE A B B 15629.83mm.
Distance between the leading edge of the MAC and the datum is 15629.83mm.

B/N KATHLAL: /Minimum Crew:
2 N/Two(2): 1F 5B FIEI %5 B /pilot and copilot

B K S Maximum Passengers:
95 i (2X%FHIE,  GEIAL, 18D Wi/ (WERS) .
95 seats ( two pairs of exits , (oversized Type |, Type I) exit arrangement ) (see NOTE 8).

B KATZE1554)1 Max. Baggage/Cargo:
W& ) CAAC i i) 38 5P T
See appropriate CAAC-approved Weight and Balance Manual.

RN [ Y B oAU = /Maximum Taking Off or Landing Pressure Altitude:
14,500ft/4,420.0m

¢ KIz A7 7 FE 1 Maximum Operating Altitude:
39,000ft/11,900m

Y\ HIiE 30/ Control Surface Movements:

BRI\ e RAT R
Maximum control surface travel:
FEANLR IR #E
Ailerons of left and right wings
] b 204 fF 2094°TE up
[~ 204 & 204 °TE down
EANENMN. SMugEE
Inboard/Outboard flaps of left and right wings
040.4. 1540.6. 2540.6. 41.540.6 &
020.42 15 2.6 25M).62° 41.594.6°
FEAHLE AN H Ao 4% 3R
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Inboard/Median/Outboard slats of left and right wings
0#0.4. 20.8540.6 J&
020.4° 20.85920.6°

Je 5 FHFERE
Left and right elevators
[f] b 274 FF, 2794°9TE up
1]~ 20+ [, 2024.9TE down
KV 5E TH
Horizontal stabilizers
VA %A L 13.540.5 [ ,13.590.59TE up
PRGN T 2.140.5 f£,2.190.59TE down
J7 1A
Rudders
] /. 25+ Ji, 254 Feft
47 25+ Ji, 2594 “ight
e A HLFE I I/ 22 D PR AR
Ground spoilers/Multi-function spoilers
4542 i, 4592°

B4 | Required Equipment:

T BE AR e L E i) IR I FE AR 28 W8 W A AN 2 b DA R Y 5 5%
HH E IR
The basic required equipment as prescribed in the applicable airworthiness regulations (see the
Certification Basis) must be installed in the aircraft to meet the requirements of type certification.
W 41 H/Equipment List:

(ARJ21-700 WHLBEM BB BB M) (Y5 971HZ2006, ARIK: W ERJSZREHERR
70
<ARJ21-700 Aircraft TC configuration equipment list> (NO.971HZ2006, revision W or
subsequent approved revision)

il i 7 471 & F /1% 5 /Eligible Serial Numbers

ARJ21-700 105-108. 113-225. 10126-10166. 10168-10170

“Z/NEELAIRE” (RVSM) %5151z 47 /Operation in (RVSM) airspace:
ARJ21-700 "KL T IRELE /N E RS (RVSM) ZSIIZ1T. 9% RVSM TERFEHE A
IBAT T ALHE, YL CAAC HifjiB Y AC-91-7“48/NEE [B[E (RVSM) 2tk )ia 172
SRR IR AC-21-13 “7E RVSM 25385120 300 2K (1000 94/ 3 H [l bR s 17 i s
AR I LA HEAT
The Model ARJ21-700 has been approved to operate in “Reduced Vertical Separation Minimum”
(RVSM) airspace. Continued airworthiness and operational approval aspects of RVSM must be
constructed according to CAAC Advisory Circular (AC) 91-7 titled “Authorization of Aircraft and
Operators for Flight in Reduced Vertical Separation Minimum Airspace” and AC-21-13, titled

“Airworthiness Approval of Aircraft operating in Vertical Separation Minimum Airspace above
300 Meters (1000 Feet)”.

il

%ﬂ
B

2!

M= 7= /Noise
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WiE ) CAAC HEAER) WAL ©AT Tt
See the appropriate CAAC-approved Airplane Flight Manual.

5. HAERIBARZ RN Approved Technical Documents

18 FH2E T W45 LR S0 /The Operational Manuals consist of the following Publications:

a) ARJ21-700 &L 47T/ /ARJ21-700 Airplane Flight Manual: 45 TP700001, i ER 5 422 L HE IR
Publication Number TP700001, Original Issue or subsequent approved revision.

b) ARJ21-700 KHL K47 FMt: /ARJI21-700 Airplane Flight Manual: 4%*5 TP700100, R7 B & £E 4RI IK
Publication Number TP700100, R7 or subsequent approved revision.

¢) ARJ21-700 KHLEE V4 FH: /ARJ21-700 Airplane Weight and Balance Manual: %#*5 TP700009, R20 &%
Ja BEA L UERIRRY:  Number TP700009, R20 or subsequent approved revision.

FREEERT O ALHE LU T 3. /The Instructions for Continued Airworthiness consist of the following Publications:

a) ARJ21-700 i&fii PR A% 4. /ARJ21-700 Airworthiness Limitation Section: 4“5 TP700045, R12 ok 5444t
HEMIRR YK ;  Number TP700045, R12 or subsequent approved revision.

b) ARJ21-700 KHLEEHERETH: /ARJ21-700 Airplane Structural Repair Manual: %5 TP700008, R19 &% J54:
ZHEAEIRRIK ;. Number TP700008, R19 or subsequent approved revision.

6. yFRE/Notes

JERINOTE 1: TEWIIRIE N E I, WAREE VL R AT i B R, X E P RS TP A A% WL
2L B B 2 T e R B
A current Weight and Balance Report must be provided for each aircraft at the time of initial
airworthiness certification, and the report shall include the list of equipment installed on the empty
airplane.

HEFE/INOTE 2: 28 CAAC HEMER) (AL ©AT P 3 HT 038 8 L B 5 Bt R A FR PR 2 2228 AE KL
All placards required by either the CAAC approved AFM, the applicable operating rules, or the
Certification Basis must be installed in the aircraft.

JERINOTE 3: FEATAFFEEHE S (UHT) RBCRAE, FAIRES M AL 2 4aizdT. Rk, AT A %R
CCAR-121 L 5E B FH PR HE AR 7 2 SR AT 5 AN 7T 428 e 4 ) e b ) A1
The occurrence of any uncontrollable high thrust failure condition may endanger the safe operation
of airplane. As a result the pilot are required to report the occurrence of uncontrollable high thrust
event under the requirement specified in CCAR-121 on the service difficulty report.

1EFE/NOTE 4: AT T TP700001 3&E T A S SARBUIER LA K HL, AT T TP700100 & H T & IR A
T R IR 5 SR BT B O B kAL
AFM TP700001 is applicable to aircraft with initial certificated type design configuration; AFM
TP700100 is applicable to aircraft with subsequent type design changed configurations after initial
type certification.

{EBE/NOTE 5: NAFSSH AL ARYE T 5 S IR A
105, 106,
The following Aircraft Serial Numbers were produced under the Type Certification only:
105, 106.
RE/INOTE 6: AEPHETHIE (45 PCO031A) LT 2017 4F 6 H 28 Hk, Hra& ARJ21-700 2.
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FREINOTE 7:

{1 FEINOTE 8:

TEREINOTE 9:

Production Certificate (No. PC0031A) including the ARJ21-700 aircraft was issued on Jun. 28, 2017.
CCAR-26 % 26.1, 26.5, 26.11, 26.37, 26.43, 26.45 2% A1 B A & [2012]30 5 3L (CAO No 2012-30)
MrFEPEC A

Compliance findings have been addressed for the requirements of CCAR-26 6.1, 26.5, 26.11,
26.37, 26.43, 26.45 and Civil Aviation Order (CAO) No 2012-30.

HIEHLTIAIR S5 T IR R | Y Y ORI B A PR e B A 45 K PR B 4R T 21 95 i .
TX 6 L 1V R AH O IR AE AR SE SO A2 B W o o ZBUEEAE tH VIR 8 Bt R 30 5 10 B B 3l
AL BORMAR, BN, S RIFFHOEMIH ER K 90 J#. BARERIEER 7 4L
A4,

The forward entrance and service door as an oversized Type | exit with over-performing slides
enable the maximum passengers to be increased to 95. Any changes pertaining to these exits and
slides are subjected to the requirement “slides installed must be automatically erected within 10
seconds from the time the opening means of the exit is actuated”. Otherwise, the maximum
passengers are limited to 90 originally certified. Details refer to ELOS Issue Paper A-14.

C909 #& ARJ21-700 (7 Mk 44 FK o

The C909 is a marketing designation of ARJ21-700.
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—. ARJ21-700CCF (E X} H/Significant Design Change)

1. FERABIAHLAEE H #/Model and Approval Date

ARJ21-700CCF (COMAC Converted Freighter, 1 [E 5 Bk 6ibl) 2 1EARI21-700 KBl (WL RIE AL FEAt
BB T 2 CAACHEE R E B K AMI-700017% 2 6% B R BETH BE 2y WL, # IR B HL AL iz 4T, 2 ARJ21-700
LR — Mo, AT . fEARTCDS A FEE N i @ TR, XL WL T-ARJ21-700 KA.
BT B O R BRI T-CCAR2LI0LAIHISE , i HF10 3% T i Fr) o o S

The ARJ21-700CCF (COMAC Converted Freighter) is an ARJ21-700 airplane that has been modified from a
repurchased airliner in accordance with CAAC approved COMAC AMI-70001 passenger converted into freighter
significant design change to operate in a freighter configuration. ARJ21-700CCF is a new configuration of ARJ21-700,
but not a new model.These aircraft remain ARJ21-700 aircraft for documentation purposes on this TCDS and with
regard to the applicability of airworthiness directives.Because of the magnitude of this design change, the certification

basis for the changed aspects was required to be established and documented in accordance with CCAR21.101.

Hi 4 H 3/Application Date: 202146 18 H/Jun. 18, 2021

kv H #1/Approval Date: 202346426 H /Jun. 26, 2023

2. AP/ Production Basis

(RFTEARIINEY 55— 55 2 TNERFE 20
(Contents not mentioned below are identical to those of the Charter I section 2)
Bk FR K35 42 CAAC HiLHERT AMI-70001 427,
The modification is conducted under CAAC approved AMI-70001.

3. HFEEAN/ Certification Basis

(RFTBAR LN ELGH 55 3 WARRRE—ZD

(Contents not mentioned below are identical to those of the Charter | section 3)

3.1 &ML E/Airworthiness standard
4 CCAR21.101, 1ENE K&IHFEN, AMI-70001 i&H HFEFRIGIE TAERENI LR 142 4, BfkinFE 1
Fios o
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As a significant design change, 142 provisions are applicable and need substantiations for AMI-70001 in accordance

with CCAR21.101, as shown in Table 1 below.
2 1 AMI-70001 4% 7K 5./ Table 1 List of provisions for AMI-70001

MERRA %7 (CCAR-25-R4 1 R3 FRASE R AT — )
Pl %k SR TR . a
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

1 [25.1 it A Y FEl/Applicability CCAR-25-R4 75/No

2 2523  [ESAEMRH/Load distribution limits CCAR-25-R4 J&lYes

3 [25.25 o 5 R fill/Weight limits CCAR-25-R4 &/Yes

4 [25.27 /PR fill/Center of gravity limits CCAR-25-R4 szlYes
% 6 VA S 1) 2 .0»/Empty weight and

5 [25.29 _ _ CCAR-25-R4 JEIYes
corresponding center of gravity

6 [25.301  [#fj/Loads CCAR-25-R4 #=/Yes

7 25303  |%4 & Fu/Factor of safety CCAR-25-R4 =/Yes

8 [25.305  [5EmS¥FIAFT/Strength and deformation CCAR-25-R4 &/Yes

9 [25.307  |AEMRFA IR /Proof of structure CCAR-25-R4 #&/Yes

10 25321 | ¥AT#iAT AL JUl/General CCAR-25-R4 R/Yes
o FRALB] 1 It /Symmetric maneuvering

11 [25.331 - CCAR-25-R4 JEIYes
conditions

12 [25.341  [SRMHAIZ I Ea/Gust and turbulence loads CCAR-25-R4 s=lYes
VLT PRI AT il 25 55 /Design fuel and oil

13 [25.343 CCAR-25-R4 szlYes
loads

14 |25.345 14 %5 E /High lift devices CCAR-25-R4 szlYes

15 [25.349 &4 Bi/Rolling conditions CCAR-25-R4 F/Yes

16 [25.351  |{{mAiALB01E I/ Yaw maneuver conditions CCAR-25-R4 s2lYes

17 |25.365 [} %A far/Pressurized compartment loads CCAR-25-R4 s=lYes
R BN RG] S ) FEXS TR 2K A

18 [25.367 _ o CCAR-25-R4 JEIYes
/Unsymmetrical loads due to engine failure

19 [25.373 [ EE45H%E B/Speed control devices CCAR-25-R4 F/Yes
PR\ E A = ]/Control surface loads:

20 [25.391 CCAR-25-R4 szlYes
General

21 [25.427  [HEXFFR#EK 7 /Unsymmetrical loads CCAR-25-R4 s2lYes

22 |25.471  PbiEm#EAT S 00/Ground Loads General CCAR-25-R4 szlYes
o il A 1 4 R B <8 /Landing load conditions

23 [25.473 . CCAR-25-R4 szlYes
and assumptions

24 25479  KPEFEE L/ Level landing conditions CCAR-25-R4 s=lYes

25 [25.481  |RIT# 1S i/ Tail-down landing conditions | CCAR-25-R4 R/Yes
B T AR 45 Tt 47 1 /One-gear landing

26 (25.483 . CCAR-25-R4 s2/Yes
conditions

27 |25.485  |{ll|A) &4 15 5/Side load conditions CCAR-25-R4 szlYes

28 |25.487  |[AlIBkE 15 /Rebound landing condition CCAR-25-R4 EIYes

29 |25.489  [MhyH R4\ 1EHL/Ground handling conditions CCAR-25-R4 =lYes
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I - %mﬁﬁfiﬁx #E (CCAR-25-R4 il R3 AR & A5 —H0
INo. liProvision Title /Regulation Note(Whether the CCAR-25-R4 and R3
Version requirements are consistent)
20 5401 AT I Ff T A/ Taxi, takeoff and CCAR.25.Ra Hves
landing roll
31 [25.493  [EATHI 415 /Braked roll conditions CCAR-25-R4 75 /No
32 [25.495  [F&¥5/Turning CCAR-25-R4 f&lYes
33 [25.499  [ATEM{R 52\ /Nose-wheel yaw and steering] CCAR-25-R4 szlYes
34 (25.503 [F]%£/Pivoting CCAR-25-R4 s=lYes
35 [25.507 |ffl47 4 %*/Reversed braking CCAR-25-R4 #5/No
P — N 2 B L A /Emergency Landing CCAR.25.R4 =INo
Conditions General
SRR A 5 BR A 55 7T
37 [25.571  |/Damage-tolerance and fatigue evaluation of CCAR-25-R4 75/No
structure
38 [25.581  |[AJHLBEF/Lightning Protection CCAR-25-R4 &/Yes
39 [25.601 [z Jll/General CCAR-25-R4 f&lYes
40 [25.603  [#1kH/Materials CCAR-25-R4 #2/Yes
41 25.605 | J5 #%/Fabrication methods CCAR-25-R4 f/Yes
42 [25.607  |¥[HfF/Fasteners CCAR-25-R4 f&/Yes
43 [25.609  |£5¥J{R¥/Protection of structure CCAR-25-R4 s=lYes
44 25611  |ATiAMEFE it/ Accessibility provisions CCAR-25-R4 73/No
45 bs 613 A} IR B E 1 e AR (9 150 THE Material CCAR.25.R4 /NG
strength properties and material design values
46 [25.619  [Krik & %USpecial factors CCAR-25-R4 R/Yes
47 [25.623 [ 7K & %/Bearing factors CCAR-25-R4 szlYes
48 [25.621  [#&14 &%/ Casting factors CCAR-25-R4 s2/Yes
49 25625  [B:3k &R HUFitting factors CCAR-25-R4 R/Yes
50 bs 620 /—ﬁiﬂ#'fﬁ%%‘fé%i}i/Aeroelastic stability CCAR.25.Ra Fives
requirements
51 [25.703 |2 K% E R4t/ Takeoff warning system CCAR-25-R4 R/Yes
52 [25.771  [Z3yfia/Pilot compartment CCAR-25-R4 s2lYes
53 [25.777  [ZIfiadE A #8144 /Cockpit controls CCAR-25-R4 ZlYes
5/No
HTI T BT T T4 CCAR-25-R4, JRA AR 1)
54 [25.783  |HLE [ /Fuselage doors CCAR-25-R4 | #R$%lE CCAR-25-R3/ New main deck cargo
door per CCAR-25-R4, original doors still per
CCAR-25-R3
55 [25.787  |fitif#fi/Stowage compartments CCAR-25-R4 75/No
AL AG DR B B3 4 1) [ e
56 [25.789  |/Retention of items of mass in passenger and CCAR-25-R4 s=/Yes
crew compartments and galleys
57 |25.791 iR 55 bRras Al bR i /Passenger information | CCAR-25-R4 f&IYes
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I - B fRA %7 (CCAR-25-R4 1 R3 i A ZE sk 2 75—
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

signs and placards

58 [25.793  [Hubx K Tm/Floor surfaces CCAR-25-R4 s&/Yes

59 [25.801 /K 3@ f#/Ditching CCAR-25-R4 #/No

60 [25.803 | S /Emergency evacuation CCAR-25-R4 ZlYes

61 [25.807 | 2 H F/Emergency exits. CCAR-25-R4 5/No

62 [25.809  |Ni& Y KA B/Emergency exit arrangement CCAR-25-R4 75/No
N SRS Bl B it -5 RS I 26 /Emergency

63 [25.810 . CCAR-25-R4 %5 /No
egress assist means and escape routes

64 [25.811 | & M FRic/Emergency exit marking CCAR-25-R4 R/ VYes

65 [25.812 [N ME H/Emergency lighting CCAR-25-R4 % /No

66 [25.813  |N& i HiEM/Emergency exit access CCAR-25-R4 75/No

67 [25.815  [idiH 5 £/ Width of aisle CCAR-25-R4 A/ Yes
e K I HE R £/ Maximum number of seats

68 [25.817 CCAR-25-R4 szlYes
abreast

69 [25.820 |l ffri]/Lavatory doors CCAR-25-R4 5/No

70 [25.831  [ifi X/Ventilation CCAR-25-R4 5/No

71 [25.841  [H4)& HEfiE/Pressurized cabins CCAR-25-R4 75/No

72 [25.843 M)k ARG AR LG/ Tests for pressurized cabins | CCAR-25-R4 #/No

73 [25.851 |k -k 2%/Fire extinguishers CCAR-25-R4 s2lYes

74 [25.853  |BEAE Y FUCHE/Compartment interiors CCAR-25-R4 75INo

75 [25.854  |WifB Jk/Lavatory fire protection CCAR-25-R4 &/Yes
TR 11T 2= Ag/Cargo and baggage

76 [25.855 CCAR-25-R4 %5/No
compartments
I A/ % #1#H Thermal/ Acoustic insulation

77 [25.856 . CCAR-25-R4 % INo
materials

78 [25.857  |Feft&54k/Cargo compartment classification CCAR-25-R4 75/No
PR BAT 2RO 55 B K BRI & St/ Cargo or

79 [25.858 baggage compartment smoke or fire detection | CCAR-25-R4 s2lYes
systems
A BRIV 1A B 877 -k /Flammable fluid fire

80 [25.863 . CCAR-25-R4 szlYes
protection

81 |25.869  |& il k/Fire protection: systems CCAR-25-R4 75/No
FH P& FE A 5 B R 47 /Electrical bonding and

82 [25.899 _ _ _ o CCAR-25-R4 75/No
protection against static electricity

83 [25.903  |KBhHL/Engines CCAR-25-R4 R/VYes

84 [25.963  |BRiMAH: & JI/Fuel tanks: general CCAR-25-R4 R/Yes

85 [25.965  [MRiHAH L /Fuel Tank Tests CCAR-25-R4 &/Yes

X _— . #/No
86 [25.981  [BRWFE s AR P7/Fuel tank ignition prevention | CCAR-25-R4
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I - MEERA %7 (CCAR-25-R4 Fil R3 it A B3Rk fE 75 —H0)
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)
CCAR-25-R4 25.981(a)(d)/ Original
Certification Basis of ARJ21-700 airplane
includes 25.981(a)(d) CCAR-25-R4
87 |25.1301 |ThfEAN 224 /Function and installation CCAR-25-R4 %/No
W RGN B IEquipment, systems, and
88 [25.1309 | . CCAR-25-R4 5/No
installations
FEL YR 25 12 F11 43 Fid/Power source capacity and
89 [25.1310 | CCAR-25-R4 75/No
distribution
90 [25.1316 |& %[N L4 /System Lightning Protection CCAR-25-R4 f2lYes
B RAE ST (HIRF) B 97 High-intensity
91 [25.1317 . . . CCAR-25-R4 75/No
Radiated Fields (HIRF) Protection
L AT AT A3 AT /Warning, caution,
92 [25.1322 . . CCAR-25-R4 szlYes
and advisory lights
HA ARG M4 A /Electrical Systems and
93 [25.1351 . CCAR-25-R4 s2lYes
Equipment General
S 1 % B 22 35 [Electrical equipment and
94 [25.1353 | _ CCAR-25-R4 %INo
installations
95 [25.1357 |HLE% LRI 4% E /Circuit protective devices CCAR-25-R4 73/No
96 [25.1360 |THi[y 1453 /Precautions against injury CCAR-25-R4 75/No
N ZUIR At B /Electrical supplies for
97 [25.1362 . CCAR-25-R4 %5/No
emergency conditions
A B Dk AAR K 2§ /Electrical
98 [25.1365 . CCAR-25-R4 75/No
appliances, motors, and transformers
99 [25.1381 |{%F&JT/Instrument lights CCAR-25-R4 szlYes
100 [25.1411 |z 4 ¥+ K U/Safety Equipment General CCAR-25-R4 73/No
101 [25.1415 |/K_Ei8 &% % /Ditching equipment CCAR-25-R4 R/Yes
102 [25.1423 (WL % & G/Public address system CCAR-25-R4 #/No
103 [25.1431 |HF i #%/Electronic Equipment CCAR-25-R4 75/No
14 1% £ 5t F1/S.5)) & Gi/Pressurization and
104 |25.1438 ) CCAR-25-R4 s2lYes
pneumatic systems
SR A& AL /Oxygen equipment and
105 |25.1441 CCAR-25-R4 szlYes
supply
5 /NNAR E/Minimum mass flow of
106 |25.1443 CCAR-25-R4 s2lYes
supplemental oxygen
ARSI R G v B K E [Equipment
107 [25.1445 - CCAR-25-R4 JEIYes
standards for the oxygen distributing system
S E B I 2 /Equipment standards for
108 [25.1447 T CCAR-25-R4 75 /No
oxygen dispensing units
| W {4 48 1) 152 4 /Means for determining use of
109 [25.1449 CCAR-25-R4 7=lYes

oxygen
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I - MEERA %7 (CCAR-25-R4 Fil R3 it A B3Rk fE 75 —H0)
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)

110 [25.1450  |[fk24%8 /< & A #4/Chemical oxygen generators | CCAR-25-R4 RlYes
7 1k 4 B 4 B 22 19 6 5 /Prrotection of

111 [25.1453 . CCAR-25-R4 =lYes
oxygen equipment from rupture
SR I HE/ Draining of fluids subject to

112 |25.1455 . CCAR-25-R4 szlYes
freezing
& RE RS 1115 £ /Equipment containing high

113 [25.1461 CCAR-25-R4 Z=lYes
energy rotors

114 [25.1501 |/ JUl/General CCAR-25-R4 szlYes
. BRI E 4 A/ Weight, center of

115 [25.1519 _ T CCAR-25-R4 R /Yes
gravity, and weight distribution

116 [25.1523  [F/ ¥ATHLZH/Minimum flight crew CCAR-25-R4 RlYes
FESEE F S Instructions for Continued

117 [25.1529 | _ CCAR-25-R4 JEIYes
Airworthiness
FRiC AR S 0)/Markings and Placards

118 25.1541 CCAR-25-R4 szlYes
General

119 25.1543  |[{xZkRic Al/Instrument markings: general | CCAR-25-R4 RlYes

120 [25.1555 (R Fric/Control markings CCAR-25-R4 RlYes
H e brid fr/Miscellaneous markings and

121 |25.1557 CCAR-25-R4 szlYes
placards

122 [25.1561 |41kt #%/Safety equipment CCAR-25-R4 ZlYes
AL RATFM SU/Airplane Flight Manual

123 |25.1581 CCAR-25-R4 szlYes
General

124 25.1583  |fd IR #i/Operating limitations CCAR-25-R4 #5INo

125 [25.1585  |fifi F #% F>/Operating procedures CCAR-25-R4 73 /No

126 [25.1701 | SU/Definition CCAR-25-R4 75/No
Thae A4 4% . EWIS/Function and installation:

127 |25.1703 EWIS CCAR-25-R4 75/No
AL FITRE: EWIS/Systems and functions:

128 |25.1705 EWIS CCAR-25-R4 %5 /No

129 [25.1707 |R 4% : EWIS/System seperation: EWIS CCAR-25-R4 75/No

130 [25.1709 |H#%i2¢4: EWIS/System safety: EWIS CCAR-25-R4 Z/No
R EWIS/Component identification:

131 |25.1711 EWIS CCAR-25-R4 %5 /No

132 [25.1713 |Bii-k: EWIS/Fire protection: EWIS CCAR-25-R4 %5 /No
FL A B LR 9P . EWIS/Electrical

133 [25.1715 |bonding and protection against static CCAR-25-R4 %/No
electricity: EWIS
LR (R4 2E B . EWIS/Circuit protective

134 |25.1717 . CCAR-25-R4 %5/No
devices: EWIS

135 [25.1719  [A[i&PERIE : EWIS/Accessibility provisions: | CCAR-25-R4 73 /No
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MEERA %7 (CCAR-25-R4 Fil R3 it A B3Rk fE 75 —H0)
5| R kAR .
o ) /Regulation Note(Whether the CCAR-25-R4 and R3
/No. |/Provision [Title . . .
Version requirements are consistent)
EWIS
136 [25.1721 [EWIS ¥ &% /Protection of EWIS CCAR-25-R4 %5/No
] BRIBAR k. EWIS/Flammable fluid fire
137 |25.1723 . CCAR-25-R4 5/No
protection; EWIS
138 [25.1725 (3 /2% & : EWIS/Powerplants: EWIS CCAR-25-R4 75/No
FREEE M SCLE: EWIS/Instructions for
139 [25.1729 _ _ ) CCAR-25-R4 75INo
Continued Airworthiness: EWIS
KA RS, M. EWIS/Fire detector
140 [25.1733 CCAR-25-R4 #/No
systems, general: EWIS
ALK EBRS (EWIS) 4id RN
141 26.11 /Electrical wiring interconnection systems CCAR-26 N/A
(EWIS) maintenance program
TS G REIE A SN PIE R A—— DN
142 |26.45 %oF A0S ) & i /Holders of type certificates - CCAR-26 N/A
Alterations and repairs to alterations

X R B B 1% S OIS SR B 3212 BE A IR AR B PN R - ARJ21-700 KL H 5 Btk PR3 FH S il
ZOR, RGNS —F5 375,

For minor changes or features or functions not related to and/or affected by such changes, the applicable airworthiness

requirements of the ARJ21-700 aircraft certification basis will be followed, and the relevant airworthiness provisions

are shown in Chapter I section 3.

3.2 & F4&1F/ Special Conditions

H— A 3TN L A& H T ARJ21-700CCF oK BiT ek, FFI4% HER4b:
The Special Conditions in Chapter | section 3 still apply to the ARJ21-700CCF significant design change, except for

the following items:
(1) SC-25-003 ®HLZBEAEARTT (KA HIA: 2014 4 11 H 26 H) ANidE H
SC-25-003 Flight-Deck Door (Issued on Nov. 26, 2014)

(2) SC-25-047 ARJ21-700 ! KA OC T FARE CR AR MR ZSR (UEJG . RATH: 2022 4210 H 5 H)

A&

SC-25-047 Requirements for heat release rate and smoke generation characteristics of ARJ21-700 aircraft seat

(post-TC. Issued on Oct. 5, 2022)

PLF % H 26 4:AGE T ARJ21-700CCF 5 K% ik

Not Applicable

Not Applicable

The following Special Conditions are only applicable to ARJ21-700CCF significant design change:
(1) SC-25-048 ARJ21-700 4 KMl (IEJE) E RITACHI KGR (RAmH M. 2022 4 12 7 28 H)

SC-25-048 Class E Cargo Compartment Fire Protection of the ARJ21-700 (Post-TC). (Issued on Dec. 28, 2022)
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(2) SC-25-049 ARJ21-700 B4 KHL GUEfF) ®ATHEEN E Zilifie (kA HI: 2022 4F 12 H 28 H)

SC-25-049 In Flight Access to Class E Cargo Compartments of the ARJ21-700 (Post-TC). (Issued on Dec. 28,
2022)

3.3 £ 424 /K F/Equivalent Level of Safety Findings

A 3 ARk 2K FAh3E F T ARJ21-700CCF R e, R4k HERSH:
The Equivalent Level of Safety Findings in Chapter | section 3 still apply to the ARJ21-700CCF significant design
change, except for the following items:

(1) MBLE A-14: BRI B O BCR VT e e 8 AiE A
Issue Paper A-14: The maximum number of passenger seats permitted for oversized Type | exit 85.807(g) Not

Applicable
(2) WAL AT B E PR R R TE SR AN
Issue Paper A-17: Width of aisle between seats of last two rows 85.815 Not Applicable

DA R A58 4 /K PAUE H T ARJ21-700CCF 8 K il B30 :
The following ELOS is only applicable to ARJ21-700CCF significant design change:
(1) mEaE A-23: R H s et

Issue Paper A-23: The Design of Supernumerary Compartment for Passenger Converted to Freighter.

£5.807(g)(1)(i)(1)+ 25.809(a)~ 25.810(a)(L)+ 25.812(e)(1)(1)~ 25.813(c)(L)+ 25.857(e)+ 25.1441(c) 25.1447(c)(1)

25.1449

4. FARE:FME B BRI/ Technical Characteristics and Operational Limitations

PR RFI% HEE AL, SE—3 5 4 T BRI R FH BR H14753&E F T ARJ21-700CCF H K i1 5 e4
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700CCF

significant design change, except for the following revised items:

4.1 RBIPL/ENgines:
I H] A T B Fe XU Bl 4% CF34-10A16
CRENPIA S S 4§ UG 5. EO0070EN, A5k miES S : VTCO210E, A5\ n] uEAE HLhk
K7 BUG AR .
2 General Electric Turbofan Engines; Models: CF34-10A16 (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 IEIMANTE M ZE £/0il and Oil Capacities:
Fi4 GE 3 NO.DSOTFL FJ T o X —HEAE A RE IRV b 3% R A HE B GEK 112094 #h4T .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
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GE CF34-10A16 &AL i F T S 25 5 13.3 US i, Hrpal ¥ 12.7 US % .
Total oil tank capacity of GE CF34-10A16 engine is 13.3 US quarts, usable oil is 12.7 US quarts.

4.3 I K% FEE/Maximum Passengers:
03fi, 14MIEHR,
0 (Zero) Passenger, Up to 1 (One) Supernumerary.

4.4 #i& 75 /Serial Numbers

TIPS KLY ARJ21-700CCF:

109, 112,

The following Serial Numbers Aircraft are ARJ21-700CCF:
109, 112.

5. HtHERIBRR %R Approved Technical Documents

5 5 AT IHAE B R BRI IE FH T ARJ21-700CCF K ek, F51%% HERSL:
Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700 CCF significant design
change, except for the following revised items:

(1) ARJ21-700 KHLLEHIEHTH: /ARI21-700 Airplane Structural Repair Manual: %5 TP700008, R17 H/54:

ZHHERI AKX ;. Number TP700008, R17 or subsequent approved revision. A& A/ Not Applicable

DA RESHEMTSCAHUE A T ARJ21-700CCF B K 1 i B 24t
The following Instructions for Continued Airworthiness only apply to ARJ21-700CCF significant design change:
(1) ARJ21-700 &t “HLE B EEFA: / ARI21-700CCF Structural Repair Manual : %#*5 991QT3769, B /)5

SR RHERI AR Number 991QT3769, B or subsequent approved revision.

6. YEBE/Notes

HEREINOTE 1: FEWIARTE AT E IS, W AFEE KL R AT 1) R e, B PR TP A A% WL
LR Ik A BT
A current Weight and Balance Report must be provided for each aircraft at the time of initial
airworthiness certification, and the report shall include the list of equipment installed on the empty
airplane.

JERE/NOTE 2: 28 CAAC HEAER) WL RAT T 3 A3z 8 A B E R A R AR b 22 36 8 (L L.
All placards required by either the CAAC approved AFM, the applicable operating rules, or the
Certification Basis must be installed in the aircraft.

EFEINOTE 3: FEFIA T EET] (UHT) RECRE, WTRER MW WL Z4iatr. Bk, W7 RN
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T REINOTE 4:

TEREINOTE 5:

TEREINOTE 6:

FREINOTE 7:

CCAR-121 L5 FA {8 FHT IR i 7 SR A iy AN T 428 vt B ) A7

The occurrence of any uncontrollable high thrust failure condition may endanger the safe operation
of airplane. As a result the pilot are required to report the occurrence of uncontrollable high thrust
event under the requirement specified in CCAR-121 on the service difficulty report.

AT T TP700001 & T H RS S A BGIEM YA (L, AT T TP700100 & AT ik 2
TR BOIE fE 2L T BE U B KL

AFM TP700001 is applicable to aircraft with initial certificated type design configuration; AFM
TP700100 is applicable to aircraft with subsequent type design changed configurations after initial
type certification.

APAVFRNE (95 PCO031A) CLF 2017 4F 6 H 28 Hk, Hrpf& ARJ21-700 fY5.
Production Certificate (No. PC0031A) including the ARJ21-700 aircraft was issued on Jun. 28, 2017.

CCAR-26 £ 26.1, 26.5, 26.11, 26.37, 26.43, 26.45 4% A1 R & [2012]30 53 (CAO No 2012-30)
RFFETE TN

Compliance findings have been addressed for the requirements of CCAR-26 6.1, 26.5, 26.11,
26.37, 26.43, 26.45 and Civil Aviation Order (CAO) No 2012-30.

C909CCF & ARJ21-700CCF [ Mk 4% FK o
The C909CCF is a marketing designation of ARJ21-700CCF.
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=. ARJ21-700B (#itKi%/Major Design Change)

1. FERABIAHLAEE H #/Model and Approval Date

ARJ21-700B (Business, HE T KA SN £EARI2L-700 KHLEH I BIELRE |, a4 =4 FEZETIY T4 CAAC
EAE T E 7S KAMI-00231 A S LB A 1T B ERIARI21-700 KL, 2ARJ21-700 KHLI—Fhry By, AHGH
5. fEARTCDSH A [EIERTFE 2 E R ERT, XML E TARI21-700 K AL.

The ARJ21-700B (COMAC Business Jet) is an ARJ21-700 aircraft that directly implemented the design change
COMAC AMI-00231 approved by CAAC on the production line based on the ARJ21-700 aircraft passenger cabin
model. ARJ21-700B is a new configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700

aircraft for documentation purposes on this TCDS and with regard to the applicability of airworthiness directives.

i [ 31/Application Date: 20174E1 6 H/Jan. 6, 2017

fLHE H #3/Approval Date: 202447 H12H/Jul. 12, 2024

2. 4rPE4EIE/ Production Basis

(RFTBARLINELGH—EH 2 WARREE—ED

(Contents not mentioned below are identical to those of the Charter | section 2)

3. HFEEAM/ Certification Basis

(RWEARLONELI S —E5H 3TN ERRF 20

(Contents not mentioned below are identical to those of the Charter | section 3)

3.1 &M EE/Airworthiness standard
ARJ21-700 KHLASHLEAC BT SOy Bt K, AR E RS ARI21-700 "KHLA LA AR T B cuid
HIIE AR #E Sy ARJI21-700 KHLEUAS AL 5 S ARAIE R FIE AR o
ARJ21-700 aircraft business jet cabin design change is a major design change, but it is not a significant design change.

The airworthiness standards applicable to the cabin design change of ARJ21-700 business aircraft can be the

airworthiness standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 & H %4/ Special Conditions

B 3 TSI E A& T ARJ21-700B it KEA
The Special Conditions in Chapter I section 3 still apply to the ARJ21-700B major design change.
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DA T & H & AHGE FH T ARJ21-700B # i1 K

The following Special Condition is only applicable to ARJ21-700B major design change:
(1) SC-25-018 ARJ21-700 KHLASSHLEM BT S H WEMNKEX  (EF. KAHM: 2021 4 2 A 10
H)
SC-25-018 ARJ21-700 aircraft business jet cabin design change project to set up a private rest area (post-TC.
Issued on Feb. 10, 2021)

3.3 e 42 /K FIEquivalent Level of Safety Findings
S FE 3 AR R 4K ATE T ARJ21-700B iR
The Equivalent Level of Safety Findings in Chapter I section 3 still apply to the ARJ21-700B major design change.

DA S R 4K PAGE T ARJ21-700B 5t KR
The following Equivalent Level of Safety Findings are only applicable to ARJ21-700B major design change:
(1) I A-16: T T R AR & X % 55 2/ Issue Paper A-16: Width of aisle and passenger areas passageway

£5.813, 85.815.
(2) [H)is 2 EE-32: B4 %2/ Issue Paper E-32: Immediate Observation.

£5.785(h)(2).
(3) IfE4IE E-34: CCAR25.812(b)(1)1%:4k % 4/ Issue Paper E-34: ELOS of CCAR 25.812(b)(1).
5.812(b)(1).

3.4 #4/Exemptions
S 3 WS KIE A hE M T ARJ21-700B it KiK.
The Exemptions in Chapter I section 3 still apply to the ARJ21-700B major design change.

A #8408 T ARJ21-700B #E Kk

The following exemptions are only applicable to ARJ21-700B major design change:

(1) E-011 ARJ21-700 KHLASHLEM ¥ 5 20 H % CCAR-25-R3 % 25.813(e)ik ZR # . 85.813(e) (4=
ROHIH: 2021422 H 10 H)  GEfa. $%eA80H: KD

E-011, Exemption for CCAR-25-R3 § 25.813(e) of ARJ21-700 business jet cabin design change , Issued on Feb.
10, 2021, § 25.813(e) ( post-TC. Period of exemption: long-term)

(2) E-012 ARJ21-700 KHLASSHLZ AR B 5 20 H 5 CCAR-25-R3 %5 25.785() sk BRI #4%  &5.785() (L=
ROHIH: 2021422 H 10 H)  GEfa. $%eA80H: KD
E-012, Exemption for CCAR-25-R3 § 25.785(j) of ARJ21-700 business jet cabin design change , Issued on Feb.

10, 2021, 85.785(j) ( post-TC. Period of exemption: long-term)
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4. FeARFHEFEH FR#I/Technical Characteristics and Operational Limitations

BT A% BTSN, 5 4 5P SRR RS H IR 75 T ARJ21-700B Bt Kk
The Technical characteristics and operational limitations in Chapter I section 4 still apply to the ARJ21-700B major

design change, except for the following revised items:

4.1 RBIHLIENgines:

I HT A F B A KU KBl B0 CF34-10A16-B
(KBNS S K IES 5. EO0070EN, A5 iAFiES 5 : VTCO210E, A5 IA\T] uEHE Hhk
R T BUREREHAEIRTO .
2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JEIMANTE M2 £/0il and Oil Capacities:
56 GE #YE NO.DS0TFL (13 i o A —HEAE I RF AT % IR R AEHR B9 GEK 112094 447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B K sl AT AL 25 5 13.3 US it Horpml FTE I 12.7 US & i,
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.

4.3 K% FEE/Maximum Passengers:
13 .

13 seats.

4.4 i 75 /Serial Numbers

TS KBy ARJ21-7008B:

110,

The following Serial Number Aircraft is ARJ21-700B:
110.

5. HHERBRBE R}/ Approved Technical Documents

S 5 WA NHHE N SR BURMITIE T T ARJ21-700B #eit K.

Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700B major design change.
6. JERE/Notes

S 6 WHTAIMERE (TR 9 BRAM) (5i& T ARJ21-700B it Kk
Notes (except NOTE 9) showed in Chapter | section 6 still apply to the ARJ21-700B major design change.
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DA T VERAGE A T ARJ21-700B it Kk
The following NOTE is only applicable to ARJ21-700B major design change:
HEFE/INOTE 1:  CBJ909 /& ARJ21-700B (1 Mk 4K .

The CBJ909 is a marketing designation of ARJ21-700B.
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M9, ARJ21-700M (¥t KE/Major Design Change)

1. FERABIAHLAEE H #/Model and Approval Date

ARJ21-700M (Medical, "ERE KEEETHL Z7EARI21-700 KL (Bigk =L Hal 8514 74 CAACHE
HERH E 7 CAMI-70002 2 77 ML 58 20 KL, £ARJI21-700 KALA—FEri 2, RSB S, ZEATCDS
R R R SE LT A 3E P YRR, XKML T ARI21-700 K AL,

The ARJ21-700M (COMAC Medical jet) is an ARJ21-700 airplane that has been modified from a repurchased airliner
in accordance with CAAC approved COMAC AMI-70002 medical jet design change.ARJ21-700M is a new
configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700 aircraft for documentation

purposes on this TCDS and with regard to the applicability of airworthiness directives.

i H 31/Application Date: 20214£6 421 H/Jun. 21, 2021

fLHE H #3/Approval Date: 202447 H12H/Jul. 12, 2024

2. A&/ Production Basis

(RWERARLONELI S —EH 2 TN ERRF 20

(Contents not mentioned below are identical to those of the Charter I section 2)

BT kP 4 CAAC HIEHER) AMI-70002 4277,
The modification is conducted under CAAC approved AMI-70002.

3. HEEA/ Certification Basis

(CRTTBA R LN B G55 — 55 3 TN AERRFE—F0
(Contents not mentioned below are identical to those of the Charter | section 3)
3.1 &MU E/Airworthiness standard
ARJ21-700 KHLEEIT HLITHEE SO Bt R, (EARE R . ARJ21-700 K HLEEST AL THBE Biiid F R S&E b
#Ey ARJ21-700 “KAHLHUS AL 5 A M UERT B IE AR HE -
ARJ21-700 aircraft medical jet design change is a major design change, but it is not a significant design change. The

airworthiness standards applicable to the cabin design change of ARJ21-700 medical aircraft can be the airworthiness
standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 & H %4/ Special Conditions

w3 & EE T ARI21-700M it KiK.
The Special Conditions in Chapter I section 3 still apply to the ARJ21-700M major design change.
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DA R F A& A T ARJ21-700M it K

The following Special Condition is only applicable to ARJ21-700M major design change:

(1) SC-25-050 ARJ21-700 ! ¥l GIEE) MARENEITHiaMEem s (EE. KAAHY: 2022 4 12 A
28 H)
SC-25-050 Cabin layout of emergency rescue or medical transfer for ARJ21-700 aircraft (post TC) (post-TC.
Issued on Dec. 28, 2022)

3.3 HM L %7J<¥/Equwalent Level of Safety Findings

H—F 3T AR R K ATE T ARJ21-700M Bt K ES
The Equivalent Level of Safety Findings in Chapter | section 3 still apply to the ARJ21-700M major design change.

3.4 %%‘%/Exemptions

— B 3 A HIE S E M T ARJ21-700M Bt KRk
The Exemptions in Chapter | section 3 still apply to the ARJ21-700M major design change.

4. BoR4EMFME FH R/ Technical Characteristics and Operational Limitations

BRI 2K H AL, 58— T8 4 S T BORRAE AL R B33 H T ARJ21-700M ¥R
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700M major

design change, except for the following revised items:

4.1 KENHUENgines:

P B H A ] A R U KBl 5. CF34-10A16-B

CRENHLY S S A% IES 5 : EO0070EN, RS INFHES 5. VTCO210E, Y5 An] uEHdE fhi
R T 8a S eI

2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 JE AN 25 #/0il and Oil Capacities:
Fi GE A3 NO.DSOTFL v iTe x4 — LA AR R TR il 4% 4R 4R B GEK 112094 #1047 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B K ZNHLIE AR M M A & 13.3 US % /i, Hal A 12.7 US % /i,
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.

4.3 FKE EEE/Maximum Passengers:

26 J, KIEIHIACE fe 2 vl BT 3 A B
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26 Seats, Up to 3 additional personnel depending on stretcher configuration.

4.4 #i& 75 /Serial Numbers

FAF A5 KB ARI21-700M:
111,
The following Serial Numbers Aircraft are ARJ21-700M:

111.

5. HAERIBARZ RN Approved Technical Documents

P F 5 WS BOR BURMTE T ARJ21-700M Bt K

Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700M major design change.

6. yFRE/Notes

A 6 TSR QR 9 B4 Uhi&EH T ARJ21-700M it K.

Notes (except NOTE 9) showed in Chapter | section 6 still apply to the ARJ21-700M major design change.
DA R VERAGEHF ARJ21-700M #it K.

The following NOTE is only applicable to ARJ21-700M major design change:

VEREINOTE 1:  C909MSJ & ARJ21-700M [ 7 Mk 4 FK
The C909MSJ is a marketing designation of ARJ21-700M.
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F. ARJ21-700E (#:iKi%/Major Design Change)

1. FERABIAHLAEE H #/Model and Approval Date

ARJ21-700E (Emergency, [ R Ke$E N 2 RERFEFHENL) 2 EARI21-700 ¥HL (2R RIMGENL) Fehl 54
T A CAACHEHER) H E 7 CAMI-70003 3 SRR FEFENL BT XU €L, /2ARJI21-700 “ALH— R Ty, Ay
T . AEARTCDSH I FEE A 2@ I PER, XKML 8 TARI21-700 &ML,

The ARJ21-700E (COMAC Emergency jet) is an ARJ21-700 airplane that has been modified from a repurchased
airliner in accordance with CAAC approved COMAC AMI-70003 emergency jet design change.ARJ21-700E is a new
configuration of ARJ21-700, but not a new model.These aircraft remain ARJ21-700 aircraft for documentation

purposes on this TCDS and with regard to the applicability of airworthiness directives.

Hi 175 H 1/Application Date: 20214621 H/Jun. 21, 2021

fLHE H #3/Approval Date: 202447 H12H/Jul. 12, 2024

2. 4rPE4EIE/ Production Basis

(CRTTBA I LN B G5 — 55 2 TN AR B0
(Contents not mentioned below are identical to those of the Charter | section 2)
B IR MK 2 CAAC HitHE T AMI-70003 77
The modification is conducted under CAAC approved AMI-70003.

3. HFEEMAM/ Certification Basis

(KRBT LIA BTG —FEE 3 W ERRE—F0
(Contents not mentioned below are identical to those of the Charter | section 3)
3.1 EMUME/Airworthiness standard
ARJ21-700 KN SOBERIGIENL T EE SO Bt R, (AR E R . ARJ21-700 "KL SR NI
5 0E F IS ATARHE S ARJI21-700 K HLEUAFAY 5B A UE BT 1038 A 14 o
ARJ21-700 aircraft emergency jet design change is a major design change, but it is not a significant design change.

The airworthiness standards applicable to the cabin design change of ARJ21-700 emergency aircraft can be the

airworthiness standards when the ARJ21-700 aircraft obtains the type certificate.

3.2 %%t/ Special Conditions

A 3 AT E H &S H T ARJ21-700E 31t K.
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The Special Conditions in Chapter I section 3 still apply to the ARJ21-700E major design change.

3.3 £ ¢4 /K F/Equivalent Level of Safety Findings
B 3 AR 2 4KV ThiE T T ARJ21-T00E i KiK.
The Equivalent Level of Safety Findings in Chapter I section 3 still apply to the ARJ21-700E major design change.

DA S22 4Kk PANGE H T ARJ21-700E it R
The following Equivalent Level of Safety Finding is only applicable to ARJ21-700E major design change:
(1) ELOS-25-002: ARJ21-700 KHLXF 25.1441(c) &5k 2 4 /K F 45 1B /ELOS-25-002: ELOS

for 25.1441(c) of ARJ21-700

£5.1441(c).

3.4 #4/Exemptions
W 3 WA E S & T ARJ21-700E BT R
The Exemptions in Chapter | section 3 still apply to the ARJ21-700E major design change.

LA R ER e AGE T ARJ21-700E 111 KB4

The following Exemption is only applicable to ARJ21-700E major design change:

(1) E-018 ARJ21-700 ¥AHLGIEJE )N 2RERFEIENLIH X CCAR-25-R3 5 25.785(j) 7 2 [k FE R M 4 (IE
JG. KRATHM: 202441 A 24 H)

E-018 Exemption for CCAR-25-R3 25.785(j) for ARJ21-700E (post TC) (post-TC. Issued on Jan. 24,
2024)

4. FARER:FME B BRI/ Technical Characteristics and Operational Limitations

BRI 22K H WAL, 58— 5 4 3T T BORKHEAIE FH BR #4758 H] T ARJ21-700E Bt Kk
The Technical characteristics and operational limitations in Chapter | section 4 still apply to the ARJ21-700E major

design change, except for the following revised items:

4.1 RFHLEngines:

S8 A A R R U K BHL: A% CF34-10A16-B

CRENHLA S 5H%IESH S : EO0070EN, RS INAHES 5 : VTCO210E, 75\ ] UEHE Fhi
R T 8a A MHERR IO
2 General Electric Turbofan Engines; Models: CF34-10A16-B (Engine Type Certificate
No.:E00070EN., VTC No.: VTCO0210E, the Validation Data Sheet Revision 7 or subsequent
approved revision).

4.2 IEMANTE M ZE £/0il and Oil Capacities:
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Fi& GE B3 NO.DSOTFL A iTo X — LA B RF R TR i 44 4R 46 B GEK 112094 #1447 .
Oils in compliance with GE Specification NO.D50TF1. For each approved special oil, the
operating instructions defined in the GEK 112094.should be followed.
GE CF34-10A16-B K ZNHLIE IMAR M A 2 & 13.3 US % /i, HHal ¥ 12.7 US % /i,
Total oil tank capacity of GE CF34-10A16-B engine is 13.3 US quarts, usable oil is 12.7 US
quarts.

4.3 FKE FEE/Maximum Passengers:

28 i
28 Seats.

4.4 i ¥ 5 /Serial Numbers

NS KB ARJ21-700E:
124,
The following Serial Numbers Aircraft are ARJ21-700E:

124.

5. HtHERIBRR %R Approved Technical Documents

S FE 5 WA E R SR BURME T ARJ21-700E BETHA R

Approved Technical Documents showed in Chapter | section 5 still apply to the ARJ21-700E major design change.

6. JERE/Notes

B 6 WHTAIKIERE (GERE 9 B 1hi&E R T ARJ21-700E ¥t Kk

Notes (except NOTE 9) showed in Chapter | section 6 still apply to the ARJ21-700E major design change.

DA R VERANGE T ARJ21-700E it Kk
The following NOTE is only applicable to ARJ21-700E major design change:

JFEREINOTE 1: C909EMJ & ARJ21-700E [k 44 F5K
The C909EMJ is a marketing designation of ARJ21-700E.
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HH =B /Administrative Information

RSH5 NiEF / Type Certificate Holder Record
FEEH WA REAR, SE BTk 25 5 200120,
The Commercial Aircraft Corporation of China, Ltd. No. 25, Zhangyang Road, Shanghai, China, 200120.

RS- AAEBEE BARIUE B UL & BT iE F/Revision and Change Record of the Type Certificate Data Sheet

B BRI AE B /Revision of the Type Certificate Data Sheet

BRGSOk B 1
Type Certificate Data Sheet Number, Revision and issuance date

2l No.TC0023A, hiziX10/Rev 10, 202543 H 29
Current No. TC0023A; Revision 10, Date of Issue: 2025-3-29
Jist No.TC0023A, KRIX9/Rev 9, 20244E11H09H
Current No. TC0023A; Revision 9, Date of Issue: 2024-11-09
Jist No.TC0023A, K IX8/Rev 8, 20244E8130H
History No. TC0023A; Revision 8, Date of Issue: 2024-8-30
Jist No.TC0023A, KRIX7/Rev 7, 20244E7 H19H
History No. TC0023A; Revision 7, Date of Issue: 2024-7-19
ik No.TC0023A, hiik6/Rev 6, 20244F7 H 12 H
History No. TC0023A; Revision 6, Date of Issue: 2024-7-12
pist No.TC0023A, KRIX5/Rev 5, 202346 26 H
History No. TC0023A; Revision 5, Date of Issue: 2023-6-26
s No.TC0023A, fix{k4/Rev4, 202246 513 H

History No. TC0023A; Revision 4, Date of Issue: 2022-6-13
i s No.TC0023A, hixix3/Rev3, 201843 H30H

History No. TC0023A; Revision 3, Date of Issue: 2018-3-30
i s No.TC0023A, hitiX2/Rev 2, 20174127 25H
History No. TC0023A; Revision2, Date of Issue: 2017-12-25
i s No.TC0023A, hitiX1/Rev 1, 20154115 20H
History No. TC0023A; Revision 1, Date of Issue: 2015-11-20
i s No.TC0023A, K X0/Rev0, 2014412 H 29H
History No. TC0023A; Revision 0, Date of Issue: 2014-12-29

BHE 2T E 5%/ Change Record of the Type Certificate Data Sheet

iR % /Revision

HIXE E— R EITIE % #E
Change Record Note

% 10/Rev 10

15— “HE LR B 1 %% E-025
Add IP E-025 in Chapter I.
2. 55— HET 971IB002 (ARJ21-700 KHLBEHHHIRIRE ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>
3. Hpr i S
Update Serial Numbers.
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5 A HRAE SR %/ Type Certificate Data Sheet Jik¥k/Revision:

10

KX /Revision

FRF_E—RRET e 5%
Change Record

#E
Note

4. ¥ %5 TP700009 (ARJ21-700 KHLE E-FHTFM) IR

Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>

. B3 TP700045 ¢ARJ21-700 & i fR 13590 ) BIRRIK

Update the revision of TP700045 <ARJ21-700 Airworthiness Limitation
Section>

. 5833 TP700008 (ARJ21-700 KHLEE BTN HIRIK

Update the revision of TP700045 <ARJ21-700 Airplane Structural Repair
Manual>

- WA B E) 73 % B R A4 AR

Update the Manufacturer of APU

K% 9/Rev 9

ViR CuTE AN BEhN 1 & F 444 SC-25-057

Add 1 IP SC-25-057 in Chapter |.

E— BT 971JB002 (ARJ21-700 KHLBETHHIBR Y HIRRIK

Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

. HH G S

Update Serial Numbers

CEE YRR EEITIEINTERE 9

Add NOTE 9 in Chapter |

CEE TR YRR BRI ANTERE 7

Add NOTE 7 in Chapter Il

CEE R YRR EETTIEAINTERE 1

Add NOTE 1 in Chapter 111

CEBPYEE CURRE” ETTHEANVERE 1

Add NOTE 1 in Chapter IV

CEBTLEE URRE” BTG ANERE 1

Add NOTE 1 in Chapter V

WX 8/Rev 8

CEBTLEE R E LA AN 1 SR EE 4z KT ELOS-25-002.

Add 1 IP ELOS-25-002 in Chapter V.

— B 971JB002 (ARJ21-700 KHLEHHI AR ) MIARIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

. G S

Update Serial Numbers

. 5E3¥ TP700009 (ARJ21-700 KHLE EF4 T HIRIK

Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>

. 593 TP700008 (ARJ21-700 KALLEHMEFETHE) HIRRIK

Update the revision of TP700008 <ARJ21-700 Airplane Structural Repair
Manual>
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5 A HRAE SR %/ Type Certificate Data Sheet Jik¥k/Revision:

10

KX /Revision

FRF_E—RRET e 5%
Change Record

#E
Note

15— “PA” S0 0 2 E AR GB6537 ESRHIMAM” .
Update the ‘Fuel’ for Fuels in compliance with the GB6537 in Chapter 1.
2. & “HORTR” BRI R 34700kg.
Add the Maximum Zero Fuel Weight 34700 kg of ‘Maximum Weight’ in

WX 7IRev 7 Chapter I.

3. “VEhAE AR Moy, WRYEEH K A SR G L, AH NI
CF34-10A16-B, CF34-10A16-C, CF34-10A16-D %! %536
Add engine model information of CF34-10A16-B, CF34-10A16-C,
CF34-10A16-D in ‘Oil and Oil Capacities’ sections.

1. 55— BTG L ) %% SC-25-047
Add SC-25-047 in Chapter |

2. % — B PR L /KT M-30 47K
Update name of ELOS M-30 in Chapter |

3. 59— FpT g E-015
Add exemption of E-015 in Chapter |

4. F— T RHHLALHI G N CF34-10A16-C, CF34-10A16-D
Update model CF34-10A16-C and CF34-10A16-D in Chapter |

5. 55— B BT R SIS\ AT IR Sk ik
Update description of the revision of engine VTCDS in Chapter |

6. 55— F T HT 971JB002 (ARJ21-700 ML iR ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

7. 5% B RO EEOR TR iR
Update Chinese Translation of Maximum passengers in Chapter |

8. & — & HUHTE KNI i i B oK U
Update Maximum Taking Off or Landing Pressure Altitude in Chapter |

JRIX 6/Rev 6 9. T3 971HZ2006 (ARJ21-700 K HLHIEM AL B &IE N HIRRIK

Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

10. B iE 5
Update Serial Numbers

11. T3¥r TP700100 (ARJ21-700 KHL KATFM) HIRIK
Update the revision of TP700100 <ARJ21-700 Airplane Flight Manual>

12. %345 TP700009 (ARJ21-700 KHLE & PHFFA) HIARIK
Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>

13. THr TP700045 (ARJ21-700 &M FRHIHE ) HIARIK
Update the revision of TP700045 <ARJ21-700 Airworthiness Limitation
Section>

14. T3H TP700008 (ARJ21-700 KHLLEMMEEEF-M) AIRRIK
Update the revision of TP700008 <ARJ21-700 Airplane Structural Repair
Manual>

15. 5 AN SC-25-047 A3 A 25 ok B i B
Add SC-25-047 Not Applicable for ARJ21-700CCF Chapter 11
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5 A HRAE SR %/ Type Certificate Data Sheet Jik¥k/Revision:

10

KX /Revision

FRF_E—RRET e 5%
Change Record

#E
Note

16. 2 —F A Nz b A s LA g i B
Add Engines for ARJ21-700CCF in Chapter I

17. HNnsE =5 ARJ21-700B #Eit KA ef5 2
Add Chapter 111, including information related to ARJ21-700B major design
change.

18. HINEE DY ARJ21-700M B KR 215 2
Add Chapter IV, including information related to ARJ21-700M major design
change.

19. B4N%E 1% ARJ21-700E it KM <15 B
Add Chapter V, including information related to ARJ21-700E major design
change.

KX 5/Rev 5

1HH “ERR AT N CERR KT
Update Chinese Translation of ELOS

2. T3 971JB002 (ARJ21-700 ¥ HLBEIHAIAIRE ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

3. HHT UK RS v KPR
Update Chinese Translation of Leveling Means

4. J3F 971HZ2006 (ARJ21-700 KHLIGE BRI RENL & E M) IRRIK
Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

5. SRl P
Update Serial Numbers

6. 3T TP700100 (ARJ21-700 ML KATFM) MIRRIK
Update the revision of TP700100 <ARJ21-700 Airplane Flight Manual>

7. T3 TP700009 (ARJ21-700 K ALE & V- FM) AR
Update the revision of TP700009 <ARJ21-700 Airplane Weight and Balance
Manual>

8. T3t TP700045 (ARJ21-700 3& iR HIEE4) MK
Update the revision of TP700045 <ARJ21-700 Airworthiness Limitation
Section>

9. T TP700008 (ARJ21-700 KHLLEMMEEETFM) AR
Update the revision of TP700008 <ARJ21-700 Airplane Structural Repair
Manual>

10. ¥4 0%E — %% ARJ21-700CCF K ¥ i 5 tokl 5515 2.
Add Chapter Il, including information related to ARJ21-700CCF significant
design change.

Wik 4IRev 4

1. HiH 4 T5Ee 4 M-30. A-14. A-17. F-15, MlERSE2e 4 F-007
Add four ELOS Issue Paper M-30, A-14, A-17, F-15, delete ELOS F-007

2. JHTER 0 E-003 (O T MRS nTMAMEZER I I #4 0)  IIRRICRIER %6 RUH
Update the revision and period of exemption of Exemptions E-003
<Temporary Exemption for Fuel Tank Flammability Requirement>

3. B
Update Serial Numbers
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5 A HRAE SR %/ Type Certificate Data Sheet Jik#k/Revision: 10

fiz X IRevision FEXT E— AR EIT id 5% HiE
Change Record Note

4. 37 971IB002 (ARJ21-700 KHLIZIHAEIHR ) MIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

5. ST KP4 i
Update the description of Leveling Means

6. SR AR N2 R AL
Update Maximum Passengers

7. 3EI0ARE 7 ANERE 8, MMBRIEVERE 3, HAtARE T i N B L
Add NOTE 7and NOTE 8, Delete original NOTE 3, change the serial numbers
of other NOTEs.

1B 1 EER L4, 1) Al 2 EE-30
Add ELOS Issue Paper EE-30

2. T3 9710B002 (ARJ21-700 ¥ HLBE AR ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

3. I NE & MR E RN T EE
Update Maximum zero fuel weight

4. i S
Update Serial Numbers

5. 53§ 971HZ2006 (ARJ21-700 K HUGEM RSN B A& TE N HIRRIK
Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

FRIK 3/Rev 3

LB AR VE AT IE M 2
Add Production Certificate

2. T3 971JB002 (ARJ21-700 K HLBE AR ) HIRRIK
Update the revision of 971JB002 <ARJ21-700 Aircraft Design Configuration
Report>

3. ST KA Ml R U
Update Maximum Taking Off or Landing Pressure Altitude

4. S i e
Update Serial Numbers

5. H3T 971HZ2006 (ARJ21-700 K HLHUIEM AL B & IE N HIRRIK
Update the revision of 971HZ2006<ARJ21-700 Aircraft TC configuration
equipment list>

6. HTHGVERE 6 FIVTRE 7
Add NOTE 6 and NOTE 7

[k 2/Rev 2

1. SESURF IR A2 I B A FR e
Change special fuel operating instructions number
2. SFT G R
Update Serial Numbers
3. Wi Hi AT ARI21-700 K HL KATF M
Add a new version of ARJ21-700 Aircraft Flight Manual
4. TR 3
Update NOTE 3

FRIX 1/Rev 1
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TS S5 IFEE %/ Type Certificate Data Sheet

iR {X/Revision: 10

KX /Revision

FRF_E—RRET e 5%
Change Record

#E
Note

5. HriERE 5
Add NOTE 5

[—4
~---END----
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