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This data sheet, which is part of Validation of Type Certificate (No:_VTCO0099A ), prescribes
condition and limitation under which the product for which the Type Certificate was issued
meets the airworthiness requirements of the Chinese Civil Aviation Regulation.
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A4S\ AT IFEYE B/ Validation of Type Certificate Data Sheet fix #X/Revision: 23

F1ET Bk
SECTION 1 GENERAL

1. BUEATUESEE SRR AE )2 DL BT 12 3%/ Revision and Change Record of the Validation of Type Certificate
Data Sheet

B FL R IR AE B /Revision of the Type Certificate Data Sheet

RS INATIERE B9 5 . WU H) | S SAR IR 55 . iR A H 31
Validation of Type Certificate Data Sheet | Type Certificate Data Sheet Number, Revision and
Number, Revision and issuance date issuance date
I No.VTCO0099A, hiz{X23/Rev 23 EASA TCDS A.064, Issue: 56
Current | 2024401 713H 11 Oct 2024
No. VTCO0099A; Revision 23, Date of Issue:
2024-01-13
No.VTCO0099A, hxik22/Rev 22 EASA TCDS A.064, Issue: 51
2024406118 H 02 Jun 2023
No. VTC0099A; Revision 22, Date of Issue:
2024-06-18
Jise No.VTCO0099A, hRi{X21/Rev 21 EASA TCDS A.064, Issue: 49
History | 2023%£02H20H 05 Feb 2022
No. VTC0099A; Revision 21, Date of Issue:
2023-02-20
No.VTCO0099A, kR {%X20/Rev 20 EASA TCDS A.064, Issue: 48
2022402 H28 H 05 Apr 2021
No. VTC0099A; Revision 20, Date of Issue:
2022-02-28
No.VTCO0099A, hR{X19/Rev 19 EASA TCDS A.064, Issue: 46
20214F11H02H 25 Jun 2018
No. VTCO0099A; Revision 10, Date of Issue:
2021-11-02
No.VTCO0099A, h{X18/Rev 18 EASA TCDS A.064, Issue: 39
201912H19H 20 May 2019
No. VTCO0099A; Revision 18, Date of Issue:
2019-12-19
No.VTCO0099A, hR{X17/Rev 17 EASA TCDS A.064, Issue: 36
20194F02H 18H 05 Nov 2018
No. VTC0099A; Revision 17, Date of Issue:
2019-02-18
No.VTCO0099A, fiiX16/Rev 16 EASA TCDS A.064, Issue: 32
20184F07H16H 22 Mar 2018
No. VTC0099A; Revision 16, Date of Issue:
2018-07-16
No.VTCO0099A, fiiX15/Rev 15 EASA TCDS A.064, Issue: 32
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iR {X/Revision: 23

2018406 H29H
No. VTC0099A; Revision 15, Date of Issue:
2018-06-29

22 Mar 2018

No.VTCO0099A, hiZiX14/Rev 14

2018404 H24H

No. VTC0099A; Revision 14, Date of Issue:
2018-04-24

EASA TCDS A.064, Issue:

22 Mar 2018

32

No.VTCO0099A, fiiziX13/Rev 13

2017412 H26H

No. VTC0099A; Revision 13, Date of Issue:
2017-12-26

EASA TCDS A.064, Issue:

19 Sep 2011

30

No.VTCO0099A, hiziX12/Rev 12

20174£09 H28H

No. VTC0099A; Revision 12, Date of Issue:
2017-09-28

EASA TCDS A.064, Issue:

06 Mar 2017

29

No.VTCO0099A, fRIX11/Rev 11

20164E11 H04H

No. VTC0099A; Revision 11, Date of Issue:
2016-11-04

EASA TCDS A.064, Issue:

28 Jun 2016

22

No.VTC0099A, hiziX10/Rev 10
20164F06 H13H

No. VTC0099A; Revision 10, Date of Issue:
2016-06-13

EASA TCDS A.064, Issue:

17 Dec 2015

19

No.VTCO0099A, fiRIX9/Rev 9
20064£06 H05 H

No. VTC0099A; Revision 9, Date of Issue:
2016-03-18

EASA TCDS A.064, Issue:

17 Dec 2015

19

No.VTCO0099A, fiR{X8/Rev 8
2015408 H28H

No. VTC0099A; Revision 8, Date of Issue:
2015-08-28

EASA TCDS A.064, Issue:

06 Mar 2015

16

No.VTCO0099A, fiRIX7/Rev 7

20154F01 H14H

No. VTC0099A; Revision 7, Date of Issue:
2015-01-14

EASA TCDS A.064, Issue:

12 Sep 2013

12

No.VTCO0099A, fiR{X6/Rev 6
20144F12H24H

No. VTC0099A; Revision 6, Date of Issue:
2014-12-24

EASA TCDS A.064, Issue:

12 Sep 2013

12

No.VTCO0099A, fiRIK5/Rev 5

2014407 H18H

No. VTC0099A; Revision 5, Date of Issue:
2014-07-18

EASA TCDS A.064, Issue:

12 Sep 2013

12

No.VTCO0099A, fiz{X4/Rev 4
20145202 H26H
No. VTC0099A; Revision 4, Date of Issue:

EASA TCDS A.064, Issue:

12 Sep 2013

12
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Ji%/Revision:

23

2014-02-26

No.VTCO0099A, hiiX3/Rev 3
2009406 H 19 H 06 May 2009
No. VTC0099A; Revision 3, Date of Issue:
2009-06-19

EASA TCDS A.064, Issue: 5

No.VTCO0099A, hiziX2/Rev 2
2008405 H27H 20 May 2008
No. VTC0099A; Revision 2, Date of Issue:
2008-05-27

EASA TCDS A.064, Issue: 3*

No.VTCO0099A, KiX1/Rev 1
200741204 H 22 Jun 2006
No. VTC0099A; Revision 1, Date of Issue:
2007-12-04

EASA TCDS A.064, Issue: 2

e RO E RS S RAESE A SIS
Note: Above TCDS information of Certification Authority is only for reference.

* VICDS VTCO0099A R2 {4 EASA A.064 issue 3 "1 5 A320 FHIAHG M) & 47
* VICDS VTCO0099A R2 only incorporate the related section of A320 series in EASA A.064 issue 3.

NI SR B51TiE3/ Change Record of the VICDS

J X/ Revision

FAXS BRI E T e %
Change Record

T

Remark

R19

1 BT AIAL 5] : A319-151NL A319-153N. A319-171N, A320-272N
Add the following models: A319-15IN. A319-153N. A319-171IN.
A320-272N.

2. HiH 4] CAAC INAT )i E: MOD 161386, MOD 161387,
MOD 161388. MOD 161389. MOD 161390. MOD 36666. MOD
32009. MOD 161765. MOD 166794. MOD 164684

Add the following CAAC validated Modification: MOD 161386.MOD
161387. MOD 161388, MOD 161389. MOD 161390. MOD 36666
MOD 32009. MOD 161765. MOD 166794, MOD 164684.

3. BB CFM K BILIY CAAC VTC EH4w 5 FIhRIk

Update CFM engine CAAC VTC Certificate No. and Revision No.

4. HHrh A N RIONIE E SR HE3 Sk (GB6537)
Update the information of National Standard of the People’s Republic
of China “No.3 Jet Fuel” (GB6537)

R20

1. Hidh R~ CAAC #2321 % it 2 MOD 160139, MOD 159927,
MOD 159645. MOD 164105, MOD 165790, MOD 159852, MOD
167557. MOD 157922, MOD 157924

Add the following CAAC accepted Modifications: MOD 160139,

MOD 159927. MOD 159645, MOD 164105. MOD 165790. MOD
159852, MOD 167557. MOD 157922. MOD 157924

2. XFBH: hAATBEHIE RIS, W 009A Eil N
VTCO0099A; R19 fEITiE3% H MR PW K BIHLER 7
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Wording changes: add complete VTCDS reference No.,change 0099A
to VTC0099A; remove PW engine from R19 change record.

R21

1. RiF¥r VICDS it

Adapt to new VTCDS template;

2. IR CAAC #Z HI BT i MOD 166872, MOD 158247,
MOD 167557, MOD 166104, MOD 164597, MOD 153648, MOD
158771

Add the following CAAC accepted modifications: MOD 166872,

MOD 161860, MOD 162512, MOD 158247, MOD 167557, MOD

166104, MOD 164597, MOD 153648, MOD 158771

3. A319/A320/A321 H 5E Z:AfiH i 261 D-28.

SC D-28 is added in the certification basis of A319/A320/A321.

4. A321 #HH WV065.

Add WVO065 for A321.

5. FrAEEASE BRI T 2R 19 FIEIERKER

25.603, X 2% 166104 BilH S AL

Add Airbus Elect To Comply with CS25 Amdt 19 25.603 when

modification 166104 is installed.

6. A318/A319/A320/A321 i & RN IN4E 2224 B-17.

ESF B-17 is added in the certification basis of A318/A319/A320/A321.

7. WiHE1E MOD153648 £ K HL I S f5 3 BUE AR B H I ERE .

Add note for cabin limitation when MOD153648 is embodied.

8. I EASA TCDS A.064 P2 LRFF—ZU T MIkR FTA 2L o 2.4 15

A7 oA

Align with EASA TCDS A.064 to remove section 2.4 production

conditions for all models.

9. A318/A319/A320/A321 i & F: At N CS-ACNS Subpart Do

CS-ACNS Subpart D is added in the certification basis of

A318/A319/A320/A321.

10. SEAESEHE MOD36885 5 A320 AL Ak (1) ST 4 1% o

Correction of typo for A320 model conversion when MOD 36885 is

embodied.

R22

1. BT CAAC #32 /)3 3 2 MOD 168533, MOD
169087, MOD 159927, MOD 169007, MOD 158249, MOD 166219
Add the following CAAC accepted modifications: MOD 168533,
MOD 169087, MOD 159927, MOD 169007, MOD 158249, MOD
166219

2. A321 HERAN L %44 D-35.

SC D-35 is added in the certification basis of A321.

3. A318/A319/A320/A321 i & F: At i % Hl 261 F-MULTI-04.
SC F-MULTI-04 is added in the certification basis of
A318/A319/A320/A321.

4. A318/A319/A320/A321 i g ZAlE N L H 5644 F-37.

SC F-37 is added in the certification basis of A318/A319/A320/A321.
5. %2, 3, 4, 5% 3.3 W Lh “EoHttHERR” BARSCR
Ve Sk
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[ X/Revision: 23

In section 2, 3, 4, 5 paragraph 3.3 Equipment. issue reference in the
equipment lists replaced by “at latest approved issue”.

6. 1 EER T Bk ChRICARRE, BB EHERR I B AR
A,

In section 1 paragraph 7 Chinese markings and placards, replace
document issue number by “at latest appoved issue”.

7. 5 21 BRSO RTIE JE e BRI RT BBt B e s R )
o

Correct errors in the table of design changes have been validated post
Type Certificate by CAAC.

8. BRI CAAC #2321 it B MOD 165947

Add the following CAAC accepted modification: MOD 165947

9. % 2&3 #IrHIBTE 2.1.5 #j0 SC D-33

Add SC D-33 in paragraph 2.1.5 section 2&3.

1. 30 CAAC AT THEE 2 MOD162040.

Add CAAC validated design change MOD162040

2. 2, 3, 4TS 2.1.8 BN ESF F-122 i F-125.
Add ESF F-122 and F-125 in paragraph 2.1.8 section 2, 3, and 4.

R23 3. MHERER &R Bk 9; (R —Hn Buk 8 Mhnk: A%
EDL(Extended Disk Life)sf, — & — [ T2 K4 CAAC fitH.
Delete section 1 paragraph 9; add note: The process of EDL (Extended
Disk Life) or 2-for-1 for brakes has not been approved by CAAC, at
section 1 paragraph 8.
2. ATl 24 )R/ Validation Authority: & B AL JR/CAAC
H 58 24 J5/Certifying Authority: RR B 2 22 4% JR/EASA

3. B 5 A MAERFA N/Type Certificate Holder:

75 & %/ Airbus

2 Rond-point Emile Dewoitine

31700 Blagnac, France

4. H7=%1&G 7 /Manufacturer

Airbus
2 Rond-point Emile Dewoitine

31700 Blagnac, France

5. MR FEFE K4T/ETOPS:

E BV GEEN

—

RIS, A318/A319/A320/A321 RUGIKARL S ik it ARGl FEIEAEREAT BE J#EAT SEAE
The Type Design, system reliability and performance of A320 models were found capable for Extended Range

HEFFIBITRF B A ATHUIR ) (ETOPS #4754, 4E3 FIFE 7 (CMP)) U4 SA/EASA: AMC 20-6/CMP )%
17 (ETOPS).

Operations when configured, maintained and operated in accordance with the current revision of the ETOPS

Configuration, Maintenance and Procedures (CMP) document, SA/EASA: AMC 20-6/CMP.
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BEANAK B 3E 4T SEFRIZ 4T (ETOPS) FHIL#E CLAUMAH R 2 /RSB T fit i) .

This finding does not constitute an approval to conduct Extended Range Operations (operational approval must be

obtained from the responsible Authority).

IR AL ETOPS Atk R4 A 25
The following table provides details on the ETOPS approvals.

Rt it | REHLE S/ 120 43Sttt A 5/ 180 - BifttiEr) H #H/
/Aircraft Model Engine Type 120 MinApproval Date 180 MinApproval Date
A320-214 CFM56-5B4 28 April 1995 11 March 2004
A320-215 CFM56-5B5 N/A 06 November 2006
A320-216 CFM56-5B6 N/A 06 November 2006
A320-231 V2500-Al 13 January 1992 11 March 2004
A320-232 V2527-A5 28 April 1995 11 March 2004
A320-233 V2527E-AS 14 February 1997 11 March 2004
A320-271N PW1127G-IM 27 June 2017 27 June 2017
A320-251N CFM LEAP-1A26 10 July 2017 10 July 2017
A320-252N CFM LEAP-1A24 17 January 2018 17 January 2018
A320-272N PW1124G1-IM 19 August 2019 19 August 2019
A321-111 CFM56-5B1 29 May 1996 11 March 2004
A321-112 CFM56-5B2 29 May 1996 11 March 2004
A321-211 CFM56-5B3 28 July 1997 11 March 2004
A321-212 CFM56-5B1 N/A 28 April 2006
A321-213 CFM56-5B2 N/A 28 April 2006
A321-131 V2530-A5 29 May 1996 11 March 2004
A321-231 V2533-A5 28 July 1997 11 March 2004
A321-232 V2530-A5 N/A 28 April 2006
A321-271N PW1133G-IM 27 June 2017 27 June 2017
A321-272N PW1132G-IM 27 June 2017 27 June 2017
A321-251N LEAP-1A32 10 July 2017 10 July 2017
A321-253N LEAP-1A33 10 July 2017 10 July 2017
A321-252N LEAP-1A30 17 January 2018 17 January 2018
A321-271INX PW1133G-IM 5 June 2018 5 June 2018
A321-272NX PW1132G-IM 5 June 2018 5 June 2018
A321-251INX LEAP-1A32 5 June 2018 5 June 2018
A321-253NX LEAP-1A33 5 June 2018 5 June 2018
A321-252NX LEAP-1A30 5 June 2018 5 June 2018
A319-111 CFM56-5B5 14 February 1997 11 March 2004
A319-112 CFM56-5B6 14 February 1997 11 March 2004
A319-115 CFM56-5B7 25 November 1999 11 March 2004
A319-131 V2522-A5 14 February 1997 11 March 2004
A319-132 V2524-A5 14 February 1997 11 March 2004
A319-133 V2527M-AS5 25 November 1999 11 March 2004
A319-151N CFM LEAP-1A24 19 August 2019 19 August 2019
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Rt i | REHLE S/ 120 23 BFHEAER) H 5/ 180 43 Btk H 1/
/Aircraft Model Engine Type 120 MinApproval Date 180 MinApproval Date
A319-153N CFM LEAP-1A26 19 August 2019 19 August 2019
A319-171N PW1124G-IM 07 May 2020 07 May 2020
A318-111 CFM56-5B8 N/A 06 November 2006
A318-112 CFM56-5B9 N/A 06 November 2006
YERE /Note:

W7 KHLAEFRIZ AT I . e RIFE R 5 /2 ETOPS CMP U252 BUBT IR SA/EASA: AMC
20-6/CMP w1, £ 8 € AL A T A & FH R ZDHLIY A320-214 /-215/-216 /-231/-232 /233 / -27IN / 272N /
-25IN /-252N, A321-111/-112 /-131/-211 /-212 / -213 / -231 / -232 / 271N / -272N / -25IN / -252N / -253N /
S27INX / -272NX / -251NX / -252NX / -253NX, A319-111/-112/-113/ -114/-115/-131/-132/-133 / -151IN
/ -153N / -17IN, A318-111 / -112 / -121 / -122 (ETOPS %4, 4i4FIFEHF(CMP)) X1 SA/EASA: AMC
20-6/CMP (¥ ZKRIN, A318/A319/A320/A321 RUBIHI AL S it ARGl SEMEMPEREA fiE /1 BEAT RERR IS AT
(ETOPS).

The Configuration, Maintenance and Procedure Standards for extended range twin-engine airplane operations are
contained in ETOPS CMP document reference SA/EASA: AMC 20-6/CMP at latest applicable revision.
Certificated models are A320-214 / -215/-216 / -231/-232/-233 / -271IN / -272N/ -251N / -252N, A321-111 /
-112/-131/-211/-212/-213/-231/-232/-271IN / -272N / -251N / -252N / -253N / -271INX / -272NX / -251INX
/-252NX /-253NX, A319-111 /-112/-113/ -114/-115/-131/-132/-133 /-15IN /-153N / -171IN, A318-111/
-112 /-121/-122 with all applicable engines.

SEJis 2% /Embodiment of modification:

36666 HiEfit EASA LR 120 734 ETOPS fig
36666 provides ETOPS 120 mn capability for EASA
32009 provides EASA fiti#E(1) 180 4% ETOPS it /)
32009 provides ETOPS 180 mn capability for EASA

6. CAAC £ HE K/Special Requirements:

AA B e AR A — R S A2 A I 20 . T IR AR R K

Each of specific aircraft delivered to China shall meet the following Special Requirements:

(1) 1% CAAC iEffiiE4 CAD97-MULT-38, %% HUEAFECF2: (QAR);
Per CAAC Airworthiness Directive CAD97-MULT-38, the Quick Access Recorder (QAR) shall be installed.

(2) HR4E CCAR121.301(d), = BEM & A7 B 22 /R FH K Al
Per CCAR 121.301(d), the altimeter measure unit shall be indicated in meters at least.

(3) i T e N RSN [ [ SR iE 3 S B URE (GB 6537) RS HI 56 AF
Operational condition for the National Standard of the People’s Republic of China “No.3 Jet Fuel” (GB 6537) shall be
defined.

(4) PRIEZELSR/ Placard Requirements:

M5 CCAR 21.29(5), ML EFTAXIRZHEAT ISR A B AIE AN SO PR iC bR g LA iR 2 s LA E
RN 7R R B EURI T TR AL B DL IR D7 iR SO MR iR 25 AT REASE F ROTL L T S i o i B4 s B B
B2 DA TSR IR

Per CCAR 21.29(5), All on-board placard and marking for awareness, warning, and note to the passenger; all on-board
placard and marking for opening method and location indication of the emergency exit and door to passenger and outside
rescuer; and all operational instructions for on-board emergency equipment possible operated by passengers shall be
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presented in Chinese at least.

(5) Fr&FTAIE Y EASA MAT & MR 4
All applicable airworthiness directives (ADs) issued by the EASA shall be complied with.

7. HICHRIC AR/ Chinese markings and placards
FITE H SCARMCAR R RLF A 4 SC /Al Chinese markings and placards must conform to the following documents:

® A320 Family — CAAC Exterior Placards and Markings Booklet - Ref. DO1D18020452- at latest approved issue

® A320 Family—CAAC Passenger and Crew Placards Booklet - Ref. D11LS0701761- at latest approved issue.

TR BORTRIKTE CAAC $532 T SCRIIE J 48 EASA BBttt SO
Note: The latest approved issue of the documents refers to the latest EASA approved revisions after CAAC

acceptance of translation.

8. S INTIE 5 A B RA AT B BT BE L
The following design changes have been validated post Type Validation by CAAC:

H%/MOD A /issue | f#i&/Description

Major Change 36790 MBS B fLE R Gt

CERTIFICATION-CABIN SYSTEM-On Board Mobile
Telephone System-Define & Certify GSM on Board

Major Change 38616 | 1 £ A321 KL AT A0 % B3 E Sbr ik
Introduce a Standard of Wing Box without DryBay on A321
Aircraft

Major Change 150700, i 1) o 2 B TR LR BELA AR 1 — JOHE 2 % K

37048, and 36985 Improved flammability standards for Thermal/acoustic

insulation materials — Flame penetration requirements
Major Change 38062 | 3 K T R AR T AVE R R G (BRI AR IR A R G0

Introduction of fuel center tank flammability reduction

system (fuel tank inerting system)
Major Change 38356 | 1 N B MR IAFE 1 A 3R GE AT HTAL £ 45 4 50 Crp #R 1 e
&%

Fuselage-Forward Fuselage-Install Structural Provisions For

Fuel Tank Inerting System (Flammability Reduction System)

Major Change 151180 | 1 # %€ RNP AR 0.3 NM it /7
Certify RnpAr 0.3 Nm Capability
Major Change 150371, B %€ FLIETE RNP STEP 3 AR #¢
150372, and 150373 Certify RnpAr Capability Step 3 On Single-Aisle
Major Change 150092 | 1 PG L4-A HUD FrifE
Activate L4-A HUD standard
Major Change 150016 | 1 ZbR A320 WHLATE RS H H

De-activation of forward over wing emergency exit on A320

alc
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Major Change 151898

1

BRI EE] 3400 24 T LA AL 135 BsqT 2K

Limit Payload to 3400KG/7500 LB to Comply with
International Standard of Operational Regulations under
§135

Major Change 39622

H 7% Fans B+
Certify Fans B+Configutation (Overall Modification)
(Including ATSU and FANS B+ Applications Modifications)

Major Change 153453

5N A319 A%HLE WV013 R &
Introduce WV013 (MTOW 75.5T, MLW 62.5T, MZFW
52.0T) for A319CJ (A319 - 133)

Major Change 151529

HFr T IGGS &l Tt
Redesign IGGS Control unit software

Major Change 160500

1,2,4,5

g /N
Sharklet installation

Major Change 160001

1,2,3

g
Sharklet wing on A318/A319/A320

Major Change 160021

g /N
Certify Structural Provisions for Sharklet Installation For
A321

Major Change 160023

1,2,3,4

g /N
Sharklet wing on A321

Major Change 35201

LR TAERIHLALA #) HUD
Head-Up Display (HUD)-Install Deactivated/Inoperative
HUD on Captain Side(Single Configuration)

Major Change 154327

A320 25 KHLEC A321 KAL) Sy A R AR i R 4
Fuel-Main Transfer System-Introduce Centre Tank Fuel
Transfer Systm

Major Change 152037

P FUEIE KHLK AP/FD TCAS Jifig
Auto Flight — Auto Pilot / Flight Director — Activate AP/FD
TCAS Function on Single Aisle

Major Change 155269

Wod ROPS T
Auto Flight — General - Activate ROPS Function

Major Change 39020

A320 KHLIER

A320 family lifetime extension: certify Extended Service
Goal (ESG1)

Major Change 155789

A319 KHLIER:
A319 Lifetime Extension - Certify Extended Service Goal
(ESG1)

Major Change 154881

A321 KHLIER
A320 Family Life Extension: intermediate limit validity
(iLoV) of the maintenance program

Major Change 156723

1,4,5

HEIN A320 RALECR R EEL

Increase Maximum Passenger Seating Capacity A320

Major Change 155409
and 155338

% 1 AR AR AU AU

Oxygen - Passenger Oxygen - Installation of unregulated
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decentralised gaseous oxygen Type Il container (15 or 22
minutes) - Airbus Major

Major Change 161203

RIS 2R A
Landing Gear — Nose Gear and Doors — Introduce New
Standard of Landing Gear to Support S/A Aircraft

Programme

Major Change 156523

it EE-A320 5] A\ WV019
GENERAL - DESIGN WEIGHTS — INTRODUCE A320
WVO019

Major Change 156535

S BER R AR 55 01 PR A
Equipment/Furnishings - Cabin Attendant Seats - Introduce
New CAS

Major Change 157777

N A319 "KLK R
Equipment/Furnishings-General-Define A319 Max Pax

Cabin Envelope Layout for FAA and JAA

Major Change 157272

1,

2, 3

BEI A321 KB K FEEL
Equipment/Furnishings - General - Define A321 Max Pax

Cabin Envelope Layout for FAA And JAA

Major Change 160080

it SB %A K iE /N
Certification = Documents-General-Define and  Certify
Installation of Sharklet on Non-Reinforced A/C (By SB)

Major Change 158138

4% CSN16 ZfgAifz (hEF 7T Aw)
Equipment/Furnishings - Passenger Compartment - Install
Cabin Layout for CSN16 Version (China Southern Airlines)

Major Change 161000

A320-271N

Major Change 161254

TEHIMTE NEO A5 b URAE |
Define Soft Go Around Function for SA NEO

Major Change 157391

B BT VKAE ) Sk BT
REPLACE PITOT PROBE BY ONES WITH INCREASED
ROBUSTNESS TO ICE

Major Change 159341

KoK 2E - AR Halon B4R 5 Kk 28
EXTINGUISHER - DEFINE HALON-FREE FIRE
EXTINGUISHER IN CABIN

Major Change 158819

EASA/FAA 1 A320 Cafig/Ne) fi R JE & (GEH SB)
DEFINE MAXIMUM PASSENGER SEATING CAPACITY
FOR A320 (ISR SHARKLET) FOR EASA/FAA (SB ONLY)

Major Change 161514

FLEIE NEO ¥HLEGE ROPS Tifg
ACTIVATE ROPS FUNCTION ON SA NEO

Major Change 158708

it ke SB YN WTF A320CEO [ K% e &
Increase MPSC on A320CEO with WTF by retrofit SB

Major Change 159653

K FH TAXIBOT [38 & R i 22 5]
INTRODUCE OPERATIONAL DISPATCH TOWING
WITH TAXIBOT

Major Change 161002

A321-271IN
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Major Change 162038 | 1 A321-272N
Major Change 161003 | 1 A320-251N
Major Change 162680 | 1 A320-252N
Major Change 161005 | 1 A321-251IN
Major Change 162681 | 1 A321-252N
Major Change 161006 | 1 A321-253N

Major Change 160758

58 R- VT8 174 -#iE FOMAX
Information Systems - Flight Operation Peripherals —
Activate FOMAX

MajorChange 160766

A321-251NX, A321-252NX, A321-253NX, A321-27INX,
A321-272NX (4iFK A321INEO ACF KAL)

ACF ‘ML AHEW N RIEEMITHEAK MOD 160906
160907 160908 1 162227, LA & &4k 71 F MOD
161448, 161555, 161556, 161557, 158238, 161735,
160287 F1 160288

Major Change 163213

Certifiy up to 3 ACTs on A321-25INX, A321-252NX,
A321-253NX, A321-27INX, A321-272NX

£ A321-25INX , A321-252NX , A321-253NX ,
A321-27INX, A321-272NX KHL L2235 2 = Mk
A

Major Change 164636

TE 234122 %¢ Honeywell 77 RCP ffJ ELT (406AFN2), &

TP A HOEIE AL

Install ELT(406AFN2) with RCP in cockpit — Honeywell
(applicable to all SA model)

Major Change 161004 | 1 A319-151N
Major Change 165511 | 1 A319-153N
Major Change 161001 | 1 A319-171IN
Major Change 163995 | 1 A320-272N

Major Change 166794

A319-153N CFM K ShHLHE /145 M P e
DEFINE EXTENDED CORNER POINT FOR NEO
CFM A319-153N

Major Change 160139

5E AR B AR

Define Cabin Pictograms

Major Change 159927

WIIE FANS C 7#/ifi: FANS A+, FANS A+B and FANS C #4
gt

Certify FANS C Product: FANS A+, FANS A+B and FANS
C Configurations

Major Change 159645

£ 2 M WL X Sk A2 25 48 K8 #F B 91 N PED 78 Hi Ji
Introducing Charging Station for PED on Cabin Monument
in Cabin Crew Area
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Major Change 164105

1

ZREEAAT R KZROT WA I LA D-19: £3h3
JERS I BIVER E R4t

Install Cabin Layout for KZR07 Version Inclusion of SC
D-19: Incorporation of Inertia Locking Device in Dynamic
Seats

Major Change 165790

LREFAAT R HDAOS A AL AT %1 D-24: {ERERT
EACS 7 Sk

Install Cabin Layout for HDAOS5 Version Inclusion of SC
D-24: Installation of Airbags in the backrest of seats and SC
D-27 Installation of Three Point Restraint & Pretensioner
System

Major Change 159852

5E R IHLE T T AR L AR
Define Green Door Markings and Placards

Major Change 167557

E/F RGN 25.795 5614 2 X Airspace MIFT A 15 B4
E/F Forward Lavatories Define Modified Airspace Lavatory
A Option for 25.795 Compliance

Major Change 157922

5N A320NEO HEAFHE WV083(MTOW 71.5T, MLW
67.4T and MZFW 64.3T)

General — Design Weight — Introduce WV083 (MTOW
71.5T, MLW 67.4T and MZFW 64.3T) for A320NEO

Major Change 157924

5| N\ A320NEO HEHE4F & WV083(MTOW 71T, MLW 67.4T
and MZFW 64.3T)

General — Design Weight — Introduce WV085 (MTOW 71T,
MLW 67.4T and MZFW 64.3T) for A320NEO

Major Change 164684

SANeo i BEIZAT
Certify High Altitude Operations for SA Neo

Major Change 166872

2% J3KO08 [ AP A AT &)
Install a 2 Class Cabin Layout for J3K08 Version (Airspace)

Major Change 158247

MR — Wit EEGI N WV065 (MTOW 90.5T, MLW 79.2T
and MZFW 75.6T) for A321N

General — Design Weight Introduce WV065 (MTOW 90.5T,
MLW 79.2T and MZFW 75.6T) for A321N

Major Change 167557

5E X Airspace H = H g
Define Modified Airspace Lavatory A

Major Change 166104

T8 — MEERER — & X Airspace g HERO FIXH
BRI G

Lights — General Illumination — Define HERO and Welcome
Effect Light for Airspace Cabin

Major Change 164597

TE %% Go HBCS K
Define Installation of GoGo HBCS Antenna

Major Change 153648

WEME — Mk — AR TR M) WL
Equipment/Furnishings — General — Deliver Aircraft With
Incomplete Cabin

Major Change 158771

Fji —ILS — %% MMR Rockwell Collins GLU-2100
Navigation — ILS — Instal MMR Rockwell Collins
GLU-2100
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Major Change 166219

1

BIR/TK R G-CVDR/RALS-%%¢ ELT-DT A& ADT )
fE

INDICATING/RECORDING SYS - CVDR / RALS — Install
ELT-DT and activate ADT function

Major Change 168533

B2 THY06 FRA 2 g Ah =
Adapt Cabin Layout for THY 06 version

Major Change 169087

SINHr A HL ) MEPSU
Introduce new MEPSU with Li-lon battery

Major Change 159927

FANS-C-Jitik2-1£SATCOM N 2% i& FI ATN
FANS-C-issue2-ATN over SATCOM-MPP

Major Change 169007

WEIR- 11 B AE A320NEO 5] A\ WV 103
GENERAL - DESIGN WEIGHT Introduce WV103 for
A320NEO

Major Change 158249

MR-V EEAE A321INEO 5]\ WV067
GENERAL - DESIGN WEIGHT Introduce WV067 for
A321INEO

Major Change 165947

B S SpaceFlex PAR[AIALHE ] 1 [ 2 13/ 5% 01 ey

Modify aft SpaceFlex Lavatories including door-mounted
CAS

Major Change 162040

AARE R R RS
OXYGEN - PASSENGER OXYGEN - DEFINE
DECENTRALIZED PULSED OXYGEN SYSTEM

7E: M4 EDL(Extended Disk Life)a — & —H L2 K%L CAAC #tif.

Note: The process of EDL (Extended Disk Life) or 2-for-1 for brakes has not been approved by CAAC.
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F 280 g (RHl: A320 &%)

SECTION 2 DATA (Models: A320 SERIES)

1. FERARAHRLEE H 3/ Model and Approval Date

% MODEL |5 H# APPLICATION DATE [tk H 3 K5
Approval Date category
A320-214 199245 H 10 H/10 May 1992 199543 H 10 H/March 10 1995 [z #2545 #%/Transport
Category Aircraft
A320-215 20054512 H22 H /22 December 200520064F6 F 22 H/June 22 2006 iz %12 25 #8/Transport
Category Aircraft
A320-216 20054F12 H22 H/22 December 200520064F-6 H 14 H/June 14 2006 iz i3 %% #5/Transport
Category Aircraft
A320-231 199846 H 16 H/16 June 1988 198944 H 20 H/April 20 1989  [Z#i1JS i == #%/Transport
Category Aircraft
A320-232 199245 H10H/10 May 1992 199349 H 28 H/September 28 i@ 42 i = #%/Transport
1993 Category Aircraft
A320-233 199542 H23 H/23 February 1995  [19954£10H26 H/ October 26 1@t 25 2%/ Transport
1995 Category Aircraft
A320-271N 201242 H29H/29 February 2012 [20154F11 524 H/November 24 1225l 23 2%/ Transport
2015 Category Aircraft
A320-251N 20124F2 H29H/29 February 2012 20164F5 H31H/May 312016 iz %% #5/Transport
Category Aircraft
A320-252N 201748 H9H /9 August 2017 20174£12H 18 H/December 18  [iz #2545 #%/Transport
2017 Category Aircraft
A320-272N 2018423 420 H /20 March 2018 20184E10H17H/October 17 i@ #2545 #%/Transport
2018 Category Aircraft

R X 2005 4F 12 A 21 HATAEF" 1 A320-214/-231/-232/-233 KL, 1L E AR UK 185 & #IF(DGAC-F
TC 180) /3 fRH54 2
Note: For A320-214/-231/-232/-233 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

R KT 2007 4 12 A 04 HEfA 296 0 E ) A320-214/-231/-232 BUKHL, A E RSTE R K F RS AT
iE (VTC 038A) 13 {RFFH AL
Note: For A320-214/-231/-232 produced and exported before December 04 2007, CAAC VTC 038A remains a valid

reference.

MRAE 2 21.101 25107 2% 25K B 24/Significant Product Level Changes i.a.w. 21.A.101:

7= 2% B K B B /Significant
Product Level Changes

1% Fil #4/Applicability

#LEH
Approval Date

MOD 160500 iss 1

A320-214, -215, -216

2012 4£ 11 A 30 H/November 30
2012

MOD 160500 iss 2

A320-232, 233

2012 £ 12 A 21 H/December 21
2012

MOD 156723 iss 1

A320-214, -215, -216, -232, -233

2015 4 03 A 05 H/March 5 2015
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MOD 156723 iss 4 A320-271N 2016 4= 3 H 17 H/March 17 2016

MOD 156723 iss 5 A320-251N 2016 4= 6 H 24 H/June 24 2016

MOD 160080 iss 2 A320-214,-215,-216,-232,-233 2015 5 12 H 17 H/December 17
2015

MOD 161000 iss 1 A320-271N 2015 4 11 H 24 H/November 24
2015

MOD 158819 iss 1 A320- 214, -215, -216, -232, -233 2017 4 2 H 24 H/February 24 2017

MOD 161003 iss 1 A320-251N 2016 45 H 31 H/May 31 2016

2. AE[EH B R4 PR $E/ Certification Basis and Production Basis

CAACHW\ AT 8 5 J: il HEASA [ 7 2 B Al FIC AACHY B INEE AR 2% A2 R o
The CAAC validation certification basis consists of the EASA certification basis and the CAAC additional technical
conditions.
2.1 EASA H 2 ZEA/EASA certification basis
2.1.1. Hi2i&EHERKIS% H#/Reference Date for determining the applicable requirements
A320-111 450 H i H #/Application date of the A320-111 model

2.1.2. BHIKIEN Y RE S S HEEIE £.9 5 /Initial Airworthiness Authority Type Certification Date Sheet No.

J5i7%E TCDS DGAC No. 180 # EASA TCDS A.064 #X
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BATHEN 24 )R ¥ 2 Eml/Initial Airworthiness Authority Certification Basis
R frik/See below
2.1.4. EASA & EK/EASA Airworthiness Requirements

A TN A320 BRI S A% HOE AL . AERE— DT A320 BY R E S AR HE RS, B A Y S E o
THMEIE .

Hereafter are listed the certification bases for the different A320 models. The amendments made to a particular basis
at the occasion of further A320 model certification are identified per model.

2.1.4.1 XFF A320-231 FIZ 1E 006 (DGAC {588 53170 SFACT/TC)H B &AF &, & MIHAR &M LT -
The applicable technical conditions for models A320 - 231 and weight variants up to 006 (DGAC letter 53170
SFACT/TC) are defined as follows :

BRI 5 T2 26 0] JAR2S B, J226 11 SEIEEFR 1 IREER 10 S21E5H 25.207 2650, Wfkilis) STk,
JAR 25 Change 11 (except paragraph 25.207 which remains at Change 10) as elected by the Manufacturer.

A320 FHIZEAF . RURARSR SR AR 2 AF

A320 Special Conditions, Experience Related Conditions and Harmonization Conditions.
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2.1.42 #5007 5 HEAE KGR AT B 5] KHL(EHE A320-232), Tid JAR 25 IZRIEITINT, f7&
Hilid | K EFEK OP 91/1(NPA 25C205) (DGAC fZ 8K 60667/SFACT/N.AT).

For weight variant 007 and subsequent and for all new models from and including A320 - 232, the JAR 25
paragraphs defined in paragraph (a) above are modified following the elect to comply to OP 91/1 (NPA 25C205) by
the manufacturer (DGAC letter 60667/SFACT/N.AT).

JAR 25.305 JAR 25.349(b)
JAR 25.321 JAR 25.351

JAR 25.331 JAR 25.365(¢)
JAR 25.333 JAR 25.371

JAR 25.335(d) JAR 25.373

JAR 25.341 JAR 25.391

JAR 25.343(b)(1)(ii) JAR 25.427

JAR 25.345(a)(c) JAR 25.571(b)(2)

2.1.43 XTI A320-200 R5 WAL, ELEIRAFA JAR 25 5 14 SESCHHTREECOR ISR (W1 NPA
25C-282 BIE)W 70, HFREUNRATIE M —M A320 FIIERIY LAF R 1E 5.(26334/26335, (CRI A2006) )
TEBUAIRH], XTETHE a)F1 b1)hE LK JAR 25 [IBE#EAT T8 .

For all models of A320-200 series, the JAR 25 paragraphs defined in 4.2 above are modified following the
Elect-to-comply with the new discrete gust requirements of JAR 25 Change 14 as amended by NPA 25C-282, by
application of the major change titled "Flight Controls - deletion of LAF features from A 320", modifications
26334/26335. (CRI A2006).

2.1.4.4 ETOPS:

TR KM IERRIE AT, & P AR A& 7E AMC 20-6 (1T R AifE AMI 120-42/IL 20 A1 CAP513 )
LLJ% A320 ETOPS CRI H:

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6
(as initiall published in AMJ 120-42/IL 20 and CAP 513) and A320 ETOPS CRI:

- CRIGI1006 ETOPS

2.1.4.5 BREAZE B AWO HIZE 1 B ELHRRAE WEEE B0 1 H Sh A Bl AE 4T 25K .
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.4.6 XT ARG, 2% B 106 S RS RE P ATT T 25.772(a)Fl(c)LL & 25.795, &
W, CRIE12 $G5R0R22 1L RER 2 BEAE )

For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.7 %}T MOD 160500 F1 160080“%: fi&/N 3>, il CRIA-0001-001 1T 8 & Fehi o 52520 X I iff i A1
KZ W, CRI.

Certification basis revised for MOD 160500 and 160080 “Sharklet” by CRI A-0001-001. For the definition of the
affected areas and requirements please refer to the CRI.
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CS 25 Amdt 8 for

§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 §25.483
§25.117 § 25.485

§ 25.147 §25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)
§25.235 § 25.581

§ 25.251 § 25.601

§ 25.301 § 25.603
§25.302 § 25.605
§25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) § 25.613

§ 25.321(a)(b)(c)(d) §25.619

§ 25.331(a)(b)(c) §25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)

§25.337 § 25.631
§ 25.341(a)(b) § 25.651
§ 25.343(a)(b) § 25.683
§ 25.345(a)(b)(c)(d) §25.899
§ 25.349(a)(b) amended by SC A-2.2.2 for § 25.903(d)(1) (see CRI E-39 for
25.349(a) interpretative material)
§ 25.351 § 25.1385
§ 25.365(a)(b)(d) §25.1387
§ 25.367 §25.1389
§ 25.371 §25.1391
§25.373 §25.1393
§ 25.391 § 25.1395
§ 25.393(b) § 25.1397
§ 25.427 § 25.1401
§ 25.445 § 25.1505
§ 25.457 § 25.1511
§25.459 § 25.1515
§ 25.471(a)(b) § 25.1527
§25.473 § 25.1587
§ 25.479(a)(c)(d) amended by SC A-2 for § §25.1591
25.479(a)
CS 25 Amdt 2 for

§25.253

JAR 25 Chg 15 for
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§ 25.1517

JAR 25 Chg 14 for
§ 25.21 amended by A318 SC F5001 (for b) § 25.149 + OP96/1

§ 25.101 amended by SC F11/S79 § 25.171 replaced by SC-F5004

§ 25.103 replaced by A318 SC F5001 § 25.173 replaced by SC-F5004

§ 25.105 amended by SC F11/S79 § 25.175 replaced by SC-F5004

§ 25.107 amended by A318 SC-F5001 § 25.181

§ 25.109 amended by SC F11/S79 § 25.201 + OP96/1, replaced by SC-F5001
§ 25.111 § 25.203 + OP96/1, replaced by SC-F5001
§ 25.113 + OP96/1 amended by SC F11/S79 § 25.207 amended by SC-F5001

§ 25.115 amended by SC F11/S79 § 25.231

§ 25.119 + OP96/1 amended by A318 SC §25.233
F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC §25.237
F5001 (for ¢ & d)

§25.123 § 25X261

§ 25.125 + OP96/1, amended by A318 SC §25.1533
F5001

§ 25.143 + OP96/1, amended by SC F3, F7 & § 25.1581
F8

§ 25.145 + OP96/1 § 25.1585(a)

JAR 25 Chg 11 for
§25.671
§ 25.672
§25.1001
§ 25.1301
§ 25.1309
§ 25.1419 amended by AMC-F14

fEERE 1444 £ Interpretative Material:
CRI E-39 K EHLE: T IEH.%8 2k 2/Uncontained Engine Rotor Failure
TR TESRAIE T4 — B0 AR R A BT R 2K

Note: The original Interpretative material applicable to each model remains effective.

A EEZ AT & 775/ Acceptable Means of Compliance:

AMC F-14 Z50K51F T ) €47 /Flight in icing condition.

HRE: A MOD 160500 F1 160080 B, AMC F-14 i@ HITEM A321/A319/A318 #h /i £ A320.
Note: AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500 and 160080.

ETOPS

AMC 20-6 Rev 1 5 E50KEAT TIBATHSRMEGE 8.6.(11), FUE T &EE/ N 1ok A

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 H15 AFM #h 78 9 114 BE B #H G I BE % 8.£.(1) (iii), #E T ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).
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ST A XK, ETOPS ZK W, AMJ 120-42

AMJ 120-42 for ETOPS for non-affected areas.

FERE: XN TWI4G ETOPS &k i B 2 J44ili(Z: W, A320 CRI G1006).

Note: This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI
G1006).

2.1.4.8 X§T MOD 156723 issue 1« K% 4, 8L CRIA-0001-004 11T 8 & Hefiti .
Certification basis revised for MOD 156723 issue 1“Max Pax” by CRI A-0001-004

e 6 % f58 /N L (1) A320-200 ) 8 5 LA
The certification basis is that of the A320-200 equipped with Sharklets amended by the following:

CS 25 Amdt 13 for

§25.23 §25.489

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-2107 and
demonstrated through ESF CRI D-01

§25.351 §25.1519

§25.473 §25.1529

§25.479(a)(c)(d) amended by SC A-2 for §25.1541(a)(b)

25.479(a)

§25.481(a)(c) amended by SC A-2 for §25.1557(a)

25.481(a)

JAR 25 change 13
§25 .812(e) §25 .853(a)l amended by CRI D-0306-000
§25 .812(k)(1)

JAR 25 change 12
§25 .853(c)

JAR 25 change 11

§25.305(a)(b) §25.1301
§25.307(a) §25.1351(a)
§25.365(a) §25.1353(a)(b)
§25.561 §25.1359(a)(d)
§25.571(a)(b) §25.1413
§25.787(a)(b) §25.1415(b)(c)(d)
§25.789(a) §25.1431(c)
§25.791 §25.1447(c)(1)

§25.853(a)(b)

2.1.4.9 A320-271N, -272N, -251N, -252N [ & & B fiili/Certification basis for A320-271N, -272N, -251N, -252N

A320-271N, -272N, -251N, -252N [ & 5l CRI A-0001-002 f&1T . % 820 [X I Ff1 225K 22 I, CRI.
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The certification basis for the A320-271N, -272N, -251N, -252N is revised by CRI A-0001-002. For the definition of
the affected areas and requirements please refer to the CRI.

CS 25 Amdt 11 for

25.23 (a) (b)
25.25 (a) (b)
25.27
25.101
25.109
25.113
25.115
25.117
25.145 (a)

25.147

25.149
25.161
25.171 replaced by SAneo SC B-04 (Static
Directional,

Lateral and Longitudinal

Stability and Low Energy awareness)

25.173 replaced by SAneo SC B-04
(StaticDirectional, Lateral and
LongitudinalStability and Low Energy
awareness)

25.175 replaced by SAneo SC B-04 (Static
Directional,

LongitudinalStability
awareness)

25.177 with subparagraphs (b) and (c)
replaced by SAneo SC B-04 (Static
Directional,

Lateral and
and Low Energy

Lateral and Longitudinal
Stability and Low Energy awareness)
25.181

25.201 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
with reference to SAneo IM B-06 (Flight in
icing conditions)

25.203 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
25.231

25.233

25.235

25.251

25.301(a) (b) (c)

25.302 (for new or modified parts)

25.952 (a) (b) (for pylon area)

25.954

25.955 (a)

25.961 (a) (b)

25.963 (a)

25.969

25.971 (a) (b) (c)

25.981 for pylon area only

25.993 (a) (b) (c¢) (d) (e) for Engines and
Pylon area only.

25.994 for fuel system component in the
pylon and powerplant system area

25.995 for engine and pylon areas only
25.997 (a) (b) (c) (d)

25.999 (a) (b)

25.1001

25.1011 (a) (b)

25.1013 (a) (b) (¢) (d) (¢) ()

25.1015 (a) (b)
25.1017 (a) (b)

25.1019 (a)

25.1021 (a) (b)
25.1023 (a) (b)
25.1025 (a) ()
25.1041

25.1043 (a) (b) (c)
25.1045 (a) (b) (c)
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25.303 (for new or modified parts)

25.305 (a) (b) (c) (e) () (for new or
modified parts)

25.307 (a) (d) (for new or modified parts)
25.321 (a) (b) (c) (d)

25.331 (a) (b) (c)

25.333 (a) (b)

25335 (a) (b) (¢) (@ (e) (f) with
subparagraph (b) replaced by Legacy SC
A-5003 (Design Dive Speed Vd) and
subparagraph (e¢) amended by Legacy SC
A-2 (Stalling speeds for structural design)
25.337 (a) (b) (c) (d)

25.341 (a) (b) (c)

25.343 (a) (b) (for new or modified parts)
25.345 (a) (b) (c) (d)

25.349 (a) (b)

25.351 (a) (b) (c) (d)

25.361 (a) (b)

25.362 (a) (b) (for new or modified parts)
25.363 (a) (b)

25.365 (a) (b) (c¢) (d) (e)(1) (for new or
modified parts)

25.367 (a) (b)

25.371

25.373 (a) (b)

25.391 (a) (b) (¢) (d) (e)
25.427 (a) (b) (c) (d)
25.445 (a) (b)

25.457

25.459

25.471 (a) (b)
25.473 (a) (b) (c) (d) (e)

25.479 (a) (c) (d) amended by Legacy SC
A-2 for § 25.479(a)

25.481 (a) (c) amended by Legacy SC A-2
for § 25.481(a)

25.1091 (a) (b) (c) (d) ()
25.1093 (b)

25.1103 (b) (c) (d)

25.1121 (a) (b) (c) (d) (D) (2)
25.1123 (a) (b) (c)

25.1141 (a) (b) () (d) (e) ()
25.1143 (a) (b) (c) (d) ()

25.1145 (a) (b) (¢)

25.1155 (a) (b) (c) (d) (e)
25.1163 (a) (b) (¢)

25.1165 (a) (b) (c) (e) (f) (h)
25.1167 (a) (b) (¢)

25.1181 (a) (b) amended by SAneo ESF
E-44(Fan Zone non-fire zone)
25.1182 (a) (b)

25.1183 (a) (b) (¢)

25.1185 (a) (b) (¢)

25.1187 (a) (b) (c) (d) (e)

25.1189 (a) (b) (d) (e) ()
25.1191 (a) (b)

25.1193 (a) (b) (¢) (d) (¢) amended by
SAneo SC E-45 (Engine Cowl Retention)
25.1195 (a) (b) (¢)

25.1197 (a) (b)

25.1199 (a) (b) (c) (d) (e)

25.1201 (a) (b)

25.1203 (a) (b) (¢) (d) () () (2)

25.1207 (a) (b) (c) (d)

25.1301 amended by Legacy CRI S30
Flight/Flight
Functions), For newly designed systems

(Automatic Management
only

25.1305 (a) (c) (d) amended by SAneo SC
F-13 (Fuel System Low Level Indication —
Fuel Exhaustion)

25.1309 (for newy designed systems)
amended by: Legacy CRI SE2001 (SC S-76
— Effects of external radiations upon aircraft
systems), Legacy CRI SE14 (SC S-76-1 —
Protection from the effects of HIRF)
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25.483 (a) (b) 25.1316 (a) (b) (c)

25.485 (a) (b) 25.1337 (a) (c) (d)

25.489 25.1353 (a) (b) (for engine and pylon areas)

25.491 25.1355 (¢)

25.493 (b) (c) (d) (e) 25.1357 (a) (for newly designed systems)

25.495 25.1401 (b)

25.499 (a) (b) (c) (d) (e) 25.1403

25.503 (a) (b) 25.1419 (a) (b) (c) (@) (e) () (g) (h) for
engine air intake protection

25.507 (a) (b) (c) 25.1431 amended by Legacy CRI

SE2001(SC S76 - Effects of external
radiations upon aircraft systems) Legacy
CRI SE14 (SC S76-1 — Protection from the
effect of HIRF) For newly designed
equipment only

25.509 (a) (c) (d) 25.1438 (for newly designed equipment)

25.511 25.1459 (a) (b) (c) (d) amended by Legacy
CRI S72 (HC-S72 — Flight recorders)

25.519 (a) (b) (¢) 25.1461 (a) (b) (c) (d) For newly designed
equipment

25.571 (a) (b) (¢) (d) (e) (for new or 25.1501

modified parts)

25.581 amended by Legacy CRI SE2004 25.1503
(SC S75 — Lightning protection indirect
effects) for pylon and nacelle areas

25.601 (for new or modified parts) 25.1507
25.603 (a) (b) (¢) (for new or modified 25.1511
parts)

25.605 (a) (b) (for new or modified parts) 25.1513
25.607 (a) (b) (for new or modified parts) 25.1515
25.609 (a) (b) (for new or modified parts) 25.1517

25.611 (a) 25.1519

25.613 (a) (b) (¢) (d) (e) (f) (for new or 25.1521 (a) (¢) (d)
modified parts)

25.619 (a) (b) (c¢) (for new or modified 25.1525

parts)

25.623 (a) (b) (for new or modified parts) 25.1527
25.625 (a) (b) (c) (d) (for new or modified 25.1531

parts)

25.629 (a) (b) (c) (d) (e) 25.1533

25.631 (for new or modified parts) 25.1535 (a) (b) (¢)

25.651 (for new or modified parts) 25.1549 (a) (b) (c) (d) amended by SAneo

ESF E-51 (Oil temperature indication)
25.671 (a) (b) (c¢) (d) amended by legacy 25.1551
CRI F7 (SC F9 - Dual Control System)
25.731 (a) (b) (c) 25.1553
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25.731 (a) (b) (¢)
25.733 (b) (c) (d)
25.779

25.831 (a) (e)
25.841 (a)

25.851 (b)

25.855 (¢)

25.863 (a) (b) (c) (d)

25.865

25.867 (a) (b)
25.869 (a) (b) (c)

25.899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects), for Pylon and Nacelle areas only
25.901 (a) (b) (c) amended by SAneo SC
E-45 (Engine Cowl Retention)

25.903 (a) (b) (c) (d) (e)

25.904

25.933 (a)

25.934 amended by SAneo ESF E-43
(Thrust Reverser Testing).

25.939 (a) (c)

25.943

25951 (a) (b) (c) amended by SC E-37
(Water/Ice in Fuel System), for pylon area
only.

CS 25 Amdt 8 for:
25.683 (b)

CS 25 Amdt 2 for:
25.21 with sub-paragraph (b) added by
SAneo SC B-01 (Stalling and Scheduled
Operating Speeds)
25.103 replaced by SAneo SC B-01
(Stalling and Scheduled Operating Speeds)
25.105

25.1553

25.1557 (b)

25.1581

25.1583 (a) (b) (¢) (d) () () (h) (1) (k)
25.1585

25.1587

25.1591

25.1701 (a) (b) (c) for engines and pylon
areas

25.1703 (a) (b) (d) (e) for engines and pylon
areas

25.1705 (a) (b) for engines and pylon areas
25.1707 (a) (b) (c) (d) (¢) (D (&) (b) () ()
(k) (1) for engines and pylon areas

25.1709 (a) (b) for engines and pylon areas

25.1711 (a) (b) (c) (d) (e) for engines and
pylon areas

25.1713 (a) (b) (c) for engines and pylon
areas

25.1715 (a) (b) for engines and pylon areas
25.1717 for engines and pylon areas
25.1719 for engines and pylon areas

25.1723 for engines and pylon areas
25.1725 (a) (b) for engines and pylon areas
25.1727 for engines and pylon areas
25.1731 (a) (b)

25.123

25.125

25.143 Sub-Paragraphs (j), (k), (1) added by
SAneo SC B-03 (Motion and Effect of

Cockpit control), Sub-paragraph (h) added
by SAneo SC B-07 (Flight envelope
protection), Sub paragraph (i) added by
SAneo SC B-08 (Normal Load factor
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25.107
25.111
25.119
25.121

CS 25 Amdt 1 for:

limiting System).

25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds).
25.237

25.253

25.1419

25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:
25.145 (b) (c)
25.365 (e)(2), (e)(3)

25.1423 (2) (b) (¢) (d) (e) (D) (2)
25.1583 (j)

JAR 25 Chg 13 for

25.365 () (g)
25.735 (a) (f) (g) (h) amended by

Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)
Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)

25.853(a)(1)

JAR 25 Chg 12 for
25.853(c)

JAR 25 Chg 11 for:
25.561 (a) (b) (c) (d)

25.563
25.672 (a) (b) (c)

25.677 (b)
25.703 (a) (b) (c)
25.721 (a) (b) (c)

25.729 (b) (c) (d) (e) ()
25.735 (b) (¢)

25.771 (e)

25.777 Sub-paragraph (b) amended by
SAneo CRI B-03 (Motion and Effect of
Cockpit Control)

25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems

adaptations.

25X1315

25.994 for all areas except engine and pylon
areas

25.1301

25.1321 (d)

25.1322 (a) (b) (c) (d) amended by generic
CRI D-0332-001 (Towbarless Towing)
25.1323 (a) (b) (c)

25.1325 (b) (d) (e)

25.1329 (f) amended by:

Legacy CRI S30 (Automatic Flight/Flight
Management Functions),

25.1337 (b)
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25.783 (a) (b) (¢) (e) () (g) 25.1351 (a) (b) (d) where (d) is replaced by
Legacy SC-S52 (Operation without normal
Electrical power)

25.791 25.1353 (a) (b) (for all areas except pylon
and engine)

25.801 25.1359

25.807 (a) (b) (c) (d) 25.1363 (a) (b)

25.809 (a) (b) (c) (d) (e) (D) 25.1419 (a) (b) (c) (d) amended by AMC

F-14 for all ATA300 areas except Engine
Air intake protection and Wing ice shapes
25.843 (a) 25.1431 (for system adaptations)
25.853 (a) 25.1435 (a) (b) (c) (d)
25X899 amended by Legacy CRI SE2004 25.1457 (a) (b) (c) (d) (e) (f) (g)
(SC S75 — Lightning protection indirect

effects)

25.959 25.1529 amended by SC H-01
25.963 (d) (e) 25A901 (c)

25.967 (d) 25A939 (a)

25.975 (a) 25A1521

25.981 for all paragraph except (a) (3) in all 25A1527
areas except engine and pylon areas

2.1.4.10 XFT MOD 156723 issue 4& 5, ®i5E HEfiliH1 CRIA-0001-007 11T . 325200 X I ¥ 58 FIEE K 2 WL CRI
Certification basis revised for MOD 156723 issue 4& 5 “Max Pax” by CRI A-0001-007. For the definition of the
affected areas and requirements please refer to the CRI.

A320-271N, 251N [f08 5E SEh HT LLF 4247
The certification basis is that of the A320-271N,-251N amended by the following:

CS 25 Amdt 17 for

§25.23 §25.481(a)(c)amended by SC A-2 for §
25.481(a)

§25.305(a)(b) §25.489

§25.307(a) §25.571(a)(b)

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-2107 and
demonstrated through ESF CRI D-01

§25.351 §25.1519

§25.365(a) §25.1541(a)(b)

§25.473 §25.1557(a)

§25.479(a)(c)(d) amended by SC A-2

for §25.479(a)

CS 25 Amdt 11
§25.1357(a) §25.1431(c)
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JAR 25 change 13
§25.812(e) §25. 812(e)
§25.853(a)1 amended by CRI D-0306-000

JAR 25 change 12
§25.853(c)

JAR 25 change 11

§25.561 §25.1351(a)
§25.787(a)(b) §25.1353(a)(b)
§25.789(a) §25.1359(a)(d)
§25.791 §25.1413
§25.853(a)(b) §25.1415(b)(c)(d)
§25.1301 §25.1447(c)(1)

2.1.4.11 %7 MOD 158819t 74 % i /N 3 KL iR K3 PRECE 24 issue 1, H € ZEAli 1 CRIA-0001-010 217
Certification basis revised for MOD 158819 issue 1 “Max Pax for Sharklet in service retrofit” by CRI A-0001-010.

SR AEAC 45 & 68/ 3 (modification 160080) ) A320-200 i & FEAill E#E T L R BT
The certification basis is that of the A320-200 equipped with Sharklets (modification 160080) amended by the
following:

CS 25 Amdt 18 for

§25.23 §25.489

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-2107 and
demonstrated through ESF CRI D-01

§25.351 §25.1519

§25.473 §25.1529

§25.479(a)(c)(d) amended by SC A-2 for § §25.1541(a)(b)

25.479(a)

§25.481(a)(c) amended by SC A-2 for § §25.1557(a)

25.481(a)

JAR 25 change 14
§25.305(a)(b) §25.571(a)(b)

JAR 25 change 13
§25.812(e) §25.853(a)1 amended by CRI D-0306-000
§25.812(k)(1)

JAR 25 change 12
§25.853(c)
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JAR 25 change 11

§25.307 §25.1351(a)
§25.365(a) §25.1353(a)(b)
§25.561 §25.1357(a)
§25.785 §25.1359(a)(d)
§25.787(a)(b) §25.1413
§25.789(a) §25.1415(b)(c)(d)
§25.791 §25.1431(c)
§25.853(a)(b) §25.1447(c)(1)
§25.1301

2.1.4.12 %t %% 7 Halon FHFK K3 (CRI D-GEN-AIRBUS-01) [FIATA BRI, 255 B I AL RN 2 2 42 =)
%17 FIBIESKTH) CS25.851(a).(c) -

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.13 X T ik A SEH ARU(CRI E-3 DB AT B9, 5% 1 DR /R BRI 22 22 a2/ 35 0 S 1B IESKP i) €S25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31).4.14 %} 2% 1601397 %
F PR A, % B R BRI AR AR 20 S 2 IESKT I CS25.791.

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs
and placards” is installed.

2.1.4.15 X R B0 22 B IR 2 RRNAT 2= %2 42 R WIRR CS-ACNS Subpart B Section 2 %i4f % it 55 11 Subpart
D %o} i %8 B o 2 2 SOR ML B )2 (127 SES il B3R 58 AE(EU) No 1207/2011 F£F- 2014 4 9 H 26 HHI(EU) No
1028/2014 11T (%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.4.16 XF T 2% 167577 Wit ESu AL, R H WM T e RS 22 SBIERKTR 22
25.0795(a)(1)(2)F1 25.0795(c)(3)(ii).

For all models Airbus Elect To Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(c)(3)(i1) when modification
167557 is installed.

2.1.4.17 X§+ %% MOD 166219 ELT-DT ¥ & #AL [ €HL: CS-ACNS 55 3 i, E 702 3 75
For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.

2.1.5 & %M /Special Conditions

FeoR: AR A320 XA G i H g RN E ATE I A, gl T =S 1% F SR A
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special
conditions were developed:

S BT R A R P ELIBC A T SR B R A A BRI

Special conditions: raised to cover novel or unusual features not addressed by the JAR.
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ZINAIC KA X T A320 BXG A% HUE AL, M NPA FRF, ERRINIBC G A IR A v, dxk e

2R R L.

Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when

evolution of JAR was in progress under the NPA procedure.

KA KT A320 BRE AR E ERAE R, 03T E KA E B R 7 H ) SL E BRI S:
AR5 FAA/JAA P 35 S0 A VR -

Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common

understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

EC-G11

(DGAC-F) SC-G17
(CAA-UK) SC-G17
SC-F1

SC-F3

SC-F4
SC-F6
SC-F7
SC-F8
SC-F9
HC-F103

HC-F114
SC-A.2.1.1

SC-A.2.2.2
SC-A.223
EC-A3.6.1
(CAA-UK) SC-A 4.3
HC-A4.4

HC-A 4.5
HC-A4.6
SC-S11
HC-823
HC-S24
EC-S30
SC-S33
SC-S52
EC-S54

— % %€ X/ General Definitions

24T 1E %47 /Operational proving flights

Ak # AT I 1T K 4T/Operational flight before certification
IR TR 5 048 FH S B2

Stalling and Scheduled operating Speeds
IR - A BN A 1 B AL

Cockpit control - motion and effect of cockpit control

Y\ ER S e 1/ Static longitudinal stability

AL [ i 8 1 /Static directional and lateral stability
KATELZE RS/ Flight envelope protection

1E % %47 P 1]/ Normal load factor limiting

X HE B R 45/ Dual control system

B N A5 b PR R A TR B AR R IR AT

Accelerate Stop Distance, Take-Off Distance and Take-Off Run
on a Wet Runway

HEIT AT H bR FF 4538 B/ Approach and Target Threshold Speeds
LA IR RE 5 2R Gt HAH RN T TR T A% o s )
Certification Criteria of Aircraft Designed with Systems
Interacting with Structural Performance

BT LN EE K/ Design manoeuvre requirement

BETHFFHIE JE/ Design dive speed

#7713 B/ High Lift Devices

P 58 X% 477/ Tuned Gust Loads
WLEhEfr - Tt 2% B e T

Manoeuvre Loads - High Lift Devices Deployed

R G B %54/ Braked roll conditions

T JE 475 1) %% B /Speed control device

PR ] 2% 5 73 FN4H %5/ Limit pilot forces and torques

#% FHi~F-{%/ Standby gyroscopic horizon

VMO/MMO 5% (2235)/ VMO/MMO Warning (setting)

H 223§ 25t/ Autoflight system

H zhfE 11 24t/ Autothrust system

JeiEH IR IZ 1T/ Operation without normal electrical power
L P% R4 2% B/ Circuit protective devices
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HC-S61 Bk Rt R 42 368/ Design Landing Brakes Kinetic Energy
HC-S62 ok KR ZE B e/ Rejected Take-Off Brakes Kinetic Energy
HC-S72 “KATE 343/ Flight recorder
SC-S74 JE 1 %45/ Abnormal attitudes
SC-S75 AR 4 (A3 / Lightning protection indirect effects
SC-S76 AR SR LR G

Effect of external radiations up on aircraft systems
SC-S77 15 5 5/ Integrity of control signal
SC-P01 ERCRENHZE R RS

Full Authority Engine Control System (FADEC)
SC-E1005 Bjj ‘K R1E/ Resistance to fire terminology

2.1.5.1 X5 007 5 HEAE KAWL PTA H A5 CL(EHE A320-232), JELBCAHTE ] JAR 25 1)
V1 BIERIKIN, Tk A320 KM% FH 25 F0 UL R4 R I 5 -

For weight variant 007 and subsequent and for all new models from and including A320-232, the following A320
Special Conditions and Interpretative Materials are deleted by application of JAR 25 amendment 91/1:

IM-A3.8 B EL R X 7/ Discrete gust loads.
SC/AMC-A4.3 W1 28 X F A7/ Tuned gust loads.
HC-A4.4 BB # A -1 2% B e T

Manoeuvre loads with high lift devices deployed.

2.1.5.2 XF A320-233 BUKHL, ] 1R L AT
The following Special Conditions have been developed for the A320-233:

SC-F11 g b B ATAR SCPERE, BN 42 (UL 1996 £ 6 H 4 H i CRI
F2012)
Accelerate-Stop distances and related performances, worn brakes
(see CRI F2012 dated June 4, 1996)

SC-S79 MZEER, BHRARK(W 1996 £ 6 J1 4 H ) CRIF2003), J2i%
FRIH 2 Mod.24946 515U 22 2% CR UK - U ) SEPCARB 111 A
%)
Brakes requirements, qualification and testing (see CRI SE2003
dated June 4, 1996), for which the requirements are met by
installation of Mod 24946(Messier-Bugatti SEPCARB III brakes).

2.1.5.3 X A320-233 Fl1%% OCTOPUS "KL ®ATF MW CRIF2013)ATA A320-200 KM, i@ HIERF &
L %A SC-F11 1 SC-S79, Tk JAR 25 %KM E1T .

For A320-233 and all A320-200 with OCTOPUS AFM (see CRI F2013), the JAR 25 paragraphs are modified
following the Elect-to-comply with SC-F11 and SC-S79.

TIRBA AT SBIEE 11 KABT B A3 5% -
The following JAR Change 11 paragraphs are deleted:

JAR 25x131
JAR 25x132
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JAR 25x133
JAR 25x135
JAR 25x1588

TR A320 F 5 KWLM MR -

The following A320 Harmonisation Conditions are deleted:

HC-F103 M B TE E A 5 R B AR KRB AR R AT
Accelerate Stop Distance, Take-Off Distance and Take-Off Run on a
Wet Runway

HC-S61 et bR - Bl g
Design Landing Brakes Kinetic Energy

HC-S62 b CA B RE

Rejected Take-Off Brakes Kinetic Energy

3L SC-F11 M SC-S79, TRBRAN A FBI O HEE 13 BT IR
The following JAR 25 paragraphs are upgraded at Change 13 and amended by SC-F11 and SC-S79:

JAR 25.101
JAR 25.105
JAR 25.109
JAR 25.113
JAR 25.115
JAR 25.735
JAR 25x1591

2.1.5.4 XS TAEAT 1998 4 7 H 10 HLUSHHIHRIE CGIT I ERBCE LRGN RA M), L H% M IM-S76
CHMTEE ST LR G R 4L 264 SC/IM-S76-1 (CRI SE14)HUAX.

For any new application (new or modified aeroplane system and associated components) after July 10, 1998,

SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5 1998 4£ 8 H 10 H G BALfI#E— DA &M i E, PR %1 HC-A.4.5 CRIZERBNFME) #akG
25 2615 14 AB ) JAR 25.493(d) X (CRIAT).

For any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll conditions) is superseded by JAR
25.493(d) at Change 14 (CRI A7).

2.1.5.6 fEIEFH S AT LY, HlE T NATHEM:

The following special condltlons have been developed post Type Certification:

SC H-01 KHLRGI SR ALE AT H - EWIS (17 ICA (H 2010 4 5 A4
20
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

SC E-34 A 78 A I A
Seat with inflatable restraints
SC E-13 PR RA I R (%)
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SC D-0306

SC P-27

SC-E10

SC E-48
SC F-0311-001

SC D-0322-001

SC D-0332-001

SC B-12

SC E-21

SC D-15

SC F-119

SC F-GEN-01

SC D-24

SC D-27

SC D-19

Installation of inflatable restraints (optional)

JEA AR VBTN 559k [ K (2010 4F 6 HE2AX0

Heat release and smoke density requirements to seat material

(applicable from June 2010)

AR IR R St

Flammability Reduction System

AR, W 2012 4F 1 H 1 H S E AT RIS 4% 0 Hh S A

WATHEAE P 2 b B AR PR R IR R S8 (MOD 38062). i

MOD 38062 J&i, ZFRGLTREF LA APIRES, JFHARER

# MMEL SR (5K AEAN BE TARIRES TIRE . WIERAE A318,

A319. A320 8i# A321 WHL EZ2% 7 MOD 38062 (At &

ZL(FTIS)), NI AL 2 25-102 12 1E S KF) 25.981(a)F(b) ¥ FR

B 25-125 IR KT 25 BRFN% MOAT N BLE 26-3 12 1E5K

1) 26.33 %%

If fitted, the centre fuel tank of aircraft which have made their first

flight after 1st of January 2012 must be equipped in production with

a fuel tank Flammability Reduction System (modification 38062).

This system shall remain installed and operative and can only be

dispatched inoperative in accordance with the provisions of the

MMEL revision associated with modification 38062. If modification

38062 (Fuel Tank Inerting System (FTIS)) is embodied on A318,

A319, A320, or A321 airplanes, the airplane is compliant with

paragraph FR Section 25.981(a) & (b) at amendment 25-102, Part 25

appendix M & N at amendment 25-125, and Section 26.33 at

amendment 26-3.

R ENAIEAT (HZ 14,100 38R (L CRIEL0)

High altitude airport operations (up to 14,100 ft) (see CRI E10).

WA 6 42 42 /Fuel Tank Safety

BFEEBIRFE TR A AT IdoR A

Flight Recorders including Data Link Recording

B i 3 HERT I 22 3 /Installation of suite type seating

Jo#T A= 5| /Towbarless Towing

F A %/Soft Go Around

HHJUTAS K6 /New UTAS Pitot Probes

KT A I TaxiBotif/E/Pilot Control Mode TaxiBot
Operations

RALR G AN 45 1 2 LR B

Security protection of Aircraft systems and networks

Ak 70 o U L Y 22 2% /Installation of non-rechargeable lithium
batteries

FEPERISET 2 2 4R (%)

Installation of Airbags in the backrest of seats (optional)

LR NIRRT RG (3D

Installation of Three Point Restraint & Pretensioner System
(optional)

FEBAS AT IR PEBUE 248 (%)
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Incorporation of Inertia Locking Device in Dynamic Seats (optional)
SC D-08 R ARHLALE IS N T B FE LB ()
Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

SC D-28 LA TR R
Installation of oblique seats (optional)
SC F-37 FESATCOMMZ43&E HIATN
ATN over SATCOM
SC F-MULTI-04 ] 7E LA AL 22
Rechargeable Lithium Battery Installations
SC D-33 TEZ N RS B A L[ 7 e 5% 5 ey

Cabin attendant seat mounted on movable part of an interior

monument

2.1.5.7 5 MOD 160500 F1 160080 (i #5 )& F % F
Special Conditions for aircraft equipped with MOD 160500 and 160080

SC F-16 H8 97 ) A% 1/ Static directional and lateral stability
A318 SC F-5001 SR TH A1) 5 P15 FH 3 J3E

Stalling and scheduled operating speeds
A318 SC F-5004 N Ii A R VA RE IR

Static Longitudinal Stability and Low energy awareness
A318 SC A-5003 WA & /Design Dive Speed Vd

E: AT E R H AT AR R R

Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.8 A320-271N, -272N, -251N, -252N [{]% F 25 14/Special Conditions for A320-271N, -272N, -251N, -252N

B-01 2Rk T AN 7 PO
Stalling and Scheduled Operating Speeds
B-03 YA R B F RIS B A
Motion and effect of cockpit control
B-04 AU ) 7 S 5 T AR A 1) i R A I e R AT

Static Directional, Lateral and Longitudinal Stability and Low

energy awareness

B-07 AT LR
Flight Envelope Protection
B-08 V2 1m) Hfr [R1- BR ) R G
Normal Load Factor limiting System
E-37 ESHERZ L MYINEN
Water/Ice in Fuel System
E-45 KA R [ E
Engine Cowl Retention
F-13 e SHES AN (S =N Sl E SV

Fuel System Low Level Indication - Fuel Exhaustion
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E-55%*

KU 0%
Fan Blade Loss

G %% CFM R HLII RS
*Only applicable to CFM models

2.1.5.8.1. LU N Z BT S 1 5E 0% A 26 AF RG] T A320-271N, -272N,-251N, -252N [1525
The following special conditions developed for previous models are also applicable to the A320-271N, -272N,
-251N, -252N affected areas:

A2.22

A-3001 (SC Al)

A-3002 (SC A2)

A-5003

D-0332-001

E-48

F4012 (SC F11)

F7 (SC F-9)

H-01

P-27

S11

S30

S-33

S72 (HC-S72)

SE14 (SC S-76-1)

SE2004 (SC S-75)

SE2407

CangilFIEESN

Design Manoeuvre requirement

ESRSET AR ER (S

Interaction of systems and structure

SER BT ORI

Stalling Speeds for structural design (A321)

anglipuBuyis

Design dive speed Vd

P L]

Towbarless Towing

BRI 2 4

Fuel Tank Safety

I A R PR B FIAROCVERE,  BEHLR 42

Accelerate-stop distances and relates performances, worn brakes
MERI RS

Dual Control System

KHLAR G 8 S ALERTI H - EWIS 1) ICA

Enhanced Airworthiness Programme for Aeroplane Systems - [CA
on EWIS

ARG (BFFR T ARGEMEE R E RS
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)

BR 1l R T T AR

Limit Pilot forces and torques

H 3 ¥ A7/ WATE B RE

Automatic Flight/Flight Management Functions

H 3 25t

Autothrust system

KATIE R AR

Flight recorders

HIRF 50 R4

Protection from the effect of HIRF

N ERTE TR 2 D)

Lightning protection indirect effects

EOHERS

Emergency Electrical power system
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SE3003 (SC S-79)

2.1.6. #%/Exemptions
WA # 9 /No exemptions
2.1.7. {wE/Deviations

ACNS-B-GEN-01

AMZEZR ST

Brake requirements, qualification and testing

MEK ¥ CPDLC T #(5 B 5182k DM89 HifEfiE (%)
Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

2.1.8. & &4 /Equivalent safety findings

2.1.8.1 NIR R AGE R AR 2 A KT ORI AL
The following paragraphs have been complied with through equivalent safety demonstrations:

JAR 25.783 (e)

JAR 25.783 (f)

JAR 25.813 (c)

JAR 25.807

JAR 25.933 (a)

JAR 25.791

AT T(L CRISM 2005)

for cargo doors (see CRI SM 2005)

FRET IR SRR T T CBE 2 20029 W, CRI SM 2004 F1 SM 2007)
for passenger doors and bulk cargo door (Mod 20029) (see CRI SM
2004 and SM 2007)

JEEE (W CRI E 2105 2% 3 JUBUAR IR “TIT BY 3 b R Sl 2 5d
8, R

for emergency exits (see CRI E 2105 issue 3 "Type III overwing
emergency exit access", seat cushion height)

KT FKE: (180 PAX) (JIL CRIE 2107 "TRIAZES 180™)

for maximum number of passengers (180 PAX) (see CRI E 2107
"Passenger extension to 180")

KA B a2 IRE (AL CRIP 1002

for thrust reverser autorestow function (see CRI P 1002).
Fer s BN

Passenger information signs (CRI S53)

2.1.82 fEIEfE R SEtgdiEd i, HE T N REM LA
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b)

it N XS I BL B e 57 R4 (2 . CRI E-32), WIRAEA =4 F
A318. A319. A320 B# A321 KHLSEHE 7 MOD 150700 1 37270
(A5 CLS 3&T00). 37048 F1 36985, K ML L HLE kIG5 Bk
ZE R, B 25-111 {8 1E 27K F /) 14 CFR Part 25.856(b) (Z 1. CRI
E-18)

Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
only), 37048 and 36985 are embodied in production on A318, A319,
A320, or A321 airplanes, the airplane is compliant with Fuselage
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14CFR Part 25.856(a)

JAR 25.812(b)(1)(ii)

JAR 25.811(f)

JAR 25.812(b)(1)(i)(ii)

JAR 25.785(c)

JAR 25.1443(c)

JAR 25.1441(c)

CS 25.795(a)(1)

CS25.811(e)(4)

CS 25.251(b)

JAR 25.1441(c)

JAR 25.1443(c)

Flame Penetration “Burnthrough” requirements addressed by
paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).
BEXTAGAT R SR B bR E (CRIELS)

Improved flammability standards for insulation materials (CRI E18)
JEEUR G DR E(THRBR AR 73 B2 E) (CRI E14) (AT ik#
Al

Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)

I H AR & S 28 (CRI E16)

Emergency exit marking reflectance (CRI E16)

T iE s at, BRI Bhr SRR G AR E R B A(CRI
SE-42) (A&7

Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

SRS LS T 18 A AT FEAT (CRI D-0329-001) (i
3

Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)

B/ MMEITE (CRIF-20) (k%)

Minimum Mass Flow of Supplemental Oxygen (CRI F-

20) (optional)

LA ERE ARG THEE (CRIF21) (£%)

Crew Determination of Quantity of Oxygen in

Passenger Oxygen System (CRI F-21) (optional)

FE 2 T I 5 73 DI I BN AR A

Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

F TR 2 bR S i S e TFpr i

Green Arrow and “Open” placard for Emergency Exit

Marking (SE-63) (optional)

PRBNEHR X T RIS R 24T PEAEN

Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

FLAN RHERZ ARG T A E

Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

Fe b s AR /N

Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3 #f5 MOD 160500 F1 MOD 160080 [t 7% #} ) 45 & 22 4
Equivalent Safety Findings for aircraft equipped with MOD 160500 and MOD 160080

25.1419 (c) ESF F-19 H AR ZE VK& R I RAT(§25.1419 (c))

Flight in natural icing condition (§25.1419 (c))
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2.1.8.4 7 MOD 156723 5 MOD 158819 [1Jfiii %5 25 {55 2% 4
Equivalent Safety Findings for aircraft equipped with MOD 156723 or 158819

CS25.807(g) CRID-01 EErERE 1A O
Over-performing Type I exit

VR JEORIE F T4 — R ) 45 Rk i A Ty SR PR A A R

Note: The original ESFs applicable to each model remain effective.

2.1.8.5 £F%f A320-271N, -272N, -251N, -252N il & T A F &30 4
The following Equivalent Safety Findings have been developed for the A320-271N, -272N, -251N, -252N:

CS25.934, CS-E 890 E-43 S AE

Thrust Reverser Testing
CS25.1181(a) E-44%* P DX AN K X

Fan Zone as non fire zone
CS25.1549(a) E-51 TR E R

Oil temperature indication
CS25.1181,CS25.1182  E-52 FLAR X Ieimal ok X

Nacelle area adjacent to fire
CS25.997(d) E-49%*  JAHIEA B

Fuel Filter Location

* ANIE %248 TAE R BIHLI Y 5+ id F 22 é CFM R S pLI A
* Applicable to IAE models only**Applicable to CFM models only

2.1.8.5.1. AR N2 BT AL S 5E ¥ ESF Mi& T A320-271N, -272N, -251N, -252N (1152 50 [X 15
The following ESF developed for previous models are also applicable to the A320-271N, -272N, -251IN, -252N
affected areas:

JAR AWO 313 SE-4005 R 2GR AR 1L 2 (MABH, £15%)
A319 RAT) MBLT SRS
Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)

(issued for A319)
JAR AWO 236 SE-5005 1T 8 ATk I8 i 2 o 22

Cat III operations - Excess Deviation Alerts
JAR 25.1441(c) F-21 WLA# B IR B MR R G nT A & (CRIF-21)

Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

14CFR Part E-18 384 5 ) 8 55 B FAA R BELIA s
25.856(a) Improved flammability standards for thermal /

acoustic insulation materials
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2.2 A E R /Environmental Requirements:

b BEAR ZH 2R B4 16/ICAO Annex 16

Vol. I Part 11 M5 7 ESK / Noise Requirements
Vol. 11 Part I PRI HE / Fuel Venting
Vol. II Part IIT Chapter 2 HESHEH Y / Emissions

VERE: 3B 45 TCDSN EASA.A.064 H15E Y.
Notes: Further details are defined within TCDSN EASA.A.064

2.3 FEEHAZ R MR %&44/CAAC Additional Technical Conditions

DU ERIER T A320-111. A320-231. A320-232. A320-214. A320-215. A320-216. A320-233: /The following
requirements should apply to the A320-111, A320-231, A320-232, A320-214, A320-215, A320-216 and A320-233:
PifF A CCAR-26 & (lafia WHLAFFSHE NN & &t ME) IESR. X+ ARK CCAR-26 MEEMIZIT
JRAS, A TC A NN R B & A AT A1k -

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be
complied with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the
applicable sections.

¥ CAAC 3CfF CAO No. 2012-30, MERWIFF G (KTafmde CHLRUKIRBT B I ZERA@ M) #IZR.
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

B € PR NIRRT [ [ S hp i3 S mi TR (GB6537) HIfS I 26 AF
The acceptance of fuel conforming to National Standard of the People’s Republic of China ‘“No.3 Jet Fuel”
(GB6537) must be defined.

2.4 A 72 4% 32/ Production Basis:

EPEYERTIES 5. EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. HARFHEFISE R R/ Technical Characteristics and Operational Limitations

3.1. 25115 U/Type Design Definition

3.1.1 &% 5 2 AL /Certificated models: A320-214
TR S E AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0150/95 (00DOO0A0006/C21)

3.1.2 &% E AL /Certificated models: A320-215
T S AHR K HL/Definition of reference airplane by AIRBUS INDUSTRIE documents: D00D06006382

(00D000A0215/C21)
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3.1.3 &% 8 2 AL /Certificated models: A320-216
IR R AN K HL/Definition of reference airplane by AIRBUS INDUSTRIE documents: D00D06011383
(00D000A0216/C21)
3.1.4 &% 5 8 B /Certificated models: A320-231
IR A A B K ML /Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.301/89
3.1.5 4% H AL /Certificated models: A320-232
T A AHR. K HL/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.0502/93 (00DO0O0A0O005/C21)
3.1.6 A% E R /Certificated models: A320-233
IR S AH N KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.1984/95 (00D0O00A0007/C21)
3.1.7 &% 5 E B Hl/Certificated models: A320-271N
IR S e UAH R KM L/Definition of reference airplane by Airbus document 00D000A5021/C20
3.1.8 A& B & ALl /Certified models A320-251N
IR E AH R KA L/Definition of reference airplane by Airbus document 00D000A 5024/C20
3.1.9 A% B 28 ALl /Certified models: A320-252N
IR S e UAH R KA L/Definition of reference airplane by Airbus document 00D000A5188/C20
3.1.10 &% 5 2 B4 5l /Certified models: A320-272N
IR S E AR KA L/Definition of reference airplane by Airbus document 00D000A 5204/C00

V¥ B:/Notes:

a. 5% $#/Model conversions:

®  UIRAELILIAE V2527E-A5 K BINLIKIA320-233 84 L SLiEMOD 153177, WK L3 2245 1AE
V2527-A5 K ENHLEIA320-23274 5]
If modification 153177 is embodied on A320-233 model powered with IAE V2527E-AS it is converted into
A320-232 model, powered with IAE V2527-A5 engines

®  UIRAELHCFMS6- SB6/3EU/P R BINLIYA320-216%L ] 3 EMOD 36563, I n] g H 444y 22 3 CFM56-
5B4/38/P K ENHLITA320-2147 5]
If modification 36563 is embodied on A320-216 model powered with CFM56- 5B6/3 or /P engines, it is
converted into A320-214 model, powered with CFM56- 5B4/3 or /P engines

®  LIRTE L IECFMS6- SB4/3EYP R BIHLINA320-21451 5] L 5ZiMOD 36885, M AT 4% H 44 Ay 22 35 CFMS6-
5B6/38/P R AIHLIIA320-2167 5]
If modification 36885 is embodied on A320-214 model powered with CFM56-5B4/3 or /P engines, it is
converted into A320-216 model, powered with CFM56-5B6/3 or /P engines

®  WIRFELILIAE V2527- ASKREIHLIIA320-23288 5 |5 jiMOD 150847, T ] H 44k e BETAE
V2527E-A5 K ENHLIKIA320-233 151
If modification 150847 is embodied on A320-232 model powered with IAE V2527- AS engines, it is
converted into A320-233 model, powered with TAE V2527E-AS5 engines
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b. 7E A320-214 H 5 F5zjti MOD 36311 ¥ Hi4 48 A320-216

A320-216 model results of the embodiment of modification 36311 on A320-214 model.

c. fE A320-214 #4552 MOD 36297 ¥ HAE#ly A320-215

A320-215 model results of the embodiment of modification 36297 on A320-214 model.

3.2. #iiR/Description

BB A BN, AR BB R L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W4 /Equipment

HEUE AL A TFHILE (AR B B AR 4575 B (N0.00DO000A0101/C1S)) H (ASiE T A320-216, A320-215,

A320-271N, -272N, -251N,-252N),

Equipment approved for installation is listed in the Certification Standard Equipment List ref. 00D000A0101/C1S
(not applicable for A320-216, A320-215, and A320-271N,-272N, -251N,-252N).

FRRBOI . B LA BT TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

E M EERT/Cabin seats  2521MI1F10000 at latest approved issue
J&t 5 /for galleys 2530M1F000900 at latest approved issue

3.4. R~/Dimensions

A320 KL 2R F/Principal dimensions of A320 Aircraft
- HlK/Length:
- R/ Width:
(U8 22%E MOD 160500 B% 160080/I1f MOD 160500 or 160080 is installed)
- Mli=/Height:
- 7K V22 5€ I %6 £ /Width at horizontal stabilizer:
- MLE EH4%/Outside fuselage diameter:
- R ENHLHhE #E/Distance between engines axis:
- Ejf2[AlH/Distance between main landing gear:
- Hi/3 LA FE/Distance between nose and main landing gear:

3.5. RBIHl/Engines

TR B LR ELIN T IR o X 10 FH A RN o 5E 44 R LSBT R Sp LI AR AL, 2 RS

The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A320-214
2 & CFMI K 3IHl/Two CFMI  CFM56-5B4 (MOD24251), or
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CFM56-5B4/2 (MOD24405)

A320-215
2 & CFMI K ZI#Hl/Two CFMI  CFM56-5B5/P (MOD25800)

A320-216
2 & CFMI K ZI#Hl/Two CFMI  CFM56-5B6/P (MOD25800)

A320-231
2 &5 IAE K BhHl/Two IAE V2500-A1 (Mod 20165)

A320-232
2 &5 IAE K BhHl/Two IAE V2527-A5 (Mod 23008)

A320-233
2 &5 IAE K BhHl/Two IAE V2527E-A5 (Mod 25068)

A320-271N

2 &5 IAE K BhHl/Two IAE PW1127G-JM Geared Turbo Fan jet engines (MOD
161000)

A320-251N

2 & CFMI K ZIHl/Two CFMI  LEAP-1A26 jet engines (MOD 161003)

A320-252N
2 & CFMI K ZI#Hl/Two CFMI  LEAP-1A24 jet engines (MOD 162680)

A320-272N
2 &5 IAE K 3hHl/Two IAE PW1124G1-JM Geared Turbo Fan jet engines (MOD
163955)
7E/Note:

CFM56-5B %51 CAAC VTC iF 5445 VTCO0064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500-A1 REIHL CAAC VTC iF %5 VTCO052E, Rev.0;
The CAAC VTC No. of V2500-A1 engine is VTCO052E, Rev.0;

HAth V2500 &5 K 8L CAAC VTC iE %5 VTCOI17E, Rev.1;
The CAAC VTC No. of other models of V2500 serial engines is VTCO117E, Rev.1;

PW1100 & 5h#Hl CAAC VTC iF %5 VTC0329E, R3.
The CAAC VTC No. of PW1100 engine is VTC0329E, R3.

LEAP -1A KE1HlL CAAC VTC iE %% 5 VTCO0348E, Rl1.
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The CAAC VTC No. of LEAP -1A engine is VTC VTCO0348E, R1.
VR /Notes:

1 A\ 2008 4% 3 A 31 Hig, AM7A™ 2k EAEA A RSP 1) CEM56-5B/2 K 5l. CFM56-5B4/2 K EhHL
T3 CL22 N CFM56-5B {2085 45 R AIE B S o I I
From March 31st 2008, there is no longer any CFM56-5B/2 non /P in field or in production. CFM56-5B4/2
engine model has been removed from CFM56-5B Type Certificate Data Sheet.

2 iR CFM56-5B K BILSEHE 15 25 25800, Mkt 1R shHLIERE. %A ZIHLAL N R 5 /P .
If modification 25800 is embodied on models with CFM56-5B engines, the engine performance is improved. The
engine denomination changes to /P.

A5 1% 5 2 H F&E A T/ The modification is currently applicable for:
A320-214: CEM56-5B4(SAC)%5 ) CFM56-5B4/P..
A320-214: CFM56-5B4 (SAC) which changes to CFM56-5B4/P.

CFM56-5B RUT/P K ENHLAT 54 /P K AIHLAE KHL EiREE.
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

VR /Note:

B4 25800 A RAABIAE A320-215 Al-216 L
modification 25800 is basically embodied for A320-215 and -216 models.

3 45 CFMS56-5B/2 (DAC)RANHLSELHE 1 ek 26610, MBStk 1 R AIHLIEREFIAN R SHBOKF « 1% 5 H
A& T
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and
gaseous emission levels are improved. The modification is currently applicable for:

A320-214: CFM56-5B4/2 (DAC) 755 CFM56-5B4/2P(DAC 11 C).
A320-214: CFM56-5B4/2 (DAC) which changes to CFM56-5B4/2P (DAC 11 C).

CFMS56-5B/2 B4“J5/P(DAC) R Sl n] 57 /P(DAC 11 C) K EWHLLE KL FiR%E CRAT T sedt b
CFM56-5B/2 "non-P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

CFM56-5B/P B “/P”(SAC) K FIHL T 5 CEM56-5B/2P(DAC 11 C)KEIHLLE KHL LIRS CRAT AN EH4
o

CFM56-5B/P or / "non-P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

26610 5 H K 160080 (/N AHE.
Modification 26610 is not compatible with modification 160080 (sharklet retrofit).

4 B4y CFMS56-5B4 RN A320-214 KHL EATER—ZE KMl 5 CFM56-5B4/2 BURBIHLIREE (B
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24405) CYHL®ATFMAA 7D,
A320-214 CFM56-5B4 engine can be intermixed with CFM56-5B4/2 engine (mod 24405) on the same aircraft
(AFM supplement). See note 1.4.24 as well.

5 WAL EINTE Y 37147 BE AEAMAINE L 38770 AT LAGI N CEM56-5Bx/3 “Tech Insertion” /% 3]
Hlo
Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147 in

production or 38770 in field.

IS 2 & F T CFM56-5Bx /P SAC R EhHL.
This modification is only applicable on CFM56-5Bx /P SAC engines.

WX CFM-5B KNI N T 37147, WIRSHPLGE S 88/3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
1200 5 24 H A& A T-/The modification is currently applicable for:

A320-214: CFM56-5B4 (SAC)® 2§ >Ay/which changes to CFM56-5B4/3
A320-215: CFM56-5B5 (SAC)® 2 ~/which changes to CFM56-5B5/3
A320-216: CFM56-5B6 (SAC) 2 ~/which changes to CFM56-5B6/3

LA UE B B 5 37147 X 2 i o 58 R P S5 20 RN o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.

RENHUREE % A 2210/ The engine characteristics remain unchanged.

InsE K 38573 ftik, CFMS56-5Bx/3 K AIHLATLL S CFM56-5Bx/P %% .
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

6 ML NEE L 38946 W] LTI A“BUMP TifE. WIS CFM-5B KENHLANA T 38946, IR ZIHLIEHRAL N
/P1 (SAC)E#/2P1(DAC)&.#/3B1 (Tech Insertion).
Introduction of “BUMP” function is done through embodiment of modification 38946. If modification 38946 is
embodied on models with CFM-5B engines, the engine denomination changes to /P1 (SAC) or /2P1(DAC) or
/3B1 (Tech Insertion).

1205 24 H Hi& F T/The modification is currently applicable for:
A320-214: CFM56-5B4 (SAC) % 2f ~/which changes to CFM56-5B4/P1

CLZE IR B 38946 Xof 2 il A [ 7 S 20 80 AT 52 o
Modification 38946 has been demonstrated as having no impact on previously certified noise levels.

KNPV 2 AL

The engine characteristics remain unchanged.
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ANFVFLE CHL_ER 2 “Non Bump” & S “Bump” K s HL.

Intermix at aircraft level between “Non Bump” engine and “Bump” engine is not allowed.

7 CFM56-5B K Z1Hl5 MOD 160080 C&fE/NRS) A7, FrAEZ3E T MOD 37147 B¢ 38770,
CFM56-5B engines are not compatible with modification 160080 (sharklet retrofit) unless modification 37147 or
modification 38770 are installed.

8 WIHTEZYE IAE PW1127G-IM EFHLIK A320-27IN “%E MOD 161562 (BEFF#), MR 54K
PWI1127GA-IM.,
If modification 161562 (alternate climb) is installed on the A320-271N equipped with IAE PW1127G-JM then
the engine model is changed to PW1127GA-IM

3.6. #Bhzh 1 B /Auxiliary Power Unit

APU GARRETT
GARRETT A ], A5 GTCP 36-300(A)
GARRETT AIRESEARCH GTCP 36-300 (A).
(F7E No.31-5306B/Specification 31-5306B)

HAERIEM: 20 GARRETT #%5 GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU [1]% 2% Hf MOD 22562 or MOD 35864 & X
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
Pratt & Whitney Rzeszow S.A. APS 3200 (¥ 7/Specification ESR 0802, Rev. A)
HEHERIE 0 : 56 MIL-L-7808. MIL-L-23699 53 DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell A ] APU 423¢ HH MOD 25888 & .
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 34 131-9[A] (¥i7E No. 4900 M1E 03 19 01),
Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
JLAE T vl AR 5 RV 31-12048A-3A
Approved oils : according to Model Specification 31-12048A-3A.

3.7. i&he3E/Propellers
ANIE H/N/A
3.8. PR R B HmI0F). WEMD /Fluids (Fuel, Oil, Additives, Hydraulics)
WA /Fuel

FA TRV -
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ENGINES KEROSENE DESIGNATION

CFM56: Installation JET A, JET A-1, JPS5, JP8, No.3 Jet Fuel (GB6537), JET B**,
document CFM 2026 or JP 4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
CFM 2129) AVTAG/FSII, AVCAT/FSII

TAE V2500: TAE Standard
Practices and processes
Manual IAE 0043

JET A, JET A-1, JPS5, JP8, No.3 Jet Fuel (GB6537), JET B**,
JP 4** TS-1*, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,

AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM:
(Service Bulletin PW1000G
-100-73
00-0002-00A930AD)

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

CFMI LEAP-1A: Service
Bulletin LEAP 1A S/B
73-0001

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

E At TR 2

The above mentioned fuels are also suitable for the APU.

VEARFRIAL AR R 2 WA

Refer to Consumable Material List (CML) for details on approved fuel specifications
WAMBNE: W223 FM: CFM 2026 B(# CFM 2129 8% IAE 0043 or Service Bulletin PW1000G — 1000 — 73
—00—-0002 00A930AD

* X TAE V2500 KBl TS-1 SRR R 2 e Vi) T 50% TR [a]D
For IAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
* KALAE JET B A1 JP 4 BRI H T2 35 2= 191 25 48 (modification 154327)
JET B and JP 4 fuels are not authorized for use in aircraft fitted with jet pumps (modification 154327)

18 IH1/Oil

V& T FEYE/For oil specification:

o

D73 R FERT I H/Refer to Airbus Consumable Material List (CML).
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R BH/Engine CFM56-5B5/P IAE V2500-A1 PW1127G-IM LEAP-1A26

CFM56-5B6/P IAE V2527-A5 PW1127GA-IM LEAP-1A24
CFM56-5B4 IAE V2527E-A5 PW1124G1-IM LEAP-1A29

CFM56-5B4/2 PW1129G-IM

2L SB CFMI 79-001 See doc IAE 0043 Service Bulletin SB LEAP-1A S/B

Approved Oils Sect 4.9 PW1000G — 1000 — 79 — 79-0001

(MIL-L-23699) 00 — 0002 - 00A - 930A —
D
A hnFEl/Additives:
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K EIHL/Engine CFM56-5B5/P IAE V2500-Al PW1127G-IM LEAP-1A26
CFM56-5B6/P IAE V2527-A5 PW1127GA-IM LEAP-1A24
CFM56-5B4 IAE V2527E-AS PW1124G1-JM LEAP-1A29
CFM56-5B4/2 PW1129G-JIM
ZEREAERI AN Specific Operating IAE Standard Service Service Bulletin
Approved Instructions Practices and BulletinPW1000G LEAP-1AS/B
Additives Document&CFM SB Processes Manual -1000-73- 73-0001
73-0182/73-0122 for CIS 00-0002-00A-930
fuel additives A-D
o8y S NPT IR i AR
The above mentioned fuels and additives are also suitable for the APU.
£ /Hydraulics
% 7 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110
3.9. #AMIE/Fluid Quantity
PR & /Fuel Quantity (0.8kg/liter)
A320-214/-215/-216/-231/-232/-233 (without MOD 160001)
y . 4 BR 5 AR KHL/
3 e KA/ 4 JhFE AL/
4 or 5 TANK AIRPLANE
s/ 3 TANK AIRPLANE 4 TANK AIRPLANE .
NGRSt ANET TR
AT | AR | aT sk / Al F R /
TANK Usable fuel | Unusable fuel | Usable fuel Unusable Usable fuel Unusable
liters (kg) liters (kg) liters (kg) fuel liters (kg) fuel
liters (kg) liters (kg)
WLE/ 15 609 58.9 15 609 58.9 15 609 58.9
WING (12 487) 47.1) (12 487) 47.1) (12 487) 47.1)
Hh gy 8250 23.2 8250 23.2 8250 23.2
CENTER (6 600) (18.6) (6 600) (18.6) (6 600) (18.6)
N 2 992/5 984
Fﬁi]l] R 2992 17 17/34
HAH/ACT (2393/4
(2 393) (13.6) (13.6/27.2)
*) 786)
26851/2984
Bt 23 859 82.1 26 759 99.1 3 99.1/116.1
TOTAL (19 087) (65.7) (21 407) (79.3) (21480/ (79.3/ 92.9)
23873)

£ A320-200 51 KL E, RZECHIUT 28— DA S (ACT) &S o E ti 3k 28378 P

X

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
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defined by modification 28378.
AIETT G RAN 2R —A ACT (FZME— ACT HIHE ), HIEE 5 34456 FIriE o

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification

34456.

A320-214/-215/-216 (with MOD 37331 and without MOD 160001)

3 A AL 4 AL 4 B 5 hAE Kl
s/ 3 TANK AIRPLANE 4 TANK AIRPLANE 4 or 5 TANK AIRPLANE *
. ANE] FR AR/ . ANET R R/ " .
A] FA A/ A] FA A/ ATRBRHY | eI R
Unusable Unusable
TANK Usable fuel fuel Usable fuel fuel Usable fuel | Unusable fuel
liters (k liters (k liters (k liters (k
iters (kg) liters (k) iters (kg) liters (kg) iters (kg) iters (kg)
BLE/ 15959 58.9 15959 58.9 15959 58.9
WING (12 767) 47.1) (12 767) 47.1) (12 767) 47.1)
i/ 8250 23.2 8 250 23.2 8250 23.2
CENTER | (6 600) (18.6) (6 600) (18.6) (6 600) (18.6)
2992/
ipinEs
gy 2992 17 5984 17/34
(2 393) (13.6) (2 393/ (13.6/27.2)
/ACT (*)
4 786)
27201/
JEeas! 24209 82.1 27201 99.1 30 193 99.1/116.1
TOTAL (19 367) (65.7) (21 761) (79.3) (21 761/ (79.3/92.9)
24 154)
£ A320-200 5 KA E, REHUGH T 22362y A FEnd ymdl (ACT) 1)-E#8 5 € H 5 i 28378 FTiE
o

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 28378.

TETT AN R A ACT (FZIR—> ACT RIRLE), i 34456 FITAE o

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification
34456.

A320-200 series (without MOD 37331 and with MOD 160001)

y ; 4 5 5 AR AL/
3 WA EAU 4 R EAU 4 or 5 TANK AIRPLANE
- 3 TANK AIRPLANE 4 TANK AIRPLANE N
AT FH BRI AT F BRI AT FH BRI
AT AR/ / GIlEEES T / GIAERST: 1 /
TANK Usable fuel Unusable Usable fuel Unusable Usable fuel Unusable
liters (kg) fuel liters liters (kg) fuel liters liters (kg) fuel liters
(kg) (kg) (kg)
BLE/ 15 569 58.9 15 569 58.9 15 569 58.9
WING (12 455) 47.1) (12 455) 47.1) (12 455) 47.1)
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Hh oy 8 248 23.2 8248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)
2992/
‘w i 2992 17 5984 17/34
TMFE/ACT
* (2393) (13.6) (2 393/ (13.6/27.2)
4 786)
26 809/
Bt 23 817 82.1 26 809 99.1 29 801 99.1/116.1
TOTAL (19 367) (65.7) (21 447) (79.3) (21 447/ (79.3/92.9)
23 841)
£ A320-200 5 KM E, REHAGH T 22— A B AN Jeymal (ACT) B)-EH#E A E BT i 28378 BT e
X

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 28378.

FETT SRR ACT (IR —A ACT HIRLAE),  HITE LA 34456 JIT/E Lo

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification
34456.

FEAHE TAE KEIHLA A320-200 51 KHL L, SIATAEHI R GARHE (MOD 37332) R/ A A & 350 Tt
On the series A320-200 equipped with IAE engines, introduction of standard of wingbox with dry bay (modification
37332) will decrease the fuel capacity by 350 liters.

A320-214/-215/-216 (with MOD 37331 and MOD 160001)

3 AL 4 JHAE AL/ 4 B 5 hAE Kl
3 TANK AIRPLANE 4 TANK AIRPLANE 4 or 5 TANK AIRPLANE
IAE/ *
ATk | AR | RTATRR | SRTRSRM | RIS AR
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
ML/ 15919 58.9 15919 58.9 15919 58.9
WING (12 735) (47.1) (12 735) (47.1) (12 735) (47.1)
gy 8248 232 8248 232 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)
UipINIEERN 2992 17 2992/ 17/34
HAH/ACT (2393) (13.6) 5984 (13.6/ 27.2)
(*) (2 393/
4 786)
it 24 167 82.1 27 159 99.1 27 159/ 99.1/116.1
TOTAL (19 334) (65.7) (21 727) (79.3) 30 151 (79.3/ 92.9)
(21 727/
24 121)
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A320-271N,-272N,-251N,-252N

3 W KHL/3 TANK AIRPLANE
A] R/ ANHT R/
/TANK Usable fuel liters (kg) Unusable fuel liters (kg)
15476.7 58.9
#/WING
3 (12427.8) (47.3)
8248.0 232
/CENTER
R (6623.1) (18.6)
s 23724.7 82.1
MIH/TOTAL (19050.9) (65.9)

3.10. HERH (BRIEBHFFY, BARZTIE-IAS) /Limit speeds(Indicated Airspeed - IAS - unless otherwise stated)

B K A# FH 5%/ Maximum Operating Mach (MMO):
i KA H 38 & /Maximum Operating Speed (VMO):
W83 & /Maneuvering Speed VA:

0.82
350 kt
Z )L EASA HItHER) ©AT T AR M) 5

See Limitations Section of the EASA approved

Flight Manual
¥k 3 /5% R A5 TH i /Extended Flaps/ Slats Speed (VFE): I T #/see table below
iapidl] 223 Y3y VFE (kt)
Configuration Slats/Flaps(°)
1 18/0 230 8] 1237/ Intermediate approach
*18/10 215 2 &/ Take-off
22/15 200 #2 K A1z 3%/Take-off and approach
22/20 185 K. iE Y. F i /Take-off,
approach, landing
£ J/Full 27/35%* 177 #Fifi/Landing

*ETRITEH, AR 210 TR H Y]
Auto flap retraction at 210 kt in take-off configuration
w6 TR0 IAE K BIHLELX CFM LEAP-1A KBIHLI A320 KALE 27/40
27/40 for A320 equipped with IAEor CFM LEAP-1A engines

HLY% 4%/ Landing gear :
VLE - /& H/Extended:
VLO — J&J/Extension:
K [F]/Retraction:

RAABRHEE (ML ) /Tyres limit speed (ground speed)

3.11. K4T7H£R/Flight Envelope

49 | 177

280 kt/ Mach 0.67
250 kt

220 kt

195.5 kt (225 mph)
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B K A# 151 ¥ /Maximum operating altitude
39 100ft (J% /775 5 /pressure altitude)
39 800ft (& /771 ¥ /pressure altitude) 41 BT 5 5 30748

if modification 30748 is embodied.

Z WG R EASA LHER) KA AT T
See the appropriate EASA approved Airplane Flight Manual

3.12. 24T FR#l|/Operating Limitations

*

Z WLIEHI ) EASA LHER) KA AT Tt
See the appropriate EASA approved Airplane Flight Manual

B3 E (2.2482 Bi/daN) /Powerplant (2.2482 Ib/daN)

CFMI
BRI/ CFM56-5B4
Engine CFM56-5B5/P CFM56-5B6/P CFM56-5B4/2
(***)
Him 5/ E37NE (FAA) E37NE (FAA) E37NE (FAA)
Data sheets E38NE (FAA) E38NE (FAA) E38NE (FAA)
T % 1EHE 77/Static thrust at sea level
K5 B ETE 30°C)/ 9 786 daN 10 453 daN 12 010 daN
Take-off (5 min)* (22 000 1bs) (23 500 1bs) (27 000 1bs)
(Flat rated 30°C)
B RIEBL(BIE 25°C)/
, _ 9 008 daN 9 008 daN 10 840 daN
Maximum continuous
(20 250 1bs) (20 250 1bs) (24 370 Ibs)
(Flat rated 25°C)

(**): SIS WERE 1, AR € 4K,
see note 1 chapter 5 for usual names and certified names

(%) WA 5 BmARE 3, ANFATAER B R SIHLEL .
see note 3 chapter 5 for engine models no longer in prod/service.

R BNHL/Engine IAE V2500-A1 IAE V2527-A5
IAE V2527E-A5
B4 ¥ /Data sheets E3INE (FAA) E40NE (FAA)
W TH % 1 H#E 77/Static thrust at sea level

K5 B ETE 30°C)/ 11031 daN 11 031 daN
Take-off (5 min)* (Flat rated 30°C) (24 800 1bs) (24 800 1bs)
B RIEBL(BE 25°C)/ 9 893 daN 9 893 daN
Maximum continuous (Flat rated 25°C) (22 240 1bs) (22 240 1bs)

AR S WAL I AT JA IR A s LR, AR vk RAUR U i) A s LR 5 S R s 1, Ao vRie G

JPRATAE 10 525
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10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de Caractéristiques Moteur".

KBIH/Engine PW1127G-JM/ | PW1124G1-JM | PW1129G-JM
PW1127GA-J
M
4 . /Data sheets E87NE (FAA) | E87NE (FAA) | ES7NE (FAA)
W T % 11 H#E /7/Static thrust at sea
level
K5 B (G —FiE 30°C)/ 12 043 daN 10 782 daN 13 000 daN
Take-off (5 min)* (Flat rated 30°C) (27075 1bs) (24 240 1bs) (29 245 1bs)
& RKIELL (G —HUE 25°C)/ 11 718 daN 10 691 daN 11 719 daN
Maximum continuous (Flat rated (26345 1bs) (24 035 1bs) (26 345 1bs)
25°C)

RBIHL/Engine LEAP-1A26 | LEAP1A24 | LEAP1A29
¥ H¥1./Data sheets EASAE.110 | EASAE.110 | EASAE.I10

WP R 1L 7/Static thrust at sea

level
K5 D EN(E—FiE 30°C)/ 12 064 daN 10 680daN 13 029 daN
Take-off (5 min)* (Flat rated 30°C) (27 120 lbs) (24 010 1bs) (29 290) Ibs)
R KIEG(G—HE 25°C)/ 11 868 daN 10 676daN 11 868 daN
Maximum continuous (Flat rated (26 680 1bs) (24 000 1bs) (26 680 1bs)
25°C)

HAt R AHIBRA WA R SIS S IR

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.
TER/Notes:
1. PR B /Reserved

2. AT 23872 (T TAE KahHl, Kahbl a4 EGT L) ¥ A320-231 KAl

A320-231 with modification 23872 (EGT redline increase for IAE engines) :

- XF4— bump HUEIET (Mod23408), #2 IRE N, BARVFRIRSZIEME 650°C, ECAM TR 1ik
FFh 635°C
for consolidated bump rating operation (mod 23408), the maximum permissible gas temperature is extended to
650°C at take-off. The ECAM indication remains at 635°C;

- M TR — bump FUEIEAT, B CRE T, RARVFREEEME 640°C, ECAM FFE/RIIRFHN 635°C
for non rating bump operation, the maximum permissible gas temperature is extended to 640°C at take-off. The
ECAM indication remains at 635°C;

- ROGELSEANE WIREIZAT, SR VFHREEHE 615°C, ECAM KRR REFN 610°C.
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for maximum continuous and take-off operation, the maximum permissible gas temperature is extended to 615°C.
The ECAM indication remains at 610°C.

3. B 25000 (TAE &BIHL, By 20l F Pl brifk SCN12C) 1 A320-231 KHL:

A320-231 with modification 25000 (FADEC Standard SCN12C for IAE engines) :

- XTRERIEAT, RKAVFREE LM A 650°C, ECAM MTRRIIREEA 635°C
for take-off operation, the maximum permissible gas temperature is extended to 650°C. The ECAM indication
remains at 635°C;

- N T RORESHELT, BRRVAREZIEMHZE 625°C, ECAM KIFRZRIREF N 610°C
for maximum continuous operation, the maximum permissible gas temperature is extended to 625°C. The ECAM
indication remains at 610°C.

3.12.1 &4it#ERII24T/Approved Operations
iz 7 MkiZ 17 /Transport commercial operations
3.12.2 HABFR#H/Other limitations

o R 1 1 FH R 2 Wa& F 1K) EASA JIEHER KAIL RAT Tk
For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. B K % B/Maximum Certified Masses (Kg)

A320-231
000

001 002 003 004 005
(BASIC)

A5 & /VARIANT (MOD (MOD | (MOD | (MOD | (MOD | (MOD

20966) | 21601) | 22269) | 21532) | 21711)
20802)

B NIH AT B 5/ Max.ramp weight 73900 | 68400 | 70400 | 75900 | 71900 | 67 400

BKHE & H 5/ Max. take-off weight 73500 | 68000 | 70000 | 75500 | 71 500 | 67 000

i K fiti 5/ Max. landing weight 64 500 | 64500 | 64500 | 64500 | 64500 | 64500

2k T MR & B
BeR SRR BB Max. zero fuel | 60 500 | 60500 | 60500 | 60500 | 60500 | 60500

weight
I /)N H &/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
009 010
006 007 008 | (MOD | (MOD | 01l
A5 E/VARIANT (MOD | (MOD | (MOD | 23900 | 23900 | (MOD
22436) | 23264) | 23900) & & 30307)
22269) | 23264)
B NIH AT B 5/ Max.ramp weight 66 400 | 77400 | 73900 | 75900 | 77400 | 75900
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B RS K E 5/ Max. take-off weight 66 000 | 77 000 | 73500 | 75500 | 77000 | 75500

B K fiti 5/ Max. landing weight 64 500 | 64500 | 64500 | 64500 | 64500 | 66000

F KR B B/ Max. zero fuel weight | 60 500 | 60500 | 61 000 | 61000 | 61000 | 62500

I /)N H &/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
012 013 014 016 018 019
. (MOD | (MOD | (MOD | (MOD | (MOD | (MOD
A5 E/VARIANT
30479 | 31132 | 31385 | 34094 | 151710 | 156523
) ) ) ) ) )
I K847 B &/ Max.ramp weight 77400 | 71900 | 73900 | 73900 | 71900 | 70 400

FRite € R/ Max. take-off weight | 77 000 | 71 500 | 73 500 | 73 500 | 71500 | 70 000

I K Bl B/ Max. landing weight | 66 000 | 64 500 | 64 500 | 66 000 | 66 000 | 64 500

RN EBRE &/ Max. zero fuel
weight

62 500 | 61 000 | 61 500 | 62500 | 62500 | 61000

/N HL &/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230

A320-214/A320-232/A320-233

00834
000 001 002 003 005 007 )
5B /VARIANT (BASIC | (MOD | (MOD | (MOD | (MOD | (MOD (MOD
) 20966) | 21601) | 22269) | 21711) | 23264)
23900)
i g 1T B & /Max.
w .j( AT AR Maxramp 00 | 68400 | 70400 | 75900 | 67400 | 77400 | 73 900
weight
= d K E & /Max. take-off
w j( e e 73500 | 68 000 | 70 000 | 75500 | 67000 | 77 000 | 73 500
weight
i [if 8 8/ Max. landi
Bi.ﬁ% s Vax Jandme | 4500 | 64500 | 64500 | 64500 | 64500 | 64500 | 64500
weight
B K ZE PR E &/ Max. zero
X = - 7 60 500 | 60500 | 60500 | 60500 | 60500 | 60500 | 61 000
fuel weight
f5¢ /)N E B/Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230 | 37230
0093 | 010®¢
) ) 011® 0123 | 013G3E | 01434 015®
_ (MOD | (MOD @ ) ) ) (MOD
A5 5 /VARIANT
23900 | 23900 | (MOD | (MOD | (MOD | (MOD | 34047
& & 30307) | 30479) | 31132) | 31385) )
22269) | 23264)
FRKWE 4T B B /Max.ramp weight | 75900 | 77400 | 75900 | 77 400 | 71900 | 73 900 | 78 400
B K fd K B /Max. take-off | 75500 | 77000 | 75500 | 77000 | 71500 | 73 500 | 78 000
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weight
A [ B &/ Max. landi
Ei.j(% v JanAmE | 04500 | 64500 | 66000 | 66000 | 64500 | 64500 | 64500
weight
=) == N =
FEIORIM FE 5/ Max. fuel
Ejj.(*% RS VIR 20 U 1000 | 61000 | 62500 | 62500 | 61000 | 61500 | 61000
weight
It /N EE B /Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230 | 37230
0163® 017® 0183® 0193
A5 E/VARIANT (MOD | (MOD | (MOD | (MOD
34094) | 151634) | 151710) | 156523)
BOKIE AT E & /Max.ramp weight 73900 | 78400 | 71900 | 70400
O K E B /Max. take-off weight | 73500 | 78000 | 71500 | 70000
I Kl B B/ Max. landing weight | 66 000 | 66000 | 66000 | 64 500
e N Z R B/ Max. fuel
E&,j( MBS Max. zero fuel | ) 00 | 00 | 62500 | 61000
weight
It /)NE B:/Minimum weight 37230 | 37230 | 37230 | 37230
A320-215/A320-216
000
(BASIC | 001™ 002 003 005@ | 008
AR E/VARIANT ) (MOD | (MOD | (MOD | (MOD | (MOD
(MOD | 20966) | 21601) | 22269) | 21711) | 23900)
20802)
5K 47 H 5/ Max.ramp weight 73900 | 68400 | 70400 | 75900 | 67400 | 73900

IR K E B/ Max. take-off weight 73500 | 68000 | 70000 | 75500 | 67000 | 73500

B KRl 8/ Max. landing weight 64500 | 64500 | 64500 | 64500 | 64500 | 64500
K E PR E =/ Max. zero fuel

60500 | 60500 | 60500 | 60500 | 60500 | 61000

weight
/N EL 2/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
(3)4)
009 0160@G | 01836
(MOD 011®® | 0139® | 0146® y )
AP 5 /VARIANT 23900 (MOD (MOD (MOD
(MOD (MOD
& 30307) 31132) 31385)
34094) | 151710)
22269)

I K 1§17 # &/ Maxramp
weight

BN K H 2/ Max. take-off
weight

I K5 Bifi 8 &/ Max. landing
weight

B ORF A E &/ Max. zero
fuel weight

75 900 75900 71 900 73 900 73 900 71900

75 500 75 500 71 500 73 500 73 500 71 500

64 500 66 000 64 500 64 500 66 000 66 000

61 000 62 500 61 000 61500 62 500 62 500
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/)N E. 5/ Minimum weight 37230 37230 37230 37230 37230 37230
0193)4)
A3 B /VARIANT
(MOD 156523)

B KIH 4T # 5/ Max.ramp weight 70 400
AL K 5/ Max. take-off weight 70 000
B K% il B 5/ Max. landing weight 64 500
B KRR E B/ Max. zero fuel weight 61 000
/N EL 2/ Minimum weight 37230

HB/Notes:

(1) WVO001 {¥ ) MSN 530 (5] N\ A320-214 5] FFaa&EH T A320-215 (F1-216)
WVO001 applicable to A320-215 (and -216) model only from MSN 530 (introduction of A320-214 model)

(2) WV005 {\3& T 52)iti 7 MOD 28154 [£] A320-215 (F1-216)
WVO005 applicable to A320-215 (and -216) model only for a/c have modification 28154 embodied

(3) MOD 160500 124X WV 008 & WV 019 1§ 2IHtHE .
MOD 160500 is approved for WV 008 to WV 019, only.

(4) MOD 160080 X415 WV 008 % 014, 016 F1 018 £ 019 1524tk
MOD 160080 is approved for WV 008 to 014, 016 & 018-019 only

A320-271N, -272N, -251N, -252N

A% E/VARIANT 050 051 052 053 054
MOD | (MoD | (MOD | (MOD | (MOD
161248) 161380) 161379) 161384) 161381)
I K47 B 5/ Max.ramp weight 73 900 73 900 77 400 77 400 79 400
IO K E B/ Max. take-off weight | 73 500 73 500 77 000 77 000 79 000
I K Bl B/ Max. landing weight | 66 300 67 400 66 300 67 400 66 300
B KZEBR E &/ Max. zero fuel | 62 800 64 300 62 800 64 300 62 800
weight
AP & /VARIANT 055 056 057 083 085 103
(MOD (MOD (MOD (MOD (MOD (MOD
161249) | 161383) 161382) 157922) 157924) 169007)
B KT AT HL 5/ Max.ramp weight 79400 | 70400 | 70400 71 900 71 400 79 400
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ERHE KEL R/ Max. take-off weight | 79000 | 70000 | 70000 71 500 71 000 79 000
B R LR/ Max. landing weight | 67400 | 66300 | 67400 67 400 67 400 68 400
RNFEWME R/ Max. zero fuel | 64300 | 62800 64 300 64 300 64 300 65 300
weight

£ A320-271IN/-272N/-251N/252N iR i 52 T LA F &

In addition the following weight variants are also certified for the A320-271N/-272N/-251N/-252N

A5 /VARIANT 068 069 071 078 082
(MOD | (MOD | (MOD | (MOD | (MOD
157907) | 157908) | 157910) | 157917) | 157921)
T N HTAT HL R/ Max.rampweight 75900 | 75900 | 75400 | 72900 | 71900
i KiEE KELE/ Max. take-off weight | 75500 | 75500 | 75000 | 72500 | 71500
A i B R Max. landing weight | 66300 | 67400 | 67400 | 66300 | 66300
B K E MR E B/ Max. zero fuel | 62800 | 64300 | 64300 | 62800 | 62800
weight

A320-251N #/NE F A4 40600/A320-251N has a Minimum Weight 0f40600.

A320-271N/-272N #t/NE &} 40300/A320-271N/-272N have a Minimum Weight of 40300.

3.14. E.L{EH/Center of gravity range

LA HEHERT AL AT FM/See approved Airplane Flight Manual.

3.15. E#E/Datum

0.0 35z, ST KHIWLELAT T 2.5

40 K

Station 0.0, located 2.540 meters forward of airplane nose

3.16. PSR F5%/ Mean Aerodynamic Chord (MAC)

4.1935 K/meters
3.17. JKFJ5E/Levelling Means

TRHLATAA 3 A TR R TG

The A/C can be jacked on three primary jacking points.
Z: W I ) EASA b Ay = B R -F- 15 Tt
See the appropriate EASA approved Weight and Balance Manual

3.18. B/ KATHL4/Minimum Flight Crew

2 {7 255 51 /pilots
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3.19. H R HEECFAR N 1 B /N B AR HLZH/Maximum Passenger Seating Capacity and associated minimum number of

cabin crew

TRGH T AW E R BT B (MPSCO AR Z AR (Y AN S50 BLRZAR S AR5 A2 o E 22K K

AN A KL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thecorresponding cabin

configuration (exit arrangement and modifications) and the associatedminimum numbers of cabin crew members used

to demonstrate compliance with thecertification requirement:

e B AN % fig A4 B /Passenger Seating Capacity & Cabin
Configuration

% it Ml 40 /Cabin

Crew

195 (I*-III-I1I-I*, Mod 156723/158819/158708) 4
180 (I-I1I-I11-I) 4
150 (I-III-I1I-1, Mod 150364) 3
145 (I-11I-1, Mod 150016 or 35177) 3

R/ Note:
I i B 5 156723//158819/158708 AT RE S 2t I
I* is the over-performing exit according to modification 156723/158819/158708

Ji B K25 AR 180

The original maximum passenger seating capacity is 180.

TR 156723, 158708 Fl 158819 {8155 K75 FERUA 180 HYHNF 195, X SLriktfiig T — AN A2 A0 = AL
2 (LOPA), (HAKYRA] L2238 Td 180 AN PaAer HOMEE . S B2 oA o 75 22 59 AN ItbitE, 522 195 MPEAL.
The Modifications 156723, 158708 and 158819 enables the maximum seating capacity to beincreased from 180 up to
195. These modifications define a virtual envelope of theLayout of Passenger Accommodations (LOPA) and do not
constitute an authorizationfor the installation of seats in excess of 180. A separate approval is needed for

theinstallation of the individual customized cabin layout and the necessary cabinadaptations up to 195 seats.

1R/ Note:

BN AR A P DUEIE B 35177 RSB S ED B SK 150016 (AT ED 258, FR—AHE L
KA DS a2 KR KIEEHCY 90,

The second Type III emergency exit can be de-activated by embodiment ofmodification 35177 (aft overwing exit) or
modification 150016 (forward overwing exit). The maximum number of passengers between any of the overwing exit

doors andrear door is 90.

U B B 35177 R 2225 7 B B 156723 B 158708 B, 158819, 3 'S & H 115 J5 Mt 1] 22 [ A KR & 40 100,
If modification 35177 is installed with modification 156723 or 158708 or 158819 the maximum number of
passengers between the overwing exit doors and rear door is 100.

SEHt MOD153648 “i /i E — Mk — AT ZERA SRR WL G, I TP B A e EeR & A1
ey, BRARSEHE 3 AN T S O BRI BR A o
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With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)

during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

3.20. 1TZAR/HE M/Baggage/Cargo compartment

Hf/CARGO B AEAH /MAXIMUM LOAD
COMPARTMENT (kg)
Hil/Forward 3 402
Jr/Aft 4536
JE/Rear (H12%/bulk) 1497

X7 BRI (o B LR R A 2% P O SR AR B ) i 68) UL = P48 T8 00D080A0001/C1S 1.10 Ffye
For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00D080A0001/C1S Chapter 1.10.

3.21. HL#M%EHG/ Wheels and Tyres

A320-211/-212/-214/-215/-216/-231/-232 WJk55 18 %, No. SB A320 - 32 - 1007. /See SB A320 - 32 — 1007for
A320-211/-212/-214/-215/-216/-231/-232.

320-271N, -272N, -251N, -252N L4518 %, No. SB A320 - 32 - 1439/See SB A320 - 32 - 1439 for 320-271N,
-272N, -251N, -252N

W MOD 20139 JF HAVHT A MOD 22129 [t S 4%, 23T 4 #oilyg4e (HZ 73.5 T MTOW)

Aircraft incorporating modification 20139 and without modification 22129, are equipped witha four-wheel bogie
landing gear (up to 73.5 T MTOW).

4. 1B1THIR 4564 /Operating and Service Instructions
4.1. KHL 4T F M/ Airplane Flight Manual (AFM)

EASA #ItH#Ef A320 KHL RATFAH
EASA Approved Airplane Flight Manual for A320.

4.2. FREEEHSCHAE PR )

Instructions for Continued Airworthiness and Airworthiness Limitations
& FE PR #1)/Airworthiness Limitations

- (A318/A319/A320/A321 B KHLIEMIIERBI(ALS)) A 1-2 Al 1-3 BT, $@ft 1 HI 2 e A7 dmd A R
il H
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 B4 KHLE AT PRAIALS)) BISE 2 Brh, AL 738 A 4514% 25 PR PR ) 33 H o
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Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the
A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 B KHLEATTEFRFIALS)) (5 3 Tk, 4R4L T &A% F e 4HE R H .
Certification Maintenance Requirements are provided in A318/A319/A320/A321 ALS Part 3 - CMR (Certification
Maintenance Requirements) .

- (A318/A319/A320/A321 AL KHUEATIEIRBFIALS)) I3 4 Trh, $R4L T 2R R4 (ASMD R,
Ageing Systems Maintenance (ASM) limitations are provided in the A318/A319/A320/A321 Airworthiness
Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 L KHLEMTTEIRBIALS)) 5 5 B, ROt 1 RmIE TR .
Fuel Airworthiness Limitations are provided in A318/A319/A320/A321 Fuel Airworthiness Limitations document
(ALS Part 5) .

1 BE/Note:

X T A320-231/-232/-233, 3T 37734 2 SRS RN K HARAERS] (Lov) 7484k, LoV M
48,000FC/60,000FH %74y 37,500FC/80,000FH (5&F4H#E).

For A320-231/-232/-233 models, the embodiment of modification37734 leads to change the maintenance program
and its associated Limit of Validity(LoV) from 48,000FC/60,000FH to 37,500FC/80,000FH (whichever occurs
first).

X TR 255 g /N T A320-214/-215/-216/-231/-232/-233, 2225 5 P4 39020 2 T SUHEAS KA F HoAT 250 R 1)
(LoV) K724k, LoV M 48,000FC/60,000FH 4%}y 60,000FC/120,000FH (53 ).

For A320-214/-215/-216/-231/-232/-233 models without sharklets, the embodiment of modification 39020 leads to

change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to

60,000FC/120,000FH(whichever occurs first).

HAth PR 1] /Other limitations

Z W, EASA #IL#E % 4T FMH/See EASA approved Flight Manual.

4.3. EEMNPEF M/ Weight and Balance Manual (WBM)

TR A P/ Airbus Compliance Document 00D80A0001/C1S

5. 738 /Notes

5.1 MRIEFEAW T E X, A320-214. -215. -216. -231. -232. -233 HA& 1B K& HEim %k .
A320-214, -215, -216, -231, -232, -233 are qualified for Cat IIIB precision approach per basic design definition.
5.2 A320-271N, -272N, 251N, -252N KL 2% MOD161765 (¥ e,  PASZEE B k& ikt .

For A320-271N, -272N, -251, -252N modification 161765 shall be installed to enable for Cat IIIB precision approach.

5.3 A320-111. A320-231. A320-232. A320-214. A320-215. A320-216. A320-233 XT CCAR-26 # A AR
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[2012]3 53¢ (CAO No 2012-30) HIFF& S il .

For A320-111, A320-231, A320-232, A320-214, A320-215, A320-216 and A320-233, compliance findings have been

addressed for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.

B3I Bog (BHl: A321 RF)

SECTION3 DATA

1. FERER) ARG H #/Model and Approval Date

(Models: A321 SERIES)

A% MODEL |H1i5H3 APPLICATION DATE [ty H 3 5]
Approval Date category

A321-111 1989411 H 30 H/November 30 19944205 H27H/May 27 1994 iz 5254 %%/ Transport
1989 Category Aircraft

A321-112 1989411 H 30 H/November 30 19944202 H 15H /February 15 @284 #%/Transport
1989 1994 Category Aircraft

A321-131 19894F11 H30 H/November 30 19934E12H 17 H/December 17 & 4254125 #%/Transport
1989 1993 Category Aircraft

A321-211 1996597 A 17 H/July 17 1996 19974203 H20 H/March 20 1997 [iz 25 #i 4% #%/Transport
Category Aircraft

A321-212 2001402 H22 H/February 22 2001 2001408 H31 H/August 31 2001z ¥ A 2% #8/Transport
Category Aircraft

A321-213 2001402 H22 H/February 22 2001 2001408 H31 H/August 31 2001z ¥ A1 ¥ #8/Transport
Category Aircraft

A321-231 1996507 A 17 H/July 17 1996 19974203 H20 H/March 20 1997 [iz #2545 #%/Transport
Category Aircraft

A321-232 2000409 A 15 H /September 15 2001408 H 31 H/August 31 2001z %525 4% 2%/ Transport
2000 Category Aircraft

A321-27IN 2012402 H 29 H/February 29 2012 2016412 15H /December 15 1225 23 2%/ Transport
2016 Category Aircraft

A321-272N 2016411 H 10H/November 10 20162017405 H23 HMay 23 2017 i@ 23 2%/ Transport
Category Aircraft
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A321-251IN 20124202 H29 H /February 29 2012 20174£03 H01HMarch 01 2017 iz %2 25 48/ Transport
Category Aircraft

A321-252N 2016411 H 10 H/November 10 2017512 H 18 H /December 18  [iZ 415l 2% &%/ Transport
2016 2017 Category Aircraft

A321-253N 2016412 H22 H/December 22 20162017405 H31H/May 312017 iz ¥ 25 48/ Transport
Category Aircraft

A321-27INX  20154E02 A 11 H/February 11 2015 2018403 H22 H/March 22 2018 i@ 412541 %5 #%/Transport
Category Aircraft

A321-272NX  20154E02 A 11 H/February 11 2015 2018403 H22 H/March 22 2018 i@ 412541 %5 #%/Transport
Category Aircraft

A321-25INX  20154E02H 11 H/February 11 2015 2018403 H22 H/March 22 2018 i@ 412541 %5 #%/Transport
Category Aircraft

A321-252NX  [20154£02 7 11 H/February 11 2015 2018403 22 H/March 22 2018 [iz 15/ 2= #%/Transport
Category Aircraft

A321-253NX  [20154F02 7 11 H/February 11 2015 2018403 22 H/March 22 2018 [iz 125/ == #%/Transport

Category Aircraft

TR X 2005 4 12 H 21 HATA™ 1) A321 BUKHL, VEE RAURITUAL IS S HAE (DGAC-F TC 180)
UMZSRRER
Note: For A321 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

VERE: XFT 2007 4F 12 H 04 HETA 38 O E ) A321-111/-112/-131/-211/-231 BKHL, A EH B 5

R

SINATIE(VTC 085 AR+ 2%

Note: For A321-111/-112/-131/ -211/-231 produced and exported before the December 04 2007, CAAC VTC 085A

remains a valid reference.

FRAE S 21.101 25117 fb 2% 85 K £4/Significant Product Level Changes i.a.w. 21.A.101:

7= 5 2% B K E i /Significant | 3&FI #£/Applicability v B
Product Level Changes Approval Date
MOD 160023 issue 1 A321-211 July 17 2013
MOD 160023 issue 2 A321-231 July 30 2013

MOD 160023 issue 4

A321-212, -213, -232

June 16 2014

MOD 157272 issue 1 A321-211,-212,-213,-231,-232 June 19 2015
MOD 157272 issue 2 A321-271N March 06 2017
MOD 157272 issue 3 A321-251IN,-253N May 31 2017

MOD 161002 issue 1

A321-271IN

December 15 2016

MOD 161005 issue 1

A321-251N

March 01 2017

MOD 160766 issue 1

A321-251NX,-252NX,-253NX,-27INX,-272NX

March 22 2018

2. IAB B B AR AE P2 K38/ Certification Basis and Production Basis

CAACHW\ AT 5E J: il HEASA [ 7 5 B Al FIC AACHY B INEE AR 2% A2 R o
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.
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2.1 EASA®H EZHR/EASA Certification Basis

2.1.1. Hi2i&EHERKIS% H#/Reference Date for determining the applicable requirements

N E] R A321-100 AR HE IO H Y 1989 4F 11 5 30 H, {5 AVEA-410.106/89.
AIRBUS INDUSTRIE has applied for A321-100 certification on November 30, 1989 by letter AI/EA-410.106/89.

2.1.2. BHIKEN Y RE S S HESIE ¥.9% 5 /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

Jii% [ TCDS DGAC no. 180 # EASA TCDS A.064 #AX
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BAIHIEN 24 )5 8 & Z AL/ Initial Airworthiness Authorty Certification Basis

R frid/See below

2.1.4. EASAEMTE R/EASA Airworthiness Requirements

TSI T AN A321 BUGI ) EA% g S AEIE 2D A321 BN B RE I, SO Ak TR A E R E S
IZIE.
Hereafter are listed the certification bases for the different A321 models. The amendments made to a particular basis at

the occasion of further A321 model certification are identified per model.

JAA [F1 2 SEREF EAE 1993 4E 11 A 29 H I CRI G3001 Issue 4 H1:
The applicable Joint Certification Basis defined in CRI G3001 Issue 4 dated 29/11/93 is:

2.1.4.1 WA T2 5601 TAR25 #5558 11 IIBTThiG, & 1989 4F 10 H 5 HAERLEIES 13 RABTT IR I T 4156k
JAR 25 Change 11 as amended by the following JAR 25 Change 13 paragraphs effective on the reference date
November 30, 1989:

JAR 25X20 JAR 25.253
JAR 25.101 JAR 25.345(a)
JAR 25.105 JAR 25.365

JAR 25.107(d)
JAR 25.109(a)

JAR 25.812(c)
JAR 25.857(d)(6)

JAR 25.113 JAR 25.1501(c)
JAR 25.119(b) JAR 25.1533(b)
JAR 25.121 JAR 25.1581(b)
JAR 25.125 JAR 25.1583(k)
JAR 25.143(f) JAR 25.1587
JAR 25.207 JAR 25X 1591

KIK JAR 25 FEE 13 AEITHR, THIBR T 51253k

Associated to JAR 25 Change 13, the following paragraphs are deleted:
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-25X131 % 11 1Z1T/Change 11
-25X132 % 11 *121T/Change 11
-25X133 % 11 1Z1T/Change 11
-25X135 %5 11 1Z1T/Change 11
-25X1588 % 11 1&1T/Change 11

2.1.4.2 W& FIEFEM JAR 25 #FER (1992 4F 3 H 13 HAGHA: AI/EA 412.0033/92).
JAR 25 Requirements elected by the manufacturer (Letter AI/EA 412.0033/92 dated March 13, 1992).

a. JAR 25 55 13 RAET T A 255K FT B NPA 25C205 SCHFRS 5T 91/1 A RE IE S8 — B R A ZER
JAR 25 paragraphs at Change 13 and amended by the NPA 25C205 Unified Discrete Gust Requirements introduced

by Orange Paper 91/1:

JAR 25.305 JAR 25.349(b)
JAR 25.321 JAR 25.351

JAR 25.331 JAR 25.365

JAR 25.333 JAR 25.371

JAR 25.335(d) JAR 25.373

JAR 25.341 JAR 25.391

JAR 25.343(b)(1)(ii) JAR 25.427

JAR 25.345(a) and (c) JAR 25.571(b)(2)

b. JAR 25 #5813 YABTT H 1 56 3CRT B NPA 25 BDG 244 1 1E (g 457 11 BE 25 FOGE L RE o
JAR 25 paragraphs at Change 13 and amended by the NPA 25 BDG 244 Accelerate Stop Distances and Associated
Performance.
Z W4 %A% F-10, S-79 A1 IM-S79
Refer to Special Conditions F-10, S-79 and IM-S79.

2.1.4.3 Airbus AR 2T 1996 4 7 H 17 HI{E R(AVEA-S 413.1938/96) 112 Hi T A321-200 ¥HLAL S &A% T
Airbus Industrie has applied for A321-200 certification on July 17, 1996 by letter AI/EA-S 413.1938/96.

BT 4304k, 1993 4 11 29 HAUK CRIG3001 3L RE SCHIE A& o 8 SRRt AR E ] o 4.3.b HE Airbus 28
A H B 21997 £ 1 H 29 HASMA: AVEA-S 413.0278/97) I ERFTHUR, {4 1996 & 1 H [ NPA 25 BDG 244
A, IEH 1996 F 4 H 24 H. 1996 45 H 22 H 1996 46 H 7 H.1996 4 7 H 4 Hilt4T T1&1T (=M CRIF3012).
The applicable Joint Certification Basis defined in CRI G3001 Issue 4 dated 29/11/93 as described above remains
applicable, except 4.3.b which is superseded by the Airbus Industrie elect-to-comply (letter AI/EA-S 413.0278/97 dated
January 29, 1997) with NPA 25 BDG 244 dated January 1996, amended 24/04/96, 22/05/96, 07/06/96, 04/07/96) (see
CRIF3012).

2.1.4.4 BREMTE W) AWO HIEE 1 B LR REE WLEE 1R 5L N 1 H Sh A B AIS AT 25K
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.4.5 ETOPS:

X FXUR CHLIIEREE AT, 1E F AR &S 7E AMC 20-6 (2R R AR AE AMJ 120-42/IL 20 A1 CAP513 H)LL %
A321 ETOPS CRI H':
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For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6 (as
initiall published in AMJ 120-42/IL 20 and CAP 513) and A321 ETOPS CRI:

CRIG3006 ETOPS
CRIG3007  ETOPS - — KA TAEIKATIH £ /One engine inoperative cruise speed.

2.1.4.6 XT A RH, 2% B EWHALE 106 SEIEEKP IS EBIRATE M= 25.772()M(c)Lh K& 25.795, S UL
CRIE12 $5s{R2 ML REM 2 B ART ]
For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.7 XF MOD 160023«&fig /N8, JHiL E3401-001 21T o € Hefiff.
Certification basis revised for MOD 160023 “Sharklet” by CRI A-0001-001.

CS 25 Amdt 8 for

§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 §25.483
§25.117 § 25.485

§ 25.147 §25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)
§25.235 § 25.581

§ 25.251 § 25.601

§ 25.301 § 25.603
§25.302 § 25.605
§25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) §25.613

§ 25.321(a)(b)(c)(d) §25.619

§ 25.331(a)(b)(c) §25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)

§25.337 § 25.631

§ 25.341(a)(b) § 25.651

§ 25.343(a)(b) § 25.683

§ 25.345(a)(b)(c)(d) §25.899

§ 25.349(a)(b) amended by SC A-2.2.2 for § 25.903(d)(1) (see CRI E-39 for
25.349(a) interpretative material)
§ 25.351 § 25.1385

§ 25.365(a)(b)(d) §25.1387

§ 25.367 §25.1389

§ 25.371 §25.1391

§25.373 §25.1393

§ 25.391 § 25.1395
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§ 25.393(b) §25.1397
§ 25.427 § 25.1401
§ 25.445 § 25.1505
§ 25.457 § 25.1511
§25.459 § 25.1515
§ 25.471(a)(b) §25.1527
§25.473 § 25.1587
§ 25.479(a)(c)(d) amended by SC A-2 for § §25.1591
25.479(a)

CS 25 Amdt 2 for

§25.253

JAR 25 Chg 15 for
§ 25.1517

JAR 25 Chg 14 for
§ 25.21 amended by A318 SC F5001 (for b) § 25.149 + OP9Y6/1

§ 25.101 amended by SC F11/S79 § 25.171 replaced by SC-F5004

§ 25.103 replaced by A318 SC F5001 § 25.173 replaced by SC-F5004

§ 25.105 amended by SC F11/S79 § 25.175 replaced by SC-F5004

§ 25.107 amended by A318 SC-F5001 § 25.181

§ 25.109 amended by SC F11/S79 § 25.201 + OP96/1, replaced by SC-F5001
§25.111 § 25.203 + OP96/1, replaced by SC-F5001
§ 25.113 + OP96/1 amended by SC F11/S79 § 25.207 amended by SC-F5001

§ 25.115 amended by SC F11/S79 § 25.231

§ 25.119 + OP96/1 amended by A318 SC §25.233
F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC §25.237
F5001 (for ¢ & d)

§25.123 § 25X261

§ 25.125 + OP96/1, amended by A318 SC § 25.1533
F5001

§ 25.143 + OP96/1, amended by SC F3, F7 & § 25.1581
F8

§ 25.145 + OP96/1 § 25.1585(a)

JAR 25 Chg 11 for

§25.671

§25.672

§25.1001

§25.1301

§ 25.1309

§ 25.1419 amended by AMC-F14

R A Bl Interpretative Material:
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CRI E-39 K EHLE: T A28 2k 2/Uncontained Engine Rotor Failure
TR JEORIDE H T8 — AU I R R E A RTS8 2

Note: The original Interpretative material applicable to each model remains effective.

A EEZ AT & 775/ Acceptable Means of Compliance:

AMC F-14 Z50K561F T 1) €47 /Flight in icing condition.

[dRE: A MOD 160500 i), AMC F-14 Fi@E MM A321/A319/A318 #1 %] A320.
Note: AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500.

ETOPS

AMC 20-6 Rev 1 1 5 250K EAT T B TR B, 8.b.(11), #E 7@t/ N3 _E Rk

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 115 AFM #h 78 (5 REECHEAH S 1 BU% 8.£.(1) (i), #UE I ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).

ST AR X3, ETOPS ZR W, AMJ 120-42

AMI 120-42 for ETOPS for non-affected areas.

1EF:/Note:
X BT #146 ETOPS B8 iF (1) # %8 & 4itli(Z W, A320 CRI G1006).
This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI G1006).

2.1.4.8 X}F MOD 157272 issue 1 “Max Pax” i#id CRI A-0001-005 &1 & & J i
Certification basis revised for MOD 157272 issue 1“Max Pax” by CRI A-0001-005.

LI /it CRIA-0001-005 21T (i 47 g /N B K A321-200 ) B 5E ZEAi -
The certification basis is that of the A321-200 equipped with Sharklets amended by the following:

§25.489

CS 25 Amdt 15 for §25.23

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-3001
and demonstrated through ESF CRI
D-02

§25.351 §25.1519

§25.473 §25.1529

§25.479(a)(c)(d) §25.1541(a)(b)

§25.481(a)(c) §25.1557(a)

2.1.4.9 St %% Halon B FHE K K% (CRID-GEN-AIRBUS-01) [RTA B, 7% F IR 2 RO = 2
2JR5 17 SEIEZKFH CS25.851(a),(c) -

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.10 X1 F LA R (CRI E-3 1) BT L3, 25 % IR0 /2 BRI S 22 42 R 28 0 S8 IE 5K CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)
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2.1.4.11 A321-271N, -272N, -251N, -252N, -253N (1] 5 & Z&fili/Certification basis for A321-271N
A321-271N, 272N, 251N, -252N, -253N HJ i 2 2t CRI A-0001-002 21T . 250X A EK S WL CRI,

The certification basis for the A321-271N, -272N, -251N, -252N, -253N is revised by CRI A-0001-002. For the
definition of the affected areas and requirements please refer to the CRI.

CS 25 Amdt 11 for
25.23 (a) (b)
25.25 (a) (b)
25.27
25.101
25.109
25.113
25.115
25.117
25.145 (a)

25.147

25.149
25.161
25.171 replaced by SAneo SC B-04
(Static
Longitudinal Stability and Low Energy

Directional, Lateral and

awareness)

25.173 replaced by SAneo SC B-04
(Static
Longitudinal Stability and Low Energy

Directional, Lateral and

awareness)

25.175 replaced by SAneo SC B-04
(Static
Longitudinal Stability and Low Energy

Directional, Lateral and
awareness)

25.177 with subparagraphs (b) and (c)
replaced by SAneo SC B-04 (Static
Directional, Lateral and Longitudinal
Stability and Low Energy awareness)
25.181

25.201 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
with reference to SAneo IM B-06 (Flight
in icing conditions)

25.203 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
25.231

25.233

25.952 (a) (b) (for pylon area)

25.954

25.955 (a)

25.961 (a) (b)

25.963 (a)

25.969

25.971 (a) (b) (¢)

25.981 for pylon area only

25.993 (a) (b) (c) (d) (e) for Engines and
Pylon area only.

25.994 for fuel system component in the
pylon and powerplant system area

25.995 for engine and pylon areas only
25.997 (a) (b) (c) (d)

25.999 (a) (b)

25.1001

25.1011 (a) (b)

25.1013 (a) (b) (c) (d) (e) ()

25.1015 (a) (b)
25.1017 (a) (b)

25.1019 (a)

25.1021 (a) (b)
25.1023 (a) (b)
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25.235

25.251

25.301 (a) (b) (¢)

25.302 (for new or modified parts)

25.303 (for new or modified parts)

25.305 (a) (b) (¢) (e) () (for new or
modified parts)

25.307 (a) (d) (for new or modified parts)
25.321 (a) (b) (¢) (d)

25.331 (a) (b) (¢)

25.333 (a) (b)

25335 (a) (b) (¢) (d) (e) (f) with
sub-paragraph (b) replaced by Legacy SC
A-5003 (Design Dive Speed Vd) and
sub-paragraph (e) amended by Legacy SC
A-2 (Stalling speeds for structural design)
25.337 (a) (b) (¢) (d)

25.341 (a) (b) (¢)

25.343 (a) (b) (for new or modified parts)
25.345 (a) (b) (c) (d)

25.349 (a) (b)

25.351 (a) (b) (¢) (d)

25.361 (a) (b)

25.362 (a) (b) (for new or modified parts)
25.363 (a) (b)

25.365 (a) (b) (c) (d) (e)(1) (for new or
modified parts)

25.367 (a) (b)

25.371

25.373 (a) (b)

25.391 (a) (b) (c) (d) (e)
25.427 (a) (b) (c) (d)
25.445 (a) (b)

25.457

25.459

25.471 (a) (b)

25.473 (a) (b) (c) (d) (e)

25.479 (a) (c) (d) amended by Legacy SC
A-2 for § 25.479(a)

25.481 (a) (c) amended by Legacy SC

25.1025 (a) (c)

25.1041

25.1043 (a) (b) (c)
25.1045 (a) (b) (c)
25.1091 (a) (b) (c) (d) (e)
25.1093 (b)

25.1103 (b) (c) (d)
25.1121 (a) (b) (c) (d) () (2)
25.1123 (a) (b) (c)

25.1141 (a) (b) (c) (d) (¢) ()
25.1143 (a) (b) (c) (d) (¢)

25.1145 (a) (b) (c)

25.1155 (a) (b) (c) (d) (e)
25.1163 (a) (b) (c)

25.1165 (a) (b) (¢) (e) (f) (h)
25.1167 (a) (b) (c)

25.1181 (a) (b) amended by SAneo ESF
E-44(Fan Zone non-fire zone)
25.1182 (a) (b)

25.1183 (a) (b) (c)

25.1185 (a) (b) (c)

25.1187 (a) (b) (c) (d) (e)

25.1189 (a) (b) (d) (e) ()
25.1191 (a) (b)

25.1193 (a) (b) (c) (d) (¢) amended by
SAneo SC E-45 (Engine Cowl Retention)
25.1195 (a) (b) (c)

25.1197 (a) (b)

25.1199 (a) (b) (c) (d) (e)

25.1201 (a) (b)

25.1203 (a) (b) (¢) (d) (e) () (2)

25.1207 (a) (b) (c) (d)

25.1301 amended by Legacy CRI S30
(Automatic  Flight/Flight Management
Functions),For newly designed systems
only

25.1305 (a) (c¢) (d) amended by SAneo SC
F-13 (Fuel System Low Level Indication
— Fuel Exhaustion)

25.1309 (for newy designed systems)
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A-2 for § 25.481(a)

25.483 (a) (b)
25.485 (a) (b)
25.489

25.491
25.493 (b) (c) (d) (e)
25.495

25.499 (a) (b) (c) (d) (¢)
25.503 (a) (b)

25.507 (a) (b) (c)

25.509 (a) (c) (d)
25.511

25.519 (a) (b) (c)

25.571 (a) (b) (c¢) (d) (e) (for new or
modified parts)

25.581 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects) for pylon and nacelle areas

25.601 (for new or modified parts)

25.603 (a) (b) (c) (for new or modified
parts)

25.605 (a) (b) (for new or modified parts)

25.607 (a) (b) (for new or modified parts)

25.609 (a) (b) (for new or modified parts)

25.611 (a)

25.613 (a) (b) (c) (d) (e) (f) (for new or
modified parts)

25.619 (a) (b) (c) (for new or modified
parts)

25.623 (a) (b) (for new or modified parts)

25.625 (a) (b) (¢) (d) (for new or modified

amended by:
Legacy CRI SE2001 (SC S-76 — Effects

of external radiations upon aircraft
systems),
Legacy CRI SE14 (SC S-76-1 -

Protection from the effects of HIRF)
25.1316 (a) (b) (¢)

25.1337 (a) (c) (d)

25.1353 (a) (b) (for engine and pylon
areas)

25.1355 (¢)

25.1357 (a) (for newly designed systems)
25.1401 (b)

25.1403

25.1419 (a) (b) (¢) (d) (e) () (g) (h) for
engine air intake protection

25.1431 amended by

Legacy CRI SE2001(SC S76 - Effects of
external radiations upon aircraft systems)
Legacy CRI SE14 (SC S76-1 — Protection
from the effect of HIRF)

For newly designed equipment only
25.1438 (for newly designed equipment)
25.1459 (a) (b) (c) (d) amended by
Legacy CRI S72 (HC-S72 - Flight
recorders)

25.1461 (a) (b) (c) (d) For newly designed
equipment

25.1501

25.1503

25.1507
25.1511

25.1513
25.1515
25.1517
25.1519
25.1521 (a) (c) (d)

25.1525

25.1527
25.1531
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parts)

25.629 (a) (b) (c) (d) (e)

25.631 (for new or modified parts)
25.651 (for new or modified parts)

25.671 (a) (b) (¢) (d) amended by legacy
CRI F7 (SC F9 - Dual Control System)
25.731 (a) (b) (¢)

25.733 (b) (c) (d)

25.779

25.831 (a) (e)

25.841 (a)

25.851 (b)

25.855 (c)

25.863 (a) (b) (c) (d)

25.865

25.867 (a) (b)

25.869 (a) (b) (c)

25.899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects), for Pylon and Nacelle areas only
25.901 (a) (b) (c) amended by

SAneo SC E-45 (Engine Cowl Retention),
25.903 (a) (b) (c) (d) (e)

25.904

25.933 (a)

25.934 amended by SAneo ESF E-43
(Thrust Reverser Testing).

25.939 (a) (¢)

25.943

25.951 (a) (b) (c) amended by SC E-37
(Water/Ice in Fuel System), for pylon area
only.

CS25 Amdt 8 for:
25.683 (b)

CS 25 Amdt 2 for:
25.21 with sub-paragraph (b) added by

25.1533

25.1535 (a) (b) (c)

25.1549 (a) (b) (c) (d) amended by SAneo
ESF E-51 (Oil temperature indication)
25.1551

25.1553

25.1557 (b)

25.1581

25.1583 (a) (b) (c) (d) (e) (H) (h) (i) (k)
25.1585

25.1587

25.1591

25.1701 (a) (b) (c) for engines and pylon
areas

25.1703 (a) (b) (d) (e) for engines and
pylon areas

25.1705 (a) (b) for engines and pylon
areas

25.1707 (a) (b) (c) (d) (e) () () (h) () ()
(k) () for engines and pylon areas
25.1709 (a) (b) for engines and pylon
areas

25.1711 (a) (b) (c) (d) (e) for engines and
pylon areas

25.1713 (a) (b) (c) for engines and pylon
areas

25.1715 (a) (b) for engines and pylon
areas

25.1717 for engines and pylon areas
25.1719 for engines and pylon areas

25.1723 for engines and pylon areas
25.1725 (a) (b) for engines and pylon
areas

25.1727 for engines and pylon areas
25.1731 (a) (b)

25.123
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SAneo SC B-01 (Stalling and Scheduled

Operating Speeds)

25.103 replaced by SAneo SC B-01 25.125

(Stalling and Scheduled Operating

Speeds)

25.105 25.143
Sub-Paragraphs (j), (k), (I) added by
SAneo SC B-03 (Motion and Effect of
Cockpit control),
Sub-paragraph (h) added by SAneo SC
B-07 (Flight envelope protection),
Sub paragraph (i) added by SAneo SC
B-08 (Normal Load factor limiting
System).

25.107 25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds).

25.111 25.237

25.119 25.253

25.121 25.1419

CS25 Amdt 1:

25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:

25.145 (b) (c)

25.365 ()(2), (e)(3)

25.1423 (2) (b) (¢) (d) (e) (D) (2)
25.1583 (j)

JAR 25 Chg 13 for

25.365 (f) (g)

25.735 (a) (f) (g) (h) amended by

Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)
Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)
25.853(a)(1)

JAR 25 Chg 12 for
25.853(c)

JAR 25 Chg 11 for:

25.561 (a) (b) (c) (d) 25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems adaptations.

25.563 25X1315

25.672 (a) (b) (¢) 25.994 for all areas except engine and
pylon areas
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25.677 (b)
25.703 (a) (b) (c)
25.721 (a) (b) (c)

25.729 (b) (c) (d) (e) ()
25.735 (b) (¢)

25.771 (e)

25.777 Sub-paragraph (b) amended by
SAneo CRI B-03 (Motion and Effect of
Cockpit Control)

25.783 (a) (b) (©) (e) () ()

25.791

25.801
25.807 (a) (b) (c) (d)
25.809 () (b) () (d) () ()

25.843 (a)

25.853 (a)

25X899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects)

25.959

25.963 (d) (e)

25.967 (d)

25.975 (a)

25.981 for all paragraph except (a) (3) in
all areas except engine and pylon areas

25.1301

25.1321 (d)

25.1322 (a) (b) (¢) (d) amended by
generic CRI D-0332-001 (Towbarless
Towing)

25.1323 (a) (b) (c)

25.1325 (b) (d) (e)

25.1329 (f) amended by:

Legacy CRI S30 (Automatic Flight/Flight
Management Functions),

25.1337 (b)

25.1351 (a) (b) (d) where (d) is replaced
by Legacy SC-S52 (Operation without
normal Electrical power)

25.1353 (a) (b) (for all areas except pylon
and engine)

25.1359

25.1363 (a) (b)

25.1419 (a) (b) (c) (d) amended by AMC
F-14 for all ATA300 areas except Engine
Air intake protection and Wing ice shapes
25.1431 (for system adaptations)

25.1435 (a) (b) (c) (d)

25.1457 () (b) (¢) (d) () (D) (8)

25.1529 amended by SC H-01
25A901 (c)

25A939 (a)

25A1521

25A1527

2.1.4.12 %}F MOD 157272issue 2 “Max Pax”, i#id CRI A-0001-010 fE1T & 5& HEfii .
Certification basis revised for MOD 157272 issue 2 “Max Pax” by CRI A-0001-010.

A32INEO I8 & it LA &IT

The certification basis is that of the A321Neo amended by the following:

CS 25 Amdt 18 for
§25.23
§25.305(a)(b)
§25.307

§25.489
§25.571(a)(b)
§25.801(d)
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§25.321
§25.331

§25.341(a)(b)

§25.351

§25.365(a)

§25.473

§25.479(a)(c)(d) amended by SC A-2 for
§ 25.479(a)

§25.481(a)(c) amended by SC A-2 for §
25.481(a)

CS 25 Amdt 11
§25.1357(a)

JAR 25 change 13
§25.812(e)

§25.812(k)(1)

JAR 25 change 12
§25.853(c)

JAR 25 change 11
§25.561
§25.785
§25.787(a)(b)
§25.789(a)
§25.791
§25.853(a)(b)
§25.1301

§25. 803(c)

§25. 807(g) amended by CRI E-3001 and
demonstrated through ESF CRI D-02
§25.901(c)

§25.1519

§25.1529

§25.1541(a)(b)

§25.1557(a)

§25.853(a)1
D-0306-000

amended by CRI

§25.1351(a)
§25.1353(a)(b)
§25.1359(a)(d)
§25.1413
§25.1415(b)(c)(d)
§25.1431(c)
§25.1447(c)(1)

2.1.4.13 MOD 160766 issue 1 A321-251NX, -252NX, -253NX, -27INX, -272NX {8 & # Atk 1 CRI A-0001-003 1&
1T /Certification basis revised for MOD 160766 issue 1 A321-251NX, -252NX, -253NX, -27INX, -272NX by CRI
A-0001-003.

B E FE A A321-271N,-272N,-251N, -252N,-253N [1) 5 & LA T FIETT Frifi € /The certification basis is that
of the A321-271N,-272N,-251N, -252N,-253N amended by the following:

CS25 Amdt 15

§25.1 §25.623
§25.23 §25.625

§25.25 §25.629
§25.101(c)(d)(e)(f)(h) §25.631

§25.109 §25.703(b)(c)
§25.113 §25.723

§25.115 §25.729(a)(b)(d)(e)
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§25.117

§25.147(c)(d)

§25.201 as amended by SC B-01
§25.203 as amended by SC B-01
§25.251(d)(e)

§25.301(a)(c)

§25.301(b)

§25.302

§25.303

§25.305(a)(b)

§25.305(c)(e)(f)

§25.307(a)

§25.321
§25.331
§25.333

§25.335(a)(c)(d)(e)(f) as amended by SC A-2

§25.337(a)(b)(c)
§25.341
§25.343
§25.345(a)(b)(d)

§25.349 (al,5)(b)
§25.351

§25.361

§25.362

§25.363
§25.365(a)(b)(d)
§25.365(el)
§25.365(e[2])(e[3])(f)
§25.367

§25.371

§25.373
§25.391(a)(b)(d)(e)
§25.427(a)(b)(d)
§25.445(a)

§25.457

§25.459
§25.471(a)(b)
§25.473
§25.479(a)(c)(d) as amended by SC A-2
§25.481(a)(c) as amended by SC A-2
§25.483

§25.485

§25.489

§25.491

§25.731(a)(b)(c)

§25.733(b)(c)(d)

§25.735(a)

§25.735[f(2)]

§25.783

§25.783[e(4)]

§25.787(c)

§25.795(c[1])

§25.795(c[3](1))

§25.801(a)(d)

§25.803(a)(c)
§25.807(a[3])(a[9])(b)(c)(e)(H)(g)(i) as amended
by ESF D-09, ESF D-13, ESF D-14
§25.809(a)

§25.809(a)

§25.809(b)(c)(e)(®) (2)(1)
§25.810(a[1])(c)(d)

§25.811
§25.812(a)(b[1])(c)(d)(e)D)(@)(M)D()(K) (1)
§25.812(e[1](e[2]) (k)(T)

§25.813(a)(b)(c) as amended by ESF D-11, ESF
D-14

§25.843(a)(b[4])

§25.853(a)(d[1])

§25.855(a)(c)

§25.856 as amended by ESF E-18

§25.857

§25.858

§25.863(a)(b)(d)

§25.869(a[1])

§25.899 as amended by SC S-75
§25.901(c)

§25.903(c)(d[1])

§25.963(a)

§25.1001(a)(b)(c)(d)

§25.1301(a)

§25.1301(b)

§25.1305(c)(6)(7) as amended by ESF E-49
§25.1309 as amended by SC S-76-1
§25.1316

§25.1353(a)(b)(e)

§25.1360

§25.1411

§25.1431(a)(c)(d) as amended by SC S-76-1
§25.1511

§25.1519
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§25.493(b)(c)(d)(e)
§25.495

§25.499

§25.503
§25.507(a)(b)
§25.509(a)(c)(d)
§25.509(b)
§25.511

§25.519

§25.561

§25.562(a)(b)(c[1]) (c[2D(c[3])(c[4]) (c[7D(c[8])

§25.571(a)(b)
§25.571(c)
§25.571(e)
§25.581
§25.601
§25.603
§25.605
§25.607
§25.609
§25.611(a)
§25.611(b)
§25.613
§25.619
§25.621

CS25 Amdt 11
§25.335(b) as amended by SC A-5003
§25.809(a)

CS25 Amdt 2
§25.21(a)(d)
§25.103
§25.105
§25.107

JAR25 Change 14
§25.1423

JAR2S5 Change 13

§25.853(a[1]) as amended by SC D-0306-000

JAR25 Change 12
§25.853(c)

§25.1533
§25.1535(a)(b)(c)
§25.1541
§25.1545
§25.1557(a)(c)
§25.1561
§25.1581
§25.1583
§25.1587
§25.1591
§25.1703(a)(b)(d)
§25.1705(a)
§25.1707(a)(d)(1)
§25.1709
§25.1711(a)(c)(d)(e)
§25.1713(a)(c)
§25.1715
§25.1717
§25.1719
§25.1721(a)(b)
§25.1725(b)
§25.J951(a)
§25.952(a)
§25.J955(al)
§25.993
§25.7994

§25.1301(a[1][3])
§25.1309 as amended by SC S-76-1

§25.111

§25.121

§25.123

§25.143(a)(b[3])(g) as amended by SC B-01, SC
B-08
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JAR25 Change 11
§25.561
§25.729(f)

§25.785 as amended by ESF D-12, D-14.

§25.787(a)(b)
§25.789(a)
§25.791

§25.793

§25.815
§25.817
§25.843(a)(b[4])
§25.851(a[1])

§25.853(a)(b) as amended by EtC E-28 and ESF

E-18
§25.853(c)(d)(e)

§25.X899 as amended by SC S-75

§25.1103(c)(d)
§25.1301

§25.1309(a)(b)(c)(d) (g) as amended by SC S-76-1
§25.1322

§25.1351(a[1])
§25.1353(a)(b)
§25.1357(a)(c)(g)
§25.1359(a)(d)

§25.1413
§25.1415(a)(b)(c)(d)
§25.1431(c)
§25.1435(a[1])(a[5]) (a[6])
§25.1438

§25.1441

§25.1447(a)(c[1]) (c[3])(c[4])
§25.1450
§25.1529 as amended by SC H-01

2.1.4.14 5FF A321-25INX, -252NX, -253NX, 27INX & 272NX j# i€ Modification 163213 (i % % =AM ki
D, R ARBEFFTE CS 25 Amendment 15 () FHIFTT o X T 52 20 X IBANER (1€ LA CRI A-001-009.

For the A321-251NX, -252NX, -253NX, 271INX & 272NX with modification 163213 (up to 3 Additional Central Tanks)
Airbus Elect To Comply to the following paragraphs at CS25 Amendment 15. For the definition of the affected areas and

requirements please refer to the CRI A-001-009.

25.305 (a)(b)

25.307 (a)

25.561(b)(c)(d)

25.571 (a)(b)

25.581

25.601

25.603

25.605

25.609

25.611 (b)

25.613

25.619

25.625

25.721(b)

25.777(a)

25.787(c)

25.851(b)(2)

25.855(e)(f)(g)(h)
25.856(b)
25.863(a)(b)(c)(d)
25.869(a)(1)

25.979(b)(c)(d)(e)
25.981(a)(b)(d)
25.993
25.994 &25J994
25.995(b)
25.999(a)(b)
25.1141(a)(b)(c)(d)(f)
25.1189(h)
25.1301(a)
25.1301(b)
25.1302(a)(b)(c)
25.1305(2)(2)
25.1309 (a)
25.1309(b)
25.1309 (c)(d)
25.1310
25.1315
25.1316
25.1337(b)
25.1353(a)
25.1360
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25.869(a)(3) 25.1381
25.899 25.1431(a)(c)(d)
25.903(d)(1) 25.1541

25.943 25.1543(b)
25.951(c) 25.1553
25.952(a) 25.1555(a)
25.954 25.1555(c)
25.957 25.1557(a)
25.959 25.1703 (a)(b)(d)
25.963(a)(b)(c)(e)(D) 25.1705(a)(b)
25.963(d) 25.1707 (a) (b)(c)(e)(])
25.965(a)(b)(c)(d) 25.1709
25.967(a)(b)(e) 25.1711
25.969 25.1717
25.971 25.1719
25.975(a) 25.1721(b)
25.977(a)(c)(d) 25.1723

25.1725(b)

2.1.4.15 XFT22%¢ 160139“Te A5 AR BT S AL, =% B I 2 BRI 22 4 R 5 20 SEIESKF 1)
CS25.791,

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs and
placards” is installed.

2.1.4.16 T Frf B 22 B R 2 KO 25 %2 4% SR P CS-ACNS Subpart B Section 2 (#5455 il %% F1 Subpart D
X} I 25 B A 2 2R USOR AL E 2[RI SES S il ZEoR & LAE(EU) No 1207/2011 3T 2014 4 9 A 26 HH(EU) No
1028/2014 21T . (k%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue & Subpart
D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU) No
1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.4.17 XFT22%¢ 167577 Beit B E IR, 5% H IR R BRI 22 42 R 5 22 SIEIESKF/ 25.795(a)(1)(2)
1 25.795(c)(3)(ii)-
For all models Airbus Elect To Comply with CS25 Amdt 22 25.795(a)(1)(2) and 25.795(c)(3)(ii) when modification
167557 is installed.

2.1.4.18 X+ 288 166104 B, 2% B IR LRI L2 /5E 19 S IESKT 1 25.603.
For all models Airbus Elect To Comply with CS25 Amdt 19 25.603 when modification 166104 is installed.

2.1.4.19 X}F %% MOD 166219 ELT-DT % & B4H KHL: CS-ACNS 58 3 h, E #B5E 37

For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.

2.1.5. & F %4+ /Special Conditions

PEoR: A A320 BRA G M o SR A AOE I A, Gl T =R iR SR
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special
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conditions were developed:

o P25 A8 25 97 B0 By 1) ELBER B A28 2 IR A AT I BE TR

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

ZINAH ISR XS T A320 BRG Gk B E R, 42 NPA B2, FERCMICE WS 26 B AR SR il sk B4
[F] & (4 B ST
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when
evolution of JAR was in progress under the NPA procedure.

A XT A320 BRE S A% HHE SRR A, SRS T B SO R SR T T R L R B AR . 1% R SR A
AR5 FAA/TAA BRI HVE S AR TRVE
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common
understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

2.1.5.1. MHER TR A320 BURHLIIE FIS6 A, 30 AH SR AT B 25 A«

The following A320 Special Conditions, Experience Related Conditions and Harmonization Conditions are deleted:

a. fE 4.1 Ml 4.2 BIEAlHE— 5 B H SR A 2K
Further to application of the updated requirements of above paragraphs 4.1 and 4.2:

HC-F103 M B TE E A 5 R BR AR TR BRI K 47/ASD-TOD-TOR on wet
runways

HC-F114 HEIT A H bR FF45IE B/ Approach and Target Threshold Speeds

EC-A.3.6.1 7 F /1% B/ High Lift Devices

SC-A.4.3 PR 2% X % 17/Tuned Gust Loads (UK)

HC-A.4.4 WL 2l 3 m7 - =1 T+ /125 B R JF/ Manoeuvre Loads - High Lift Devices
Deployed

HC-S61 wrh & A 48178/ Design Landing Brake Kinetic Energy

HC-S62 HH kR ZE B8/ Rejected Take-Off Brake Kinetic Energy

IM-AMC-F101 238 BE #2474/ Wet Runway Friction Characteristics

IM-F103 M B TE E A 5 R B AR KBRS A K 7/ASD-TOD-TOR on Wet
Runways

IM-A38 A EE SR/ Discrete Gust Requirements

AMC-A43 Wi 9 X347/ Tuned Gust Loads (UK)

b. JAR 25 SBR[ HE— B R R

Further to JAR 25 requirements evolution:

EC-G11 — & 5E X/ General Definition
IM-F107 # [t B5 2 i 2/ Landing Distance Determination
AMC-F111 #2 K VMU/ Take-Off Speeds VMU

c. A321 KHLE HISEAT ()5 P A Al R R 1 — 28 KA
Further to issuance of A321 Special Conditions and Interpretative Materials listed in paragraph 5.2 below:
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SC-A211/IM-A211  KHLEEMIMERE S &R S8 BAHRZI 5 TH 31T E 8% B 5 HE )

Certification criteria for aircraft designed with systems interacting with

structural performance

IM-A35 JHURE s /Rapid Decompression
IM-A47 N 2 it 25 #F/Emergency Landing Conditions

2.1.5.2. B ETH K A321 & F SRS AR
New or updated A321 Special Conditions and Advisory Material

kAT /Flight

SC-F1 and IM-F1 (CRI F3001)
SC-F10 (CRI F3002)

IM-F4 (CRI F3003)

IM-F12 (CRI F3004)

IM-F13 (CRI F3005)

AMC-F14 (CRI F3006)

&5 4/Structure

SC-A1l and IM-A1 (CRI A3001)
SC-A2 (CRI A3002)

IM-A3 (CRI A3003)

IM-A4 (CRI A3004)

%J) /1/Propulsion

SC-P1 and IM-P1 (CRI P3001)

IM-P2 (CRI P3003)

3445 /Environment

SC-E1 and IM-E1 (CRI E3005)

2R 58 A FH o B

Stalling and Scheduled Operating Speeds
T 45 1E PR RS

Accelerate - Stop Distance

It et (KR RERAD

Static Longitudinal Stability (low energy awareness)
THENUL KL AT T

Computerized Airplane Flight Manual

# Fli R B AP E

Landing Distance Extrapolation
ZEUKAFAT AT

Flight in Icing Conditions

ARG S EZ HAFH

Interaction of Systems and Structure

SER BT S

Stalling Speeds for Structural Design

Rapid Decompression

B AR A6 FA) 2 B

Crashworthiness of Fuel Tanks outside the fuselage

SR R B
FADEC
HLAE BT K

Nacelle Cowling Resistance to Fire

B KA
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AMC-E2 (CRI E3006)
SC-E3 (CRI E3001)

IM-E4 (CRI E3002)

Z4t/Systems

IM-S78

SC-S79 and IM-S79

Resistance to Fire Terminology

S SRR R

Emergency Evacuation Demonstration

IR YL R i

Exit Configuration

2513 S TEFT Ay I A
Reclassification of door 2 and 3 to Type III

i FE H B0 2 B Ak
Low altitude autopilot engagement
AN ZE BER B A 5

Brakes requirements qualification and testing

2.1.5.3. T A320 & H A AR LS A321 A R

The following A320 Special Conditions and Interpretative Material are validated for A321:

SC-G17 (F)

SC-G17 (G)

SC-F3

SC-F4

SC-Fé6
SC-F7/IM-F7

SC-F8

SC-F9

AMC-F116

SC-A222/IM-A222

SC-A223/IM-A223

AMC-A23

IM-A313

IM-A37

IM-A39

BATRON ®AT
Operational proving flights
B EBAT AT
Operational flight for certification
2 IR AR - 2 B AR BRI B OIS B AT
Cockpit Control - motion and effect of cockpit control
E A R E I
Static Longitudinal Stability
18 97 ) A% :/Static Directional and Lateral Stability
RATE L AR
Flight Envelope Protection
A B A A1 B )
Normal Load Factor Limiting
WEFI RS
Dual Control System
B VMU
Take-off Speeds VMU
Bt HLBh
Design Manoeuvre requirement
anglipuBuYE
Design Dive Speed
B EMELE
Composite Aircraft Structure
A miR- v A R
Composite Turbulence - use of calculation results
3 A fii 2% R v S
Emergency Landing Conditions and Landing Gear
R
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Discrete Source Damage
HC-A45/IM-A45  RIZERB) %M

Brake Roll Conditions
HC-A46 S 1|25 B/ Speed control device
AMC-S1 #7¥%/ Digital Equipment
AMC-S5 LA RN I R B 47 (L B2 %2 )/ Electrical bonding and lightning
protection (direct effects)
SC-S11 B 1| B\ AL
Limit pilot forces and torques
IM-S13 % F #>F-{%/Standby gyroscopic horizon
IM/AMC-S14 HL - RATHE S (T4 /AT
Electrical flight controls (manual flight)
AMC-S20 Hrar R4
Electronic instrument systems
IM-S21 VA SR
Landing Gear

HC-S23/IM-S23 7 HI M4
Standby Gyroscopic Horizon

HC-S24 VMO/MMO 75 (1% 52)

VMO/MMO Warning (Setting)
IM/AMC-S27 ZIE Wos R G

Altitude Display System
EC-S30/AMC-S30  Hzh KT RS

Autoflight System
SC-S33 H2hET) R4t

Autothrust System
IM-S35 H 32 5 [F)20

Autopilot Synchronization
IM/AMC-S42 APU #5113

APU Rotor Burst
IM-S51 IR 2 A

Emergency Loads
SC-S52/IM-S52 To I IR IE AT

Operation without normal electrical power
SC-S54/IM-S54 LR E

Circuit protective devices
HC-S72/IM-S73 RATIE A

Flight recorder
SC-S74 FRIEH L&

Abnormal attitudes
SC-875 REEA (kS

Lightning protection (indirect effects)
SC-S76/IM-S76 B ERER S AL e 2 R S

Effect of external radiations upon aircraft systems
SC-S77/IM-S77 o P e B

Integrity of signal control
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2.1.5.4. XFTAERT 1998 4F 7 A 10 HEAE BRI HAE CHrislise KHLR SRR Z A, L& IM-S76 (4
FRERI LRGN % 26 AF SC/IM-S76-1 (CRISE14) B,
For any new application (new or modified aeroplane system and associated components) after July 10, 1998,
SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5.1998 4 8 J1 10 HJ5 BUEME— PRI SR d g, Phil% 26 HC-A4.5 GRIZEIRENFAT) Bk & Al
2B 14 IRAE ) TAR 25.943(d) 48 (CRIAT).
For any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll conditions) is superseded by JAR
25.943(d) at Change 14 (CRI A7).

2.1.5.6. EIEJE RS R ELRES, HIE T TRLT %M

The following special conditions have been developed post Type Certification:

SC H-01 KHLR GG SRS/ H - EWIS 11 ICA (H 2010 4 5 H 24
RO
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

SC E-34 A 78RS 47 1 BE AR /Seat with inflatable restraints
SCE-13 R LWL E)
Installation of inflatable restraints (optional)
SC D-0306 JE R AR AR I SR FEER (H 2010 4F 6 AR

Heat release and smoke density requirements to seat material
(applicable from June 2010)

SC P-27 A BRVE P & St /Flammability Reduction System
NS E, W 2012 4 1 H 1 H S E 0 RAT RIS 4% 0 Hh S A
WAHEAE P 2 bz i A T A ME R IR R Gt (MOD 38062). i A
MOD 38062 Jri, Z%ZRGALTREF ZBAA APIRE, IF HAURER
# MMEL SR (5K AEAN BE TARIRES TIRIE . WIERAE A318,
A319. A320 i A321 WHL E2Z2% T MOD 38062 CifiAfita it &
ZL(FTIS)), U RALIH 2 25-102 12 1E S /K1) 25.981(a)M(b) ] FR
By 25-125 2IESKT 9 25 BEME s M AT N, Blke 26-3 1B1ESE
KT 26.33 %%
If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with
a fuel tank Flammability Reduction System (modification 38062).
This system shall remain installed and operative and can only be
dispatched inoperative in accordance with the provisions of the
MMEL revision associated with modification 38062. If modification
38062 (Fuel Tank Inerting System (FTIS)) is embodied on A318,
A319, A320, or A321 airplanes, the airplane is compliant with
paragraph FR Section 25.981(a) & (b) at amendment 25-102, Part 25
appendix M & N at amendment 25-125, and Section 26.33 at
amendment 26-3.

SC E-10 B ENLIAIEAT (H % 14,100 35 (W, CRIE10)
High altitude airport operations (up to 14,100 ft) (see CRI E10).
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SC E-48
SC F-0311-001

SC D-0322-001

SC D-0332-001

SC E-21

SC B-12

SC D-15

SC F-119

SC F-GEN-01

SC D-24

SC D-27

SC D-19

SC D-08

SC D-28

SC F-37

SC F-MULTI-04

SC D-35

SC D-33

WA 6 42 42 /Fuel Tank Safety

BFEEBIRFE T KA AT IDoR A

Flight Recorders including Data Link Recording

B i s HERT I 22 3 /nstallation of suite type seating
JoH 7 5] /Towbarless Towing

H UTAS K 4B /New UTAS Pitot Probes

FHE &/Soft Go Around
KAT R EEHI A TaxiBot % {E/Pilot Control Mode TaxiBot
Operations

RHLR G L5 1 2R B 4

Security protection of Aircraft systems and networks

Ak 70 H A HL 7 1) 22 2% /Installation of non-rechargeable lithium

batteries

FEPERISET 2 2 4R (30

Installation of Airbags in the backrest of seats (optional)

LE NN RG (R

Installation of Three Point Restraint & Pretensioner System

(optional)

FEBNAS AT IR PEBUE 248 (%)

Incorporation of Inertia Locking Device in Dynamic Seats (optional)

ZRSEAOHAE A N TR 7e s (ie3%)

Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

LA N R

Installation of oblique seats (optional)

FESATCOMM #43& FHATN

ATN over SATCOM

A 70 R R 2

Rechargeable Lithium Battery Installations

ABAHICEOR 78 %4l

Airbelt without HIC requirement

FER RO BN 2 1) b [ 7 e 55 07 P e

Cabin attendant seat mounted on movable part of an interior

monument

2.1.5.7. #45 MOD 160023 [¥IHii 25 2 (14 FH 261

Special Conditions for aircraft equipped with MOD 160023

SCF-16
A318 SC F-5001

A318 SC F-5004

A318 SC A-5003

18 37 n) A2 M/ Static directional and lateral stability
IR TN 5 48 FH 3ok

Stalling and scheduled operating speeds

1 i S 1 RIS e B RN

Static Longitudinal Stability and Low energy awareness
B IE i /Design Dive Speed Vd

TR P AR RS T — R0 R R & FI 2R R A 2K
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Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.8.A321-271N, -272N, -251N, -252N, -253N % Ffl % #1/Special Conditions for A321-271N, -272N, -251N, -252N,

-253N
B-01 DR AT JEE R 1) ) A P e 2
Stalling and Scheduled Operating Speeds
B-03 AR ST IR AZ B A0
Motion and effect of cockpit control
B-04 HREAOTL  F E AR  1) E AAE AIG e R AT
Static Directional, Lateral and Longitudinal Stability and Low
energy awareness
B-07 AT LR
Flight Envelope Protection
B-08 V2 1e) B fr R 1 BRI R ¢
Normal Load Factor limiting System
E-37 BRI ARG 7KK
Water/Ice in Fuel System
E-45 KA R [ E
Engine Cowl Retention
F-13 SN SR =N Sl E VS
Fuel System Low Level Indication - Fuel Exhaustion
E-55* AV AP S
Fan Blade Loss

LG %% CFM RPLII RS
*Only applicable to CFM models

2.5.8.1. LA A o RS i 1) % F 46 AR 3@ A T A321-271N, -272N, -251N, -252N, -253N (#5250 [X 35
The following special conditions developed for previous models are also applicable to the A321-271N, -272N,
-251N, -252N, -253Naffected areas:

A222 BT AL ER
Design Manoeuvre requirement
A-3001 (SC Al) RF S HAEH
Interaction of systems and structure
A-3002 (SC A2) SERBL T
Stalling Speeds for structural design (A321)
A-5003 BV s L
Design dive speed Vd
D-0332-001 TS|
Towbarless Towing
E-48 JAA T A 2 4
Fuel Tank Safety
F4012 (SC F11) g fs kB B ATAR SCE RE, P HAN 42
Accelerate-stop distances and relates performances, worn brakes
F7 (SC F-9) MEARI R G

Dual Control System
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H-01

P-27

S11

S30

S-33

S72 (HC-S72)

SE14 (SC S-76-1)

SE2004 (SC S-75)

SE2407

SE3003 (SC S-79)

(X 35k

KBRS R R ALE AT H - EWIS [ ICA

Enhanced Airworthiness Programme for Aeroplane Systems - [CA
on EWIS

MIAERR RS (BIEA T ARGAE R R0
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)

BRI AR

Limit Pilot forces and torques

H 3 ¥ A7/ WATE B RE

Automatic Flight/Flight Management Functions

H i) R4

Autothrust system

AT IR AR

Flight recorders

HIRF 50 R4

Protection from the effect of HIRF

N ERTE AN TR 25 D)

Lightning protection indirect effects

EOmERS

Emergency Electrical power system
RIZEZR i BURTAES:

Brake requirements, qualification and testing (A321)

2.5.8.2. AN NZ RIS )58 i E FH 138 F T A321-271INX, -272NX, -251NX, -252NX, -253NX [5Z 505

The following special conditions developed for previous models are also applicable to the A321-27INX, -272NX,
-251NX, -252NX, -253NXaffected areas:

B-01

B-03

B-04

B-07

B-08

E-37

E-45

F-13

E-55%*

2R3k T AN ) 7 PO  a E

Stalling and Scheduled Operating Speeds
ARG TR B AR

Motion and effect of cockpit control

AU ) 7 S 5 M AR 1) i R A I e R AT
Static Directional, Lateral and Longitudinal Stability and Low
energy awareness

AT R AR

Flight Envelope Protection

125 A PR PR 3R G

Normal Load Factor limiting System

BRI Z 8 7KK

Water/Ice in Fuel System

R ENHL R 2R ]

Engine Cowl Retention
SN S =N Sl E VS

Fuel System Low Level Indication - Fuel Exhaustion
WU P R

Fan Blade Loss
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A-3002 (SC A2)

A-5003**

D-0332-001

E-48

F4012 (SC F11)

F7 (SC F-9)

H-01

P-27

S11

S30

S-33

S72 (HC-S72)

SE14 (SC S-76-1)

SER BT R

Stalling Speeds for structural design (A321)

anglipuBuYE

Design dive speed Vd

TeAr 5|

Towbarless Towing

BRI 2 4

Fuel Tank Safety

I A R PR B FIAROCVERE,  BEHLR 22

Accelerate-stop distances and relates performances, worn brakes
MERI RS

Dual Control System

KBRS R R ALE AT H - EWIS [ ICA

Enhanced Airworthiness Programme for Aeroplane Systems - [CA
on EWIS

AR RS (BFFR ARG EE R E RS
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)

3 lE 37 WAk IEiiVel

Limit Pilot forces and torques

H 3 ¥ A7/ WATE B RE

Automatic Flight/Flight Management Functions

H i) R

Autothrust system

AT IR AR

Flight recorders

HIRF 50 R4

Protection from the effect of HIRF

[ X/Revision: 23

N E R TR o))
Lightning protection indirect effects
*VIE FH 223 CFM & 3IHLI 75 /Only applicable to CFM models
M 2018 4F 12 H 7 Hilg SC B-14 A& SC A-5003/From 07 December 2018 SC B-14 is replacing SC A-5003

SE2004 (SC S-75)

2.1.6. #%/Exemptions

BA #4/No exemptions

2.1.7. {R=E/Deviations

MEKH) CPDLC F 35 B4R #Fx DM89 HifE s 8 (L%
Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

ACNS-B-GEN-01

2.1.8. & &4 /Equivalent safety findings
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2.1.8.1. IR SFFOH I 5 R 4 5 2R 2 -
The following paragraphs have been complied with through equivalent safety demonstrations:

JAR25.783 ()  FMEITAIECEE ST (L CRISM 3001, SM 3002 A1 SM 2007)
for passenger doors and bulk door (see CRI SM 3001, SM 3002 and SM

3004)

JAR25.933(a)  JxHEHEZh%EETIEE (A CRIP 3008)
for thrust reverser autorestow function (see CRI P 3008).

2.1 82 fEUE R S A E E AR, HlE T PR L 4
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b)

14CFR Part 25.856(a)

JAR 25.812(b)(1)(ii)

JAR 25.811(f)

JAR 25.812(b)(1)(i)(ii)

JAR 25.785(c)

JAR 25.1443(c)

JAR 25.1441(c)

CS 25.795(a)(1)

fitt A DRI L B Be 5 £k 47 (S L CRI E-32), WIRAEAL 4 B

A318. A319. A320 B A321 KHLSEHE T MOD 150700 A1 37270
(XA CLS #£15).37048 F1 36985, KA ML & K JF 27 i3 be

ZE R, BRI 25-111 1B IEZ /K 14 CFR Part 25.856(b) (=L

CRIE-18)

Fuselage burnthrough protection in bilge area (see CRI E-32), see

note below If modifications 150700, and 37270 (with CLS option

only), 37048 and 36985 are embodied in production on A318, A319,

A320, or A321 airplanes, the airplane is compliant with Fuselage

Flame Penetration “Burnthrough” requirements addressed by

paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).

BEXT GBI 9 i B bR E (CRIELS)

Improved flammability standards for insulation materials (CRI E18)

BRI FIARE CTIRERAIAE AL 72252 D) (CRI E14) (FJik

1)

Photo-luminescent EXIT sign for MCD (Moveable Class Divider)

(CRI E14) (optional)

R EH RS RS (CRIEL6)

Emergency exit marking reflectance (CRI E16)

T aa i 8%, B BdR SR AL G DARE R L (CRI

SE-42) (AL

Symbolic EXIT signs as an alternative to red EXIT signs for

passenger aircraft (CRI SE-42) (optional)

SRS LS T 18 A AT FEAT (CRI D-0329-001) (ik

3

Forward facing seats with more than 18° to aircraft centerline. (CRI

D-0329-001) (optional)

B/ R (CRIF-20) (E%9)

Minimum Mass Flow of Supplemental Oxygen (CRI F-

20) (optional)

PUHHE R ARG AR (CRIF-21) (%)

Crew Determination of Quantity of Oxygen in

Passenger Oxygen System (CRI F-21) (optional)

225 B 700 578 73 DXL FH 92 B N AR Ay

87 / 177



RS\ AT IE$E B/ Validation of Type Certificate Data Sheet

[ X/Revision: 23

CS25.811(e)(4)

CS 25.251(b)

JAR 25.1441(c)

JAR 25.1443(c)

Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

F TR 2 I bRid g i S e TFpr i

Green Arrow and “Open” placard for Emergency Exit

Marking ( SE-63) (optional)

PRBNEHR X T KRB R 24T PEAEN

Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

MLAN RHERZ ARG T A E

Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

Fez b Fe AR /N

Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3. i MOD 160023 (i 75 % 155 & 22 4
Equivalent Safety Findings for aircraft equipped with MOD 160023

ESF F-19

H IRV T RAT (§25.1419 (c))
Flight in natural icing condition (§25.1419 (c))

VR JEORIE T4 — R ) 45 Rk s A Ty AR PR A R

Note: The original ESFs applicable to each model remain effective.

2.1.8.4. i MOD 157272 HIfi 2 2% I 55 302 4
Equivalent Safety Findings for aircraft equipped with MOD 157272

ESF D-02

EEERE T 2 H I1/Over-performing Type 1 exit (CS25.807(g))

2.1.8.5. £H%F A321-271N, -272N, 251N, -252N, -253N il & T LA N &30 4
The following Equivalent Safety Findings have been developed for the A321-271N, -272N, -251N, -252N, -253N:

CS25.934, CS-E 890

CS25.1181(a)

CS25.1549(a)

(CS25.1181, CS25.1182

CS25.997(d)

E-43 SAHED

Thrust Reverser Testing
E-44* AU DX AAN T KX

Fan Zone as non fire zone
E-51 TEHR AR R

Oil temperature indication
E-52 AR DX g K X

Nacelle area adjacent to fire
E-49%%  PRihEhr E

Fuel Filter Location

* NGEH 2e35 TAR REILIKEL S
* Applicable to IAE models only
* AUEF %% CFM R BIFLI LS
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** Applicable to CFM models only

8.5.1 LU N w5 il i (1) ESF & FH T A321-271N, -272N, -251N, -252N, 253N (1] 52 f4 00 [X 5
The following ESF developed for previous models are also applicable to the A321-271N, -272N, -251N, -252N,

-253Naffected areas:

JAR AWO 313

JAR AWO 236

JAR 25.1441(c)

14CFR
25.856(a)

SE-4005

SE-5005

F-21

Part E-18

T2 Rl k& (MABH, £t
A319 BAiD BT S

Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)
(issued for A319)

11 2R84 I U8 M 5 7

Cat III operations - Excess Deviation Alerts
HLEHE iR & ARG T AR (CRIF-21)
Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

HE 52 (R R B A ) BELA A 4

Improved flammability standards for thermal /

acoustic insulation materials

2.1.8.6. LA R TR 558 17 ESF Hi& A T A321-27INX, -272NX, -251NX, -252NX, -253NX )52 51 [X 45/ The
following Equivalent Safety Findings have been developed for the A321-27INX, A321-272NX, A321-25INX,
A321-252NX and A321-253NX:

CS 25.807(g)

CS 25.813[c(4)(i)]
CS 25.813[c(2)(i)]
JAR 25.785(h)

CS 25.807(g)

CS 25.807(c)(g),
25.813(c)

JAR 25.785(h)

D-09

D-11

D-12
D-13

i RO 5 HUBRG T IR S 11 CEE 5 NCARL) I EIE P 5 2/ Increase of
seats’ credit for oversized Type I (qualified to Type C) floor level exits
I 1) P9 5647 B /Over wing Type 111 exit interior arrangement

#3114k 5 N AR IE 55 01 JFE 47 /Single cabin attendant seat at door #3
HE IO 1 3800 € JHE Far 20U Increase of seats” credit for Type I11 exit

FRAR#3 2 H AR50 52 1 1145 A\ 235 N/ De-rating of Door #3 to 45 or 35
passengers

2.2. B ER/Environmental Requirements

b BEARZH 2R B4 16 / ICAO Annex 16

Vol. I Part II

Mg ESK / Noise Requirements

Vol. II Part II

BRI HFEIA / Fuel Venting

Vol. II Part IIT Chapter 2

HSHEHY) / Emissions

VERE: #3545 7E TCDSN EASA.A.064 H5E .
Notes: Further details are defined within TCDSN EASA.A.064

2.3. PEHEAMZRMINE AR ZM/CAAC Additional Technical Conditions
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DL ESRIER T A321-111. A321-112. A321-131. A321-211. A321-212. A321-213. A321-231. A321-232, :
/The following requirements should apply to the A321-111, A321-112, A321-131, A321-211, A321-212,
A321-213, A321-231 and A321-232:

ifF & CCAR-26 5 izt WHLIIRRBEE MM 2 e FUE ) IIER . X T Aok CCAR-26 FRHEMTIZIT IR
A, A TC A NHBNLR B Hod HI o iR A 1k

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

MHE CAAC ST CAO No. 2012-30, RERHIFF & (R TafsR WHLAUKIRE I a B 2R AR 25K,

The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

DL 2R & B T A321-271N/-272N/-251N/-252N/-253N/-271INX/-272NX/-251NX/-252NX/-253NX : /The
following requirements should apply to the
A321-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-25 1INX/-252NX/-253NX:

RiFF & CCAR-26 # (2% AL FFEEE AN 2 et FE ) 1Y ER . X F R K CCAR-26 B HIEMTIZIT R
A, A TC A NHRRLR B Hod H o A Sk

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

HR#E CAAC 3L CAO No. 2012-30, NRHIFF& (R Tiaimde WHLRUKIEBI B B ZORE R 12K,

The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

CCAR-25-R4 25.561. /CCAR25.561 at revision 4.

CCAR-25-R4 25.562 &AM e . /CCAR25.562 at revision 4 for the cabin occupants seats.

X TR R, B4 : /Additionally for the cockpit seats:

- MR 3R : CCAR25.561(b)(3)R4, CCAR25.562 (b)(1), (¢)(2)R4 Fll TSOC39b, TSO C22g, TSO C114.
/Captain and first officer seats: CCAR25.561(b)(3)R4, CCAR25.562 (b)(1), (c)(2)R4and Technical Standards
Order (TSO) C39b, TSO C22g, TSO C114.

- 553 FI5E 4 ML G M : CCAR 25.561 (b)(3)R4 F1 TSO C39b, TSO C22g, TSO C114. /3rd and 4th occupants
seats: CCAR 25.561 (b)(3)R4 and Technical Standards Order(TSO) C39b, TSO C22g, TSO C114.

#T CCAR-25-R4 f1 CS-25 Amendment 15 2 [ i R 2 57 5 )3 FH 1 38 _E T R4 1179 CCAR25.809 ()
HIER 4B R S CAAC HEHERI#R % E-010 /Partial requirement of CCAR 25.809(a) based on the regulation
difference between CS-25 Amdt 15 and CCAR-25-R4 for overwing Type III exit, and the exemption approved by
CAAC via E-010 ({¥i& H F/only applicable to A321-27INX/-272NX/-251NX/-252NX/-253NX),

i 5E AR N RSN [ S b3 SRR (GB6537) IIAE I 261t
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet Fuel” (GB6537)
must be defined.

2.4 A2 4&HE/ Production Basis:

A FEYFATIES 5 : EASA.21G.0001
Production Certificate No. EASA.21G.0001
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3. FARKAEAE B PR #/Technical Characteristics and Operational Limitations

3.1. 25115 U/Type Design Definition

3.1.1 &% H i B /Certificated models: A321-111
IR SO ' AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.1063/94(00E000A0008/C21)
3.1.2 & 2 Y /Certificated models: A321-112
IR SO ' AR R K A/L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.0118/94(00E000A0002/C11)
3.1.3 i aE AL /Certificated models: A321-131
IR SO ' AR K AL/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.0900/93(00E000A0003/C21)
3.1.4 A% E AL Certificated models: A321-211
IR SO ' AR R K AL/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0400/97 (00E000A0211/C21)
3.1.5 i AL /Certificated models: A321-212
IR SO e AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1359/01 (00E000A0212/C21)
3.1.6 i E AL /Certificated models: A321-213
IR S e AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1360/01 (00E000A0213/C21)
3.1.7 & AL / Certificated models: A321-231
iR A CAH N K ML /Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0388/97 (00E000A0231/C21)
3.1.8 &% 5 5 AL /Certificated models: A321-232
TR S e AR K AL/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1361/01 (00E000A0232/C21)
3.1.9 &% 85 AL /Certificated model: A321-27IN
NIR S s AN K HL/Definition of reference airplane by Airbus document 00E000A 5023/C20
3.1.10 &% 8 52 AL/ Certificated model: A321-272N
IR S AR R KA L/Definition of reference airplane by Airbus document 00E000A5114/C20
3.1.11 &% 8 52 AL/ Certificated model: A321-251N
T S e AR K AL/Definition of reference airplane by Airbus document 00E000AS5026/C20
3.1.12 &% 87 52 B /Certificated model: A321-252N
IR S e AR KA L/Definition of reference airplane by Airbus document 00E000A5190/C00
3.1.13 &% 87 52 8L/ Certificated model: A321-253N
IR S e AR KA L/Definition of reference airplane by Airbus document 00E000A5113/C20
3.1.14 & 4% 8 52 AL /Certificated model: A321-251NX
NIRSCHE 2 AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5123/C00
3.1.15 & 4% 8 5 AL /Certificated model: A321-252NX
NIRSCHE 2 AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5124/C00
3.1.16 & 4% 8 52 AL /Certificated model: A321-253NX
IR SR 2 AR K HL/Definition of reference airplane by AIRBUS Document 00E000AS5125/C00
3.1.17 A4 # 52 ALYl /Certificated model: A321-27INX
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IR S g AR R KM L/Definition of reference airplane by AIRBUS Document 00E000A5121/C00
3.1.18 A% 81 2 A 51l /Certificated model: A321-272NX
IR SO AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5122/C00

B /Notes:
a. BU5I%EH/Model conversions:

® UIRAEREHCFMS6-5B1/2P K AIHLA321-1TIHLYSL i B 34368, MM 444k ke % CFM56-5B3/2P K
BIHLA321-21 1415
If modification 34368 is embodied on A321-111 model powered with CFM56-5B1/2P engines, it is converted
into A321-211 model, powered with CFM56-5B3/2P engines.

® UIRAEREHCFMS6-5B3/PRANHLA321-21IHLAY St 5 34818, MIiZ AL FE b e 4 CFM56-5B1/P K 2
HLA321-212H17! .
If modification 34818 is embodied on A321-211 model powered with CFM56-5B3/P engines, it is converted
into A321-212 model, powered with CFM56-5B1/P engines.

®  WIR{ERHCFMS56-5B1/PRBNNLA321-212H L3 St 5 2035252, MHZAL AL AL 2% % CFM56-5B3/P K 2]
HLA321-211HLEL,
If modification 35252 is embodied on A321-212 model powered with CFM56-5B1/P engines, it is converted
into A321-211 model, powered with CFM56-5B3/P engines.

®  IIRAERAV2530-ASKENHLA321-13 1LY St B k35718, WZHU AL N3 % V2533-A5 K AL
A321-23 1413,
If modification 35718 is embodied on A321-131 model powered with V2530-A5 engines, it is converted into
A321-231 model, powered with V2533-A5 engines.

®  IIRAERAV2530-AS K ANHLA321-2320 L8 St B 37836, NAZHU AL AL 3 % V2533-A5 K AL
A321-231H17,
If modification 37836 is embodied on A321-232 model powered with V2530-A5 engines, it is converted into
A321-231 model, powered with V2533-A5 engines.

®  WIRAER A CEM56-5B3/PRENHLA321-21 WL Lt B 4155204, THZAL AL AL 4k 2 % CFM56-5B2/P &
FHLA321-213H15
If modification 155204 is embodied on A321-211 model powered with CFM56-5B3/P engines, it is
converted into A321-213 model, powered with CFM56-5B2/P engines
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3.2. #iid/Description

Bimfe R AZIHL. AR, PIEEREE RS L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W4 /Equipment

A321-111
G 3L M W% 41 T 305 00E000A0007/C1S  Fiir HEHE AR VK 1Y) B 52 s v 15 #6175 B v
Equipment approved for installation is listedin the Certification Standard Equipment List 00E000A0007/C1S at
latest approved issue.

A321-112
o3 (M B 41 F 305 00E000A0006/C1S Fir HEHE AR VK 1) B & b v 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0006/C1S at
latest approved issue.

A321-131
o3 (K B % 41 T 305 00E000A0004/COS S5 HEHERR VK 1) BT 5 B v 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0004/COS at
latest approved issue.

A321-211
o2 3L (K B % 41 F 5050 00E000A0211/COS BTt R U I B 5 b 1t 45175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0211/COS at
latest approved issue.

A321-212
o 3L M B % 41 T 305 00E000A0212/COS Fiei HEHE AR VK I B & i 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0212/COS at
latest approved issue.

A321-213
o2 3L (M B % 41 T 305 00E000A0213/COS F HEHE AR VK I B & i v 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0213/COS at
latest approved issue.

A321-231
G 3L M W% 41 F 305 00E000A0231/COS Fi HEHE R ) B 52 b 15 46 175 R v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0231/COS at
latest approved issue.

A321-232
o 3L (K B 41 T 305 00E000A0232/C0S S HEHE AR VK 1) B & bt 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0232/COS at
latest approved issue.

B SE bR B ARE T A321-271N,-272N, -251N, -252N, -253N, 27INX, -272NX, -251NX, -252NX, -253NX

Certification Standard Equipment List is not applicable to the A321-271N,-272N, -251N, -252N, -253N, 271NX,
-272NX, -251NX, -252NX, -253NX

93 /1 177



A4S\ AT IFEYE B/ Validation of Type Certificate Data Sheet fix #X/Revision: 23

VR /Note:
MY &t EXME SRR LEESR, 20 (A319-100/A321-200 FMGC ! = i #E 5 48 (No.
00D000A0546/C0S))

The type design definitions and certification standard equipment lists are complemented by doc.
00D000A0546/COS “A319-100/A321-200 FMGC Type Std Evolution”.

FRRBII . B LA BT TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

Z MG BEFE/Cabin seats  2521M1F10000 at latest approved issue plus technical note SA2521ME1619350
(technical note applicable to A321-251NX, -252NX, -253NX, -271NX,-272NX)
J&f )55 /for galleys 2530M1F000900 at latest approved issue

3.4. R~/Dimensions

A321 KL 2R F/Principal dimensions of A321 Aircraft

- Ml¥/Length: 44,51 m
- &/ Width: 34,10 m

(R 22%% MOD 160023/if MOD 160023 is installed) 35,80 m
- Wl /Height: 11,76 m
- 7K P22 52 1 5 F /Width at horizontal stabilizer: 12,45m
- MLE EH4%/Outside fuselage diameter: 3,95m
- RBNHLEIE] FE/Distance between engines axis: 11,51 m
- Ejf2[AlfH/Distance between main landing gear: 7,59 m
- Hi/3 AL E] FE/Distance between nose and main landing gear: 16,91 m

3.5. RZPl/Engines

LARAER T A _ERR SN BTk . 0T A R g 4 IR L ACET R B AR (L, S IERE .
The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A321-111
2 & CFMI K IHl/Two CFMI  CFM56-5B1 (MOD23083) or
CFM56-5B1/2 (MOD24404)

A321-112
2 & CFMI K ZIHl/Two CFMI  CFM56-5B2 (MOD23152)

A321-131
2 & 1AE KBhHl/Two IAE V2530-A5 (MOD22989)

A321-211

2 & CFMI K 3IHL/Two CFMI  CFM56-5B3/P (MOD26359+25800) or
CFM56-5B3/2P (MOD27640)
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A321-212
2 & CFMI K ZI#Hl/Two CFMI  CFM56-5B1 (MOD23083) or
CFM56-5B1/2 (MOD24404)

A321-213
2 & CFMI K ZI#Hl/Two CFMI  CFM56-5B2 (MOD23152)

A321-231
2 & IAE KBhHl/Two IAE V2533-A5 (MOD25643)

A321-232
2 & 1AE KshHl/Two IAE V2530-A5 (MOD22989)

A321-271N/271INX
2 & IAE KBIHL/Two IAE ~ PW1133G-JM Geared Turbo Fan jet engines (MOD 161002)
A321-272N/272NX
2 &5 IAE K 3hHl/Two IAE PW1130G-JM Geared Turbo Fan jet engines (MOD
162038)

A321-251N/251NX
2 & CFMI &K 3IHl/Two CFMI  LEAP-1A32 jet engines (MOD 161005)

A321-252N/252NX
2 & CFMI K 3I#Hl/Two CFMI  LEAP-1A30 jet engines (MOD 162681)

A321-253N/253NX
2 & CFMI K 3I#Hl/Two CFMI  LEAP-1A33 jet engines (MOD 161006)
1#/Note:

CFM56-5B %751 CAAC VTC iF 5445 VTCO064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500 51K #HL CAAC VTC iE1i%*5 VTCO117E, Rev.l.
The CAAC VTC No. V2500 serial engines is VTCO117E, Rev.1.

PW1100G-JM K ZhHL CAAC VTC iEP%i5 VTCO329E, R3.
The CAAC VTC No. of PW1100G-JM engine is VTC0329E, R3.

LEAP-1A &8l CAAC VTC iF H4% S VTC0348E, RI.
The CAAC VTC No. of LEAP-1A engine is VTC VTC0348E, R1.

1 B&/Notes:

1 R CFM-5B RENHLSLTEE i 25800, WISt A SIHLIERE, 12K BNHLHEAE /P,
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The

engine denomination changes to /P.
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12300 5 24 H R i& A T-/The modification is currently applicable for :

A 321-111: CFM56-5B1 (SAC)A% A CFM56-5B1/P /CFM56-5B1 (SAC) which changes to CFM56-5B1/P
A 321-112: CFM56-5B2 (SAC)A% i CFM56-5B2/P /CFM56-5B2 (SAC) which changes to CFM56-5B2/P
A 321-212: CFM56-5B1 (SAC)%% y CFM56-5B1/P /CFM56-5B1 (SAC) which changes to CFM56-5B1/P
A 321-213: CFM56-5B2 (SAC)Z: A CFM56-5B2/P /CFM56-5B2 (SAC) which changes to CFM56-5B2/P

CFM56-5B/“Tt P"RENHL AT 5 CFM56-5B/P KANNLIES: . i&1ES WL N HEIERE 3 Al 4,
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft. See notes 3 & 4
below as well.

2 R CFM-5B/2 (DAC) K EIHLSEHEEE i 26610, WHZAZIHLEIPEREFIR THRBUK -S4 ik, 4 FRAZ 1y
‘6/2P’70
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and

gaseous emission levels are improved. The engine denomination changes to /2P.

Z I 5 24 H T 3E A T/The modification is currently applicable for:
A 321-111: CEM56-5B1/2 (DAC) 45A CFM56-5B1/2P (DAC II C).
CFM56-5B1/2 (DAC) which changes to CFM56-5B1/2P (DAC 11 C).

A 321-212: CFM56-5B1/2 (DAC) 7% CFMS56-5B1/2P (DAC 11 C).
CFM56-5B1/2 (DAC) which changes to CFM56-5B1/2P (DAC 11 C)

CFM56-5B/2“7¢ P” (DAC)K ML A 5 CFM56-5B/2P (DAC 11 C) K EIHLIBIELE R —42 ’HL L CEHL ’AT
TN TE) o

CFM56-5B/2 "non P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

CFM56-5B/P 5“7t P”(SAC) KM A 5 CFM56-5B/2P (DAC 11 C) KENHLIEIEAE R —242 KHL ECEHL K
T FAN7E).

CFM56-5B/P or /"non-P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

3 M\ 2008 5 3 H 31 Hilg, AMpfiA =2k EAEAT AN JEE/P i) CEM56-5B1 K ZhHL.
From March 31st 2008, there is no longer any CFM56-5B1 non /P in field or in production.

4 M 2008 ££ 3 A 31 Hilg, SMpfAr=L& EAHEAANELR/P 11 CFM56-5B1/2 K ZhHL.
From March 31st 2008, there is no longer any CFM56-5B1/2 non /P in field or in production.

5 2% CFM56-5B1 1] A321-111 &4 |, AT E2E CFMS56-5B1/2 B4 & ZhHl(mod. 24404)( K HL AT FMHANFEA R o
EVE S W 2.4.23 F1 2.4.24,
A321-111 CFM56-5B1 engine can be intermixed with CFM56-5B1/2 engine (mod. 24404) on the same aircraft
(AFM supplement). See notes 2.4.23 & 2.4.24 as well.

6 CFM56-5B3/P(SAC) & ZHl(mod 26359 + 25800) 7] 5 CFM56-5B3/2P(DAC 11 C PIP) A Zh#l(mod 27640)i %
fEFR—2 2 3k,
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CFM56-5B3/P (SAC) engine (mod 26359 + 25800) can be intermixed with CFM56-5B3/2P (DAC II C PIP)
engine (mod 27640) on the same aircraft (AFM supplement).

7 AR E N 37147 BB EAMAIINE L 38770 T LAGI N CFM56-5Bx/3 “Tech Insertion™ A 5]
Hlo %5 UUE T CFMS56-5Bx /P SAC KA.
Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147 in
production or 38770 in field. This modification is only applicable on CFM56-5Bx /P SAC engines.

WX CFM-5B KFNIGNNTE 2 37147, WIRSIHLG S 88/3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.

1Z 5 2 H A 3&E F T/The modification is currently applicable for:

A321-111: CFM56-5B1 (SAC) % A/ which changes to CFM56-5B1/3
A321-112: CFM56-5B2 (SAC) % 244/ which changes to CFM56-5B2/3
A321-211: CFM56-5B3 (SAC) 5 4/ which changes to CFM56-5B3/3
A321-212: CFM56-5B1 (SAC) % N/ which changes to CFM56-5B1/3
A321-213: CFM56-5B2 (SAC)® {4/ which changes to CFM56-5B2/3

RENURAEBA 2L

The engine characrteristics remain unchanged.

CLZIE B BE 5 37147 X 2 il o 58 AR S S5 20 SN o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.

IS 38573 frik, CFMS56-5Bx/3 A ahLAT LL 5 CFM56-5Bx/P i34
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

8 I N T 5 38946 FT LA 5| A“BUMP TRt . 41T CFM-5B KBIHLAI N TN 38946, NI KR BliHL )5 4448 A/P1
(SAC)E# /2P1(DAC) 5% /3B1 (Tech Insertion).
Introduction of “BUMP” function is done through embodiment of modification 38946. If modification 38946 is
embodied on models with CFM-5B engines, the engine denomination changes to /P1 (SAC) or /2P1(DAC) or
/3B1 (Tech Insertion).

1205 24 H A& B T-/The modification is currently applicable for:
A321-211: CFM56-5B3 (SAC) 5 4 4/which changes to CFM56-5B3/P1

CLZEUIE R B e 38946 Xof 2 il A [ 7 S 80 AT S o
Modification 38946 has been demonstrated as having no impact on previously certified noise levels.

RENHUREB A AL

The engine characrteristics remain unchanged.

A FVFAE KA IR 2 “Non Bump” K B “Bump” K Z 4L -

Intermix at aircraft level between “Non Bump” engine and “Bump” engine is not allowed.
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9 WIRLEL%E TAE PWI133G-IM KZIHLI A321-27IN/-27INX %% MOD 160684 (ZEN€TH3), MR BMHLAL
545N PW1133GA-IM.
If modification 160684 (alternate climb) is installed on the A321-271N/-27INX equipped with IAE
PW1133G-JM then the engine model is changed to PW1133GA-JM.

10 anf223% 7 CFM LEAP 1A33 KB A321-253N %¢%E MOD 160820 (3 i i BE4E 77), MR shHL AL 528
N LEAP 1A35A
If modification 160820 (high altitude thrust increase) is installed on the A321-253N equipped with CFM LEAP
1A33 then the engine model is changed to LEAP 1A35A.

3.6. #Bh3h J12 B /Auxiliary Power Unit

APU GARRETT
GARRETT A7, 5 GTCP 36-300(A)
GARRETT AIRESEARCH GTCP 36-300 (A).

(FYE No.31-5306B/Specification 31-5306B)
HEAERIHE I 200 GARRETT )% GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU [#]%¢3% H1 MOD 22562 or MOD 35864 7& ..
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
Pratt & Whitney Rzeszow S.A. APS 3200 (i 7ti/Specification ESR 0802, Rev. A)
HAER I f5 4 MIL-L-7808. MIL-L-23699 5¢3% DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell 4 7] APU ) %%¢ H MOD 25888 & X .
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 34 131-9[A] (Y5 No. 4900 M1E 03 19 01),
Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
LRI T AT R 5 A0V 31-12048A-3A
Approved oils : according to Model Specification 31-12048A-3A.

3.7. B&he3&/Propellers

A& F/N/A

3.8. WAk CBRuh. ¥uh. A0, YUEMD /Fluids (Fuel, Oil, Additives, Hydraulics)

#R I /Fuel
ENGINES KEROSENE DESIGNATION
CFM56: Installation JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
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2129)

document CFM 2026 or CFM

4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
AVTAG/FSII, AVCAT/FSII

TIAE V2500: IAE Standard
Practices and processes
Manual IAE 0043

JET A, JET A-1, JPS, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
4** TS-1*, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM:
(Service Bulletin PW1000G
-100-73
00-0002-00A930AD)

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

CFMI LEAP-1A: Service
Bulletin LEAP 1A S/B
73-0001

JET A, JET A-1, JPS, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

bR At TRl S

The above mentioned fuels are also suitable for the APU.
TR RO AEAERR IR E 2 WAEHR I B

Refer to Consumable Material List (CML) for details on approved fuel specifications
PAMIRITE : W22 3T M CFM 2026 8(# CFM 2129 8# IAE 0043 or Service Bulletin PW1000G — 1000 — 73

—00-0002 00A930AD

* X IAE V2500 AL, TS-1 -5 BRI R HME A2 SR VR O T 50% AR [H))
For IAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
k6 KALAE JET B A1 JP 4 BRI H T~ 22 35 2= 191 25 #8 (modification 154327)

R CFMI IAE PW1133G-IM LEAP 1A30
Engine CFM56-5B1 (**) V2530-A5 PW1133GA-IM LEAP-1A32
CFM56-5B1/2 (*¥) V2533-A5 PW1130G-IM LEAP-1A33
CFM56-5B2 LEAP-1A35A
CFM56-5B3 (/P only)
CFM56-5B3/2P
22 4tk HE 1 W | See SB CFMI | See Doc IAE 0043 Sect | Service Bulletin | SB LEAP-1A S/B
i 79-001-0X 4.9 PW1000G — 1000 — | 79-0001
Approved Oils (MIL-L 23 699) 79 — 00 — 0002 - 00A
-930A-D
1 h/Oil

Xt 38 1 FEYE/For oil specification:

(%) Z LA 5 FRE 3 f 4, ANTA SRR IR BIAL .
see notes 3 and 4 in chapter 5 for engine models no longer in prod/service.

IS nFF)/Additives:

N
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Engine CFMI IAE PW1133G-]M LEAP 1A30
CFM56-5B1 V2530-A5 PW1133GA-]M LEAP-1A32
CFM56-5B1/2 V2533-A5 PW1130G-J]M LEAP-1A33
CFM56-5B2 LEAP-1A35A
CFM56-5B3(/P only)
CFM56-5B3/2P

Approved Additives Specific Operating | IAE Standard Practices | Service Bulletin | Service Bulletin
Instructions Document & and Processes Manual PW1000G-1000-73-00 | LEAP-1A S/B 73-0001

CFM SB 73-0182/73-0122 -0002-00A-930A-D

for CIS fuel additives

E IR A thad T R

The above mentioned fuels and additives are also suitable for the APU.

W% /Hydraulics

W% 7 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. R E/Fuel Quantity

A7 & /Fuel Quantity (0.8kg/liter) (Z WL T [ £ RS 1/see note 1 below)
A321-111/-112/-131/-211/-212/-213/-231/-232 i& i LA R FeH5:
For A321-111/-112/-131/-211/-212/-213/-231/-232 the following table applies:

3 M WAL 4 30 5 WA Y
TG/ 3 TANK AIRPLANE 4 or 5 TANK AIRPLANE  (¥)(*¥)
AT | AR AR (A / ANAT BRI
(A (AR / Usable fuel (A
TANK Usable fuel Unusable fuel liters (kg) Unusable fuel
liters (kg) liters (kg) liters (kg)

HLE/ 15 500 22.6 15 500 22.6

WING (12 400) (18) (12 400) (18)

e gy 8 200 23.2 8200 23.2
CENTER (6 560) (18.6) (6 560) (18.6)
ﬁg/ﬁ(ﬁ 2900 or2 992 / 5 984 ** 17/34

A (2 320) or (2 393 / 4 786) ** (13.6/27.2)

M 23 700 45.8 26 600 or 26 692 / 29 684 ** 62.8/79.8

TOTAL (18 960) (36.6) (21 280) or (21 353 / 23 746) ** (50.2/ 63.8)

A321-271N, -272N, -251N, -252N, -253N i& H LA T %%
For A321-271N, -272N, -251N, -252N, -253N the following table applies:

3 TANK AIRPLANE

| 4 or 5 TANK AIRPLANE (*) (%)

100 / 177




RS\ AT IE$E B/ Validation of Type Certificate Data Sheet

[ X/Revision: 23

. Usable fuel Unusable fuel | Usable fuel Unusable fuel

Mﬁ‘ / liters (kg) liters (kg) liters (kg) liters (kg)

TANK

W&/ 15380 22.6 15 380 22.6

WING (12 073) (18) (12 073) (18)

Hr gy 8 200 23.2 8 200 23.2

CENTER (6 437) (18.6) (6 437) (18.6)

ACT (¥) (**) 2900 or 2 992 / 5 984 ** 17 /34
(2320) or (2393 /4 786) **  |(13.6/27.2)

B3t 23580 45.8 26 480 or 26 572 /29 564**  |62.8/79.8

TOTAL (18 510) (36.6) (20 830) or (20 903 /23 296) | (50.2 / 63.8)

*  DURTEVERE 2 A1 3/ See notes 2 and 3 below.
*k - A321-200 AL, 1 ANHHIN dehAE EE RS, 2900 FF; 172 AN de AR IR E RS, 2992/5984 T,

1 ACT high pressure system, 2900 liters on A321-200, on additional center tanks 1 /2 ACT low pressure system
2992/5984 liters on A321-200.

1F B /Note:

1

17 CFM KEHLI A321-200 KHLE, SIAANATHE (MOD 38616) bR 3 G ki 7 & 350 7t
On series A321-200 equipped with CFM engines, introduction of standard of wingbox without dry bay
(modification 38616) will increase the fuel capacity by 350 liters.

7E A321-200 5 KHL L, —AHEhnd b A (ACT) B 2k 25453 (B RG0)ITE Lo H S5SNI RS 5K
—RHkiE, IR T FEE SO SO B2-001(FF A CRIP9).

On the series A321-200, one Additional Center Tank (ACT) in bulk version is defined by modification 25453
(high pressure system). Its approval together with structural and system provisions is subject of Major Change
E2-001 (compliance to CRI P9).

£ A321-200 R4 KHLE, — AN el (ACT) B 30422 (IRE RS FrE L. H 545
ARGt IR T TS S E2-002 (754 CRIPY).

On the series A321-200, one or two Additional Center Tanks (ACT) in bulk version are defined by modification
30422 (low pressure system). Their approval together with structural and system provisions is subject of Major
Change E2-002 (compliance to CRI P9).

For A321-271NX, A321-272NX, A321-251NX, A320-252NX and A321-253NX the following table applies:

AR/ 3 TANK AIRPLANE 4 TANKAIRPLANE 5 TANKAIRPLANE
TANK Usable fuel | Unusable fuel | Usable fuel |Unusable fuel |Usable fuel |Unusa
liters (kg) liters (kg) liters (kg) liters (kg) liters (kg) ble
fuel
liters
(kg)
HLE/WING |15 380 22.6 15 380 22.6 15 380 22.6
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(12 073) (18) (12 073) (18) (12 073) (18)
g/ 8 200 23.2 8200 232 8200 23.2
CENTER (6437) (18.6) (6437) (18.6) (6437) (18.6)
Ji A B ik AR - - 3121 17 3121 17
I/AFTACT 1 (2450) (13.6) (2450) (13.6)
Ji A Bh ik AR - - - 3121 17
2/AFTACT 2 (2450) (13.6)
AT #8 B ik - - - - -
H/FWD ACT
STH/TOTAL |23 580 45.8 26 701 62.8 29 822 79.8
(18 510) (36.6) (20960) (53.6) (23410) (63.8)
whAE/ 6 TANKAIRPLANE
TANK Usable fuel | Unusable fuel
liters (kg) liters (kg)
PLE/WING |15 380 226
(12 073) (18)
i 18200 232
/CENTER (6437) (18.6)
Jei A Bh il AR | 3121 17
I/AFTACT 1 (2 1(13.6)
450)
Je i B 3 AR | 3121 17
2/AFT ACT 2 | (2450) (13.6)
HIT 0 4l Bl | 3 121 17
F/FWD ACT | (2450) (13.6)
STH/TOTAL (32943 96.8
(25860) (77.4)
3.00. EERE (BRIEAFFEH, BRTEIAS)
Limit speeds(Indicated Airspeed - IAS - unless otherwise stated)
B A% F 5%/ Maximum Operating Mach (MMO): 0.82
B K A% FH3% % /Maximum Operating Speed (VMO): 350 kt
WLZ/i# & /Maneuvering Speed VA : Z: W, EASA EHER) CAT T/ A PR ) 2715
See Limitations Section of the EASA approved
Flight Manual

¥ 3 /5% B R A5 TH ¥ /Extended Flaps/ Slats Speed (VFE): L #/see table below

A321-111/-112/-131/-211/-212/-213/-231/-232 & FH LL F % 4% -
For A321-111/-112/-131/-211/-212/-213/-231/-232 the following table applies:

R SR/BH

) VFE (kt)
Configuration /Slats/Flaps(°)
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1 18/0 230** Hh (8] 13E3f /Intermediate approach
18/10 215%% | 2 &/Take-off
2 22/14 205 i AN T/ Take-off and approach
215%*
3 22/22 195 2K i, %/ Take-off, approach,
landing
AJHU/Full 27/25 190 # it /Landing
* 2 WEFRE 1/See note 1 * 2 ILJFERE 2 / See note 2

A321-271IN, -272N, -251N, -252N, -253N i& i LL T &A% :
For A321-271N, -272N, -251N, -252N, -253N, 271NX, -272NX, 25INX, 252NX, 253NX the following table applies:

¥ &L /Configuration # R/ & R\VFE(Ky
/Slats/Flaps(°)
1 18/0 238* Hh (8] 33E3 /Intermediate approach
18/10 225 it "€/ Take-off
2 22/14 215 i "’ AT/ Take-off and approach
%, i, % i/ Take-off, approach,
landing
3 22/21 195 ¥ fi/Landing
A2 J/Full 27/34 186 ] 3t 1 /Intermediate approach

*For A321-251NX,-252NX,-253NX,-271NX,-272NX models 243 kt

HL7% 2%/ Landing gear :

VLE — JEJF/Extended: 280 kt/ Mach 0.67
VLO — JEJT/Extension: 250 kt

i [5]/Retraction: 220 kt

FERARREE A (R D 195.5 kt (225 mph)

Tyres limit speed (ground speed)
1R /Notes:

1 WSRTE A321 KWL B3 FWC #rdfE D2 H FAC #3ifk BAM 0510, WK 2 i3 RS AE VFE M 205
THIKE 215 T4 T B Mod.24641, 225 BRI FRAR N LA ) o
If FWC Standard D2 and FAC Standard BAM 0510 are fitted on A321 aircraft, VFE speed in Configuration 2 is
increased from 205 kts to 215 kts (as identified by speed limitation placard installed by modification 24641).

2 TEEAE 001 5.5 002 SF1E 011 S EEAFE) A321-200 R4 EHLE, #7211 VFE M 230 iK% 235
HT, MY 14F 1) VFE M 215 739K % 225 15 (FH 24 28960 51 28721 &R BlARUIN LAFRIR) o
On the series A321-200, Weight Variant 001, 002 & 011, VFE speed in Configuration 1 is increased from 230 to 235
kts, and in Configuration 1+F increased from 215 to 225 kts (as identified by speed limitation placard installed by
modification 28960 or 28721).

3.11. Kf7%£/Flight Envelope
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B K A# 151 ¥ /Maximum operating altitude
39100 (FERUR) (JFJIE ) /pressure altitude)

39800 (HJUM) (Jk 771 & /pressure altitude) WIER T 30748 =5 5 £4/if modification 30748 is embodied.

Z WLIEHI ) EASA LHER KA AT T
See the appropriate EASA approved Airplane Flight Manual

— 4=

3.12. i2817RR#l/Operating Limitations

Z W& F ) EASA SLHERT WL ®AT T
See the appropriate EASA approved Airplane Flight Manual

B/ E (22482 KE/daN) /Powerplant (2.2482 Ib/daN)

A321-111 or—212 /A321-112 or —213 / A321-131 or -232

CFMI CFMI IAE V2530-A5
CFM56-5B1 CFM56-5B2
R BHL/Engine (%)
CFM56-5B1/2
(**)
S 2/ Data sheets E37NE (FAA) | E37NE (FAA) E40NE (FAA)
E38NE (FAA) | E38NE (FAA)
WP T 1L /7/Static thrust at sea level
RS (G B 13 344 daN 13 789 daN 13 300 daN)
30°C)/ (30 000 Ibs) (31 000 Ibs) (29 900 Ibs)
Take-off (5 min)*
(Flat rated 30°C)
R RES( G —HE 12 940 daN 12 940 daN 11 988 daN
25°C)/ (29 090 Ibs) (29 090 Ibs) (26 950 Ibs)
Maximum continuous
(Flat rated 25°C)
HLHAE I3 I /Approved See SB See SB See Doc IAE 0043Sect
oils CFMI CFMI 49
79-001-0X 79-001-0X (MIL-L 23 699)

* BN AE AL R M TV AT B IA) A S AL RS, AR [ B JR R R S 5 S AR s, AN S ke K
JPIRFE TAE 10 43 b
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de caractéristiquesmoteur".

T ANTA A R BB, 2 WERE 3 A0 4

See notes 3 & 4 for engine models no longer in prod/service.

A321-211/-231
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CFMI TAE
R BhHl/Engine CFM56-5B3 (/P only) V2533-A5
CFM56-5B3/2P
e %./Data sheets E37NE (FAA) E40NE (FAA)
E38NE (FAA)
-1 % 11 HE /7/Static thrust at sea level
A2 K(5 BN —HE 30°C)/ 14 234 daN 14 055 daN
Take-off (5 min)* (32 000 1bs) (31 600 1bs)
(Flat rated 30°C)

B RKIES(G— e 25°C)/ 12 940 daN 11 988 daN

Maximum continuous (29 090 Ibs) (26 950 1bs))

(Flat rated 25°C)

HLAE I3 I /Approved Oils

SB CFMI 79-001-OX

Doc IAE 0043 Sect 4.9
(MIL-L 23 699)

* RS KA T AT SR A S LA, AR I AR ) R BT S A A LR B, AR )

HEJPIRAS TAE 10 F3 %

10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance

with DGAC "Fiche de caractéristiquesmoteur".

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.

A321-271N, -272N, -271NX, -272NX

. ) PW1133G-JM PW1130G-JM
BB/ Engine PWI133GA-JM
E87NE (FAA) ES7NE (FAA)
4 . /Data sheets EASA.IM.E.093 EASA.IM.E.093
K5 D EN(F—FiE 30°C)/ 14728 daN 14728 daN
Take-off (5 min)* (33110 Ibs) (33110 Ibs)
(Flat rated 30°C)
W KIEG(G—HE 25°C)/ 14581 daN 14581 daN
Maximum continuous (32780 Ibs) (32780 Ibs)

(Flat rated 25°C)

HLAE I W /Approved Oils

Service Bulletin
PW1000G — 1000 — 79 —
00 — 0002 - 00A - 930A —

D

Service Bulletin
PW1000G — 1000 — 79 —
00 — 0002 - 00A - 930A —

D

A321-251N, -252N, -253N, -251NX, -252NX, 253NX
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R Engine LEAP-1A32 LEAP-1A33/-1A35A | LEAP-1A30
E00089EN (FAA) E00089EN (FAA) E00089EN
EASA.E.110 EASA.E.110 (FAA)
¥ ¥./Data sheets EASAE.11
0
(S B (F—HE 30°C)/ 14 305 daN 14 305 daN 14 305 daN
Take-off (5 min)* (321601bs) (321601bs) (321601bs)
(Flat rated 30°C)
B RNIES(G—HiE 25°C)/ 14 096 daN 14 096 daN 14 096 daN
Maximum continuous (316901bs) (316901bs) (316901bs)
(Flat rated 25°C)
HEHE R 0/ Approved Oils SB LEAP-1A S/B SB LEAP-1A S/B SB
79-0001 79-0001 LEAP-1A
S/B 79-0001

3.12.1 &4it#ERII24T/Approved Operations

1z Mk iZ 1T/ Transport commercial operations

3.12.2 HABFR#H/Other limitations

SEREIRIE F IR 2 WG T EASA EHER) KL AT

For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. B K % F B/Maximum Certified Masses (Kg)

A321-111/A321-112

- 000 002 003 004 005 006 007 008
VAERI%;;\IT (BAS| (MOD | (MOD | (MOD | (MOD (MOD (MOD | (MOD
IC) 24178) | 24899) | 24308) | 25649) | 26600*) | 26888) | 30334)
RNIEITHE/ -
Max. Ramp 400 83400 | 85400 | 78 400 | 83400 78 400 80400 | 89400
Weight
RN K E R/ 03
Max. take-off 000 83000 | 85000 | 78 000 | 83 000 78 000 80 000 | 89 000
weight
%i%%gg/ 7 74500 | 74500 [ 73 500 | 75 000 74 500 73500 | 75500
Max. landing | 500
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weight
NS TN 6
2/ Max. zero 500 70500 | 70500 [ 69500 | 71 000 70 500 69 500 | 71500
fuel weight
BN/ 47
Minimum 47500 | 47500 | 47 500 | 47 500 47 500 47500 | 47 500
weight 200
A321-131
000 002 003 004 006 007 008
3 7 /VARIANT (BASI (MOD (MOD (MOD (MOD (MOD (MOD
O) 24178) 24899) 24308) 26600%) 26888) 30334)
E%jw%ﬁéii/ 83400 | 83400 85400 78 400 78 400 80 400 89 400
Max. Ramp Weight
RNE KEE
/Max. take-off 83000 | 83000 85 000 78 000 78 000 80 000 89 000
weight
R i
Max. landing 73500 | 74500 74 500 73 500 74 500 73 500 75 500
weight
CFNE SR
Max. zero fuel 69 500 | 70500 70 500 69 500 70 500 69 500 71 500
weight
i %/J\EE/_ 47500 | 47500 47 500 47 500 47 500 47 500 47 500
Minimum weight

1 BE/Note:

£ A321-100 5 KA L5 006 = H AR &2 th Ak T3 003 5 B AR &, Bl g1 4E T35 000 5 5 5 A8 8 T 4 30310
A7 Y SE 5 26600 FiTE o

On the series A321-100, Weight Variant 006 is defined either by mod 26600, building up on Weight Variant 003, or mod
30310, building up on Weight Variant 000.
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A321-211/A321-231

000 001 002 003 004 005
A5 B /VARIANT (BASIO) (MOD (MOD (MOD (MOD (MOD
28960) 28721) 31613) 31614) 31615)
RORIATE &/
Max. Ramp 89 400 93 400 89 40 91 400 87 400 85 400
Weight
R E &/
Max. take-off 89 000 93 000 89 000 91 000 87 000 85 000
weight
AR/
Max. landing 75 500 77 800 77 800 77 800 75 500 75 500
weight
PN TN
Max. zero fuel 71 500 73 800 73 800 73 800 71 500 71 500
weight
SZNEN Y]
R 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
006 008 010 011
A5 B /VARIANT (MOD (MOD (MOD (MOD
31616) 31618) 31321) 32456)
i NI AT 1/ Max. R 80 400
BORATELR Max. Ramp 83 400 85 400 93 900
Weight
i K K HE B/ Max. take-off 80 000
BKE CER/ Max. take-o 83 000 85 000 93 500
weight
i 8/ Max. landi 73 500
BRI/ Max. landing 75 500 77 800 77 800
weight
i K AT B/ Max. fuel 69 500
BOCFIMER Max. zero fue 71 500 73 800 73 800
weight
/N B/ Minimum weight 47 500 47 500 47 500 47 500
A321-212/A321-213/A321-232
000 001 002 003 004 005
25 B /VARIANT (BASIC) (MOD (MOD (MOD (MOD (MOD
28960) 28721) 31613) 31614) 31615)
i NI AT B/
BRAT " 89 400 93 400 89 40 91 400 87 400 85 400
Max. Ramp Weight
Xt - 89 000 93 000 89 000 91 000 87 000 85 000
Max. take-off weight
i H i/
Wﬁ%% - 75 500 77 800 77 800 77 800 75 500 75 500
Max. landing weight
BRNEBRMER/ | 71500 73 800 73 800 73 800 71 500 71 500
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Max. zero fuel
weight
_ B?‘/J@%/, 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
006 007 008 009 010 011
AR 10/VARIANT (MOD (MOD (MOD (MOD (MOD (MOD
31616) 31617) 31618) 31619) 31321) 32456)
X Yﬁﬁiif/ 83 400 83 400 84 000 78 400 85 400 93 900
Max. Ramp Weight
O R EE/
Max. take-off 83 000 83 000 80 000 78 000 85 000 93 500
weight
e KHEREE/
Max. landing 75 500 73 500 73 500 73 500 77 800 77 800
weight
PN
Max. zero fuel 71 500 69 500 69 500 69 500 73 800 73 800
weight
, B,%/J@%, 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
A321-271N, -272N, -251N, - 252N, -253N
AZAK/VARIANT |50 (MOD | 51 (MOD | 52 (MOD | 53 (MOD | 65 (MOD | 67 (MOD | 70 (MOD
161448) | 161555) | 161556) | 161557) | 158247) | 158249) | 161735)
BNHATHER/ 89400 | 89400 | 93900 | 93900 | 90900 | 90400 | 80400
Max. Ramp Weight
RO CEHER/ 89000 | 89000 | 93500 | 93500 | 90500 | 90000 | 80000
Max. take-off weight
RHREHEE/ 77300 | 79200 | 77300 | 79200 | 79200 | 79200 | 71500
Max. landing weight
= PNES SIS 73300 | 75600 | 73300 | 75600 | 75600 | 75600 | 67000
Max. zero fuel weight
Minimum Weight # /> 5 f5/:
A321-271N/ - 272N 46 300
A321-251N/-252N/-253N 46 600
A321-27INX / -272NX / -251NX / -252NX/ -253NX
AF{L/VARIANT 50 51% 52% 53% 56 65 70% 71%*
#HE/WEIGHT (Kg) | BASIC | (MOD | (MOD | (MOD | (MOD | (MOD | (MOD | (MOD
(MOD | 161555) | 161556) | 161557) | 158238) | 158247) | 161735) | 160287)
161448)
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BRI AT HL R /Max. 89400 | 89400 | 93900 | 93900 | 92900 | 90900 | 80400 | 97400
Ramp Weight
BOKHE K H R /Max. 89000 | 89000 | 93500 | 93500 | 92500 | 90500 | 80000 | 97000
Take-off Weight

e K il B 5 /Max. 77300 | 79200 | 77300 | 79200 | 77300 | 79200 | 71500 | 77300
Landing Weight
BREBRIMEE/Max. | 73300 | 75600 | 73300 | 75600 | 73300 | 75600 | 67000 | 73300
Zero Fuel Weight

4L /VARIANT 72%
#H5/WEIGHT (Kg) | (MOD
160288)
RKIEATERE/Max. | 97 400
Ramp Weight

O K EE/Max. | 97 000
Take-off Weight
R E R/ Max. | 79 200
Landing Weight

B KPR E R/ Max. | 75 600
Zero Fuel Weight

VERE/Notes:

* 20 )AL (RN AT 32 45 B B0 A o ) i A B B3R Ak — [ ¥ E/W'V opttion certified concurrently with the basic WV
at the time of the model’s approval

/)N B #/Minimum Weight:

A321-27INX/-272NX 46 300 Kg
A321-251NX/-252NX/-253NX 46 600 Kg

3.14. E.JER/Center of gravity range

LA HLHER) L KATF M. / See approved Airplane Flight Manual.

3.15. E#E/Datum

0.0 ¥5hz, 7T ALK AT T 2.540 K
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Station 0.0, located 2.540 meters forward of airplane nose

3.16. PSR F5%/ Mean Aerodynamic Chord (MAC)

4.1935 K/meters

3.17. JKFJ5 %/ Levelling Means

LA AN 3 A TR AT -

The A/C can be jacked on three primary jacking points.

Z: WE I ) EASA v ) = B R -t

See the appropriate EASA approved Weight and Balance Manual

3.18. B/ ¥4THL4/Minimum Flight Crew

2 {7254 51/2 pilots

3.19. B KRB KR /DB LA/ Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

TREW T2 ERRNF B (MPSC). MNAIEACHAY CH AT EANE O UL 2 E EK
wNF LA N KL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thecorresponding cabin
configuration (exit arrangement and modifications) and the associatedminimum numbers of cabin crew members used

to demonstrate compliance with thecertification requirement:

7 FEEN e R R HARHLL Cabin
Passenger Seating Capacity & Cabin Configuration crew

230 (C*-C-C-C*, Mod 157272)

220 (C-C-C-C)

200 (C-C-C-C)

200 (C-I-1-C)

200 (C*-(III-I1)"-0-C*, mod Mod 160908 )

244 (C*-(III-IT)*-C-C*, mod 160766) )

180 (C-(III-IM)*-0-C, mod 1609082 and 162227)

235 (C-(ITI-I)*-C-C, mod 160766 ) and 162227)

224 (C*-(0-II)*-C-C*OrC*-(I11-0)"-C-C*, mod 160906)*))
200 (C-(0-I1I)*-C-C Or C-(I1-0)*-C-C, mod 160906 and
162227)

204 (C-(0-I11)*-C-COr C~(I11-0)*-C-C, mod 160906»® and | 5

162227)
169 (C*-(0-I11)*-0-C*OrC*-(I11-0)*-0-C*, mod 160907*®) | 4

EEN IV, I RV, T B R N Y SN RN Y
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149 (C-(0-1I1)*-0-C Or C-(I11-0)*-0-C, mod 16090723 and | 3
162227)

R/ Note:

1.CH*R 2 I £ 157272 IR PERE R 2 [11/C* is the over-performing exit according to modification 157272

2.0 R~1Z1 14/ 0 is a plugged door

3. C*#&H ESF D-09 i G ¢ AU 1, (II-ID)* or T2 i1 ESF D-13 B %€ R MERE I 24 H 0 (A
HOEEAH 1) C* is the overperforming Type C as defined by ESF D-09 and (III-III)" or III* are the
overperforming Type III (double or single) as defined by ESF D-13

Jir B K25 AR 220

The original maximum passenger seating capacity is 220.

SR 157272 458 R 25 RO 220 39 NE) 230, XEEHCREHIE | — MBI R B (LOPAD, {HA
P SRT LA 22368 220 Nty (AL HE . IR ACAT )R 75 2 3 ANt E, FZ 230 AL,

The Modification 157272 enables the maximum seating capacity to be increased from220 up to 230. This
modification defines a virtual envelope of the Layout ofPassenger Accommodations (LOPA) and does not constitute
an authorization for theinstallation of seats in excess of 220. A separate approval is needed for theinstallation of the
individual customized cabin layout and the necessary cabinadaptations up to 230 seats.

FEEA 160908 1758 K2 HERCN 2000 IXEEHCRME | — MEMRI AR EL (LOPA), {EARIEIT LA
FGETE 200 S EERTHOHEAE . SRR AGAT R T EE S AN HE, B2 200 4N EEAL.

The modification 160908 enables a maximum seating capacity of 200. This modification defines a virtual envelope of
the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of seats
up to 200. A separate approval is needed for the installation of the individual customized cabin layout and the
necessary cabin adaptations up to 200 seats.

T 160766 1158 K75 FEEU 220 S NE 244 IXEEHCREHAE | — MBI R EIEL (LOPAD, {HA
Rl T A 223580 T 220 Ak HOHEAE . SR B AGAT R 7 S AN AE, % 244 ANREAL

The modification 160766 enable the maximum seating capacity to be increased from 220 up to 244. This modification
defines a virtual envelope of the Layout of Passenger Accommodations (LOPA) and does not constitute an
authorization for the installation of seats in excess of 220. A separate approval is needed for the installation of the
individual customized cabin layout and the necessary cabin adaptations up to 244 seats.

TP 160906 1155 K2 FERICN 2240 IXEEHCRIE | — MM R EL (LOPA), {EARIEATEAZ
AT 224 AN PRATAIEHE. PR EACAT R S AN, e 224 N RAL

The modification 160906 enables a maximum seating capacity of 224. This modification defines a virtual envelope of
the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of seats
up to 224. A separate approval is needed for the installation of the individual customized cabin layout and the
necessary cabin adaptations up to 224 seats.

TP 160907 (755 K HERCN 169, IXEEHCRME | MEMN A RN EL (LOPA), {EARIEAT LA
BOEIT 169 A PEAR HOHEHE. PRI ARAT R 7 E AN HERE, &2 169 AL

The modifications 160907 enable the maximum seating capacity of 169. This modification defines a virtual envelope
of the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of
seats in excess of 169. A separate approval is needed for the installation of the individual customized cabin layout and
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the necessary cabin adaptations up to 169 seats.

T 162227 2w AEAE R

The modification 162227 installs a narrow slide.

Lt MOD153648 “¥e /i B — Wik — AT ZBRATERZM N WG, P TP A REREeRE
T, BRARSHE 53 AR B S ks R Bt BR 1) o

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

3.20. 17ZMR/HEM/Baggage/Cargo compartment

For A321-111/-112/-131/-211/-212/-213/-231/-232/-271N/-272N/-251N/-252N/-253N

e/ B E AT/
CARGO MAXIMUM LOAD
COMPARTMENT (kg)
Fl/Forward 5670
Jr/Aft 5670
JE/Rear (H12%/bulk) 1497
For A321-27INX/-272NX/-251NX/-252NX/-253NX
e/ BRE AT/
CARGO MAXIMUM LOAD
COMPARTMENT (kg)
Fl/Forward 5670
J/Aft 5670
JE/Rear (H12%/bulk) 800

WAL B, S-S B (R R AN E &) W E &V FMCCHF4 5 : 00E080A0001/C1S) 1.10 #
o

For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00E080A0001/C1S Chapter 1.10.

3.21. HLE A% G/ Wheels and Tyres

A321-111/-112/-131/-211/-212/-213/-231/-232, VL4538 % No. SB A320 - 32 - 1007, / See SB A320 - 32 — 1007
forA321-111/-112/-131/-211/-212/-213/-231/-232

A321-271N/-272N/-251N/-252N/-253N/-271NX/-272NX/-25 INX/-252NX/-253NX. WLJj 5518 %, No. SB A320 -
32 - 1439/See SB A320 32 1439 for
A321-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-25 INX/-252NX/-253NX.

4. BT RS54 /Operating and Service Instructions
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4.1. KHL 4T F M/ Airplane Flight Manual (AFM)

EASA It A321 KB KATFH
EASA Approved Airplane Flight Manual for A321.

4.2. FFEEEHUSCAAE R ]

Instructions for Continued Airworthiness and Airworthiness Limitations

& fri PR 1/ Airworthiness Limitations

- (A318/A319/A320/A321 T4 KHLE AT FRHI(ALS)) 7330 1-2 AT 1-3 TATH, 4t TiE ML 2 GFmiE
Pk B 1 15T H
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
approved Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 A4 KHLEMIMEBRFIALS)Y FIEE 2 203, AL 7 @& A A 4545 22 FR PR A1 3 H .

Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the
A318/A319/A320/A321 approved Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 AL KHUEMTHEFRFIALS)) RIES 3 srrh, #2405 T A o e 4E B ZR I H
Certification Maintenance Requirements are provided in the A318/A319/A320/A321 approved ALS Part 3 - CMR

(Certification Maintenance Requirements).

- (A318/A319/A320/A321 B KHLEMTIERBIALS)) 5 4 8k, $2ft 720 RG4EE (ASMD IR,
Ageing Systems Maintenance (ASM) limitations are provided in the A318/A319/A320/A321 approved
Airworthiness Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 B4 KHUEMTIEIRHIALS)) (58 5 Zriirh, B4 T HRTIE it B ) o
Fuel Airworthiness Limitations are provided in the A318/A319/A320/A321 approvedFuel Airworthiness
Limitations document (ALS Part 5).

- TR BN A321-211/-212/-213/-231/-232 KL, SEiE MOD 154881 43 38418 KA S HoA 3%
PERRHI (LoV) M\ 48,000FC/60,000FH 724 37,000FC/74,000FH (SEEIAHE) o
Note: For A321-211, -212, -213, -231, -232 models without sharklets, the embodiment of modification 154881
leads to change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to
37,000FC/74,000FH (whichever occurs first).

FHABFR#1/Other limitations

Z: L EASA Ht#ER) AT T
See EASA approved Flight Manual.

4.3. EEMFEF M/ Weight and Balance Manual (WBM)
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23 B LF A S/ Airbus Compliance Document 00ES80A0001/C1S

5. 3R /Notes

1. XFF A321-111 F1 A321-112, SEE 25199 /2 CHLEA 1B A2 BEiT 95 4% H B AR br i o
For models A321-111 and A321-112, modification 25199 is the minimum standard to be qualified for Cat I1IB
precision approach.
XHF A321-131, Bk 25200 A& CHLEAT TIB A 23 B3 00 Bk bf
For models A321-131, modification 25200 is the minimum standard to be qualified for Cat IIIB precision approach.

A321-211/-212/-213/-231/-232 H.4% TIIB A& %7 %
A321-271N/-272N/-251N/-252N/-253N "KL 223 161765 HIBTHEE R, PASCRR B K& ki .
A321-211/-212/-213/-231/-232 are qualified for Cat IIIB precision approach.
For A321-271N/-272N/-251N/-252N/-253N/25 INX/-252NX/-253NX/-271NX/-272NXmodification 161765 shall be

installed to enable for Cat I1IB precision approach.

2.2 S ITR/EL 3 ST TR RGN I R,

For

A321-111/-112/-131/-211/-212/-213/-231/-232/-271N/-272N/-251N/-252N/-253N/-27 INX/-272NX/-25 INX/-252
NX/-253NX DOOR 2 and/or DOOR 3 may be derated to Type III.

3.A321-111. A321-112. A321-131. A321-211. A321-212. A321-213. A321-231. A321-232 KT CCAR-26
FIRAT A [2012]30 5 3L (CAO No 2012-30) fFF &M CHfiA.
For A321-111, A321-112, A321-131, A321-211, A321-212, A321-213, A321-231, and A321-232, compliance
findings have been addressed for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.

B4 Bog (BHl: A319 RF)

SECTION 4 DATA (Models: A319 SERIES)

1. 7= RE5 A #E#E H 3H/Model and Approval Date

#5] MODEL |Hi5HH#] APPLICATION DATE kv H A )
Approval Date category
A319-111 1992406 A 17 HJune 17 1992 199642045 10 H April 10 1996 [z %254 4% #%/Transport
Category Aircraft
A319-112 19924206 H 01 H June 01 1992 19964£04 H 10 H April 10 1996 i #2554 #%/Transport
Category Aircraft
A319-115 19984F09 H 14 H September 14 19981999407 H30H July 30 1999 i@t 25 2%/ Transport
Category Aircraft
A319-131 19924£06 A 17 H June 17 1992 1996412 F 18 HDecember 18 & #2445 #%/Transport
1996 Category Aircraft
A319-132 19924£06 A 17 H June 17 1992 1996412 F 18 HDecember 18 & #2445 #%/Transport

116 1 177



RS\ AT IE$E B/ Validation of Type Certificate Data Sheet

iR {X/Revision: 23

1996 Category Aircraft

A319-133 19984F:09 H 14 H September 14 1998 [19994F07 H30H July 30 1999 [z ¥ 2 2% #%/Transport
Category Aircraft

A319-151IN 2013412 H 18 HDecember 18 2013 20184F12 H 14H December 14 iz 2 25 48/ Transport
2018 Category Aircraft

A319-153N 2018412 H 04 HDecember 04 2018 20194F05 H 20 HMay 20 2019 [z %25 2 #%/Transport
Category Aircraft

A319-17IN 2014411 H30HNovember 30 2014 2019411 H 29 HNovember 29 [iz 425 45 %%/ Transport
2019 Category Aircraft

VERE: X 2005 4F 12 A 21 HETAEFERY A319 BUKHL, vEE RATUR MR KRS 54&E (DGAC-F TC 180) /3%

FFA R

Note: For A319 produced before the 21st of December 2005, DGAC-F TC 180 remains a valid reference.

VR XHT 2007 4 12 A 04 HETAE = H R E ) A319-111/-112/-115/-131/ -132/-133 BU kML, T EERSD

MR RS0 AIE (VTC 085A) MR3FH 3%

Note: For A319-111/-112/-115/-131/-132/-133 produced and exported before the 04 of December 2007, CAAC-VTC

085A remains a valid reference.

FRARE 2R 21.101 2517 A 2% 25K B 24/Significant Product Level Changes i.a.w. 21.A.101:

7= i 2% B K ¥ % /Significant
Product Level Changes

& F #£/A pplicability

e B 3
Approval Date

MOD 160500 issue 4

A319-111/-112/-115 (A 4% Cl/excluding CJ)

2013 45 H 28 H/May 28, 2013

MOD 160500 issue 5

A319-112 (CJ), A319-115 (CJ),
A319-131 (PAX), A319-132 (PAX and CJ),
A319-133 (PAX and CJ)

2013 4 9 H 6 H/September 6,
2013

MOD 157777 issue 1

A319-111/-112/-115/-131/-132/-133

2015 4 3 A 13 H/March 13,
2015

MOD 160080 issue 2

A319-111/-112/-115/-131/-132/-133 (BIHFEA S

2015 4 12 A 17 H/December

Hl/including CJ) 17,2015
MOD 161004 issue 1 A319-15IN 2018 4F 12 A 14 H/ December
14,2018
MOD 165511 issue 1 A319-153N 2019 4 5 H 20 H/ May 20,
2019
MOD 161001 issue A319-17IN 2019 4F 11 A 29 H/ November

292019

2. AV e BRI 2K HE/ Certification Basis and Production Basis

CAACIHIIA ] 52 FE Al HEASA 1) 7 52 FE AT CA ACH B INEE AR S A2 R o
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.

2.1 EASAH EZER/EASA Certification Basis
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2.1.1. B iEHERKZS% H#/Reference Date for determining the applicable requirements

AIRBUS INDUSTRIE A E7 1992 4F 6 H 17 H LM BRI (AVEA-410.0122/92)%f A319 YHLHIE 1 A% 5 .
AIRBUS INDUSTRIE has applied for A319 certification on June 17, 1992 by letter AI/EA 410.0122/92.

2.1.2. BAIKEN 4 HEL S A RAESIE B9 5 /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

Jii% [ TCDS DGAC no. 180 #% EASA TCDS A.064 # X
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BAIHIEN 24 )5 8 & Z AL/ Initial Airworthiness Authorty Certification Basis

R Frid/See below

2.1.4. EASAEMIE R/EASA Airworthiness Requirements

A TANE A319 BRI EAK% B AL . FERE— D) A319 RGBSR R E RS, Y E R e
SR ELE .

Hereafter are listed the certification bases for the different A319 models. The amendments made to a particular
basis at the occasion of further A319 model certification are identified per model.

JAA 18 58 SR SE AE 1996 4 3 3 21 H ¥ CRI G4001 Issue 4 1:
The applicable Joint Certification Basis defined in CRI G4001 Issue 4 dated 21/03/96 is:

2.1.4.1 BRINELA T 2s 26450 JAR2S #6281 IXIEIT HR/JAR 25 Change 11

- BB 43 #BF& 4 except Subpart BB,

- ITE E AR B SR B 4 M except all National Variants,

- BTATAERRWHLHDE R (BRE IS SRR MR RIH, B 7 & JAR2S #HI %R 25 13 Ik
EAT I & LIRS BT 90/1 5% 91/1 4B 14t
except, due to the application of the procedure for establishing the Joint Type Certification Basis for derivative large
aeroplanes, the following JAR 25 paragraphs which are upgraded at Change 13 and eventually amended by Orange
Paper 90/1 or Orange Paper 91/1:

25X 20 25.253

25.107(d) 25.365 amended by OP 91/1
25.121 25.807(c) amended by OP 90/1
25.125 25.812(¢)

25.143(f) 25.857(d)(6)

25.207

- HITIEFEAT & NPA 25-C205 S0, BRETHEES 13 BT IFLURS 30T 91/1 B IEA R ik 263 Ah
except, due to the Elect to Comply with NPA 25-C205, the following JAR 25 paragraphs which are upgraded at
Change 13 and amended by Orange Paper 91/1:
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25.305 25.349 (b)
25.321 25.351
25.331 25.365 (e)
25.333 25.371
25.335 (d) 25.373
25.341 25.391
25.343 (b) (1) (ii) 25.427
25.345 (a) and (c) 25.571 (b) (2)

- HTIEBFA SC-F11 f1 SC-S79 & F &M, MR Fid4ak:
except, due to the Elect to Comply with SC-F11 and SC-S79, the following deleted paragraphs:

25x131 25x135
25x132 25x1588
25x133

- TR JAR25 ¥R O TR A 13 MBI IF 1 SC-F11 1 SC-S79 & IE:
the following JAR 25 paragraphs upgraded at Change 13 and amended by SC-F11 and SC-S79:

25.101 25.115
25.105 25.735
25.109 25x1591
25.113

- WURAE A319 KL ESEHi Sk 153945, Nk s&a0lnd B AT &THE] CS25 2 11 2 1E 5 KT
if modification 153945 is embodied on A319 aircraft, the following paragraph is upgraded at CS25 amendment 11
due to an Elect-to-Comply:

25.813(c)(2)(ii)

2.1.4.2 BREHE KB AWO HIEE 1 BB ELHRIRRE W EEIE B0 N (Y | Sh A Bl AE 4T 25K .
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.43 ETOPS:

TR KHLIEFLIZAT, &R AR ZE A ETE AMC 20-6 (ZHIKAGIE AMJ 120-42/IL 20 1)LLK A319
ETOPS CRI H1:

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6 (as
initiall published in AMJ 120-42/IL 20) and A319 ETOPS CRI:

CRIG4006 ETOPS
CRIG4007  ETOPS - — KA TAEKHii% /One engine inoperative cruise speed.

2.1.44 XTHARG, FEEREHLHE 106 SIEIERKFRISEEBAHTIE 25.772@) N (c) LI 25.795, &
M. CRIEI12 $E5afR 2 GERI B BT
For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
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CRI E12 — Reinforced Security Cockpit Door

2.1.4.5 X MOD 160500 & /N3l MOD 160080 fif /N3 5%, J#id CRIA-0001-001 211 & & £:fifl.
Certification basis revised for MOD 160500 “Sharklet” and MOD 160080 “Sharklet retrofit” by CRI A-0001-001.

CS 25 Amdt 8 for

§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 §25.483
§25.117 § 25.485

§ 25.147 §25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)
§25.235 § 25.581

§ 25.251 § 25.601

§ 25.301 § 25.603
§25.302 § 25.605
§25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) §25.613

§ 25.321(a)(b)(c)(d) §25.619

§ 25.331(a)(b)(c) §25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)

§25.337 § 25.631

§ 25.341(a)(b) § 25.651
§ 25.343(a)(b) § 25.683
§ 25.345(a)(b)(c)(d) §25.899
§ 25.349(a)(b) amended by SC A-2.2.2 for § 25.903(d)(1) (see CRI E-39 for
25.349(a) interpretative material)
§ 25.351 § 25.1385
§ 25.365(a)(b)(d) §25.1387
§ 25.367 §25.1389
§ 25.371 §25.1391
§25.373 §25.1393
§ 25.391 § 25.1395
§ 25.393(b) § 25.1397
§ 25.427 § 25.1401
§ 25.445 § 25.1505
§ 25.457 § 25.1511
§25.459 § 25.1515
§ 25.471(a)(b) § 25.1527
§25.473 § 25.1587
§ 25.479(a)(c)(d) amended by SC A-2 for § §25.1591
25.479(a)
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CS 25 Amdt 2 for
§25.253

JAR 25 Chg 15 for
§ 25.1517

JAR 25 Chg 14 for

§ 25.21 amended by A318 SC F5001 (for b)

§ 25.101 amended by SC F11/S79

§ 25.103 replaced by A318 SC F5001

§ 25.105 amended by SC F11/S79

§ 25.107 amended by A318 SC-F5001

§ 25.109 amended by SC F11/S79

§25.111

§ 25.113 + OP96/1 amended by SC F11/S79

§ 25.115 amended by SC F11/S79

§ 25.119 + OP96/1 amended by A318 SC
F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC
F5001 (for ¢ & d)

§25.123
§ 25.125 + OP96/1, amended by A318 SC
F5001

§ 25.143 + OP96/1, amended by SC F3, F7 &
F8

§ 25.145 + OP96/1

JAR 25 Chg 11 for

§25.671

§ 25.672

§25.1001

§25.1301

§ 25.1309

§ 25.1419 amended by AMC-F14

R A Bl Interpretative Material:

§ 25.149 + OP96/1

§ 25.171 replaced by SC-F5004

§ 25.173 replaced by SC-F5004

§ 25.175 replaced by SC-F5004

§ 25.181

§ 25.201 + OP96/1, replaced by SC-F5001
§ 25.203 + OP96/1, replaced by SC-F5001
§ 25.207 amended by SC-F5001

§ 25.231

§25.233

§25.237

§ 25X261
§ 25.1533

§ 25.1581

§ 25.1585(a)

CRI E-39 K EHLE: T IEH.%8 K 2/Uncontained Engine Rotor Failure

TR JEORIE M T8 — RO RV E AT R AR 2K

Note: The original Interpretative material applicable to each model remains effective.

AIEEZ IR & J77E / Acceptable Means of Compliance:
AMC F-14 Z50K51F T ) €47 /Flight in icing condition.

VR /Note:
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i MOD 160500 F1 MOD 160080 I5f, AMC F-14 113 F 1% M A321/A319/A318 #1 /B % A320.
AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500 and MOD 160080.

2.1.4.6 XfJ MOD 157777 “Max Pax” it CRI A-0001-006 1] & & £l .
Certification basis revised for MOD 157777 “Max Pax” by CRI A-0001-006.

LI /it CRIA-0001-006 21T (A7 & g /N B K A319-100 ) 8 5E ZEAi:
The certification basis is that of the A319-100 amended by the following:

CS 25 Amdt 15 for §25.23 §25.479(a)(c)(d)
§25.305(a)(b) §25.481(a)(c)
§25.321 §25.489
§25.331(a)(b)(c)(1) §25.801(d)
§25.341(a) §25. 803(c)
§25.351 §25. 807(g) amended by CRI E-4001 and
demonstrated through ESF CRI D-03
§25.473 §25.1529
ETOPS

AMC 20-6 Rev 1 5 E50KEAT TIBATHSRMEGE 8.6.(11), FUE T &EE/ N 1ok A

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 H15 AFM #h 78 HH 114 BE B A OC I BE % 8.£.(1) (iii), #E T ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).

T AZ R X 1K, ETOPS ZR I AMJ 120-42
AM]J 120-42 for ETOPS for non-affected areas.

TERE/Note:
X T 4146 ETOPS 56 iE (1) 8 8 244l (2 Il A320 CRI G1006).
This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI G1006).

2.1.4.7 X235 Halon B0 FRFK K S (CRID-GEN-AIRBUS-01) T BRI, 2% IR RO A2 %2
2R 17 SEIESKT [ CS25.851(a).(c) «

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.8 X TIE MBI RY(CRI E-3D)RIFTA L1, 5% B Ji 2 BRI A 2 AR 2R 0 52 IES/KT /1 CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)

2.1.49 A319-151N, -153N, -17IN )5 i€ £:fiili/Certification basis for A319-151N, -153N, -171IN

A319-151N, -153N, -171N 8 2 HAl  CRIA-0001-002 11T . 52520 X IR FNE R 2 W, CRI,

The certification basis for the A319-151N, -153N, -171N is revised by CRI A-0001-002. For the definition of the
affected areas and requirements please refer to the CRI.

CS 25 Amdt 15 for
§25.23 (a) (b) §25.951 (a) (b) amended by SC E-37
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§25.25 (a) (b)

§25.27
§25.101
§25.109
§25.113
§25.115
§25.117
§25.143(k)
§25.145 (a)
§25.147

§25.149

§25.161

§25.171 replaced by SAneo SC B-04
(Static
Longitudinal Stability and Low Energy

Directional, Lateral and
awareness)

§25.173 replaced by SAneo SC B-04
(Static

Longitudinal Stability and Low Energy

Directional, Lateral and
awareness)

§25.175 replaced by SAneo SC B-04
(Static

Longitudinal Stability and Low Energy

Directional, Lateral and
awareness)

§25.177 with subparagraphs (b) and (c)
replaced by SAneo SC B-04 (Static
Directional, Lateral and Longitudinal
Stability and Low Energy awareness)
§25.181

§25.201 replaced by SAneo SC B-01
(Stalling scheduled
speeds)

§25.203 replaced by SAneo SC B-01
(Stalling scheduled
speeds),

§25.231

§25.233

§25.235

§25.251

§25.301 (a) (b) (¢)

and operating

and operating

(Water/Ice in Fuel System), for pylon
area only.

§25.951(c) amended by SC E-37
(Water/Ice in Fuel System), for pylon
area only.

§25.952 (a) (b) (for pylon area)

§25.954

§25.955 (a)

§25.961 (a) (b)

§25.963 (a)

§25.969

§25.971 (a) (b) (c)

§25.981 for pylon area only

§25.993 (a) (b) (c¢) (d) (e) for Engines
and Pylon area only.

§25.994 for fuel system component in
the pylon and powerplant system area
§25.995 for engine and pylon areas only
§25.997 (a) (b) (c¢) (d)

§25.999 (a) (b)

§25.1001

§25.1011 (a) (b)

§25.1013 (a) (b) (¢) (d) (e) (D
§25.1015 (a) (b)

§25.1017 (a) (b)

§25.1019 (a)
§25.1021 (a) (b)
§25.1023 (a) (b)
§25.1025 (a) (c)
§25.1041
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§25.302 (for new or modified parts)
§25.303 (for new or modified parts)
§25.305 (a) (b) (c) (e) () (for new or
modified parts)

§25.307 (a) (d) (for new or modified
parts)

§25.321 (a) (b) (c) (d)

§25.331 (a) (b) (¢)

§25.333 (a) (b)

§25.335 (a) (®) (c¢) (d) (e) (H with
sub-paragraph (b) replaced by Legacy
SC B-14 (Design Dive Speed Vd) and
sub-paragraph (e) amended by Legacy
SC A-2 (Stalling speeds for structural
design)

§25.337 (a) (b) (c) (d)

§25.341(a)(b)(c)

§25.343 (a) (b) (for new or modified
parts)

§25.345 (a) (b) (¢) (d)

§25.349 §25.349(a) amended by SC
A-2.2.2.2 (b)

§25.351

§25.361 (a) (b)

§25.362 (a) (b) (for new or modified
parts)

§25.363 (a) (b)

§25.365 (a) (b) (c) (d) (e)(1) (for new or
modified parts)

§25.367 (a) (b)

§25.371

§25.373 (a) (b)

§25.391 (a) (b) (¢) (d) (e)

§25.427 (a) (b) (c) (d)

§25.1197(a)(b)

§25.445 (a) (b)

§25.457

§25.459

§25.471 (a) (b)

§25.473 (a) (b) (¢) (d) (e)

§25.479 (a) (c) (d) amended by Legacy
SC A-2 for § 25.479(a)

§25.1043(a)(b)(c)
§25.1045 (a) (b) (c)
§25.1091 (a) (b) (c) (d) ()

§25.1093 (b)

§25.1103 (b) () (d)
§25.1121 (a) (b) () (d) (D) (g)
§25.1123 (a) (b) (c)

§25.1141 (a) (b) (c) (d) (e) ()

§25.1143 (a) (b) (c) (d) ()
§25.1145 (a) (b) ()

§25.1155 (a) (b) (¢) (d) (e)

§25.1163 (a) (b) (c)
§25.1165 (a) (b) (c) (e) () (h)

§25.1167 (a) (b) (c)
§25.1181 (a) (b)
§25.1182 (a) (b)

§25.1183 (a) (b) (c)
§25.1185 (a) (b) (c)

§25.1187 (a) (b) (c) (d) (e)

§25.1189 (a) (b) (d) (e) (D)

§25.1191 (a) (b)

§25.1193 (a) (b) (c) (@) ()12
amended by SAneo SC E-45 (Engine
Cowl Retention)

§25.1193(e)(3) amended by SAneo SC
E-45 (Engine Cowl Retention)

§25.1195 (a) (b) (¢)

§25.1199 (a) (b) (c) (d) (e)

§25.1201 (a) (b)

§25.1203 (a) (b) (¢) (d) () (D) (2)
§25.1207 (a) (b) (c) (d)
§25.1305(a)(c)(d)

§25.1309 (for new designed systems)
amended by:
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§25.481 (a) (c) amended by Legacy SC
A-2 for § 25.481(a)

§25.483 (a) (b)

§25.485 (a) (b)

§25.489
§25.491

§25.493 (b) (¢) (d) (e)
§25.495
§25.499 (a) (b) (¢) (d) (e)

§25.503 (a) (b)

§25.507 (a) (b) (c)

§25.509

§25.511

§25.519 (a) (b) (c)

§25.571 (a) (b) (¢) (d) (e) (for new or
modified parts)

§25.581 amended by Legacy CRI
SE2004 (SC S75 — Lightning protection
indirect effects) for pylon and nacelle
areas

§25.601 (for new or modified parts)
§25.603 (a) (b) (c¢) (for new or modified
parts)

§25.605 (a) (b) (for new or modified
parts)

§25.607 (a) (b) (for new or modified
parts)

§25.609 (a) (b) (for new or modified
parts)

Legacy CRI SE2001 (SC S-76 — Effects
of external radiations upon aircraft
systems),

Legacy CRI SEl14 (SC S-76-1 -
Protection from the effects of HIRF)

§25.1316 (a) (b) (c)

§25.1337 (a) (c) (d)

§25.1353 (a) (b) (for engine and pylon
areas)

§25.1355 (¢)
§25.1357 (a) (for
systems)

§25.1401 (b)
§25.1403

§25.1419 (a) (b) (¢) (d) (e) () (g) (h) for
engine air intake protection

§25.1431 amended by

Legacy CRI SE2001(SC S76 - Effects of
external radiations upon aircraft systems)
Legacy CRI SE14 (SC S76-1 -
Protection from the effect of HIRF)

For newly designed equipment only
§25.1438  (for
equipment)
§25.1459 (a) (b) (c) (d) amended by
Legacy CRI S72 (HC-S72 - Flight
recorders)

§25.1461 (a) (b) (c) (d) For newly
designed equipment

§25.1501(a) (b)

§25.1503

newly designed

newly  designed

§25.1507

§25.1511
§25.1513

§25.1515

§25.1517

§25.1519
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§25.611 (a)

§25.613 (a) (b) (c) (d) (e) (f) (for new or
modified parts)

§25.619 (a) (b) (c¢) (for new or modified
parts)

§25.623 (a) (b) (for new or modified
parts)

§25.625 (a) (b) (c¢) (d) (for new or
modified parts)

§25.629 (a) (b) (¢) (d) (e)

§25.631 (for new or modified parts)

§25.651 (for new or modified parts)
§25.671 (a) (b) (c) (d) amended by
legacy CRI F7 (SC F9 - Dual Control
System)

§25.731 (a) (b) (c)

§25.733 (b) (c) (d)

§25.777(1) Sub-paragraph (b) amended
by SAneo CRI B-03 (Motion and Effect
of Cockpit Control)

§25.779

§25.831 (a) (e)

§25.841 (a)

§25.851(b)(c)

§25.855(c)

§25.863 (a) (b) (c) (d)

§25.865

§25.867 (a) (b)

§25.869 (a) (b) (c)

§25.899 amended by Legacy CRI

SE2004 (SC S75 — Lightning protection
indirect effects), for Pylon and Nacelle

areas only

§25.901 (a) (b) (c) amended by

SAneo SC E-45 (Engine Cowl
Retention),

§25.903 (a) (b) (¢) (d) (e)

§25.1521 (a) (¢) (d)
§25.1525

§25.1527

§25.1531

§25.1533

§25.1535 (a) (b) (c)

§25.1549 (a) (b) (c) (d) amended by
SAneo ESF E-51 (Oil
indication)

§25.1551

§25.1553

temperature

§25.1557 (b)
§25.1581

§25.1583 (a) (b) (¢) (d) (¢) () (h) (i) (k)

§25.1585

§25.1587

§25.1591

§25.1593

§25.1701 (a) (b) (c) for engines and
pylon areas

§25.1703 (a) (b) (d) (e) for engines and
pylon areas

§25.1705 (a) (b) for engines and pylon
areas

§25.1707 (a) (b) (c) (d) (e) () (2) () (V)
(4) (k) (1) for engines and pylon areas
§25.1709 (a) (b) for engines and pylon
areas

§25.1711 (a) (b) (c) (d) (e) for engines
and pylon areas

§25.1713 (a) (b) (c) for engines and
pylon areas

§25.1715 (a) (b) for engines and pylon

arcas

§25.1717 for engines and pylon areas
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§25.904

§25.933 (a)

§25.934 amended by SAneo ESF E-43
(Thrust Reverser Testing).

§25.939 (a) (c)

§25.943
CS 25 Amdt 13 for

§25.963(e) (1)
§25.963(e) (2) (applicable only for A319-151N)

CS25 Amdt 8 for
§25.683 (b)

CS 25 Amdt 2 for:

§25.21 with sub-paragraph (b) added by
SAneo SC B-01 (Stalling and Scheduled
Operating Speeds)

§25.103 replaced by SAneo SC B-01
(Stalling and Scheduled Operating
Speeds)

§25.105

§25.107

§25.111
§25.119
§25.121

CS25 Amdt 1:

§25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:
§25.145 (b) (c)
§25.365 (€)(2), (e)(3)
§25.1423 (a) (b) (c) (d) (e) () (g)
§25.1583 (j)

§25.1719 for engines and pylon areas
§25.1723 for engines and pylon areas
§25.1725 (a) (b) for engines and pylon
areas

§25.1727 for engines and pylon areas
§25.1731 (a) (b)

§25.123

§25.125

§25.143

Sub-Paragraphs (j), (k), (I) added by
SAneo SC B-03 (Motion and Effect of
Cockpit control), Sub-paragraph (h)
added by SAneo SC B-07 (Flight
envelope protection), Sub paragraph (i)
added by SAneo SC B-08 (Normal Load
factor limiting System).

§25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating
speeds).

§25.237

§25.253

§25.1419
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JAR 25 Chg 13 for

§25.365 (f) (2)
§25.735 (a) (f) (g) (h) amended by

Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)

Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)

§25.853(a) (1)

JAR 25 Chg 12 for

§25.853(c)

JAR 25 Chg 11 for

§25.561 (a) (b) (c)

§25.563
§25.672 (a) (b) ()

§25.677 (b)
§25.703 (a) (b) ()
§25.721 (a) (b) (c)

§25.729 (b) (c) (d) (e) ()
§25.735 (b) (c)
§25.771 (e)

§25.1337 (b)
§25.783 (a) (b) (c) (¢) (D) (g)

§25.791

§25.801
§25.807 (a) (b) () (d)
§25.809 (a) (b) (c) (d) (e) (D)

§25.843 (a)

§25.853 (a)

§25X899 amended by Legacy CRI
SE2004 (SC S75 — Lightning protection
indirect effects)

§25.959

§25.963 (d) (e)

§25.967 (d)

§25.975 (a)

§25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems adaptations.

§25X1315

§25.994 for all areas except engine and
pylon areas

§25.1301

§25.1321 (d)

§25.1322 (a) (b) (c) (d) amended by
generic CRI D-0332-001 (Towbarless
Towing)

§25.1323 (a) (b) (¢)
§25.1325 (b) (d) (e)
§25.1329 (f) amended by:
Legacy CRI S30
Flight/Flight Management Functions),

(Automatic

§25.1351 (a) (b) (d) where (d) is
replaced by Legacy SC-S52 (Operation
without normal Electrical power)
§25.1353 (a) (b) (for all areas except
pylon and engine)

§25.1359

§25.1363 (a) (b)

§25.1419 (a) (b) (c) (d) amended by
AMC F-14 for all ATA300 areas except
Engine Air intake protection and Wing
ice shapes

§25.1431 (for system adaptations)
§25.1435 (a) (b) (c) (d)

§25.1457 (a) (b) (¢) (d) () (D) (2)

§25.1529 amended by SC H-01
§25A901 (c)

§25A939 (a)

§25A1521

127 1 177



A4S\ AT IFEYE B/ Validation of Type Certificate Data Sheet fix #X/Revision: 23

§25.981 for all paragraph except (a) (3) §25A1527
in all areas except engine and pylon
areas

2.1.4.10 X T22%E 160139“Fe 25 EARM BT HSE ) Bn], 7% R R BRI 22 42 JR 35 20 SBIERKF
1 CS25.791,
For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs

and placards” is installed.

2.1.4.11 XF T B0 2 % 5 I T 25 %2 42 JR W1 R CS-ACNS Subpart B Section 2 £i## 4 i %5 F1 Subpart D
ot 34 3 o Rz BEOR AL H RS2 [R178F SES 5l 3K 2 XAE(EU) No 1207/2011 3F 2014 4 9 H 26 H HH(EU) No
1028/2014 211 . (&%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.4.12 XF T 228 167577 Beit BEEI R, 23 % 1 B S WO T 2 22 42 Ry 26 22 5B IE 227K 1) 25.0795(a)(1)(2)
F125.0795(c)(3)(ii) -

For all models Airbus Elect To Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(c)(3)(ii) when modification
167557 is installed.

2.1.4.13 Xf+ %% MOD 166219 ELT-DT # &4 1) K HL: CS-ACNS % 3 i, E 7055 3 11
For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.

2.1.5. & F %44 /Special Conditions

2.1.5.1 Nk A320 BUKHL L KA, SIS FKA R E AR A319 B RALER B -

The following A320 Special conditions, Experience Related Conditions and Harmonization Conditions which are kept
for the A319:

$e7n: AE A320 HRA G R 2 SR VS A, il =R R R A T
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special
conditions were developed:

o FH A AT 2 W R BOURY 1Y) ELMER B i 22 2 IR A DA R BT HRFE

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

LR IGAH I LA X T A320 BRA A% LA, %[ NPA R/, TERRINEE A M2 A& Bl ki v id R O & R =
5 3
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when evolution
of JAR was in progress under the NPA procedure.

“WRRZEAT: XET A320 BRE AR O SRR R, 10 SR O- T B AN R KR U5 T 3R R B AR . 1% PR SRR AN
5 FAA/JAA TR AL 1% S ARVR
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common understanding
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with respect to National variant. This should not be confused with the FAA/JAA harmonised regulations.

(DGAC-F)SC-G17  i&1THX) K47/Operational proving flights
(CAA-UK)SC-G17 A H EHIIZ1T 1T /Operational flight before certification

SC-F3

SC-F4
SC-Fé6
SC-F7
SC-F8
SC-F9
SC-A.2.2.2.
SC-A.2.2.3.
HC-A45.
HC-A 4.6.
SC-S11
HC-S23
HC-S24
EC-S30
SC-S33
SC-S52
EC-S54
HC-S72
SC-S74
SC-S75
SC-S76

SC-S77

25 A ) - 2 B S R A 2R ) B AN

Cockpit Control - motion and effect of cockpit control

Y\ 17§ e e 74E/Static Longitudinal Stability

L [ 54 14 /Static Directional and Lateral Stability
AT ELZ R /Flight Envelope Protection

1E %5 % 4m7 A7~ PR #1]/Normal Load Factor Limiting
MEEEY\ R 4/Dual Control System

BB 23K /Design manoeuvre requirement

B IE i /Design dive speed

R 4 5 % 1F/Braked roll conditions

T 47 1) %% B /Speed control device

PR #5271 F1FHE Limit pilot forces and torques

% F#>F-{%/Standby gyroscopic horizon

VMO/MMO 5% (1552 )/VMO/MMO Warning (setting)
H 3l K4T & 4t/Autoflight system

H #h#fE 1) 2 4t/ Autothrust system

Jo1EH I IZ 1T /Operation without normal electrical power
28 MR 425 B /Circuit protective devices

“KATIL K A3 /Flight recorder

4k 1E# 4 45/Abnormal attitudes

N L4 (AJ4E20N) /Lightning protection indirect effects
HMERER ST RS

Effect of external radiations up on aircraft systems
2545 5 58 %M /Integrity of control signal

2.1.5.2 5T A319 #IiT L F 26 AT
The following Special Conditions developped for the A319:

SC-A2

SC-F1

SC-F11

SC-S79

SRV REE L (WL CRIA4002)

"Stalling Speeds for Structural Design " (see CRI A4002)

R TR € B AE A (L CRIF4001) (ML CRIF4001)

"Stalling and Scheduled Operating Speeds " (see CRI F4001)

I A L BE S AIAR SR RS, BN 4 (UL CRIF4012)

"Accelerate-Stop distances and related performances, worn brakes (see CRI
F4012)

MZEELR, S FAESE (IL CRI SE4003)

"Brakes requirements, qualification and testing " (see CRI SE4003)

2.1.5.3 %} A319, Airbus Industrie 2 FIEFFFA A321 B KM :
For A 319, Airbus Industrie has elected to comply with the following A 321 Special Conditions:

SC-Al

RGREERFAZ EAER (L CRIA4001)
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"Interaction of Systems and Structure" (see CRI A 4001)
SC-P1 AR H TFHEH] (L CRIP4001) /"FADEC" (see CRI P 4001)
SC-El i kK ARTE (UL CRIE 4005) /"Resistance to Fire Terminology" (see CRI E 4005)

2.1.5.4 XFAEM 1998 4 7 A 10 HLUSBHIHE CHrisidick WHLR SRR TH/E), £ %M IM-ST76
CHMEBER I X CHLR SR & H 2% SC/IM-S76-1 (CRI SE14) HUAX.
For any new application (new or modified aeroplane system and associated components) after July 10, 1998,
SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5A319 WV002 LK 1998 4 8 3 10 H g FEATEE— DAL SR HE, il % M2 1F HC-A.4.5 CRIZEIR
A PEERE MU R BIEE 14 IXIEMUH JAR 25.943(d) B (CRIAT).
For A319 weight variant 002 and for any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll
conditions) is superseded by JAR 25.493(d) at Change 14 (CRI A7).

2.1.5.6 X A319-115 Al A319-133 BUEHL, NIk JAR25 Hi%RIE S C DS BT 91/1 THRZES 14 kg
i
For A319-115 and -133 models, the following JAR 25 paragraphs and Special Conditions are upgraded at Change 14
and Orange Paper 96/1:

25.119(a)

25.121(d)/SC-F1 Appendix 3.
25.145(b)(c)

25.149(f)(g)(h)(i) and associated ACJ.

HA 545 “Go-around 554¢” (CRIF8) ] NPA 25B-261 H1 [ 463K /S AT REHEIL (M4 1A], 91 NIEH T35 3 4>
I FH 2T

This is introduced as Special Condition applicable to the "Third Rating", with a wording as close as possible to those
paragraphs of the NPA 25B-261 involving the Go-around rating (CRI F8).

2.1.5.7 FEIEE R S E e el e, g T NRE %M

The following special conditions have been developed post Type Certification:

SC H-01 KHLRGI SR ALE T H - EWIS (1 ICA (H 2010 4 5 HilgA:
RO
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

SC E-34 RiHEEAR ) HIC 45 & 1
HIC Compliance to Front Row Seating

SC E-13 Installation of inflatable restraints (optional)
SC D-0306 JE R AR AR TR 25k FE R (H 2010 4F 6 HEARD

Heat release and smoke density requirements to seat material
(applicable from June 2010)

SC P-27 AR BAR R St
Flammability Reduction System
NS E, W 2012 4F 1 H 1 H S E AT RIS 4% 0 Hh L A
WAHEAE P 2 bz i AR AT IAVE R IR R St (MOD 38062). i A
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SC-E10

SC F-0311-001

SC D-0322-001

SC D-0332-001

SC E-21

SC D-15

SC F-119

SC F-GEN-01

SC D-24

SC D-27

SC D-19

SC D-08

SC D-28

SC F-37

SC F-MULTI-04

MOD 38062 Jii, %ZRZGEALIREF 2R APIRES, IF HAURER
#& MMEL S 126 R AEAN B TARIRES FURIE . WERAE A318.
A319. A320 i A321 WHL L2227 MOD 38062 C(ififfita{E &
ZL(FTIS)), T RALIH 2 25-102 12 1E S /K11 25.981(a)MI(b) ] FR
Bt 25-125 BIES/KF ) 25 BME s MO NL DR 26-3 IBIES
K 26.33 2%

If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with
a fuel tank Flammability Reduction System (modification 38062).
This system shall remain installed and operative and can only be
dispatched inoperative in accordance with the provisions of the
MMEL revision associated with modification 38062. If modification
38062 (Fuel Tank Inerting System (FTIS)) is embodied on A318,
A319, A320, or A321 airplanes, the airplane is compliant with
paragraph FR Section 25.981(a) & (b) at amendment 25-102, Part 25
appendix M & N at amendment 25-125, and Section 26.33 at
amendment 26-3.

i ENAIEAT (HE 14,100 38R0 (L CRIEL0)

High altitude airport operations (up to 14,100 ft) (see CRI E10).
BFEEBIRFEC KA AT IdoR A

Flight Recorders including Data Link Recording

B i 3 HERT I 22 3 /nstallation of suite type seating

Jo#T A= 5| /Towbarless Towing

H UTAS K 4B /New UTAS Pitot Probes

KAT I TaxiBot #:1E/Pilot Control Mode TaxiBot
Operations

TRALR G AN 45 1 22 LR B

Security protection of Aircraft systems and networks

Ak 70 H A HL 7 1) 22 2% /Installation of non-rechargeable lithium

batteries

FEPERISET 2 2 R (%)

Installation of Airbags in the backrest of seats (optional)

LR RARMTE RG (3

Installation of Three Point Restraint & Pretensioner System

(optional)

FEBNAS AT IR PEBUE 248 (%)

Incorporation of Inertia Locking Device in Dynamic Seats (optional)

LR ROHAE A N TR 7e s i (ie3%)

Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

LA N R

Installation of oblique seats (optional)

FESATCOM M Z%3& FIATN

ATN over SATCOM

A 70 R R 2
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Rechargeable Lithium Battery Installations

2.1.5.8 i MOD 160500 F1 MOD 160080 [1fi%= #% 15 F 41
Special Conditions for aircraft equipped with MOD 160500 and MOD 160080

SC F-16 18 97 ) A% 1/ Static directional and lateral stability
A318 SC F-5001 IR TH A1) 5 1A £k 3 FE

Stalling and scheduled operating speeds
A318 SC F-5004 N Ii A R VA RE IR

Static Longitudinal Stability and Low energy awareness
A318 SC A-5003 BRI L

Design Dive Speed Vd

TR P AR RS T — RO R R R & R 2R DR A 2K

Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.9 A319-151N/-153N/-171N [%& FH %14
Special Conditions for A319-151N/-153N/-171N

B-01 IR AT JEE 1) DA P e 2
Stalling and Scheduled Operating Speeds
B-03 AR RN ST HZ B AR
Motion and effect of cockpit control
B-04 AL ) 7 5 R AR 1) i R A I e R R AT

Static Directional, Lateral and Longitudinal Stability and Low

energy awareness

B-07 AT LR
Flight Envelope Protection
B-08 V2 1m) Hfr R1 BRI R ¢
Normal Load Factor limiting System
E-37 BRI ARG 7KK
Water/Ice in Fuel System
E-45 KA R [ E
Engine Cowl Retention
F-13 BRI R SR R F R - AR
Fuel System Low Level Indication - Fuel Exhaustion
E-55* P R R
Fan Blade Loss

G %% CFM R PLI RS
*Only applicable to CFM models

2.1.5.10 LLF N A S 2 iR F 26 A tRad A T A319-151IN/-153N/-171N f) 32520 [X 35K
The following special conditions developed for previous models are also applicable to the A319-151N/-153N/-171IN

affected areas:

A2.22 BTHLBhER
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A-3001 (SC Al)

A-4002 (SC A2)

B-14

D-0332-001

E-48

F4012 (SC F11)

F7 (SC F-9)

H-01

P-27

S11

S30

S-33

S72 (HC-S72)

SE14 (SC S-76-1)

SE2004 (SC S-75)

SE4003 (SC S-79)

Design Manoeuvre requirement

ESRSET AR ER (S

Interaction of systems and structure

SER BT R

Stalling Speeds for structural design

anglipuBuyi

Design dive speed Vd

ToAr 25|

Towbarless Towing

RRuh A 2 4

Fuel Tank Safety

I R PR B FIAHOCHERE, RS 2

Accelerate-stop distances and relates performances, worn brakes
MERI RS

Dual Control System

KBRS R R ALE AT H - EWIS [ ICA

Enhanced Airworthiness Programme for Aeroplane Systems - [CA
on EWIS

MIAERR RS (BIA T RGNS R R 90
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)

BRI AR

Limit Pilot forces and torques

H 3 ¥ A7/ WATE B RE

Automatic Flight/Flight Management Functions

H 3l R 45

Autothrust system

AT ISR AR

Flight recorders

HIRF 50 R4

Protection from the effect of HIRF

N ERTE AN TR 25 D)

Lightning protection indirect effects
AZEEER L i BT

Brake requirements, qualification and testing

2.1.6. #%/Exemptions

BA #/No exemptions

2.1.7. {R=E/Deviations
MELK ] CPDLC F#if5 B AR Tk DMS9 Miiz(5 B (&%)

Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

ACNS-B-GEN-01
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2.1.8. SF3 R4 /Equivalent

safety findings

2.1.8.1 NAERIEIL L A KT ORI AL, LSRR CRI -

Equivalent Safety findings to the following requirements are granted, as documented in relevant CRIs:

JAR 25-783 (f)

JAR 25-807(c)(1)

JAR 25-813(c)(1)

JAR 25-933(a)(1)

JAR AWO 313

2.1.82 HiF S &

“fit[7” (I CRISM 4004 % AET1”, 5 A320 A1 A321 [RIFEISER%L
A CIRGUHET)

related to " Doors " (see CRI SM 4004 " Passenger doors " ; The same
Equivalent Safety finding was previously granted for A320 and A321).
“Jife 2 R T (W, CRI E 4001 1995 4F 12 A MUK JAA BUREA 1)
“HY TR

related to " Passengers emergency exits " (see CRI E 4001 " Exit
configuration "
1995).

“R A FH@EIE” (WL CRI E4105 A320 S:4(CRI E2105 2 3 FRO)MUK H
g« b T B s TED.

related to " Emergency exit access " (see CRI E 4105 " Type 11l over wing

issued on the basis of the JAA policy dated December

emergency exit access ", issued on the basis of A320 CRI E2105 issue 3).
“Je 1) FRGE” (W, CRIP4008 A320 JEfili(CRI P1002)ATA Hh i e 4
BNEE)

related to " Reversing systems " (see CRI P4008 " Thrust Reverser Auto
restow ", issued on the basis of A320 CRI P1002).

“BefiREIE b= (I CRISE 4005 “HAREL k& &)

related to " Minimum approach break-off height " (see CRI SE 4005 "
Minimum approach break-off height ").

fEREE AT, HE T N R 4

The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b)

fits A DRI BL B e % R 97 (2L CRI E-32), RIS L
A318. A319. A320 Bi# A321 KHLSEHE T MOD 150700 A1 37270
(A7 CLS #E151).37048 Fl 36985, "KL ML & K I 27 i “be
ZEUER, B 25-111 fBIEZ/KF) 14 CFR Part 25.856(b) (Z L
CRIE-18)
Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
only), 37048 and 36985 are embodied in production on A318, A319,
A320, or A321 airplanes, the airplane is compliant with Fuselage
Flame Penetration “Burnthrough” requirements addressed by
paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).

14CFR Part 25.856(a)  &FXT AR 1S 5 PHEAFR #E (CRIE18)

JAR 25.812(b)(1)(ii)

Improved flammability standards for insulation materials (CRI E18)
IBOROGH RS CTIRERAIME AL 7> 2% B D) (CRI E14) (Wlik
(ARED)
Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)
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JAR 25.811(f)

JAR 25.812(b)(1)(i)(ii)

JAR 25.785(c)

JAR 25.1443(c)

JAR 25.1441(c)

CS 25.795(a)(1)

CS25.811(e)(4)

CS 25.251(b)

JAR 25.1441(c)

JAR 25.1443(c)

RS RS RS (CRIEL6)

Emergency exit marking reflectance (CRI E16)

T s i 8%, BB OAR EME AL O H Hhr SR B AR CCRI
SE-42) (AL

Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

SRS LSRN T 18 A AT FEAT (CRI D-0329-001) (i
3

Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)

B/ MM R (CRIF-20) (%)

Minimum Mass Flow of Supplemental Oxygen (CRI F-

20) (optional)

PUHHE R ARG AR (CRIF-21) (%)

Crew Determination of Quantity of Oxygen in

Passenger Oxygen System (CRI F-21) (optional)

FE 25 A2 5 53 XIS I BN AR A

Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

F TRt bR i 2 E s Sk A br

Green Arrow and “Open” placard for Emergency Exit

Marking ( SE-63) (optional)

PRBNEHR X T RIS R 24T PEAEN

Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

FLAN RHERZ A ARG TR E

Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

Fez b Fe AR /N

Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3 745 MOD 160500 F1 MOD 160080 [fJfiii 4% #5 ) % 3 % 4>
Equivalent Safety Findings for aircraft equipped with MOD 160500 and MOD 160080

ESF F-19

H ARV SRR I RAT (§25.1419 (c))
Flight in natural icing condition (§25.1419 (¢))

VERE: JEORIE F T4 — R ) 45 Rk 2 A T AR PR A R

Note: The original ESFs applicable to each model remain effective.

2.1.84 A7 MOD 157777 W25 28 I R0 4
Equivalent Safety Findings for aircraft equipped with MOD 157777

ESF D-03

A PERE 12 H F/Over-performing Type I exit (CS25.807(g))
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2.1.8.5 EIXF A319-15IN/-153N/-171IN il 5 7 LA R S5k 4
The following Equivalent Safety Findings have been developed for the A319-151N/-153N/-171N

CS25.934, CS-E 890 E-43 RAEN

Thrust Reverser Testing
CS25.1549(a) E-51 MERNRNEE =N

Oil temperature indication
CS25.1181,CS25.1182  E-52 e DX A 3 ok X

Nacelle area adjacent to fire
CS25.997(d) E-49% SRl A

Fuel Filter Location
CS25.1181(a) E-44%% XU XA E KX

Fan Zone as non fire zone
8 FH 22 3% CFM R BIbLI 85
* Applicable to CFM models only
#2235 TAR RBILIKEL S
**Applicable to IAE models only

2.1.8.6. LT AZHIAL S HIE K ESF thid 1 T A319-151N, -153N, -17IN ({15250 [X 45k
The following ESF developed for previous models are also applicable to theA319-151N, -153N, -171N affected

areas:

JAR AWO 313 SE-4005 T 2R k& (MABH, B3
A319 KA BT 5wk
Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)
(issued for A319)

JAR AWO 236 SE-5005 T RIS AT i 2 5
Cat III operations - Excess Deviation Alerts

JAR 25.1441(c) F-21 WLAH B R B ARG nT A & (CRIF-21)
Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

14CFR Part E-18 384 5 ) 8 55 B FAA R BELIA s

25.856(a) Improved flammability standards for thermal /

acoustic insulation materials

2.2. B ER/Environmental Requirements

b BEARZH 2R B4 16 / ICAO Annex 16

Vol. I Part II M ESK / Noise Requirements
Vol. 11 Part I PRI HER / Fuel Venting
Vol. II Part III Chapter 2 HESHEH Y / Emissions

VERE: #3545 7E TCDSN EASA.A.064 H5E .
Notes: Further details are defined within TCDSN EASA.A.064
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2.3. PEEAMZ RN AR ZM/CAAC Additional Technical Conditions

PLFESRIER T A319-111. A319-112. A319-115. A319-131. A319-132. A319-133. A319-151N. A319-153N,
A319-171N: /The following requirements should apply to the A319-111, A319-112, A319-115, A319-131,
A319-132. A319-133 and A319-15IN. A319-153N, A319-171N:

N5 CCAR-26 # (iz%md KHLAFFERE AU 22 e RE ) 1IER . X TR K CCAR-26 HEHIAEMIZIT
A, A TC F5A NHR ML B Fod R A S 1k

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

MRHE CAAC ST CAO No. 2012-30, RERWIFF& (R Tafsl WHLAUKIRE a8 B 2R AR 25K,
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

i 5E P N IR ANE [ X bR 3 S me-URER (GB6537) HIME 2% F.
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet Fuel”
(GB6537) must be defined.

2.4 A2 4KHE/ Production Basis:

A FEYFATIES 5 : EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. FARKAEAE B PR #/Technical Characteristics and Operational Limitations

3.1. 511 X/Type Design Definition

3.1.1 A% E AL /Certificated models: A319-111
TR S ' AR K AL/Definition of reference airplane by doc:
AI/EA-A 413.0700/96 (00JOOOA0011/C21)
3.1.2 A% E AL /Certificated models: A319-112
IR S AH N KA L/Definition of reference airplane by doc:
AI/EA-A 413.0505/96 (00JOO0A0003/C21)
3.1.3 fRH/Reserved
3.1.4 & /Reserved
3.1.5 A% E B Ll /Certificated models: A319-115
T S AHR KL / Definition of reference airplane by doc:
AI/EA-A 413.1204/99 (00JOO0A0115/C21)
3.1.6 A% E ER / Certificated models: A319-131
IR S E AH N KA L/Definition of reference airplane by doc:
AI/EA-A 413.3250/96 (00JOO0A0131/C21)
3.1.7 A% BRI / Certificated models: A319-132
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TR E UAH R’ L/Definition of reference airplane by doc:

AI/EA-A 413.3300/96 (00JOO0A0132/C21)

3.1.8 G H ERL / Certificated models: A319-133
SISO SUFH R KA L/Definition of reference airplane by doc:

AI/EA-A 413.1205/99 (00JOO0A0133/C21)

3.1.9 A% E AL / Certificated models: A319-151N
IR E AH N KA L/Definition of reference airplane by doc:

00J000AS5025/C20

3.1.10 &% H e85 / Certificated models: A319-153N
IR S E AH N K AL/Definition of reference airplane by doc:

00J000A5240/C00

3.1.11 A& E AL / Certificated models: A319-17IN
IR E AR K AL/Definition of reference airplane by doc:

00J000A5022/C20
TERENotes:

U555 ¥/ Model conversions:

® IR{ERACFMS6-5B5/PRANHLA319-11IHLAL SC it B 2434281, MIZHL AL etk % % CFM56-5B6/P K 5]
HLA319-112H17.
If modification 34281 is embodied on A319-111 model powered with CFM56-5B5/P engines, it is converted
into A319-112 model, powered with CFM56-5B6/P engines.

®  WIRIERAV2524-A5 K ENHIA319-132HL R St 5 2434815, NHZHL AL N3 V252TM-AS K BIHL
A319-1334154,
If modification 34815 is embodied on A319-132 model powered with V2524-A5 engines, it is converted into
A319-133 model, powered with V2527M-AS5 engines.

®  UIRAEAREACFMS6-5B5/3 K BHLA319- 1112 Sl B 5156502,  MZAHLAL Fe 4k e % CFM56-5B6/3 K&
BHLA319-1124154
If modification 156502 is embodied on A319-111 model powered with CFM56-5B5/3 engines, it is converted
into A319-112 model, powered with CFM56-5B6/3 engines.

®  WIRIERAV2522-ASKENHLA319-13 1LY S 5 24155359, MM AL e 4 V2524-A5 K ZhHL
A319-132H15.
If modification 155359 is embodied on A319-131 model powered with V2522-AS5 engines, it is converted
into A319-132 model, powered with V2524-A5engines.

® HIR{ERLCFMS6-5B6/3 K ZIHLA319- 1124 St B 439029, WZ AL 444 9% & CFM56-5B7/3 K 5]

HLA319-115817,
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If modification 39029 is embodied on A319-112 model powered with CFM56-5B6/3 engines, it is converted
into A319-115 model, powered with CFM56-5B7/3 engines

® WIRFERHCFMS56-5B7/3 K ZNHLA319-11SHLRL Sl 8 24390122, MIZAHUR AL 9% 4 CFM56-5B6/3 &
FHLA319-1124154
If modification 39122 is embodied on A319-115 model powered with CFM56-5B7/3 engines, it is converted
into A319-112 model, powered with CFM56-5B6/3 engines

®  UIRAERE A CFMS6-5B7/Pali/3 K BIHLA319-11SHLAY St 56 152186,  WHZALAL (b e &%
CFM56-5B5/PE/3 K BHLA319-111HLH .
If modification 152186 is embodied on A319-115 model powered with CFM56-5B7/P or /3 engines, it is
converted into A319-111 model, powered withCFM56-5B5/P or /3 engines

®  RAERE#HCFMS56-5B5/350/P R ANHLA319-11IHLRL S T8 4153779, MIZH LA AL )9 % CFM56-5B7/3
B/PRAHLA319-115H15L
If modification 153779 is embodied on A319-111 model powered with CFM56-5B5/3 or /P engines, it is
converted into A319-115 model, powered withCFM56-5B7/3 or /P engines

®  WIRAERE#HCFMS56-5B6/35/PRENHLA319-1120L Y St 5 539236, ML AL J9%é % CFM56-5B5/3
/P RANHLA3I9-111IHLA,
If modification 39236 is embodied on A319-112 model powered with CFM56-5B6/3 or /P engines, it is
converted into A319-111 model, powered withCFM56-5B5/3 or /P engines

3.2. #d/Description

SIS, AR HUEIE R L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W4 /Equipment

A319-111
ZHLAE L2 1B 5T S5 00J000A0012/COS Hi BTtk R VK B S b 8 43 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00JOO0A0012/COS at
latest approved issue.
A319-112
ZHEAE 225 1B BT S5 00J000A0004/COS H BT ALk AR UK K B S b 8 463 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00JOO0A0004/COS at
latest approved issue.
A319-115
G 2 25 (KR 1T SUE5 2 00J000A0115/COS S5 HEHE R 1) B 58 Bk 15 46 175 B Hh
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Equipment approved for installation is listed in the Certification Standard Equipment List 00JO0O0A0115/COS at
latest approved issue.

A319-131
CHEAE L2 1B BT S5 00J000A0131/COS H BTtk R UK B S b 8 43 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00JOO0A0131/COS at
latest approved issue.

A319-132
ZHEAE L2 1B BT U5 00J000A0132/C0S H BTtk R VK B s b 8 463 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00JO00A0132/COS at
latest approved issue.

A319-133
ZHLAE 225 1B BT SCH5 4 00J000A0133/COS H BTtk R VK B S b 8 43 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00JOO0A0133/COS at
latest approved issue.

B S bR AR AT S ANE T A319-151IN/-153N/-171N
Certification Standard Equipment List is not applicable to the A319-151N/-153N/-171N.

1R/ Note:
MY &t EXME SRR LEESR, 20 (A319-100/A321-200 FMGC ! = x #E i 4% (No.
00D000A0546/C0S))

The type design definitions and certification standard equipment lists are complemented by doc.
00D000A0546/COS “A319-100/A321-200 FMGC Type Std Evolution”.

FReVCHE . B LA BT A TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :
Z MG FEFE/Cabin seats  2521M1F10000 at latest approved issue plus technical note J2521RP1719259
J&t [ /for galleys 2530M1F000900 at latest approved issue

3.4. R~F'/Dimensions
A319 KL FE R <) /Principal dimensions of A319 Aircraft

- Ml¥/Length: 33,84 m
- B JE/Width: 34,10 m

(223 MOD 160500 B 160080/if MOD 160500 or 160080 is installed) 35,80 m
- Mli=/Height: 11,76 m
- 7K V22 % 1 % J¥ /Width at horizontal stabilizer: 12,45 m
- W& H A %/Outside fuselage diameter: 3,95 m
- RENHLEE FE/Distance between engines axis: 11,51 m
- FE[A] P /Distance between main landing gear: 7,59 m
- i/ [H] FE/Distance between nose and main landing gear: 11,04 m

3.5. KBIHl/Engines

TIAENT AR BRI BIHLINTPTE o X% A PR 5E 44 PR LS AR S LIRI AR AL, 2 IR
The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.
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A319-111
2 4 CFMI & ##l/Two CFMI

A319-112
2 4 CFMI & #Hl/Two CFMI
A319-115

2 4 CFMI K ##1/Two CFMI

A319-131
2 & 1IAE K31Hl/Two IAE

A319-132
2 & IAE K31Hl/Two IAE

A319-133
2 & 1IAE K31Hl/Two IAE

A319-151IN
2 4 CFMI & ##l/Two CFMI

A319-153N
2 4 CFMI & ##l/Two CFMI

A319-17IN
2 & IAE K31Hl/Two IAE

1 /Note:

CFM56-5B5 (MOD24932)

CFM56-5B6 (MOD25287) or
CFM56-5B6/2 (MOD25530)

CFM56-5B7 (MOD27567)

V2522-A5 (MOD26152)

V2524-A5 (MOD26298)

V2527M-AS (MOD27568)

LEAP-1A24 (MOD 161004)

LEAP-1A26 (MOD 165511)
LEAP-1A26E1 (MOD 166794)

PW1124G-JM (MOD161001)

CFM56-5B %% CAAC VTC iF:%% 5 VTCO064E, Rev.3;

The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500 %)% 5hHlL CAAC VTC iEF4 5 VTCO117E, Rev.l;

The CAAC VTC No. of V2500 serial engines is VTCO117E, Rev.1;

The CAAC VTC No. of LEAP -1A engine is VTC VTCO0348E, R1.

PW1100G-IM & 3hHL CAAC VTC iEP%i5 VTCO329E, R3.
The CAAC VTC No. of PW1100G-JM engine is VTC0329E, R3.

1 B&/Notes:
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1 2008 ££ 3 [ 31 Hil, AMaANER & EAEA AR 4/P 1) CFMS56-5B5 KB
From March 31st 2008, there is no longer any CFM56-5B5 non /P in field or in production.

2 M\ 2008 £ 3 H 31 Hid, AMafA =k EAEAANEL/P [ CEM56-5B6 KL
From March 31st 2008, there is no longer any CFM56-5B6 non /P in field or in production.

3 2008 4 3 A 31 Hild, SMpfAf=& EAFA A EL/P i) CFM56-5B6/2 KL
From March 31st 2008, there is no longer any CFM56-5B6/2 non /P in field or in production.

4 M 2008 4 3 H 31 Hilg, AhpAnA =2k EARAAHEL/P 1) CFM56-5B7 KB
From March 31st 2008, there is no longer any CFM56-5B7 non /P in field or in production.

5 WA CFM-5B A SIHLSHE B 5 25800, W SCE R ANBUNERE, Z A BN AP,
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The
engine denomination changes to /P.

%I 5 24 H AT & A T/ The modification is currently applicable for:

A 319-111: CFM56-5B5 (SAC)%5 >~y CFM56-5B5/P
CFM56-5B5 (SAC) which changes to CFM56-5B5/P

A 319-112: CFM56-5B6 (SAC)%s N CFM56-5B6/P
CFM56-5B6 (SAC) which changes to CFM56-5B6/P

A 319-112: CFM56-5B6/2 (DAC)ZZ A CFM56-5B6/2P
CFM56-5B6/2 (DAC) which changes to CFM56-5B6/2P
A 321-115: CFM56-5B7 (SAC)A% & CFM56-5B7/P
CFM56-5B7 (SAC) which changes to CFM56-5B7/P

CFM356-5B/“JC P A BIHL AT 55 CFM56-5B/P K ZHLIES -
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

6 X T A319-112, CFM56-5B6 KM A5 CFM56-5B6/2 KM (mod. 25532) JRAEHEIH— KHL I CEHLE
(SRRSO
A319-112 CFM56-5B6 engine can be intermixed with CFM56-5B6/2 engine (mod. 25532) on the same aircraft
(AFM supplement).

7 W CFM-5B/2 (DAC) KENHLIZHTE 2 26610, 1% & S EBE IR S HEBOK -8 Bt -
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and

gaseous emission levels are improved.
1210158 2 H A 3& F T-/The modification is currently applicable for:

A 319-112: CFM56-5B6/2 (DAC)ZZ /g CFM56-5B6/2P (DAC 11 C).
CFM56-5B6/2 (DAC) which changes to CFM56-5B6/2P (DAC 1I C).

CFM56-5B/2“TC P’ (DAC) ‘KEINLATE CFM56-5B/2P (DAC 11 C) KENNLIELELE F—22 kML L CRAL
KATFMAN T
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CFM56-5B/2 "non P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC 1I C) engine on the same
aircraft (AFM supplement).

CFM56-5B/P 575 P*(SAC) K ML A 5 CFMS56-5B/2P (DAC 11 C) KANIHITREELE R —42 kL L CRAL &
(= RIE O

CFM56-5B/P or / "non P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the
same aircraft (AFM supplement).

MOD 26610 5 MOD 160080 (% fifi/NE %) AT
Modification 26610 is not compatible with modification 160080 (sharklet retrofit).

8 4R CFM-5B A hHL S0 5 25 25800, St R BNVLIERE, 1Z KB N /P,
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The
engine denomination changes to /P.

121058 25 H A 3& H T-/The modification is currently applicable for:

A 319-111: CFM56-5B5 (SAC)% &y CFM56-5B5/P
CFM56-5B5 (SAC) which changes to CFM56-5B5/P

A 319-112: CFM56-5B6 (SAC) %25 CEM56-5B6/P
CFM56-5B6 (SAC) which changes to CFM56-5B6/P

A 319-112: CFM56-5B6/2 (DAC)ZZ A CFMS56-5B6/2P
CFM56-5B6/2 (DAC) which changes to CFM56-5B6/2P
A 321-115: CFM56-5B7 (SAC) 7%’y CFM56-5B7/P
CFM56-5B7 (SAC) which changes to CFM56-5B7/P

CFM56-5B/“JC PP A BIHLF] 5 CEM56-5B/P A AL -
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

9 JEITHINF L 37147 W LLSI N CFM56-5Bx/3 “Tech Insertion” &K /1L
Introduction of CFM56-5Bx/3“Tech Insertion” engine is done through embodiment of modification 37147.

2 AE T CFM56-5Bx /P SAC K #HL.
This modification is only applicable on CFM56-5Bx /P SAC engines.

WX CFM-5B KEIHLAIAN T 37147, WK BIHLIG S8 /3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
1205 24 H HiT & B T-/The modification is currently applicable for:

A319-111: CFM56-5B5 (SAC) ¥ t{ u/which changes to CFM56-5B5/3
A319-112: CFM56-5B6 (SAC) % 24 y/which changes to CFM56-5B6/3
A319-115: CFM56-5B7 (SAC) 5 U /which changes to CFM56-5B7/3

LA UE B B 5 37147 X 2 i o 58 R P S5 20 SN o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.
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N 3.2.13. 1) Ik (R SHHURE A AL

The engine characrteristics as per table 3.2.13.1a) remain unchanged.

UNEE Y 38573 ik, CFMS56-5Bx/3 RENHLAILLS CFM56-5Bx/P %5,
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

10. CFM56-5B & Z#15 MOD 160080 (% fif/NEi5ke) A%, BrkZede T MOD 37147 5k 38770,
CFMS56-5B engines are not compatible with modification 160080 (Sharklet retrofit) unless modification 37147
or modification 38770 are installed.

11. If modification 166794 (extended corner point) is installed on the A319-153N equipped with CFM LEAP-1A26
engines then the engine model is changed to LEAP-1A26E1.

3.6. #Bh3h J1% B /Auxiliary Power Unit

APU GARRETT
GARRETT A7, 5 GTCP 36-300(A)
The GARRETT AIRESEARCH GTCP 36-300 (A) installation is defined by mod 20020
(FYE No.31-5306B/Specification 31-5306B)
HLUHERITEM: 20 GARRETT )45 GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU [#]%¢3% H1 MOD 22562 or MOD 35864 7& ..
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
Pratt & Whitney Rzeszow S.A. APS 3200 (¥t 7ti/Specification ESR 0802, Rev. A)
HHERIE M. £5 4 MIL-L-7808. MIL-L-23699 53 DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell 2 7] APU ) %:%¢  MOD 25888 5& X .
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 34 131-9[A] (Y5 No. 4900 M1E 03 19 01),
Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
LRI T AT R 5 A0V 31-12048A-3A
Approved oils : according to Model Specification 31-12048A-3A.

3.7. B&he3&/Propellers

A& F/N/A

3.8. PR R B, HI0F). WE) /Fluids (Fuel, Oil, Additives, Hydraulics)

#R I /Fuel
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ENGINES KEROSENE DESIGNATION

CFM56: Installation JET A, JET A-1, JPS, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
document CFM 2026 or CFM | 4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,

2129) AVTAG/FSII, AVCAT/FSII

TIAE V2500: IAE Standard
Practices and processes
Manual IAE 0043

JET A, JET A-1, JPS, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
4** TS-1*, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM:
(Service Bulletin PW1000G
-100-73
00-0002-00A930AD)

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

CFMI LEAP-1A: Service
Bulletin LEAP 1A S/B

73-0001

JET A, JET A-1, JPS, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

Moby SRRV R R I PAE S

The above mentioned fuels are also suitable for the APU.

TEA RIS AERR I RIE 2 WAEHRA I B

Refer to Consumable Material List (CML) for details on approved fuel specifications
WA : W22 he Tl CFM 2026 5i# CFM 2129 503 IAE 0043 (¥ Service Bulletin PW1000G — 1000 —

73 — 00 — 0002 00A930AD

* 3T TAE V2500 KBl TS-1 S HA RIS 2 Se Vi) T 50% TR [E]D
For IAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
k RALAE JET B A1 JP 4 BRI H T2 35 2= 91 25 #8 (modification 154327)
JET B and JP 4 fuels are not authorized for use in aircraft fitted with jet pumps (modification 154327)

18 H1/Oil

Xt T3 1 FEYE/For oil specification:

K EhH/Engine CFM56-5B5/P IAE V2500-A1 CFMI-LEAP-1A24 PW1124G-IM

CFM56-5B6/P IAE V2527-A5 CFMI-LEAP-1A26

CFM56-5B4 IAE V2527E-A5 CFMI-LEAP-1A26E1

CFM56-5B4/2
2 )T SB CFMI 79-001-OX See doc IAE 0043 Service Bulletin Service Bulletin
Approved Oils Sect 4.9 LEAP-1A S/B PW1000G — 1000

(MIL-L-23699) 73-0001 ~79 - 00— 0002 -
00A - 930A —D
A hnFsl/Additives:

o
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CIS fuel additives

K ENHL/Engine CFM56-5B5/P IAE V2500-A1 PW1124G-IM CFMI-LEAP-1A24
CFM56-5B6/P IAE V2527-A5 CFMI-LEAP-1A26
CFM56-5B4 IAE V2527E-A5S CFMI-LEAP-1A26E1
CFM56-5B4/2
ZEREAE R AR N5 Specific Operating IAE Standard Service Bulletin Service Bulletin
Approved Instructions Practices and PW1000G — 1000 LEAP-1A S/B 73-0001
Additives Document & CFM SB | Processes Manual —79-00-0002 -
73-0182/73-0122 for 00A -930A -D

E A thad TRl R

The above mentioned fuels and additives are also suitable for the APU.

£ /Hydraulics

% 7 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. BRI E/Fuel Quantity

#R i i /Fuel Quantity (0.8kg/liter)

A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft (A7 A /without MOD 160001)

3 WHAE AL 4 5% 5 JHFE L/ 4 B 5 JHAH KL
3 TANK AIRPLANE 4 or 5 TANK 4 or 5 TANK AIRPLANE
THIAH/ AIRPLANE* o
ARt | AT | e | NURRE | rmpgg | AR
TANK /Usable fuel | /Unusable | jeapie fuel | /Unusable | jyyqapie fyel | /Unusable
liters (kg) fuel liters liters (kg) fuel liters liters (kg) fuel liters
(kg) (kg) (kg)
HLE/ 15 609 58.9 (47.1) 15 609 58.9 15 609 58.9
WING (12 487) (12 487) (47.1) (12 487) (47.1)
g/ 8 250 23.2 (18.6) 8250 23.2 8250 23.2
CENTER (6 600) (6 600) (18.6) (6 600) (18.6)
3121/ 17/ 2900/ 17/
B A e 6242 34 5 800 34
WAE/ACT 2497/ | (13.6/27.2) (2 320/ (13.6/
4 994) 4 640) 27.2)
23 859 82.1 (65.7) 26980/ | 99.1/116.1 26 759/ 99.1/116.1
Bt (19 087) 30 101 (79.3/92.9) 29 659 (79.3/92.9)
TOTAL (21 584/ (21 407/
24 081) 23 727)

* 2 WL LU R VERE 1/see note 1 below

*x 23 WL DL R VERE 2/see note 2 below
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6 3% 7 WA L/ 8 X 9 HIFE KL/
Rl 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
TR (A | ATARMA (A | THRWA (A7) | ATRARWA (A
TANK /Usable fuel JT) /Unusable fuel /Usable fuel JT) /Unusable fuel
liters (kg) liters (kg) liters (kg) liters (kg)
v@i%(/; 15 609 (12 487) 58.9 (47.1) 15 609 (12 487) 58.9 (47.1)
PR/ 8 250 (6 600) 23.2 (18.6) 8 250 (6 600) 23.2 (18.6)
CENTER
‘mnqj% 8428710614 (6743 56 /78 (44.8 / 62.4) 13660716781 (10 90 /107 (72 / 85.6)
HAE/ACT / 8 492) 929 /13 426)
B 32287/34473 (25 | 138.1/160.1 (110.5/ | 37519/40640 (30 | 172.1/189.1 (137.7/
TOTAL 830 /27 579) 128.1) 016 /32 513) 151.3)

* 2 QLD VERE 1/see note 1 below

A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft ({7 f3/with MOD 37331 and MOD 160001)

. 4 WA WA 4 8L 5 AR L
3 M WAL
4 or 5 TANK 4 or 5 TANK AIRPLANE
3 TANK AIRPLANE
s/ AIRPLANE* ok
. AT R . AT R . AT R
AT BT N AT BT N AT A A T N
. F AR/ N F AR/ N F AR/
TANK (AF) 1 (AF) 1 NN
Unusable Unusable Unusable
Usable fuel Usable fuel Usable fuel
liters (kg) fuel liters (kg) fuel liters (kg) fuel
1ters 1ters ers
| liters (kg) | liters (kg) | liters (kg)
HLE/ 15919 15919 58.9 15919 58.9
58.9 (47.1)
WING (12 735) (12 735) 47.1) (12 735) 47.1)
Ry 8248 8248 23.2 8 248 232
23.2 (18.6)
CENTER (6 598) (6 598) (18.6) (6 598) (18.6)
2992 17
B e 2992 17 /5 984 /34
THFE/ACT (2393) (13.6) (2393 (13.6
/4 786) /27.2)
27159
99.1/116.1
M 24 167 27 159 99.1 /30 151
82.1 (65.7) (79.3
TOTAL (19 334) (21 727) (79.3) (21727 192.9)
/24 121) '

(*) 1E A319 ®HL I, B 33973 5 T Lol szed 1 80 2 AN Al (ACT) BIARE .
On the A319 aircraft, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 33973.

ISR 37226 FirE LI, BT RN LA ACT (B4 ACT BILE).

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by
modification 37226.
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6 % 7 JHIFE KL / 8 X 9 JHIFE L/
A8/ 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
AWM (A | AAREA (A | THRMA (A7) | ATARmA (A
TANK /Usable fuel JT) /Unusable fuel /Usable fuel JT) /Unusable fuel
liters (kg) liters (kg) liters (kg) liters (kg)

LR/ 15919 58.9 (47.1) 15919 58.9 (47.1)

WING (12 735) (12 735)

HHge/ 15919 58.9 15919 58.9
CENTER (12 735) 47.1) (12 735) 47.1)
wﬁ;‘?ﬁ& 8428/10614 56 /78 13660 /16 781 90/ 107

ACT (6 743 / 8 492) (44.8/62.4) (10 929 / 13 426) (72 / 85.6)

Bt 32595 /34781 138.1/160.1 37 827 /40 948 172.1/189.1
TOTAL (26 076 / 27 825) (110.5/128.1) (30262 /32 759) (137.7/151.3)

* 2 WL DL R VERE 1/see note 1 below
A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft (A7 £ /without MOD 37331 and i £/ with MOD
160001)
3 AL 4 JHAE AL/ 4 B0 S WA KB >
3 TANK AIRPLANE 4 or 5 TANK 4 or 5 TANK AIRPLANE
s/ AIRPLANE* ok
TR AT R TR AT R TR AT R
" H (A7 "~ H (A7 A H (A7
TANK CBRFT) 1 Unusable IR Unusable It AT | Unusable
Usable fuel Usable fuel Usable fuel
liters (kg) fuel liters (kg) fuel liters (kg) fuel
liters (kg) liters (kg) liters (kg)

HLE/ 15 569 58.9 15 569 58.9 15 569 58.9

WING (12 455) 47.1) (12 455) 47.1) (12 455) 47.1)

e gy 8248 23.2 8248 23.2 8248 23.2

CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)

2992

B e ke 2992 17 /5 984 17 /34

THA/ACT (2393) (13.6) (2393 (13.6/27.2)
/4 786)
26 809 /

M 23 817 82.1 26 809 99.1 29 801 99.1/116.1

TOTAL (19 054) (65.7) (21 447) (79.3) (21 447 (79.3/92.9)

/23 841)

(*) £ A319 KL L, 33973 5 LT LA a0y s 1 82 AN HEIn Rl A (ACT) B 54 5 -
On the A319 aircraft, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is

defined by modification 33973.
UNEE R 37226 FiE ), AT RN LR ACT (R4 ACT BIE)-
An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by
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modification 37226.
6 BR 7 AR kAL / 8 BR 9 A KL/
HAa/ 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
WHRMTT (AFD | ATARMTT (& | THARET (A | AR (&
TANK /Usable fuel JT) /Unusable /Usable fuel JT) /Unusable
liters (kg) fuelliters (kg) liters (kg) fuelliters (kg)
PR/ 15 569 58.9 15569 58.9
WING (12 455) 47.1) (12 455) 47.1)
gy 8248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6)
%;;g/% 8428/10614 56 /78 13660/ 16 781 90/107
ACT (6743 /8 492) (44.8/62.4) (10929 /13 426) (727 85.6)
Mt 32 245/34 431 138.1/160.1 37477740 598 172.1/189.1
TOTAL (25 796 / 27 545) (110.5/128.1) (29 982 /32 479) (137.7/151.3)

* 2 WL LU R VERE 1/see note 1 below

A319-151N/-153N/-171N aircraft

3 WA AL/
s/ 3 TANK AIRPLANE
ATRARA (A | ATRRWA (A
)/ /
TANK Usable fuel Unusable fuel
liters (kg) liters (kg)
HLE/ 15 476.7 58.9
WING (12 427.8) (47.3)
Hh gy 8248.0 23.2
CENTER (6 623.1) (18.6)
B 23 742.7 82.1
TOTAL (19 050.9) (65.9)
B /Notes:

1 7F A319 A5HLE, Tk 28238 & X T LA sl 321k 6 N JeimfEACT &, S5HAH

KIFILEFI R GEIAE AL HEAR A K J1-CIT (774 CRIP9).

On A319 for Corporate Jet use, the certification of installing up to six Additional Center Tanks (ACT) in bulk
version is defined by modification 28238. The approval together with structural and system provisions is subject

of Major Change J1-CJT (compliance to CRI P9).

i R — B HOE L A319 AL
A319 for Corporate Jet use are defined through the following set of modifications:
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Modification 28238: ik 6 MFFIN b ey 4 11 22 3¢
Installation of up to 6 ACTs.
Modification 28162:  E.F| 41000 % U WATHLAY 78
Extension of the flight envelope up to 41000ft.
Modification 28342:  FH.LEIEY 7
Extension of the forward C.G.

2 33973 5& LT AorHioT ANk 180 2 AN St R (ACT) -G B €, 5 H AR DRI S5 H F1 R G (1 R E
(R AR MK B J-33973 (754 CRI P9).
The certification of installing one or two Additional Center Tanks (ACT) in bulk version is defined by
modification 33973. The approval together with structural and system provisions is subject of Major Change
J-33973 (compliance to CRI P9).

3.10. EEFRE] (BRIEAAFY, HRTE-IAS)
Limit speeds(Indicated Airspeed - IAS - unless otherwise stated)

B A% F 5%/ Maximum Operating Mach (MMO): 0.82

B KA H 38 & /Maximum Operating Speed (VMO): 350 kt

W13 & /Maneuvering Speed VA: Z: W, EASA L) AT T PR i 257
See Limitations Section of the EASA approved
Flight Manual

¥k 3 /5% R A5 TH ¥ /Extended Flaps/ Slats Speed (VFE): LR #/see table below

Ry y
Configuratio HRER VFE (kt)

N Slats/Flaps (°)

1 18/0 230 rf i) 3 1T /Intermediate approach
18/10 * 215 it §/Take-off

2 22/15 200 2 K AT/ Take-off and approach
22/20 185 2 & @it . % Fifi /Take-off, approach,

landing
AJHU/Full 27/40 177 # it /Landing

* A A, 210 FiEERE H 3 E]/Auto flap retraction at 210 kt in take-off configuration

HCV% 4%/ Landing gear :

VLE - /& H/Extended: 280 kt/ Mach 0.67
VLO - J&H/Extension: 250 kt

I [5/Retraction: 220 kt
FCREPREE R (R 195.5 kt (225 mph)

Tyres limit speed (ground speed)

3.11. K47E%k/Flight Envelope

¢ A% 51 /Maximum operating altitude
39100 (FER/f) (K /715 B /pressure altitude )
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41 000 (FER/f) (k77 % /pressure altitude)

39800 (U (&7 /pressure altitude)

— 4=

3.12. i2817RR#l/Operating Limitations

Z ILE M ) EASA HIEAER B AT T

RS 28162 5 H E/if modification
28162 is embodied(1X A319-112/-115/
-132/-133 only)

WIS 30748 5 5 2/if modification
30748 is embodied.

See the appropriate EASA approved Airplane Flight Manual

R E (22482 BE/daN) /Powerplant (2.2482 Ib/daN)

CFMI & #l#l/CFMI Engines

CFMI
.- ) CFM56-5B6
R ENHL/Engine CFM56-5B5 CFM56-5B7
CFM56-5B6/2
(**) (**)
(**)

X E37NE (FAA E37NE (FAA E37NE (FAA
F 35 B./Data sheets ( ) ( ) ( )
E38NE (FAA) E38NE (FAA) E38NE (FAA)

¥F T &8 1L HE J7/Static thrust at sea level
&K A EE 30°C) 0 786 daN 10 453 daN 12 010 daN
a
Take-off (5 min)* (23 500 Ibs) (27 000 1b)
(22 000 Ibs)
(Flat rated 30°C)
B RIES(FE 25°C)/
, ( , ) 9 008 daN 9 008 daN 10 840 daN
Maximum continuous
(20 250 Ibs) (20 250 Ibs) (24 370 1b)
(Flat rated 25°C)
HEUE )T i/ Approved Oils: SB CFMI 79-001-0OX

* ARARAEES A AT R A S LR, AR FE RRAR AU R R S S S AR IR B, A Fe VRS e
WETAE 10 704,
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance with
DGAC "Fiche de CaractéristiquesMoteur".

CFM CFM
X HL/Engi LEAP-1A26
KA/ Engine LEAP-1A24
LEAP-1A26E1
, EO0089EN (FAA EO00089EN (FAA
$ 4% B /Data sheets ( ) ( )
EASA.E.110 EASA.E.110
g E ER 1L HE J7/Static thrust at sea level
(5 3B E 30°C)/
] 10 680daN 12 064 daN
Take-off (5 min)*
(24 010 Ibs) (27 120 Ibs)
(Flat rated 30°C)
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I KHESL(BUE 25°C)/
Maximum continuous

(Flat rated 25°C)
FA RSB E]: WAHRLR SHHLRL 5 SRR R

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.

10 676daN 11 868 daN
(24 000 Ibs) (26 680 Ibs)

IAE R ZIHL/IAE Engines
R BIHL/Engine V2522-A5 V2524-A5 V2527M-A5 PW1124G-IM
¥4 H/Data sheets E40NE (FAA) E40NE (FAA) E4ONE (FAA) E87NE (FAA)
EASA.IM.E.093
Y P TE B /7/Static thrust at sea level
K (G —HiE 30°C)/ 10 249 daN 10 889 daN 11 031 daN 10 782 daN
Take-off (5 min)*(Flat rated 30°C) (23 040 1b) (24 480 1b) (24 800 Ib) (24 240 1bs)
R KIEBL (G —HiE 25°C)/ 8 540 daN 8 540 daN 9 893 daN 10 691 daN
Maximum continuous(Flat rated 25°C) (19 200 1b) (19 200 1b) (22 240 1b) (24 035 Ibs)
Service Bulletin
PW1000G —
HLHE R 0/ Approved oils See Doc IAE 0043Sect 4.9(MIL-L 23 699) 1000
—79 - 00 — 0002
00A - 930A—-D

* ARANAE D ORI T AT 1A ST, ARYE VR RRATUR UL B KLY S-S AR R 5, A Ve Kt
TR TAE 10 5.
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de CaractéristiquesMoteur".

HA R AIHUIRA: AR SIS SA U

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.
12.1 &HtHERIIZ1T/Approved Operations

1% V217 /Transport commercial operations

12.2 HAhBR/Other limitations

SERE 1) 38 FH PR 2 DL3E FH 1K) EASA HEHER) CHL AT F-M o
For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. B K % F B/Maximum Certified Masses (Kg)

A319-111/A319-112/A319-115/A319-131/A319-132/A319-133
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o 000 001 002 003 004 005 006
A3 & /VARIANT
BASIC |Mod 25328Mod 27112(Mod 26457|Mod 28053|Mod 28136|Mod 33418
BOKIAT H &/
Max. Ramp 64 400 70 400 75 900 68 400 68 400 70 400 73 900
Weight
SN VIR v
Max. Take-off 64 000 70 000 75 500 68 000 68 000 70 000 73 500
Weight
IEONE v
Max. Landing 61 000 61 000 62 500 61 000 62 500 62 500 62 500
Weight
T NS KSR
Max. Zero Fuel 57 000 57 000 58 500 57 000 58500 58 500 58500
Weight
R/NEE
. i 35400 35400 35400 35400 35400 35400 35400
/Minimum Weight
007 008 009 010 (*) 011 012 013 (*%)
A3 & /VARIANT Mod Mod Mod Mod Mod Mod Mod
35197 36291 36292 39021 36933 36934 153453
= L 4= a/
Ejjw%ﬁi% 75 900 64 400 66 400 76 900 66 400 62 400 75 900
Max. Ramp Weight
SN TNV
R i_ 75 500 64 000 66 000 76 500 66 000 62 000 75 500
Max. Take-off Weight
Ejj{%% i, 61 000 62 500 62 500 62 500 61 000 61 000 62 500
Max. Landing Weight
=, EE»‘““‘\‘ EE/
B i 57 000 58 500 58500 58 500 57 000 57 000 52 000
Max. Zero Fuel Weight]
1=} v \EE/
. Bi : i. 35400 35400 35400 35400 35400 35400 35400
Minimum Weight

*WV010 L E N A319 A LA (B 28238, 28162 Fl 28342).
WV010 is only certified for A319 in Corporate Jet configuration (modification 28238, 28162 and 28342).
#+ WV013 [ # 2N A319-133, MSN 4042 / WV013 is only certified for A319-133, MSN 4042

V¥ B/ Note:

1. MOD 160500 F1 160080 X &F% WV 00 & WV 12 1531t
MOD 160500 and 160080 are approved for WV 00 to WV 12, only
2. W A319-111/-112/-113/-114/-131/-132, WV 01 7] 7E B Stk of: [F] s} il [F] 5 A B B ARk — [7) 5 5

For A319-111/-112/-113/-114/-131/-132 models the WV 01 was certified concurrently with the basic WV at the

time of the model’s approval
3. 05T A319-115/-133, WV 01 5 WV 05 7] 757 = o ] i i ) 3 A< BB AR A — [ i 7

For the A319-115/-133 models the WV 01 to WV 05 were certified concurrently with the basic WV at the time of

the model’s approval

A319-151N/-153N/-17IN
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050 051* 052%* 053* 054* 055*
AP & /VARIANT | MOD MOD MOD MOD MOD MOD
161385 161386 161387 161388 161389 161390
BKIAT H &/
Max. Ramp 64 400 64 400 70 400 70 400 75 900 75 900
Weight
SN VIR v
Max. Take-off 64 000 64 000 70 000 70 000 75 500 75 500
Weight
N i
Max. Landing 62 8000 63 900 62 800 63 900 62 800 63 900
Weight
IEPNES SNV}
Max. Zero Fuel 58 800 60 300 58 800 60 300 58 800 60 300
Weight
R/NEE
. i 39 600 39 600 39 600 39 600 39 600 39 600
/Minimum Weight
TERE/Notes:

R G317 R NPT 326 456 B B A i [) A L AR K — [ |7 .8 /WV option certified concurrently with the basic WV
at the time of the model’s approval

3.14. E.LYEEl/Center of gravity range

WLAHEHERT AL AT FM . / See approved Airplane Flight Manual.

3.15. Z#E/Datum

0.0 ¥if7, 7 F RAWLKAT T 2.540 2K

Station 0.0, located 2.540 meters forward of airplane nose

3.16. ‘PSR 3)5%/ Mean Aerodynamic Chord (MAC)

4.1935 K/meters

3.17. JKFJ5 %/ Levelling Means

TRHLAT AN 3 A ETHGES AT T

The A/C can be jacked on three primary jacking points.
Z: WE ) EASA i i) = &R0 P- 1 -
See the appropriate EASA approved Weight and Balance Manual

3.18. B/ ¥4THL4/Minimum Flight Crew

2 {255 bi/pilots
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3.19. B K& EEEAA RN KR /DB YA/ Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

TR T AW E R BN T R (MPSCO AR Z AR (Y DA BN 250 DLRZAR AR A2 o RE 22K K

/NEAEHLAL KL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thec orresponding cabin

configuration (exit arrangement and modifications) and the associated minimum numbers of cabin crew members

used to demonstrate compliance with the certification requirement:

B A0 & fg #4 B /Passenger Seating Capacity & Cabin
Configuration

% fE Ml 4 /Cabin

Crew

160 (C-II-III-C, Mod 32208) 4
150 (C-II-I1I-C, Mod 32208 and 150365) 3
150 (C*-I1I-C*, Mod 157777) 3
145 (C-1I1-C) 3

R/ Note:
CHRAZIREE S 157777 (iR R S 1
C* is the over-performing exit according to modification 157777

JE B K% B HC 145

The original maximum passenger seating capacity is 145.

SEE 157777 ALAFEOR T FEEUN 145 $EINE 1500 SXEHCRHE T MEMKER AR EL (LOPA), {HA
R AT DL 22368 220 Nty (L HE . IR A )R 75 2 3 ANt E, 52 195 AL,

The Modifications 157777 enables the maximum seating capacity to beincreased from 145 up to 150. These
modifications define a virtual envelope of theLayout of Passenger Accommodations (LOPA) and do not constitute an
authorizationfor the installation of seats in excess of 145. A separate approval is needed for theinstallation of the

individual customized cabin layout and the necessary cabinadaptations up to 150 seats.

¥ /Note:
BEoNE FRAH D (I &) wTRLE 2k 32208 2%,

A second pair of overwing emergency exit (Type III) can be installed by embodiment ofmodification 32208.

FEAMAIAT O J B AL T T OB B 37807 25 . IXFPENL T, B IREECN 80+
The LH & RH rear passenger doors can be de-activated by embodiment ofmodification 37807. In this case, the

maximum number of passengers is 80.

X A319-115. A319-132. A319-133 A319-151N F1 A319-153N &AL, I ZYH M m] DU BE 8 152777 254

RN R, FASHIERIR REEIEAT K T RATAIE BRI RE P BR 1A 0, BRAEIZE N EEEN4R AT
HLHE AR E B AR XA ) 251

For aircraft models A319-115, A319-132, A319-133, A319-151N and A319-153N the Type III emergency exit hatch
can be de-activated by embodiment of modification 152777. In this case, the maximum number of occupants in the
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passenger cabin is limited to zero during taxi, take-off, flight and landing, unless terms and conditions to occupy
specific cabin areas have been approved by operator's competent airworthiness authority.

SEHtE MOD153648 “¥ /i B — Wik — AT A TERZM N WG, BT TP B A RER R A
T, BRARSHE 53 SR B B ks R L BR 1) o

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

3.20. 1TZEM/BAR/Baggage / Cargo compartment

HfR/CARGO B AR/ MAXIMUM
COMPARTMENT LOAD (kg)
Hi/Forward 2268
J5/Aft 3021
J/Rear (#i/bulk) 1497

XL E MG, BN E (B8, REMXPES) WWEEPEFM CCH%S: 00J080A0001/C1S)
1.10 FE5s

For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00JO80A0001/C1S Chapter 1.10.

3.21. HlIE A% HG/ Wheels and Tyres

¥ A319-111/-112/-113/-114/-115/-121/-132/-122, WLARS5# 5 No. SB A320-32-1007
See SB A320-32-1007 for A319-111/-112/-113/-114/-115/-121/-132/-122

X A319-151N/-153N/-17IN,  DLARZ538 % No. SB A320-32-1439

See SB A320-32-1439 for A319-151N/-153N/-17IN

4. IBITHIR4 84 /Operating and Service Instructions
4.1. KHLKATFM/Airplane Flight Manual (AFM)

EASA HIL#EM) A319 KL & AT FH
EASA Approved Airplane Flight Manual for A319

4.2. FFEEEHSCHAE R ]

Instructions for Continued Airworthiness and Airworthiness Limitations
& fr P PR 1)/ Airworthiness Limitations
- (A318/A319/A320/A321 B4 KHLE AT FRFI(ALS)Y HIF 7080 1-2 F1 1-3 T de, et TG ZeHFamdE

FLPE PR A T H
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Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
approved Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 Y KHLIERTEPRFIALS)Y MU 2 0 afrh, $R4L T 3& A5 05 2 R PR #1151 H

Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the approved
A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 B4 KHUEMTHEBRHIALS)) FIZE 3 /i, 324 T & B e 4e B ZR I .
Certification Maintenance Requirements are provided in the approved A318/A319/A320/A321 ALS Part 3 - CMR
(Certification Maintenance Requirements) .

- (A318/A319/A320/A321 B4 K HUEATVERRHI(ALS)) RIZE 4 73, $2ft 728 RGi4EE (ASMD [,
Ageing Systems Maintenance (ASM) limitations are provided in the approved A318/A319/A320/A321
Airworthiness Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 B KHUEATHERRHIALS)) RI5E 5 40k, $AE T R I M E R o
Fuel Airworthiness Limitations are provided in the approved A318/A319/A320/A321 Fuel Airworthiness
Limitations document (ALS Part 5).

TER/Note:

St F A B g/ A319-111/-112/-115/-131/-132/-133, 35T 04 155789 2 5 4RSI K HAT 3R
il (LoV) [7224k, LoV M 48,000FC/60,000FH 7% 60,000FC/120,000FH (5 EIA#E)

For A319-111/-112/-115/-131/-132/-133 models without sharklets, theembodiment of modification 155789 <= leads
to change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to
60,000FC/120,000FH(whichever occurs first).

H A BE % /Other limitations

Z: Il EASA HtHER) AT T
See EASA approved Flight Manual.

4.3. EEMFPEF M/ Weight and Balance Manual (WBM)

T % OfF A M X f /Airbus Compliance Document 00JO8OA0001/C1S for
A319-111/-112/-113/-114/-115/-131/-132/-133, 00J080A0002/C1S for A319-151N/-153N/171IN

5. 738 /Notes

5.1 X A319-111 A1 A319-112 45, EHE4 26799 (ANitifi ACARS H FMD Bi# 26968 (FM ACARS) ZHA
11IB g %5 BEAT 5E A% ) B AR 1 -
For models A319-111, A319-112, modification 26799 (FM without ACARS) or 26968 (FM ACARS) is the
minimum standard to be qualified for Cat IIIB precision approach.
XHF A319-131 A1 A319-132 L5, ek 26716 CAiifT ACARS ) FM) Bi# 26717 (FM ACARS) &HA
TIIB 5 2 I BT A% B0 SR AR v
For models A319-131 and A319-132, modification 26716 (FM without ACARS) or 26717 (FM ACARS) is the
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minimum standard to be qualified for Cat IIIB precision approach.

A319-115,-131,-132, -133 [FEA BT SCRLAA B KI5 A%
A319-115,-131,-132, -133 are qualified for Cat IIIB precision approach per basic design definition.

5.2. A319-151N, -153N "KL %% MOD161765 BT H B, LLSCRE 1TIB A 25 ki
For A319-151N, -153N, modification 161765 shall be installed to enable for Cat IIIB precision approach.

5.3. A319-111. A319-112. A319-115. A319-131. A319-132. A319-133 5T CCAR-26 #FI MK [2012]30 5
I (CAONo 2012-30) FIFFE 1 EHiiA
For A319-111, A319-112, A319-115, A319-131, A319-132 and A319-133, compliance findings have been addressed
for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.

F 5L g (RHl: A318 &%)

SECTION 5 DATA (Models: A318 SERIES)

1. =R B A#E#E H #i/Model and Approval Date

#5] MODEL |Hi5HH# APPLICATION DATE kv HEA )
Approval Date category
A318-111 19984F12 H 11 H/December 11 20034£05 H23 H/May 23 2003 iz %25 2 #%/Transport
1998 Category Aircraft
A318-112 19984F12 H 11 H/December 11 20034£05 H23 H/May 23 2003 iz %25 = #%/Transport
1998 Category Aircraft

FERE: T 2005 4F 12 H 21 HETA 2/ A318-111/-112 BU%AHL, v R MK 125 & 4% IE(DGAC-F TC 180)1/3
TRIFH R
Note: For A318-111/-112 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

2. IAB B B R AE P2 K38/ Certification Basis and Production Basis

CAACHW\ T] 8 5E J: il HEASA [ 7 2 B Al FIC AACHY B INFE AR 2% A2 R o
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.
2.1. EASAH EER/EASA Certification Basis

2.1.1. HeERHERKS% Hlfi/Reference Date for determining the applicable requirements

AIRBUS INDUSTRIE A # &F 1998 4F 12 H 11 H LU BA(AI/EA- S 413.2952/1998)%F A318 KHLHIIE T &%
HE
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Airbus Industrie has applied for A318 certification on December 11, 1998 by letter AI/EA-S 413.2952/1998.

2.1.2. BRAIHEN MR AL S-S HUESEE #4955 /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

J5i7% E TCDS DGAC no. 180 # EASA TCDS A.064 #AX
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BHIKEN Y # g EAMl/Initial Airworthiness Authorty Certification Basis

R Frid/See below

2.1.4. EASAEMIE R/EASA Airworthiness Requirements

A TANE A318 B EA% B E AL . FERE— 2P A318 UGB G B E RS, Y E R E
FRfiHELE .

Hereafter are listed the certification bases for the different A320 models. The amendments made to a particular
basis at the occasion of further A320 model certification are identified per model.

£ 2003 4 5 AMUKR) CRTGS5001 (58 2 fiO)SCAFHT, € ST I8 IR F % o 2 2 i
The applicable Joint Certification Basis defined in CRI G5001 Issue 3 dated May 2003 are:

2.1.4.1 BRINBEA i zs 2651 JAR2S 3B K56 11 IXI&1T/JAR 25 Change 11

- Bk BB 738 ER B N ER 10 IRIE1T 2 #Mexcept subpart BB which remains at Change 10,
- A 2% B 122 4 R B 4 except all national variants,

JAR 25X 20 % 14 Y4517 /Change 14

JAR 2521 % 14 {4817 /Change 14

JAR 2523 % 14 {481T/Change 14

JAR 2525 % 14 {4&1T/Change 14

JAR 2527 5 14 {/121T/Change 14

JAR 2529 5 14 {/121T/Change 14

JAR 2531 5 14 {/1&1T/Change 14

JAR 25.101 (5 14 ¥X151T/Change 14

JAR 25.103 (5 14 ¥X151T/Change 14

JAR 25.105 %f 14 ¥X151T/Change 14

JAR 25.107 (5 14 ¥X151T/Change 14

JAR 25.109 %f 14 YXf&1T/Change 14

JAR25.111 % 14 {R1&1T/Change 14

JAR25.113  HH OP 96/1 121EHI%E 14 ¥k4&1]/Change 14 amended by OP 96/1
JAR 25.115 % 14 X{&1]/Change 14

JAR 25.117 % 14 {4517 /Change 14

JAR 25.119 HH OP 96/1 12 IEHI% 14 IX1&1T/Change 14 amended by OP 96/1
JAR 25.121 1 OP96/1 f£IEfI%E 14 IXf&1T/Change 14 amended by OP 96/1
JAR 25.123 % 14 YX481T/Change 14

JAR25.125 1 OP96/1 12IEHIEE 14 Yk1&1T/Change 14 amended by OP 96/1
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JAR 25.143 1 OP 96/1 fZIE[I% 14 X f&1T/Change 14 amended by OP 96/1
JAR 25.145 1 OP 96/1 fZIE[1% 14 X f&1T/Change 14 amended by OP 96/1
JAR 25.147 #f 14 {4811/ Change 14

JAR 25.149 1 OP 96/1 fZIEII% 14 X f&1T/Change 14 amended by OP 96/1
JAR 25.161 % 14 {4811 /Change 14

JAR25.171 % 14 {4811 /Change 14

JAR25.173 % 14 IRf&1T/Change 14

JAR25.175 % 14 IRf&1T/Change 14

JAR 25.177 1 OP96/1 {&2IEfI% 14 IXf&1T/Change 14 amended by OP 96/1
JAR 25.181 % 14 {X1&1]/Change 14

JAR 25201 1 OP96/1 fEIEI%E 14 X fE1T/Change 14 amended by OP 96/1
JAR 25.203 1 OP 96/1 fZIEII% 14 IXf&1T/Change 14 amended by OP 96/1
JAR 25207 5 14 Xf51T/Change 14

JAR 25231 %5 14 X1&iT/Change 14

JAR 25.233 % 14 {451 /Change 14

JAR 25.235 % 14 /4517 /Change 14

JAR 25237 % 14 Xf&1T/Change 14

JAR 25.251 % 14 {R1&1T/Change 14

JAR 25.253 {1 OP96/1 fE81EMI%E 14 X 51T /Change 14 amended by OP 96/1
JAR 25255 5 14 Xf&1T/Change 14

JAR 25X261 %5 14 {R451T/Change 14

JAR 25.305 % 15 {X1&1]/Change 15

JAR 25.321 £ 15 ¥4&1T/Change 15

JAR 25.331 £ 15 ¥4&1]/Change 15

JAR 25.333 £ 15 Y4811 /Change 15

JAR 25.335 £ 15 ¥4&1]/Change 15

JAR 25.341 % 15 ¥X1&1T/Change 15

JAR 25.343 %5 15 {X181T/Change 15

JAR 25345 15 IXf&1T/Change 15

JAR 25349 15 IXf&T/Change 15

JAR 25351 15 IXf&T/Change 15

JAR 25.365 % 13 {X1&1T/Change 13

JAR 25371 % 15 IXf&T/Change 15

JAR 25.373 £ 15 {4811 /Change 15

JAR 25391 15 IXf&1T/Change 15

JAR 25.415 % 15 IXf&1T/Change 15

JAR 25.427 % 15 IXf&1T/Change 15

JAR 25.445 % 15 {X481T/Change 15

JAR 25.473 % 15 4811 /Change 15

JAR 25.479 % 15 4811 /Change 15

JAR 25.481 15 IXf&1T/Change 15

JAR 25.483 % 15 {4&1T/Change 15

JAR 25.485 5 15 {\4&1T/Change 15

JAR 25491 %5 15 #X4&1]/ Change 15

JAR 25.493(d) H1 OP96/1 fEIEfI4E 14 X 1&1T/Change 14 amended by OP 96/1
JAR 25.499 £ 15 ¥4&1]/Change 15
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JAR 25.511 %% 15 Xf&1T/Change 15

JAR 25.X519 % 13 X{&1T/Change 13

JAR 25.561(c) # 15 {1&iT/Change 15

JAR 25.562 5 14 {\4&1T/Change 14 (see CRI E5001)
JAR 25.571 %5 15 ¥4&1T/Change 15

JAR 25.801 %f 14 {X4&1T/Change 14

JAR 25.803 £ 14 {\4&1]/Change 14

JAR 25.807 % 14 {\4&1T/Change 14

JAR 25.809 % 14 {\4&1T/Change 14

JAR 25.810 %5 14 {Xf&1T/Change 14

JAR 25.811 %5 14 YX#&1T/Change 14

JAR 25.812 %5 14 X121 /Change 14

JAR 25.813 5 14 X{51T/Change 14

JAR 25.853 5 14 IX{51T/Change 14

JAR 25.855 i 14 IX{51]/Change 14

JAR 25.857 5 14 IX{51T/Change 14

JAR 25.858 5 14 Xf51T/Change 14

JAR 25.1501 %f 14 Xf&1T/Change 14

JAR 25.1517 % 15 k&1 /Change 15

JAR 25.1583 % 14 ¥Xf&1T/Change 14

JAR 25.1587 % 14 ¥Xf&1T/Change 14

JAR 25X1591 5% 14 WAET (£ 11 BT B & A JAR 25X131, 25X132, 25X133, 25X135,
25X1588)/Change 14 (replacing JAR 25X131, 25X132, 25X133, 25X135, 25X1588 at Change 11)

2.1.4.2 BREHUE KB AWO HIZE 1 B BLHRRAE W EE B OL N Y EH Sh A& Bl AIS AT 25K
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.43 ETOPS:

TR KM IEFEIZ AT , 38 F I BR 25 76 AMC 20-6 (Z B RATAE AMI 120-42/1L 20) A K A318 ETOPS
CRI H1:

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6
(as initiall published in AMJ 120-42/IL 20) and A318 ETOPS CRI:

- CRIG-22 ETOPS flt#E /approval

2.1.4.4 XTPAARA, BEEERLE 106 SIEIERKFRISEEBAHI T E 25.772(a)M(c) A K 25.795, &
W CRIE12 MR OR2Z L RE R 2 BRG]

For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.5 X T %45 Halon HAUM FHF K K#% (CRID-GEN-AIRBUS-01) FIATA RIS, 25 % B IR L R i
EJRH 17 SIBIEZKT ] CS25.851(a),(c) o

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).
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2.1.5.

2.1.4.6 % T 1E A A9 Y (CRI E-3 D) BT A AL 51, 2525 B IR 2 BRINAL S %2 4R 56 0 S8 1E /KT 1 CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)

2.1.4.7 X223 16013925 BARMITHE SR ), 7% B I 2 BRI S 2 2R 3 20 SEIES K
1 CS25.791.

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs
and placards” is installed.

2.1.4.8 XA B 2S5 E R R R 2 %2 42 R WA CS-ACNS Subpart B Section 2 %4 # i} %5 F1 Subpart D
Xof I 285 B A 2 2RISR AL H 2[RI SES i R 2 UTE(EU) No 1207/2011 F£F 2014 45 9 H 26 H HH(EU) No
1028/2014 f&iT. (ik%%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.49 X TR 167577 Vit He IR, % 5 W L MM S 24/ E 22 SBIERKER 22
25.0795(a)(1)(2)H1 25.0795(c)(3)(ii)-

For all models Airbus Elect To Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(c)(3)(ii)) when
modification 167557 is installed.

* F %A+ /Special Conditions

2.1.5.1 Nk A320 B KHLI L KA, SIAHS KR IE LA A318 K ALLRFE -

The following A320 Special conditions, Experience Related Conditions and Harmonization Conditions which are
kept for the A318:

PEoR: A A320 HXA G M o g SR AV A, Gt 1 =S iR SR A
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special
conditions were developed:

o ISR AT B 5 9 B ) MRy H) ELIBR S0 28 S5 IR A A R BT HRr

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

ZEUGAH A X T A320 BRG Gk T 2, %R NPA 27, TEBRINER G M2 sf AR il k0 &
[ 75 JER S
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when

evolution of JAR was in progress under the NPA procedure.

AR XT A320 BREEA% AR R, s T E AN R R 5 T RS R BB . 1 PR A
AR FAA/JAA VR AL = 035 S AR TR A
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common
understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

(DGAC-F) SC-G17  1z47#X%} K47 /Operational proving flights
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(CAA-UK) SC-G17

SC-F3

SC-F4
SC-Fé6
SC-F7
SC-F8
SC-F9
SC-A.222
SC-S11
SC-S33
SC-S52
SC-S74
SC-S75
SC-S77
HC-A4.6
HC-S23
HC-S24
HC-S72
EC-Gl1
EC-S30
EC-S54

Ak § AT I 1T K 4T /Operational flight before certification
25 T4 1) -2 B A ER A R A (138 Bl R 2 )

Cockpit Control - motion and effect of cockpit control

Y\ E s e 14/ Static Longitudinal Stability

T L[] i 78 1/ Static Directional and Lateral Stability
“KATELZE LRY/Flight Envelope Protection

1E #qnf K- F-BR il /Normal Load Factor Limiting
XEHEIN Z 4 /Dual Control System

BT LI EE 3K /Design manoeuvre requirement

PRl 45 20 J7F14H A Limit pilot forces and torques

H zhfE 11 & Gt/auto-thrust system

T IE & HLYR {112 47 /operation without normal electrical power
3k 1E %45 /abnormal attitudes

A EBP (45208 /lightning protection indirect effects
5 5 58 %M /integrity of control signal

T# 42 1) 25 H /speed control device

% F#~F- 41X /standby gyroscopic horizon

VMO/MMO 5% (#5%€) /VMO/MMO warning (setting)
“KATiE % 83 /flight recorder

— % 5E X/general definition

H 3l 4T & St/autoflight system

28 % PR3 4% B /circuit protective devices

2.1.52 VIR A319 (& s MF AT A318
The following A319 Special Conditions, are kept for the A318

SC-A2
SC-F11

SC-Al
SC-P1

SC-S79

ZER T 2 IE E /stalling speeds for structural design

I (EFRBG ARG RE, RSN 22

accelerate-stop distances and relates performances, worn brakes
RFHNERIFNAZ H AE H /interaction of systems and structure
EHX CEM56 (48T 20 T sl

FADEC for CFM56

MZEELR, BT

brakes requirements, qualification and testing

2.1.5.3 LLF A319/A320/A321 (% FZ BT A318
The following A319/A320/A321 Special Conditions, are kept for the A318

SC-S76-1

A1 ERGR SR WAL ARSERIRZM (¢ CRISE 14 12150
Effect of external radiations upon aircraft systems (modified by CRI
SE14)

2.1.5.4 4y A318 il 2 K& 2
The following Special Conditions are developed for the A318:

SC-F5001

%3 AN P 48 FH 33 % /Stalling and scheduled operation speed
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SC-F5004

SC-A5003
SC-SE5002

A P A i PEAMIC e R

Static longitudinal stability and low energy awarness
B IE & /Design Dive Speed

KHLRAT T —RVR FRAI/AFM — RVR limits

2.1.55 fFEIEE R SaaEd g, 2 7 N REHEt

The following special conditions have been developed post Type Certification:

SC H-01

SC E-34

SC E-13

SC D-0306

SC P-27

SC F5011
SC E-48
SC F-0311-001

SC D-0322-001
SC D-0332-001
SC E-21
SC D-15

SC F-119

KHLARG 58 ALE TR H - EWIS [ ICACH 2010 4 5 ARARD
Enhanced Airworthiness Programme for Aeroplane Systems - ICA on
EWIS (applicable from May 2010)

T A 785, % 42 I BE A% /Seat with inflatable restraints
FRE AW A ()

Installation of inflatable restraints (optional)

JERE AR VB IR 25 I FE R (H 2010 4F 6 HEAX0

Heat release and smoke density requirements to seat material
(applicable from June 2010)

A BAVEF#IC &R St /Flammability Reduction System

WAL, W 2012 4F 1 H 1 H UG8 AT RS 4% 0 Hh S AE
IRAE A7 28 B2 AR RTATE PR R 48 (MOD 38062) - 747 MOD
38062 Jii, 1ZARGLLAIRFF ZHAA FPRES, JF HALREMRSE MMEL
BB I SRIEANBE TARIRES FURE . A12RAE A318. A319. A320
B A321 KB EZ35 T MOD 38062 (HIFATEE RLI(FTIS)), Wk
HLIH 2 25-102 1BIE /KT 25.981(a)F(b)f) FR Bt 25-125 151E
FKTH) 25 TP M AN BLK 26-3 1B IEZ KT 26.33 2.

If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with a
fuel tank Flammability Reduction System (modification 38062). This
system shall remain installed and operative and can only be dispatched
inoperative in accordance with the provisions of the MMEL revision
associated with modification 38062. If modification 38062 (Fuel Tank
Inerting System (FTIS)) is embodied on A318, A319, A320, or A321
airplanes, the airplane is compliant with paragraph FR Section
25.981(a) & (b) at amendment 25-102, Part 25 appendix M & N at
amendment 25-125, and Section 26.33 at amendment 26-3.

PR 3tk /Steep approach

BRI FE %2 42/Fuel Tank Safety

BRI FE IO KA AT IdoR A

Flight Recorders including Data Link Recording

& i 3CHE R} IR 22 % /Installation of suite type seating

JoHT %5 /Towbarless Towing

HH) UTAS 4B /New UTAS Pitot Probes

TKAT 51 ) B 20 TaxiBot # 1E /Pilot Control Mode TaxiBot
Operations

KL RGN 25 1 2 AR B

Security protection of Aircraft systems and networks
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SC F-GEN-01 A 78 1 XA i 1Y) 22 28 /Installation  of non-rechargeable lithium
batteries
SC D-24 TE R SRS e i R (%)
Installation of Airbags in the backrest of seats (optional)
SC D-27 R PARTE R (L5
Installation of Three Point Restraint & Pretensioner System (optional)
SC D-19 FEBNZS BRI YEBUE R S8 (L%
Incorporation of Inertia Locking Device in Dynamic Seats (optional)
SC F-37 FESATCOMMZ43& FHATN
ATN over SATCOM

SC F-MULTI-04 I G R L 2
Rechargeable Lithium Battery Installations

2.1.6. #%/Exemptions

BA #4/No exemptions

2.1.7. {R=/Deviations

ACNS-B-GEN-01 MER ¥ CPDLC T #({5 B AR+ DM89 lifafa . (%)
Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

2.1.8. & &4 /Equivalent safety findings

2.1.8.1 MIRAFFE SR AT ORI AL, 1L RAEAR CRI H1:
The following paragraphs have been complied with through equivalent safety demonstrations granted, as

documented in relevant CRIs:

JAR 25.783(f) “fE11” (I A319 CRI SM 4004 “Jik 2 /61717
related to "Doors (see A319 CRI SM 4004 "passenger doors")

JAR 25.807(d) “SREMNAH " (W, CRI E 5004 “H O#H”,244. A319 CRI E
4001)

related to "Passenger emergency exits" (see CRI E 5004 "Exit
configuration" similar to A319 CRI E 4001)

JAR 25.813(c)(1) <R 2 FHEIE” (WL CRIES005 <3 10T A4 H FH@iE™)
related to "Emergency exit access" (see CRI E 5005 "Type III

overwing emergency exit access")

JAR 25.831(a) “HMX” ()L CRI E5006“Packs Off 1)
related to "Ventilation" (see CRI E 5006 "Packs Off Operation")
JAR 25.933(a)(1) “KAESZRG” (W A319 CRI P 400854 H 31353

related to "Reversing systems" (see A319 CRI P 4008 "Thrust
Reverser Auto restow")

JAR AWO 313 BARRET b (W, A319 CRI SE 4005 SR H 1k w5
related to "Minimum Approach Break-Off Height") (see A319 CRI
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JAR AWO 236

NPAAWO 10

SE 4005 "Minimum Approach Break-Off Height")

IR W A% (L CRISE 5005 “II 2KIBT —3b I i 5 15 )
related to "Excess Deviation Alerts" (see CRI SE 5005 "Cat III
Operation — Excess Deviation Alert")

5 2 @ MTEAA L CRISE-5002 “ K HL AT FM-RVR BRI
related to “ Airworthiness Harmonization package n°2” (see CRI
SE-5002 “AFM — RVR limits”)

2.1.82 fEIEE M S E % gL R, HlE 1 P IRSER U 4
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b)

14CFR Part 25.856(a)

JAR 25.812(b)(1)(ii)

JAR 25.811(f)

JAR 25.812(b)(1)(i)(ii)

JAR 25.785(c)

JAR 25.1443(c)

JAR 25.1441(c)

CS 25.795(a)(1)

e N XKL S R G4 (2 CRI E-32), MIRFEAE L

A318. A319. A320 B# A321 KHLSEHE T MOD 150700 A1 37270
(WA CLS #£35).37048 1 36985, KHLIH LML & KA 5 iF)%

ZFUER, B 25-111 fBIEZ /KT 14 CFR Part 25.856(b) (&L

CRI E-18)

Fuselage burnthrough protection in bilge area (see CRI E-32), see

note below If modifications 150700, and 37270 (with CLS option

only), 37048 and 36985 are embodied in production on A318, A319,

A320, or A321 airplanes, the airplane is compliant with Fuselage

Flame Penetration “Burnthrough” requirements addressed by

paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).

BEXT GBI 9 i PR bR E (CRIELS)

Improved flammability standards for insulation materials (CRI E18)

BRI FIARE CTIRERAIAE AL 70252 B D (CRI E14) (WJik

(ALY,

Photo-luminescent EXIT sign for MCD (Moveable Class Divider)

(CRI E14) (optional)

S H AR 5 R 28 (CRI E16)

Emergency exit marking reflectance (CRI E16)

T E i 8%, BRI OAR EME AL O Hhr B B A (CRI

SE-42) (AL

Symbolic EXIT signs as an alternative to red EXIT signs for

passenger aircraft (CRI SE-42) (optional)

SRS LS T 18 A AT AEAT (CRI D-0329-001) (i

3

Forward facing seats with more than 18° to aircraft centerline. (CRI

D-0329-001) (optional)

B/ MR (CRIF-20) (k%)

Minimum Mass Flow of Supplemental Oxygen (CRI F-

20) (optional)

LA ERE ARG T AR (CRIF21) (£%)

Crew Determination of Quantity of Oxygen in

Passenger Oxygen System (CRI F-21) (optional)

E 2 I 5 53 DI I BN AR

Application of reduced Intrusion Loads in certain areas of the flight
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deck boundaries (D-31) (optional)
CS25.811(e)(4) FHF RS H O bRid i Skt & Sk A bR i
Green Arrow and “Open” placard for Emergency Exit
Marking (SE-63) (optional)
CS 25.251(b) PRBN/EHR 0T KRB R L5 G 1 HE
Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

2.2. B ER/Environmental Requirements

B EEFTT AL 23 16 / ICAO Annex 16

Vol. I Part II M 7 5K/ Noise Requirements
Vol. 11 Part IT PRI HE / Fuel Venting
Vol. II Part IIT Chapter 2 HeAHEHY) / Emissions

VERE: #3545 7E TCDSN EASA.A.064 H5E .
Notes: Further details are defined within TCDSN EASA.A.064

2.3. FERANZ RIS ARZ%4H/CAAC Additional Technical Conditions
PLURESRIEH T A318-111. A318-112: /The following requirements should apply to the A318-111 and A318-112:
& CCAR-26 # (izki2k CHLHFFSEE N 2 4G RE ) HIEK . X T Ak CCAR-26 # AT FTET hit
A, A TC A NHR LR B0 Had F AR 7 A A1
CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.
¥ CAAC 3 CAO No. 2012-30, NERHIFFA (O Taf WL KIRBT I I8 3 ZOR @D 2R,
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

2.4 £k 38/ Production Basis:

A FEYFATIES 5 : EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. BARKHER 1 F FR #1)/Technical Characteristics and Operational Limitations

3.1. 25¥ 115 UType Design Definition

3.1.1 & #& & ALl /Certificated models: A318-111
N IR A e AR R K AL/Definition of reference airplane by doc:
D03006056 (00PO00A0111/C21)

3.1.2 &% | 2 AL /Certificated models: A318-112
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IR AR KL/ Definition of reference airplane by doc:
D03006716 (00PO00A0112/C21)

B¢ /Notes:

T 5 #:45/Model conversions:

U SR AE 25 %% CFM56-5B8/PE/3 K ANHLA3 18- 11 WL St 56 20153997, WNZALBL#440 F 4 &%
CFM56-5B9/PE/3 K BHLA318-112H1 7 .

If modification 153997 is embodied on A318-111 model powered with CFM56-5B8/P or /3 engines, it is
converted into A318-112 model, powered with CFM56-5B9/P or /3 engines.

®  UIR{ER & CFMS6-5B/PE/3 R BIHLA318- 1120 B St 5 20153998, MIZALEL 5 4k 3k 4%
CFMS56-5B8/PE/3 K ZIHLA318-111HL L
If modification 153998 is embodied on A318-112 model powered with CFM56-5B9/P or /3 engines, it is
converted into A318-111 model, powered with CFM56-5B8/P or /3 engines.

3.2. #iid/Description

Bimfe RSNl AR, PIEEREE R L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W4 /Equipment

/NI F /Not applicable.

TNt e AT BT TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

BN BERT/Cabin seats  2521M1F10000 at latest approved issue
J&t )35 /for galleys 2530M1F000900 at latest approved issue

3.4. R~/Dimensions

A318 KL= 2R ~f/Principal dimensions of A318 Aircraft

- Ml¥/Length: 31,45m
- 3JE/Width: 34,10 m
- Mlii/Height: 11,79 m
- 7K P22 5 1M 5 F /Width at horizontal stabilizer: 12,45m
- MLE EH4%/Outside fuselage diameter: 3,95m
- RBNHLEIE FE/Distance between engines axis: 11,51 m
- Ejf2[AlH/Distance between main landing gear: 7,59 m
- Hi/3 AL [E] FE/Distance between nose and main landing gear: 11,04 m
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3.5. RZHl/Engines

TAAENTS A LB RSN N Frid o T A4 BR AN B 8 44 B A SR R EDLEOR T 38k, 2 TR
The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A318-111
2 &5 CFMI K &#Hl/Two CFMI  CFMS56-5B8/P(MOD32028)

A318-112
2 &5 CFMI K &#Hl/Two CFMI  CFMS56-5B9/P(MOD32029)

V¥ /Note:

CFMS56-5B %% CAAC VTC iE 1i%i'5 VTCO064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

1FF&/Notes:
1 BTN 37147 B L5 N CEMS56-5Bx/3 “Tech Insertion” &K zhHL. %5 & F T CFM56-5Bx /P SAC
KL

Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147. This
modification is only applicable on CFM56-5Bx /P SAC engines.

WX CFM-5B KNG N T 37147, WIRBHHLIE 2538 0/3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
1205 24 H T & A T-/The modification is currently applicable for:

A318-111: CFMS56-5B8 (SAC) 5 {4/ which changes to CFM56-5B8/3
A318-112: CFM56-5B9 (SAC) 5 4/ which changes to CFM56-5B9/3

RAPURFIERFF AL

The engine characteristics remain unchanged.

L2 UE I BE K 37147 X 2 il o 5E R P S 90 720 o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.

4T 4 38573 ik, CFMS56-5Bx/3 KENHLAILLS CFM56-5Bx/P 1.
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in

modification 38573.

3.6. #Bhah 1 B /Auxiliary Power Unit

169 / 177



A4S\ AT IFEYE B/ Validation of Type Certificate Data Sheet fix #X/Revision: 23

1. AT /Basic
A318-111/-112

HONEYWELL AIRESEARCH GTCP 36-300 (A) (F7t/Specification 31-5306 B)
HEAE M 7/ Approved oil: 2 I GARRETT ## GT. 7800 / See Garrett report GT 7800.

2. 1% /Option
A318-111/-112

Pratt & Whitney Rzeszow S.A A ] APS 3200 (#i7 No. ESR 0802, A Jit) -

Pratt & Whitney Rzeszow S.A APS 3200 (Specification ESR 0802, Rev. A).

Pratt & Whitney Rzeszow S.A AH] APU ()% H F 2 MOD 22562 5% 35864 & X o

The APU Pratt & Whitney Rzeszow S.A installation is defined by MOD MOD 22562 or 35864.

2% /or

Honeywell A 7] 131-9[A]  (Fi3E No. 4900 MIE 03 19 01).
Honeywell 131-9[A] (Specification 4900 M1E 03 19 01).
Honeywell 22 7] APU )43 H B2 MOD 25888 & Mo

The APU Honeywell installation is defined by MOD 25888.
HEHE A8 T AR 31-12048A-3A BLYL (L5 .

Approved oils : according to Model Specification 31-12048A-3A.

AFE: A318 B K HL, Pratt & Whitney Rzeszow S.A A APU (APS 3200) (52 MOD 35864) J& H MSN 2686
TEER A = FRifE .

Note: for A318 models, the APU Pratt & Whitney Rzeszow S.A APS 3200 (Mod 35864) is the production standard
from MSN 2686

3.7. WZjie2E/Propellers

A& F/N/A

3.8. WAk CBRuh. ¥Euh. A0, YUEMD /Fluids (Fuel, Oil, Additives, Hydraulics)

ENGINES KEROSENE DESIGNATION
JET A, JET A-1, JP5, JP8, No.3 Jet Fuel
CFM56: Installation document CFM | (GB6537), JET B*, JP 4* F44, F34,

2129) AVTUR, AVTUR/FSII, AVTAG/FSII*,
AVCAT/FSII
) JET A, JET A-1, JP5, JP8, No.3 Jet Fuel
PW6000: Installation document
(GB6537), JET B*, JP 4* F44, F34,
PWA-7707

AVTUR, AVTUR/FSII, AVTAG/FSII*,
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AVCAT/FSII

bR tE T BB I3 E

The above mentioned fuels are also suitable for the APU.

FEA AL AE BRI TE 2 WAEAS

Refer to Consumable Material List (CML) for details on approved fuel specifications
* AVERX CFM R BIHLE 2 T %7/ Wide cut is only certified for CFM engines

17 IH1/Oil

X1V FEYE/For oil specification:

K ZIHL/Engine CFM56-5B8/P
CFM56-5B9/P
Z AL UE R ¥ 1/ Approved Oils SB CFMI 79-001-0OX
A n7/Additives:

St F- CIS BRMMIR AN, 2 075 % A 6 FEAE B (CML)AT CFM /A & IR553E 2 SB 73-0122 Bi# PW 2 &) IR 558
4 SB 2016

Refer to Airbus Consumable Material List (CML) and CFM SB 73-0122 or PW SB 2016 forCIS fuel additives
R AT IR E T BhEh 1 E
The above-mentioned fuels and additives are also suitable for the APU.

£ /Hydraulics

¥ % 7 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. BRI E/Fuel Quantity

PRI & /Fuel Quantity (0.8kg/liter)

A318-100 series (AN £ /without MOD 160001)

3 W KL/ 3 TANK AIRPLANE
I/ TANK TR (A / AATHBmTT (A /
Usable fuelliters (kg) Unusable fuel liters (kg)
HLE/WING 15 609 (12 487) 58.9 (47.1)
H1 /CENTER 8 250 (6 600) 23.2(18.6)
SH/TOTAL 23 859 (19 087) 82.1 (65.7)

A318-100 series (i f /with MOD 37331 {HA %74 /and without MOD 160001)
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3 M KHL/ 3 TANK AIRPLANE
JHAE/TANK | mammst (A | FAIRRET (A7 /
Usable fuelliters (kg) Unusable fuel liters (kg)
HLE/WING 15959 (12 767) 58.9 (47.1)
t 3¢/CENTER 8 250 (6 600) 23.2 (18.6)
B3/ TOTAL 24209 (19 367) 82.1 (65.7)

A318-100 series (AN £ /without MOD 37331 {Hi{7 f5 /and with MOD 160001)

3 W48 KHL/ 3 TANK AIRPLANE
A/ TANK | TTHBRGT (A / RATFARRI T (AT /
Usable fuelliters (kg) Unusable fuel liters (kg)
HIE/WING 15 568 (12 454) 58.9 (47.1)
Hi Jt/CENTER 8 248 (6 598) 23.2 (18.6)
HTH/TOTAL 24209 (19 367) 82.1 (65.7)

A318-100 series Cififg /with MOD 37331 3 H 4745 /and with MOD 160001 )

3 WIS KHl/ 3 TANK AIRPLANE
A/ TANK | ARSI (A / RAT MR (AT /
Usable fuelliters (kg) Unusable fuel liters (kg)
BLE/WING 15918 (12 734) 58.9 (47.1)
H1 J/CENTER 8 248 (6 598) 23.2(18.6)
H3H/TOTAL 24166 (19 332) 82.1 (65.7)

3.10. FEERH (BRIEDAFH, HBRTHE-IAS)

Limit speeds(Indicated Airspeed - IAS - unless otherwise stated)

B A% 5 %%/ Maximum Operating Mach (MMO): 0.82

i A% 34 /Maximum Operating Speed (VMO):
ML) & /Maneuvering Speed VA:

350 kt

2 JL EASA HLHER) CAT M 0 PR A1) 2775
See Limitations Section of the EASA approved

Flight Manual
¥E 3 /5% 3 e 25 1 B /Extended Flaps/ Slats Speed (VFE): i N 3/see table below
LKLY . SET MR VFE (k)
Configuration | Slats/Flaps (°)
1 18/0 230 )3t 37/ Intermediate approach

18/10 * 215 2 K/ Take-off

22/15 200 2 K M3 3%/Take-off and approach
22/20 185 K. 5. %/ Take-off, approach,

172 1 177



A4S\ AT IFEYE B/ Validation of Type Certificate Data Sheet fix #X/Revision: 23

landing
2 J8/Full 27/40 177 #fi/Landing
* A, 210 FTREER E B
Auto flap retraction at 210 kt in take-off configuration
HCV% 4L/ Landing gear :
VLE — J&J/Extended: 280 kt/ Mach 0.67
VLO — J&J/Extension: 250 kt
i [F]/Retraction: 220 kt
FCREPREE R (R 195.5 kt (225 mph)

Tyres limit speed (ground speed)

3.11. K47%k/Flight Envelope

B KA H 51 /Maximum operating altitude

39100 (FERUR) (77 /pressure altitude)

41100 (FLR/f) (JE )15 pressure altitude) #1852 fili MOD  39195/if modification
39195 is embodied (models A318-111/-112

only)

— 4=

3.12. i2817RR#l/Operating Limitations

Z: WG R EASA HER) KA AT Tt
See the appropriate EASA approved Airplane Flight Manual

714 E (2.2482 BE/daN)/Powerplant (2.2482 Ib/daN)

CFMI & Zi#1/Engines

RFHL/Engine CFMI
CFM56-5B8/P CFM56-5B9/P
¥ #./Data sheets E37NE (FAA) E37NE (FAA)
E38NE (FAA) E38NE (FAA)
WP & 1L #E /7/Static thrust at sea level
(S 7SR —HE 30°C)/ 9 608 daN 10 364 daN
Take-off (5 min)* (Flat rated 30°C) (21 600 Ibs) (23 300 Ibs)
I KIES(G—FE 25°C)/ 8478 daN 9 008 daN
Maximum continuous (Flat rated 25°C) (19060 Ibs) (20 250 1bs)

* BRANAE A ORI M [V AT I A S LR, AR E BRI ATUR R S S e B B, AL e vRE KR
JPRETAE 10 7358
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de CaractéristiquesMoteur".
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HARZIHUBRE: WAHRI A BN 5 ERIERE

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.

12.1 &Ht#ER1IZ1T/Approved Operations

1Z¥i7 V21T /Transport commercial operations

12.2 HAthFRf]/Other limitations

SEAEIRE FH PR 2 WIS ) EASA fEHER CAL AT 0T
For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. B K8 % i &/Maximum Certified Masses (Kg)

000 001 002 003 004
A3 B /VARIANT BASIC MOD MOD MOD MOD
31672 | 31673 | 31674 | 31675
BKIFATER/Max. Ramp Weight 590400 | 61900 | 63400 | 64900 | 66400
BKE K E & /Max. take-off weight 59000 | 61500 | 63000 | 64500 | 66000
BAK G B B/Max. landing weight 56000 | 56000 | 57500 | 57500 | 57500
BAFHME B/ Max. zero fuel weight | 53000 | 53000 | 54500 | 54500 | 54500
B/NE & /Minimum weight 34500 | 34500 | 34500 | 34500 | 34500
A EVARIANT 005 006 007 008
= MOD 31676 | MOD 33235 | MOD 33126 | MOD 33128
BRI AT E B/Max. Ramp Weight 68 400 56 400 61 400 64 400
%ﬁ@—ﬁii/Max. take-off Weight 68 000 56 000 61 000 64 000
%ﬁ%%ﬁﬁlMax landing Weight 57 500 56 000 56 000 56 000
%ﬁ%ﬁ?ﬁ‘?ﬂiiﬁlMax zero fuel Weight 54 500 53 000 53 000 53 000
B/ B & /Minimum weight 34 500 34 500 34 500 34 500

3.14. E.L¥EH/Center of gravity range

LA HEHERT AL AT FM/ See approved Airplane Flight Manual.

3.15. Z#E/Datum

0.0 ¥if7, 7 F RAWLKAT T 2.540 2K

Station 0.0, located 2.540 meters forward of airplane nose

174 1 177



RS\ AT IE$E B/ Validation of Type Certificate Data Sheet

[ X/Revision: 23

3.16. PSR 35%/ Mean Aerodynamic Chord (MAC)

4.1935 K/meters

3.17. JKFJ5 %/ Levelling Means

LA AN 3 A TR AT -

The A/C can be jacked on three primary jacking points.

Z: WE I ) EASA v ) =5 B R -t

See the appropriate EASA approved Weight and Balance Manual

3.18. B/ ¥4THL4/Minimum Flight Crew

2 {7258 51/pilots

3.19. BoRZE BEEURA B KB /N E AP/ Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

TR T A ER BN T R (MPSCO AR Z AR CHY DA BN 250 DLRZAR I AR A2 o RE 2R

AN AKL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thecorresponding cabin

configuration (exit arrangement and modifications) and the associatedminimum numbers of cabin crew members used

to demonstrate compliance with thecertification requirement:

%A B A K i A4 B /Passenger Seating Capacity & Cabin
Configuration

= Ml 4H /Cabin

crew

136 (C-111-C)

3

1 FE/Note:

FEMIFNA ) J5 BALT T T LA S ek 37807 2R . X FPESL T, BORIREECA 80,
The LH & RH rear passenger doors can be de-activated by embodiment ofmodification 37807. In this case, the

maximum number of passengers is 80.

I A AT DB B2 39673 25 IXMEOL T, 2R A SRR & il FIg ATt oy 110, K EIzATR 8 32,

The Type III emergency exit can be de-activated by embodiment of modification39673. In this case, the maximum

number of passengers is 110 when operatingoverland and 32 when operating overwater.

SCHt MOD153648 “i /A E — Mk — AT ZERAERF I WL A, B TP B A e R & A

BeWy,  BRARSEHE 53 AN Bt SE S BRI R A«

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE

CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)

during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.
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3.20. 1TZAR/HEM/Baggage / Cargo compartment

$H8/CARGO COMPARTMENT | & KEH/MAXIMUM LOAD (kg)
Fl/Forward 1614
Ja/Aft 2131
JE/Rear (H12%/bulk) 1372

TR B, -G E AR, SREARRER) WEEFE T G S: 00 P 080 A 0001/C1S)
1.10 &5,

For the positions and the loading conditions authorized in each position (references of

containers, pallets and associated weights) see Weight and Balance Manual, ref. 00 P 080 A

0001/C1S Chapter 1.10.

3.21. HLE A G/ Wheels and Tyres

LR 458 % SB A320-32-1007. /See SB A320-32-1007.

4. IB1TAIERS5 84 /Operating and Service Instructions
4.1. KHL 4T F M/ Airplane Flight Manual (AFM)

EASA #itiEff) A318 "WHL &AT T
EASA Approved Airplane Flight Manual for A318.

4.2. FREEEHSCHAE R )

Instructions for Continued Airworthiness and Airworthiness Limitations

&R R #1)/Airworthiness Limitations

- (A318/A319/A320/A321 B KHLIERLIERBI(ALS)) BT &8 1-2 A1 1-3 FA4TH, it dE M H % &7 il
PR RR A 5T H o
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the approved
A318/A319/A320/A321 Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 B KHLEATIERRBFIALS)) I3 2 480, $RAt T IE A it s 2 PRBR 5 H
Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the approved
A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2) .

-A318/A319/A320/A321 B4 K HUEHIERBI(ALS)) HISH 3 73, $Rpt TSk ai e 4B 2K IH .
Certification Maintenance Requirements are provided in the approved A318/A319/A320/A321 ALS Part 3 - CMR
(Certification Maintenance Requirements) .

- (A318/A319/A320/A321 L KHLE AR BIALS)) HIZE 4 ek, S0t 720 RG4EE (ASMD [RH.
Ageing Systems Maintenance (ASM) limitations are provided in the approved A318/A319/A320/A321
Airworthiness Limitations Section (ALS) Part 4.
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- (A318/A319/A320/A321 B4 K HUEATHERRHI(ALS)) FIZE 5 2080, $24k T RRIIE i PR ) o
Fuel Airworthiness Limitations are provided in the approved A318/A319/A320/A321 Fuel Airworthiness
Limitations document (ALS Part 5) .

HoAth PR #1/Other limitations

2 I, EASA #tUER CATFHE.
See EASA approved Flight Manual.

4.3. EEMFPEF M/ Weight and Balance Manual (WBM)

23 B S/ Adrbus Compliance Document 00D80A0001/C1S

5. 738 /Notes

5.1 P BBIR B AT TIB R iEIL 58
All models are basically qualified for Cat I1IB precision approach.

5.2.A318-111. A318-112 5&F CCAR-26 #BAE MK [2012]30 53 (CAO No 2012-30) HIFF &1 E k.
For A318-111 and A318-112, compliance findings have been addressed for the requirements of CCAR-26 and Civil
Aviation Order (CAO) No 2012-30.

2
-——-Jh----

---END----
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