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This data sheet, which is part of Validation of Type Certificate (No: VTC0099A) , prescribes condition
and limitation under which the product for which the Validation of type certificate was issued meets the
airworthiness requirements of the Chinese Civil Aviation Regulation.
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1y Wb
SECTION1 GENERAL

1. BISAAESEE BRRIKAS B LR B ITIEF/ Revision and Change Record of the Validation of Type Certificate
Data Sheet

B HRIRAS B /Revision of the Type Certificate Data Sheet

RSN AEEE Bg 5 . BRI H 3 | S SO EE B g 5 . AR H 1]
Validation of Type Certificate Data Sheet | Type Certificate Data Sheet Number, Revision
Number, Revision and issuance date and issuance date
MAT | No.VTCO099A, RiK24/Rev 24 EASA TCDS A.064, Issue: 56
Current | 2025403 H17H 11 Oct 2024
No. VTCO0099A; Revision 24, Date of Issue:
2025-03-17
Jist | No.VTC0099A, hRX23/Rev 23 EASA TCDS A.064, Issue: 56
History | 2025501 H 13 H 11 Oct 2024
No. VTC0099A; Revision 23, Date of Issue:
2025-01-13
No.VTCO0099A, hii{%k22/Rev 22 EASA TCDS A.064, Issue: 51
2024406 18 H 02 Jun 2023
No. VTC0099A; Revision 22, Date of Issue:
2024-06-18
No.VTC0099A, hR{X21/Rev 21 EASA TCDS A.064, Issue: 49
2023402 H20H 05 Feb 2022
No. VTC0099A; Revision 21, Date of Issue:
2023-02-20
No.VTC0099A, KR {&X20/Rev 20 EASA TCDS A.064, Issue: 48
20224F02 H28H 05 Apr 2021
No. VTC0099A; Revision 20, Date of Issue:
2022-02-28
No.VTC0099A, hR{X19/Rev 19 EASA TCDS A.064, Issue: 46
20214F11H02H 25 Jun 2018
No. VTCO0099A; Revision 10, Date of Issue:
2021-11-02
No.VTCO0099A, fiiX18/Rev 18 EASA TCDS A.064, Issue: 39
201912 H19H 20 May 2019
No. VTCO0099A; Revision 18, Date of Issue:
2019-12-19
No.VTCO0099A, hRiX17/Rev 17 EASA TCDS A.064, Issue: 36
20194F02 H 18 H 05 Nov 2018
No. VTC0099A; Revision 17, Date of Issue:
2019-02-18
No.VTCO0099A, hxiX16/Rev 16 EASA TCDS A.064, Issue: 32
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20184£07H 16 H 22 Mar 2018

No. VTC0099A; Revision 16, Date of Issue:

2018-07-16

No.VTCO0099A, fixiX15/Rev 15 EASA TCDS A.064, Issue: 32
20184F06 129 H 22 Mar 2018

No. VTCO0099A; Revision 15, Date of Issue:

2018-06-29

No.VTCO0099A, fiziX14/Rev 14 EASA TCDS A.064, Issue: 32
20184F04 124 H 22 Mar 2018

No. VTCO0099A; Revision 14, Date of Issue:

2018-04-24

No.VTCO0099A, fixiX13/Rev 13 EASA TCDS A.064, Issue: 30
20174F12H26H 19 Sep 2011

No. VTC0099A; Revision 13, Date of Issue:

2017-12-26

No.VTCO0099A, hiiX12/Rev 12 EASA TCDS A.064, Issue: 29
20174F09 H28 H 06 Mar 2017

No. VTC0099A; Revision 12, Date of Issue:

2017-09-28

No.VTCO0099A, hi{X11/Rev 11 EASA TCDS A.064, Issue: 22
20164F11 H04H 28 Jun 2016

No. VTC0099A; Revision 11, Date of Issue:

2016-11-04

No.VTCO0099A, hxiX10/Rev 10 EASA TCDS A.064, Issue: 19
2016406 H 13 H 17 Dec 2015

No. VTC0099A; Revision 10, Date of Issue:

2016-06-13

No.VTCO0099A, hRIX9/Rev 9 EASA TCDS A.064, Issue: 19
2006406 H 05 H 17 Dec 2015

No. VTC0099A; Revision 9, Date of Issue:

2016-03-18

No.VTCO0099A, hIX8/Rev 8 EASA TCDS A.064, Issue: 16
2015408 H28 H 06 Mar 2015

No. VTC0099A; Revision 8, Date of Issue:

2015-08-28

No.VTCO0099A, hRIX7/Rev 7 EASA TCDS A.064, Issue: 12
2015401 H14H 12 Sep 2013

No. VTC0099A; Revision 7, Date of Issue:

2015-01-14

No.VTCO0099A, hRi{X6/Rev 6 EASA TCDS A.064, Issue: 12
2014512 H24H 12 Sep 2013

No. VTC0099A; Revision 6, Date of Issue:

2014-12-24

No.VTCO0099A, hiX5/Rev 5 EASA TCDS A.064, Issue: 12

20144£07 H18H
No. VTC0099A; Revision 5, Date of Issue:

12 Sep 2013
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2014-07-18

No.VTCO0099A, fixiX4/Rev 4 EASA TCDS A.064, Issue: 12
2014502 H26 H 12 Sep 2013

No. VTC0099A; Revision 4, Date of Issue:

2014-02-26

No.VTC0099A, HhRi&k3/Rev 3 EASA TCDS A.064, Issue: 5
2009406 H 19H 06 May 2009

No. VTC0099A; Revision 3, Date of Issue:

2009-06-19

No.VTC0099A, HhRi%K2/Rev 2 EASA TCDS A.064, Issue: 3*
2008405 H27H 20 May 2008

No. VTC0099A; Revision 2, Date of Issue:

2008-05-27

No.VTCO0099A, h{X1/Rev 1 EASA TCDS A.064, Issue: 2
2007412 04 H 22 Jun 2006

No. VTC0099A; Revision 1, Date of Issue:

2007-12-04

e EERAH O E RS SRR E B S %
Note: Above TCDS information of Certification Authority is only for reference.

* VICDS VTCO0099A R2 {X % EASA A.064 issue 3 "1 5 A320 FRHIAH G 1) & 7
* VICDS VTCO0099A R2 only incorporate the related section of A320 series in EASA A.064 issue 3.

IAAT B BT 123/ Change Record of the VTCDS

F IR/
Revision

HXF B —RRAIEIT Il 5%
Change Record

Uk

Remark

R19

1 ¥~ %85 . A319-15IN . A319-153N . A319-17IN .
A320-272N

Add the following models: A319-151N. A319-153N. A319-171N,
A320-272N.

2. B T4 CAAC INATH T BE 2 MOD 161386, MOD 161387
MOD 161388, MOD 161389, MOD 161390. MOD 36666, MOD
32009. MOD 161765. MOD 166794, MOD 164684

Add the following CAAC validated Modification: MOD 161386+
MOD 161387, MOD 161388, MOD 161389, MOD 161390. MOD
36666. MOD 32009. MOD 161765, MOD 166794, MOD 164684.
3. BT CFM KBIHLI CAAC VTC iF o5 IR Ik

Update CFM engine CAAC VTC Certificate No. and Revision No.

4. TR Ae N RILANE E K bRiE3 SRR (GB6537)
Update the information of National Standard of the People’s Republic
of China “No.3 Jet Fuel” (GB6537)

R20

1. # T4 CAAC B2 ¥ 115 2: MOD 160139, MOD 159927,
MOD 159645, MOD 164105, MOD 165790, MOD 159852, MOD
167557 MOD 157922, MOD 157924
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Add the following CAAC accepted Modifications: MOD 160139,
MOD 159927. MOD 159645. MOD 164105. MOD 165790. MOD
159852, MOD 167557. MOD 157922, MOD 157924

2. B A Fe A e B 4T, W1 0099A 21T N
VTCO0099A; R19 EITiCRHMER PW K SIHLESY .

Wording changes: add complete VTCDS reference No.,change 0099A
to VTC0099A; remove PW engine from R19 change record.

R21

1. R VICDS #4R ;

Adapt to new VTCDS template;

2. B N3 CAAC 52 (1 it 3 2 MOD 166872, MOD 158247,
MOD 167557, MOD 166104, MOD 164597, MOD 153648,
MOD 158771

Add the following CAAC accepted modifications: MOD 166872,

MOD 161860, MOD 162512, MOD 158247, MOD 167557, MOD

166104, MOD 164597, MOD 153648, MOD 158771

3. A319/A320/A321 H 5E Z:AliHg ke 261 D-28.

SC D-28 is added in the certification basis of A319/A320/A321.

4. A321 HiHi WV065.

Add WVO065 for A321.

5. ErIASEE R B R WA AR R 19 1B IERIKF )

25.603, X% 166104 Bit A5 .

Add Airbus Elect To Comply with CS25 Amdt 19 25.603 when

modification 166104 is installed.

6. A318/A319/A320/A321 i % FERHG INSER %4 B-17.

ESF B-17 is added in the certification basis of

A318/A319/A320/A321.

7. HHSTE MOD153648 £ KBl b S f5 3 BUR AR PR H IV ERE .

Add note for cabin limitation when MOD153648 is embodied.

8. 1 EASA TCDS A.064 A IR — BT BRI AL o 2.4 =

A oA

Align with EASA TCDS A.064 to remove section 2.4 production

conditions for all models.

9. A318/A319/A320/A321 i & JEAlHE M CS-ACNS Subpart D.

CS-ACNS Subpart D is added in the -certification basis of

A318/A319/A320/A321.

10. HEE7ESLE MOD36885 Ji A320 B il e i 1 S 7 i 1%«

Correction of typo for A320 model conversion when MOD 36885 is

embodied.

R22

1. ¥4 CAAC #5321 il MOD 168533, MOD
169087, MOD 159927, MOD 169007, MOD 158249, MOD 166219
Add the following CAAC accepted modifications: MOD 168533,
MOD 169087, MOD 159927, MOD 169007, MOD 158249, MOD
166219

2. A321 HEFEMBG N A D-35.

SC D-35 is added in the certification basis of A321.

3. A318/A319/A320/A321 & Feat¥ hn+% H 4644+ F-MULTI-04.
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SC F-MULTI-04 is added in the certification basis of
A318/A319/A320/A321.

4. A318/A319/A320/A321 i FEAHE I+ FI %% F-37.

SC F-37 is added in the certification basis of A318/A319/A320/A321.
5. %2, 3, 4, 5% 3.3 WA LL “EAFrHAERIR” B AR
RSx5S,

In section 2, 3, 4, 5 paragraph 3.3 Equipment. issue reference in the
equipment lists replaced by ~“at latest approved issue” .

6. B 1 7 BOE T ChRIChRE, O BOBrtHERRIR T B A
A

In section 1 paragraph 7 Chinese markings and placards, replace
document issue number by “at latest appoved issue”.

7. R 21 BRSO AT R JE A TR A AT BT BE A e
Ro

Correct errors in the table of design changes have been validated post

Type Certificate by CAAC.
8. B N5 CAAC 21 i 52 MOD 165947

Add the following CAAC accepted modification: MOD 165947
9. %2 &3 HIrHIBIE 2.1.5 #n SC D-33
Add SC D-33 in paragraph 2.1.5 section 2&3.

R23

1. 340 CAAC AR [ ¥ T1 B 2t MOD162040

Add CAAC validated design change MOD162040

2. %2, 3, 4E4MBIE 2.1.8 34/ ESF F-122 #1 F-125

Add ESF F-122 and F-125 in paragraph 2.1.8 section 2, 3, and 4.

3. MMBRZE— M BUE 95 FE5E—ER Bk 8 tEIE: A%
EDL(Extended Disk Life)s, — & — K L2 K% CAAC HitHE.

Delete section 1 paragraph 9; add note: The process of EDL (Extended
Disk Life) or 2-for-1 for brakes has not been approved by CAAC, at
section 1 paragraph 8.

R24

1. #9n CAAC AR YT 2t MOD163323; MOD173094;
MOD161729; MOD158239; MOD163214, MOD163216,
MOD162337, MOD23398, MOD162193, MOD162338,
MOD165333, MOD163215, MOD162744, MOD162339.

Add CAAC validated design change MOD163323; MOD173094;

MOD161729; MOD158239; MOD163214, MOD163216,

MOD162337, MOD23398, MOD162193, MOD162338,

MOD165333, MOD163215, MOD162744, MOD162339.

2. 55 3 HR B 2.1.4 BB A321 E-Rudder i E H:fif o

E-Rudder certification basis update for A321 in paragraph 2.1.4

section

3. X A320 AT A321, % 3 HRorBUi 2.1.4 MNP iR (RF A5

22 SEIER).

For A320 and A321, addition in paragraph 2.1.4 section 2&3 sentence

on bulletproof (compliance to Amdt 22).

4. A321 8 hnE A E 080,

WVO080 introduced for A321 ACFE.
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5. A32INEO Fl ACF #4 )l & &4F & 057.

WVO057 introduced for A321NEO and ACF.

6. 5l A ACJ319NEO & ACJ320NEO.
Introduction of ACI319NEO & ACJ320NEO.

7. FEER 2, 3, 4 Bk 2.3 I % E-023.
Add exemption E-023 in paragraph 2.3 section 2, 3, 4.
8. BT ABINL VIC JRA S .

Update engine VTC revision number.

2. I\T] 245/ Validation Authority: [ )R A2 R/CAAC
B 5B 24 Ji/Certifying Authority: WK 3 2 42 42 JRI/EASA

3. B 5 A MAEREA N/Type Certificate Holder:
% %/ Airbus
2 Rond-point Emile Dewoitine
31700 Blagnac, France
4. A 7743 7 /Manufacturer
Airbus
2 Rond-point Emile Dewoitine

31700 Blagnac, France

5. WURIERE KAT/ETOPS:
MEARL e RIS AT RS SRR (ETOPS #7244 FIFE /7 (CMP)) U SA/EASA: AMC 20-6/CMP )%
RIF, A318/A319/A320/A321 RGBS it RG] SEMEAMPEREA AE /1 REAT IEREI21T (ETOPS).
The Type Design, system reliability and performance of A320 models were found capable for Extended Range
Operations when configured, maintained and operated in accordance with the current revision of the ETOPS
Configuration, Maintenance and Procedures (CMP) document, SA/EASA: AMC 20-6/CMP.

PEAEANKE AT SERRIZ 4T (ETOPS) HYSLHE CLAAUMAH IR 2RISR AT L e
This finding does not constitute an approval to conduct Extended Range Operations (operational approval must be
obtained from the responsible Authority).

TR ETOPS HEHER VR &
The following table provides details on the ETOPS approvals.

fi 2 2R A5 REHE S/ 120 43 ShHkvEi) B 3/ 180 23St i) H 3/
/Aircraft Model Engine Type 120 MinApproval Date 180 MinApproval Date
A320-214 CFM56-5B4 28 April 1995 11 March 2004
A320-215 CFM56-5B5 N/A 06 November 2006
A320-216 CFM56-5B6 N/A 06 November 2006
A320-231 V2500-Al 13 January 1992 11 March 2004
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fi 22 28 A REHEE/ 120 S-St B 3/ 180 23St i) H 3/
/Aircraft Model Engine Type 120 MinApproval Date 180 MinApproval Date
A320-232 V2527-A5 28 April 1995 11 March 2004
A320-233 V2527E-AS 14 February 1997 11 March 2004
A320-271N PW1127G-IM 27 June 2017 27 June 2017
A320-251N CFM LEAP-1A26 10 July 2017 10 July 2017
A320-252N CFM LEAP-1A24 17 January 2018 17 January 2018
A320-272N PW1124G1-JM 19 August 2019 19 August 2019
A321-111 CFM56-5B1 29 May 1996 11 March 2004
A321-112 CFM56-5B2 29 May 1996 11 March 2004
A321-211 CFM56-5B3 28 July 1997 11 March 2004
A321-212 CFM56-5B1 N/A 28 April 2006
A321-213 CFM56-5B2 N/A 28 April 2006
A321-131 V2530-A5 29 May 1996 11 March 2004
A321-231 V2533-A5 28 July 1997 11 March 2004
A321-232 V2530-A5 N/A 28 April 2006
A321-271N PW1133G-IM 27 June 2017 27 June 2017
A321-272N PW1132G-IM 27 June 2017 27 June 2017
A321-251N LEAP-1A32 10 July 2017 10 July 2017
A321-253N LEAP-1A33 10 July 2017 10 July 2017
A321-252N LEAP-1A30 17 January 2018 17 January 2018
A321-271NX PWI1133G-JM 5 June 2018 5 June 2018
A321-272NX PW1132G-JM 5 June 2018 5 June 2018
A321-251NX LEAP-1A32 5 June 2018 5 June 2018
A321-253NX LEAP-1A33 5 June 2018 5 June 2018
A321-252NX LEAP-1A30 5 June 2018 5 June 2018
A319-111 CFM56-5B5 14 February 1997 11 March 2004
A319-112 CFM56-5B6 14 February 1997 11 March 2004
A319-115 CFM56-5B7 25 November 1999 11 March 2004
A319-131 V2522-A5 14 February 1997 11 March 2004
A319-132 V2524-A5 14 February 1997 11 March 2004
A319-133 V2527M-AS 25 November 1999 11 March 2004
A319-151N CFM LEAP-1A24 19 August 2019 19 August 2019
A319-153N CFM LEAP-1A26 19 August 2019 19 August 2019
A319-171N PW1124G-JM 07 May 2020 07 May 2020
A318-111 CFM56-5B8 N/A 06 November 2006
A318-112 CFM56-5B9 N/A 06 November 2006
VR /Note:

M7 KHLIERR AT A L . 4E3 FIFE R AR UEL S 7E ETOPS CMP XA S BOfi lRIK I SA/EASA: AMC

20-6/CMP 1, 282 IR AN T A IEH RS A320-214 /-215/-216 /231 /-232/ -233 / -27IN / -272N /

251N /-252N, A321-111/-112/-131 /211 /-212 / -213 / -231 / -232 / -27IN / 272N / 251N / -252N / -253N /

27INX / -272NX / -251NX / -252NX / -253NX, A319-111/-112/-113/ -114/-115/-131/-132/-133 / -15IN

/ -153N / -17IN, A318-111 / -112 / -121 / -122 (ETOPS %4, 4§ F1FEF(CMP)) X1 SA/EASA: AMC

20-6/CMP [P 2RI, A318/A319/A320/A321 BUHIHIA S &1t KRG A SEMER R REA fe 1T R IE AT
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(ETOPS).
The Configuration, Maintenance and Procedure Standards for extended range twin-engine airplane operations are
contained in ETOPS CMP document reference SA/EASA: AMC 20-6/CMP at latest applicable revision.
Certificated models are A320-214 /-215/-216 /-231/-232/-233 / -27IN / -272N/ -251N / -252N, A321-111 /
-112/-131/-211/-212/-213/-231/-232/-271IN / -272N / -25IN / -252N / -253N / -27INX / -272NX / -251NX
/-252NX/-253NX, A319-111/-112/-113/ -114/-115/-131/-132/-133 /-15IN / -153N / -17IN, A318-111/
-112 /-121/-122 with all applicable engines.

S it 2% /Embodiment of modification:

36666 it EASA fitifEf) 120 7344 ETOPS fi
36666 provides ETOPS 120 mn capability for EASA
32009 provides EASA #L#E 180 7% ETOPS fi
32009 provides ETOPS 180 mn capability for EASA

6. CAAC £ FEKR/Special Requirements:
ACAT 3 v ] B0 A — JRE S RO A L 00 2 T IR R R R
Each of specific aircraft delivered to China shall meet the following Special Requirements:
(1) % CAAC iEfiiE4 CAD97-MULT-38, ZRPIEAFEUL R (QAR);
Per CAAC Airworthiness Directive CAD97-MULT-38, the Quick Access Recorder (QAR) shall be installed.
(2) HR¥E CCARI21.301(d), oy LI B Az B 2 /R FH R A5
Per CCAR 121.301(d), the altimeter measure unit shall be indicated in meters at least.
(3) HE i N RLANE [ SR 3 SHED (GB 6537) HIAEH % AF
Operational condition for the National Standard of the People’s Republic of China “No.3 Jet Fuel” (GB 6537)
shall be defined.
(4) FRREELSR/ Placard Requirements:
RHE CCAR 21.29(5), HLEFTAE X IRE AT IR B FUd A SC A id fbs s ML ERTA MR
ERHLANE RN R 7 N Gt VR AL B DA ST 3 D7 iR R S IR k25 AT RE A FH IO AT B S s 4
AOERAE S A8 Ul BN 2 2 D T SRR

Per CCAR 21.29(5), All on-board placard and marking for awareness, warning, and note to the passenger; all

on-board placard and marking for opening method and location indication of the emergency exit and door to
passenger and outside rescuer; and all operational instructions for on-board emergency equipment possible
operated by passengers shall be presented in Chinese at least.

(5) FFEPTAIEN I EASA AR FRIERTTE 25

All applicable airworthiness directives (ADs) issued by the EASA shall be complied with.

7. H3ChRiCHRfE/Chinese markings and placards
BT A SCRRIC AR RN FF 5 4 SC44/All Chinese markings and placards must conform to the following documents:

® A320 Family — CAAC Exterior Placards and Markings Booklet - Ref. D01D18020452- at latest approved issue

® A320 Family—CAAC Passenger and Crew Placards Booklet - Ref. D11L.S0701761- at latest approved issue.

TE: BOPTRRIRER CAAC #5252 7 SCR IR S 22 EASA Solftb 1 eehic
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Note: The latest approved issue of the documents refers to the latest EASA approved revisions after CAAC
acceptance of translation.

8. S INATE 54 B RA AT BT BE
The following design changes have been validated post Type Validation by CAAC:

H /MOD fix A fissue | H#ii/Description

Major Change 36790 BLEFS Bl HLTE R4t

CERTIFICATION-CABIN SYSTEM-On Board Mobile Telephone
System-Define & Certify GSM on Board

Major Change 38616 | 1 fE A321 KHLEI AT M == 1L 3 3 b

Introduce a Standard of Wing Box without DryBay on A321 Aircraft
Major Change 150700, 8 58 PR R 7 R TR L () B A7 — KR 2 R
37048, and 36985 Improved flammability standards for Thermal/acoustic insulation materials

— Flame penetration requirements
Major Change 38062 | 3 K H v AR AR AT R R G (BRI AR B R R G0

Introduction of fuel center tank flammability reduction system (fuel tank

inerting system)
Major Change 38356 | 1 NEBIRMF TS TEA RGEHATRINL S 45 sk CRTATERRAR R 50

Fuselage-Forward Fuselage-Install Structural Provisions For Fuel Tank

Inerting System (Flammability Reduction System)

Major Change 151180 | 1 H 5% RNP AR 0.3 NM fig
Certify RnpAr 0.3 Nm Capability
Major Change 150371, i %€ FLIEIE RNP STEP 3 AR fi¢
150372, and 150373 Certify RnpAr Capability Step 3 On Single-Aisle
Major Change 150092 | 1 BOE L4-A HUD Frifk
Activate L4-A HUD standard
Major Change 150016 | 1 Z:BRk A320 KHLATHE BRI H T
De-activation of forward over wing emergency exit on A320 a/c
Major Change 151898 | 1 PR e 2k 31 3400 A T BATH A2 135 HfI /T 2K

Limit Payload to 3400KG/7500 LB to Comply with International Standard
of Operational Regulations under §135

Major Change 39622 | 1 # 7€ Fans B+ 74

Certify Fans B+Configutation (Overall Modification) (Including ATSU and
FANS B+ Applications Modifications)

Major Change 153453 1N A319 ABHLE WV013 EHEAE
Introduce WVO013 (MTOW 75.5T, MLW 62.5T, MZFW 52.0T) for A319CJ
(A319 - 133)

Major Change 151529 | 1 HF T IGGS &l ot A

Redesign IGGS Control unit software
Major Change 160500 | 1,2,4,5 /N
Sharklet installation

Major Change 160001 | 1,2,3 /N
Sharklet wing on A318/A319/A320
Major Change 160021 | 1 g NE
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Certify Structural Provisions for Sharklet Installation For A321

Major Change 160023

1,2,3,4

TN
Sharklet wing on A321

Major Change 35201

LR TAERIHLALME) HUD
Head-Up Display (HUD)-Install Deactivated/Inoperative HUD on Captain
Side(Single Configuration)

Major Change 154327

A320 B RHLECE A321 "RHLE b S AR A A 5 2R 4

Fuel-Main Transfer System-Introduce Centre Tank Fuel Transfer Systm

Major Change 152037

Wk ETE K HLIY AP/FD TCAS g
Auto Flight — Auto Pilot / Flight Director — Activate AP/FD TCAS
Function on Single Aisle

Major Change 155269

W& ROPS Tfg
Auto Flight — General - Activate ROPS Function

Major Change 39020

A320 KHLLEF

A320 family lifetime extension: certify Extended Service
Goal (ESG1)

Major Change 155789

A319 KHLER
A319 Lifetime Extension - Certify Extended Service Goal (ESG1)

Major Change 154881

A321 KHLER
A320 Family Life Extension: intermediate limit validity (iLoV) of the
maintenance program

Major Change 156723

1,4,5

B A320 RALEK RS

Increase Maximum Passenger Seating Capacity A320

Major Change 155409
and 155338

224 1 AR 0 iU AU
Oxygen - Passenger Oxygen - Installation of unregulated decentralised
gaseous oxygen Type II container (15 or 22 minutes) - Airbus Major

Major Change 161203

AR 2R
Landing Gear — Nose Gear and Doors — Introduce New Standard of
Landing Gear to Support S/A Aircraft Programme

Major Change 156523

it EE-A320 5|\ WV019
GENERAL - DESIGN WEIGHTS — INTRODUCE A320 WV019

Major Change 156535

1L T 2 A afe 5% B SR A
Equipment/Furnishings - Cabin Attendant Seats - Introduce New CAS

Major Change 157777

B A319 "KL B R AL
Equipment/Furnishings-General-Define A319 Max Pax Cabin Envelope

Layout for FAA and JAA

Major Change 157272

1, 2,3

I A321 KUK L
Equipment/Furnishings - General - Define A321 Max Pax Cabin Envelope

Layout for FAA And JAA

Major Change 160080

T SB %k BN
Certification Documents-General-Define and Certify Installation of
Sharklet on Non-Reinforced A/C (By SB)

Major Change 158138

2% CSN16 g R (hER AT AFD
Equipment/Furnishings - Passenger Compartment - Install Cabin Layout
for CSN16 Version (China Southern Airlines)
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Major Change 161000

1

A320-271N

Major Change 161254

1

TEHLIEIE NEO 5 | A K
Define Soft Go Around Function for SA NEO

Major Change 157391

BB VK AE ) B SR ) ST
REPLACE PITOT PROBE BY ONES WITH INCREASED
ROBUSTNESS TO ICE

Major Change 159341

KoK - BRI Halon B AR 5K K A5
EXTINGUISHER - DEFINE HALON-FREE FIRE EXTINGUISHER IN
CABIN

Major Change 158819

EASA/FAA ] A320 C&fig/N#) e RE MR ((LEH SB)
DEFINE MAXIMUM PASSENGER SEATING CAPACITY FOR A320
(ISR SHARKLET) FOR EASA/FAA (SB ONLY)

Major Change 161514

FLUETE NEO KHLEIE ROPS ThRg
ACTIVATE ROPS FUNCTION ON SA NEO

Major Change 158708

I ke SB YN WTF A320CEO )5 K% Fe &
Increase MPSC on A320CEO with WTF by retrofit SB

Major Change 159653

K TAXIBOT HiE & RiE 7= 5
INTRODUCE OPERATIONAL DISPATCH TOWING WITH TAXIBOT

Major Change 161002

A321-271N

Major Change 162038 | 1 A321-272N
Major Change 161003 | 1 A320-251N
Major Change 162680 | 1 A320-252N
Major Change 161005 | 1 A321-251N
Major Change 162681 | 1 A321-252N
Major Change 161006 | 1 A321-253N

Major Change 160758

5B RS- WATIZ 1T HM-H0E FOMAX
Information Systems - Flight Operation Peripherals — Activate FOMAX

MajorChange 160766

A321-25INX, A321-252NX, A321-253NX, A321-27INX, A321-272NX
(4iFk A32INEO ACF &L

ACF WL FEI N RIGEEATTH K MOD 160906+ 160907, 160908

Al 162227, LA EEARNTTIEA MOD 161448, 161555, 161556,
161557, 158238. 161735. 160287 Fll 160288

Major Change 163213

Certifiy up to 3 ACTs on A321-25INX, A321-252NX, A321-253NX,
A321-27INX, A321-272NX

£ A321-25INX , A321-252NX , A321-253NX, A321-27INX,
A321-272NX “’HL e de i 2 =Nk AE

Major Change 164636

P22 WG 222 Honeywell #f RCP ] ELT (406AFN2), & iH #
THIE KA

Install ELT(406AFN2) with RCP in cockpit — Honeywell (applicable to all
SA model)

Major Change 161004

A319-151N
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Major Change 165511 | 1 A319-153N
Major Change 161001 | 1 A319-171IN
Major Change 163995 | 1 A320-272N

Major Change 166794

A319-153N CEM K ENHLHE 135 M ST 8
DEFINE EXTENDED CORNER POINT FOR NEO
CFM A319-153N

Major Change 160139

5E N E T bn

Define Cabin Pictograms

Major Change 159927

PMIE FANS C 72 ffi: FANS A+, FANS A+B and FANS C #4 7Y
Certify FANS C Product: FANS A+, FANS A+B and FANS C
Configurations

Major Change 159645

15 % e LA X3 A2 25 A KA #F £ 51 N PED 7 B % Introducing
Charging Station for PED on Cabin Monument in Cabin Crew Area

Major Change 164105

LRENAT R KZROT FA AT 564 D-19: B2 A I A5
BiE RS

Install Cabin Layout for KZRO07 Version Inclusion of SC D-19:
Incorporation of Inertia Locking Device in Dynamic Seats

Major Change 165790

LR NAT R HDAOS hiA MINE A 2% D-24: (EPRASEY 224
S

Install Cabin Layout for HDAO5 Version Inclusion of SC D-24: Installation
of Airbags in the backrest of seats and SC D-27 Installation of Three Point
Restraint & Pretensioner System

Major Change 159852

SE LSRR T AR T AR R

Define Green Door Markings and Placards

Major Change 167557

E/F RiMAT A 25.795 #6145 X Airspace MIFT A FI3E 2 E/F Forward
Lavatories Define Modified Airspace Lavatory A Option for 25.795
Compliance

Major Change 157922

5] N\ A320NEO H =45 & WV083(MTOW 71.5T, MLW 67.4T and MZFW
64.3T)

General — Design Weight — Introduce WV083 (MTOW 71.5T, MLW 67.4T
and MZFW 64.3T) for A320NEO

Major Change 157924

I\ A320NEO HE &4 & WV083(MTOW 71T, MLW 67.4T and MZFW
64.3T)

General — Design Weight — Introduce WV085 (MTOW 71T, MLW 67.4T
and MZFW 64.3T) for A320NEO

Major Change 164684

SANeo i EIEAT
Certify High Altitude Operations for SA Neo

Major Change 166872

2% J3K08 FRA PR 2 AR =
Install a 2 Class Cabin Layout for J3K08 Version (Airspace)

Major Change 158247

MR — Bk EES A WV065 (MTOW 90.5T, MLW 79.2T and MZFW
75.6T) for A321N

General — Design Weight Introduce WV065 (MTOW 90.5T, MLW 79.2T
and MZFW 75.6T) for A321N

Major Change 167557

%€ X Airspace # L= ¥ i
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Define Modified Airspace Lavatory A

Major Change 166104

T — FREAREIR — 2 X Airspace &) HERO AW R AT %
Lights — General Illumination — Define HERO and Welcome Effect Light
for Airspace Cabin

Major Change 164597

SE %% Go HBCS K £;
Define Installation of GoGo HBCS Antenna

Major Change 153648

BER/AE - MR - AT RA S B AR KL
Equipment/Furnishings — General — Deliver Aircraft With Incomplete
Cabin

Major Change 158771

i —ILS — %% MMR Rockwell Collins GLU-2100
Navigation — ILS — Install MMR Rockwell Collins GLU-2100

Major Change 166219

WRAER R Gi-CVDR/RALS-% 3 ELT-DT FiE ADT T
INDICATING/RECORDING SYS - CVDR / RALS - Install ELT-DT
and activate ADT function

Major Change 168533

R THYO06 A2 At A Ja)
Adapt Cabin Layout for THY06 version

Major Change 169087

FINHTH A B L ) MEPSU
Introduce new MEPSU with Li-lon battery

Major Change 159927

FANS-C-}ii X 2-7fESATCOM M 2% & FIATN
FANS-C-issue2-ATN over SATCOM-MPP

Major Change 169007

MEIR-1% 11 B 7 A320NEO 5] A\ WV103
GENERAL - DESIGN WEIGHT Introduce WV 103 for A320NEO

Major Change 158249

MEIR-1% 11 B 7E A321INEO 5] A\ WV067
GENERAL - DESIGN WEIGHT Introduce WV067 for A321NEO

Major Change 165947

UG A SpaceFlex T AE [AIELFE ]k [ 5 (1306 45 01 JRE A4
Modify aft SpaceFlex Lavatories including door-mounted CAS

Major Change 162040

AR AT A Ak TR S
OXYGEN - PASSENGER OXYGEN - DEFINE DECENTRALIZED
PULSED OXYGEN SYSTEM

Major Change 163323

AT PR -HEA - FLEIE R 8K HLSI A BE DT ] E-Rudder
FLIGHT CONTROLS - GENERAL - INTRODUCTION OF
ELECTRICAL RUDDER CONTROL E-Rudder ON SA FAMILY

Major Change 173094

B4/ B -1 B -5 NGB #E5CS 25.795%F &1t
E/F - FORWARD GALLEY - INTRODUCE GALLEY GI1B WITH
BULLET PROOF WALL FOR CS 25.795 COMPLIANCE

Major Change 161729

HEIR -1 i B B -%FA32INEO&ACF 5| AWV080 (MTOW 95T, MLW
79.2T AND MZFW 75.6T)

GENERAL - DESIGN WEIGHT - INTRODUCE WV080 (MTOW 95T,
MLW 79.2T AND MZFW 75.6T) FOR A321NEO&ACF

Major Change 158239

MR- T B & -XF A321ACF 5] AWV057 (MTOW 92.5T, MLW 79.2T
AND MZFW 75.6T)

GENERAL - DESIGN WEIGHT - INTRODUCE WV057 (MTOW 92.5T,
MLW 79.2T AND MZFW 75.6T) FOR A321NEO ACF

Major Change 163214

5 SCE-WEIR-7E A319 ACINEO 2235 %2 5 M sy 46
CERTIFICATION DOCUMENTS - GENERAL - INSTALL UP TO 5
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ACTS ON A319 ACJNEO

Major Change 163216

MER-HARE -9 ©AT AL Z 41000 9% (ACI319NEO)
GENERAL - TECHNICAL INFORMATION - EXTEND FLIGHT
ENVELOPE UP TO 41000 FT (ACJ319NEO)

Major Change 162337

MR -V B 5- ACJ319NEO 47 i by [ A1 K 47 Ri7 200 PR il
GENERAL - DESIGN WEIGHTS - EXTEND GROUND AND FLIGHT
FORWARD CG LIMITATIONS FOR ACJ319 NEO

Major Change 23398

Fe -\ RS- TR SE A T (26 A DR AT AR ] 2 TS
DOORS - ENTRANCE STAIRS - INSTALL STAIRS AT FWD PAX
DOOR FROM COMPLETE PROVISION

Major Change 162193

- R R AR TSI B K 2 423 11U ACINEO
AIR CONDITIONING - PRESSURE CONTROL - INTRODUCE NEW
SAFETY VALVE FOR LOW CABIN ALTITUDE ON ACINEO ONLY

Major Change 162338

WEiR- BT - H E ACJ319 NEO Heit B sk
GENERAL - DESIGN WEIGHTS - CERTIFY ENVELOPE FOR
DESIGN WEIGHT OF ACJ319 NEO

Major Change 165333

RAN-HEIR-TE NEO CFM K Eh#H1 L5 X LEAP-1A26CJ DEP 145
ENGINE - GENERAL - DEFINE LEAP-1A26CJ DEP P/N on NEO CFM

engines

Major Change 163215

Y SE SCE-WEIR-7E A320 ACINEO 235 £ % 4 M iBhih4s
CERTIFICATION DOCUMENTS - GENERAL - CERTIFY UP TO 4
ACTS ON A320 ACJNEO

Major Change 162744

MER-F ARG B9 R T LA 41000 3€ X (ACI320NEO)
GENERAL - TECHNICAL INFORMATION - EXTEND FLIGHT
ENVELOPE UP TO 41000 FT (ACJ320NEO)

Major Change 162339

MR- B8 E ACJ320 NEO it E 8k
GENERAL - DESIGN WEIGHTS - CERTIFY ENVELOPE FOR
DESIGN WEIGHT OF ACJ320 NEO

7E: M7% EDL(Extended Disk Life)s, & —H L2 AL CAAC #itif.
Note: The process of EDL (Extended Disk Life) or 2-for-1 for brakes has not been approved by CAAC.
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F2¥ BIE (BHl: A320 RF))
SECTION?2 DATA (Models: A320 SERIES)

1. FPEEELFHEAE H #/Model and Approval Date
%] MODEL |HHiEH#H APPLICATION DATE fit#E H el
Approval Date category
IA320-214 199245 H10H/10 May 1992 199543 F 10 H /March 10 1995 iz ¥ = #%/Transport
Category Aircraft
IA320-215 2005412 H 22 H/22 December 2005200646 722 H/June 22 2006 iz %2 2= #3/Transport
Category Aircraft
IA320-216 2005412 22 H/22 December 2005200646 H 14 H /June 14 2006 &2 = #%/Transport
Category Aircraft
IA320-231 199846 /16 /16 June 1988 19894E4 H 20 H /April 20 1989 [z #i25 /i = #%/Transport
Category Aircraft
IA320-232 19924£5 10 H/10 May 1992 19934E9 H 28 H /September 28 iz ¥ 25 /i 2 #%/Transport
1993 Category Aircraft
IA320-233 199542 423 H/23 February 1995 199541026 H/ October 26 iz %2 fji == #%/Transport
1995 Category Aircraft
A320-271N 201242 H29H/29 February 2012 20154F11H24 H/November 24 iz %12/ 25 #5/Transport
2015 Category Aircraft
IA320-251N 2012472 H291H/29 February 2012 201645 H311H/May 312016  [i@¥iJ&fi = 45/ Transport
Category Aircraft
IA320-252N 201748 H9H /9 August 2017 20174E12H 18 H/December 18 iz 425 #i 2% #%/Transport
2017 Category Aircraft
A320-272N 201843 H20H /20 March 2018 20184E10H17H/October 17 & fii =5 #%/Transport
2018 Category Aircraft

TERE: X T 2005 4E 12 H 21 HRETAZF= ) A320-214/-231/-232/-233 B KL, v H Rfi = Al & 8 S & 4% IE(DGAC-F

TC 1801 R+ H 2L

Note: For A320-214/-231/-232/-233 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

TR X T 2007 4F 12 H 04 HETAP 3 H DA E H A320-214/-231/-232 BUKHL, A0 R AL R R B S0 ]

iE (VTC 038A) MiiFH 4%

Note: For A320-214/-231/-232 produced and exported before December 04 2007, CAAC VTC 038A remains a valid

reference.

FRFEEE 21.101 251077 fb 2% B2 K 5E 2/Significant Product Level Changes i.a.w. 21.A.101:

75 & B K E X /Significant | i&F 14/Applicability A 5

Product Level Changes Approval Date

MOD 160500 iss 1 A320-214, -215,-216 2012 %£ 11 A 30 H/November 30 2012
MOD 160500 iss 2 A320-232, 233 2012 4F 12 H 21 H/December 21 2012
MOD 156723 iss 1 A320-214, -215, -216, -232, -233 2015 4 03 H 05 H/March 5 2015
MOD 156723 iss 4 A320-271N 2016 & 3 H 17 H/March 17 2016
MOD 156723 iss 5 A320-251N 2016 4 6 A 24 H/June 24 2016
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MOD 160080 iss 2 A320-214,-215,-216,-232,-233 2015 %£ 12 A 17 H/December 17 2015
MOD 161000 iss 1 A320-271IN 2015 4 11 H 24 H/November 24 2015
MOD 158819 iss 1 A320- 214, -215, -216, -232, -233 2017 £ 2 H 24 H/February 24 2017
MOD 161003 iss 1 A320-251N 2016 £ 5 H 31 H/May 31 2016
ACJ320neo* A320-251N, -271N, -272N 2018 Z£ 12 A 19 H/December 19 2018
AR R 44/

Commercial designation only)

2. ANATEH EEBAA P& HE/ Certification Basis and Production Basis

CAACH]W\ AT 5 it HEASA [ 5 € £ A FICAACH B INEE AR 25 A4 R
The CAAC validation certification basis consists of the EASA certification basis and the CAAC additional technical

conditions.
2.1 EASA H EHZHll//EASA certification basis
2.1.1. HeERHERKS% H#/Reference Date for determining the applicable requirements
A320-111 4550 B i H #i/Application date of the A320-111 model
2.1.2. BHIRIEN 24 HEL S A RAEEIE 895 5 /Initial Airworthiness Authority Type Certification Date Sheet No.

J5i%:E TCDS DGAC No. 180 # EASA TCDS A.064 #1X
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. AIHEN 24 )R ¥ 2 Z:ml/Initial Airworthiness Authority Certification Basis
Ul N fTid/See below
2.1.4. EASA J&TZE R/EASA Airworthiness Requirements

NHEAIH TR A320 U5 1 GA% B E SR, fEHE— DI A320 BUBIN SRS HOE I, B AR TRl e e 2k
Al IE

Hereafter are listed the certification bases for the different A320 models. The amendments made to a particular basis
at the occasion of further A320 model certification are identified per model.

2.1.4.1 XFF A320-231 FIZ 1E 006 (DGAC {588 53170 SFACT/TC) E&AF &, &M MR &M & LT -
The applicable technical conditions for models A320 - 231 and weight variants up to 006 (DGAC letter 53170
SFACT/TC) are defined as follows :

BRI A2 2 1) JAR2S 5, B8 11 S ABIEZR(BR T REEH 10 SAE RN 25.207 2641, Wnfhili&) X ik .
JAR 25 Change 11 (except paragraph 25.207 which remains at Change 10) as elected by the Manufacturer.

A320 LHIZEAT . QAR KA AN A

A320 Special Conditions, Experience Related Conditions and Harmonization Conditions.
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2.1.4.2 %5 007 5 EEARE LR A H A A CHL(RIE A320-232), ik JAR 25 M BT, #1&
Hl3dE | FGEFE) OP 91/1(NPA 25C205) (DGAC fZ 8K 60667/SFACT/N.AT).
For weight variant 007 and subsequent and for all new models from and including A320 - 232, the JAR 25
paragraphs defined in paragraph (a) above are modified following the elect to comply to OP 91/1 (NPA 25C205) by
the manufacturer (DGAC letter 60667/SFACT/N.AT).

JAR 25.305 JAR 25.349(b)
JAR 25.321 JAR 25.351

JAR 25.331 JAR 25.365(¢)
JAR 25.333 JAR 25.371

JAR 25.335(d) JAR 25.373

JAR 25.341 JAR 25.391

JAR 25.343(b)(1)(ii) JAR 25.427

JAR 25.345(a)(c) JAR 25.571(b)(2)

2.1.43 XTFrA A320-200 RF KA, JEIEEEATA JAR 25 55 14 SAESCTHN R HOR RAE R (AR NPA
25C-282 fEIE) 73, HFREUN RATESH—M A320 HMIER 1) LAF R4 18 1E 5§.(26334/26335, (CRI A2006) )
FEAEHINE, XTI a)M b1 L JAR 25 B BOE 3T 71817 .

For all models of A320-200 series, the JAR 25 paragraphs defined in 4.2 above are modified following the
Elect-to-comply with the new discrete gust requirements of JAR 25 Change 14 as amended by NPA 25C-282, by
application of the major change titled "Flight Controls - deletion of LAF features from A 320", modifications
26334/26335. (CRI A2006).

2.1.44 ETOPS:

TR KWL IERLIEAT, & T AR S 7E AMC 20-6 (1T K AifE AMIT 120-42/IL 20 Al CAP513 )
LSz A320 ETOPS CRI

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6
(as initiall published in AMJ 120-42/IL 20 and CAP 513) and A320 ETOPS CRI:

- CRIG1006 ETOPS

2.1.4.5 BREAE KB AWO HIZE 1 BB BLHRRAE WEEIE OL S (Y Sh A Bl AS 4T 25K .
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.4.6 XTPrAA MR, 2% AEHALE 106 52 IE ST K5 FIPHAT M E 25.772()M(c) A 25.795, £
W CRIE12 H§umfR22PERe i) 2 BiAe ]

For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.7 X MOD 160500 1 160080 fi&/N32”, ifid CRIA-0001-001 1T 8 & Atk o 525 M X 358 PR ffy e 22
KZ L CRI.

Certification basis revised for MOD 160500 and 160080 “Sharklet” by CRI A-0001-001. For the definition of the
affected areas and requirements please refer to the CRI.

CS 25 Amdt 8 for
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§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 § 25.483
§25.117 § 25.485
§25.147 § 25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)
§ 25.235 § 25.581

§ 25.251 § 25.601

§ 25.301 § 25.603
§25.302 § 25.605

§ 25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) § 25.613

§ 25.321(a)(b)(c)(d) § 25.619

§ 25.331(a)(b)(c) § 25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)

§25.337 § 25.631
§ 25.341(a)(b) § 25.651
§ 25.343(a)(b) § 25.683
§ 25.345(a)(b)(c)(d) § 25.899
§ 25.349(a)(b) amended by SC A-2.2.2 for § 25.903(d)(1) (see CRI E-39 for
25.349(a) interpretative material)
§ 25.351 § 25.1385
§ 25.365(a)(b)(d) § 25.1387
§ 25.367 § 25.1389
§ 25.371 § 25.1391
§ 25.373 § 25.1393
§ 25.391 § 25.1395
§ 25.393(b) § 25.1397
§25.427 § 25.1401
§ 25.445 § 25.1505
§ 25.457 § 25.1511
§25.459 § 25.1515
§ 25.471(a)(b) § 25.1527
§25.473 § 25.1587
§ 25.479(a)(c)(d) amended by SC A-2 for § §25.1591
25.479(a)
CS 25 Amdt 2 for

§25.253

JAR 25 Chg 15 for
§25.1517
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JAR 25 Chg 14 for
§ 25.21 amended by A318 SC F5001 (for b)
§ 25.101 amended by SC F11/S79
§ 25.103 replaced by A318 SC F5001
§ 25.105 amended by SC F11/S79
§ 25.107 amended by A318 SC-F5001
§ 25.109 amended by SC F11/S79
§ 25.111
§ 25.113 + OP96/1 amended by SC F11/S79

§ 25.149 + OP96/1

§ 25.171 replaced by SC-F5004

§ 25.173 replaced by SC-F5004

§ 25.175 replaced by SC-F5004

§ 25.181

§ 25.201 + OP96/1, replaced by SC-F5001
§ 25.203 + OP96/1, replaced by SC-F5001
§ 25.207 amended by SC-F5001

§ 25.115 amended by SC F11/S79 § 25.231
§ 25.119 + OP96/1 amended by A318 SC §25.233
F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC §25.237
F5001 (for ¢ & d)

§25.123 § 25X261
§ 25.125 + OP96/1, amended by A318 SC §25.1533
F5001

§ 25.143 + OP96/1, amended by SC F3, F7 & § 25.1581
F8

§ 25.145 + OP96/1 § 25.1585(a)
JAR 25 Chg 11 for

§ 25.671

§25.672

§ 25.1001

§ 25.1301

§ 25.1309

§ 25.1419 amended by AMC-F14

R4 Bl Interpretative Material:
CRI E-39 K ENHLEL T AE 145 5 2/Uncontained Engine Rotor Failure
VERE: JFERIE A T8 — T R A R TSR 2

Note: The original Interpretative material applicable to each model remains effective.

AEEZ AT & 775/ Acceptable Means of Compliance:

AMC F-14 Z50K56A% 1) %47 /Flight in icing condition.

R A MOD 160500 1 160080 i, AMC F-14 [J3& F P4 M A321/A319/A318 #if2 2] A320.
Note: AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500 and 160080.

ETOPS

AMC 20-6 Rev 1 5 850K NI AT RGBT 8.b.(11), #E | &/ NEL LRk

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 H15 AFM #h 78 A (1014 B B #H S I BE & 8.£.(1) (iii), #E T ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).
SHFASZ M X3k, ETOPS ZR M. AMJ 120-42
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AMJ 120-42 for ETOPS for non-affected areas.

FERE: X T HI4R ETOPS 6E 1) & 2 264k (22 WL A320 CRI G1006).

Note: This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI
G1006).

2.1.4.8 %+ MOD 156723 issue 1“F K% 4", #Id CRIA-0001-004 21T 5 52 St -
Certification basis revised for MOD 156723 issue 1“Max Pax” by CRI A-0001-004

ic 4% Yt /N BT A320-200 1 5 s BLAih i F
The certification basis is that of the A320-200 equipped with Sharklets amended by the following:

CS 25 Amdt 13 for

§25.23 §25.489

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-2107 and
demonstrated through ESF CRI D-01

§25.351 §25.1519

§25.473 §25.1529

§25.479(a)(c)(d) amended by SC A-2 for §25.1541(a)(b)

25.479(a)

§25.481(a)(c) amended by SC A-2 for §25.1557(a)

25.481(a)

JAR 25 change 13
§25 .812(¢) §25 .853(a)1 amended by CRI D-0306-000
§25 .812(k)(1)

JAR 25 change 12
§25 .853(¢c)

JAR 25 change 11

§25.305(a)(b) §25.1301
§25.307(a) §25.1351(a)
§25.365(a) §25.1353(a)(b)
§25.561 §25.1359(a)(d)
§25.571(a)(b) §25.1413
§25.787(a)(b) §25.1415(b)(c)(d)
§25.789(a) §25.1431(c)
§25.791 §25.1447(c)(1)

§25.853(a)(b)

2.1.4.9 A320-271N, -272N, -251N, -252N [ & %€ L Aitti/Certification basis for A320-271N, -272N, -251N, -252N

A320-271N, 272N, -251N, -252N )5 2 Z: Ak CRI A-0001-002 /51T . 2520 X IF A1 E R 22 W, CRI,
The certification basis for the A320-271N, -272N, -251N, -252N is revised by CRI A-0001-002. For the definition of
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the affected areas and requirements please refer to the CRI.

CS 25 Amdt 11 for

25.23 (a) (b)
25.25 (a) (b)
25.27
25.101
25.109
25.113
25.115
25.117
25.145 (a)

25.147

25.149

25.161

25.171 replaced by SAneo SC B-04 (Static
Directional, Lateral and Longitudinal
Stability and Low Energy awareness)
25.173 replaced by SAneo SC B-04
(StaticDirectional, Lateral and
LongitudinalStability and Low Energy
awareness)

25.175 replaced by SAneo SC B-04 (Static
Directional, Lateral and
LongitudinalStability and Low Energy
awareness)

25.177 with subparagraphs (b) and (c)
replaced by SAneo SC B-04 (Static
Directional, Lateral and Longitudinal
Stability and Low Energy awareness)
25.181

25201 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
with reference to SAneo IM B-06 (Flight in
icing conditions)

25.203 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
25.231

25.233

25.235

25.251

25.301(a) (b) (¢)

25.302 (for new or modified parts)

25.303 (for new or modified parts)

25.952 (a) (b) (for pylon area)

25.954

25.955 (a)

25.961 (a) (b)

25.963 (a)

25.969

25.971 (a) (b) (c)

25.981 for pylon area only

25.993 (a) (b) (c¢) (d) (e) for Engines and
Pylon area only.

25.994 for fuel system component in the
pylon and powerplant system area

25.995 for engine and pylon areas only
25.997 (a) (b) (c) (d)

25.999 (a) (b)

25.1001

25.1011 (a) (b)

25.1013 (a) (b) (¢) (d) (¢) ()

25.1015 (a) (b)
25.1017 (a) (b)

25.1019 (a)

25.1021 (a) (b)

25.1023 (a) (b)

25.1025 (a) (c)

25.1041

25.1043 (a) (b) (c)
25.1045 (a) (b) (c)
25.1091 (a) (b) (¢) (d) (e)
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25.305 (a) (b) (c) (e) (H) (for new or
modified parts)

25.307 (a) (d) (for new or modified parts)
25.321 (a) (b) (c) (d)

25.331 (a) (b) (c)

25.333 (a) (b)

25335 (a) (b) (¢) (@) (e) () with
subparagraph (b) replaced by Legacy SC
A-5003 (Design Dive Speed Vd) and
subparagraph (e¢) amended by Legacy SC
A-2 (Stalling speeds for structural design)
25.337 (a) (b) (c) (d)

25.341 (a) (b) (c)

25.343 (a) (b) (for new or modified parts)
25.345 (a) (b) (c) (d)

25.349 (a) (b)

25.351 (a) (b) (c) (d)

25.361 (a) (b)

25.362 (a) (b) (for new or modified parts)
25.363 (a) (b)

25.365 (a) (b) (c¢) (d) (e)(1) (for new or
modified parts)

25.367 (a) (b)

25.371

25.373 (a) (b)

25.391 (a) (b) (¢) (d) (e)
25.427 (a) (b) (¢) (d)
25.445 (a) (b)

25.457

25.459

25.471 (a) (b)
25.473 (a) (b) (¢) (d) (e)

25.479 (a) (c) (d) amended by Legacy SC
A-2 for § 25.479(a)

25.481 (a) (c) amended by Legacy SC A-2
for § 25.481(a)

25.483 (a) (b)

25.1093 (b)

25.1103 (b) (c) (d)

25.1121 (a) (b) (c) (d) (D) (8)
25.1123 (a) (b) (c)

25.1141 (a) (b) (c) (d) () ()
25.1143 (a) (b) (c) (d) (e)

25.1145 (a) (b) (c)

25.1155 (a) (b) (c) (d) (e)
25.1163 (a) (b) (c)
25.1165 (a) (b) (c) (e) (1) (h)
25.1167 (a) (b) (c)

25.1181 (a) (b) amended by SAneo ESF
E-44(Fan Zone non-fire zone)
25.1182 (a) (b)

25.1183 (a) (b) (c)

25.1185 (a) (b) (c)

25.1187 (a) (b) (c) (d) (e)

25.1189 (a) (b) (d) (e) (f)
25.1191 (a) (b)

25.1193 (a) (b) (¢) (d) (¢) amended by
SAneo SC E-45 (Engine Cowl Retention)
25.1195 (a) (b) (c)

25.1197 (a) (b)

25.1199 (a) (b) (c) (d) (e)

25.1201 (a) (b)

25.1203 (a) (b) (¢) (d) (e) (D) (2)

25.1207 (a) (b) (¢c) (d)

25.1301 amended by Legacy CRI S30
Flight/Flight
Functions), For newly designed systems

(Automatic Management
only

25.1305 (a) (c) (d) amended by SAneo SC
F-13 (Fuel System Low Level Indication —
Fuel Exhaustion)

25.1309 (for newy designed systems)
amended by: Legacy CRI SE2001 (SC S-76
— Effects of external radiations upon aircraft
systems), Legacy CRI SE14 (SC S-76-1 —
Protection from the effects of HIRF)
25.1316 (a) (b) (¢)
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25.485 (a) (b)
25.489

25.491

25.493 (b) (c) (d) (e)
25.495

25.499 (a) (b) (¢) (d) (e)
25.503 (a) (b)

25.507 (a) (b) (c)

25.509 (a) (c) (d)
25.511

25.519 (a) (b) (¢)

25.571 (a) (b) (¢) (d) (e) (for new or
modified parts)

25.581 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects) for pylon and nacelle areas

25.601 (for new or modified parts)

25.603 (a) (b) (¢) (for new or modified
parts)

25.605 (a) (b) (for new or modified parts)
25.607 (a) (b) (for new or modified parts)
25.609 (a) (b) (for new or modified parts)
25.611 (a)

25.613 (a) (b) (¢) (d) (e) (f) (for new or
modified parts)

25.619 (a) (b) (c¢) (for new or modified
parts)

25.623 (a) (b) (for new or modified parts)
25.625 (a) (b) (c) (d) (for new or modified
parts)

25.629 (a) (b) (c) (d) (e)

25.631 (for new or modified parts)

25.651 (for new or modified parts)

25.671 (a) (b) (c) (d) amended by legacy
CRIF7 (SC F9 - Dual Control System)
25.731 (a) (b) (¢)

25.731 (a) (b) (¢)

25.1337 (a) (c) (d)

25.1353 (a) (b) (for engine and pylon areas)
25.1355 (¢)

25.1357 (a) (for newly designed systems)
25.1401 (b)

25.1403

25.1419 (a) (b) (¢) (d) (e) (B (g) (h) for
engine air intake protection

25.1431 amended by Legacy CRI
SE2001(SC S76 -
radiations upon aircraft systems) Legacy
CRI SE14 (SC S76-1 — Protection from the
effect of HIRF) For newly designed
equipment only

Effects of external

25.1438 (for newly designed equipment)
25.1459 (a) (b) (c) (d) amended by Legacy
CRI S72 (HC-S72 — Flight recorders)
25.1461 (a) (b) (c) (d) For newly designed
equipment

25.1501

25.1503

25.1507
25.1511

25.1513
25.1515
25.1517
25.1519
25.1521 (a) (c) (d)

25.1525

25.1527
25.1531

25.1533

25.1535 (a) (b) (¢)

25.1549 (a) (b) (c) (d) amended by SAneo
ESF E-51 (Oil temperature indication)
25.1551

25.1553
25.1553
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25.733 (b) (c) (d)
25.779

25.831 (a) (e)
25.841 (a)

25.851 (b)

25.855 (c)

25.863 (a) (b) (c) (d)

25.865

25.867 (a) (b)
25.869 (a) (b) (c)

25.899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects), for Pylon and Nacelle areas only
25.901 (a) (b) (c) amended by SAneo SC
E-45 (Engine Cowl Retention)

25.903 (a) (b) (c) (d) (e)

25.904

25.933 (a)

25934 amended by SAneo ESF E-43
(Thrust Reverser Testing).

25.939 (a) (c)

25.943

25951 (a) (b) (c) amended by SC E-37
(Water/Ice in Fuel System), for pylon area
only.

CS 25 Amdt 8 for:
25.683 (b)

CS 25 Amdt 2 for:
25.21 with sub-paragraph (b) added by
SAneo SC B-01 (Stalling and Scheduled
Operating Speeds)
25.103 replaced by SAneo SC B-01
(Stalling and Scheduled Operating Speeds)
25.105

25.1557 (b)

25.1581

25.1583 (a) (b) (¢) (d) () (H) (h) (1) (k)
25.1585

25.1587

25.1591

25.1701 (a) (b) (c) for engines and pylon
areas

25.1703 (a) (b) (d) (e) for engines and pylon
areas

25.1705 (a) (b) for engines and pylon areas
25.1707 (a) (b) (c) (d) (e) (D (&) (b) () ()
(k) (1) for engines and pylon areas

25.1709 (a) (b) for engines and pylon areas

25.1711 (a) (b) (c) (d) (e) for engines and
pylon areas

25.1713 (a) (b) (c) for engines and pylon
areas

25.1715 (a) (b) for engines and pylon areas
25.1717 for engines and pylon areas
25.1719 for engines and pylon areas

25.1723 for engines and pylon areas
25.1725 (a) (b) for engines and pylon areas
25.1727 for engines and pylon areas
25.1731 (a) (b)

25.123

25.125

25.143 Sub-Paragraphs (j), (k), (1) added by
SAneo SC B-03 (Motion and Effect of
Cockpit control), Sub-paragraph (h) added
by SAneo SC B-07 (Flight envelope
protection), Sub paragraph (i) added by
SAneo SC B-08 (Normal Load factor
limiting System).
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25.107 25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds).

25.111 25.237

25.119 25.253

25.121 25.1419

CS 25 Amdt 1 for:
25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:
25.145 (b) (c)
25.365 (e)(2), (e)(3)

25.1423 (a) (b) (¢) (d) () () (2)
25.1583 (j)

JAR 25 Chg 13 for
25.365 () (g)
25.735 (a) (f) (g) (h) amended by
Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)
Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)
25.853(a)(1)

JAR 25 Chg 12 for
25.853(¢c)

JAR 25 Chg 11 for:

25.561 (a) (b) (¢) (d) 25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems
adaptations.

25.563 25X1315

25.672 (a) (b) (¢) 25.994 for all areas except engine and pylon
areas

25.677 (b) 25.1301

25.703 (a) (b) (¢) 25.1321 (d)

25.721 (a) (b) (¢) 25.1322 (a) (b) (¢) (d) amended by generic
CRI D-0332-001 (Towbarless Towing)

25.729 (b) (c) (d) (e) () 25.1323 (a) (b) (¢)

25.735 (b) (¢) 25.1325 (b) (d) (e)

25.771 (e) 25.1329 (f) amended by:

Legacy CRI S30 (Automatic Flight/Flight
Management Functions),

25.777 Sub-paragraph (b) amended by 25.1337 (b)

SAneo CRI B-03 (Motion and Effect of

Cockpit Control)

25.783 (a) (b) (c) (e) (D) (g) 25.1351 (a) (b) (d) where (d) is replaced by
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25.791

25.801
25.807 (a) (b) (c) (d)
25.809 (a) (b) (¢) (d) (e) (D)

25.843 (a)
25.853 (a)

Legacy SC-S52 (Operation without normal
Electrical power)

25.1353 (a) (b) (for all areas except pylon
and engine)

25.1359

25.1363 (a) (b)

25.1419 (a) (b) (c) (d) amended by AMC
F-14 for all ATA300 areas except Engine
Air intake protection and Wing ice shapes
25.1431 (for system adaptations)

25.1435 (a) (b) (c) (d)

25X899 amended by Legacy CRI SE2004 25.1457 (a) (b) (c) (d) (e) (f) (g)
(SC S75 — Lightning protection indirect

effects)
25.959
25.963 (d) (e)
25.967 (d)
25.975 (a)

25.1529 amended by SC H-01
25A901 (c)

25A939 (a)

25A1521

25.981 for all paragraph except (a) (3) in all 25A1527

areas except engine and pylon areas

2.1.4.10 %}-T MOD 156723 issue 4& 5, i &34l 1 CRIA-0001-007 1511 . 525400 X I & A1 2K 2 WL CRI
Certification basis revised for MOD 156723 issue 4& 5 “Max Pax” by CRI A-0001-007. For the definition of the
affected areas and requirements please refer to the CRI.

A320-271N, -251N F i S LA F BT

The certification basis is that of the A320-271N, -251N amended by the following:

CS 25 Amdt 17 for
§25.23

§25.305(a)(b)
§25.307(a)
§25.321
§25.331
§25.341(a)(b)

§25.351
§25.365(a)
§25.473

§25.479(a)(c)(d) amended by SC A-2

for §25.479(a)

CS 25 Amdt 11
§25.1357(a)

§25.481(a)(c) amended by SC A-2 for §
25.481(a)

§25.489

§25.571(a)(b)

§25.801(d)

§25. 803(c)

§25. 807(g) amended by CRI E-2107 and
demonstrated through ESF CRI D-01

§25.1519

§25.1541(a)(b)

§25.1557(a)

§25.1431(c)
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JAR 25 change 13
§25.812(e)
§25.853(a)1 amended by CRI D-0306-000

JAR 25 change 12
§25.853(c)

JAR 25 change 11
§25.561
§25.787(a)(b)
§25.789(a)
§25.791
§25.853(a)(b)
§25.1301

§25. 812(e)

§25.1351(a)
§25.1353(a)(b)
§25.1359(a)(d)
§25.1413
§25.1415(b)(c)(d)
§25.1447(c)(1)

2.1.4.11 X1 MOD 158819 # f& /N3 CHLN e K3 FEECE K issue 1, € 2EAifi  CRIA-0001-010 217
Certification basis revised for MOD 158819 issue 1 “Max Pax for Sharklet in service retrofit” by CRI A-0001-010.

BT 8 FER/ERC & % 8 /N3 (modification 160080) 1) A320-200 H & H&fifl 147 LA FA&1T
The certification basis is that of the A320-200 equipped with Sharklets (modification 160080) amended by the

following:

CS 25 Amdt 18 for
§25.23
§25.321
§25.331
§25.341(a)(b)

§25.351

§25.473

§25.479(a)(c)(d) amended by SC A-2 for §
25.479(a)

§25.481(a)(c) amended by SC A-2 for §
25.481(a)

JAR 25 change 14
§25.305(a)(b)

§25.571(a)(b)

JAR 25 change 13
§25.812(e)
§25.812(k)(1)

JAR 25 change 12
§25.853(c)

JAR 25 change 11

§25.489

§25.801(d)

§25. 803(c)

§25. 807(g) amended by CRI
demonstrated through ESF CRI D-01
§25.1519

§25.1529

§25.1541(a)(b)

E-2107 and

§25.1557(a)

§25.853(a)1 amended by CRI D-0306-000
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§25.307
§25.365(a)
§25.561
§25.785
§25.787(a)(b)
§25.789(a)
§25.791
§25.853(a)(b)
§25.1301

§25.1351(a)
§25.1353(a)(b)
§25.1357(a)
§25.1359(a)(d)
§25.1413
§25.1415(b)(c)(d)
§25.1431(c)
§25.1447(c)(1)

2.1.4.12 *FF ACJ320neo &7 i & & L fill/Certification basis revised for ACJ320neo.

B A2 A320-271N, -272N, -25 1N of IO (10 5 52 Js it Ey DA A 17
The certification basis is that of the A320-271N, -272N, -251N amended by the following:

CS25 Amdt 16
§25.23

§25.25

§25.27

§25.29
§25.301(a)
§25.302
§25.303
§25.305(a)(b)(c)
§25.307(a)
§25.321

§25.331
§25.341(a)(b)
§25.343(a)(b)(3)
§25.351
§25.365(a)(b)(d)(e)(f)
§25.473
§25.479(a)(c)(d)
§25.481(a)(c)
§25.489

§25.519(a)(b)

§25.561
§25.571(a)(b)(c)(e)(1)(4)
§25.581(a)(b)(c)

§25.611

§25.619

§25.952(a)
§25.954(a)(b)(c)
§25.957

§25.959
§25.963(a)(b)(c)(d)(1)(3) () (e)(D)(2)(D)
§25.965(a)(b)(c)(d)
§25.967(a)(b)(e)
§25.969
§25.971(a)(b)(c)
§25.975(a)
§25.977(a)(c)(d)
§25.979(b)(c)(d)(e)
§25.981(a)(b)(d)
§25.993(a)(b)(c)(d)(e)(T)
§25.994
§25.995(b)
§25.999(a)(b)
§25.1141(a)(f)
§25.1189(h)
§25.1301(a)(b)
§25.1302(a)(b)(c)
§25.1305(a)(2)
§25.1309(a)(b)(c)(d)
§25.1310

§25.1315
§25.1316(a)(b)(c)
§25.1337(b)
§25.1353(a)
§25.1381(a)(b)
§25.1431(a)(c)(d)
§25.1519
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§25.625
§25.629(a)(b)(c)(d)(e)

§25.631

§25.721(b)

§25.723(b)

§25.777(a)

§25.843(a)

§25.851(b)(2)
§25.855(a)(c)(e)(D)(g)()(1)(2)(3)
§25.857

§25.858

§25.863(a)(b)(c)(d)

§25.869

§25.899(a)(b)

§25.901(c)

§25.903(c)(d)(1)

§25.943

§25.951(c)

CS25 Amdt 11
§25.251
§25.305(a)(b)
§25.307(a)

§25.335(b)

§25.365(e)
§25.561(b)(3)
§25.601

§25.671

CS25 Amdt 2
§25.21(b)
§25.123(a)
JAR25 Change 11
§25.689(f)
§25.803(d)
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§25.1535
§25.1543(b)

§25.1553
§25.1555(a)(c)

§25.1581(a)(b)(d)

§25.1583(c)()(h)
§25.1585(a)(b)(c)(e)(f)
§25.1703(a)(1)(2)(3)(4)(b)(d)
§25.1705(a)(b)(4)(9)(16)
§25.1707(a)(b)(c)(e)(1)
§25.1709(a)(b)
§25.1711(a)(b)(c)(d)(e)
§25.1713

§25.1715(a)(b)

§25.1719

§25.1721

§25.1723

§25.1725(b)

§25.855(c)

§25.901(b)(c)
§25.1301(a)(1)(2)(3)
§25.1309(a)(b)(g)
§25.1519

§25.1527

§25.1541
§25.1557(a)

§25.1322(a)(b)(c)(d)
§25.1351(a)
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§25.807(a)(c) §25.1541
§25.1301(a)(b)(c) §25.1557(a)
§25.1309(a)(b)(c)(d)

2.1.4.13 XF 224470 Halon FHF K K# (CRID-GEN-AIRBUS-01) (IR B, 235 H I 2 BRI 2 % 4R
55 17 FIBIESK T CS25.851(a),(c) -

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.14 T A RY(CRI E-3 D) I BT A L1, 257 1 BRI /A RIS 22 42 Ry 26 0 S8 I 58K () CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31).4.14 X} T%%& 1601393 %
15 SRR BTt B AL, 5% B R BRI 2 2 42 R B 20 S 2 IE SK-F T CS25.791.

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs
and placards” is installed.

2.1.4.15 X B 2 2% B IR 2 BRI 2 %2 42 I WIR CS-ACNS Subpart B Section 2 4 &% it 55 ! Subpart
D X} k2 B sz R WSOR ML E B2 [R1% SES sl EE5K 8 L AE(EU) No 1207/2011 H-F 2014 42 9 H 26 HH(EU) No
1028/2014 21T (&%

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.14.16 X T 2% 167577 Wit W R A], =% B EH MM T 22 R 22 SEIERKTH 22
25.0795(a)(1)(2)F1 25.0795(c)(3)(ii)-

For all models Airbus Elect to Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(¢c)(3)(i1)) when modification
167557 is installed.

2.1.4.17 X+ %% MOD 166219 ELT-DT & #H[¥) K HLl: CS-ACNS 2 3 fi, E 70#B%5 3 15
For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.

2.1.4.18 X1 A320 R KHLER T2 S5 HLAE A AL .

XTI e MU NG Y 1A= 8] =BT 55 i et SE BN F T 2026 4F 6 H RS WL, 27E 2023 4 6 H 2 H
JaU BB iE (TCDS 51 i), CS 25.795(a)(1), 25.795(a)(2) M 5 & BRIMAT 25 24 /i o 22 S8 1ERKTF.
For A320 series aircraft except those configured for Corporate Jet use:

For all changes installing lavatory or galley adjacent to flight crew compartment on aircraft delivered after June 2026,
where application for change is received after 02 June 2023 (date of TCDS Issue 51), CS 25.795(a)(1), 25.795(a)(2)
are at Amendment 22.

2.1.5 & F{%4/Special Conditions

FeoR: R A320 XA S i o g FEAH ) E AT N, gt 1 = Rh ) B % AR A
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special
conditions were developed:

B S B R R R 1) ELIBC A T SR R A A A R B R
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Special conditions: raised to cover novel or unusual features not addressed by the JAR.

ZINAHICHEAE: X T A320 BXG A HUEHLA, #%I8 NPA F2IF, TERRINBEG AL 01 R gEAR , dxk
2[R BRI .
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when

evolution of JAR was in progress under the NPA procedure.

A KT A320 BRE-EA% B E ARSI, R T E RN R SR T T B F AR AR . 2 PR SR A
AN FAA/TAA VR E (35 S AH TR -
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common
understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

EC-G11 — % 5E 3/ General Definitions

(DGAC-F) SC-G17 24T IE € 4T /Operational proving flights

(CAA-UK) SC-G17 8% B %€ BTiE 1T 4T /Operational flight before certification

SC-F1 SRRl E P e P
Stalling and Scheduled operating Speeds

SC-F3 25 B - A B A R\ SR ) B R R
Cockpit control - motion and effect of cockpit control

SC-F4 Y] 5 A5 7€ PE/ Static longitudinal stability

SC-F6 FEE AT 7] i A2 % 1/Static directional and lateral stability

SC-F7 KAT RS/ Flight envelope protection

SC-F8 1E % 3 fuf FR 1]/ Normal load factor limiting

SC-F9 X E YL R 4t/ Dual control system

HC-F103 PR HETE F A s E B B KPR R AR R IEAT
Accelerate Stop Distance, Take-Off Distance and Take-Off Run
on a Wet Runway

HC-F114 I AN H bR 453E E/ Approach and Target Threshold Speeds

SC-A.2.1.1 KM R VR RE S A GE AR 7 T A v 45 4% B e 1 U
Certification Criteria of Aircraft Designed with Systems
Interacting with Structural Performance

SC-A.2.22 BB E 3K/ Design manoeuvre requirement

SC-A.2.2.3 B8/ Design dive speed

EC-A.3.6.1 & F+ 135 E/ High Lift Devices

(CAA-UK) SC-A 4.3 P 58 X 34/ Tuned Gust Loads

HC-A.4.4 WLBh - T 2 BT
Manoeuvre Loads - High Lift Devices Deployed

HC-A 4.5 M 4R 51 2% F/ Braked roll conditions

HC-A4.6 T 475 1) %% B /Speed control device

SC-S11 PR i1l 25 3 73 14/ Limit pilot forces and torques

HC-S23 % F T4/ Standby gyroscopic horizon

HC-S24 VMO/MMO 5% (44%)/ VMO/MMO Warning (setting)

EC-S30 H 2 25 3 224t/ Autoflight system

SC-S33 H 2l 71 £ 4t/ Autothrust system

SC-S52 JC1E & IR TIZ 1T/ Operation without normal electrical power
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EC-S54 HL PR 97235 B/ Circuit protective devices
HC-S61 Wit it #4281 §8/ Design Landing Brakes Kinetic Energy
HC-S62 kS KR AR B B8/ Rejected Take-Off Brakes Kinetic Energy
HC-S72 “KATIC 3 4Y/ Flight recorder
SC-S74 JEIE % £ 45/ Abnormal attitudes
SC-S75 N R4 ([E]$2R08) / Lightning protection indirect effects
SC-S876 AR ST LR SRR
Effect of external radiations up on aircraft systems
SC-S77 (5 5 5284/ Integrity of control signal
SC-P01 SRR RS
Full Authority Engine Control System (FADEC)
SC-E1005 Bfj Kk A iE/ Resistance to fire terminology

2.1.5.1 X5 007 5 HEAR S LI RAAITA H AL WHL(REE A320-232), S@IEECAHTA %] JAR 25 1)
OV BIERIINHA, Fik A320 KHLI L F A A A0 30T M 65 -

For weight variant 007 and subsequent and for all new models from and including A320-232, the following A320
Special Conditions and Interpretative Materials are deleted by application of JAR 25 amendment 91/1:

IM-A3.8 B HL SR M # A7/ Discrete gust loads.
SC/AMC-A4.3 R X% 7/ Tuned gust loads.
HC-A4.4 BB B AT - T+ 2% e T

Manoeuvre loads with high lift devices deployed.

2.1.5.2 XF A320-233 BUKHL, g TR T A
The following Special Conditions have been developed for the A320-233:

SC-F11 g s bk B ATAR SCERE,  BE IR (I 1996 £ 6 A 4 H I CRI
F2012)
Accelerate-Stop distances and related performances, worn brakes
(see CRI F2012 dated June 4, 1996)

SC-S79 FZEER, TERARIGE(N 1996 & 6 H 4 HI¥) CRIF2003), fKiZ%
R AL Mod.24946 XU 22 CREUR - LIS ) SEPCARB TIT A
)
Brakes requirements, qualification and testing (see CRI SE2003
dated June 4, 1996), for which the requirements are met by
installation of Mod 24946(Messier-Bugatti SEPCARB III brakes).

2.1.5.3 X} A320-233 Fl1Z% OCTOPUS "KL ®ATFM(H. CRIF2013)IFTA A320-200 KL, @it H BT &
L% SC-F11 1 SC-S79, Nk JAR 25 Z3K#AE1T

For A320-233 and all A320-200 with OCTOPUS AFM (see CRI F2013), the JAR 25 paragraphs are modified
following the Elect-to-comply with SC-F11 and SC-S79.

TIRBA AT ABIEE 11 KB B2 3B 5% -
The following JAR Change 11 paragraphs are deleted:

JAR 25x131
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JAR 25x132
JAR 25x133
JAR 25x135
JAR 25x1588

TR A320 F 5 KL AR -

The following A320 Harmonisation Conditions are deleted:

HC-F103 B TE b s A5 1 BE B AR TR ER B AR R AT
Accelerate Stop Distance, Take-Off Distance and Take-Off Run on a
Wet Runway

HC-S61 et A B g
Design Landing Brakes Kinetic Energy

HC-S62 kR ZE S e

Rejected Take-Off Brakes Kinetic Energy

i#id SC-F11 A1 SC-879, FIREEA MBI OISR 13 IREITHRL:
The following JAR 25 paragraphs are upgraded at Change 13 and amended by SC-F11 and SC-S79:

JAR 25.101
JAR 25.105
JAR 25.109
JAR 25.113
JAR 25.115
JAR 25.735
JAR 25x1591

2.1.5.4 XFTAEM 1998 £ 7 A 10 HLURHHIHIE CBrislclcse “HLR SRR F 410, & HIZ6F IM-S76
CHMNERGR SR CHLRGEIREMD) #eL A 2% SC/IM-S76-1 (CRI SE14)HUA.

For any new application (new or modified aeroplane system and associated components) after July 10, 1998,

SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5 1998 £ 8 H 10 HJ5 HALfIE— LA SR, P& 26T HC-A4.5 CRIZEIREN%ME) BRE
25 261 14 B TAR 25.493(d) X (CRIAT).

For any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll conditions) is superseded by JAR
25.493(d) at Change 14 (CRI A7).

2.1.5.6 fEIEJE R Satg el e, HE 7 N RE Nt

The following special conditions have been developed post Type Certification:

SC H-01 KHLRG RIS ALE NI H - EWIS (1 ICA (H 2010 4F 5 Hilg4:
RO
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

SC E-34 A L4 I JAa A
Seat with inflatable restraints
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SC E-13

SC D-0306

SC P-27

SC-E10

SC E-48
SC F-0311-001

SC D-0322-001

SC D-0332-001

SC B-12

SC E-21

SC D-15

SC F-119

SC F-GEN-01

SC D-24

SC D-27

LA 2R (1136)

Installation of inflatable restraints (optional)

JEA AL R VB IO 55 I FE 2R (2010 4 6 HEAXO

Heat release and smoke density requirements to seat material

(applicable from June 2010)

AR R S

Flammability Reduction System

AR AL, 2012 48 1 A 1 HGE R AT IS & 10 el 75

WAHEA P2 bz et F v IR IR R S8 (MOD 38062). 7 A

MOD 38062 J&, 1ZHRGELARAF 2T APRES, IF HAXREMR

i MMEL B8 (25 R AEAN BE TARIRES MIRIE . W2RAE A318,

A319. A320 8 A321 KHL %3 T MOD 38062 (GHARTENE &

SL(FTIS)), NI KHLiHE 25-102 B IEZRKFH 25.981(a)FI(b)H

FR Bt 25-125 BIE SR 25 #HEs M ORI N. BLK 26-3 1B1E

FIRKF I 26.33 2.

If fitted, the centre fuel tank of aircraft which have made their first

flight after 1st of January 2012 must be equipped in production with

a fuel tank Flammability Reduction System (modification 38062).

This system shall remain installed and operative and can only be

dispatched inoperative in accordance with the provisions of the

MMEL revision associated with modification 38062. If

modification 38062 (Fuel Tank Inerting System (FTIS)) is

embodied on A318, A319, A320, or A321 airplanes, the airplane is

compliant with paragraph FR Section 25.981(a) & (b) at

amendment 25-102, Part 25 appendix M & N at amendment 25-125,

and Section 26.33 at amendment 26-3.

i ENLSIEAT (HE 14,100 ZER0) (WL CRIEL0)

High altitude airport operations (up to 14,100 ft) (see CRI E10).

BRIM4H 42 4% /Fuel Tank Safety

BRI TR A AT ID R

Flight Recorders including Data Link Recording

% J5 30 BEF 1 %2 2% /Installation of suite type seating

JoHF & 5| /Towbarless Towing

F K K/Soft Go Around

FUTASZ $E% /New UTAS Pitot Probes

®AT B Y TaxiBotig /E/Pilot Control Mode TaxiBot
Operations

KL RGN 25 1 22 AR B 3

Security protection of Aircraft systems and networks

Ak 75 e A H b 1) 22255 /Installation of non-rechargeable lithium
batteries

TEJERAE TS A2 R 3 (1530

Installation of Airbags in the backrest of seats (optional)

TR NARNTE RG (R

Installation of Three Point Restraint & Pretensioner System
(optional)
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SC D-19 FEENAS FER I L BIUE R 48 (%)
Incorporation of Inertia Locking Device in Dynamic Seats
(optional)
SC D-08 TR AN A N T B s R (B30

Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

SC D-28 LALAR R (138
Installation of oblique seats (optional)
SC F-37 FESATCOM M 24 i&E FHATN
ATN over SATCOM
SC F-MULTI-04 A 78 LA R 2 ke
Rechargeable Lithium Battery Installations
SC D-33 TER RO BN 285 1) b [ 7 e 55 7 Joe ey

Cabin attendant seat mounted on movable part of an interior

monument

2.1.5.7 ii#5 MOD 160500 F1 160080 (1= #5% )& F 2 F
Special Conditions for aircraft equipped with MOD 160500 and 160080

SC F-16 TR 17 i A2 5 1E/Static directional and lateral stability
A318 SC F-5001 SR TER T AR A FH 3

Stalling and scheduled operating speeds
A318 SC F-5004 N 1 A R VAR RE B

Static Longitudinal Stability and Low energy awareness
A318 SC A-5003 BT I /Design Dive Speed Vd

T B RSE M BT HAl T AR R AT 2

Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.8 A320-271N, 272N, -251N, -252N [#] & H % 1/Special Conditions for A320-271N, -272N, -251N, -252N

B-01 DR AT JEE 1) ) A P e 2
Stalling and Scheduled Operating Speeds
B-03 ARG RIS S A R
Motion and effect of cockpit control
B-04 AL i e R 7 MR R 1) i A A I g B R

Static Directional, Lateral and Longitudinal Stability and Low

energy awareness

B-07 RATRL AR
Flight Envelope Protection
B-08 e 8 R 1 IR R 4t
Normal Load Factor limiting System
E-37 BRI ARG 7KK
Water/Ice in Fuel System
E-45 KRB ]

Engine Cowl Retention
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F-13 PR R G E TR B FE R

Fuel System Low Level Indication - Fuel Exhaustion
E-55% WU 2K

Fan Blade Loss

*3E FH 2235 CFM R ShbLf B 5
*Only applicable to CFM models

2.1.5.8.1. BAF N2 B AL S 5 M E AR & F T A320-271N, -272N,-251N, -252N )32 520 [X 42k
The following special conditions developed for previous models are also applicable to the A320-271N, -272N,
-251N, -252N affected areas:

A222 Bt Pl ER
Design Manoeuvre requirement
A-3001 (SC Al) RGE 5L HAEH
Interaction of systems and structure
A-3002 (SC A2) SERRL T SR L
Stalling Speeds for structural design (A321)
A-5003 BEUH TR
Design dive speed Vd
D-0332-001 Tkt S|
Towbarless Towing
E-48 YR A 2 4
Fuel Tank Safety
F4012 (SC F11) g gz kR B AIAR SRR RE, BN
Accelerate-stop distances and relates performances, worn brakes
F7 (SC F-9) MEBRN RS
Dual Control System
H-01 RHLAR GG 58 ALERTI H - EWIS ] ICA
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS
P-27 AREFR IR R SRR T A RGAENE R R L RS

Flammability Reduction System (consisting of Cooled Serviced Air

System and Inert Gas Generation System)

Si1 BRI A AE
Limit Pilot forces and torques
$30 H 30 AT/ AT RLThRE
Automatic Flight/Flight Management Functions
S-33 H 3 25t
Autothrust system
S72 (HC-S72) KATIE R A
Flight recorders
SE14 (SC S-76-1) HIRF g0 {3
Protection from the effect of HIRF
SE2004 (SC S-75) PN EL R4 ()23

Lightning protection indirect effects
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SE2407 R2HRERR
Emergency Electrical power system
SE3003 (SC S-79) MZEER . B FARL

Brake requirements, qualification and testing
2.1.6. #4/Exemptions
WA # 9 /No exemptions
2.1.7. fwB/Deviations
ACNS-B-GEN-01 MEERK) CPDLC {5 B AR T2 5k DM89 (sl (%)
Removal of DM89 MONITORING message from the required

CPDLC downlink messages list (optional)
2.1.8. Z3 24 /Equivalent safety findings

2.1.8.1 NibSaGE I S R AT SR 2 -
The following paragraphs have been complied with through equivalent safety demonstrations:

JAR 25.783 (e) AT T CRI SM 2005)
for cargo doors (see CRI SM 2005)

JAR 25.783 () ZHO T TR RS B2 A6 T T CEE B 20029)C I, CRI SM 2004 1 SM 2007)
for passenger doors and bulk cargo door (Mod 20029) (see CRI SM
2004 and SM 2007)

JAR 25.813 (c) N EUEE (WL CRI E 2105 55 3 RATUK [T 24 321 37 S il

8, D
for emergency exits (see CRI E 2105 issue 3 "Type III overwing
emergency exit access", seat cushion height)

JAR 25.807 BRI R (180 PAXD (JIL CRIE 2107 "FRIALEZ 180™)
for maximum number of passengers (180 PAX) (see CRI E 2107
"Passenger extension to 180")

JAR 25.933 (a) AEE BT AE (OL CRIP 1002
for thrust reverser autorestow function (see CRI P 1002).
JAR 25.791 PR SENSEERN

Passenger information signs (CRI S53)

2.1.82 fEIEER S EEEEL T, HE T MIRER 4
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b) AN X IR B B £ 37(Z W, CRI E-32), RAEA4 E
A318.A319.A320 =i A321 "WHLSEHE 1 MOD 150700 A1 37270
(DUHAT CLS 3350, 37048 F1 36985, "KHLIH AL & KM 27 %)%
ZFOER, B 25-111 2 1IESKF(1 14 CFR Part 25.856(b) (=1L
CRIE-18)
Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
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only), 37048 and 36985 are embodied in production on A318,

A319, A320, or A321 airplanes, the airplane is compliant with

Fuselage Flame Penetration “Burnthrough” requirements addressed

by paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).
14CFR Part 25.856(a)  #FXT AR IS 5= PEIAAR #E (CRIEL8)

Improved flammability standards for insulation materials (CRI E18)

JAR25812(b)(1)(ii)  JeEUR N H AbRETIRERIIMAL 235 E) (CRI E14) (n[ik
)
Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)

JAR 25.811(f) N H FFR 2 (CRI E16)
Emergency exit marking reflectance (CRI E16)

JAR 25.812(b)()(i)(i)) XF T iafiasas, BIRALH Db S/ 8L 6l DR S i AR
(CRI SE-42) (A] A4 7HY)

Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

JAR 25.785(c) L ds vhoO 28 e A1 KT 18° T [A] A% (CRI D-0329-001) (i
%)

Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)
JAR 25.1443(c) /MR E (CRIF-20) (&%)
Minimum Mass Flow of Supplemental Oxygen (CRI F-
20) (optional)
JAR 25.1441(c) LT E R Z ARG T E R (CRIF21) (%)
Crew Determination of Quantity of Oxygen in
Passenger Oxygen System (CRI F-21) (optional)

CS 25.795(a)(1) E 25 BRI S50 53 XIS 98D (I AR oy Gee)
Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

CS25.811(e)(4) FF N2 T bRie Sk B FT Sk AT brpi (GE2%)

Green Arrow and “Open” placard for Emergency Exit
Marking (SE-63) (optional)

CS 25.251(b) PREN/FHR T KRB AMBR LR %)
Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

JAR 25.1441(c) PLAN RHERZ ARG T AR GEF
Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

JAR 25.1443(c) T AR E DR (E2D
Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3 7 MOD 160500 FI MOD 160080 [ %= #% (1) % 3 2 4=
Equivalent Safety Findings for aircraft equipped with MOD 160500 and MOD 160080
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25.1419 (c) ESF F-19 H ARG VKSFAE T RAT7(§25.1419 ()
Flight in natural icing condition (§25.1419 (c))

2.1.8.4 4 MOD 156723 5 MOD 158819 [fIffi 2= 2 {55 ik 22 4=
Equivalent Safety Findings for aircraft equipped with MOD 156723 or 158819

CS25.807(g) CRID-01 R 1A H O
Over-performing Type I exit

TR JEORIE T4 — RO 55 R A IR R R

Note: The original ESFs applicable to each model remain effective.

2.1.8.5 454 A320-271N, -272N, 251N, 252N il & T LA N304
The following Equivalent Safety Findings have been developed for the A320-271N, -272N, -251N, -252N:

CS25.934, CS-E 890 E-43 SAREN R

Thrust Reverser Testing
CS25.1181(a) E-44* PR X3 AN I K X

Fan Zone as non fire zone
CS25.1549(a) E-51 T R FE TR N

Oil temperature indication
CS25.1181,CS25.1182  E-52 FAE DX Al kX

Nacelle area adjacent to fire
CS25.997(d) E-49%*  JHuEAL B

Fuel Filter Location

* A& ] 2248 TAE R BIHLI Y 5+ i ] %2 e CFM R ShLI AL 5
* Applicable to IAE models only**Applicable to CFM models only

2.1.8.5.1. BUF N2 AT AL Sl ¥ ESF tHiEH T A320-271N, -272N, -251N, 252N )52 500 [X 35
The following ESF developed for previous models are also applicable to the A320-271N, -272N, -251N, -252N

affected areas:

JAR AWO 313 SE-4005 T2 R AR k& B (MABH, B4
A319 KA BT Sk
Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)

(issued for A319)
JAR AWO 236 SE-5005 1 RIS AT i 2 7

Cat III operations - Excess Deviation Alerts
JAR 25.1441(c) F-21 MLZHAf € ik A R Gt T A4 & (CRIF-21)

Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

14CFR Part E-18 HE 58 (R 68 B A e ) BELA AR 4
25.856(a) Improved flammability standards for thermal /

acoustic insulation materials
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2.2 A E R /Environmental Requirements:

Fr R AL ZRBE 16/ICAO Annex 16

Vol. I Part 11 I ESK / Noise Requirements
Vol. 11 Part I PRIMHERL / Fuel Venting
Vol. II Part ITI Chapter 2 HESHEE Y / Emissions

R 320407 7E TCDSN EASA.A.064 H15E 3.
Notes: Further details are defined within TCDSN EASA.A.064

2.3 1 E RAMZ R InE AR %H/CAAC Additional Technical Conditions

PLUREERIEH T A320-111. A320-231. A320-232. A320-214. A320-215. A320-216. A320-233: /The following
requirements should apply to the A320-111, A320-231, A320-232, A320-214, A320-215, A320-216 and A320-233:
FifF 5 CCAR-26 #B (izhn2 KHLAYFFSEE MU 2 SO E ) HIESR . XF Rk CCAR-26 FHMERMELT
JRAS, A TC A NN R B H & A AT &1k

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be
complied with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the
applicable sections.

HRHE CAAC 3CfF CAO No. 2012-30, MERMIFF G (<T@ CHLRUKIRBT B I ZR @ m) 1IZK.
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

B € P AR N RORT [ [ S hm i3 S mi TR (GB6537) HIfs I 6 AF
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet Fuel”

(GB6537) must be defined.

CAAC #% / CAAC Exemptions

E-23 3% A320 21 KA CCAR-25-R4 55 25.841(a)(2)(3)k B 3K ¥4 #
Airbus A320 Family Aircraft Exemption from the Requirements of CCAR-25-R4
Paragraph 25.841(a)(2)(3)

2.4 &7 4% &/ Production Basis:

AP IESR S EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. HiARFFMERE F FR #l/Technical Characteristics and Operational Limitations

3.1. B5¥% 5% L/Type Design Definition

3.1.1 &% E R 5 /Certificated models: A320-214
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IR A e AR R KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0150/95 (00DO0OA0006/C21)
3.1.2 &% &R 5)/Certificated models: A320-215
IR A E AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: D00D06006382
(00D000A0215/C21)
3.1.3 &% %€ 55l /Certificated models: A320-216
IR A E AR KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: D00D06011383
(00D000A0216/C21)
3.1.4 ks € B 5 /Certificated models: A320-231
N S A B K ML /Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.301/89
3.1.5 &% € 5l /Certificated models: A320-232
IR A e UAH R KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.0502/93 (00DO00A0005/C21)
3.1.6 &% € U5l /Certificated models: A320-233
IR S E AH R KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.1984/95 (00DO00A0007/C21)
3.1.7 & ¥4 5E 5l /Certificated models: A320-271N
IR S e UAH R KA L/Definition of reference airplane by Airbus document 00D000A5021/C20
3.1.8 &% H & 5 /Certified models A320-251N
IR S e AR KA L/Definition of reference airplane by Airbus document 00D000A 5024/C20
3.1.9 &% 5 € 5 /Certified models: A320-252N
IR A E AR R KA L/Definition of reference airplane by Airbus document 00D000A5188/C20
3.1.10 &% 8 2 AL ) /Certified models: A320-272N
IR A E AR KA L/Definition of reference airplane by Airbus document 00D000A 5204/C00

1 B&/Notes:

a. 5|5 4#/Model conversions:

®  UIRAELILIAE V2527E-A5 K BIMLIIA320-233 L] 5L iEMOD 153177, WA K L300 245 AE
V2527-A5 K ENHLHTA320-23274 5]
If modification 153177 is embodied on A320-233 model powered with IAE V2527E-AS it is converted into
A320-232 model, powered with IAE V2527-A5 engines

®  UIRFELILCFMS6- SB6/38/PRANNLIKA320-216%L 1] F 3L EMOD 36563, M Al K Ho 46y 22 3 CFM56-
5B4/38/P K ENHLITA320-2147 5]
If modification 36563 is embodied on A320-216 model powered with CFM56- 5B6/3 or /P engines, it is
converted into A320-214 model, powered with CFM56- 5B4/3 or /P engines

®  UIRAELIECFMS6- SBA/3TY/PRBNNLINA320-2148L 7 - 5LjMOD 36885, M AT K I #446 hy 22 3 CFMS6-
5B6/38/P R EHLIIA320-2167 5]
If modification 36885 is embodied on A320-214 model powered with CFM56-5B4/3 or /P engines, it is
converted into A320-216 model, powered with CFM56-5B6/3 or /P engines
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®  WIRTERILIAE V2527- ASKREIHLIA320-23224 5 ESEiEMOD 150847, MR H i R 244 1AE
V2527E-AS K ENHLIIA320-233 8 5]
If modification 150847 is embodied on A320-232 model powered with IAE V2527- A5 engines, it is
converted into A320-233 model, powered with IAE V2527E-AS engines

b. 7E A320-214 5 F 52t MOD 36311 % HA4y A320-216
A320-216 model results of the embodiment of modification 36311 on A320-214 model.

c. 1E A320-214 5] | 52ji MOD 36297 ¥ HFEHh A320-215
A320-215 model results of the embodiment of modification 36297 on A320-214 model.

3.2. #iiR/Description

BimFe R A EIHL. AR, BB AEE R L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W4 /Equipment
HEUE SN 2 TFRILE Ok BT 8 AT R 4575 B (N0.00D000A0101/C1S)) i (A& T A320-216, A320-215,
A320-271N, -272N, -251N,-252N).

Equipment approved for installation is listed in the Certification Standard Equipment List ref. 00D000A0101/C1S
(not applicable for A320-216, A320-215, and A320-271N,-272N, -251N,-252N).

FROBII . B AT BT & IR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

Z MG FEF/Cabin seats  2521M1F10000 at latest approved issue
J&f )35 /for galleys 2530M1F000900 at latest approved issue

3.4. R~/Dimensions

A320 ®ALY T2 ) /Principal dimensions of A320 Aircraft

- Hl&/Length: 37,57 m
- 3 /Width: 34,10 m

(41225 MOD 160500 5% 160080/1f MOD 160500 or 160080 is installed) 35,80 m
- ML=/ Height: 11,76 m
- JK P22 52 TH 9% 2 /Width at horizontal stabilizer: 12,45 m
- Wl B H%/Outside fuselage diameter: 3,95m
- R ANHLHE B /Distance between engines axis: 11,51 m
- FjL[E #H/Distance between main landing gear: 7,59 m
- i/ (8] ¥ /Distance between nose and main landing gear: 12,64 m

3.5. KBIHl/Engines

ZARAENT AT RSN T BTE o %10 A PR e 58 44 R UL SR R LRI R AR AL, 2 IR
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The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A320-214
2 & CFMI K ZIHl/Two CFMI  CFM56-5B4 (MOD24251), or
CFM56-5B4/2 (MOD24405)

A320-215
2 & CFMI K ZHl/Two CFMI  CFMS56-5B5/P (MOD25800)

A320-216
2 & CFMI K ZHl/Two CFMI  CFMS56-5B6/P (MOD25800)

A320-231
2 5 IAE KZIHL/Two IAE V2500-A1 (Mod 20165)
A320-232
2 5 TAE KB/ Two IAE V2527-A5 (Mod 23008)
A320-233
2 5 IAE KZIHL/Two IAE V2527E-AS (Mod 25068)
A320-27IN
2 5 IAE K ZIHL/Two IAE PW1127G-JM Geared Turbo Fan jet engines (MOD
161000)
A320-251N

2 & CFMI & 3Hl/Two CFMI  LEAP-1A26 jet engines (MOD 161003)

A320-252N
2 & CFMI & 3Hl/Two CFMI  LEAP-1A24 jet engines (MOD 162680)

A320-272N
2 & IAE R EIHL/Two IAE PW1124G1-JM Geared Turbo Fan jet engines (MOD
163955)
ACJ320 NEO

2 5 CFMI K 3#1/Two CFMI  LEAP-1A26C]J jet engines (MOD 165333)
#E/Note:

CFM56-5B %7%1 CAAC VTC iEH %5 VTCO0064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500-A1 KEIHL CAAC VTC iFB% 5 VICO052E, Rev.0;
The CAAC VTC No. of V2500-A1 engine is VTCO052E, Rev.0;
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HAh V2500 RFEZHL CAAC VTC UE 13445 VTCO117E, Rev.l;
The CAAC VTC No. of other models of V2500 serial engines is VTC0117E, Rev.1;

PW1100 & Eh#HL CAAC VTC iFP%i 5 VIC0329E, R4.
The CAAC VTC No. of PW1100 engine is VTC0329E, R4.

LEAP -1A &E1HL CAAC VTC iF 34w 5 VTCO0348E, R3.
The CAAC VTC No. of LEAP -1A engine is VTC VTC0348E, R3.

V¥ B:/Notes:

1 )\ 2008 4 3 F 31 Hilt, SN EABA AN E4/P ) CEM56-5B/2 K &ML, CEM56-5B4/2 K AIHL
R B2 I\ CEM56-5B 7 5 A MAE R afs B b il
From March 31st 2008, there is no longer any CFM56-5B/2 non /P in field or in production. CFM56-5B4/2
engine model has been removed from CFM56-5B Type Certificate Data Sheet.

2 IR CFM56-5B K BhHLSCHtE 15 2 25800, WISt 1 ASIHLIERE . Z KB NINE 5 </P7.
If modification 25800 is embodied on models with CFM56-5B engines, the engine performance is improved. The
engine denomination changes to /P.

M HTZ 5 2 H #Ti&E F T/The modification is currently applicable for:
A320-214: CEM56-5B4(SAC)A5 % CFM56-5B4/P.
A320-214: CFM56-5B4 (SAC) which changes to CFM56-5B4/P.

CFEM56-5B BUTG/P AL AT 543 /PR ZhHLE KL B3
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

1 BE/Note:

B 25800 FEA_FARBILLE A320-215 F1-216 E.
modification 25800 is basically embodied for A320-215 and -216 models.

3 12k CFMS56-5B/2 (DAC)R AL 1 55 26610, WIS 1 R SHLERE AR H UK. %I i H
A& T
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and
gaseous emission levels are improved. The modification is currently applicable for:

A320-214: CFM56-5B4/2 (DAC) %A CFM56-5B4/2P(DAC 11 C).
A320-214: CFM56-5B4/2 (DAC) which changes to CFM56-5B4/2P (DAC 11 C).

CFMS56-5B/2 #4“T6/P(DAC) KAWL A 547/P*(DAC I C)KAIHLTE KL HiREE CRATFMAM M ED.
CFM56-5B/2 "non-P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

CFM56-5B/P 5 “/P”(SAC) K ML 5 CEM56-5B/2P(DAC 11 C)KEIHLIE kML EIREE CRATFMAN S
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kb
CFM56-5B/P or / "non-P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

B 26610 HH X 160080 Cafif/NE KR AFEA
Modification 26610 is not compatible with modification 160080 (sharklet retrofit).

4 3H CFM56-5B4 BUKAIHLIN A320-214 WAL EFIFER—ZL WAL LS5 CFMS56-5B4/2 RURSINLIESE (L
24405) CEHL RATFHHHNTED -
A320-214 CFM56-5B4 engine can be intermixed with CFM56-5B4/2 engine (mod 24405) on the same aircraft
(AFM supplement). See note 1.4.24 as well.

5 AR RN 37147 B EAMHIINTE B 38770 W RAGI AN CFM56-5Bx/3 “Tech Insertion” & 5]
Mo
Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147 in
production or 38770 in field.

I B & FH F CFM56-5Bx /P SAC K &Hl.
This modification is only applicable on CFM56-5Bx /P SAC engines.

W RIS CFM-5B KSHIAN N T 37147, WIRSHHLIE SR8 0/3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
1201 5 2 H 1 3& F F/The modification is currently applicable for:

A320-214: CFM56-5B4 (SAC) ¥ A /which changes to CFM56-5B4/3
A320-215: CFM56-5B5 (SAC) ¥ I ~/which changes to CFM56-5B5/3
A320-216: CFM56-5B6 (SAC) ¥ I A/which changes to CFM56-5B6/3

CLZRIE B BE 5 37147 X 2 il o 78 R S S5 R0 SN o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.

RENNUREME % A 42 1k/The engine characteristics remain unchanged.

UNEEg 38573 firik, CFMS56-5Bx/3 KANHLFLLS CFM56-5Bx/P W%,
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in

modification 38573.

6 I NTE L 38946 HT LTI A“BUMP Tt . WIA XS CFM-5B KNI i 38946, MR FIHLIGELHAL
/P1 (SAC)E(#/2P1(DAC)&#/3B1 (Tech Insertion).
Introduction of “BUMP” function is done through embodiment of modification 38946. If modification 38946 is
embodied on models with CFM-5B engines, the engine denomination changes to /P1 (SAC) or /2P1(DAC) or
/3B1 (Tech Insertion).

1ZI0 58 2 H A 3&E F T/The modification is currently applicable for:
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A320-214: CFM56-5B4 (SAC) % &4 Ay/which changes to CFM56-5B4/P1

CLZEIE B BE 25 38946 X 2 il o 7E FAIR A S5 A SN o
Modification 38946 has been demonstrated as having no impact on previously certified noise levels.

RENURE B 24

The engine characteristics remain unchanged.

A RFAE AL LR ZE“Non Bump” &SI “Bump” & 341 -

Intermix at aircraft level between “Non Bump” engine and “Bump” engine is not allowed.

7 CFM56-5B & #HL5 MOD 160080 Caff/NIC) Ak, FrdR#d 7 MOD 37147 5 38770,
CFM56-5B engines are not compatible with modification 160080 (sharklet retrofit) unless modification 37147 or

modification 38770 are installed.

8 WIRAEZ % TAE PW1127G-IM REIHLI A320-271IN %3 MOD 161562 CRIEFFZ), WIRZHHIEL 54N
PW1127GA-IM.,
If modification 161562 (alternate climb) is installed on the A320-271N equipped with IAE PW1127G-JM then
the engine model is changed to PW1127GA-IM

9 WIRAEZ% CFM LEAP-1A26 KBIHLI A320-25IN %% MOD 165333 CBEF-2), NAZIHIE 524N
LEAP-1A26CJ,
If modification 165333 is installed on the A320-251N equipped with CFM LEAP-1A26 engines, then the engine
model is changed to LEAP-1A26CJ

3.6. #iBh3h 125 B /Auxiliary Power Unit

APU GARRETT
GARRETT A ], 5 GTCP 36-300(A)
GARRETT AIRESEARCH GTCP 36-300 (A).
(FHYE No.31-5306B/Specification 31-5306B)

HLUERIEM: 2 W GARRETT 45 GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU [1]% 2% 1 MOD 22562 or MOD 35864 7& X .
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
Pratt & Whitney Rzeszow S.A. APS 3200 (¥i75/Specification ESR 0802, Rev. A)
HEHERIE M. 56 MIL-L-7808. MIL-L-23699 8¢ DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell A 7] APU #]%23%¢ i MOD 25888 & X -
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 3CfF 131-9[A] (#HE No. 4900 MI1E 03 19 01).
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Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
JLHE T AR TR S5V 31-12048A-3A.
Approved oils : according to Model Specification 31-12048A-3A.
3.7. $ZjEX/Propellers
ANEH/N/A
3.8. Witk R, WM. B0, FEM)D /Fluids (Fuel, Oil, Additives, Hydraulics)

ESTFRTER

ENGINES KEROSENE DESIGNATION

JET A, JET A-1, JP5, P8, No.3 Jet Fuel (GB6537), JET B**,
JP 4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
AVTAG/FSII, AVCAT/FSII

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**,
JP 4** TS-1* RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM: (Service Bulletin JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),

PW1000G -100-73 00-0002-00A930AD) | TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII
CFMI LEAP-1A: Service Bulletin LEAP | JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),

1A S/B 73-0001 TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

CFMS56: Installation document CFM 2026
or CFM 2129)

TAE V2500: TAE Standard Practices and
processes Manual IAE 0043

R BRI T AR BBl T3 E .

The above mentioned fuels are also suitable for the APU.

TEA R AEAE IR RIE 2 WG4 B

Refer to Consumable Material List (CML) for details on approved fuel specifications

BRIHFTE: W22 35 F M. CFM 2026 83 CFM 2129 5(# IAE 0043 or Service Bulletin PW1000G — 1000 — 73
— 00— 0002 00A930AD

* X TAE V2500 K BIHL, TS-1 SR I 2 Fe v T 50% CARI [E]D
For TAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
sk SRHLIE JET B A1 IP 4 BRI T2 35 M5 22 T 25 2% (modification 154327)
JET B and JP 4 fuels are not authorized for use in aircraft fitted with jet pumps (modification 154327)

18 H1/Oil

VT L YE/For oil specification:

K BH/Engine CFM56-5B5/P IAE V2500-Al PW1127G-]M LEAP-1A26
CFM56-5B6/P IAE V2527-A5 PW1127GA-IM LEAP-1A24
CFM56-5B4 IAE V2527E-AS PW1124G1-JM LEAP-1A29

CFM56-5B4/2 PW1129G-]M
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A5 A n[iESHE H./The Validation Data Sheet
Lot HE T SB CFMI 79-001 See doc IAE 0043 | Service Bulletin PW1000G | SB LEAP-1A S/B
Approved Oils Sect 4.9 —1000—-79 — 00— 0002 - 79-0001
(MIL-L-23699) 00A-930A-D
s INFsl/Additives:
Z W2 B FEMTE H./Refer to Airbus Consumable Material List (CML).
K ENHL/Engine CFMS56-5B5/P IAE V2500-A1 PWI1127G-JM | LEAP-1A26
CFM56-5B6/P IAE V2527-A5 PW1127GA-IM LEAP-1A24
CFM56-5B4 IAE V2527E-A5S PW1124G1-IM LEAP-1A29
CFM56-5B4/2 PW1129G-]M
2 HLHE RN 055 Specific Operating IAE Standard Service Service Bulletin
Approved Instructions Practices and BulletinPW1000G LEAP-1AS/B
Additives Document&CFM SB Processes Manual -1000-73- 73-0001
73-0182/73-0122 for CIS 00-0002-00A-930
fuel additives A-D
R BRI T ARl T3 E .
The above mentioned fuels and additives are also suitable for the APU.
% /Hydraulics
W% 3 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110
3.9. SR E/Fluid Quantity
18t 5/Fuel Quantity (0.8kg/liter)
A320-214/-215/-216/-231/-232/-233 (without MOD 160001)
y y 4 3% 5 WA WL
3 WhAE KL/ 4 JhAE AL
4 or 5 TANK AIRPLANE
s/ 3 TANK AIRPLANE 4 TANK AIRPLANE .
ANET IR ANET IR
TR | ASATHIRRI | T Ry / CINaERESTiN M/
TANK Usable fuel | Unusable fuel | Usable fuel Unusable Usable fuel Unusable
liters (kg) liters (kg) liters (kg) fuel liters (kg) fuel
liters (kg) liters (kg)
MLE/ 15 609 58.9 15 609 58.9 15 609 58.9
WING (12 487) 47.1) (12 487) 47.1) (12 487) 47.1)
oy 8250 23.2 8250 23.2 8250 23.2
CENTER (6 600) (18.6) (6 600) (18.6) (6 600) (18.6)
B o e sk 2992 17 2992/5 984 17/34
FH/ACT (%) (2 393) (13.6) (2393/4786) | (13.6/27.2)
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26851/29843
Bt 23 859 82.1 26 759 99.1 21480/ 99.1/116.1
TOTAL
(19 087) (65.7) (21 407) (79.3) 21873) (79.3/92.9)
1E A320-200 R4 KM L, KRZHAEH N 28— DA Sl f (ACT) B-EH4 5 & H BE el 28378 AT e

Ko

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 28378.

RIETT SRS HE A ACT (A ACT BIRLE),  HIBEEL 34456 FTiE o

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification
34456.

A320-214/-215/-216 (with MOD 37331 and without MOD 160001)

3 A AL 4 A AL 4 8% 5 WA AL
s/ 3 TANK AIRPLANE 4 TANK AIRPLANE 4 or 5 TANK AIRPLANE *
" ANE] R R/ . ANET A/ . .
AT FH A/ AT FH A/ TR o/ VA I N2 /e
Unusable Unusable
TANK Usable fuel fuel Usable fuel fuel Usable fuel | Unusable fuel
liters (k liters (k liters (k liters (k
iters (kg) liters (kg) iters (kg) liters (kg) iters (kg) iters (kg)
WL/ 15959 58.9 15959 58.9 15959 58.9
WING (12 767) 47.1) (12 767) 47.1) (12 767) 47.1)
oy 8250 232 8250 23.2 8250 23.2
CENTER | (6 600) (18.6) (6 600) (18.6) (6 600) (18.6)
2992/
B
s 2992 17 5984 17/34
(2393) (13.6) (2 393/ (13.6/27.2)
/ACT (*)
4 786)
27201/
B 24209 82.1 27201 99.1 30 193 99.1/116.1
TOTAL (19 367) (65.7) (21 761) (79.3) (21 761/ (79.3/92.9)
24 154)
£ A320-200 Z51) KM E, RZEAEH T 22de— eI 9emds (ACT) A8 8 e tH Y 28378 fire
o

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 28378.

AT AN 23— A ACT (%M —A~ ACT IIRNE ), ek 34456 e Lo

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification
34456.

A320-200 series (without MOD 37331 and with MOD 160001)

50/ 189



IS\ AT IFEE B/ The Validation Data Sheet

[k /Revision: 24

. . 4 51 5 A AL
3 g EAl 4 g AU 4 or 5 TANK AIRPLANE
3 TANK AIRPLANE 4 TANK AIRPLANE
AR/
e ANET R ANET R ANAT FBR
AT F BRI/ / A] FA BRI/ / A] R BRI/ /
TANK Usable fuel Unusable Usable fuel Unusable Usable fuel Unusable
liters (kg) fuel liters liters (kg) fuel liters liters (kg) fuel liters
(kg) (kg) (kg)
BLE/ 15 569 58.9 15 569 58.9 15 569 58.9
WING (12 455) 47.1) (12 455) 47.1) (12 455) 47.1)
e 8 248 23.2 8248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)
2992/
Fﬁb IFpR 2992 17 5984 17/34
TMAEH/ACT
* (2 393) (13.6) (2 393/ (13.6/27.2)
4 786)
26 809/
it 23 817 82.1 26 809 99.1 29 801 99.1/116.1
TOTAL (19 367) (65.7) (21 447) (79.3) (21 447/ (79.3/92.9)
23 841)

1E A320-200 Z51 CHLE, REHAEI T 22— ANBE I Jemss (ACT) 1A 5 e i Bk 28378 Fire

Mo

On the series A320-200, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is

defined by modification 28378.

AT RN R A ACT (IR ACT HIRLE), M 34456 e o

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by modification

34456.

FERENC TAE KENHLAI A320-200 51 KHL L, SIATAERI R GbriE (MOD 37332) Rk A& & 350 Tt
On the series A320-200 equipped with IAE engines, introduction of standard of wingbox with dry bay (modification

37332) will decrease the fuel capacity by 350 liters.

A320-214/-215/-216 (with MOD 37331 and MOD 160001)
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3 WA CHY 4 WA A 4 50 5 MAEEHL/
3 TANK AIRPLANE 4 TANK AIRPLANE 4 or 5 TANK AIRPLANE
AR/
TR | AT | RTRSR | ST | TR | AT R
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
BLEL/ 15919 58.9 15919 58.9 15919 58.9
WING (12 735) 47.1) (12 735) 47.1) (12 735) 47.1)
gy 8248 23.2 8248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)
RIS 2992 17 2992/ 17/34
THFE/ACT (2 393) (13.6) 5984 (13.6/27.2)
™ (2 393/
4 786)
Mt 24 167 82.1 27 159 99.1 27159/ 99.1/116.1
TOTAL (19 334) (65.7) (21 727) (79.3) 30 151 (79.3/92.9)
21727/
24 121)
A320-271N,-272N,-251N,-252N
3 14 € HL/3 TANK AIRPLANE
HARITANK T AR AT FRRA
Usable fuel liters (kg) Unusable fuel liters (kg)
. 15476.7 58.9
BLI/WING (12427.8) (47.3)
8248.0 23.2
HR/CENTER (6623.1) (18.6)
s 23724.7 82.1
R TH/TOTAL (19050.9) (65.9)
A320-271N/-272N/-25IN ‘241t BEk 163215 (ACI320 NEO)
A320-271N/-272N/-251N equipped with modification 163215 (ACJ320 NEO)
3 A L 4 A 5 A WHL/
WAL/ 3 TANK AIRPLANE 4 TANK AIRPLANE 5 TANK AIRPLANE
TRV | AT | AT | ASETHIRA | TR | AT R
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
HLEL/ 15476.7 58.9 15476.7 58.9 15476.7 58.9
WING (12427.8) (47.3) (12427.8) (47.3) (12427.8) (47.3)
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gy 8248.0 232 8248.0 232 8248.0 23.2
CENTER (6623.1) (18.6) (6623.1) (18.6) (6623.1) (18.6)
BRI i i 3138.0 17.0 3138.0 17.0
¥ 1/AFT - - (2510.4) (13.6) (2510.4) (13.6)

1
BRI i i 3138.0 17.0
i 2/AFT - - - - (2510.4) (13.6)
2
it 23724.7 82.1 26862.7 99.1 30000.7 116.1
TOTAL (19050.9) (65.9) (21561.3) (79.5) (24071.7) (93.1)
6 JHAH CHL/ 7 WA AL/
s/ 6 TANK AIRPLANE 7TANK AIRPLANE
ATRBRM | ANSRTRISRM | TR | SRT R BR
Usable fuel / Usable fuel | Unusable fuel
TANK liters (kg) Unusa'ble liters (kg) liters (kg)
fuel liters
(kg)
MLEL/ 15476.7 58.9 15476.7 58.9
WING (12427.8) (47.3) (12427.8) (47.3)
H g/ 8248.0 23.2 8248.0 23.2
CENTER (6623.1) (18.6) (6623.1) (18.6)
BN = A8 3138.0 17.0 3138.0 17.0
1/AFT 1 (2510.4) (13.6) (2510.4) (13.6)
B n i 9k 6 3138.0 17.0 3138.0 17.0
2/AFT 2 (2510.4) (13.6) (2510.4) (13.6)
B n i 9k 6 2208.0 22.0 2208.0 22.0
3/AFT 3 (1766.4) (17.6) (1766.4) (17.6)
B o i e 6 - - 2208.0 22.0
/FWD (1766.4) (17.6)
Bt 32208.7 138.1 34416.7 160.1
TOTAL (25838.1) (110.7) (27604.5) (128.3)
1H B¢ /Notes:

A320-251N, 271N, 272N 1A 5501 (R AFRY ACI320 NEO) 3@ id R A1 3Lt 3 BUE X

A320-251N, -271N, -272N for Corporate Jet use (commercially identified as ACJ320 NEO) are defined through the
following set of modifications:

WA 163215: 2% % 4 AN #/modification 163215: Installation of up to 4 ACTs

PO 162744: ¥R KATRLZE 41000 95 /modification 162744: Extension of the flight envelope up to
41000 ft

PR 23398 TR AT AT 1222 B MRS /552 modification 23398: Install stairs at fwd pax door.

W 162193 BOE KA J7/modification 162193: Lower Cabin Altitude activation
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B 162339: i E ACJ320 NEO %1t B & .4k /modification 162339: Certify Envelope for design weight of
ACJ320 NEO

3.10. EEFRH (BRIEBAEFH, f82RZTHE-IAS) /Limit speeds(Indicated Airspeed - IAS - unless otherwise stated)

B K A# FH 5%/ Maximum Operating Mach (MMO): 0.82

B K A% FH 3% ¥ /Maximum Operating Speed (VMO): 350 kt

ML) £ /Maneuvering Speed VA : Z: I, EASA HILHE R AT F MR BR 1) 5275
See Limitations Section of the EASA approved
Flight Manual

¥ 3 /5% 3 R 25 T ¥ /Extended Flaps/ Slats Speed (VFE): UL T %% /see table below

eapidl] LT VFE (kt)
Configuration Slats/Flaps(9

1 18/0 230 8] 1237 /Intermediate approach
*18/10 215 jt2 €/ Take-off

2 22/15 200 #2 KNI 3%/ Take-off and approach
22/20 185 i % . it . % K /Take-off,

approach, landing
4 Jf/Full 27/35%* 177 % ifi/Landing

*ETRATEH, AE 210 TTEEE 5 B
Auto flap retraction at 210 kt in take-off configuration

** HFAERD IAE K EIHLEL CFM LEAP-1A K EIHLI A320 KALSZ 27/40
27/40 for A320 equipped with IAEor CFM LEAP-1A engines

#7422/ Landing gear :

VLE — J&H/Extended: 280 kt/ Mach 0.67
VLO — fEH/Extension: 250 kt

& [F]/Retraction: 220 kt

ACAAPRHEEE (MBI ) /Tyres limit speed (ground speed) 195.5 kt (225 mph)
3.11. K47 ELR/Flight Envelope

B K A% 151 /Maximum operating altitude

39 100ft (J% /775 5 /pressure altitude)

39 800ft (JE& /1755 /pressure altitude) #1 H 347 5 25 30748
if modification 30748 is embodied.

41 000ft (& /775 & /pressure altitude) 1 R-HE4T H 2 162744
if modification 162744 is embodied.

Z WG EASA HEHER RHL ©AT A
See the appropriate EASA approved Airplane Flight Manual

3.12. i847RR#/Operating Limitations
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Z JLE M EASA HEHERT RHL R AT T/
See the appropriate EASA approved Airplane Flight Manual

) E (22482 FE/daN) /Powerplant (2.2482 1b/daN)

CFMI
RN/ CFM56-5B4
Engine CFM56-5B5/P CFM56-5B6/P CFM56-5B4/2
(***)
Kl 5/ E37NE (FAA) E37NE (FAA) E37NE (FAA)
Data sheets E38NE (FAA) E38NE (FAA) E38NE (FAA)
TP TH % 1L HE 77/Static thrust at sea level
K ) (EiE 30°C)/ 9 786 daN 10 453 daN 12 010 daN
Take-off (5 min)* (22 000 lbs) (23 500 lbs) (27 000 1bs)
(Flat rated 30°C)
R KIELL(HUE 25°C)/
, ( , ) 9 008 daN 9 008 daN 10 840 daN
Maximum continuous
(20 250 Ibs) (20 250 Ibs) (24 370 Ibs)
(Flat rated 25°C)

(**): S 5 TR 1, AR E TR,

see note 1 chapter 5 for usual names and certified names
(%% S0 5 TR 3, ANFAESAER BRI .

see note 3 chapter 5 for engine models no longer in prod/service.

RENL/Engine IAE V2500-A1 IAE V2527-A5
IAE V2527E-A5
$45 ¥ /Data sheets E3INE (FAA) E40NE (FAA)
TP TH % 1L HE 77/Static thrust at sea level

i K5 B EITE 30°C)/ 11 031 daN 11 031 daN
Take-off (5 min)* (Flat rated 30°C) (24 800 Ibs) (24 800 Ibs)
I RIEBL(BUE 25°C)/ 9 893 daN 9 893 daN
Maximum continuous (Flat rated 25°C) (22 240 Ibs) (22 240 1bs)

* R A I AT ] A AL, AR R AU B A B S AR 5, A fe PRl Kt
JPRZSTAE 10 708
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de Caractéristiques Moteur".

REHL/Engine PW1127G-IM/ | PW1124G1-]M | PW1129G-]M
PW1127GA-J
M
4 #% H./Data sheets ES87NE (FAA) | E87NE (FAA) | ES7NE (FAA)
TP TH &% 104 77/Static thrust at sea
level
K5 B (G — e 30°C)/ 12 043 daN 10 782 daN 13 000 daN
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Take-off (5 min)* (Flat rated 30°C) (27075 lbs) (24 240 1bs) (29 245 1bs)
ORISR (G—BE 25°C)/ 11 718 daN 10 691 daN 11 719 daN
Maximum continuous (Flat rated (26345 1bs) (24 035 1bs) (26 345 1bs)
25°C)
R BNH/Engine LEAP-1A26 | LEAP 1A24 LEAP 1A29
4 7. /Data sheets EASA.E.110 | EASA.E.110 | EASA.E.110
W % 1L HE 77/Static thrust at sea
level
i K(5 7B (FE—HiE 30°C)/ 12 064 daN 10 680daN 13 029 daN
Take-off (5 min)* (Flat rated 30°C) | (27 120 Ibs) (24 010 Ibs) (29 290) Ibs)
RS (G —HE 25°C)/ 11 868 daN 10 676daN 11 868 daN
Maximum continuous (Flat rated (26 680 1bs) (24 000 1bs) (26 680 Ibs)
25°C)

oAt AR ARSI 5 SRR

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.
TERE/Notes:
1. &% /Reserved

2. RATHE 23872 G TAE KEhHL, ABFL%4: EGT ZL448 D 11 A320-231 KHL

A320-231 with modification 23872 (EGT redline increase for IAE engines) :

- X T4 — bump FEIZIT (Mod23408), 2 WIRE T, SRRV REZEME 650°C, ECAM [FHERI{R
FFh 635°C
for consolidated bump rating operation (mod 23408), the maximum permissible gas temperature is extended to
650°C at take-off. The ECAM indication remains at 635°C;

- W TR — bump FUEIEAT, EORE T, RAARVFREELEMZE 640°C, ECAM [MFER I IREFN 635°C
for non rating bump operation, the maximum permissible gas temperature is extended to 640°C at take-off. The
ECAM indication remains at 635°C;

- ORESAGE CIREZBAT, HRRVFREEM E 615°C, ECAM HIFRRIREFA 610°C.
for maximum continuous and take-off operation, the maximum permissible gas temperature is extended to 615°C.
The ECAM indication remains at 610°C.

3. AT 25000 (TAE KEMHL, B 77 #filbsdE SCN12C) [ A320-231 KAL:
A320-231 with modification 25000 (FADEC Standard SCN12C for IAE engines) :
- X ELT, RKARVFREEME 650°C, ECAM MR FFA 635°C
for take-off operation, the maximum permissible gas temperature is extended to 650°C. The ECAM indication
remains at 635°C;
- RN TRRGESHETT, BRRSCVRREZIEME 625°C, ECAM IR IREF ) 610°C
for maximum continuous operation, the maximum permissible gas temperature is extended to 625°C. The ECAM

indication remains at 610°C.
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3.12.1 &Ht#ERIIZ1T/Approved Operations

1&¥ i MV i2 1T/ Transport commercial operations

3.12.2 HABPR#]/Other limitations

o R R T FH PR A 22 W0d F ) EASA HIEHER KL AT Tk

For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. B K¥H 2 f &/Maximum Certified Masses (Kg)

A320-231
000
001 002 003 004 005
(BASIC)
AR & /VARIANT (MOD (MOD | (MOD | (MOD | (MOD | (MOD
20966) | 21601) | 22269) | 21532) | 21711)
20802)
I RMEAT H 7/ Max.ramp weight 73900 | 68400 | 70400 | 75900 | 71900 | 67 400
OGS K E L/ Max. take-off weight 73500 | 68000 | 70000 | 75500 | 71 500 | 67 000
B K Bl 5/ Max. landing weight 64 500 | 64500 | 64500 | 64500 | 64500 | 64 500
=, R Y =,
BRI Max. zero fuel | o500 | 60500 | 60500 | 60500 | 60500 | 60500
weight
#/]NEL B/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
009 010
006 007 008 | (MOD | (MOD | 011
A5 5 /VARIANT (MOD | (MOD | (MOD | 23900 | 23900 | (MOD
22436) | 23264) | 23900) & & 30307)
22269) | 23264)
I RMEAT H 2/ Max.ramp weight 66400 | 77400 | 73900 | 75900 | 77400 | 75 900
IR K i/ Max. take-off weight 66 000 | 77000 | 73500 | 75500 | 77 000 | 75 500
I K Bl B 5/ Max. landing weight 64 500 | 64500 | 64 500 | 64500 | 64 500 | 66000
B R ZE MR E B/ Max. zero fuel weight | 60 500 | 60 500 | 61000 | 61000 | 61000 | 62500
/N EL B/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
012 013 014 016 018 019
A7 & /VARIANT (MOD | (MOD | (MOD | (MOD | (MOD | (MOD
30479) | 31132) | 31385) | 34094) | 151710) | 156523)
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I KI5 47T B 5/ Max.ramp weight | 77400 | 71900 | 73900 | 73900 | 71900 | 70400

B Kie K HE &/ Max. take-off

i 77000 | 71500 | 73500 [ 73500 71 500 70 000
weight

I K% Bfi %/ Max. landing

. 66 000 | 64500 | 64500 | 66000 66 000 64 500
weight

W REBRINE =/ Max. zero fuel

i 62500 | 61000 | 61500 | 62500 62 500 61 000
weight

/N E B/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230

A320-214/A320-232/A320-233

0083
000 001 | o002 | 003 | o005 | o007 )
A5 5 /VARIANT (BASIC | (MOD | (MOD | (MOD | (MOD | (MOD |
) | 20966) | 21601 | 22269) | 21711) | 23264)
23900)
5 kW 4T B B /Max,
Ej.j( WAT B Maxramp | o000 e a00 | 70400 | 75900 | 67400 | 77400 | 73900
weight
5 k2 K & /Max. take-off
Bﬁ.jﬁ‘% svlax. TREOR 23500 | 68000 | 70000 | 75500 | 67000 | 77000 | 73 500
weight
= % 5/ Max. landi
BORA M B/ Max. landing | o 001 <000 | 64500 | 64500 | 64500 | 64500 | 64 500
weight
KT B Max.
BX <A IR Max.zero o s00 | 60 500 | 60500 | 60500 | 60500 | 60500 | 61 000
fuel weight
55,/ /Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230 | 37230
0095 | 01001
) ) 0110 | 01206 | 01300¢ | 0140 | 0150)
_ (MOD | (MOD | ) ) | (MoD
A5 5 /VARIANT
23900 | 23900 | (MOD | (MOD | (MOD | (MOD | 34047
& & | 30307) | 30479) | 31132) | 31385) | )

22269) | 23264)

B KIF AT E 5/Max.ramp weight | 75900 | 77400 | 75900 | 77400 | 71900 | 73 900 | 78 400

5 ke B Max. take-off
BORE CE R Max. takeroff| o0 0 000 | 75500 | 77000 | 71500 | 73 500 | 78 000

weight
5 & B/ Max. landi
EX*%% s Nax- TandmE 1500 | 64500 | 66000 | 66000 | 64500 | 64500 | 64 500
weight
e R R B B/ Max. fuel
Eﬁ*g"k MBS Max. zero foel | 000 000 | 62500 | 62500 | 61000 | 61500 | 61000
weight
B¢ /)N # #:/Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230 | 37230
0163 017® 0183@ | 019®@
A5 5 /VARIANT (MOD | (MOD | (MOD | (MOD
34094) | 151634) | 151710) | 156523)
B KIE 4T 5 /Max.ramp weight 73900 | 78400 | 71900 | 70400
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BOKHE K H 5/Max. take-off weight 73500 | 78000 | 71500 | 70000
B K i 5/ Max. landing weight 66000 | 66000 | 66000 | 64500
F K ZE BRI/ Max. zero fuel weight 62500 | 62500 | 62500 | 61000
Tt /N E B /Minimum weight 37230 | 37230 | 37230 | 37230
A320-215/A320-216
000
(BASIC | 001® 002 003 005@ | 008®®
A5 B /VARIANT ) (MOD | (MOD | (MOD | (MOD | (MOD
(MOD | 20966) | 21601) | 22269) | 21711) | 23900)
20802)
B KIE AT B/ Max.ramp weight 73900 | 68400 | 70400 | 75900 | 67400 | 73900
A K H B/ Max. take-off weight 73500 | 68000 | 70000 | 75500 | 67000 | 73500
B K it 5/ Max. landing weight 64500 | 64500 | 64500 | 64500 | 64500 | 64500
i K LT &/ Max. fuel
BOCEIR M B R Max. zero fuel |\ 0 00166500 | 60500 | 60500 | 60500 | 61000
weight
/N &/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
(3)4)
009 0163@6 | 0186
(MOD | 0110® | 0130@ | 0146 @ ) )
A5 & /VARIANT 23900 | (MOD | (MOD | (MOD
(MOD | (MOD
& 30307) | 31132) | 31385)
34094) | 151710)
22269)
% K18 AT H B/ Max
Bi.j( GRUESE WIAMP 25900 | 75900 | 71900 | 73900 | 73900 | 71900
weight
SN H/ Max. take-off
BOCE CHRS Max. ake-off | o0 ooso0 | 71500 | 73500 | 73500 | 71500
weight
5 #H &/ Max. landi
BOARERL Max. landing | o0 | o000 | 64500 | 64500 | 66000 | 66000
weight
i N R B/ Max.
BORFHIM B Max. zero |00 | 62500 | 61000 | 61500 | 62500 | 62500
fuel weight
/N E B/ Minimum weight 37230 | 37230 | 37230 | 37230 | 37230 | 37230
0193
A5 5 /VARIANT
(MOD 156523)
B KVE AT H 5/ Max.ramp weight 70 400
N K H 5/ Max. take-off weight 70 000
i N5 Bifi 8 5/ Max. landing weight 64 500
FORZ WM B B/ Max. zero fuel weight 61 000
I /)N H &/ Minimum weight 37230
13 F&/Notes:
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(1) WV001 1M\ MSN 530 (5] N A320-214 B3 FAGEH T A320-215 (F1-216)
WVO001 applicable to A320-215 (and -216) model only from MSN 530 (introduction of A320-214 model)

(2) WV005 3@ T3 T MOD 28154 1] A320-215 (F1-216)
WVO005 applicable to A320-215 (and -216) model only for a/c have modification 28154 embodied

(3) MOD 160500 {4 % WV 008 & WV 019 155k
MOD 160500 is approved for WV 008 to WV 019, only.

(4) MOD 160080 1Y 4% WV 008 % 014. 016 F1 018 & 019 1534k
MOD 160080 is approved for WV 008 to 014, 016 & 018-019 only

A320-271N, -272N, -251N, -252N

A5 B /VARIANT 050 051 052 053 054
(MOD (MOD (MOD (MOD (MOD
161248) | 161380) | 161379) | 161384) | 161381)
B K47 FE &/ Max.ramp weight 73 900 73 900 77 400 77 400 79 400
O K B/ Max. take-off weight | 73 500 73 500 77 000 77 000 79 000
K # Il B/ Max. landing weight | 66 300 67 400 66 300 67 400 66 300
B K EBR W EE/ Max. zero fuel | 62 800 64 300 62 800 64 300 62 800
weight
AF 5 /VARIANT 055 056 057 083 085 103
(MOD | (MOD | (MOD (MOD (MOD (MOD
161249) | 161383) | 161382) | 157922) | 157924) | 169007)
BN AT B AL/ Max.ramp weight 79400 | 70400 | 70400 71 900 71 400 79 400
BONHE K E/ Max. take-off weight | 79000 | 70000 | 70000 71 500 71 000 79 000
BB R E A Max. landing weight | 67400 | 66300 | 67400 67 400 67 400 68 400
BREMIMER/ Max. zero fuel | 64300 | 62 800 64 300 64 300 64 300 65 300
weight

X A320-27IN/-272N/-251N/252N ik g T UL N EE

In addition the following weight variants are also certified for the A320-271N/-272N/-251N/-252N

A5 5 /VARIANT 068 069 071 078 082
(MOD | (MOD | (MOD | (MOD | (MOD
157907) | 157908) | 157910) | 157917) | 157921)
B AT HU R/ Max rampweight 75900 | 75900 | 75400 | 72900 | 71900
i N K HLE/ Max. take-off weight | 75500 | 75500 | 75000 | 72500 | 71500
KA i 5/ Max. landing weight | 66300 | 67400 | 67400 | 66300 | 66300
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i K E WL &/ Max. zero fuel | 62800 | 64300 | 64300 | 62800 | 62800
weight

A320-251N /N F N 40600/A320-251N has a Minimum Weight 0f40600.
A320-271N/-272N /N &2l 40300/A320-271N/-272N have a Minimum Weight of 40300.

EFXT S T MOD 162744, 163215 1 23398 [f] A320-27IN/-272N/-251N (ff2ly ACI320neo [FFFRE RAF R, HH
%€ 1 VLN E &/ In addition the following weight variants are also certified for the A320-271N/-272N/-251N equipped with
modifications 162744, 163215 and 23398 (ACJ320neo specific weight variants)

A5 B /VARIANT 110 111 112

(MOD | (MOD | (MOD
160808) | 160809) | 160810)

B KI§ 4T H 5/ Max.rampweight 79900 | 78 400 77 400

A320-25IN i /N EH OB N
EAHE K H B/ Max. take-off weight | 79000 | 78000 | 77000 | 40600/A320-25IN has a Minimum
I K Fifi B 5/ Max. landing weight 67 400 67 400 67 400 Weight of 40600.

A320-27IN/-272N  #: /N H & A
40300/A320-27IN/-272N° have a
Minimum Weight of 40300.

BN EPR W E S/ Max. zero fuel | 55300 | 55300 55300
weight

3.14. E.OYER/Center of gravity range
L HEHERT AL AT FM/See approved Airplane Flight Manual.
3.15. ZE#E/Datum

0.0 3567, 7T RHWLSKAT T 2.540 K

Station 0.0, located 2.540 meters forward of airplane nose
3.16. ‘P S3)5%/ Mean Aerodynamic Chord (MAC)

4.1935 K/meters
3.17. /K5 /Levelling Means

TRHLATAA 3 AT f TG «
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The A/C can be jacked on three primary jacking points.
2 WIEFI ) EASA ik ) B & A1-F 4 T
See the appropriate EASA approved Weight and Balance Manual

3.18. B/ KATHL4/Minimum Flight Crew
2 fr 7 5 51/pilots

3.19. H K% JFEBURIRE N ) B /N % i HL4L/Maximum Passenger Seating Capacity and associated minimum number of

cabin crew

RGN TN ERRKF B (MPSC). N AIEASHEY CHE R 0 DLEAH R A 2 E EK
/NN

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), the corresponding cabin
configuration (exit arrangement and modifications) and the associated minimum numbers of cabin crew members

used to demonstrate compliance with the certification requirement:

B & e ¥ Y /Passenger Seating Capacity & Cabin | & ML 41 /Cabin
Configuration crew
195 (I*-II-111-1*, Mod 156723/158819/158708) 4
180 (I-1I-T1I-T) 4
150 (I-II-I1I-I, Mod 150364) 3
145 (I-I1I-1, Mod 150016 or 35177) 3
FEFRE/Note:

DRI T 4 156723//158819/158708 [rIAE 1R & 1
I* is the over-performing exit according to modification 156723/158819/158708

JFU R K A ECN 180

The original maximum passenger seating capacity is 180.

T 156723, 158708 Fl 158819 {1 K75 FEAUA 180 4 INF 195, X Serkeffisg T — AN U2 A0AT R 1AL
2 (LOPA), (HAKYRA] LLZ235ETE 180 ANty HOFETHE . S )2 AT Jm 75 22 59 At e, B2 195 AL,
The Modifications 156723, 158708 and 158819 enables the maximum seating capacity to be increased from 180 up to
195. These modifications define a virtual envelope of the Layout of Passenger Accommodations (LOPA) and do not
constitute an authorization for the installation of seats in excess of 180. A separate approval is needed for the
installation of the individual customized cabin layout and the necessary cabin adaptations up to 195 seats.

R/ Note:

BN I AR 2 A LI B 35177 RSB ED BN 150016 (RTE2H ED 250, AR—AEE
KB N 5EAeT T2 8 R HON 90,

The second Type III emergency exit can be de-activated by embodiment of modification 35177 (aft overwing exit) or
modification 150016 (forward overwing exit). The maximum number of passengers between any of the overwing exit

doors and rear door is 90.
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U SR T 24 35177 AR e T S g 156723 Bk 158708 % 158819, # I X2 H M5 J5 A1 12 [ H K IR 4 100,
If modification 35177 is installed with modification 156723 or 158708 or 158819 the maximum number of
passengers between the overwing exit doors and rear door is 100.

SEHitE MOD153648 “W# /A E — Mhid — AT ZHEATERBZMH WL, I UTH BEs A gee iz A
T, BRARSNE S AT BE RS R L BR )

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

ACI320neo fEALM B, HAEMAENTA AT BA R 8R MR Y, BRAEALIE 53 A5 5 2 el STC
FE R LB ) .

The Cabin of ACJ320neo (as green configuration) is limited to zero occupancy and no cargo (i.e. no occupancy and no
cargo in cabin) during all phases of flight, unless a separate approved Modification or STC is embodied to remove the

limitation.

3.20. 1TZEM/ TR AR /Baggage/Cargo compartment

HM/CARGO B RBH/MAXIMUM LOAD
COMPARTMENT (kg)
fil/Forward 3 402
Ja/Aft 4536
Fé/Rear (#12%/bulk) 1497

Xt 7 BRRE (o B (A 2% O DR A L Y i ) L = P85 - 00D080A0001/C1S 1.10 i
For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00D080A0001/C1S Chapter 1.10.

3.21. HLEEFEAG/Wheels and Tyres

A320-211/-212/-214/-215/-216/-231/-232 WLIRk55iE+, No. SB A320 - 32 - 1007, /See SB A320 - 32 — 1007for
A320-211/-212/-214/-215/-216/-231/-232.

320-271N, -272N, -251N, -252N ILAR%@75, No. SB A320 - 32 - 1439/See SB A320 - 32 - 1439 for 320-271N,
-272N, -251N, -252N

A MOD 20139 If HAVH A MOD 22129 [ e%, %35 T 4 #ilix4e (HZ 73.5 T MTOW)

Aircraft incorporating modification 20139 and without modification 22129, are equipped witha four-wheel bogie
landing gear (up to 73.5 T MTOW).

4. IBITAIARSS 84 /Operating and Service Instructions
4.1. KHLK4TFM/Airplane Flight Manual (AFM)

EASA it A320 "KL AT T
EASA Approved Airplane Flight Manual for A320.
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4.2. FREEEN OGN R )

Instructions for Continued Airworthiness and Airworthiness Limitations

&R R #1)/Airworthiness Limitations

- (A318/A319/A320/A321 ZYKHLIEHIIERR HI(ALS)) ) 1-2 F1 1-3 B4, $240E 1 3d M i 275 amd itk iR
I H
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 B4 K HLEMTHERRHIALS)Y [RI2E 2 Frfr, $R4L 738 FH 453 40 25 PRBR ] 150 H
Limitations applicable to Damage Tolerance Airworthiness Limitation Items are provided in the
A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 B KHUEMIHERBIALS)) HIHE 3 Tk, 4R4L T S F  4HEZRIH .
Certification Maintenance Requirements are provided in A318/A319/A320/A321 ALS Part 3 - CMR (Certification

Maintenance Requirements).

- (A318/A319/A320/A321 B RHLERITERRFIALS)Y 5 4 By, $R4L T2 RG4EE (ASMD BRI,
Ageing Systems Maintenance (ASM) limitations are provided in the A318/A319/A320/A321 Airworthiness
Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 B KHUEHIIEMRBIALS)Y 1S S ek, $R4E T RIS ATtk RR ) o
Fuel Airworthiness Limitations are provided in A318/A319/A320/A321 Fuel Airworthiness Limitations document
(ALS Part 5).

1 RE/Note:

X ¥ A320-231/-232/-233, AR 37734 2 FELERE RPN LA HAERE] (Lov) #9224k, Lov M
48,000FC/60,000FH 7>y 37,500FC/80,000FH (347D

For A320-231/-232/-233 models, the embodiment of modification37734 leads to change the maintenance program
and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to 37,500FC/80,000FH (whichever occurs
first).

XTI 7 w E /N A320-214/-215/-216/-231/-232/-233, 225 T 39020 £ T E4EAE KN K FAT ik PR ]
(LoV) 1784k, LoV M 48,000FC/60,000FH Z% >4 60,000FC/120,000FH (341

For A320-214/-215/-216/-231/-232/-233 models without sharklets, the embodiment of modification 39020 leads to

change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to

60,000FC/120,000FH (whichever occurs first).

F AR #1/Other limitations

Z: ) EASA #IL#E) €47 FM/See EASA approved Flight Manual.

4.3. EEFIF45F M/ Weight and Balance Manual (WBM)
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25 B M S/ Adrbus Compliance Document 00D80A0001/C1S

5. 7% /Notes

5.1 FRIEREAV T E X, A320-214, -215. 2164 -231. -232. -233 B4 B K& % .
A320-214, -215, -216, -231, -232, -233 are qualified for Cat I1IB precision approach per basic design definition.
5.2 A320-271N, -272N, -251N, -252N KHLN 2% MOD161765 it ek, L 1B kit .

For A320-271N, -272N, -251, -252N modification 161765 shall be installed to enable for Cat IIIB precision approach.

53 A320-111. A320-231. A320-232. A320-214. A320-215. A320-216. A320-233 =T CCAR-26 #BFI RN &

[2012]3 53¢ (CAO No 2012-30) HIFF&t S il .

For A320-111, A320-231, A320-232, A320-214, A320-215, A320-216 and A320-233, compliance findings have been

addressed for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.

1. P2 BIFNHEAE H #5/Model and Approval Date

B3I BIE (BH: A321 RF))

SECTION 3 DATA (Models: A321 SERIES)

2000

A% MODEL |HHiEH# APPLICATION DATE it#E H eyl
Approval Date category
A321-111 1989411 H 30 H/November 30 1994405 H27H/May 27 1994 iz 5252 #%/Transport
1989 Category Aircraft
A321-112 1989411 H 30 H/November 30 1994402 H 15 H /February 15 2= #%/Transport
1989 1994 Category Aircraft
A321-131 19894F11 H 30 H/November 30 19934512 H 17H /December 17  [iZ 42 i 2= #%/Transport
1989 1993 Category Aircraft
A321-211 1996497 H17H/July 17 1996 1997403 H20 H /March 20 1997 iz 4252 #%/Transport
Category Aircraft
A321-212 20014702 H 22 H/February 22 2001 2001408 H31H/August 31 2001[iz i 25 #5/Transport
Category Aircraft
A321-213 20014£02 H 22 H/February 22 2001 R0014£08 31 H/August 31 2001z 25 %5 #&/Transport
Category Aircraft
A321-231 1996407 417 H/July 17 1996 19974203 H20 H/March 20 1997 iz 4252 #%/Transport
Category Aircraft
A321-232 2000409 H 15 H /September 15 20014£08 531 H/August 31 2001z 3252 #%/Transport

Category Aircraft
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IA321-271N 2012402 29 H/February 29 2012 20165125 15H/December 15 [iz 42 2= #+/Transport
2016 Category Aircraft
A321-272N 2016411 H 10H/November 10 201620174F05 H23HMay 23 2017 iz 75 48/ Transport
Category Aircraft
A321-25IN 20124202 H 29 H/February 29 2012 [20174£03H01HMarch 01 2017 [iz 42 == #&/Transport
Category Aircraft
IA321-252N 2016411 H 10 H/November 10 20174F12 H 18 H/December 18 [iz#ii 5l 2= #5/Transport
2016 2017 Category Aircraft
A321-253N 2016412 H 22 H/December 22 20162017405 H 31 H/May 31 2017  [iz i 2= #&/Transport
Category Aircraft
A321-27INX 015402 11H/February 11 2015 20184503 22 H/March 22 2018 [iz %25 == #/Transport
Category Aircraft
A321-272NX  [20154E02 H 11H/February 11 2015 2018403 22 H/March 22 2018 [iz #2352 2%/ Transport
Category Aircraft
A321-25INX 0154202 A 11 H/February 11 2015 2018403 H22 [ /March 22 2018 [iz 425 25 #4/Transport
Category Aircraft
A321-252NX 20154202 A 11 H/February 11 2015 2018403 H22 [ /March 22 2018 [iz %25 25 #%/Transport
Category Aircraft
A321-253NX 015420211 H/February 11 2015 2018403 22 [ /March 22 2018 [iz 425 25 #4/Transport
Category Aircraft

R T 2005 4F 12 H 21 HATA /) A321 /AL, EERMURMUK RS EH%iE (DGAC-F TC 180)
N SERER V@

Note: For A321 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

TR KT 2007 4 12 H 04 HATAEF= I H R E 1 A321-111/-112/-131/-211/-231 BUEHL,  HIE ERALE R
RIB SN ATUE(VTC 085S AT ER-HEFA 24

Note: For A321-111/-112/-131/ -211/-231 produced and exported before the December 04 2007, CAAC VTC 085A
remains a valid reference.

FRAE 25 21.101 25 197~ 5 2% 55K B £40/Significant Product Level Changes i.a.w. 21.A.101:

72 5 2% B K B o /Significant | 3& 3 $£/Applicability ek H#A
Product Level Changes Approval Date
MOD 160023 issue 1 A321-211 July 17 2013
MOD 160023 issue 2 A321-231 July 30 2013
MOD 160023 issue 4 A321-212,-213,-232 June 16 2014
MOD 157272 issue 1 A321-211,-212,-213,-231,-232 June 19 2015
MOD 157272 issue 2 A321-27IN March 06 2017
MOD 157272 issue 3 A321-251IN,-253N May 31 2017
MOD 161002 issue 1 A321-271IN December 15 2016
MOD 161005 issue 1 A321-25IN March 01 2017
MOD 160766 issue 1 A321-25INX,-252NX,-253NX,-271NX,-272NX | March 22 2018
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2. IATIH EERNANAE P2k 3R/ Certification Basis and Production Basis

CAACH]W\ AT 5 il HEASA [ 5 € £ FICAACH B INEE AR 25 A4 R
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.
2.1 EASA®H EHABE/EASA Certification Basis

2.1.1. M@ HERRKZ% Hi/Reference Date for determining the applicable requirements

2SR TE HE A321-100 S5 H N 1989 & 11 H 30 H, {58 AVEA-410.106/89,
AIRBUS INDUSTRIE has applied for A321-100 certification on November 30, 1989 by letter AI/EA-410.106/89.

2.1.2. BHIREN X RES SIS B YRS /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

J5#£E TCDS DGAC no. 180 # EASA TCDS A.064 #4X
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BWIREN 2R E g E:Al/ Initial Airworthiness Authorty Certification Basis

iR ATk /See below

2.1.4. EASAERTER/EASA Airworthiness Requirements

NHEFH TANE A321 BRI A% B e AL . AERE 2P A321 BRI SR HE I, BB B A R E Rl

ML,

Hereafter are listed the certification bases for the different A321 models. The amendments made to a particular basis at
the occasion of further A321 model certification are identified per model.

JAA I B FEREAAEZE 1993 4E 11 H 29 H % CRI G3001 Issue 4 -
The applicable Joint Certification Basis defined in CRI G3001 Issue 4 dated 29/11/93 is:

2.14.1 WA 251 TAR2S #8558 11 BT hiG, & 1989 4F 10 H 5 HAERLIIES 13 BT IR K R 4126 K
JAR 25 Change 11 as amended by the following JAR 25 Change 13 paragraphs effective on the reference date
November 30, 1989:

JAR 25X20 JAR 25.253
JAR 25.101 JAR 25.345(a)
JAR 25.105 JAR 25.365

JAR 25.107(d) JAR 25.812(¢)
JAR 25.109(a) JAR 25.857(d)(6)
JAR 25.113 JAR 25.1501(c)
JAR 25.119(b) JAR 25.1533(b)
JAR 25.121 JAR 25.1581(b)
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JAR 25.125 JAR 25.1583(k)
JAR 25.143(%) JAR 25.1587
JAR 25.207 JAR 25X1591

FKEK JAR 25 FR%5 13 REITHG, MIBR T HI56K:
Associated to JAR 25 Change 13, the following paragraphs are deleted:

-25X131 % 11 4817 /Change 11
-25X132 % 11 /4817 /Change 11
-25X133 % 11 /4&81T/Change 11
-25X135 % 11 4817 /Change 11
-25X1588 % 11 /4817 /Change 11

2.1.4.2 HFE FIEFER JAR 25 HBER (1992 4 3 A 13 HIGH: AUVEA 412.0033/92).
JAR 25 Requirements elected by the manufacturer (Letter AI/EA 412.0033/92 dated March 13, 1992).

a. JAR 25 FRES 13 ABTT Tt 0 B NPA 25C205 SCAFRSEETT 91/1 M RIE IEMI G — B R A EER
JAR 25 paragraphs at Change 13 and amended by the NPA 25C205 Unified Discrete Gust Requirements introduced

by Orange Paper 91/1:

JAR 25.305 JAR 25.349(b)
JAR 25.321 JAR 25.351

JAR 25.331 JAR 25.365

JAR 25.333 JAR 25.371

JAR 25.335(d) JAR 25.373

JAR 25.341 JAR 25.391

JAR 25.343(b)(1)(ii) JAR 25.427

JAR 25.345(a) and (c) JAR 25.571(b)(2)

b. JAR 25 #5813 UABTT H 126 30RT B NPA 25 BDG 244 18 1F (#1058 {5 11 BE 25 R OCHEE g o
JAR 25 paragraphs at Change 13 and amended by the NPA 25 BDG 244 Accelerate Stop Distances and Associated
Performance.
2 W% F1 %4 F-10, S-79 F1 IM-S79
Refer to Special Conditions F-10, S-79 and IM-S79.

2.1.4.3 Airbus AF 2 F 1996 4£ 7 H 17 H {5 B(AVEA-S 413.1938/96) 142 i T A321-200 KHLAL 5446 8 &
Airbus Industrie has applied for A321-200 certification on July 17, 1996 by letter AI/EA-S 413.1938/96.

BR T 4.3.b %k, 1993 4F 11 A 29 HAUA CRIG3001 SCIFH € SCIIE AR & 5 5@ Rt 28E - 4.3.b 47 Airbus 2
A H B L1997 £ 1 H 29 HAS A AVEA-S 413.0278/97) I ERATHUR, {4 1996 & 1 H ] NPA 25 BDG 244
A, H 1996 44 H 24 H 1996 £ 5 H 22 H 1996 5 6 H 7 H.1996 4£ 7 H 4 H 47 71817 (3 W CRIF3012).
The applicable Joint Certification Basis defined in CRI G3001 Issue 4 dated 29/11/93 as described above remains
applicable, except 4.3.b which is superseded by the Airbus Industrie elect-to-comply (letter AI/EA-S 413.0278/97 dated
January 29, 1997) with NPA 25 BDG 244 dated January 1996, amended 24/04/96, 22/05/96, 07/06/96, 04/07/96) (see
CRIF3012).
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2.1.4.4 HRERTZ KW AWO HIZE 1 BT LR ARAE WLEE I L T 1 H 305 [l IS AT 25K
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.4.5 ETOPS:

ST XUR LA IEREE AT, 3 FH AR &S 78 AMC 20-6 (Z B & A fE AMJ 120-42/IL 20 Fil CAPS13 1)LLK
A321 ETOPS CRI #1:

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6 (as
initiall published in AMJ 120-42/IL 20 and CAP 513) and A321 ETOPS CRI:

CRIG3006 ETOPS
CRIG3007  ETOPS - — KA TAEKfii% EZ/One engine inoperative cruise speed.

2.1.4.6 XFT ARG, % BERLH 106 52 1IEREACT 1R E BN T 25.772(a) M(c)BL K& 25.795, Z
CRIE12 Hgu R 2P RE R 2 e T )
For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.7 X MOD 160023« & /N>, il E3401-001 &1 & & Al
Certification basis revised for MOD 160023 “Sharklet” by CRI A-0001-001.

CS 25 Amdt 8 for

§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 § 25.483

§25.117 § 25.485

§25.147 § 25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)

§ 25.235 § 25.581

§ 25.251 § 25.601

§ 25.301 § 25.603

§25.302 § 25.605

§ 25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) §25.613

§ 25.321(a)(b)(c)(d) § 25.619

§ 25.331(a)(b)(c) § 25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)

§25.337 § 25.631

§ 25.341(a)(b) § 25.651
§ 25.343(a)(b) § 25.683
§ 25.345(a)(b)(c)(d) § 25.899

§ 25.349(a)(b) amended by SC A-2.2.2 for § 25.903(d)(1) (see CRI E-39 for
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25.349(a)

§ 25.351

§ 25.365(a)(b)(d)
§ 25.367
§25.371
§25.373

§ 25.391

§ 25.393(b)
§25.427

§ 25.445

§ 25.457

§ 25.459

§ 25.471(a)(b)
§25.473

§ 25.479(a)(c)(d) amended by SC A-2 for §

25.479(a)

CS 25 Amdt 2 for
§25.253

JAR 25 Chg 15 for
§25.1517

JAR 25 Chg 14 for

§ 25.21 amended by A318 SC F5001 (for b)
§ 25.101 amended by SC F11/S79

§ 25.103 replaced by A318 SC F5001

§ 25.105 amended by SC F11/S79

§ 25.107 amended by A318 SC-F5001

§ 25.109 amended by SC F11/S79

§25.111

§ 25.113 + OP96/1 amended by SC F11/S79
§ 25.115 amended by SC F11/S79

§ 25.119 + OP96/1 amended by A318 SC

F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC

F5001 (for ¢ & d)
§25.123

§ 25.125 + OP96/1, amended by A318 SC

F5001

§ 25.143 + OP96/1, amended by SC F3, F7 &

F8
§ 25.145 + OP96/1

JAR 25 Chg 11 for
§25.671

interpretative material)
§ 25.1385
§ 25.1387
§ 25.1389
§ 25.1391
§ 25.1393
§ 25.1395
§ 25.1397
§ 25.1401
§ 25.1505
§ 25.1511
§ 25.1515
§ 25.1527
§ 25.1587
§ 25.1591

§ 25.149 + OP96/1

§ 25.171 replaced by SC-F5004

§ 25.173 replaced by SC-F5004

§ 25.175 replaced by SC-F5004

§ 25.181

§ 25.201 + OP96/1, replaced by SC-F5001
§ 25.203 + OP96/1, replaced by SC-F5001
§ 25.207 amended by SC-F5001

§ 25.231

§ 25.233

§ 25.237

§ 25X261
§ 25.1533

§ 25.1581

§ 25.1585(a)
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§25.672
§25.1001
§25.1301
§ 25.1309
§ 25.1419 amended by AMC-F14

R BEVE A4 Bl /Interpretative Material:
CRI E-39 K ENHLEE ¥ JEAL%5 5 2/Uncontained Engine Rotor Failure
HRE: JEOREE TR — B0 R AT BTSSR 2L

Note: The original Interpretative material applicable to each model remains effective.

A I RF-E 1 7 15/ Acceptable Means of Compliance:

AMC F-14 S50K5AF N 8 K47 /Flight in icing condition.

AR Al MOD 160500 i, AMC F-14 [ HITE A A321/A319/A318 4h £ F] A320.
Note: AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500.

ETOPS

AMC 20-6 Rev 1 T 5Z5UKSFAT T IZATHIR B 8.b.(11), BUE 1 &g/ N F kA

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 115 AFM #h7e (P REBCHR AR SC 1 B 8.£.(1) (i), #UE T ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).
SHFASSZ M X 3k, ETOPS ZLR M. AMJ 120-42

AMJ 120-42 for ETOPS for non-affected areas.

{EFE/Note:
X R T 4146 ETOPS Sk (1) 8 g 24l (2 Il A320 CRI G1006) .
This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI G1006).

2.1.4.8 % MOD 157272 issue 1 “Max Pax” i#id CRI A-0001-005 /&3] 5 & At .
Certification basis revised for MOD 157272 issue 1“Max Pax” by CRI A-0001-005.

LAR /23 L CRIA-0001-005 21T 147 & B /N 3K A321-200 ) 8 5E 2EAii:
The certification basis is that of the A321-200 equipped with Sharklets amended by the following:

§25.489

CS 25 Amdt 15 for §25.23

§25.321 §25.801(d)

§25.331 §25. 803(c)

§25.341(a)(b) §25. 807(g) amended by CRI E-3001
and demonstrated through ESF CRI
D-02

§25.351 §25.1519

§25.473 §25.1529

§25.479(a)(c)(d) §25.1541(a)(b)

§25.481(a)(c) §25.1557(a)

2.1.4.9 %23 Halon BAC M TFH K k2% (CRID-GEN-AIRBUS-01) [FIFTE LIS, 4% H R 2 RN a2
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A JREE 17 FEIERKFR CS25.851(a),(c) -
For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.10 X -1 F LAY Y (CRI E-3 1) T BL03), 25 % BRI 2 BRI S 22 42 R 26 0 S8 IE 5K () CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)

2.1.4.11 A321-271N, -272N, -251N, -252N, -253N [{] & i€ £:fifi/Certification basis for A321-271N
A321-271N, -272N, -251N, 252N, -253N 187 % HEfili FH CRI A-0001-002 f£1T . 5250 X 4F1 225k 2 W, CRI.
The certification basis for the A321-271N, -272N, -251N, -252N, -253N is revised by CRI A-0001-002. For the
definition of the affected areas and requirements please refer to the CRI.

CS 25 Amdt 11 for

25.23 (a) (b) 25.952 (a) (b) (for pylon area)

25.25 (a) (b) 25.954

25.27 25.955 (a)

25.101 25.961 (a) (b)

25.109 25.963 (a)

25.113 25.969

25.115 25.971 (a) (b) (c)

25.117 25.981 for pylon area only

25.145 (a) 25.993 (a) (b) (c¢) (d) (e) for Engines and
Pylon area only.

25.147 25.994 for fuel system component in the
pylon and powerplant system area

25.149 25.995 for engine and pylon areas only

25.161 25.997 (a) (b) (c) (d)

25.171 replaced by SAneo SC B-04 25.999 (a) (b)

(Static ~ Directional, Lateral  and

Longitudinal Stability and Low Energy

awareness)
25.173 replaced by SAneo SC B-04 25.1001
(Static ~ Directional, Lateral  and

Longitudinal Stability and Low Energy

awareness)
25.175 replaced by SAneo SC B-04 25.1011 (a) (b)
(Static Directional, Lateral and

Longitudinal Stability and Low Energy

awareness)

25.177 with subparagraphs (b) and (c) 25.1013 (a) (b) (c) (d) (e) (D
replaced by SAneo SC B-04 (Static

Directional, Lateral and Longitudinal

Stability and Low Energy awareness)

25.181 25.1015 (a) (b)

25.201 replaced by SAneo SC B-01 25.1017 (a) (b)

(Stalling and scheduled operating speeds),
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with reference to SAneo IM B-06 (Flight
in icing conditions)

25.203 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds),
25.231

25.233

25.235

25.251

25.301 (a) (b) (c)

25.302 (for new or modified parts)

25.303 (for new or modified parts)

25.305 (a) (b) (¢) (e) (f) (for new or
modified parts)

25.307 (a) (d) (for new or modified parts)

25.321 (a) (b) (c) (d)

25.331 (a) (b) (¢)

25.333 (a) (b)

25.335 (a) (b) (¢) (d) (e) (f) with
sub-paragraph (b) replaced by Legacy SC
A-5003 (Design Dive Speed Vd) and
sub-paragraph (e) amended by Legacy SC
A-2 (Stalling speeds for structural design)
25.337 (a) (b) (c) (d)

25.341 (a) (b) (¢)

25.343 (a) (b) (for new or modified parts)

25.345 (a) (b) (c) (d)

25.349 (a) (b)

25.351 (a) (b) (c) (d)

25.361 (a) (b)

25.362 (a) (b) (for new or modified parts)
25.363 (a) (b)

25.365 (a) (b) (c) (d) (e)(1) (for new or
modified parts)

25.367 (a) (b)

25.371

25.373 (a) (b)

25.391 (a) (b) (c) (d) (e)
25.427 (a) (b) (c) (d)
25.445 (a) (b)

25.457

25.459

25.471 (a) (b)

25.473 (a) (b) (c) (d) (e)

25.1019 (a)

25.1021 (a) (b)

25.1023 (a) (b)

25.1025 (a) (c)

25.1041

25.1043 (a) (b) (c)
25.1045 (a) (b) ()
25.1091 (a) (b) (c) (d) (e)
25.1093 (b)

25.1103 (b) (c) (d)

25.1121 (a) (b) (c) (d) (D) (8)
25.1123 (a) (b) (c)

25.1141 (a) (b) (c) (d) (e) ()
25.1143 (a) (b) (¢) (d) (e)

25.1145 (a) (b) (¢)

25.1155 (a) (b) (¢) (d) (e)
25.1163 (a) (b) (¢)

25.1165 (a) (b) (c) (e) (f) (h)
25.1167 (a) (b) (¢)

25.1181 (a) (b) amended by SAneo ESF
E-44(Fan Zone non-fire zone)
25.1182 (a) (b)

25.1183 (a) (b) (¢)

25.1185 (a) (b) (¢)

25.1187 (a) (b) (c) (d) (e)

25.1189 (a) (b) (d) (e) (f)
25.1191 (a) (b)

25.1193 (a) (b) (c¢) (d) (e) amended by
SAneo SC E-45 (Engine Cowl Retention)
25.1195 (a) (b) (¢)

25.1197 (a) (b)

25.1199 (a) (b) (c) (d) (e)

25.1201 (a) (b)

25.1203 (a) (b) (¢) (d) () (D) (8)

25.1207 (a) (b) (c) (d)

25.1301 amended by Legacy CRI S30
(Automatic  Flight/Flight Management

7317189



IS\ AT IFEE B/ The Validation Data Sheet

iR{X/Revision: 24

25.479 (a) (c) (d) amended by Legacy SC
A-2 for § 25.479(a)

25.481 (a) (c) amended by Legacy SC
A-2 for § 25.481(a)

25.483 (a) (b)
25.485 (a) (b)
25.489

25.491
25.493 (b) (c) (d) ()
25.495

25.499 (a) (b) (c) (d) (e)
25.503 (a) (b)

25.507 (a) (b) (c)

25.509 (a) (c) (d)
25.511

25.519 (a) (b) (c)

25.571 (a) (b) (¢) (d) (e) (for new or
modified parts)

25.581 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects) for pylon and nacelle areas

25.601 (for new or modified parts)

25.603 (a) (b) (c) (for new or modified
parts)

25.605 (a) (b) (for new or modified parts)
25.607 (a) (b) (for new or modified parts)
25.609 (a) (b) (for new or modified parts)
25.611 (a)

Functions),For newly designed systems
only

25.1305 (a) (c) (d) amended by SAneo SC
F-13 (Fuel System Low Level Indication
— Fuel Exhaustion)

25.1309 (for newy designed systems)
amended by:

Legacy CRI SE2001 (SC S-76 — Effects
of external radiations upon aircraft
systems),

Legacy CRI SE14 (SC S-76-1 -
Protection from the effects of HIRF)
25.1316 (a) (b) (¢)

25.1337 (a) (c) (d)

25.1353 (a) (b) (for engine and pylon
areas)

25.1355 (¢)

25.1357 (a) (for newly designed systems)
25.1401 (b)

25.1403

25.1419 (a) (b) (¢) (d) (e) (D) (g) (h) for
engine air intake protection

25.1431 amended by

Legacy CRI SE2001(SC S76 - Effects of
external radiations upon aircraft systems)
Legacy CRI SE14 (SC S76-1 — Protection
from the effect of HIRF)

For newly designed equipment only
25.1438 (for newly designed equipment)
25.1459 (a) (b) (¢) (d) amended by
Legacy CRI S72 (HC-S72 - Flight
recorders)

25.1461 (a) (b) (¢) (d) For newly designed
equipment

25.1501

25.1503

25.1507
25.1511

25.1513
25.1515
25.1517
25.1519
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25.613 (a) (b) (c) (d) (e) (f) (for new or
modified parts)

25.619 (a) (b) (c) (for new or modified
parts)

25.623 (a) (b) (for new or modified parts)
25.625 (a) (b) (¢) (d) (for new or modified
parts)

25.629 (a) (b) (c) (d) (e)

25.631 (for new or modified parts)

25.651 (for new or modified parts)

25.671 (a) (b) (¢) (d) amended by legacy
CRI F7 (SC F9 - Dual Control System)
25.731 (a) (b) (¢)

25.733 (b) (c) (d)

25.779

25.831 (a) (e)

25.841 (a)

25.851 (b)

25.855 (c)

25.863 (a) (b) (c) (d)

25.865

25.867 (a) (b)

25.869 (a) (b) ()

25.899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects), for Pylon and Nacelle areas only
25.901 (a) (b) (c) amended by

SAneo SC E-45 (Engine Cowl Retention),
25.903 (a) (b) (c) (d) (e)

25.904

25.933 (a)

25934 amended by SAneco ESF E-43
(Thrust Reverser Testing).

25.939 (a) (c)

25.943

25.951 (a) (b) (c) amended by SC E-37
(Water/Ice in Fuel System), for pylon area
only.

25.1521 (a) () (d)

25.1525

25.1527
25.1531

25.1533

25.1535 (a) (b) (c)

25.1549 (a) (b) (c) (d) amended by SAneo
ESF E-51 (Oil temperature indication)
25.1551

25.1553

25.1557 (b)

25.1581

25.1583 (a) (b) (c) (d) (e) (H) () (i) (k)
25.1585

25.1587

25.1591

25.1701 (a) (b) (c) for engines and pylon
areas

25.1703 (a) (b) (d) (e) for engines and
pylon areas

25.1705 (a) (b) for engines and pylon
areas

25.1707 (a) (b) (¢) (d) () () (2) (h) () ()
(k) () for engines and pylon areas
25.1709 (a) (b) for engines and pylon

areas

25.1711 (a) (b) (c) (d) (e) for engines and
pylon areas

25.1713 (a) (b) (c) for engines and pylon
areas

25.1715 (a) (b) for engines and pylon
areas

25.1717 for engines and pylon areas
25.1719 for engines and pylon areas

25.1723 for engines and pylon areas
25.1725 (a) (b) for engines and pylon
areas

25.1727 for engines and pylon areas
25.1731 (a) (b)

7517189



A4S\ AT UFEYE B/ The Validation Data Sheet iR{X/Revision: 24

CS25 Amdt 8 for:

25.683 (b)

CS 25 Amdt 2 for:

25.21 with sub-paragraph (b) added by 25.123

SAneo SC B-01 (Stalling and Scheduled

Operating Speeds)

25.103 replaced by SAneo SC B-01 25.125

(Stalling and Scheduled Operating

Speeds)

25.105 25.143
Sub-Paragraphs (j), (k), (I) added by
SAneo SC B-03 (Motion and Effect of
Cockpit control),
Sub-paragraph (h) added by SAneo SC
B-07 (Flight envelope protection),
Sub paragraph (i) added by SAneo SC
B-08 (Normal Load factor limiting
System).

25.107 25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating speeds).

25.111 25.237

25.119 25.253

25.121 25.1419

CS25 Amdt 1:

25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:

25.145 (b) (¢)

25.365 (e)(2), (e)(3)

25.1423 (a) (b) (¢) (d) (e) () (2)
25.1583 (§)

JAR 25 Chg 13 for

25.365 (f) (g)
25.735 (a) (f) (g) (h) amended by

Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)
Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)
25.853(a)(1)

JAR 25 Chg 12 for
25.853(c)

JAR 25 Chg 11 for:
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25.561 (a) (b) (c) (d)

25.563
25.672 (a) (b) (c)

25.677 (b)
25.703 (a) (b) (c)
25.721 (a) (b) (c)

25.729 (b) (c) (d) (e) ()
25.735 (b) (¢)

25.771 (e)

25.777 Sub-paragraph (b) amended by
SAneo CRI B-03 (Motion and Effect of
Cockpit Control)

25.783 (a) (b) (©) () (D) (2)

25.791

25.801
25.807 (a) (b) (¢) (d)
25.809 (a) (b) (¢) (d) (e) (D)

25.843 (a)

25.853 (a)

25X899 amended by Legacy CRI SE2004
(SC S75 — Lightning protection indirect
effects)

25.959

25.963 (d) (e)

25.967 (d)

25.975 (a)

25.981 for all paragraph except (a) (3) in

all areas except engine and pylon areas

25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems adaptations.

25X1315

25.994 for all areas except engine and
pylon areas

25.1301

25.1321 (d)

25.1322 (a) (b) (¢) (d) amended by
generic CRI D-0332-001 (Towbarless
Towing)

25.1323 (a) (b) (¢)

25.1325 (b) (d) (e)

25.1329 (f) amended by:

Legacy CRI S30 (Automatic Flight/Flight
Management Functions),

25.1337 (b)

25.1351 (a) (b) (d) where (d) is replaced
by Legacy SC-S52 (Operation without
normal Electrical power)

25.1353 (a) (b) (for all areas except pylon
and engine)

25.1359

25.1363 (a) (b)

25.1419 (a) (b) (c) (d) amended by AMC
F-14 for all ATA300 areas except Engine
Air intake protection and Wing ice shapes
25.1431 (for system adaptations)

25.1435 (a) (b) (¢) (d)

25.1457 () (b) (¢) (d) (e) () (2)

25.1529 amended by SC H-01
25A901 (c)

25A939 (a)

25A1521

25A1527

2.1.4.12 %}F MOD 157272issue 2 “Max Pax”, i#it CRI A-0001-010 f&1] & & F:hifi .
Certification basis revised for MOD 157272 issue 2 “Max Pax” by CRI A-0001-010.

A321INEO [ & Feali i LL BT

771189



IS\ AT IFEE B/ The Validation Data Sheet

iR{X/Revision: 24

The certification basis is that of the A321Neo amended by the following:

CS 25 Amdt 18 for
§25.23
§25.305(a)(b)
§25.307
§25.321
§25.331

§25.341(a)(b)

§25.351

§25.365(a)

§25.473

§25.479(a)(c)(d) amended by SC A-2 for
§ 25.479(a)

§25.481(a)(c) amended by SC A-2 for §
25.481(a)

CS 25 Amdt 11
§25.1357(a)

JAR 25 change 13
§25.812(e)

§25.812(k)(1)

JAR 25 change 12
§25.853(c)

JAR 25 change 11
§25.561
§25.785
§25.787(a)(b)
§25.789(a)
§25.791
§25.853(a)(b)
§25.1301

§25.489

§25.571(a)(b)

§25.801(d)

§25. 803(c)

§25. 807(g) amended by CRI E-3001 and
demonstrated through ESF CRI D-02
§25.901(c)

§25.1519

§25.1529

§25.1541(a)(b)

§25.1557(a)

§25.853(a)1
D-0306-000

amended by CRI

§25.1351(a)
§25.1353(a)(b)
§25.1359(a)(d)
§25.1413
§25.1415(b)(c)(d)
§25.1431(c)
§25.1447(c)(1)

2.1.4.13 MOD 160766 issue 1 A321-251NX, -252NX, -253NX, -27INX, -272NX [{ 5 & &4 i1 CRI A-0001-003 &
11 /Certification basis revised for MOD 160766 issue 1 A321-251NX, -252NX, -253NX, -271NX, -272NX by CRI
A-0001-003.

B 8 Rl FH A321-271N,-272N,-251N, -252N,-253N [ 5 & FEAlZ T~ FIETT BT € /The certification basis is that
of the A321-271N,-272N,-251N, -252N,-253N amended by the following:

CS25 Amdt 15
§25.1 §25.623
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§25.23

§25.25

§25.101(c)(d)(e)(H)(h)

§25.109

§25.113

§25.115

§25.117

§25.147(c)(d)

§25.201 as amended by SC B-01
§25.203 as amended by SC B-01
§25.251(d)(e)

§25.301(a)(c)

§25.301(b)

§25.302

§25.303

§25.305(a)(b)

§25.305(c)(e)(f)
§25.307(a)

§25.321

§25.331

§25.333

§25.335(a)(c)(d)(e)(f) as amended by SC A-2
§25.337(a)(b)(c)

§25.341

§25.343

§25.345(a)(b)(d)

§25.349 (al,5)(b)
§25.351

§25.361

§25.362

§25.363
§25.365(a)(b)(d)
§25.365(cl)
§25.365(e[2])(e[3])(D)
§25.367

§25.371

§25.373
§25.391(a)(b)(d)(e)
§25.427(a)(b)(d)
§25.445(a)
§25.457

§25.459
§25.471(a)(b)
§25.473

§25.625

§25.629

§25.631

§25.703(b)(c)

§25.723

§25.729(a)(b)(d)(e)
§25.731(a)(b)(c)

§25.733(b)(c)(d)

§25.735(a)

§25.735[f(2)]

§25.783

§25.783[e(4)]

§25.787(c)

§25.795(c[1])

§25.795(c[3](1))

§25.801(a)(d)

§25.803(a)(c)
§25.807(a[3])(a[9])(b)(c)(e)(H)(g)(1) as amended
by ESF D-09, ESF D-13, ESF D-14
§25.809(a)

§25.809(a)

§25.809(b)(c)(e)(®) (2)(1)
§25.810(a[1])(c)(d)

§25.811
§25.812(a)(b[1])(c)(d)(e)(D)(@)M)D()K) (1)
§25.812(e[1])(e[2]) ()(D)
§25.813(a)(b)(c) as amended by ESF D-11, ESF
D-14

§25.843(a)(b[4])

§25.853(a)(d[1])

§25.855(a)(c)

§25.856 as amended by ESF E-18
§25.857

§25.858

§25.863(a)(b)(d)

§25.869(a[1])

§25.899 as amended by SC S-75
§25.901(c)

§25.903(c)(d[1])

§25.963(a)

§25.1001(a)(b)(c)(d)

§25.1301(a)

§25.1301(b)

§25.1305(c)(6)(7) as amended by ESF E-49
§25.1309 as amended by SC S-76-1
§25.1316
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§25.479(a)(c)(d) as amended by SC A-2
§25.481(a)(c) as amended by SC A-2
§25.483

§25.485

§25.489

§25.491
§25.493(b)(c)(d)(e)
§25.495

§25.499

§25.503
§25.507(a)(b)
§25.509(a)(c)(d)
§25.509(b)

§25.511

§25.519

§25.561
§25.562(a)(b)(c[1]) (c[2])(c[3D)(c[4]) (c[7])(c[8])
§25.571(a)(b)
§25.571(c)
§25.571(e)

§25.581

§25.601

§25.603

§25.605

§25.607

§25.609

§25.611(a)
§25.611(b)

§25.613

§25.619

§25.621

CS25 Amdt 11
§25.335(b) as amended by SC A-5003
§25.809(a)

CS25 Amdt 2
§25.21(a)(d)
§25.103
§25.105
§25.107

JAR25 Change 14
§25.1423

§25.1353(a)(b)(e)
§25.1360
§25.1411
§25.1431(a)(c)(d) as amended by SC S-76-1
§25.1511
§25.1519
§25.1533
§25.1535(a)(b)(c)
§25.1541
§25.1545
§25.1557(a)(c)
§25.1561
§25.1581
§25.1583
§25.1587
§25.1591
§25.1703(a)(b)(d)
§25.1705(a)
§25.1707(a)(d)(1)
§25.1709
§25.1711(a)(c)(d)(e)
§25.1713(a)(c)
§25.1715
§25.1717
§25.1719
§25.1721(a)(b)
§25.1725(b)
§25.J951(a)
§25.J952(a)
§25.J955(al)
§25.J993
§25.J994

§25.1301(a[1]1[3])
§25.1309 as amended by SC S-76-1

§25.111

§25.121

§25.123

§25.143(a)(b[3])(g) as amended by SC B-01, SC
B-08
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JAR2S5 Change 13
§25.853(a[1]) as amended by SC D-0306-000

JAR25 Change 12
§25.853(c)

JAR25 Change 11
§25.561
§25.729(f)
§25.785 as amended by ESF D-12, D-14.
§25.787(a)(b)
§25.789(a)
§25.791
§25.793
§25.815
§25.817
§25.843(a)(b[4])
§25.851(a[1])
§25.853(a)(b) as amended by EtC E-28 and ESF
E-18
§25.853(c)(d)(e)
§25.X899 as amended by SC S-75
§25.1103(c)(d)
§25.1301

2.1.4.14 XFTF A321-25INX, -252NX, -253NX, 27INX & 272NX j# il Modification 163213 (&% & =AM lighikil
D, FEEBEEFFS CS 25 Amendment 15 F) FHIF 7. X 132 50 XA E SR 1) 2 LI CRIA-001-009.

For the A321-251NX, -252NX, -253NX, 27INX & 272NX with modification 163213 (up to 3 Additional Central Tanks)
Airbus Elect To Comply to the following paragraphs at CS25 Amendment 15. For the definition of the affected areas and
requirements please refer to the CRI A-001-009.

25.305 (a)(b)
25.307 (a)
25.561(b)(c)(d)
25.571 (a)(b)
25.581

25.601

25.603

25.605

25.609

25.611 (b)
25.613

25.619

25.625
25.721(b)
25.777(a)

§25.1309(a)(b)(c)(d) (g) as amended by SC S-76-1
§25.1322

§25.1351(a[1])
§25.1353(a)(b)
§25.1357(a)(c)(g)
§25.1359(a)(d)

§25.1413
§25.1415(a)(b)(c)(d)
§25.1431(c)
§25.1435(a[1])(a[5]) (a[6])
§25.1438

§25.1441

§25.1447(a)(c[1]) (c[3])(c[4])
§25.1450
§25.1529 as amended by SC H-01

25.979(b)(c)(d)(e)
25.981(a)(b)(d)
25.993

25.994 &251994
25.995(b)
25.999(a)(b)
25.1141(a)(b)(c)(d)(f)
25.1189(h)
25.1301(a)
25.1301(b)
25.1302(a)(b)(c)
25.1305(a)(2)
25.1309 (a)
25.1309(b)
25.1309 (c)(d)
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25.787(c) 25.1310

25.851(b)(2) 25.1315

25.855(e)()(g)(h) 25.1316
25.856(b) 25.1337(b)
25.863(a)(b)(c)(d) 25.1353(a)
25.869(a)(1) 25.1360
25.869(a)(3) 25.1381
25.899 25.1431(a)(c)(d)
25.903(d)(1) 25.1541

25.943 25.1543(b)
25.951(c) 25.1553
25.952(a) 25.1555(a)
25.954 25.1555(c)
25.957 25.1557(a)
25.959 25.1703 (a)(b)(d)
25.963(a)(b)(c)(e)(D) 25.1705(a)(b)
25.963(d) 25.1707 (a) (b)(c)(e)(1)
25.965(a)(b)(c)(d) 25.1709
25.967(a)(b)(e) 25.1711
25.969 25.1717
25.971 25.1719
25.975(a) 25.1721(b)
25.977(a)(c)(d) 25.1723
25.1725(b)

2.1.4.15 X222 16013925 AR TH B LR ), %% B I 2 BRI 2 2 4 )R 35 20 SZ IES/K-F- 1
CS25.791.

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs and
placards” is installed.

2.1.4.16 ST B0 2= 5 B IR L RO AT 2 % 4RI CS-ACNS Subpart B Section 2 Z#f 4 i %5 F1 Subpart D
X} 525 B o 22 2RO ML B 12 [R5 SES s il R 8 AE(EU) No 1207/2011 JfF 2014 4 9 H 26 HH(EU) No
1028/2014 f&£15. (&%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue & Subpart
D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU) No
1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.4.17 XT22% 167577 B SUMALA, 2% R R ROMAT S 2R3 22 SIEIER/KTIY 25.795(a)(1)(2)
F125.795(c)(3)(ii)-
For all models Airbus Elect To Comply with CS25 Amdt 22 25.795(a)(1)(2) and 25.795(¢c)(3)(ii)) when modification
167557 is installed.

2.1.4.18 X T2 166104 Wit IR A, 2% B EHE RIS 2 4R 5 19 S IEEKT ) 25.603.
For all models Airbus Elect To Comply with CS25 Amdt 19 25.603 when modification 166104 is installed.

2.1.4.19 X %% MOD 166219 ELT-DT & Rf¥) KHLl: CS-ACNS 5 3 fi, E 70#B%5 3 75
For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.
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2.1.4.20 X}F %% MOD 163323 (E-Rudder) ¥ 1152 201 A321-251NX/-252NX/-253NX, CS 25.353, CS 25.1583, CS
25.1581 i R BT 2 42 /) 2 22 SABIERKF-.

When MOD 163323 (E-Rudder) is installed on A321-251NX/-252NX and -253NX, CS 25.353, CS 25.1583, CS 25.1581
are at Amdt 22.

2.1.4.21 XHF A321 R KMl

XF T 2GR MU Y 1A (R BT D5 B Be T BE ROV T 2026 4 6 A RASATHI WL, 247E 2023 46 H 2 HJE
R Bt B R (TCDS 51 KO, CS 25.795(a)(1), 25.795(a)(2) N AF A BRI 4% 22 45 JJ 26 22 S8 1IE R /K

For A320 series aircraft:

For all changes installing lavatory or galley adjacent to flight crew compartment on aircraft delivered after June 2026,
where application for change is received after 02 June 2023 (date of TCDS Issue 51), CS 25.795(a)(1), 25.795(a)(2) are at

Amendment 22.

2.1.5. & FH %4 /Special Conditions

PR 7E A320 BRA A% B E SRR E VSR N, SR T = fE T A
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special

conditions were developed:

o ISR A B 5 9 R R MR () ELER 5 2 2 IR A A BRI

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

ZINAH ISR T A320 BRG G B E B, 42 NPA A2/, FERCMEXE M sk B AR iR il sk 24
EF=¥:0) 5
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when

evolution of JAR was in progress under the NPA procedure.

RS XT A320 BREEA% SRR R, DRSS T E AN R R T3 T R SE R BB AR . 12 R A
AR5 FAA/TAA B A5 ShAR TR VS
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common
understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

2.1.5.1. MHBR NIk A320 BERHLIL 26 0F, 230 R AR AEAT B I 25 1«

The following A320 Special Conditions, Experience Related Conditions and Harmonization Conditions are deleted:

a. £ 4.1 Al 4.2 BOEabE— 0 5 T 50T 0 2K -
Further to application of the updated requirements of above paragraphs 4.1 and 4.2:

HC-F103 . BIE b FTnsdE 5 1B B KRB RIS K /T/ASD-TOD-TOR on wet
runways

HC-F114 A H FRIT 46 FE/ Approach and Target Threshold Speeds

EC-A.3.6.1 =7+ /%% B/ High Lift Devices

SC-A.4.3 B 28 X fuf / Tuned Gust Loads (UK)

HC-A.4.4 WL Bl %5 4 - i1 F+ /0 %% B & 7/ Manoeuvre Loads - High Lift Devices
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Deployed

HC-S61 Wit fili R 4231 g/ Design Landing Brake Kinetic Energy

HC-S62 ok R ZE B B8/ Rejected Take-Off Brake Kinetic Energy

IM-AMC-F101 2 B BE #5271/ Wet Runway Friction Characteristics

IM-F103 MR EEIE E i 1R B B KRB AT K I#47/ASD-TOD-TOR on Wet
Runways

IM-A38 BB X EL 3K/ Discrete Gust Requirements

AMC-A43 1 2% X\ #4a1/ Tuned Gust Loads (UK)

b. JAR 25 FESR 1 — 20 R R

Further to JAR 25 requirements evolution:

EC-G11 — % 5E X/ General Definition
IM-F107 % Fifi BE B9 4 7€/ Landing Distance Determination
AMC-F111 K VMU/ Take-Off Speeds VMU

c. A321 "KHLE FH A R(d) 15 Fr AR R AL Rl — 20 R Af

Further to issuance of A321 Special Conditions and Interpretative Materials listed in paragraph 5.2 below:

SC-A211/IM-A211  KHLEHIPERE 5 AR GE TR 7 T A& i o g U
Certification criteria for aircraft designed with systems interacting with

structural performance

IM-A35 JHURE s /Rapid Decompression
IM-A47 M. 2 il 25 4 /Emergency Landing Conditions

2.1.5.2. BIAETFIN A321 & H ARG AR
New or updated A321 Special Conditions and Advisory Material

K47 /Flight

SC-F1 and IM-F1 (CRI F3001) 2R3 Al o2 () 4 Fi 3k i
Stalling and Scheduled Operating Speeds

SC-F10 (CRI F3002) TR 45 1k R 25
Accelerate - Stop Distance
IM-F4 (CRI F3003) P FRf et (RREEIERFD
Static Longitudinal Stability (low energy awareness)
IM-F12 (CRI F3004) THEANL CHL AT FM
Computerized Airplane Flight Manual
IM-F13 (CRI F3005) 5 i P 25 AP 4E
Landing Distance Extrapolation
AMC-F14 (CRI F3006) SEUK A RAT

Flight in Icing Conditions
455 #4/Structure

SC-Al and IM-A1 (CRIA3001) &4 54558 HAEH
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SC-A2 (CRI A3002)
IM-A3 (CRI A3003)

IM-A4 (CRI A3004)

) /3/Propulsion

Interaction of Systems and Structure
GERBCTTH R R

Stalling Speeds for Structural Design

Rapid Decompression

B MR FA) 2K A

Crashworthiness of Fuel Tanks outside the fuselage

SC-P1 and IM-P1 (CRIP3001)  &#U 7R shHLIzH

IM-P2 (CRI P3003)

¥4 1% /Environment

FADEC
FELA BT K

Nacelle Cowling Resistance to Fire

SC-El and IM-E1 (CRI E3005) Bl kK AR1E

AMC-E2 (CRI E3006)
SC-E3 (CRI E3001)

IM-E4 (CRI E3002)

A 4i/Systems

IM-S78

SC-S79 and IM-S79

Resistance to Fire Terminology
IS S| &R TN

Emergency Evacuation Demonstration

[ S H AT

Exit Configuration

2 SR 3 ST TEETASOy AT
Reclassification of door 2 and 3 to Type III

i B2 H 80 2 B As Ik

Low altitude autopilot engagement

AN 2 BER B 5 AR

Brakes requirements qualification and testing

2.1.5.3. NFI A320 & IS AFRIERREAARLXT A321 247 2K -
The following A320 Special Conditions and Interpretative Material are validated for A321:

SC-G17 (F)

SC-G17 (G)

SC-F3

SC-F4

SC-F6
SC-F7/IM-F7

BATRON ®AT

Operational proving flights

B EBAT AT

Operational flight for certification
AT - B ER A S 1 IS B AN

Cockpit Control - motion and effect of cockpit control
Er A REE I

Static Longitudinal Stability

18 97 v) A2 € 1:/Static Directional and Lateral Stability
AT B R

85/189



IS\ AT IFEE B/ The Validation Data Sheet

Jik X /Revision:

24

SC-F8

SC-F9

AMC-F116

SC-A222/IM-A222

SC-A223/IM-A223

AMC-A23

IM-A313

IM-A37

IM-A39

HC-A45/IM-A45

HC-A46

AMC-S1

AMC-S5

SC-S11

IM-S13
IM/AMC-S14

AMC-S20

IM-S21

HC-S23/IM-S23

HC-S24

IM/AMC-S27

EC-S30/AMC-S30

SC-S33

IM-S35

Flight Envelope Protection

1EH A A1 B )

Normal Load Factor Limiting
WERN RS

Dual Control System

RIS VMU

Take-off Speeds VMU

BT HLBE B

Design Manoeuvre requirement
BT B2

Design Dive Speed

B MRS

Composite Aircraft Structure

B Ami-rH S AR A

Composite Turbulence - use of calculation results
S S i 2% P TR v S

Emergency Landing Conditions and Landing Gear
B

Discrete Source Damage

MRS A

Brake Roll Conditions

T 47 )25 B/ Speed control device
B £/ Digital Equipment

H A5 R DA H B 47 (L 4% 82 W)/ Electrical bonding and lightning
protection (direct effects)

BRI AHHE

Limit pilot forces and torques

7% F Hi~"F1X/Standby gyroscopic horizon
B RATIZ M (T2 T)

Electrical flight controls (manual flight)
HLT e R/t

Electronic instrument systems

GRS

Landing Gear

2 F Hh~PAX

Standby Gyroscopic Horizon
VMO/MMO 75 (¥%5€)

VMO/MMO Warning (Setting)

ZIE SR RSt

Altitude Display System

Hzh Wir R4t

Autoflight System

H 3 25t

Autothrust System

H 3l 2B

Autopilot Synchronization
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IM/AMC-S42 APU #1133
APU Rotor Burst
IM-S51 INE=%%00

Emergency Loads
SC-S52/IM-S52 T IEH RN AT

Operation without normal electrical power
SC-S54/IM-S54 LBk Ry

Circuit protective devices
HC-S72/IM-S73 AT IR

Flight recorder
SC-S74 JRIEH &

Abnormal attitudes
SC-S75 PR EEL I 47 (TR M)

Lightning protection (indirect effects)
SC-S76/IM-S76 A BB RS X AL L Ve s

Effect of external radiations upon aircraft systems
SC-S77/IM-S77 ERcEtilbrt: S

Integrity of signal control

2.1.5.4. XFAEMT 1998 4 7 F 10 H UGBTI HE CHrisiicE “ILRGERSCERIN A, &AM IM-S76 (41
FRAR SR KHLR SRR & 261 SC/IM-S76-1 (CRISE14) HUf(.
For any new application (new or modified aeroplane system and associated components) after July 10, 1998,
SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5.1998 4 8 H 10 HJa FHEAT#E— BRI SA% o, WL H 561 HC-A4.5 CRIZERBI M) BEE AT
2515 14 IRAEEH) JAR 25.943(d) &AL (CRIAT).
For any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll conditions) is superseded by JAR
25.943(d) at Change 14 (CRI A7).

2.1.5.6. fEIEJE RS AR ELRES, € T TR LTI

The following special conditions have been developed post Type Certification:

SC H-01 KHLRGEIG SR ALE AT H - EWIS ) ICA (H 2010 4F 5 H g4
RO
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

SCE-34 A 78S, % 4 1Y BE AT /Seat with inflatable restraints
SC E-13 O A ) 2R (154
Installation of inflatable restraints (optional)
SC D-0306 JERIAEH B BN IR FE K (H 2010 4F 6 HiEARO

Heat release and smoke density requirements to seat material
(applicable from June 2010)

SC P-27 AJ A B 2 48/Flammability Reduction System
WAL, W 2012 4F 1 1 HJEE R RAT IS a1 b i A
ILAHELE P2 b2z i i A AT AV BRIR R G2 (MOD 38062). i1
MOD 38062 Ji, % FR AR FFZFAM A ALIRES, IF HARER
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SC E-10

SC E-48
SC F-0311-001

SC D-0322-001

SC D-0332-001

SC E-21

SC B-12

SC D-15

SC F-119

SC F-GEN-01

SC D-24

SC D-27

SC D-19

SC D-08

SC D-28

SC F-37

i MMEL i (2R AE AN BE TARIRES FIURIE . WIRAE A318,
A319. A320 B A321 KL EZ3 7 MOD 38062 Cifli#fi i &
Si(FTIS)), WKL E 25-102 EIER/KFH 25.981(a)HI(b)H]
FR B, 25-125 1B 1EZKF ¥ 25 #HE s M FI N LLK 26-3 1B1E
FIKFH 26.33 5.

If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with
a fuel tank Flammability Reduction System (modification 38062).
This system shall remain installed and operative and can only be
dispatched inoperative in accordance with the provisions of the
MMEL revision associated with modification 38062. If
modification 38062 (Fuel Tank Inerting System (FTIS)) is
embodied on A318, A319, A320, or A321 airplanes, the airplane is
compliant with paragraph FR Section 25981(a) & (b) at
amendment 25-102, Part 25 appendix M & N at amendment 25-125,
and Section 26.33 at amendment 26-3.

R ENIAIEAT (H%E 14,100 920 (ML CRIE10)

High altitude airport operations (up to 14,100 ft) (see CRI E10).

R AH ‘% 42/Fuel Tank Safety

BFEEIRFEIC TN AT IR AR

Flight Recorders including Data Link Recording

% J5 30 BE R 1 %2 2% /Installation of suite type seating

JoHF & 5| /Towbarless Towing

Hii UTAS 455 /New UTAS Pitot Probes

ZZANE %/Soft Go Around
AT R HIAEE ) TaxiBot #:1F /Pilot Control Mode TaxiBot
Operations

KL RGN 25 1 22 AR B 4

Security protection of Aircraft systems and networks

A 78 Ha U4 FE VB 1) 22 2% /Installation of non-rechargeable lithium

batteries

TEFERTSETS 22 /R % (k%)

Installation of Airbags in the backrest of seats (optional)

R ZHMARMNE RS (R

Installation of Three Point Restraint & Pretensioner System

(optional)

TEBN SRR M IR E R (3

Incorporation of Inertia Locking Device in Dynamic Seats
(optional)

LR AOHAE A N TR e s (B3

Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

LA ATR} PR Ao

Installation of oblique seats (optional)

FESATCOMM%53& FHATN

ATN over SATCOM
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SC F-MULTI-04 A 78 FLAE PR 2 ke
Rechargeable Lithium Battery Installations
SC D-35 A BAAHICER K 78 4nfy
Airbelt without HIC requirement
SC D-33 TER RO BN 25 1) b [ 7 e 55 7 Joe ey
Cabin attendant seat mounted on movable part of an interior
monument

2.1.5.7. A MOD 160023 frIfi 7 4% 1% F 2 4
Special Conditions for aircraft equipped with MOD 160023

SC F-16 TR 17 i A2 0 1E/Static directional and lateral stability
A318 SC F-5001 SR TR 5 PR A PR S

Stalling and scheduled operating speeds
A318 SC F-5004 N 1 A 2 VAR fE B

Static Longitudinal Stability and Low energy awareness
A318 SC A-5003 BT I /Design Dive Speed Vd

TR BT AR S T — R W 5 e & T 2R D R 2

Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.8. A321-271N, -272N, -251N, -252N, -253N ¥ % H 25 14/Special Conditions for A321-271N, -272N, -251N, -252N,

-253N
B-01 2R AT PR R 52 PO A P T B2
Stalling and Scheduled Operating Speeds
B-03 ARG RIS S A R
Motion and effect of cockpit control
B-04 AL i e S 7 M R 1) i A A I g R AT
Static Directional, Lateral and Longitudinal Stability and Low
energy awareness
B-07 AT AL R
Flight Envelope Protection
B-08 1A A R 1 B R 4
Normal Load Factor limiting System
E-37 JR 2R G R R K K
Water/Ice in Fuel System
E-45 RENHLEER 22 [
Engine Cowl Retention
F-13 BRI R SR B F R - A FE R
Fuel System Low Level Indication - Fuel Exhaustion
E-55% PR P 2R
Fan Blade Loss

I FH 2235 CFM R ShHLIf AL S
*Only applicable to CFM models

89/189



A4S\ AT UFEYE B/ The Validation Data Sheet iR{X/Revision: 24

2.5.8.1. LAF A i BS540 1) L T 4 A tH3& A 7 A321-271N, -272N, -251N, -252N, -253N f#)5Z 5201 [X 15
The following special conditions developed for previous models are also applicable to the A321-271N, -272N,

-251N, -252N, -253Naffected areas:

A222

A-3001 (SC Al)

B LA ER
Design Manoeuvre requirement
ARG 585 AR

Interaction of systems and structure

A-3002 (SC A2) ST R
Stalling Speeds for structural design (A321)
A-5003 BT R
Design dive speed Vd
D-0332-001 JTekrES|
Towbarless Towing
E-48 YOI A 2 4
Fuel Tank Safety
F4012 (SC F11) g s kR B AIAR SRR RE, BRI
Accelerate-stop distances and relates performances, worn brakes
F7 (SC F-9) MBI R 5
Dual Control System
H-01 PRGN R A& AT H - EWIS 1] ICA
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS
P-27 ARIEFRIR R G (EAEA T A RGAENE R R RS
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)
Si1 BR 1| R 1 AR
Limit Pilot forces and torques
$30 H3h AT/ AT EE IR
Automatic Flight/Flight Management Functions
S-33 HahHET R 5t
Autothrust system
S72 (HC-S72) KATIE R A
Flight recorders
SE14 (SC S-76-1) HIRF 520 {4

SE2004 (SC S-75)

SE2407

SE3003 (SC S-79)

(X 35k

The following special conditions developed for previous models are also applicable to the A321-271NX, -272NX,

Protection from the effect of HIRF
PN L3P (TR 2808 )

Lightning protection indirect effects
Emergency Electrical power system
FIZEZLR . TR

Brake requirements, qualification and testing (A321)

2.5.8.2. AR NZ RIS € % 4138 F T A321-27INX, -272NX, -251NX, -252NX, -253NX 1]
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-251NX, -252NX, -253NXaffected areas:

B-01

B-03

B-04

B-07

B-08

E-37

E-45

F-13

E-55%*

A-3002 (SC A2)

A-5003**

D-0332-001

E-48

F4012 (SC F11)

F7 (SC F-9)

H-01

P-27

S11

S30

S-33

72 (HC-S72)

2 B R 1) T P S FH S 52

Stalling and Scheduled Operating Speeds

2R RN RIS S A R

Motion and effect of cockpit control

AL i 7 A 5 1 M i i R AT e R R

Static Directional, Lateral and Longitudinal Stability and Low
energy awareness

AT LR

Flight Envelope Protection

TR AT R T PR ) R ¢

Normal Load Factor limiting System

AT 2R G 7KK

Water/Ice in Fuel System

R BRI 22 [

Engine Cowl Retention

KA R SR E FR - AR

Fuel System Low Level Indication - Fuel Exhaustion

PR e 2R

Fan Blade Loss

GER BT R T

Stalling Speeds for structural design (A321)

anglpu Uy

Design dive speed Vd

TeAT A5

Towbarless Towing

WA AR 22 4

Fuel Tank Safety

I A5 R PR B FIAHOCHE RE, RSN 22

Accelerate-stop distances and relates performances, worn brakes
WEHRNRGE

Dual Control System

RHLARGEHI sm AE AT H - EWIS 1] ICA

Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS

AREFRIR R S (RAER T A RGAENE R R L RS
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)

BRI AR

Limit Pilot forces and torques

H 3 ©A7/ WATE BT RE

Automatic Flight/Flight Management Functions

H 3 25t

Autothrust system

AT IO AS

Flight recorders
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SE14 (SC S-76-1) HIRF s {74
Protection from the effect of HIRF
SE2004 (SC S-75) DA RS9 (TR] RN

Lightning protection indirect effects
& FH %2 %% CFM K BhALI¥ 2*5/Only applicable to CFM models
#* I\ 2018 4F 12 A 7 Hif2 SC B-14 {{# SC A-5003/From 07 December 2018 SC B-14 is replacing SC A-5003

2.1.6. #%/Exemptions

B # 9 /No exemptions

2.1.7. JRZE/Deviations

ACNS-B-GEN-01 MEERI) CPDLC F#fE B AR 2R DM89 IiZfE 2 (%)
Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

2.1.8. &3#24/Equivalent safety findings

2.1.8.1. NIRZEF I R 4 1) 7 R AT -

The following paragraphs have been complied with through equivalent safety demonstrations:

JAR25.783 ()  #METTAIEEEGAETT (UL CRISM 3001, SM 3002 F1 SM 2007)
for passenger doors and bulk door (see CRI SM 3001, SM 3002 and SM
3004)

JAR25.933(a)  AEHEZNREIIAE (M CRIP 3008)
for thrust reverser autorestow function (see CRI P 3008).

2182 FEIESE R S Ak d e AR, #HE T N IRER L A
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b) e XS AL S FE R (0L CRI E-32), WRAEAF 2
A318. A319. A320 B A321 KHLSEHE ;° MOD 150700 1 37270
(A CLS 1537048 I 36985, KA ML & K IF 27 i he
ZEOER, B 25-111 B IES K/ 14 CFR Part 25.856(b) (21
CRIE-18)
Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
only), 37048 and 36985 are embodied in production on A318, A319,
A320, or A321 airplanes, the airplane is compliant with Fuselage
Flame Penetration “Burnthrough” requirements addressed by
paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).
14CFR Part 25.856(a)  EFXT 482 A4 RV s 1 FHAABR#E (CRIE18)
Improved flammability standards for insulation materials (CRI E18)

JAR 25.812(b)(1)(ii) HEROGH PAFRE CATRBR AR 73 B3 E ) (CRI E14) (W]ik
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8
Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)

JAR 25.811(f) RS H AR E A% (CRIEL6)
Emergency exit marking reflectance (CRI E16)

JAR 25.812(b)()()(i1) X TRz ay, BB DR E/E AL Al Obr &R (CRI
SE-42) C(AJifeteHL)
Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

JAR 25.785(c) Bl a mhO 28 e MR T 18T W) 4% (CRID-0329-001) (i
%)
Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)

JAR 25.1443(c) BRI E (CRIF-20) (%)
Minimum Mass Flow of Supplemental Oxygen (CRI F-
20) (optional)

JAR 25.1441(c) WL E iR E A R ] A& (CRIF-21) (JE3%)

Crew Determination of Quantity of Oxygen in
Passenger Oxygen System (CRI F-21) (optional)

CS 25.795(a)(1) FE 2 BRI T8 73 DR P I BN AR BT (G636
Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

CS25.811(e)(4) TR 2 bR gt G LA T e (2%
Green Arrow and “Open” placard for Emergency Exit
Marking ( SE-63) (optional)

CS 25.251(b) PREN/FHR X T RELAMBR AT A IEHEN (%)
Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

JAR 25.1441(c) MUEN RHAERZ ARG PHATE L3
Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

JAR 25.1443(c) e MARMIHE/DRE LR
Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3. A MOD 160023 [¥Ifii 7 % (55 222 4
Equivalent Safety Findings for aircraft equipped with MOD 160023

ESF F-19 HAREEVK A T AT (§25.1419 (c))
Flight in natural icing condition (§25.1419 (¢))

TR JEORIE F T4 — R ) 55 Rk 2 A Ty AR PR A R

Note: The original ESFs applicable to each model remain effective.

2.1.8.4. i MOD 157272 [¥fji 2 #% (55 &2 4
Equivalent Safety Findings for aircraft equipped with MOD 157272
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ESF D-02 JETEBE 174 1 T1/Over-performing Type I exit (CS25.807(g))

2.1.8.5. &It A321-271N, -272N, 251N, -252N, -253N il & T LA F & 30% 4
The following Equivalent Safety Findings have been developed for the A321-271N, -272N, -251N, -252N, -253N:

CS25.934, CS-E 890 E-43
CS25.1181(a) E-44%*
CS25.1549(a) E-51

(CS25.1181, CS25.1182 E-52

CS25.997(d) E-49%*

* VS 2% TAE REiPLIG AL S
* Applicable to IAE models only

* NG@E FH 2¢3E CPM R ShFLIK AL
** Applicable to CFM models only

8.5.1 LL N ANZ RIS 5E i ESF tH3& FH T A321-271N, -272N, -251N, -252N, -253N ]

S

Thrust Reverser Testing

R [X B AR X

Fan Zone as non fire zone
HERTHRITYEE =N

Oil temperature indication
FELAE DX Al kX
Nacelle area adjacent to fire
SIS

Fuel Filter Location

BLEY
a7

M [ 35

The following ESF developed for previous models are also applicable to the A321-271N, -272N, -251N, -252N,

-253Naffected areas:

JAR AWO 313 SE-4005
JAR AWO 236 SE-5005
JAR 25.1441(c) F-21
14CFR Part E-18
25.856(a)

2.1.8.6. LA N NZHIAS#IE K ESF Hi&E T A321-27INX, -272NX, -251NX, -252NX, -253NX [{]

T2 G R b B (MABH, £F%¢
A319 KA BT Sk

Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)
(issued for A319)

T RIE AT —1od 5 M 125 75

Cat III operations - Excess Deviation Alerts

WL E RS A RF AT AR (CRIF2D
Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

HE 508 (R 68 R A e ) BELA AR 4

Improved flammability standards for thermal /

acoustic insulation materials

S7E
&7

Wi [X 35/ The

following Equivalent Safety Findings have been developed for the A321-27INX, A321-272NX, A321-25INX,

A321-252NX and A321-253NX:

CS 25.807(g) D-09  HImE R TSR G IR O (%5 ACHD) (R4E JERT S/ Increase of
seats’ credit for oversized Type I (qualified to Type C) floor level exits
CS25.813[c(4)(i)]  D-11  F WAL ) & Af E/Over wing Type 111 exit interior arrangement
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CS 25.813[c(2)()]
JAR 25.785(h) D-12  #3[14b5 N MBS i1 ERT/Single cabin attendant seat at door #3
CS 25.807(g) D-13  BAHOINZAY H O %05 e B/ Increase of seats’ credit for Type 111 exit
CS 25.807(c)(q), - N . .

#3U H 1T )0 145 \ 835 \/ De-rating of Door #3 to 45 or 35
25.813(c) D-14 FeEAIGH#3 Y HY 1 R0 € {8 2145 N B35 A\ g

assengers
JAR 25.785(h) passend

2.2. HIEER/Environmental Requirements

s ECATLZHZR B4 16 / ICAO Annex 16

Vol. I Part II I 7 ESK / Noise Requirements
Vol. 11 Part I WRIMHERL / Fuel Venting
Vol. II Part ITI Chapter 2 HESHEE Y / Emissions

VERE: B4R 7E TCDSN EASA.A.064 H5E 3.
Notes: Further details are defined within TCDSN EASA.A.064

2.3. PEEAMZRM A %4:/CAAC Additional Technical Conditions

PUREESRIE A T A321-111, A321-112. A321-131. A321-211. A321-212, A321-213. A321-231. A321-232, :
/The following requirements should apply to the A321-111, A321-112, A321-131, A321-211, A321-212,
A321-213, A321-231 and A321-232:

RifF CCAR-26 ¥ (G CHLHIRFEHE MU 22 2 et FLE ) HIZEK . XT KK CCAR-26 HHIAEATIZT hit
A, A TC A NER R W0 Hodi B 7 A 5k

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

M5 CAAC 3 CAO No. 2012-30, RBIRHIFFE (ST IaHm WL AU IRBT I8 3 2R rIE A HIEOR.

The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

PLR SR & B T A321-271N/-272N/-251N/-252N/-253N/-271NX/-272NX/-251NX/-252NX/-253NX : /The
following requirements should apply to the
A321-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-251NX/-252NX/-253NX:

RifFE CCAR-26 # iz CHLHFFSEE NN 2 4SO RE ) BIZK . X5 T AR CCAR-26 FHUEFMEIT It
A, A TC AT NER R WY o0f Hodi F B 7 A 5k

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

HRHE CAAC ST CAO No. 2012-30, RERHIFF& (R THafsR WHLRUKIRE 8 ¥ 2R AR 25K,

The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

CCAR-25-R4 25.561, /CCAR25.561 at revision 4.

CCAR-25-R4 25.562 W& A T . /CCAR25.562 at revision 4 for the cabin occupants seats.

YT AR R, L4 : /Additionally for the cockpit seats:

- MUK ANE 3R . CCAR25.561(b)(3)R4, CCAR25.562 (b)(1), (c)(2)R4 F1 TSOC39b, TSO C22g, TSO C114.
/Captain and first officer seats: CCAR25.561(b)(3)R4, CCAR25.562 (b)(1), (c)(2)R4and Technical Standards
Order (TSO) C39b, TSO C22g, TSO C114.

95/189



RS\ AT IE S L/ The Validation Data Sheet Jix X /Revision: 24
- 55 3 FIZE 4 WS R HERT: CCAR 25.561 (b)(3)R4 F1 TSO C39b, TSO C22¢g, TSO C114. /3rd and 4th occupants
seats: CCAR 25.561 (b)(3)R4 and Technical Standards Order(TSO) C39b, TSO C22g, TSO C114.

%+ CCAR-25-R4 A1 CS-25 Amendment 15 22 [] f{ 9 5 22 56 52 RO 3E T 3 1 T B4 3 1) CCAR25.809 (a)
HIR Bk e CAAC HLH#EMI#ER % E-010 /Partial requirement of CCAR 25.809(a) based on the regulation
difference between CS-25 Amdt 15 and CCAR-25-R4 for overwing Type III exit, and the exemption approved by
CAAC via E-010 ({¥i&F T /only applicable to A321-271NX/-272NX/-251NX/-252NX/-253NX),

i 7 A N BT [ [ SbR <3 S Uk (GB6537) HIAL 264
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet Fuel” (GB6537)
must be defined.

CAAC #44: / CAAC Exemptions

E-023 3% A320 241 KHLAT CCAR-25-R4 55 25.841(a)(2)(3) i E K #4 4
Airbus A320 Family Aircraft Exemption from the Requirements of CCAR-25-R4
Paragraph 25.841(a)(2)(3)

2.4 &2 %38/ Production Basis:

A PAYEATIESR 5. EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. FIAREHEAME F PR #)/Technical Characteristics and Operational Limitations

3.1. #5#&it5E X/Type Design Definition

3.1.1 &A% E T 5 /Certificated models: A321-111
IR S E AH N KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.1063/94(00E000A0008/C21)

3.1.2 A% E I 5 /Certificated models: A321-112
IR S E AH N KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AVEA-A
414.0118/94(00E000A0002/C11)

3.1.3 &A% H E T ) /Certificated models: A321-131
IR S E AH N KA L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
414.0900/93(00E000A0003/C21)

3.1.4 A% H E T /Certificated models: A321-211
T S AHR. ML/ Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0400/97 (00E000A0211/C21)

3.1.5 &% 8 2 AL /Certificated models: A321-212
b S AHN ML/ Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1359/01 (00E000A0212/C21)

3.1.6 4% E E I 5 /Certificated models: A321-213
T S AHN. KM L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1360/01 (00E0O00A0213/C21)
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3.1.7 &% AL / Certificated models: A321-231
A S 5 XA B K ML /Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-A
413.0388/97 (00E000A0231/C21)
3.1.8 £ 8T 5 AL /Certificated models: A321-232
NIR SO e SUAH R KM L/Definition of reference airplane by AIRBUS INDUSTRIE documents: AI/EA-S
413.1361/01 (00E000A0232/C21)
3.1.9 & E M A/Certificated model: A321-271N
IR S e AR K AL/Definition of reference airplane by Airbus document 00E000A 5023/C20
3.1.10 & 4% # 2 B 5l /Certificated model: A321-272N
IR S e AR K AL/Definition of reference airplane by Airbus document 00E000A5114/C20
3.1.11 A% o 2 B4 )/ Certificated model: A321-251N
IR S e AR K AL/Definition of reference airplane by Airbus document 00E000A5026/C20
3.1.12 A% o 8 B4 )/ Certificated model: A321-252N
TR S e AR K AL /Definition of reference airplane by Airbus document 00E000AS5190/C00
3.1.13 £ H% 5 2 A5/ Certificated model: A321-253N
IR S e AH R K AL/Definition of reference airplane by Airbus document 00E000A5113/C20
3.1.14 &4% 5 %2 B4 /Certificated model: A321-251NX
IR E AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5123/C00
3.1.15 &4% 5 %2 B4 /Certificated model: A321-252NX
IR E AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5124/C00
3.1.16 & 4% 81 & ALY /Certificated model: A321-253NX
IR E AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5125/C00
3.1.17 &4% & %2 B4 /Certificated model: A321-271INX
IR E AR K HL/Definition of reference airplane by AIRBUS Document 00E000A5121/C00
3.1.18 4% & 2 B4 /Certificated model: A321-272NX
TR A2 A€ AL/Definition of reference airplane by AIRBUS Document 00E000AS5122/C00

1 B&/Notes:
a. BU5IEEH/Model conversions:

®  UIRAERHCFMS6-5B1/2P K AIHLA321-1TIHLBY SC i 5 34368, ML 424k v ke % CFM56-5B3/2P K
FHHLA321-211THLEL .
If modification 34368 is embodied on A321-111 model powered with CFM56-5B1/2P engines, it is converted
into A321-211 model, powered with CFM56-5B3/2P engines.

®  WIRAELRE #CEMS6-5B3/PRNHLA321-2 1L St B 2434818, MIiZAL AL AL ke % CEM56-5B1/P K 5)
HLA321-21201EL.
If modification 34818 is embodied on A321-211 model powered with CFM56-5B3/P engines, it is converted
into A321-212 model, powered with CFM56-5B1/P engines.
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® WIR{ERHCEMS6-5B1/PRBNHLA321-2124L 3 St 5 2035252, MZALAL AL 92 % CEM56-5B3/P K 2
HLA321-211HLEL.
If modification 35252 is embodied on A321-212 model powered with CFM56-5B1/P engines, it is converted
into A321-211 model, powered with CFM56-5B3/P engines.

®  WIRFERHV2530-A5KBIHLA321-13 NS 35718, WHZAL A AL N % V2533-A5 K EhHL
A321-23 1415,
If modification 35718 is embodied on A321-131 model powered with V2530-A5 engines, it is converted into
A321-231 model, powered with V2533-A5 engines.

® WIR{ERAV2530-A5 K ENHLA321-232H1 R S B 537836, WZAHL R AL AL e £ V2533-A5 K bl
A321-231H15,
If modification 37836 is embodied on A321-232 model powered with V2530-A5 engines, it is converted into
A321-231 model, powered with V2533-A5 engines.

®  UIRAERACFMS6-5B3/PRANHLA321-21 1LY St B 40155204, WHZALRL AL 92 4 CFM56-5B2/P & L
A321-213H17.
If modification 155204 is embodied on A321-211 model powered with CFM56-5B3/P engines, it is converted into
A321-213 model, powered with CFM56-5B2/P engines

3.2. #iiR/Description

B K A EIHL. PR, FRIEIE RIEHm2E L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. W& /Equipment

A321-111
oAttt S 251 B 4% 51T 305 00E000A0007/C 1S Hie i HHk i R U 1) B s A v 14 4% T B
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0007/C1S at
latest approved issue.

A321-112
oAtttk 2 25 145 51T S5 00E000A0006/C 1S S5ttt b I I B 2 A 162 45 77 L o
Equipment approved for installation is listed in the Certification Standard Equipment List 00E0O00A0006/C1S at
latest approved issue.

A321-131
2k 22 B BT S5 5 00E000A0004/COS H T HkHE R I B 58 Al 1 45175 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0004/COS at
latest approved issue.

A321-211
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o2 3L (M B % 41 F 305 00E000A0211/COS BTt AR I 1A B 5 b 1t 4517 B
Equipment approved for installation is listed in the Certification Standard Equipment List 00EO00A0211/COS at
latest approved issue.

A321-212
S HE 3L (M B 1 F 3058 00E000A0212/COS Fi HEHE R 1) B 5 b 15 4 175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0212/COS at
latest approved issue.

A321-213
S e 3L (M B 51 F 305 00E000A0213/COS Fi HEHE R 1) B 5 b 15 46 175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0213/COS at
latest approved issue.

A321-231
S HE 23 M B 51 T 305 00E000A0231/COS S HEHERRIK 1) B & b 15 #6175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0231/COS at
latest approved issue.

A321-232
S 3 (M B 31 F 3058 00E000A0232/C0S Fi HHEHE AR 1) B 5 b 15 46 175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00E000A0232/COS at
latest approved issue.

B EARAETE BANE A T A321-271N,-272N, -251N, -252N, -253N, 27INX, -272NX, -251NX, -252NX, -253NX
Certification Standard Equipment List is not applicable to the A321-271N,-272N, -251N, -252N, -253N, 271NX,
2272NX, -251NX, -252NX, -253NX

I /Note:
S g UMEHE SR ERSEER, 0 (A319-100/A321-200 FMGC % 5 bx #E 3 ZF (No.
00D000A0546/C0S))

The type design definitions and certification standard equipment lists are complemented by doc.
00D000A0546/COS “A319-100/A321-200 FMGC Type Std Evolution”.

FROBII . B S AT BT & TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

Z MG FEF/Cabin seats  2521M1F10000 at latest approved issue plus technical note SA2521ME1619350
(technical note applicable to A321-251NX, -252NX, -253NX, -271NX,-272NX)
J&f )35 /for galleys 2530M1F000900 at latest approved issue

3.4. R~F/Dimensions

A321 ®HLI =2 R ~f/Principal dimensions of A321 Aircraft

- Ml /Length: 44,51 m
- B J&%/Width: 34,10 m

(L2223 MOD 160023/if MOD 160023 is installed) 35,80 m
- ML=/ Height: 11,76 m
- JK P22 52 TH 5 2 /Width at horizontal stabilizer: 12,45 m
- Wl & H4%/Outside fuselage diameter: 3,95m
- RBNHLEE FE/Distance between engines axis: 11,51 m
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- FjiL[A] PE/Distance between main landing gear: 7,59 m
- i/ [H] FE/Distance between nose and main landing gear: 16,91 m

3.5. RBIHI/Engines

ARAENT AT BRI HLIN TR BTk o %0 A PR 58 44 R UL SR R LA T AR AL, 2 R
The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A321-111
2 4 CEMI K##l/Two CFMI  CFMS56-5B1 (MOD23083) or
CFM56-5B1/2 (MOD24404)

A321-112
2 & CEMI K##l/Two CFMI  CFM56-5B2 (MOD23152)

A321-131
2 & IAE K BhHl/Two IAE V2530-A5 (MOD22989)

A321-211
2 4 CEMI X##l/Two CFMI  CFMS56-5B3/P (MOD26359+25800) or
CFM56-5B3/2P (MOD27640)

A321-212
2 & CFMI K ##Hl/Two CFMI  CFMS56-5B1 (MOD23083) or
CFM56-5B1/2 (MOD24404)

A321-213
2 & CEMI K##l/Two CFMI  CFM56-5B2 (MOD23152)

A321-231
2 &5 IAE K& 8hHl/Two IAE V2533-A5 (MOD25643)
A321-232
2 &5 IAE K 3hHl/Two IAE V2530-A5 (MOD22989)

A321-27IN/271INX
2 & IAE RBIHL/Two IAE ~ PW1133G-JM Geared Turbo Fan jet engines (MOD 161002)
A321-272N/272NX
2 & IAE R BHL/Two IAE PW1130G-JM Geared Turbo Fan jet engines (MOD
162038)

A321-251N/251NX
2 & CFMI K ##Hl/Two CFMI  LEAP-1A32 jet engines (MOD 161005)

A321-252N/252NX
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2 & CFMI K Z#Hl/Two CFMI  LEAP-1A30 jet engines (MOD 162681)

A321-253N/253NX
2 & CFMI K ZHl/Two CFMI  LEAP-1A33 jet engines (MOD 161006)
¥ /Note:

CFM56-5B %% CAAC VTC iE 134’5 VTCO064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500 R4 EEHL CAAC VTC iE 1545 VTCOI17E, Rev.l.
The CAAC VTC No. V2500 serial engines is VTCO117E, Rev.1.

PW1100G-JM K ZHL CAAC VTC iE% 5 VTCO329E, R4.
The CAAC VTC No. of PW1100G-JM engine is VTC0329E, R4.

LEAP-1A &ZhHL CAAC VTC iFFi4% 'S VTC0348E, R3.
The CAAC VTC No. of LEAP-1A engine is VTC VTCO0348E, R3.

1 F&/Notes:

1 41K CEM-5B R ENHLSE N B 2 25800, W BSGst RSIHLIERE, 2R BIHLEEA /P
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The
engine denomination changes to /P.

12T 5 25 H #3& A T/The modification is currently applicable for :

A 321-111: CFM56-5B1 (SAC)%8 >y CFM56-5B1/P /CFM56-5B1 (SAC) which changes to CFM56-5B1/P
A 321-112: CFM56-5B2 (SAC)A% y CFM56-5B2/P /CFM56-5B2 (SAC) which changes to CFM56-5B2/P
A 321-212: CFM56-5B1 (SAC)%Z A CFM56-5B1/P /CFM56-5B1 (SAC) which changes to CFM56-5B1/P
A 321-213: CFM56-5B2 (SAC)%: A CFM56-5B2/P /CFM56-5B2 (SAC) which changes to CFM56-5B2/P

CFMS56-5B/“J P?EENHLAT 5 CFMS6-5B/P KANLIESS . IE1ES WL N R 3 1 4,
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft. See notes 3 & 4

below as well.

2 Wik CFM-5B/2 (DAC) K BHLSEHESE B 26610, WZ K SIHLIIERE A THBOK P A thuidk,  #FR3
“/2P’3°
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and

gaseous emission levels are improved. The engine denomination changes to /2P.
120158 2 H 7 3& F T-/The modification is currently applicable for:
A 321-111: CFM56-5B1/2 (DAC) %%}y CFM56-5B1/2P (DAC II C).
CFM56-5B1/2 (DAC) which changes to CFM56-5B1/2P (DAC 11 C).

A 321-212: CFM56-5B1/2 (DAC) %24 CFM56-5B1/2P (DAC 11 C).
CFM56-5B1/2 (DAC) which changes to CFM56-5B1/2P (DAC 11 C)
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CEM56-5B/2“F; P” (DAC)KFHLF 5 CFM56-5B/2P (DAC 11 C) KBIHLIEZELE R —242 ¥l E(CKHL ’AT
FHANTE)

CFM56-5B/2 "non P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

CEM56-5B/P 5T P”(SAC) K ML A 5 CFM56-5B/2P (DAC 11 C) KRENHLIEZEAE R —248 KHL ECRHL K
TP WA )-

CFM56-5B/P or /"non-P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

3 A 2008 4F 3 H 31 Hig, a4 EA A AN S /P 1 CFM56-5B1 KA.
From March 31st 2008, there is no longer any CFM56-5B1 non /P in field or in production.

4 M 2008 £ 3 A 31 Hilg, SMpfAEr & EAEA AN EL/P 11 CFM56-5B1/2 K ZhHL.
From March 31st 2008, there is no longer any CFM56-5B1/2 non /P in field or in production.

5 4¢3 CFM56-5B1 ) A321-111 ML I, ] VR3S CFM56-5B1/2 B4 & ZHL(mod. 24404)( K HL AT T 7544 K
EES Wk 2.4.23 F12.4.24.
A321-111 CFM56-5B1 engine can be intermixed with CFM56-5B1/2 engine (mod. 24404) on the same aircraft
(AFM supplement). See notes 2.4.23 & 2.4.24 as well.

6 CFM56-5B3/P(SAC) & Zli#/l(mod 26359 + 25800) 1] 5 CFM56-5B3/2P(DAC II C PIP) & #l#Hl(mod 27640)i %
FEF—42 2 38 k.
CFM56-5B3/P (SAC) engine (mod 26359 + 25800) can be intermixed with CFM56-5B3/2P (DAC 11 C PIP)
engine (mod 27640) on the same aircraft (AFM supplement).

7 AR N 37147 BB RSN E L 38770 T LAGI N CEM56-5Bx/3 “Tech Insertion™ A 5f)
Hlo 25 & T CFM56-5Bx /P SAC KEhHl.
Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147 in
production or 38770 in field. This modification is only applicable on CFM56-5Bx /P SAC engines.

WHRXT CFM-5B KNI N T 37147, NI RBIHLIE L8 N/3,

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.

12058 2 H 7 3& F T-/The modification is currently applicable for:

A321-111: CFM56-5B1 (SAC) 5 A/ which changes to CFM56-5B1/3
A321-112: CFM56-5B2 (SAC)E 44/ which changes to CFM56-5B2/3
A321-211: CFM56-5B3 (SAC)E 4/ which changes to CFM56-5B3/3
A321-212: CFM56-5B1 (SAC) % 24~/ which changes to CFM56-5B1/3
A321-213: CFM56-5B2 (SAC) R 244/ which changes to CFM56-5B2/3

RENHUREBA 2L

The engine characrteristics remain unchanged.

CA R 2 37147 X 1 B 5E (16 75 S5 A 60
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.
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UEE 5 38573 fiTik, CFMS6-5Bx/3 KENHLFTLLE CFMS56-5Bx/P i3
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

8 T N FE 5 38946 1T LA5| A“BUMP Tjfi . 44T CFM-5B K BIHLAI N T 38946, WK ML) 453 A/P1
(SAC)E#/2P1(DAC) 5% /3B1 (Tech Insertion).
Introduction of “BUMP” function is done through embodiment of modification 38946. If modification 38946 is
embodied on models with CFM-5B engines, the engine denomination changes to /P1 (SAC) or /2P1(DAC) or
/3B1 (Tech Insertion).

12005 24 H R i& B T-/The modification is currently applicable for:
A321-211: CFM56-5B3 (SAC) ¥ 4 A/which changes to CFM56-5B3/P1

CLZEHIE B BE 5 38946 % 2 il o 7E HAWR A S5 20 SN o
Modification 38946 has been demonstrated as having no impact on previously certified noise levels.

RENHURAE B 2.

The engine characrteristics remain unchanged.

ARACVFLE KL IR “Non Bump™ & 25 LAI“Bump™ K 314

Intermix at aircraft level between “Non Bump” engine and “Bump” engine is not allowed.

9 UIRAE 2% TAE PW1133G-IM KBIHLIK A321-27IN/-27INX %35 MOD 160684 (AREFt#), R LA
545 PW1133GA-IM.
If modification 160684 (alternate climb) is installed on the A321-271N/-27INX equipped with IAE
PW1133G-JM then the engine model is changed to PW1133GA-JM.

10 42235 7 CFM LEAP 1A33 KBIHLI) A321-253N “4E MOD 160820 (34 & 1 4 77), MR Bl AL 5 A%
N LEAP 1A35A
If modification 160820 (high altitude thrust increase) is installed on the A321-253N equipped with CFM LEAP
1A33 then the engine model is changed to LEAP 1A35A.

3.6. #Bhzh J13E B /Auxiliary Power Unit

APU GARRETT
GARRETT A ], A5 GTCP 36-300(A)
GARRETT AIRESEARCH GTCP 36-300 (A).

(M7 No.31-5306B/Specification 31-5306B)
HLUHERITEM: 20 GARRETT 45 GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU []%2% i MOD 22562 or MOD 35864 & Y.
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
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Pratt & Whitney Rzeszow S.A. APS 3200 (}i35/Specification ESR 0802, Rev. A)
HLAER I : FF & MIL-L-7808. MIL-L-23699 5% DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell A & APU [1)%2%¢ FH MOD 25888 5& X .
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 3 131-9[A] (¥IiE No. 4900 M1E 03 19 01).
Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
FHLHE T AR T A S5 VT 31-12048A-3A.
Approved oils : according to Model Specification 31-12048A-3A.

3.7. WBiE3/Propellers

ANiEF/N/A

3.8. Witk (R Wl BI0F). EMD /Fluids (Fuel, Oil, Additives, Hydraulics)

YR /Fuel
ENGINES KEROSENE DESIGNATION
CFMS56: Installation JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
document CFM 2026 or CFM | 4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
2129) AVTAG/FSII, AVCAT/FSII
IAE V2500: IAE Standard JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
Practices and processes 4** TS-1* RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
Manual IAE 0043 AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM:
(Service Bulletin PW1000G | JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),

-100-73 TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII
00-0002-00A930AD)
CFMI LEAP-1A: Service
Bulletin LEAP 1A S/B
73-0001

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

R IE TR E) I3 E .

The above mentioned fuels are also suitable for the APU.

TEAH ISR AL YE 2 WAEH I 5

Refer to Consumable Material List (CML) for details on approved fuel specifications

BRMBTE: W2 F M. CFM 2026 B# CFM 2129 B# IAE 0043 or Service Bulletin PW1000G — 1000 — 73
—00-0002 00A930AD

* % TAE V2500 KL, TS-1 M-S BRI HZ SRV O T 50% AR )
For IAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
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* RALAE JET B A1 JP 4 BRIV H T2 B M5 42 1 25 48 (modification 154327)

REHL CFMI IAE PW1133G-J]M LEAP 1A30
Engine CFM56-5B1 (**) V2530-A5 PW1133GA-]IM LEAP-1A32
CFM56-5B1/2 (**) V2533-A5 PW1130G-JM LEAP-1A33
CFM56-5B2 LEAP-1A35A
CFM56-5B3 (/P only)
CFM56-5B3/2P
28 4tk 1 (1) 7 | See SB CFMI | See Doc IAE 0043 Sect | Service Bulletin | SB LEAP-1A S/B
i 79-001-0X 4.9 PW1000G — 1000 — | 79-0001
Approved Oils (MIL-L 23 699) 79 — 00 — 0002 - 00A
-930A-D
1 /0il
X35 ¥ BRYE/For oil specification:
(%) BILEE S TR 3 M 4, REAFEMRI RS
see notes 3 and 4 in chapter 5 for engine models no longer in prod/service.
s JInF)/Additives:
2 W73 B FEM T H/Refer to Airbus Consumable Material List (CML).
Engine CFMI IAE PWI1133G-]M LEAP 1A30
CFM56-5B1 V2530-A5 PWI1133GA-IM LEAP-1A32
CFM56-5B1/2 V2533-A5 PWI1130G-]M LEAP-1A33
CFM56-5B2 LEAP-1A35A
CFM56-5B3(/P only)
CFM56-5B3/2P
Approved Additives Specific Operating | IAE Standard Practices | Service Bulletin | Service Bulletin
Instructions Document & and Processes Manual PW1000G-1000-73-00 | LEAP-1A S/B 73-0001
CFM SB 73-0182/73-0122 -0002-00A-930A-D
for CIS fuel additives

b ol T B A E

The above mentioned fuels and additives are also suitable for the APU.

% /Hydraulics

W% 1 /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. & /Fuel Quantity

%7 #:/Fuel Quantity (0.8kg/liter) (Z WL R I J7EFE 1/see note 1 below)
A321-111/-112/-131/-211/-212/-213/-231/-232 & F DL F F#% -
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For A321-111/-112/-131/-211/-212/-213/-231/-232 the following table applies:

3 WAl 4 B 5 A AL/
T/ 3 TANK AIRPLANE 4 or 5 TANK AIRPLANE (*)(**)
TRAKMA | ATAREA TRABRMA (A / AuT R
(AR 1 (AR 1 Usable fuel (AR 1
TANK Usable fuel Unusable fuel liters (kg) Unusable fuel
liters (kg) liters (kg) liters (kg)
HLE/ 15 500 22.6 15 500 22.6
WING (12 400) (18) (12 400) (18)
rh g 8200 23.2 8200 23.2
CENTER (6 560) (18.6) (6 560) (18.6)
ﬁgjﬁ 2900 or2 992 /5984 ** 17/ 34
(2 320) or (2 393 / 4 786) ** (13.6/27.2)
()(**)
J=San] 23700 45.8 26 600 or 26 692 / 29 684 ** 62.8/79.8
TOTAL (18 960) (36.6) (21 280) or (21 353 / 23 746) ** (50.2/ 63.8)
A321-271IN, -272N, -251N, 252N, -253N & L N %45«
For A321-271N, -272N, -251N, -252N, -253N the following table applies:
3 TANK AIRPLANE 4 or 5 TANK AIRPLANE (*) (**)
i Usable fuel Unusable fuel | Usable fuel Unusable fuel
MWRTANK | iers (ke) liters (kg) liters (kg) liters (kg)
L&/ 15 380 22.6 15380 22.6
WING (12 073) (18) (12 073) (18)
Ry 8 200 23.2 8200 232
CENTER (6 437) (18.6) (6 437) (18.6)
ACT (¥) (*¥) 2900 or2 992 /5984 ** 17/34
(2320) or (2393 /4786) ** | (13.6/27.2)
Bt 23 580 45.8 26480 or 26 572 /29 564**  62.8/79.8
TOTAL (18 510) (36.6) (20 830) or (20 903 /23 296) | (50.2/63.8)

* LR HAVERE 2 FiT 3/ See notes 2 and 3 below.
# A321-200 KAL, 1 ANBEI0HR SR R RS, 2900 Ths 12 AN YLMAS R RS, 2992/5984 Tt
1 ACT high pressure system, 2900 liters on A321-200, on additional center tanks 1 /2 ACT low pressure system

2992/5984 liters on A321-200.
VEFRE/Note:
1 5 CFM KBIHLIF A321-200 ¥HL L, SIAANTA TH (MOD 38616) bR S0 1 INBRIM 25 & 350 Ft.

On series A321-200 equipped with CFM engines, introduction of standard of wingbox without dry bay
(modification 38616) will increase the fuel capacity by 350 liters.
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2 1£ A321-200 R KM L, — AN b AEACT) I SE L 25453 (R RG0)FTE Lo H S5 RG K
— Rk, RAT FE G SO E2-001(FF A CRIP9).
On the series A321-200, one Additional Center Tank (ACT) in bulk version is defined by modification 25453
(high pressure system). Its approval together with structural and system provisions is subject of Major Change
E2-001 (compliance to CRI P9).

3 1 A321-200 A5 KHLLE, — BRSNS RahfE (ACT) R 30422 (R RS0 FrE o H 5454
ARG, IR T S E2-002 (754 CRIPY).
On the series A321-200, one or two Additional Center Tanks (ACT) in bulk version are defined by modification
30422 (low pressure system). Their approval together with structural and system provisions is subject of Major
Change E2-002 (compliance to CRI P9).

For A321-27INX, A321-272NX, A321-251NX, A320-252NX and A321-253NX the following table applies:

VHAH/ 3 TANK AIRPLANE 4 TANKAIRPLANE 5 TANKAIRPLANE
TANK Usable fuel | Unusable fuel | Usable fuel |Unusable fuel |Usable fuel |Unusa
liters (kg) liters (kg) liters (kg) liters (kg) liters (kg) ble
fuel
liters
(kg)
HLFE/WING |15 380 22.6 15 380 22.6 15380 22.6
(12 073) (18) (12 073) (18) (12 073) (18)
g/ 8 200 23.2 8200 23.2 8200 23.2
CENTER (6 437) (18.6) (6 437) (18.6) (6 437) (18.6)
J& B A - - 3121 17 3121 17
1/AFTACT 1 (2450) (13.6) (2450) (13.6)
ERRE - - - - 3121 17
2/AFT ACT 2 (2450) (13.6)
HT 50 4 B - - - . - -
Fi/FWD ACT
MiT/TOTAL |23 580 45.8 26 701 62.8 29 822 79.8
(18 510) (36.6) (20960) (53.6) (23410) (63.8)
THAE/ 6 TANKAIRPLANE
TANK Usable fuel liters (kg) Unusable fuel liters (kg)
HLE/WING 15 380 22.6
(12 073) (18)
1 5t /CENTER 8 200 23.2
(6 437) (18.6)
Ja i EMAE 1/AFTACT 1 |3 121 17
(2450) (13.6)
Ja M AE 2/AFTACT 2 |3 121 17
(2450) (13.6)
HI#E 4R B AE/FWD ACT |3 121 17
(2450) (13.6)
MiT/TOTAL 32 943 96.8
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| (25860)

(77.4)

3.10. FEERH (BRIEFEFH, BARTHEIAS)

Limit speeds(Indicated Airspeed - 1AS - unless otherwise stated)

B A% F 5%/ Maximum Operating Mach (MMO): 0.82
B K A% FH 3% ¥ /Maximum Operating Speed (VMO): 350 kt
ML) £ /Maneuvering Speed VA : Z: I, EASA HILHE R AT F MR BR 1) 5275
See Limitations Section of the EASA approved
Flight Manual
¥EE /5% 3 R 251 ¥ /Extended Flaps/ Slats Speed (VFE): L~ 3&/see table below

A321-111/-112/-131/-211/-212/-213/-231/-232 & F DL 4%
For A321-111/-112/-131/-211/-212/-213/-231/-232 the following table applies:

ARl L8/
FF'J _ RAR VFE (kt)
Configuration /Slats/Flaps(9
1 18/0 230** Hh ]33t 1T /Intermediate approach
18/10 215%% | 2 /Take-off
2 22/14 205 2 K A/ Take-off and approach
215*
3 22/22 195 t K. il #Eifi/Take-off, approach,
landing
4= JU/Full 27/25 190 ¥ [ifi/Landing

* 2 JLyF#E 1/See note 1

*% 2 JLYERE 2 / See note 2

A321-271N, -272N, -251N, -252N, -253N i FH DL N £

For A321-271N, -272N, -251N, -252N, -253N, 271NX, -272NX, 25INX, 252NX, 253NX the following table

applies:
%) Z
MR . SR/MBHE VFE (ki)
/Configuration /Slats/Flaps(°)
. 18/0 238* rh ]33t 1T /Intermediate approach
18/10 225 2K /Take-off
2 22/14 215 #2 & A3k I/ Take-off and approach
o k. A /Take-off, h
3 22121 195 ﬁit_% 1EIT A1 %5 Fifi/ Take-off, approach,
landing
A JH/Full 27/34 186 #% i /Landing

*For A321-251NX,-252NX,-253NX,-27INX,-272NX models 243 kt

HLV% 4%/ Landing gear :
VLE — J& H/Extended: 280 kt/ Mach 0.67
VLO — & JF/Extension: 250 kt
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& [A]/Retraction: 220 kt
FORAPRME S CHO ) 195.5 kt (225 mph)
Tyres limit speed (ground speed)

V¥ B/ Notes:

1 I RAE A321 KAL L2234 FWC #rifE D2 1 FAC bk BAM 0510, NIA4TE 2 sP R R AEZ VFE M 205
FIHERZ 215 5 (3% 2 Mod.2464 1, 222553 F BRI ARRELIN L) -
If FWC Standard D2 and FAC Standard BAM 0510 are fitted on A321 aircraft, VFE speed in Configuration 2 is
increased from 205 kts to 215 kts (as identified by speed limitation placard installed by modification 24641).

2 EEAEE 001 5. 58 002 SAIE 011 S EHEAL RN A321-200 R4 EHL L, #4971 1) VFE M 230 iK% 235
1, ATE 14F () VFE M 215 538K 4 225 75(HH 5 0 28960 BY, 28721 22 2E FR A R I LAAR L) o
On the series A321-200, Weight Variant 001, 002 & 011, VFE speed in Configuration 1 is increased from 230 to 235
kts, and in Configuration 1+F increased from 215 to 225 kts (as identified by speed limitation placard installed by
modification 28960 or 28721).

3.11. k4THL/Flight Envelope

i N R 75 ¥ /Maximum operating altitude
39100 (SRR (Jk /775 % /pressure altitude)
39800 (FRU/Mt) (s /7y /pressure altitude) W1 T 30748 5 B 24/if modification 30748 is embodied.

Z W& FH ) EASA #EHER) KA AT T
See the appropriate EASA approved Airplane Flight Manual

3.12. &4TFR#I/Operating Limitations

Z W& FH ) EASA #EAER) KA AT T
See the appropriate EASA approved Airplane Flight Manual

14 E (2.2482 155/daN) /Powerplant (2.2482 1b/daN)

A321-111 or—212/ A321-112 or 213 / A321-131 or -232

CFMI CFMI TAE V2530-A5
CFM56-5B1 CFM56-5B2
EﬁJﬂ/Engine (**)
CFM56-5B1/2
(*%)
w N E37NE (FAA E37NE (FAA E40NE (FAA
¥4 B /Data sheets ( ) ( ) ( )
E3SNE (FAA) | E3SNE (FAA)
T T 7 1E 4 JJ/Static thrust at sea level
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K5 (G —HiE 30°C)/ 13 344 daN 13 789 daN 13 300 daN)

Take-off (5 min)* (30 000 Ibs) (31 000 Ibs) (29 900 Ibs)
(Flat rated 30°C)

R KIES(G—HUE 25°C)/ 12 940 daN 12 940 daN 11 988 daN

Maximum continuous (29 090 Ibs) (29 090 1bs) (26 950 1bs)
(Flat rated 25°C)

FLHER I T/ Approved oils See SB See SB See Doc IAE 0043Sect
CFMI CFMI 4.9
79-001-0X 79-001-0X (MIL-L 23 699)

* AR ORI TRV AT SR A S AL R, AR A B RUR B A S 5 S AR 0, A Fe vl Kk
JPIRZTAE 10 74
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de caractéristiquesmoteur”.

o T ANA P AE R BB, 2 WERE 3 A0 4

See notes 3 & 4 for engine models no longer in prod/service.

A321-211/-231

CFMI IAE
RHPL/Engine CFM56-5B3 (/P only) V2533-A5
CFM56-5B3/2P
4 . /Data sheets Eigii gii; E40NE (FAA)
PTG 1 HE /7/Static thrust at sea level
K5 NS —HiE 30°C)/ 14 234 daN 14 055 daN
Take-off (5 min)* (32 000 Ibs) (31 600 Ibs)
(Flat rated 30°C)
RIS —HE 25°C)/ 12 940 daN 11 988 daN
Maximum continuous (29 090 Ibs) (26 950 Ibs))
(Flat rated 25°C)
HLHE PRI 90/ Approved Oils SB CFMI 79-001-0X Doc IAE 0043 Sect 4.9
(MIL-L 23 699)

* ARANAE RS NI TV AT SIIA) A S LR, AR BRI R BB 5 A AU B a3, A e PR )
HEFJRA TAE 10 40%h
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance

with DGAC "Fiche de caractéristiquesmoteur”.
Other engine limitations : see the relevant Engine Type Certificate Data Sheet.

A321-271N, -272N, -271NX, -272NX

- PW1133G-JM PW1130G-JM
/Engine
RAH/Eng PW1133GA-JIM
#45 H/Data sheets ES7NE (FAA) ES7NE (FAA)
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EASA.IM.E.093 EASA.IM.E.093
K (S (G —E 30°C)/ 14728 daN 14728 daN
Take-off (5 min)* (33110 Ibs) (33110 1Ibs)
(Flat rated 30°C)
RKES(G—HUE 25°C)/ 14581 daN 14581 daN
Maximum continuous (32780 Ibs) (32780 1bs)
(Flat rated 25°C)
FLHAE )T I/ Approved Oils Service Bulletin Service Bulletin
PW1000G — 1000 — 79— | PW1000G — 1000 — 79 —
00— 0002 - 00A - 930A — | 00— 0002 - 00A - 930A —
D D

A321-251N, -252N, -253N, -251NX, -252NX, 253NX

R/ Engine LEAP-1A32 LEAP-1A33/-1A35A | LEAP-1A30
E00089EN (FAA) E00089EN (FAA) E00089EN
EASA.E.110 EASA.E.110 (FAA)
4 #./Data sheets EASA.E.11
0
K (S B (G — e 30°C)/ 14 305 daN 14 305 daN 14 305 daN
Take-off (5 min)* (321601bs) (321601bs) (321601bs)
(Flat rated 30°C)
B RIESL(G—HiE 25°C)/ 14 096 daN 14 096 daN 14 096 daN
Maximum continuous (316901bs) (316901bs) (316901bs)
(Flat rated 25°C)
HEHE I 7/ Approved Oils SB LEAP-1A S/B SB LEAP-1A S/B SB
79-0001 79-0001 LEAP-1A
S/B 79-0001

3.12.1 &HtHERIB4T/Approved Operations

iz ra Mk iZ 17 /Transport commercial operations

3.12.2 FHAhPR#I/Other limitations

SRS SE FH PR 25 D& ) EASA LR CAHL AT 0T
For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual
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3.13. B K®H 2 FH E/Maximum Certified Masses (Kg)

A321-111/A321-112

A E 000 002 003 004 005 006 007 008
VARii\IT (BAS | (MOD | (MOD | (MOD | (MOD (MOD (MOD | (MOD
10) 24178) | 24899) | 24308) | 25649) | 26600*) | 26888) | 30334)
RNIEITHEE/ -
Max. Ramp 400 83400 | 85400 | 78 400 | 83400 78 400 80400 | 89400
Weight
RN KER/ %
Max. take-off 000 83 000 | 85000 [ 78 000 | 83 000 78 000 80 000 | 89 000
weight
K i 7
Max. landing 500 74500 | 74500 [ 73 500 | 75000 74 500 73500 | 75500
weight
B KW = 6
2/ Max. zero 70500 | 70500 | 69500 | 71 000 70 500 69 500 | 71 500
fuel weight 500
R/NE R/ 47
Minimum 500 47500 | 47500 | 47500 | 47 500 47 500 47500 | 47 500
weight
A321-131
000 002 003 004 006 007 008
AF 8 /VARIANT | (BASI | (MOD (MOD (MOD (MOD (MOD (MOD
O) 24178) 24899) 24308) 26600%) 26888) 30334)
B%j(‘{%ﬁﬁii/ 83400 | 83400 85400 78 400 78 400 80 400 89 400
Max. Ramp Weight
BRANE KEE
/Max. take-off 83000 | 83000 85 000 78 000 78 000 80 000 89 000
weight
TN G
Max. landing 73500 | 74500 74 500 73 500 74 500 73 500 75 500
weight
S FNE SUSTHIER ]
Max. zero fuel 69 500 | 70500 70 500 69 500 70 500 69 500 71 500
weight
. %/J\éi/, 47500 | 47500 47 500 47 500 47 500 47 500 47 500
Minimum weight

¥ EE/Note:
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1E A321-100 £41 KHL F55 006 5 EEAELHIETH 003 S EEDE, B2 hE T4 000 5 EEZZE K 30310

AR B 25 26600 FT7E Lo

On the series A321-100, Weight Variant 006 is defined either by mod 26600, building up on Weight Variant 003, or mod

30310, building up on Weight Variant 000.

A321-211/A321-231

000 001 002 003 004 005
AR5 /VARIANT (BASIC) (MOD (MOD (MOD (MOD (MOD
28960) 28721) 31613) 31614) 31615)
RKIEATEE/
Max. Ramp 89 400 93 400 89 40 91 400 87 400 85 400
Weight
RO EE/
Max. take-off 89 000 93 000 89 000 91 000 87 000 85 000
weight
RREREE/
Max. landing 75 500 77 800 77 800 77 800 75 500 75 500
weight
EPNE SR Y]
Max. zero fuel 71 500 73 800 73 800 73 800 71 500 71 500
weight
, %d\% % 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
006 008 010 011
AF & /VARIANT (MOD (MOD (MOD (MOD
31616) 31618) 31321) 32456)
B:dw%'ﬁ%vi; Ii/[ax. Ramp 83 400 80 400 %5 400 93 900
%k@%i% Max. take-off £3 000 80 000 %5 000 93 500
weight
Bﬁﬁ%ﬁfﬁ%&;ﬁgz{a& landing 75 500 73 500 77 800 77 800
R ERRM E% Max. zero fuel 71500 69 500 73 800 73 800
weight
/N E B/ Minimum weight 47 500 47 500 47 500 47 500
A321-212/A321-213/A321-232
001 002 003 004 005
AR E/VARIANT (B/(iOS(iC) (MOD (MOD (MOD (MOD (MOD
28960) 28721) 31613) 31614) 31615)
KIFATEE/ 89 400 93 400 89 40 91 400 87 400 85 400

113/189




TS\ A IF$E %/ The Validation Data Sheet [k /Revision: 24

Max. Ramp Weight
BE%J(EKEE/ 89 000 93 000 89 000 91 000 87 000 85 000
Max. take-off weight
%kgﬁii/ 75 500 77 800 77 800 77 800 75 500 75 500
Max. landing weight
N SR
Max. zero fuel 71 500 73 800 73 800 73 800 71 500 71 500
weight
) %lj\ﬁ%{ 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
006 007 008 009 010 011
AFL6/VARIANT (MOD (MOD (MOD (MOD (MOD (MOD
31616) 31617) 31618) 31619) 31321) 32456)
B%j(‘{%ﬁgii/ 83 400 83 400 84 000 78 400 85400 93 900
Max. Ramp Weight
RN QEE/
Max. take-off 83 000 83 000 80 000 78 000 85 000 93 500
weight
SN A vl
Max. landing 75 500 73 500 73 500 73 500 77 800 77 800
weight
T INE SRR
Max. zero fuel 71 500 69 500 69 500 69 500 73 800 73 800
weight
. %/J\%%/, 47 500 47 500 47 500 47 500 47 500 47 500
Minimum weight
A321-271N, -272N, -251N, - 252N, -253N
AF4L/VARIANT 50 (MOD | 51 (MOD | 52 (MOD | 53 (MOD | 57 (MOD | 65 (MOD | 67 (MOD | 70 (MOD
161448) | 161555) | 161556) | 161557) | 158239) | 158247) | 158249) | 161735)
WKIEATHE/ 89 400 89 400 93 900 93 900 92 900 90 900 90 400 80 400
Max. Ramp Weight
O K E R/ 89 000 89 000 93 500 93 500 92 500 90 500 90 000 80 000
Max. take-off weight
N i 77300 | 79200 | 77300 | 79200 | 79200 | 79200 | 79200 | 71500
Max. landing weight
IEPNES SNV} 73300 | 75600 | 73300 | 75600 | 75600 | 75600 | 75600 | 67000
Max. zero fuel weight

Minimum Weight /) 5 5&/:
A321-271N/ - 272N 46 300
A321-251N/-252N/-253N 46 600
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A321-27INX / -272NX / -251NX / -252NX/ -253NX

AZ AL/ VARIANT 50 51% 52% 53* 56 65 70% 71%*
# H#/WEIGHT (Kg) | BASIC | (MOD | (MOD | (MOD | (MOD | (MOD | (MOD | (MOD

(MOD | 161555) | 161556) | 161557) | 158238) | 158247) | 161735) | 160287)
161448)

K AT B/ Max. 89 400 89 400 93 900 93 900 92 900 90 900 80 400 97 400
Ramp Weight

BKHE K HF/Max. 89 000 89000 | 93500 93 500 92 500 90 500 80 000 97 000
Take-off Weight

e K il 8 & /Max. 77300 | 79200 | 77300 | 79200 | 77300 | 79200 | 71500 | 77300

Landing Weight

KN EBRE E/Max. | 73 300 75 600 73 300 75 600 73 300 75 600 67 000 73 300
Zero Fuel Weight
4K/ VARIANT 72% 80*

# 8/WEIGHT (Kg) | (MOD | (MOD
160288) | 161729)
RAKIEATER/Max. | 97400 | 95400

Ramp Weight
RO KERE/Max. | 97000 | 95000
Take-off Weight
RRERERE/Max. | 79200 | 79200
Landing Weight
K E I EE/Max. | 75600 | 75600
Zero Fuel Weight

7ERE/Notes:
TR Syl v [ P A a2k % B R AR 4K [R] i A ARk — [F) B € /WV option certified concurrently with the basic WV at the
time of the model’s approval

/)N B B /Minimum Weight:
A321-27INX/-272NX 46 300 Kg
A321-251NX/-252NX/-253NX 46 600 Kg

3.14. E.\JEH/Center of gravity range

ILAHEHERT AL AT FM - / See approved Airplane Flight Manual.

3.15. FE#E/Datum
0.0 ¥z, 7 F RHWLSLHATTT 2.540 K

Station 0.0, located 2.540 meters forward of airplane nose
115/189



TS\ A IF$E %/ The Validation Data Sheet [k /Revision: 24

3.16. F¥KFh5%/Mean Aerodynamic Chord (MAC)

4.1935 K/meters

3.17. AKFJr/Levelling Means

TRHLRTAA 3 A TS s o

The A/C can be jacked on three primary jacking points.

Z W& FI ) EASA HLHE R H S AP0 0t

See the appropriate EASA approved Weight and Balance Manual

3.18. B/N KATHL4/Minimum Flight Crew

2 KI5 51/2 pilots

3.19. B RZREECAAE M i B /D B AP/ Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

NEREGW T2 EMRNFEE (MPSC). HIMNKIZEACHRY CH DA EATE X0 UL B A 2 5 E ZR I
NN EL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), the corresponding cabin
configuration (exit arrangement and modifications) and the associated minimum numbers of cabin crew members

used to demonstrate compliance with the certification requirement:

5 BRI 2 B e 1Y HAEHLL. Cabin
Passenger Seating Capacity & Cabin Configuration crew

230 (C*-C-C-C*, Mod 157272)

220 (C-C-C-0)

200 (C-C-C-C)

200 (C-I-1-C)

200 (C*-(IMI-I)*-0-C*, mod Mod 160908 )

244 (C*-(II-IT)*-C-C*, mod 160766() )

180 (C~(TII-IM)*-0-C, mod 160908? and 162227)

235 (C-(II-I)*-C-C, mod 160766 ® and 162227)

224 (C*-(0-IIT)"-C-C*OrC*~(111-0)*-C-C*, mod 160906®)
200 (C-(0-I11)*-C-C Or C-(I11-0)*-C-C, mod 160906**® and
162227)

204 (C-(0-II)*-C-COr C~(I11-0)*-C-C, mod 160906 and | 5

162227)
169 (C*-(0-I11)*-0-C*OrC*-(I11-0)*-0-C*, mod 1609073®) | 4
149 (C-(0-I11)"-0-C Or C~(I11-0)"-0-C, mod 160907>® and

EXNN BV I RV, T B S B N N R E N RN R
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162227)

1R/ Note:

1.CH2 4% IR TR O 157272 HEEMERERN 2 H 1/C* is the over-performing exit according to modification 157272

2.0 R~z 1E 34/ 0 is a plugged door

3. C*&H ESF D-09 & [ G ¢ AU 11, (II-1I0)* or IS¢ MY ESF D-13 HiiE RUdBTERE I B4 1 (A
H OB ) C* is the overperforming Type C as defined by ESF D-09 and (III-III)" or III* are the
overperforming Type III (double or single) as defined by ESF D-13

J e KR R 220

The original maximum passenger seating capacity is 220.

B 157272 (645 R B 220 HEINE 230, IXEEHCERE | ML Z AR R EL (LOPA), {HAN
Rl T DA 223580 T 220 AN s fOHEAE . S B AOAT R 7 2 S AN HE, 2 230 ANEEA

The Modification 157272 enables the maximum seating capacity to be increased from220 up to 230. This
modification defines a virtual envelope of the Layout ofPassenger Accommodations (LOPA) and does not constitute
an authorization for theinstallation of seats in excess of 220. A separate approval is needed for theinstallation of the
individual customized cabin layout and the necessary cabinadaptations up to 230 seats.

FEEA 160908 (75 i K2 FERICA 2000 IXEEHCRMAE | — MMM R EL (LOPA), EAMIEAT LA
Read 200 AN PRATAHEHE. PR ACAT R 7 E S AN, B 200 NERAL

The modification 160908 enables a maximum seating capacity of 200. This modification defines a virtual envelope of
the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of seats
up to 200. A separate approval is needed for the installation of the individual customized cabin layout and the

necessary cabin adaptations up to 200 seats.

FEEA 160766 {155 K2 FEEU 220 HENF 244, XEEHCRIE | — MEMRI M RKEL (LOPA), EA
R T DA 223580 1 220 AN fOHEAE . S B AOAT R 7 2 S AN HE, 2 244 MR

The modification 160766 enable the maximum seating capacity to be increased from 220 up to 244. This modification
defines a virtual envelope of the Layout of Passenger Accommodations (LOPA) and does not constitute an
authorization for the installation of seats in excess of 220. A separate approval is needed for the installation of the
individual customized cabin layout and the necessary cabin adaptations up to 244 seats.

T 160906 (£ 755 K2 FERICN 2240 IXEEHCRIE | — MMM R EL (LOPA), EARIEAT L%
BT 224 SR HOREAE . IR ACAT R T EE SIS HE, e 224 AN EEAL.

The modification 160906 enables a maximum seating capacity of 224. This modification defines a virtual envelope of
the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of seats
up to 224. A separate approval is needed for the installation of the individual customized cabin layout and the
necessary cabin adaptations up to 224 seats.

T 160907 (E 758 K2 HERCN 169, IXEEHCRIE | — MEMRI AR EL (LOPA), EHAREAT LA
PRI 169 NEERTHOREAE . SRR ACAT SR T 2 S AN HE, B 169 AN EEAL.

The modifications 160907 enable the maximum seating capacity of 169. This modification defines a virtual envelope
of the Layout of Passenger Accommodations (LOPA) and does not constitute an authorization for the installation of
seats in excess of 169. A separate approval is needed for the installation of the individual customized cabin layout and

the necessary cabin adaptations up to 169 seats.
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B 162227 2 AT i
The modification 162227 installs a narrow slide.

SEHitE MOD153648 “W# /A E — M — A LA RZMH WL, I UTHBEs A gEe iz A
eV, BRARSNE 5 A BE T BE RS BR B PR

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

3.20. 4TZMR/HAE/Baggage/Cargo compartment

For A321-111/-112/-131/-211/-212/-213/-231/-232/-271N/-272N/-251N/-252N/-253N

B/ BREA/
CARGO MAXIMUM LOAD
COMPARTMENT (kg)
Hij/Forward 5670
JE/Af 5670
Fé/Rear (#12%/bulk) 1497

For A321-27INX/-272NX/-251NX/-252NX/-253NX

B/ BREA/
CARGO MAXIMUM LOAD
COMPARTMENT (kg)
Hil/Forward 5670
Je/Aft 5670
JE/Rear (H/bulk) 800

XA AR, A B AR B AN ORI E ) W B R T G F4 5 : 00E080A0001/C1S) 1.10 %
T

For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00E080A0001/C1S Chapter 1.10.

3.21. HLEA# AR/ Wheels and Tyres

A321-111/-112/-131/-211/-212/-213/-231/-232, VL4538 % No. SB A320 - 32 - 1007, / See SB A320 - 32 — 1007
forA321-111/-112/-131/-211/-212/-213/-231/-232

A321-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-25 1NX/-252NX/-253NX. WKk 5518 2, No. SB A320 -
32 -1439/See SB A320 32 1439 for

A321-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-251NX/-252NX/-253NX.

4, BATMIRS$84/Operating and Service Instructions
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4.1. KWL KITFFM/Airplane Flight Manual (AFM)

EASA it A321 KL AT T
EASA Approved Airplane Flight Manual for A321.

4.2. FFEEEHUCAFAIE SRR ]

Instructions for Continued Airworthiness and Airworthiness Limitations

& Fi R #il/Airworthiness Limitations

- (A318/A319/A320/A321 B KHLEMTIERFI(ALS)) HIF 7088 1-2 A1 1-3 &4, $eft Tl % e Ar ik
A B ) 5
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
approved Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 BY K HUEATHEBRHIALS)Y 1R85 2 40, $RAE T 3& T M 845 25 SR BRI 0 H
Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the

A318/A319/A320/A321 approved Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 B RHLEATHEFRFIALS)Y [IZ 3 4338, $4E T A B e 4e B ZRIH .
Certification Maintenance Requirements are provided in the A318/A319/A320/A321 approved ALS Part 3 - CMR

(Certification Maintenance Requirements).

- (A318/A319/A320/A321 B4 K HUEMIVERRHI(ALS)) HIZE 4 73, $24k T2k RGi4EE (ASMD R,
Ageing Systems Maintenance (ASM) limitations are provided in the A318/A319/A320/A321 approved
Airworthiness Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 B RHUEMTIEREI(ALS)) (W58 5 03, 4L T BRMIE Atk R .
Fuel Airworthiness Limitations are provided in the A318/A319/A320/A321 approvedFuel Airworthiness
Limitations document (ALS Part 5).

- R X TRH BB/ A321-211/-212/-213/-231/-232 AL, S MOD 154881 23 3 S4EE KN K HA 3
PERRE] (LoV) M 48,000FC/60,000FH %2 4 37,000FC/74,000FH (J 341D
Note: For A321-211, -212, -213, -231, -232 models without sharklets, the embodiment of modification 154881
leads to change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to
37,000FC/74,000FH (whichever occurs first).

HoAd B 1 /Other limitations

Z: Il EASA HLHER) AT T
See EASA approved Flight Manual.

4.3. EBEFF4F M/ Weight and Balance Manual (WBM)

22 B S/ Adrbus Compliance Document 00ES0A0001/C1S
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5. YEBE/Notes

1. %FF A321-111 F1 A321-112, FEE 25199 J& KHLEA TIB K2 30T T 4% (K B Al b f
For models A321-111 and A321-112, modification 25199 is the minimum standard to be qualified for Cat IIIB

precision approach.
X A321-131, B 25200 52 WHLEAT TIB K3 3T B A% (K i AR bn i -
For models A321-131, modification 25200 is the minimum standard to be qualified for Cat IIIB precision approach.

A321-211/-212/-213/-231/-232 E. %% 1B #5353 % 4% o
A321-271N/-272N/-251N/-252N/-253N "KHLN 2235 161765 [t E L, UASCFFE B K % ittt .

A321-211/-212/-213/-231/-232 are qualified for Cat IIIB precision approach.
For A321-271N/-272N/-251N/-252N/-253N/25 INX/-252NX/-253NX/-271NX/-272NXmodification 161765 shall be

installed to enable for Cat IIIB precision approach.

2.2 5 TR/E 3 SRRSOy AL,

For
A321-111/-112/-131/-211/-212/-213/-231/-232/-271N/-272N/-251N/-252N/-253N/-27INX/-272NX/-251NX/-252

NX/-253NX DOOR 2 and/or DOOR 3 may be derated to Type IIL

3.A321-111. A321-112. A321-131. A321-211. A321-212, A321-213. A321-231. A321-232 KT CCAR-26 !

RS A[2012]30 53 (CAO No 2012-30) FIFF& 1 C A .
For A321-111, A321-112, A321-131, A321-211, A321-212, A321-213, A321-231, and A321-232, compliance

findings have been addressed for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.
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BAXS BUE (BH: A319 RF))
SECTION 4 DATA (Models: A319 SERIES)

1. 7= &5 F0 ke H #3/Model and Approval Date

%] MODEL |HHiEH#H APPLICATION DATE fit#E H el
Approval Date category
A319-111 19924£06 H 17 H June 17 1992 1996404 H 10 H April 10 1996 iz 422 #%/Transport
Category Aircraft
A319-112 1992406 H01 HJune 01 1992 1996404 H 10 H April 10 1996 iz ¥ = #%/Transport
Category Aircraft
A319-115 19984F09 H 14 H September 14 1998 [19994F07 H30 HJuly 30 1999 [z ¥ A = #3/Transport
Category Aircraft
A319-131 19924£06 4 17 H June 17 1992 19964E12H 18 HDecember 18 [z 25 /i 2 #%/Transport
1996 Category Aircraft
A319-132 19924£06 17 H June 17 1992 19964E12H 18 HDecember 18 [z #2524 #%/Transport
1996 Category Aircraft
A319-133 19984F09 H 14 H September 14 1998 [19994F07 H30 HJuly 30 1999 [z ¥ Al = #%/Transport
Category Aircraft
A319-151N 20134F12H 18 HDecember 18 2013 20184F12H 14 HDecember 14 ¥ % #%/Transport
2018 Category Aircraft
A319-153N 20184F12 04 H December 04 2018 20194205 520 HMay 20 2019 [iZ#iJ5fji =% #5/Transport
Category Aircraft
A319-171N 2014411 H30HNovember 30 2014 2019411 H 29 HNovember 29 iz 425 %5 #%/Transport

2019

Category Aircraft

VERE: X 2005 5 12 A 21 HETAEFZR) A319 B KAL, v E RATRMA RS S FUE (DGAC-F TC 180) {/51%

FA

Note: For A319 produced before the 21st of December 2005, DGAC-F TC 180 remains a valid reference.

FERE: XEF 2007 4F 12 H 04 HETA= 90 0 R E ) A319-111/-112/-115/-131/ -132/-133 B4 6L, A E AT
MR HIZLSAATIE (VTC 085A) 3 {RFFE %K
Note: For A319-111/-112/-115/-131/-132/-133 produced and exported before the 04 of December 2007, CAAC-VTC

085A remains a valid reference.

P2 21.101 251077 fb 2% B2 K BE 24/Significant Product Level Changes i.a.w. 21.A.101:

7= fh % B K 5 2 /Significant
Product Level Changes

& F $%/Applicability

HLAE H 3
Approval Date

MOD 160500 issue 4

A319-111/-112/-115 (AELFE Cl/excluding CJ)

2013 4F 5 H 28 H/May 28, 2013

MOD 160500 issue 5

A319-112 (CJ), A319-115 (CJ),
A319-131 (PAX), A319-132 (PAX and CJ),
A319-133 (PAX and CJ)

2013 4£ 9 H 6 H/September 6,
2013

MOD 157777 issue 1

A319-111/-112/-115/-131/-132/-133

2015 4£ 3 H 13 H/March 13,
2015

MOD 160080 issue 2

A319-111/-112/-115/-131/-132/-133 (ALFEA 5

2015 4 12 A 17 H/December
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Hl/including CJ) 17,2015

MOD 161004 issue 1 A319-151N 2018 4 12 H 14 H/ December
14,2018

MOD 165511 issue 1 A319-153N 2019 4 5 H 20 H/ May 20,
2019

MOD 161001 issue A319-171N 2019 4 11 A 29 H/ November
292019

ACJ319neo Issue 1* A319-153N 2019 4 7 H 9 H/ July 92019

CXAFE 9T 44/

Commercial designation only)

2. I\T] & B ERLANAE R2 438/ Certification Basis and Production Basis

CAACIPN AT € FL Al HEAS AT A 58 A AN C A ACHYT B I AR 5 At 4 R
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.
2.1 EASA®H EER/EASA Certification Basis

2.1.1. B EHERRKZ% H#/Reference Date for determining the applicable requirements

AIRBUS INDUSTRIE A# 1 1992 5 6 H 17 HLAME BA(AVEA-410.0122/92)%f A319 KAHLHIE T &A% # & .
AIRBUS INDUSTRIE has applied for A319 certification on June 17, 1992 by letter AI/EA 410.0122/92.

2.1.2. BAIREN X RS S HAEEEE B.% 5 /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

J5i2:[E TCDS DGAC no. 180 # EASA TCDS A.064 &4t
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BAIREN 4R F e &/ Initial Airworthiness Authorty Certification Basis

N Frid/See below

2.1.4. EASAERE SR/EASA Airworthiness Requirements

A TANE A319 B EA% HE AL . FERE— D) A319 BB SRS BT E RS, BRI 0 E R E
FERiHEIE .
Hereafter are listed the certification bases for the different A319 models. The amendments made to a particular

basis at the occasion of further A319 model certification are identified per model.

JAA [ E SRR EE 1996 4F 3 J 21 HAJ CRIG4001 Issue 4 H1:
The applicable Joint Certification Basis defined in CRI G4001 Issue 4 dated 21/03/96 is:
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2.1.4.1 BRINBLEA s 24490 JAR2S #8258 11 IXAETT FR/JAR 25 Change 11

- BB 73 # %4 except Subpart BB,

- BT B AR ) ELR B Shexcept all National Variants,

- BT ATAER R WALHDE R (BRE I S S HE R MR RIH, B T N& JAR2S #HI ST R 25 13 1K
EAT I Ee & LURS B TT 90/1 5% 91/1 1B 1EA:
except, due to the application of the procedure for establishing the Joint Type Certification Basis for derivative large
aeroplanes, the following JAR 25 paragraphs which are upgraded at Change 13 and eventually amended by Orange
Paper 90/1 or Orange Paper 91/1:

25X 20 25.253

25.107(d) 25.365 amended by OP 91/1
25.121 25.807(c) amended by OP 90/1
25.125 25.812(e)

25.143(%) 25.857(d)(6)

25.207

- TR FERF S NPA 25-C205 3, BRETHEZEEE 13 BT I LIRS E 0T 91/1 B IR TR 5655
except, due to the Elect to Comply with NPA 25-C205, the following JAR 25 paragraphs which are upgraded at
Change 13 and amended by Orange Paper 91/1:

25.305 25.349 (b)
25.321 25.351
25.331 25.365 (€)
25.333 25.371
25.335 (d) 25.373
25.341 25.391
25.343 (b) (1) (ii) 25.427
25.345 (a) and (c) 25.571 (b) (2)

- BITFEBERFA SC-F11 Ml SC-S79 L&, MHFR Tk % ak:
except, due to the Elect to Comply with SC-F11 and SC-S79, the following deleted paragraphs:

25x131 25x135
25x132 25x1588
25x133

- TR JAR2S #SK TR ES 13 BT I SC-F11 fl SC-S79 1B IE:
the following JAR 25 paragraphs upgraded at Change 13 and amended by SC-F11 and SC-S79:

25.101 25.115
25.105 25.735
25.109 25x1591
25.113

- GRTE A319 RHL B SEHETE I 153945, TiRskaidE B IERF AT R CS25 28 11 B 1E 5 /KT
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if modification 153945 is embodied on A319 aircraft, the following paragraph is upgraded at CS25 amendment 11
due to an Elect-to-Comply:

25.813(c)(2)(ii)

2.1.4.2 BREAZE B AWO HIZE 1 B AR RAE WEEIE DL 9 H Sh A& Bl AS 4T 25K
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.43 ETOPS:

TR KHLIEREIZ AT, SRR EHEAEE AMC 20-6 (ZHIRAG{E AMJ 120-42/IL 20 1)LLK A319
ETOPS CRI ":

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6 (as
initiall published in AMJ 120-42/IL 20) and A319 ETOPS CRI:

CRIG4006 ETOPS
CRIG4007  ETOPS - — KA TAFEKfii% /One engine inoperative cruise speed.

2.144 XFTHAARG, 2% B W RE 106 SIEIERKF 5L EIBIRT T M E 25.772(a)F(c) LA K 25.795, &
W CRIE12 M s bR 24k BE) 25 B ]
For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.5 XT MOD 160500°% & /N3 F1 MOD 160080*%& &/ 56, i#id CRIA-0001-001 4211 & & Ffif.
Certification basis revised for MOD 160500 “Sharklet” and MOD 160080 “Sharklet retrofit” by CRI A-0001-001.

CS 25 Amdt 8 for

§25.23 § 25.481(a)(c) amended by SC A-2 for
§25.481(a)

§25.25 § 25.483
§25.117 § 25.485
§25.147 § 25.489

§ 25.161 § 25.491

§ 25.177 amended by SC-F16 § 25.571(a)(b)(e)
§ 25.235 § 25.581

§ 25.251 § 25.601
§25.301 § 25.603
§25.302 § 25.605
§25.303 § 25.607

§ 25.305(a)(b)(c)(e)(f) § 25.609

§ 25.307(a)(d) § 25.613

§ 25.321(a)(b)(c)(d) § 25.619

§ 25.331(a)(b)(c) § 25.623

§ 25.333(a)(b) § 25.625

§ 25.335(a)(c)(d)(e)(f) amended by SC A5003 § 25.629
for (b) and SC A-2 for (e)
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§25.337 §

§ 25.341(a)(b)

§ 25.343(a)(b)

§ 25.345(a)(b)(c)(d)
§ 25.349(a)(b) amended by SC A-2.2.2 for
25.349(a)

§ 25.351

§ 25.365(a)(b)(d)

§ 25.367

§25.371

§25.373

§ 25.391

§ 25.393(b)
§25.427

§ 25.445

§ 25.457

§25.459

§ 25.471(a)(b)
§25.473

§ 25.479(a)(c)(d) amended by SC A-2 for §
25.479(a)

CS 25 Amdt 2 for
§25.253

JAR 25 Chg 15 for
§ 25.1517

JAR 25 Chg 14 for

§ 25.21 amended by A318 SC F5001 (for b)

§ 25.101 amended by SC F11/S79

§ 25.103 replaced by A318 SC F5001

§ 25.105 amended by SC F11/S79

§ 25.107 amended by A318 SC-F5001

§ 25.109 amended by SC F11/S79

§ 25.111

§ 25.113 + OP96/1 amended by SC F11/S79

§ 25.115 amended by SC F11/S79

§ 25.119 + OP96/1 amended by A318 SC
F5001 (for b)

§ 25.121 + OP96/1, amended by A318 SC
F5001 (for ¢ & d)

§25.123

§ 25.125 + OP96/1, amended by A318 SC
F5001

§ 25.143 + OP96/1, amended by SC F3, F7 &

25.631

§ 25.651

§ 25.683

§ 25.899

§ 25.903(d)(1)
interpretative material)
§ 25.1385

§ 25.1387

§ 25.1389

§ 25.1391

§ 25.1393

§ 25.1395

§ 25.1397

§ 25.1401

§ 25.1505

§ 25.1511

§ 25.1515

§ 25.1527

§ 25.1587

§ 25.1591

(see CRI E-39 for

§ 25.149 + OP96/1

§ 25.171 replaced by SC-F5004

§ 25.173 replaced by SC-F5004

§ 25.175 replaced by SC-F5004

§ 25.181

§ 25.201 + OP96/1, replaced by SC-F5001
§ 25.203 + OP96/1, replaced by SC-F5001
§ 25.207 amended by SC-F5001

§ 25.231

§ 25.233

§ 25.237

§ 25X261
§ 25.1533

§ 25.1581
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F8
§ 25.145 + OP96/1 § 25.1585(a)

JAR 25 Chg 11 for

§25.671

§25.672

§25.1001

§25.1301

§ 25.1309

§ 25.1419 amended by AMC-F14

fERE 144 £} Interpretative Material:
CRIE-39 KWL+ JE % 2 2/ Uncontained Engine Rotor Failure

TR JEORIE T8 — RO RV EAT R R 2K

Note: The original Interpretative material applicable to each model remains effective.

AEEZ IR & JT7E / Acceptable Means of Compliance:
AMC F-14 Z50K5F T 11 €47 /Flight in icing condition.

VERE/Note:
HH MOD 160500 F1 MOD 160080 I, AMC F-14 [F)3& FH T M A321/A319/A318 3R /EF A320.
AMC F-14 applicability extended from A321/A319/A318 to A320 with MOD 160500 and MOD 160080.

2.1.4.6 %7 MOD 157777 “Max Pax” J#id CRI A-0001-006 #&1] & 5& F:fifi. o
Certification basis revised for MOD 157777 “Max Pax” by CRI A-0001-006.

LAR 23 id CRIA-0001-006 21T 47 & B /N 3K A319-100 ) 8 E 2EAi:
The certification basis is that of the A319-100 amended by the following:

CS 25 Amdt 15 for §25.23 §25.479(a)(c)(d)
§25.305(a)(b) §25.481(a)(c)
§25.321 §25.489
§25.331(a)(b)(c)(1) §25.801(d)
§25.341(a) §25. 803(c)
§25.351 §25. 807(g) amended by CRI E-4001 and
demonstrated through ESF CRI D-03
§25.473 §25.1529
ETOPS

AMC 20-6 Rev 1 5 850K NI AT R BT 8.b.(11), #E | &g/ NEL 1Rk

AMC 20-6 Rev 1 paragraphs related to operation in icing conditions 8.b.(11) for ice shapes on the Sharklet device.
AMC 20-6 Rev 1 H15 AFM #h 78 A 114 B B #H G I BE & 8.£.(1) (iii), #E T ETOPS

AMC 20-6 Rev 1 paragraphs related to performance data in the AFM supplement for ETOPS 8.£.(1) (iii).

Bf T ASZEZI [ X 5, ETOPS Z3R I, AMJ 120-42
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AMI 120-42 for ETOPS for non-affected areas.

1EF:/Note:
X R T 146 ETOPS Bl (1) 8 a2 2l (2 WL A320 CRI G1006) .
This corresponds to the certification basis used for the initial ETOPS demonstration (refer to A320 CRI G1006).

2.1.4.7 5t F%%% Halon B FRFK K% (CRID-GEN-AIRBUS-01) M85, 255 I & RN 2
2 JREE 17 SBIERKTH CS25.851(a),(c) -

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).

2.1.4.8 XTI RL(CRI E-3 DRI FTA B, 3% 5 IR S WA 2242 R 36 0 52 IE 5K CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)

2.1.4.9 A319-151N, -153N, -171N {5 5E £:fili/Certification basis for A319-151N, -153N, -17IN

A319-151N, -153N, -17IN [ & 5l CRIA-0001-002 51T . 525400 [X 35k A1 E R 2 W, CRI,

The certification basis for the A319-151N, -153N, -171N is revised by CRI A-0001-002. For the definition of the
affected areas and requirements please refer to the CRI.

CS 25 Amdt 15 for
§25.23 (a) (b) §25.951 (a) (b) amended by SC E-37
(Water/Ice in Fuel System), for pylon

area only.

§25.25 (a) (b) §25.951(c) amended by SC E-37
(Water/Ice in Fuel System), for pylon
area only.

§25.27 §25.952 (a) (b) (for pylon area)

§25.101 §25.954

§25.109 §25.955 (a)

§25.113 §25.961 (a) (b)

§25.115 §25.963 (a)

§25.117 §25.969

§25.143(k) §25.971 (a) (b) (¢)

§25.145 (a) §25.981 for pylon area only

§25.147 §25.993 (a) (b) (¢) (d) (e) for Engines
and Pylon area only.

§25.149 §25.994 for fuel system component in
the pylon and powerplant system area

§25.161 §25.995 for engine and pylon areas only

§25.171 replaced by SAneo SC B-04 §25.997 (a) (b) (c) (d)

(Static  Directional,  Lateral  and

Longitudinal Stability and Low Energy

awareness)

§25.173 replaced by SAneo SC B-04 §25.999 (a) (b)
(Static  Directional,  Lateral  and

Longitudinal Stability and Low Energy
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awareness)

§25.175 replaced by SAneo SC B-04
(Static ~ Directional,  Lateral  and
Longitudinal Stability and Low Energy
awareness)

§25.177 with subparagraphs (b) and (c)
replaced by SAneo SC B-04 (Static
Directional, Lateral and Longitudinal
Stability and Low Energy awareness)
§25.181

§25.201 replaced by SAneo SC B-01
(Stalling and scheduled operating
speeds)

§25.203 replaced by SAneo SC B-01
(Stalling and scheduled operating
speeds),

§25.231

§25.233

§25.235

§25.251

§25.301 (a) (b) (c)

§25.302 (for new or modified parts)
§25.303 (for new or modified parts)
§25.305 (a) (b) (c) (e) (f) (for new or
modified parts)

§25.307 (a) (d) (for new or modified
parts)

§25.321 (a) (b) (c) (d)

§25.331 (a) (b) (c)

§25.333 (a) (b)

§25.335 (a) (b) (c¢) (d) (e) (H with
sub-paragraph (b) replaced by Legacy
SC B-14 (Design Dive Speed Vd) and
sub-paragraph (e¢) amended by Legacy
SC A-2 (Stalling speeds for structural
design)

§25.337 (a) (b) (¢) (d)

§25.341(a)(b)(c)

§25.343 (a) (b) (for new or modified
parts)

§25.345 (a) (b) () (d)

§25.349 §25.349(a) amended by SC
A-2.2.2.2 (b)

§25.351

§25.361 (a) (b)

§25.362 (a) (b) (for new or modified

§25.1001

§25.1011 (a) (b)

§25.1013 (a) (b) (¢) (d) (e) (D)
§25.1015 (a) (b)

§25.1017 (a) (b)

§25.1019 (a)

§25.1021 (a) (b)

§25.1023 (a) (b)

§25.1025 (a) ()

§25.1041
§25.1043(a)(b)(c)
§25.1045 (a) (b) ()
§25.1091 (a) (b) (c) (d) (e)

§25.1093 (b)

§25.1103 (b) (c) (d)
§25.1121 (a) (b) (c) (d) (D) (g)
§25.1123 (a) (b) (c)
§25.1141 (a) (b) (c) (d) (e) ()

§25.1143 (a) (b) () (d) (e)
§25.1145 (a) (b) (c)
§25.1155 (a) (b) () (d) (e)

§25.1163 (a) (b) (c)
§25.1165 (a) (b) (¢) (e) (f) (h)

§25.1167 (a) (b) (c)
§25.1181 (a) (b)
§25.1182 (a) (b)
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parts)

§25.363 (a) (b)

§25.365 (a) (b) (c) (d) (e)(1) (for new or
modified parts)

§25.367 (a) (b)

§25.371

§25.373 (a) (b)

§25.391 (a) (b) (¢) (d) (e)

§25.427 (a) (b) (c) (d)

§25.1197(a)(b)

§25.445 (a) (b)

§25.457

§25.459

§25.471 (a) (b)

§25.473 (a) (b) (¢) (d) (e)

§25.479 (a) (c¢) (d) amended by Legacy
SC A-2 for § 25.479(a)

§25.481 (a) (c) amended by Legacy SC
A-2 for § 25.481(a)

§25.483 (a) (b)

§25.485 (a) (b)

§25.489
§25.491

§25.493 (b) (c) (d) ()
§25.495
§25.499 (a) (b) (c) (d) (e)

§25.503 (a) (b)

§25.507 (a) (b) (c)

§25.1183 (a) (b) (c)
§25.1185 (a) (b) (c)

§25.1187 (a) (b) (c) (d) (e)

§25.1189 (a) (b) (d) (e) ()

§25.1191 (a) (b)

§25.1193 (@) (b) (c) (d) (e)1)?2)
amended by SAneo SC E-45 (Engine
Cowl Retention)

§25.1193(e)(3) amended by SAneo SC
E-45 (Engine Cowl Retention)

§25.1195 (a) (b) (¢)

§25.1199 (a) (b) (c) (d) (e)

§25.1201 (a) (b)

§25.1203 (a) (b) (c) (d) (e) (D ()
§25.1207 (a) (b) (c) (d)

§25.1305(a)(c)(d)

§25.1309 (for new designed systems)
amended by:

Legacy CRI SE2001 (SC S-76 — Effects
of external radiations upon aircraft
systems),

Legacy CRI SE14 (SC S-76-1 -
Protection from the effects of HIRF)
§25.1316 (a) (b) (¢)

§25.1337 (a) (c) (d)

§25.1353 (a) (b) (for engine and pylon
areas)

§25.1355 (¢)

§25.1357 (a) (for newly designed
systems)

§25.1401 (b)

§25.1403

§25.1419 (a) (b) (¢) (d) (e) () (g) (h) for
engine air intake protection

§25.1431 amended by

Legacy CRI SE2001(SC S76 - Effects of
external radiations upon aircraft systems)
Legacy CRI SEI4 (SC S76-1 -
Protection from the effect of HIRF)

For newly designed equipment only
§25.1438 (for  newly  designed
equipment)
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§25.509

§25.511

§25.519 (a) (b) (c)

§25.571 (a) (b) (¢) (d) (e) (for new or

modified parts)

§25.581 amended by Legacy CRI
SE2004 (SC S75 — Lightning protection
indirect effects) for pylon and nacelle

areas
§25.601 (for new or modified parts)

§25.603 (a) (b) (c) (for new or modified

parts)

§25.605 (a) (b) (for new or modified

parts)

§25.607 (a) (b) (for new or modified

parts)

§25.609 (a) (b) (for new or modified

parts)
§25.611 (a)

§25.613 (a) (b) (c) (d) (e) (f) (for new or

modified parts)

§25.619 (a) (b) (c) (for new or modified

parts)

§25.623 (a) (b) (for new or modified

parts)

§25.625 (a) (b) (¢) (d) (for new or

modified parts)

§25.629 (a) (b) () (d) ()
§25.631 (for new or modified parts)

§25.651 (for new or modified parts)

§25.671 (a) (b) (c) (d) amended by
legacy CRI F7 (SC F9 - Dual Control

System)
§25.731 (a) (b) (c)
§25.733 (b) (¢) (d)

§25.777(1) Sub-paragraph (b) amended
by SAneo CRI B-03 (Motion and Effect

of Cockpit Control)
§25.779

§25.831 (a) (e)
§25.841 (a)

§25.1459 (a) (b) (c) (d) amended by
Legacy CRI S72 (HC-S72 - Flight
recorders)

§25.1461 (a) (b) (c) (d) For newly
designed equipment

§25.1501(a) (b)

§25.1503

§25.1507

§25.1511
§25.1513

§25.1515

§25.1517

§25.1519

§25.1521 (a) (c) (d)
§25.1525

§25.1527

§25.1531

§25.1533

§25.1535 (a) (b) (¢)

§25.1549 (a) (b) (c¢) (d) amended by
SAneo ESF E-51 (Oil temperature
indication)

§25.1551

§25.1553

§25.1557 (b)
§25.1581

§25.1583 (a) (b) (¢) (d) (e) () (h) (D) (k)

§25.1585
§25.1587
§25.1591
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§25.851(b)(c)
§25.855(c)

§25.863 (a) (b) () (d)

§25.865

§25.867 (a) (b)

§25.869 (a) (b) (c)

§25.899 amended by Legacy CRI
SE2004 (SC S75 — Lightning protection
indirect effects), for Pylon and Nacelle
areas only

§25.901 (a) (b) (c) amended by

SAneo SC E-45
Retention),

§25.903 (a) (b) (c) (d) (e)

§25.904

§25.933 (a)

§25.934 amended by SAneo ESF E-43
(Thrust Reverser Testing).

§25.939 (a) (c)

(Engine  Cowl

§25.943

CS 25 Amdt 13 for
§25.963(e) (1)

§25.963(e) (2) (applicable only for A319-151N)

CS25 Amdt 8 for
§25.683 (b)

CS 25 Amdt 2 for:

§25.21 with sub-paragraph (b) added by
SAneo SC B-01 (Stalling and Scheduled
Operating Speeds)

§25.103 replaced by SAneo SC B-01
(Stalling and Scheduled Operating
Speeds)

§25.105

§25.1593

§25.1701 (a) (b) (c¢) for engines and
pylon areas

§25.1703 (a) (b) (d) (e) for engines and
pylon areas

§25.1705 (a) (b) for engines and pylon
areas

§25.1707 (a) (b) (c) (d) (e) (D) (2) (h) (1)
(4) (k) () for engines and pylon areas
§25.1709 (a) (b) for engines and pylon
areas

§25.1711 (a) (b) (c) (d) (e) for engines
and pylon areas

§25.1713 (a) (b) (c¢) for engines and
pylon areas

§25.1715 (a) (b) for engines and pylon
areas

§25.1717 for engines and pylon areas
§25.1719 for engines and pylon areas
§25.1723 for engines and pylon areas
§25.1725 (a) (b) for engines and pylon
areas

§25.1727 for engines and pylon areas
§25.1731 (a) (b)

§25.123

§25.125

§25.143
Sub-Paragraphs (j), (k), (I) added by
SAneo SC B-03 (Motion and Effect of
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Cockpit control), Sub-paragraph (h)
added by SAneo SC B-07 (Flight
envelope protection), Sub paragraph (i)
added by SAneo SC B-08 (Normal Load
factor limiting System).

§25.107 §25.207 replaced by SAneo SC B-01
(Stalling and scheduled operating

speeds).
§25.111 §25.237
§25.119 §25.253
§25.121 §25.1419

CS25 Amdt 1:
§25.981 (a) (3) amended by generic SC E-48 — Fuel Tank Safety for all areas except engine and pylon areas

JAR 25 Chg 14 for:
§25.145 (b) (c)
§25.365 (e)(2), (e)(3)
§25.1423 (a) (b) (¢) (d) (e) () (2)
§25.1583 (j)

JAR 25 Chg 13 for
§25.365 (f) (2)
§25.735 (a) (f) (g) (h) amended by
Legacy CRI F4012 (SC F-11 — Accelerate-stop distances and related performances, worn brakes)
Legacy CRI SE3003 (SC S-79 - Brake requirements, qualification and testing — A321)
§25.853(a) (1)

JAR 25 Chg 12 for

§25.853(c)
JAR 25 Chg 11 for

§25.561 (a) (b) (c) §25.1309 amended by Generic CRI
D-0332-001 (Towbarless Towing) For
systems adaptations.

§25.563 §25X1315

§25.672 (a) (b) (c) §25.994 for all areas except engine and
pylon areas

§25.677 (b) §25.1301

§25.703 (a) (b) (c) §25.1321 (d)

§25.721 (a) (b) (c) §25.1322 (a) (b) (c¢) (d) amended by
generic CRI D-0332-001 (Towbarless
Towing)

§25.729 (b) (c) (d) (e) () §25.1323 (a) (b) (¢)

§25.735 (b) (¢) §25.1325 (b) (d) (e)

§25.771 (e) §25.1329 (f) amended by:

Legacy CRI S30 (Automatic
Flight/Flight Management Functions),
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§25.1337 (b)
§25.783 (a) (b) () () (D) (8)

§25.791

§25.801
§25.807 (a) (b) (c) (d)
§25.809 () (b) (¢) (d) (e) ()

§25.843 (a)

§25.853 (a)

§25X899 amended by Legacy CRI
SE2004 (SC S75 — Lightning protection
indirect effects)

§25.959

§25.963 (d) (e)

§25.967 (d)

§25.975 (a)

§25.981 for all paragraph except (a) (3)
in all areas except engine and pylon
areas

§25.1351 (a) (b) (d) where (d) is
replaced by Legacy SC-S52 (Operation
without normal Electrical power)
§25.1353 (a) (b) (for all areas except
pylon and engine)

§25.1359

§25.1363 (a) (b)

§25.1419 (a) (b) (c) (d) amended by
AMC F-14 for all ATA300 areas except
Engine Air intake protection and Wing
ice shapes

§25.1431 (for system adaptations)
§25.1435 (a) (b) (c) (d)

§25.1457 (a) (b) (¢) (d) () (D) (2)

§25.1529 amended by SC H-01
§25A901 (c)

§25A939 (a)

§25A1521

§25A1527

2.1.4.10 XFF ACJ319neo 1&1T 1) 5 & Ffitl/Certification basis revised for ACJ319neo.
B A AR FH A319-153N X 87 (1) g it b DA R AT T ks
The certification basis is that of the A319-153N amended by the following:

CS25 Amdt 16 for the following chapters
§25.23

§25.25

§25.27

§25.29

§25.101(c)(d)(e)(H)(h)
§25.109(a)(b)

§25.113(a)(b)

§25.115(a)(b)

§25.117

§25.147(c)(d)

§25.175 replaced by SC B-04
§25.201 replaced by SC B-01
§25.203 replaced by SC B-01
§25.235

§25.301(a)(b)(c)

§25.302

§25.303

§25.957
§25.959

§25.963(2)(b)(c)()(INA(DB)H)()(D2)(H)

§25.965(a)(b)(c)(d)
§25.967(a)(b)(e)
§25.969
§25.971(a)(b)(c)
§25.975(a)
§25.977(a)(c)(d)
§25.979(b)(c)(d)(e)
§25.981(a)(d)
§25.993(a)(b)(c)(d)(e)(D)
§25.994
§25.995(b)
§25.999(a)(b)
§25.1001(a)(b)

§25.1141(a)(b)(c)(d)(D)
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§25.305(a)(b)(c)(e)(f)
§25.307(a)
§25.321(a)(b)(c)(d)
§25.331(a)(b)(c)
§25.333(a)(b)

§25.335(a)(b)(c)(d)(e)(f), (b) amended by SC B14 and (e)

amended by SC A2
§25.337(a)(b)(c)
§25.341(a)(b)(c)
§25.343(a)(b)(1)(2)(3)
§25.351(a)(b)(c)(d)
§25.361(a)
§25.362(a)(b)
§25.363(a)(b)
§25.365(a)(b)(d)(e)(H)
§25.367(a)(b)

§25.371

§25.373(a)(b)
§25.391(a)(b)(d)(e)
§25.427(a)(b)(d)
§25.445(a)

§25.457

§25.459

§25.471(a)(b)
§25.473(a)(b)(c)(d)(e)
§25.479(a)(c)(d) amended by SC A2
§25.481(a)(c), (a) amended by SC A2
§25.483(a)(b)
§25.485(a)(b)

§25.489

§25.491
§25.493(b)(c)(d)(e)
§25.495
§25.499(a)(b)(c)(d)(e)
§25.503(a)(b)
§25.507(a)(b)
§25.509(a)(c)(d)
§25.511(a)(b)(c)(d)(e)(f)
§25.519(a)(b)(c)
§25.561(a)(b)(c)(d)
§25.571(a)(b)(c)(e)
§25.581(a)(b)(c)
§25.611

§25.619

§25.625

§25.629(a)(b)(c)(d)(e)

§25.1189(h)
§25.1301(a)(b)
§25.1302(a)(b)(c)
§25.1305(a)(2)
§25.1309(a)(b)(c)(d)
§25.1310

§25.1315
§25.1316(a)(b)(c)
§25.1337(b)
§25.1353(a)(b)
§25.1381(a)(2)(ii)(b)
§25.1431(a)(c)(d)
§25.1511

§25.1517

§25.1519

§25.1527

§25.1533
§25.1535(a) and AMC 20-6 rev 2
§25.1543(b)
§25.1553
§25.1555(a)(c)
§25.1581
§25.1583(c)(f)(h)

§25.1585(a)(b)(c)(e)(f)
§25.1587

§25.1591
§25.1703(a)(1)(2)(3)(4)(b)(d)
§25.1705(a)(b)(4)(9)(16)
§25.1707(a)(b)
§25.1709(a)(b)
§25.1711(a)(b)(c)(e)(1)
§25.1713

§25.1715(a)(b)

§25.1719

§25.1721(b)

§25.1723

§25.1725(b)
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§25.631

§25.721(b)

§25.723(b)

§25.733(b)(c)

§25.777(a)

§25.843(a)

§25.851(b)(2)
§25.855(a)(c)(e)(H(g)()(1)(2)(3)
§25.857

§25.858

§25.863(a)(b)(c)(d)

§25.869

§25.899(a)(b)

§25.901(c)

§25.903(c)(d)(1)

§25.943

§25.951(c)

§25.952(a)

§25.954(a)(b)(c)

CS 25 Amdt 11 for the following chapters

§25.101(c)(d)(e)(H)(g)(h) §25.671(c)
§25.109(a)(b) §25.855(c)(e)(1)
§25.113(a)(b) §25.901(b)(c)
§25.115(a)(b) §25.1001(a)(b)
§25.117 §25.1301(a)(1)(2)(3)
§25.143(i) introduced by SC B-08 §25.1309(a)(b)
§25.251 §25.1519
§25.305(a)(b) §25.1533(a)
§25.307(a) §25.1527
§25.335(b) §25.1581(a)(b)
§25.365(e) §25.1587(b)
§25.561(b)(3) §25.1591(b)
§25.601

CS 25 Amdt 2 for the following chapters

§25.21(a)(c)(d) §25.121(a)(b)(c)
§25.103 replaced by SC B-01 §25.123

§25.105(a) §25.125(a)(b)
§25.107(a)(b)(c)(d)(e)(H)(g) §25.143(a)(b)(3)(2)
§25.111(a)(b)(c)(d) §25.253(a)

§25.119 §25.1419(b)

JAR 25 Change 13 for the following chapters

§25.365(e)(2)(3)(H)(2)

JAR Change 11 for the following chapters

§25.571(a)(3)(c) §25.1309(a)(b)(c)(d)(g)
§25.672 §25.1351(a)
§25.689(f) §25.1353(b)
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§25.775(a)(b)(c)(d) §25.1529 amended by SC H-01
§25.1103(d) §25.1541
§25.1301(a)(b)(c)(d) §25.1557(a)

2.1.4.11 XT 2234 16013925 BARM B R R, 23 % B Il L WM 2 24 26 20 S B IESK
] CS25.791,

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs
and placards” is installed.

2.1.4.12 ST RTA B AR B R L BRI 2 % 4RI CS-ACNS Subpart B Section 2 %i(#f 4 il %5 F1 Subpart
D X 25 5 o 2z B ROR AL E 1A 1 SES 53 125K & AE(EU) No 1207/2011 3£F 2014 £ 9 A 26 H H(EU) No
1028/2014 fE1T . (i£%%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.4.13 X T 2220 167577 Yeik S A m, 25 % B I 2 BRI A 2 4R 2R 22 S8 1 S0/K T 25.0795(a)(1)(2)
F1 25.0795(c)(3)(ii)

For all models Airbus Elect To Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(c)(3)(i1)) when modification
167557 is installed.

2.1.4.14 T 2% MOD 166219 ELT-DT &R WHL: CS-ACNS %5 3 hit, E 70845 3 4%
For A/C configuration with ELT-DT equipment MOD 166219: CS-ACNS is at Issue 3 Subpart E Section 3.

2.1.5. & %A /Special Conditions

2.1.5.1 Nk A320 KM E A, SIS AP &% A319 B KALAREE -

The following A320 Special conditions, Experience Related Conditions and Harmonization Conditions which are kept
for the A319:

$e7n: AE A320 HRA G R o 2 SR 2 VS A, il - =R & HI kAT
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special

conditions were developed:

o ISR A 5 9 A0 R Ry () ELEBR 5 28 R IR A A B BT R

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

GIGAA ISR T A320 IR A B s R, 48 NPA B2/, 78 RRINEBC A i 2s 2 Bl A AR il DA R =
1029
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when evolution
of JAR was in progress under the NPA procedure.

PSR XET A320 BRE G B E SR R B, DS OR T E SN R SR T T B3 R BB AR . 1 P AR AN
5 FAA/JAA PR AL 15 ARV
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common understanding
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with respect to National variant. This should not be confused with the FAA/JAA harmonised regulations.

(DGAC-F)SC-G17  izA7HXf K47 /Operational proving flights
(CAA-UK)SC-G17 &% H i 1217 K 4T/Operational flight before certification

SC-F3 2 T A ) - 2 B AR SR A 2R 1) B AN

Cockpit Control - motion and effect of cockpit control
SC-F4 0 ) B % 52 PE/Static Longitudinal Stability
SC-F6 TR 17 i A2 5 ME/Static Directional and Lateral Stability
SC-F7 KATELZE LR /Flight Envelope Protection
SC-F8 1EH #a7 KF-BR il /Normal Load Factor Limiting
SC-F9 XEEEY\ R 4 /Dual Control System
SC-A.2.2.2. W HLENZE K /Design manoeuvre requirement
SC-A.2.2.3. BETHF 35 & /Design dive speed
HC-A4.5. M ZEIR 51 2% 4 /Braked roll conditions
HC-A.4.6. T 21| 2% B /Speed control device
SC-S11 PR fill #2873 FNHIE Limit pilot forces and torques
HC-S23 7% F Hi~F-1X/Standby gyroscopic horizon
HC-S24 VMO/MMO #H% (% E)/VMO/MMO Warning (setting)
EC-S30 H 2l 4T & 4t/Autoflight system
SC-S33 H 21 /1 & 4t/ Autothrust system
SC-S52 JCIE & IR IIZ1T/Operation without normal electrical power
EC-S54 2% % L4 %% B /Circuit protective devices
HC-S72 “KATIC K #%/Flight recorder
SC-S74 JE1E % £ 45/Abnormal attitudes
SC-S75 N ELBE 4 ([A]4E308) /Lightning protection indirect effects
SC-S76 MR RS X AL AR G

Effect of external radiations up on aircraft systems
SC-877 55 5 58 %M /Integrity of control signal

2.1.5.2 5T A319 HILT % Al 4 A
The following Special Conditions developped for the A319:

SC-A2 LRI REE L (I CRIA4002)
"Stalling Speeds for Structural Design " (see CRI A4002)
SC-F1 SRR 58 A B (L CRIF4001) (I CRIF4001)
"Stalling and Scheduled Operating Speeds " (see CRI F4001)
SC-FI11 s b pr B A e RE, BEHRA %4 (L CRIF4012)
"Accelerate-Stop distances and related performances, worn brakes (see CRI
F4012)
SC-S79  MAZLK, ALK (JL CRI SE4003)
"Brakes requirements, qualification and testing " (see CRI SE4003)

2.1.5.3 Xf7T A319, Airbus Industrie 2 FEFEAF G A321 LHIKMMT
For A 319, Airbus Industrie has elected to comply with the following A 321 Special Conditions:

SC-Al R MR FAZ HAER (L CRIA 4001)
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SC-P1
SC-El

2.1.5.4 XFAEAMT 1998 45 7 F 10 HENEEHIHIE Ry sl WLRGMRBRRIZRAM), L &M IM-ST76

CHIERER S LR G

For any new application (new or modified aeroplane system and associated components) after July 10, 1998,
SC/IM-S76 (Effect of external radiations upon aircraft systems) are superseded by SC/IM-S76-1 (CRI SE14).

2.1.5.5 A319 WV002 LK 1998 4F 8 A 10 H ARt — DAL &4 8 e, WhiA L H &M HC-A4.5 (R ZE

"Interaction of Systems and Structure" (see CRI A 4001)
SRR THEH] (L CRIP 4001) /"FADEC" (see CRI P 4001)
Bl K ARHE (I CRIE 4005) /"Resistance to Fire Terminology" (see CRI E 4005)

o) w44 SC/IM-S76-1 (CRISE14) HUfX.

B BEBLE NS 2B 5 14 A ELT JAR 25.943(d) B 1% (CRIAT).

For A319 weight variant 002 and for any further variant certification after Aug. 10, 1998, the HC-A.4.5 (Braked roll

conditions) is superseded by JAR 25.493(d) at Change 14 (CRI A7).

2.1.5.6 %FF A319-115 Fi1 A319-133 I KHL, Fid JAR2S5 #&Ek ML HE&EC LIRS T 91/1 AR EE 14 &

iT

For A319-115 and -133 models, the following JAR 25 paragraphs and Special Conditions are upgraded at Change 14
and Orange Paper 96/1:

25.119(a)

25.121(d)/SC-F1 Appendix 3.

25.145(b)(c)

25.149(f)(g)(h)(i) and associated ACJ.

HA 54$5“Go-around Z2¢” (CRIFS8) ] NPA 25B-261 H [ 4 3k R vl RERZIL O], BINGEH T4 3 254
1% o

This is introduced as Special Condition applicable to the "Third Rating", with a wording as close as possible to those

paragraphs of the NPA 25B-261 involving the Go-around rating (CRI F8).

2.1.5.7 FEIEE R S aaEd i, g 7 N RE ARt

The following special conditions have been developed post Type Certification:

SC H-01

SC E-34

SC E-13

SC D-0306

SC P-27

KHLRGEIG SR ALE AT H - EWIS ) ICA (H 2010 4F 5 H g4
RO

Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS (applicable from May 2010)

HITHF A 1) HIC 75 51

HIC Compliance to Front Row Seating

AL A I 2R (R

Installation of inflatable restraints (optional)

JER AR VB IO 25 9k FE 2R (2010 4F 6 4RO
Heat release and smoke density requirements to seat material
(applicable from June 2010)

AR R S

Flammability Reduction System

AL, W 2012 4F 1 1 HJEE R RATHINTAS a1 h i A
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WAHEA P2 bz et FE T IR IR R S8 (MOD 38062). A
MOD 38062 Ji, 1%ZHRGLLIRSF 2T PRES, IF HAXRER
i MMEL S (26 R AE AN BE TARIRES FURE . WIRAE A318,
A319. A320 B A321 KL L2237 MOD 38062 Cithi#fi ik &
SU(FTIS)), W KM &2 25-102 BIER/K 1 25.981(a)FI(b)IH)
FR B, 25-125 1B IEZKF (¥ 25 #HE s M FIN. LK 26-3 1B1E
IR 26.33 5%

If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with
a fuel tank Flammability Reduction System (modification 38062).
This system shall remain installed and operative and can only be
dispatched inoperative in accordance with the provisions of the
MMEL revision associated with modification 38062. If
modification 38062 (Fuel Tank Inerting System (FTIS)) is
embodied on A318, A319, A320, or A321 airplanes, the airplane is
compliant with paragraph FR Section 25981(a) & (b) at
amendment 25-102, Part 25 appendix M & N at amendment 25-125,
and Section 26.33 at amendment 26-3.

SC-E10 m AT (HA 14,100 3270 ()L CRIEL0)
High altitude airport operations (up to 14,100 ft) (see CRI E10).

SC F-0311-001 AR FEIC R AT IC R A
Flight Recorders including Data Link Recording

SC D-0322-001 % J5 30 BE R 1 %2 2% /Installation of suite type seating

SC D-0332-001 T 325 /Towbarless Towing

SC E-21 W) UTAS K458 /New UTAS Pitot Probes

SC D-15 ®AT R HIAL U H TaxiBot #:/E/Pilot Control Mode TaxiBot
Operations

SC F-119 KL RGN 2 1) AR B

Security protection of Aircraft systems and networks

SC F-GEN-01 Al 78 o 204 B 1) 22 3 /Installation of non-rechargeable lithium
batteries

SC D-24 TEJER R TS a2 R HE (%0
Installation of Airbags in the backrest of seats (optional)

SC D-27 TR NARME RS (E3D
Installation of Three Point Restraint & Pretensioner System
(optional)

SC D-19 FESNAS R MR BUE RS0 G2
Incorporation of Inertia Locking Device in Dynamic Seats

(optional)
SC D-08 LR AOHAE A N TR e s (B3

Installation of Personal Electronic Device Charging Stowage for
Cabin Crew Use (optional)

SC D-28 LA ATR} PR Ao
Installation of oblique seats (optional)
SC F-37 TESATCOMM 4 i&EHIATN

139/189



A4S\ AT UFEYE B/ The Validation Data Sheet iR{X/Revision: 24

ATN over SATCOM
SC F-MULTI-04 A 78 LA PR 22 ke
Rechargeable Lithium Battery Installations

2.1.5.8 iif7 MOD 160500 F1 MOD 160080 [ fiii 4= #%1f1& FH 4% 1
Special Conditions for aircraft equipped with MOD 160500 and MOD 160080

SC F-16 TR 17 i A2 0 1E/Static directional and lateral stability
A318 SC F-5001 SR TR R PR A5 PR S

Stalling and scheduled operating speeds
A318 SC F-5004 O I A R ME AR g B

Static Longitudinal Stability and Low energy awareness
A318 SC A-5003 BEUH TR R

Design Dive Speed Vd

TR BT AR S T — R W 5 e & T 2R D R 2

Note: All other original Special Conditions applicable to each model remain effective.

2.1.5.9 A319-151N/-153N/-171N [#)4 FH 444
Special Conditions for A319-151N/-153N/-171N

B-01 2R AT PR R 52 PO A P T B2
Stalling and Scheduled Operating Speeds
B-03 ARG RIS S A R
Motion and effect of cockpit control
B-04 AL 0 P R 7 M R 1) i A A1 e B R

Static Directional, Lateral and Longitudinal Stability and Low

energy awareness

B-07 AT AL R
Flight Envelope Protection
B-08 1A A R 1 B R 4
Normal Load Factor limiting System
E-37 JR 2R G R R K K
Water/Ice in Fuel System
E-45 KB [ E
Engine Cowl Retention
F-13 BRI R SR R F R - A FE R
Fuel System Low Level Indication - Fuel Exhaustion
E-55% PR P 2R
Fan Blade Loss

@ FH %% CFM R ShHLIA 85
*Only applicable to CFM models

2.1.5.10 LA A BB H5E 1L A& H T A319-151N/-153N/-171N {52 50 [X 15
The following special conditions developed for previous models are also applicable to the A319-151N/-153N/-171N

affected areas:
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A222

A-3001 (SC Al)

B LA ER
Design Manoeuvre requirement
ARG 585 AR

Interaction of systems and structure

A-4002 (SC A2) ST R
Stalling Speeds for structural design
B-14 BEUH TR R
Design dive speed Vd
D-0332-001 JTekrES|
Towbarless Towing
E-48 JOR T A4 2 4
Fuel Tank Safety
F4012 (SC F11) I A I BE S AIAR G RE, BN 4
Accelerate-stop distances and relates performances, worn brakes
F7 (SC F-9) MBI R 5
Dual Control System
H-01 PRGN R A& AT H - EWIS 1] ICA
Enhanced Airworthiness Programme for Aeroplane Systems - ICA
on EWIS
P-27 AREFRIR R G (RAEA T A RGAENE R R RS
Flammability Reduction System (consisting of Cooled Serviced Air
System and Inert Gas Generation System)
S11 BR 1 R\ 1 AR
Limit Pilot forces and torques
$30 H3h AT/ AT EE IR
Automatic Flight/Flight Management Functions
S-33 BN R 5t
Autothrust system
S72 (HC-S72) KATIE R A
Flight recorders
SE14 (SC S-76-1) HIRF 520 {4

SE2004 (SC S-75)

SE4003 (SC S-79)

Protection from the effect of HIRF
PN L4 (TR 80N

Lightning protection indirect effects
FIZEZLR . TR

Brake requirements, qualification and testing

2.1.6. % /Exemptions

WA #9/No exemptions

2.1.7. J®E&/Deviations

ACNS-B-GEN-01 MER ) CPDLC 85 B AR TR DM89 MifsfE B (Gh%
Removal of DM89 MONITORING message from the required

141/189



A4S\ AT UFEYE B/ The Validation Data Sheet iR{X/Revision: 24

CPDLC downlink messages list (optional)

2.1.8. & & 4/Equivalent safety findings

2.1.8.1 FRAERIENE R AR T AR AL, LRI CRI H:

Equivalent Safety findings to the following requirements are granted, as documented in relevant CRIs:

JAR 25-783 (f) “fl’]” (U CRI SM 4004“TRZAET 1, 5 A320 F1 A321 [FIFEFER%
LB ORGUHET)
related to " Doors " (see CRI SM 4004 " Passenger doors " ; The same
Equivalent Safety finding was previously granted for A320 and A321).
JAR 25-807(c)(1)  “HRZ N = 11”(H, CRIE 4001 1995 4E 12 A ik JAA BURIEREH )
“H PR,
related to " Passengers emergency exits " (see CRI E 4001 " Exit

configuration " issued on the basis of the JAA policy dated December
1995).

JAR 25-813(c)(1)  “M A HIEIE” (L CRI E4105 A320 F#EAl(CRI E2105 55 3 i) Ak
g3 b 10 B L s IED.
related to " Emergency exit access " (see CRI E 4105 " Type III over wing
emergency exit access ", issued on the basis of A320 CRI E2105 issue 3).

JAR 25-933(a)(1)  “MHESI RS (M, CRIP4008 A320 FEAH(CRI P1002)4 A& H i)« s i H
FEE
related to " Reversing systems " (see CRI P4008 " Thrust Reverser Auto
restow ", issued on the basis of A320 CRI P1002).

JAR AWO 313 “HefHEE A B E” (0L CRI SE 4005 “Sf% T A k& ).
related to " Minimum approach break-off height " (see CRI SE 4005 "
Minimum approach break-off height ").

2.1.82 R M GGk s g e, HlE | PR SR 4
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b) e XKIEIPL SR LR4 (2, CRI E-32), MRAEA L L
A318. A319. A320 B A321 KHLSLHE T MOD 150700 A1 37270
(A CLS 1537048 I 36985, WAL 2 ML & K JF 27 i he
ZEOEKR, B 25-111 2 IES K 14 CFR Part 25.856(b) (Z
CRIE-18)
Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
only), 37048 and 36985 are embodied in production on A318, A319,
A320, or A321 airplanes, the airplane is compliant with Fuselage
Flame Penetration “Burnthrough” requirements addressed by
paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).
14CFR Part 25.856(a)  EFXT4EZ A4 R I 5 1 FHAA PR #E (CRIE18)
Improved flammability standards for insulation materials (CRI E18)
JAR 25.812(b)(1)(ii) MHUOGH IFRE (AIRERAIMAL 0 % &) (CRI E14) (A]ik
T8
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Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)

JAR 25.811(f) R AR &R % (CRIEL6)
Emergency exit marking reflectance (CRI E16)

JAR 25.812(b)()(D)(ii) X FHisHi s dy, B ObrE/E Rl OFr &R (CRI
SE-42) C(AJifteHL)
Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

JAR 25.785(c) Bl a mhO 28 e MR T 18I W] 4% (CRI D-0329-001) (i
%)
Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)

JAR 25.1443(c) BRI R (CRIF-20) (3E3)
Minimum Mass Flow of Supplemental Oxygen (CRI F-
20) (optional)

JAR 25.1441(c) WL E iR E A R T F4A &R (CRIF-21) (JE3%)

Crew Determination of Quantity of Oxygen in
Passenger Oxygen System (CRI F-21) (optional)

CS 25.795(a)(1) FE 2 BRI TR 73 DR P IR BN AR BT (G636
Application of reduced Intrusion Loads in certain areas of the flight
deck boundaries (D-31) (optional)

CS25.811(e)(4) TR 2 H bR gt G LA T Ar g (2%
Green Arrow and “Open” placard for Emergency Exit
Marking ( SE-63) (optional)

CS 25.251(b) PREN/EHR X T RKBSM R A7 G RN (G2
Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

JAR 25.1441(c) MUEN RHAERZ A TRG PHRATE L3
Crew Determination of Quantity of Oxygen in Passenger Oxygen
System (F-122) (optional)

JAR 25.1443(c) e ARMIHE/DRE LR
Minimum Mass Flow of Passenger Supplemental Oxygen (F-125)
(optional)

2.1.8.3 i MOD 160500 F1 MOD 160080 114 %% 155 25 % 4=
Equivalent Safety Findings for aircraft equipped with MOD 160500 and MOD 160080

ESF F-19 HAREEVK A T AT (§25.1419 (c))
Flight in natural icing condition (§25.1419 (¢))

TR JEORIE F T4 — R ) 55 Rk 2 A T AR PR A A R

Note: The original ESFs applicable to each model remain effective.

2.1.8.4 A7 MOD 157777 WL =5 #8 IS5 302 42
Equivalent Safety Findings for aircraft equipped with MOD 157777
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ESF D-03 A TEBE 174 H T1/Over-performing Type I exit (CS25.807(g))

2.1.8.5 £FXF A319-15IN/-153N/-17IN il T PA N 5402 4
The following Equivalent Safety Findings have been developed for the A319-151N/-153N/-171N

CS25.934, CS-E 890 E-43 SAEDN X

Thrust Reverser Testing
CS25.1549(a) E-51 T R FE TR

Oil temperature indication
CS25.1181,CS25.1182  E-52 FLAR X im AT K X

Nacelle area adjacent to fire
CS25.997(d) E-49% R EAL B

Fuel Filter Location
CS25.1181(a) E-44%% XU X IANZ KX

Fan Zone as non fire zone
3 FH 22 %% CFM R BhLI R 5
*Applicable to CFM models only
**(\ 3% F 2255 TAE RBIPLIG AL S
**Applicable to IAE models only

2.1.8.6. LA N AT 54 5E (1) ESF 1& T A319-151N, -153N, -17IN [1)52 50 [X 35
The following ESF developed for previous models are also applicable to theA319-151N, -153N, -171N affected

areas:

JAR AWO 313 SE-4005 R 22T R REE k& (MABH, £14)
A319 KA BT Sk
Revised strategy for demonstrating a safe go-around
'Minimum Approach Break-off Height (MABH)
(issued for A319)

JAR AWO 236 SE-5005 T RIE AT —1od 5 M 125 75
Cat III operations - Excess Deviation Alerts

JAR 25.1441(c) F-21 ML iR A R g nl A & (CRIF-21)
Crew Determination of Quantity of Oxygen in
Passenger Oxygen System

14CFR Part E-18 338 558 FR) B 2 B A R ) LA A

25.856(a) Improved flammability standards for thermal /

acoustic insulation materials
2.2. FEER/Environmental Requirements

b B2 ZR B4 16 / ICAO Annex 16

Vol. I Part II M 7 5K/ Noise Requirements
Vol. II Part IT PRIMHERL / Fuel Venting
Vol. II Part IIT Chapter 2 HESHFHY) / Emissions

VR H— B I4HTE TCDSN EASA.A.064 F158 X,
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Notes: Further details are defined within TCDSN EASA.A.064

2.3. FEEANZBMInE AR %4:/CAAC Additional Technical Conditions

PAUNEERIEH T A319-111, A319-112, A319-115. A319-131. A319-132. A319-133. A319-15IN. A319-153N,
A319-17IN: /The following requirements should apply to the A319-111, A319-112, A319-115, A319-131,
A319-132, A319-133 and A319-151N. A319-153N, A319-171N:

N5 CCAR-26 # (2% KHLIFRFERE NN 2 el e ) 1UER . xR K CCAR-26 HRIIAEMIZIT I
A, A TC A NHR R W0 Hod &R 7 B At

CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.

R4l CAAC UM CAO No. 2012-30, RIRUIFTE (R Tz WL AR 118 W1 ZR s En) 12K,
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes
Ignition Source Protection” shall be complied with.

B 52 A N RN [ SR R3S R (GB6537) [ FH 251t
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet Fuel”
(GB6537) must be defined.

CAAC %44 / CAAC Exemptions

E-23 3% A320 24 KHLAT CCAR-25-R4 55 25.841(a)(2)(3) i E K #4 4
Airbus A320 Family Aircraft Exemption from the Requirements of CCAR-25-R4
Paragraph 25.841(a)(2)(3)

2.4 &2 4% #8/ Production Basis:

AEPEYEAIES 5. EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. BARKFAEFNs FH R/ Technical Characteristics and Operational Limitations

3.1. #5#&it5E X/Type Design Definition

3.1.1 A#% e E R /Certificated models: A319-111
T S AHR. K HL/Definition of reference airplane by doc:
AI/EA-A 413.0700/96 (00JOOOA0011/C21)
3.1.2 A% E E R 5 /Certificated models: A319-112
T S AH R K HL/Definition of reference airplane by doc:
AI/EA-A 413.0505/96 (00JOOOA0003/C21)
3.1.3 ¥ /Reserved
3.1.4 & /Reserved
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3.1.5 A% w2 5l/Certificated models: A319-115
IR S AR KAL / Definition of reference airplane by doc:
AT/EA-A 413.1204/99 (00JO00A0115/C21)
3.1.6 &A% AL / Certificated models: A319-131
IR SO ' AR K A/L/Definition of reference airplane by doc:
AI/EA-A 413.3250/96 (00JOO0OA0131/C21)
3.1.7 &A% AL / Certificated models: A319-132
IR SO ' AR K A/L/Definition of reference airplane by doc:
AI/EA-A 413.3300/96 (00JOO0OA0132/C21)
3.1.8 &A% F AL / Certificated models: A319-133
IR SO e AR K A/L/Definition of reference airplane by doc:
AI/EA-A 413.1205/99 (00JOO0OA0133/C21)
3.1.9 A% E e / Certificated models: A319-151N
IR SO E UAH R KA L/Definition of reference airplane by doc:
00JO00AS5025/C20
3.1.10 AHgd e AL / Certificated models: A319-153N
IR S E UAH R KA L/Definition of reference airplane by doc:
00JO00AS5240/C00
3.1.11 & & e A / Certificated models: A319-171N
IR SO E UAH R KA L/Definition of reference airplane by doc:
00JO00AS5022/C20

1 B&/Notes:

45| 46 /Model conversions:

® UIRAERHCFMS6-5BS5/PRBNNLA319-11IHLR St B 2034281, MIiZHLH Ak ke 4 CFM56-5B6/P K 5]
HLA319-112H15L,
If modification 34281 is embodied on A319-111 model powered with CFM56-5B5/P engines, it is converted
into A319-112 model, powered with CFM56-5B6/P engines.

®  UWIRAEREHV2524-ASKANNLA19- 1320 R S 5 534815,  WHZA L Fe (e 4 V252TM-AS K AL
A319-1334184,
If modification 34815 is embodied on A319-132 model powered with V2524-A5 engines, it is converted into
A319-133 model, powered with V2527M-AS5 engines.

®  UIRAEARACFMS56-5B5/3 K ZHLA319-11IHL A S B 5156502, MIZAL #4246 CFM56-5B6/3 %
ZNHLA319- 112012,
If modification 156502 is embodied on A319-111 model powered with CFM56-5B5/3 engines, it is converted
into A319-112 model, powered with CFM56-5B6/3 engines.

o UIRTEREZV2522-A5 K ANNLA319-13 1LY 92t 8 50155359,  MWZAL #4024 V2524-A5 K Bl
A319-1324154,
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If modification 155359 is embodied on A319-131 model powered with V2522-AS5 engines, it is converted
into A319-132 model, powered with V2524-A5engines.

®  UIRAEAREHCFMS56-5B6/3 K ZNHLA319- 1124 S fti E 2439029, NZAL AL oAb Iy % CFM56-5B7/3 K 51
HLA319-115H1EL.
If modification 39029 is embodied on A319-112 model powered with CFM56-5B6/3 engines, it is converted
into A319-115 model, powered with CFM56-5B7/3 engines

® IR CEMS56-5B7/3 K ZNHLA319-115HLAL Sl 5 24390122, NIZAHLAL Ak 9 % CFM56-5B6/3 &
ZHHLA319-112415L
If modification 39122 is embodied on A319-115 model powered with CFM56-5B7/3 engines, it is converted
into A319-112 model, powered with CFM56-5B6/3 engines

® IR TER A CFMS6-5B7/PEl/3 K BIHIA319-11SHI AL St B 4152186, WIZALAL L ALl %
CFM56-5B5/PE/3 K siHLA319-111H18
If modification 152186 is embodied on A319-115 model powered with CFM56-5B7/P or /3 engines, it is
converted into A319-111 model, powered withCFM56-5B5/P or /3 engines

®  UIRAEAEACFMS56-5B5/38U/P R BNHLA319-11IHLAL St B 240153779, WIZHL A AL A6 9 % CFM56-5B7/3
B/PRAHLA319-115H15L
If modification 153779 is embodied on A319-111 model powered with CFM56-5B5/3 or /P engines, it is
converted into A319-115 model, powered withCFM56-5B7/3 or /P engines

® UIRAER A CFMS6-5B6/38/P R BINLA319- 11201 S B 639236, NAZHL L AL % % CFM56-5B5/3
/PR AHLA3I9-1TIHLE.
If modification 39236 is embodied on A319-112 model powered with CFM56-5B6/3 or /P engines, it is
converted into A319-111 model, powered withCFM56-5B5/3 or /P engines

3.2. #5i&/Description

G KRB, AR FOEIE RS L.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. ¥4 /Equipment

A319-111
oAtk 235 1B 51T S5 A 00J000A0012/COS F5 Tt A UG FR) F 8 b 142 4577 B o
Equipment approved for installation is listed in the Certification Standard Equipment List 00JO00A0012/COS at
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latest approved issue.

A319-112
ZoEAE L3 (M B 51T SCE5 2 00J000A0004/COS ST HHHE RR K ) B i b 1 1A 437 L o
Equipment approved for installation is listed in the Certification Standard Equipment List 00JO00A0004/COS at
latest approved issue.

A319-115
ZoAE 3 (M B T SCE5 0 00J000A0115/COS S HEHE RV 1) B 5 b 15 46 175 B v
Equipment approved for installation is listed in the Certification Standard Equipment List 00JO00A0115/COS at
latest approved issue.

A319-131
S e B M B 51T 305 00J000A0131/COS S I RR K ) B i b 1A 437 L
Equipment approved for installation is listed in the Certification Standard Equipment List 00J0O00A0131/COS at
latest approved issue.

A319-132
S B (M B T 305 00J000A0132/COS S # HHHE RR K ) B i b 1A 437 Fp e
Equipment approved for installation is listed in the Certification Standard Equipment List 00JO00A0132/COS at
latest approved issue.

A319-133
S e B (B T 305 00J000A0133/COS S # HHHE RR K 1) B i b 1A 437 Fp e
Equipment approved for installation is listed in the Certification Standard Equipment List 00J0O00A0133/COS at
latest approved issue.

B TE bR AT AN T A319-151N/-153N/-171N
Certification Standard Equipment List is not applicable to the A319-151N/-153N/-171N.

1 /Note:
RS B U E R &R, &0 (A319-100/A321-200 FMGC %Y 5 45 #E 3 & (No.
00D000A0546/C0S)) -

The type design definitions and certification standard equipment lists are complemented by doc.
00D000A0546/COS “A319-100/A321-200 FMGC Type Std Evolution”.

RV B MATE TS TR

Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :
Z MG FEF/Cabin seats  2521M1F10000 at latest approved issue plus technical note J2521RP1719259
J&f )35 /for galleys 2530M1F000900 at latest approved issue

3.4. R~F/Dimensions
A319 "KL FE R <} /Principal dimensions of A319 Aircraft

- Ml /Length: 33,84 m
- HJE/Width: 34,10 m

(I3 MOD 160500 5% 160080/if MOD 160500 or 160080 is installed) 35,80 m
- Ml#i/Height: 11,76 m
- 7KV 5€ 1 % J /Width at horizontal stabilizer: 12,45 m
- P15 H1%/Outside fuselage diameter: 3,95m
- RANHLHAE EE/Distance between engines axis: 11,51 m
- =Ejfg[A]fH/Distance between main landing gear: 7,59 m
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- i/ [H] FE/Distance between nose and main landing gear: 11,04 m

3.5. RBIHI/Engines

REAERUE B LRSI R FnR o T A AR o 8 44 IR LSBT A s L AR 1, 2 I iERE

The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A319-111
2 4 CEMI & ##l/Two CFMI

A319-112
2 4 CEMI & ##l/Two CFMI
A319-115

2 & CEMI & ##l/Two CFMI

A319-131
2 & 1AE K31Hl/Two IAE

A319-132
2 & 1IAE K31Hl/Two IAE

A319-133
2 & 1AE K3IHl/Two IAE

A319-151N
2 4 CEMI & ##l/Two CFMI

A319-153N
2 & CEMI & ##l/Two CFMI
A319-171N

2 & 1AE K3IHl/Two IAE

ACJ319 NEO
2 & CFMI A& 3#1/Two CFMI

V¥ /Note:

CFM56-5B5 (MOD24932)

CFM56-5B6 (MOD25287) or
CFM56-5B6/2 (MOD25530)

CFM56-5B7 (MOD27567)

V2522-A5 (MOD26152)

V2524-A5 (MOD26298)

V2527M-AS (MOD27568)

LEAP-1A24 (MOD 161004)

LEAP-1A26 (MOD 165511)
LEAP-1A26E1 (MOD 166794)

PW1124G-JM (MOD161001)

LEAP-1A26C]J jet engines (MOD 165333)

CFM56-5B #%1] CAAC VTC iF 145 VTCO064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

V2500 £%5)% 5Kl CAAC VTC i H4# 5 VTCO117E, Rev.l;
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The CAAC VTC No. of V2500 serial engines is VTCO117E, Rev.1;
The CAAC VTC No. of LEAP -1A engine is VTC VTCO0348E, R1.

LEAP-1A &ZhHL CAAC VTC iF %% 5 VTC0348E, R3
The CAAC VTC No. of LEAP -1A engine is VTC VTC0348E, R3.

PW1100G-JM K ZhHL CAAC VTC iE% 5 VTCO329E, R4.
The CAAC VTC No. of PW1100G-JM engine is VTC0329E, R4.

1 B&/Notes:

1 M 2008 5 3 A 31 Hil, 7ML/ 2 EAEA AW RSP ) CFM56-5B5 KL
From March 31st 2008, there is no longer any CFM56-5B5 non /P in field or in production.

2 M 2008 £ 3 A 31 Hid, a4 EAEAANEL/P 1 CEM56-5B6 KL
From March 31st 2008, there is no longer any CFM56-5B6 non /P in field or in production.

3 M 2008 £F 3 A 31 Hid, FMpfAr= EAEA AN EL/P 1 CFM56-5B6/2 K ZhHL.
From March 31st 2008, there is no longer any CFM56-5B6/2 non /P in field or in production.

4 M 2008 £ 3 A 31 Hilg, SMpfAEr L& EAEAANEL/P 1 CEM56-5B7 KL
From March 31st 2008, there is no longer any CFM56-5B7 non /P in field or in production.

5 4n2R CEM-5B A ZhHL SN E 25 25800, WSSt R SIHLIERE, 1Z KB N /P,
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The

engine denomination changes to /P.
121058 2 H 7 3& F T/The modification is currently applicable for:

A 319-111: CFM56-5B5 (SAC)%8 y CEM56-5B5/P
CFM56-5B5 (SAC) which changes to CFM56-5B5/P

A 319-112: CFM56-5B6 (SAC)Z% ;y CFM56-5B6/P
CFM56-5B6 (SAC) which changes to CFM56-5B6/P

A 319-112: CFM56-5B6/2 (DAC)Z% ly CFM56-5B6/2P
CFM56-5B6/2 (DAC) which changes to CFM56-5B6/2P
A 321-115: CFM56-5B7 (SAC)Z% ly CFM56-5B7/P
CFM56-5B7 (SAC) which changes to CFM56-5B7/P

CFMS56-5B/“J¢ PR ENHLAT 5 CFM56-5B/P R AL % .
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

6 X A319-112, CFMS56-5B6 KENHLFT5 CFM56-5B6/2 K#HHL (mod. 25532) JREE/ER— ¥HLE CEHLE
(=R O
A319-112 CFM56-5B6 engine can be intermixed with CFM56-5B6/2 engine (mod. 25532) on the same aircraft
(AFM supplement).
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7 1R CFM-5B/2 (DAC) KANHLELHEHE L 26610, JUIiZ% & ShHLAIPE RE AR S HE UK 37 ot
If modification 26610 is embodied on models with CFM-5B/2 (DAC) engines, the engine performance and
gaseous emission levels are improved.

12005 24 H R i& B T-/The modification is currently applicable for:

A 319-112: CFM56-5B6/2 (DAC)?Z g CFM56-5B6/2P (DAC 11 C).
CFMS56-5B6/2 (DAC) which changes to CFM56-5B6/2P (DAC II C).

CFM56-5B/2“7E P” (DAC) REIHLF 5 CFM56-5B/2P (DAC 11 C) KAMWLIBEELER—42 ®HL I CEHL
AT TR TED -

CFM56-5B/2 "non P" (DAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the same
aircraft (AFM supplement).

CEM56-5B/P 5T P*(SAC) K ML A 5 CFM56-5B/2P (DAC 11 C) KENNUIRIEELER —22 kWL E CRHL K
(SRRSO

CFM56-5B/P or / "non P" (SAC) engine can be intermixed with CFM56-5B/2P (DAC II C) engine on the
same aircraft (AFM supplement).

MOD 26610 5 MOD 160080 (& fi&/NRIHE) ANH% -

Modification 26610 is not compatible with modification 160080 (sharklet retrofit).

8 Wik CFM-5B KBSt B 24 25800, Wt A ZNHLIERE, 2K BIHLBEAL /P,
If modification 25800 is embodied on models with CFM-5B engines, the engine performance is improved. The
engine denomination changes to /P.

1205 2 H 7 3& F T/The modification is currently applicable for:

A 319-111: CFM56-5B5 (SAC)%8 iy CEM56-5B5/P
CFM56-5B5 (SAC) which changes to CFM56-5B5/P

A 319-112: CFM56-5B6 (SAC) %¢i CEM56-5B6/P
CFM56-5B6 (SAC) which changes to CFM56-5B6/P

A 319-112: CFM56-5B6/2 (DAC)Z% ly CFM56-5B6/2P
CFM56-5B6/2 (DAC) which changes to CFM56-5B6/2P
A 321-115: CFM56-5B7 (SAC) %>} CEM56-5B7/P
CFM56-5B7 (SAC) which changes to CFM56-5B7/P

CFMS56-5B/“T¢ PR ENHLAT 5 CFM56-5B/P K AL % .
CFM56-5B/"non-P" engine can be intermixed with CFM56-5B/P engine on the same aircraft.

9 N 37147 AT LAGI N CFM56-5Bx/3 “Tech Insertion” &K 5l H. .
Introduction of CFM56-5Bx/3“Tech Insertion” engine is done through embodiment of modification 37147.

% & A T CEM56-5Bx /P SAC K BNHL.
This modification is only applicable on CFM56-5Bx /P SAC engines.
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WRXT CFM-5B KWL 37147, W& BIHLIE S8 /3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
12005 24 H R i& B T-/The modification is currently applicable for:

A319-111: CFM56-5B5 (SAC) ¥ 24 v/which changes to CFM56-5B5/3
A319-112: CFM56-5B6 (SAC) i & y/which changes to CFM56-5B6/3
A319-115: CFM56-5B7 (SAC) ¥ 2 /which changes to CFM56-5B7/3

CLZIE B B 5 37147 X 2 i o 58 AR S S5 20 SN o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.
WK 3.2.13. 1) TR R BB URFIEBCA 22 1L

The engine characrteristics as per table 3.2.13.1a) remain unchanged.

UnEE g 38573 firik, CFMS56-5Bx/3 KANHLFLLS CFM56-5Bx/P 1%,
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

10. CFM56-5B A Z#Hl5 MOD 160080 (& fiE/NE KR A%, BrIE%dE 7 MOD 37147 8 38770.
CFMS56-5B engines are not compatible with modification 160080 (Sharklet retrofit) unless modification 37147

or modification 38770 are installed.

11. WI5AE 2% CFM LEAP-1A26 K AIHLI A319-153N %23 MOD 166794 CEIEF#), WIREHIAL 54N

LEAP-1A26E1

If modification 166794 (extended corner point) is installed on the A319-153N equipped with CFM LEAP-1A26
engines then the engine model is changed to LEAP-1A26E1.

12. WIRTEZLH CFM LEAP-1A26 KENHLI A319-153N %23 MOD 165333 (T2, WEZIHIA 52N
LEAP-1A26CJ
If modification 165333 is installed on the A319-153N equipped with CFM LEAP-1A26 engines, then the
engine model is changed to LEAP-1A26C]J

3.6. #Bhzh J13E B /Auxiliary Power Unit

APU GARRETT
GARRETT A ], A5 GTCP 36-300(A)
The GARRETT AIRESEARCH GTCP 36-300 (A) installation is defined by mod 20020
(M7 No.31-5306B/Specification 31-5306B)
HLUHERITEM: 20 GARRETT 45 GT. 7800
Approved oils: see GARRETT REPORT GT. 7800

APU Pratt & Whitney Rzeszow S.A.
Pratt & Whitney Rzeszow S.A APU []%%% i MOD 22562 or MOD 35864 & X .
The APU Pratt & Whitney Rzeszow S.A. installation is defined by MOD 22562 or MOD 35864.
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Pratt & Whitney Rzeszow S.A. APS 3200 (}i35/Specification ESR 0802, Rev. A)
HLAER I : FF & MIL-L-7808. MIL-L-23699 5% DERD 2487,
Approved oils: in conformance to MIL-L-7808, MIL-L-23699 or DERD 2487

APU Honeywell
Honeywell A & APU [1)%2%¢ FH MOD 25888 5& X .
The APU Honeywell International installation is defined by MOD 25888.
Honeywell 3 131-9[A] (¥IiE No. 4900 M1E 03 19 01).
Honeywell International 131-9[A] (Specification 4900 M1E 03 19 01).
FHLHE T AR S5V 31-12048A-3A.
Approved oils : according to Model Specification 31-12048A-3A.

3.7. WBiE3/Propellers

ANiEF/N/A

3.8. WA CBRM. M. SO0, WE) /Fluids (Fuel, Oil, Additives, Hydraulics)

YR /Fuel

ENGINES KEROSENE DESIGNATION

CFM56: Installation JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
document CFM 2026 or CFM | 4** TS-1, RT(GOST), F44, F34, AVTUR, AVTUR/FSII,

2129) AVTAG/FSII, AVCAT/FSII

IAE V2500: IAE Standard JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537), JET B**, JP
Practices and processes 4** TS-1* RT(GOST), F44, F34, AVTUR, AVTUR/FSII,
Manual TAE 0043 AVTAG/FSII, AVCAT/FSII

IAE PW1100G-JM:
(Service Bulletin PW1000G | JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),

-100-73 TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII
00-0002-00A930AD)
CFMI LEAP-1A: Service
Bulletin LEAP 1A S/B
73-0001

JET A, JET A-1, JP5, JP8, No.3 Jet Fuel (GB6537),
TS-1(GOST), RT(GOST), AVTUR, AVTUR/FSII, AVCAT/FSII

R IE T AR E) I3 E .

The above mentioned fuels are also suitable for the APU.

TEAH ISR AL YE 2 WAEH I 5

Refer to Consumable Material List (CML) for details on approved fuel specifications

PAMATE : W25 T CFM 2026 i# CFM 2129 5% IAE 0043 2{# Service Bulletin PW1000G — 1000 —
73 — 00— 0002 00A930AD

* % TAE V2500 KL, TS-1 M-S BRI A2 SRV O T 50% AR )
For IAE V2500 engines, TS-1 is cleared for transient use (less than 50% of operations)
% RALAE JET B A1 JP 4 #RH H T2 2E W5 22 19 25 48 (modification 154327)
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JET B and JP 4 fuels are not authorized for use in aircraft fitted with jet pumps (modification 154327)

/0l

X35 I BEYE/For oil specification:

K ENHL/Engine CFMS56-5B5/P IAE V2500-A1 CFMI-LEAP-1A24 PW1124G-JM

CFM56-5B6/P IAE V2527-A5 CFMI-LEAP-1A26

CFM56-5B4 IAE V2527E-A5 CFMI-LEAP-1A26E1

CFM56-5B4/2
2R )T SB CFMI 79-001-OX | See doc IAE 0043 Service Bulletin Service Bulletin
Approved Oils Sect 4.9 LEAP-1A S/B PW1000G — 1000

(MIL-L-23699) 73-0001 ~79 —00-0002 -
00A - 930A-D

AIN7/Additives:

Nt

Z: W73 K FER I H/Refer to Airbus Consumable Material List (CML).

K ENHL/Engine CFM56-5B5/P IAE V2500-A1 PW1124G-IM CFMI-LEAP-1A24
CFM56-5B6/P IAE V2527-A5 CFMI-LEAP-1A26
CFM56-5B4 IAE V2527E-A5 CFMI-LEAP-1A26E1
CFM56-5B4/2
2L 1R 8 5] Specific Operating IAE Standard Service Bulletin Service Bulletin
Approved Instructions Practices and PW1000G — 1000 | LEAP-1A S/B 73-0001
Additives Document & CFM SB | Processes Manual —79-00-0002 -
73-0182/73-0122 for 00A -930A-D

CIS fuel additives

IR thad T AR F R E

The above mentioned fuels and additives are also suitable for the APU.

% /Hydraulics

W% 3l /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. & /Fuel Quantity

#Ri B /Fuel Quantity (0.8kg/liter)

A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft (A7 A /without MOD 160001)
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3 WIAE KA 4 B3R 5 WAL 4 B3R 5 WhAE WL/
3 TANK AIRPLANE 4 or 5 TANK 4 or 5 TANK AIRPLANE
THhAE/ AIRPLANE* L
gkt | DR et | A g | AT RA
(A H A (AR H AT AR HF AP
TANK /Usable fuel | /Unusable | y;qapie ey | /Unusable | yjqape fyey | /Unusable
liters (kg) fuel liters liters (kg) fuel liters liters (kg) fuel liters
(kg) (kg) (kg)
PR/ 15 609 58.9 (47.1) 15 609 58.9 15 609 58.9
WING (12 487) (12 487) (47.1) (12 487) (47.1)
i g/ 8250 23.2 (18.6) 8250 23.2 8250 232
CENTER | (6 600) (6 600) (18.6) (6 600) (18.6)
3121/ 17/ 2 900/ 17/
o o 6242 34 5 800 34
THEE/ACT 2497/ | (13.6/272) | (2320/ (13.6/
4.994) 4 640) 27.2)
23 859 82.1 (65.7) 26 980/ 99.1/116.1 26 759/ 99.1/116.1
Mt (19 087) 30 101 (793/92.9) | 29659 | (79.3/92.9)
TOTAL (21584 / (21 407/
24 081) 23 727)
* 2 WL DL R VERE 1/see note 1 below
*k 22 DLPL R VR 2/see note 2 below
6 B 7 A KL/ 8 BR 9 A G/
A8/ 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
AR (A | ATAREA (A | TRRWMA (A | ATAREA (A
TANK /Usable fuel JT) /Unusable fuel /Usable fuel JT) /Unusable fuel
liters (kg) liters (kg) liters (kg) liters (kg)
‘f}l%é 15 609 (12 487) 58.9 (47.1) 15 609 (12 487) 58.9 (47.1)
PR/ 8 250 (6 600) 23.2 (18.6) 8 250 (6 600) 23.2 (18.6)
CENTER
‘MiUJIJEPH& 8428/10614(6743 56 /78 (44.8/62.4) 13660716781 (10 90 /107 (72 / 85.6)
JMAH/ACT / 8 492) 929 /13 426)
) =87 ul 32287/34473 (25 138.1/160.1 (110.5/ | 37519/40640 (30 | 172.1/189.1 (137.7/
TOTAL 830 /27 579) 128.1) 016 /32 513) 151.3)

* 2 WL DL R VERE 1/see note 1 below

A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft (7 5 /with MOD 37331 and MOD 160001)
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. 4 WA HL/ 4 B 5 A e
3 JHAE AL
4 or 5 TANK 4 or 5 TANK AIRPLANE
3 TANK AIRPLANE
A/ AIRPLANE* %
. ANH] R . ANET R . BT R
AT B N CINaEheSiipay N AT AR .
« T (A1 . I IDN, « AR/
TANK (A / (A / (A 1
Unusable Unusable Unusable
Usable fuel Usable fuel Usable fuel
liters (kg) fuel liters (kg) fuel liters (kg) fuel
1ters 1ters 1ters
| liters (kg) | liters (kg) &1 liters (kg)
15919 15919 58.9 15919 58.9
MR 58.9 (47.1)
WING (12 735) (12 735) 47.1) (12 735) 47.1)
rh gy 8248 8248 23.2 8248 23.2
23.2 (18.6)
CENTER (6 598) (6 598) (18.6) (6 598) (18.6)
2992 17
B e e 2992 17 /5 984 /34
HFE/ACT (2393) (13.6) (2393 (13.6
/4 786) /27.2)
27 159
99.1/116.1
J=o v 24 167 27 159 99.1 /30 151
82.1 (65.7) (79.3
TOTAL (19 334) (21 727) (79.3) (21 727 92.9)
/24 121) ’

(*) £ A319 CHLE, H33973 5 T A alr s 1 s 2 AN imAs (ACT) A& E -
On the A319 aircraft, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is
defined by modification 33973.
UM 37226 FirE X, BT RRMN %4 ACT (A1 ACT IlE).
An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by

modification 37226.
6 BR 7 JHIFE L / 8 BR 9 JHAH EHLY/
T8/ 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
RRMA (A | AAREA (A | THREA (A | ATHREA (A
TANK /Usable fuel JT) /Unusable fuel /Usable fuel JT) /Unusable fuel
liters (kg) liters (kg) liters (kg) liters (kg)
/ 15919 15919

LR 58.9 (47.1) 58.9 (47.1)

WING (12 735) (12 735)

H g/ 15919 58.9 15919 58.9
CENTER (12 735) 47.1) (12 735) (47.1)
w;;]%:‘/% 8428 /10614 56 /78 13660 /16 781 90/ 107

T (6743 / 8 492) (44.8/62.4) (10929 / 13 426) (72 /85.6)

Bt 32 595/34 781 138.1/160.1 37 827 /40 948 172.1/189.1
TOTAL | (26076/27825) (110.5/128.1) (30262 /32 759) (137.7/151.3)

* 2 JLLLU VR 1/see note 1 below

A319-111/-112/-113/-114/-115/-131/-132/-133 aircraft (A7 f /without MOD 37331 and 7 5/ with MOD
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160001
. 4 WAL 4 8L S WS EHL o+
3 A AL/
4 or 5 TANK 4 or 5 TANK AIRPLANE
3 TANK AIRPLANE
A/ AIRPLANE* %
. ANH] R , ANET R , BT R
AT B N H] R N A B N
1 | T BTN g gy | T BRI g gy | BT
TANK Unusable Unusable Unusable
Usable fuel Usable fuel Usable fuel
liters (kg) fuel liters (kg) fuel liters (kg) fuel
1ters 1ters 1ters
¥ | Jliters (kg) | liters (kg) &1 liters (kg)
HLE/ 15 569 58.9 15 569 58.9 15 569 58.9
WING (12 455) 47.1) (12 455) 47.1) (12 455) 47.1)
rh gy 8248 23.2 8248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6) (6 598) (18.6)
2992
B e e 2992 17 /5 984 17 /34
HFE/ACT (2 393) (13.6) (2393 (13.6/27.2)
/4 786)
26 809 /
J=o v 23 817 82.1 26 809 99.1 29 801 99.1/116.1
TOTAL (19 054) (65.7) (21 447) (79.3) (21 447 (79.3/92.9)
/23 841)

(*) 7£ A319 WL L, B2 33973 & T LA aioy s 1 80 2 AP RlAR(ACT) & 4& HE .
On the A319 aircraft, the certification of installing one or two Additional Center Tanks (ACT) in bulk version is

defined by modification 33973.
UNEE A 37226 FirE S, BT R A ACT (A 4 ACT IHLE)-

An alternative is the installation of one ACT only (with the provisions for only one ACT), as defined by

modification 37226.
6 BR 7 WhAH KL/ 8 BR 9 VhFE KL/
A/ 6 or 7 TANK AIRPLANE * 8 or 9 TANK AIRPLANE *
AR A (A | ATARA (& | TRBREA (A7) | ATARHA (&
TANK /Usable fuel JT) /Unusable /Usable fuel J©) /Unusable
liters (kg) fuelliters (kg) liters (kg) fuelliters (kg)

WL/ 15 569 58.9 15 569 58.9

WING (12 455) 47.1) (12 455) (47.1)

Hh gy 8 248 23.2 8248 23.2
CENTER (6 598) (18.6) (6 598) (18.6)
wﬁg/% 8428/10614 56 /78 13660/ 16 781 90/ 107

ACT (6 743 / 8 492) (44.8/62.4) (10929 / 13 426) (72 / 85.6)

B 32245 /34 431 138.1/160.1 37 477/ 40 598 172.1/189.1
TOTAL (25 796 / 27 545) (110.5/128.1) (29 982/ 32 479) (137.7/151.3)
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* 2 W DL R VERE 1/see note 1 below

A319-151N/-153N/-171N aircraft

RV WY1
A/ 3 TANK AIRPLANE
TRAMmA (A | ATAREA (A
)/ /
TANK Usable fuel Unusable fuel
liters (kg) liters (kg)
L&/ 15 476.7 58.9
WING (12 427.8) (47.3)
rh gy 8248.0 23.2
CENTER (6 623.1) (18.6)
B 237427 82.1
TOTAL (19 050.9) (65.9)

A319-153N 22355 2 163214 (ACJ319 NEO)

A319-153N equipped with modification 163214 (ACJ319 NEO)

3 JAE KL/ 4 AL/ 5 WAE €L/
s/ 3 TANK AIRPLANE 4 TANK AIRPLANE 5 TANK AIRPLANE
AT | ARTRR | TR | ANRTRIBRM | RTRIBRMY | AT
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
B3/ 15476.7 58.9 15476.7 58.9 15476.7 58.9
WING (12427.8) 47.3) (12427.8) 47.3) (12427.8) 47.3)
g/ 8248.0 23.2 8248.0 23.2 8248.0 23.2
CENTER (6623.1) (18.6) (6623.1) (18.6) (6623.1) (18.6)
B i et
FH/FWD
LRl 3121 17 3121 17
%6 1/AFT (2506.2) (13.6) (2506.2) (13.6)
1
B i ik 2186 22
%6 2/AFT (1755.4) 17.7)
2
B i it
4 3/AFT
3
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B i it
¥ 4/AFT
4
Mt 23724.7 82.1 26845.7 99.1 29031.7 121.1
TOTAL (19050.9) (65.9) (21557.1) (79.6) (23312.5) 97.2)
6 WA CHURMEIRF A/ | 6 A KHURMIRF B/ | 6 TR KHURIHIRAF C/
6 TANK AIRPLANE Fuel | 6 TANK AIRPLANE Fuel | 6 TANK AIRPLANE Fuel
A/ Sequence A Sequence B Sequence C
AT | ARTH | TR | ANRTRIBRM | RTRIBRMY | AR
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
L3/ 15476.7 58.9 15476.7 58.9 15476.7 58.9
WING (12427.8) 47.3) (12427.8) 47.3) (12427.8) (47.3)
oy 8248.0 23.2 8248.0 23.2 8248.0 23.2
CENTER (6623.1) (18.6) (6623.1) (18.6) (6623.1) (18.6)
B o 3121 17
F/FWD (2506.2) (13.6)
B An i s 3121 17 3121 17 3121 17
# 1/AFT (2506.2) (13.6) (2506.2) (13.6) (2506.2) (13.6)
1
LRl 2186 22 2186 22 2186 22
¥ 2/AFT (1755.4) (17.7) (1755.4) (17.7) (1755.4) (17.7)
2
B Tor ek 2186 22
F6 3/AFT (1755.4) (17.7)
3
B Tor ek 3046 12
%6 4/AFT (2445.9) (9.6)
4
Mt 31217.7 143.1 32152.7 138.1 32077.7 133.1
TOTAL (25067.8) (114.9) (25818.6) (110.9) (25758.4) (106.9)
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7 A KRR F A/ 7 WA KR IRF C/ 8 JhAE WAL KT/
7 TANK AIRPLANE Fuel | 7TANK AIRPLANE Fuel | 8 TANK AIRPLANE Fuel
WA/ Sequence A Sequence C Sequence
ATFRR | ATTHBR | eTRBRMY | ASRTRRRH | RTRRS | ASeT BRI
Usable fuel / Usable fuel / Usable fuel /
TANK liters (kg) Unusable liters (kg) Unusable liters (kg) Unusable
fuel liters fuel liters fuel liters
(kg) (kg) (kg)
BLEL/ 15476.7 58.9 15476.7 58.9 15476.7 58.9
WING (12427.8) (47.3) (12427.8) (47.3) (12427.8) (47.3)
oy 8248.0 23.2 8248.0 23.2 8248.0 23.2
CENTER (6623.1) (18.6) (6623.1) (18.6) (6623.1) (18.6)
I RT: 3121 17 3121 17 3121 17
FH/FWD (2506.2) (13.6) (2506.2) (13.6) (2506.2) (13.6)
BRI i 3121 17 3121 17 3121 17
% 1AFT (2506.2) (13.6) (2506.2) (13.6) (2506.2) (13.6)
1
BRI i 2186 22 2186 22 2186 22
%6 2/AFT (1755.4) (17.7) (1755.4) (17.7) (1755.4) (17.7)
2
BRI i 2186 22 2186 22
%6 3/AFT (1755.4) (17.7) (1755.4) (17.7)
3
B = 3046 12 3046 12
i 4/AFT (2445.9) 9.6) (2445.9) 9.6)
4
it 34338.7 160.1 35198.7 150.1 35198.7 172.1
TOTAL (27574) (128.6) (28264.6) (120.5) (28264.6) (138.2)
B /Notes:

1 7£ A319 A55HLE, Bk 28238 5 X 1 AU Uk 23k 6 AN Jeli A ACT) S % i g, 5 HA
KN GERIFN Z2 48 B e IR AR 2 J1-CIT (754 CRIPY).
On A319 for Corporate Jet use, the certification of installing up to six Additional Center Tanks (ACT) in bulk
version is defined by modification 28238. The approval together with structural and system provisions is subject
of Major Change J1-CJT (compliance to CRI P9).

IR B EUE L A319 A5
A319 for Corporate Jet use are defined through the following set of modifications:

Modification 28238:  Zik 6 /NN A YLy A 1 22 3
Installation of up to 6 ACTs.
Modification 28162:  E.F| 41000 3 R KATRLLRIP 78
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Extension of the flight envelope up to 41000ft.
Modification 28342:  E.LRTEY 7
Extension of the forward C.G.

2 33973 58 T LA a5 A 1 E 2 A I S AR (ACT) 5 4% o 2, 5 o SR R S5 # A1 R G RO HLE
L HE AR MK B J-33973 (754 CRIP9).
The certification of installing one or two Additional Center Tanks (ACT) in bulk version is defined by
modification 33973. The approval together with structural and system provisions is subject of Major Change
J-33973 (compliance to CRI P9).

3A319-153NME A S (RikAFA ACI319 NEO) il ik T8 e X
A319-153N for Corporate Jet use (commercially identified as ACJ319 NEO) are defined through the following set
of modifications:
WITH I 163214: 7£ A319NEO ACJT 3% 5 AN i #/modification 163214: Install up to 5 ACTs on
A319NEO ACJ
Wit H i 163216: ¥ KAT L ZE 41000 J& N /modification 163216: Extend flight envelope up to 41000 ft
BETFEE I 162337 7 Hu i A1 K A7 5 E 0 R fill /modification 162337: Extend ground and flight forward CG
limitations
BT P 23398 7EFT & AR T 12238 B HIAL /452, modification 23398: Install stairs at fwd pax door.
BETF R 162193 K ZACE JJ/modification 162193: Lower Cabin Altitude activation
BT 162338 & %E ACJ319 NEO %11 H &£l 4k /modification 162338: Certify Envelope for design weight of
ACJ319 NEO

3.10. BEMRH (BRIEFAFYH, HRTE-IAS)

Limit speeds(Indicated Airspeed - 1AS - unless otherwise stated)

B K A# F 5%/ Maximum Operating Mach (MMO): 0.82

B K A# FH 38 % /Maximum Operating Speed (VMO): 350 kt

H18)i# & /Maneuvering Speed VA : Z: Il EASA HEH#ER AT TR PR 41 2295
See Limitations Section of the EASA approved
Flight Manual

¥ 3 /5% B R 451 5 /Extended Flaps/ Slats Speed (VFE): L 3&/see table below

s T
Configuratio VFE (kt)

o Slats/Flaps (%

1 18/0 230 v 1] 3235 /Intermediate approach
18/10 * 215 it/ Take-off
22/15 200 2 K A3k /Take-off and approach
22/20 185 2 K. @it . % Ffi/Take-off, approach,

landing
A J8U/Full 27/40 177 # it /Landing

* ORI A, 210 THERE H B [El/Auto flap retraction at 210 kt in take-off configuration

HL7% 2%/ Landing gear :
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VLE - J&H/Extended:

VLO - J&H/Extension:

& [A]/Retraction:

FNRIR WA (M)
Tyres limit speed (ground speed)

3.11. kAP EL/Flight Envelope

B K A% F 151 /Maximum operating altitude
39100 (FERUR) (7715 /pressure altitude)
41 000 (FER/f) (k77 % /pressure altitude)

39800 (FEUMt) (J£ /775 )% /pressure altitude)

41000 (SERU/M) (Hk 7y /pressure altitude)

3.12. B4TRR#I/Operating Limitations

Z WLIERI EASA HbHER) (HL AT T

280 kt/ Mach 0.67
250 kt

220 kt

195.5 kt (225 mph)

WIS 28162 5 H /if modification
28162 is embodied({X A319-112/-115/
-132/-133 only)

W ST 30748 5 5 KU/if modification
30748 is embodied.

IR 950 163216 5 52 /if modification
163216 is embodied (A319-153N
(ACJ319 NEO) only)

See the appropriate EASA approved Airplane Flight Manual

14 E (22482 5/daN) /Powerplant (2.2482 Ib/daN)

CFMI & #hH1/CFMI Engines

CFMI
KENHL/Engine CFMS56-5B5 CFMS6-5B6 CFMS56-5B7
CFM56-5B6/2
(**)
. E37NE (FAA E37NE (FAA E37NE (FAA
¥4 5. /Data sheets ( ) ( ) ( )
E38NE (FAA) E38NE (FAA) E38NE (FAA)
¥ ER IR HE J7/Static thrust at sea level
& (5 B (EE 30°C)/ 0786 daN 10 453 daN 12 010 daN
a
Take-off (5 min)* (23 500 1bs) (27 000 1b)
(22 000 1bs)
(Flat rated 30°C)
KBS (BUE 25°C)/
) ( ) ) 9 008 daN 9 008 daN 10 840 daN
Maximum continuous
(20 250 1bs) (20 250 1bs) (24 370 1b)
(Flat rated 25°C)

HLHE R HE T/ Approved Oils: SB CEMI 79-001-0X
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* A e R ATHL TRV AT WA R sh LR, AR Bk ] B R iR () R s L 5 AR UE R B, A e vkt ’ e )

WRETAE 10 705,

10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance with

DGAC "Fiche de CaractéristiquesMoteur".

CFM
CFM

>ZIHl/Engi LEAP-1A26
BB/ Engine LEAP-1A24
LEAP-1A26E1

. EO0089EN (FAA EO0089EN (FAA

B 45 B /Data sheets ( ) ( )
EASA.E.110 EASA.E.110

Y- ER 1EHE /7/Static thrust at sea level

(5 B (FE 30°C)/

. 10 680daN 12 064 daN
Take-off (5 min)*
(24 010 1bs) (27 120 Ibs)
(Flat rated 30°C)
B KIESL(BE 25°C)/
) ( ) ) 10 676daN 11 868 daN
Maximum continuous
(24 000 1bs) (26 680 Ibs)

(Flat rated 25°C)
Htt A ZHHUR S WAHR A SR S S AR IR .

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.

IAE R ZWHI/IAE Engines

R FHL/Engine V2522-A5 V2524-A5 V2527M-A5 | PWI1124G-IM
¥4 8 /Data sheets E40NE (FAA) E40NE (FAA) E40NE (FAA) ES7NE (FAA)
EASA.IM.E.093
V- TH B+ 77/Static thrust at sea level
AR (S (G —BE 30°C)/ 10 249 daN 10 889 daN 11 031 daN 10 782 daN
Take-off (5 min)*(Flat rated 30°C) (23 040 Ib) (24 480 1b) (24 800 Ib) (24 240 Ibs)
RIEBL(G—HiE 25°C)/ 8 540 daN 8 540 daN 9 893 daN 10 691 daN
Maximum continuous(Flat rated 25°C) (19 200 Ib) (19 200 Ib) (22 240 1b) (24 035 Ibs)
Service Bulletin
PW1000G —
HEHE FITE i/ Approved oils See Doc IAE 0043Sect 4.9(MIL-L 23 699) 1000
~79-00 - 0002
00A - 930A - D

* BRANE RS YR T AT SR A S AL RRE, AR i RATUR AU R R B S5- A MAIE S 2, A Fo ke
TPRETAE 10 7058

10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance

with DGAC "Fiche de CaractéristiquesMoteur".

HARZIHR S WAHR A SIS A AR IR .

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.
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12.1 Z4tHERIIZ1T/Approved Operations

1B M2 1T/ Transport commercial operations

12.2 HAhPR#1]/Other limitations

SR ) 3E FHBR 1) 2 D& I ) EASA HIEHER L AT T
For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. Bk H E FEB/Maximum Certified Masses (Kg)

A319-111/A319-112/A319-115/A319-131/A319-132/A319-133

o 000 001 002 003 004 005 006
A5 5 /VARIANT
BASIC |Mod 25328Mod 27112{Mod 26457|Mod 28053|Mod 28136/Mod 33418
RNTEATEE/
Max. Ramp 64 400 70 400 75 900 68 400 68 400 70 400 73 900
Weight
RO CE R/
Max. Take-off 64 000 70 000 75 500 68 000 68 000 70 000 73 500
Weight
KA R
Max. Landing 61 000 61 000 62 500 61 000 62 500 62 500 62 500
Weight
S INES ST R vl
Max. Zero Fuel 57 000 57 000 58 500 57 000 58 500 58 500 58 500
Weight
BRANEE
. . 35400 35400 35400 35400 35400 35400 35400
/Minimum Weight
007 008 009 010 (*) 011 012 013 (*%)
A2 H/VARIANT Mod Mod Mod Mod Mod Mod Mod
35197 36291 36292 39021 36933 36934 153453
BV AT
BORHATRES 00000 | 64400 | 66400 | 76900 | 66400 | 62400 | 75900
Max. Ramp Weight
Wﬁi%ii. 75 500 64 000 66 000 76 500 66 000 62 000 75 500
Max. Take-off Weight
Bjjqﬁ%ii. 61 000 62 500 62 500 62 500 61 000 61 000 62 500
Max. Landing Weight
=] }FE‘ “\““ E/
BRE %/EE% 57 000 58 500 58 500 58 500 57 000 57 000 52 000
Max. Zero Fuel Weight]
=] 71N E/
) EX J ii. 35400 35400 35400 35400 35400 35400 35400
Minimum Weight

*WVO010 {5 A A319 ASHUA (FE 28238, 28162 Fl1 28342).
164 /189



S ISR 5/ The Validation Data Sheet iR X /Revision: 24
WVO010 is only certified for A319 in Corporate Jet configuration (modification 28238, 28162 and 28342).
*+ WV013 [ H 2N A319-133, MSN 4042 / WV013 is only certified for A319-133, MSN 4042

TERE/Note:
1. MOD 160500 1 160080 {X£1%F WV 00 2 WV 12 #5324t 1
MOD 160500 and 160080 are approved for WV 00 to WV 12, only
2. AT A319-111/-112/-113/-114/-131/-132, WV 01 RJ7ERLSHE[R] o Bl Rl AR 8 ARt — [A) o 52
For A319-111/-112/-113/-114/-131/-132 models the WV 01 was certified concurrently with the basic WV at the
time of the model’s approval
3. X T A319-115/-133, WV 01 2 WV 05 #J 75845 b [ i [7) 3 A 25 B AR fF—[R] 8 58
For the A319-115/-133 models the WV 01 to WV 05 were certified concurrently with the basic WV at the time of

the model’s approval

A319-151N/-153N/-171N

050 051* 052%* 053* 054* 055*
AF&/VARIANT | MOD MOD MOD MOD MOD MOD
161385 | 161386 | 161387 | 161388 | 161389 | 161390
WKIEATEE/
Max. Ramp 64 400 64400 | 70400 70400 | 75900 | 75900
Weight
K CEE/
Max. Take-off | 64 000 64000 | 70000 70000 | 75500 | 75500
Weight
KR E R/
Max. Landing | 628000 | 63900 62 800 63900 | 62800 | 63900
Weight
BN E A E &/
Max. Zero Fuel | 58 800 60 300 58 800 60300 | 58800 | 60300
Weight
,%/J\E % 39600 | 39600 | 39600 39600 | 39600 | 39600
/Minimum Weight
¥ B/ Notes:

TR ) St ] AT e 4 E R A A i [ A B B AR AL — [F) B € /WY option certified concurrently with the basic WV
at the time of the model’s approval

EFSH S T MOD 163214, 163216, 162337, 23398 Fi1 162193 ) A319-153N({F 4 ACT319neo [k B B A &),
BEE T LU N & /In addition the following weight variant are also certified for the A319-153N equipped with
modification 163214, 163216, 162337, 23398 and 162193 (ACJ319neo specific weight variants)

110* 111%* 112* 113* 114* 115* 116*

AF 5 /VARIANT MOD MOD MOD MOD MOD MOD MOD
160801 160802 160803 160804 160805 160806 160807

WRKIEATEE/
Max. Ramp 77700 | 77700 | 77700 | 76900 | 76900 | 76900 | 75900
Weight
R KEE/ | 77300 77 300 77 300 76 500 76 500 76 500 75 500
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Max. Take-off
Weight
RN i

Max. Landing 63 900 62 800 63 900 63 900 62 800 63 900 63 900
Weight
NS SNV}
Max. Zero Fuel 60 300 58 800 53 800 60 300 58 800 53 800 53 800

Weight
TERE/Notes:
ACJ319neo FEATRAAHE A319-153N [FE EAE 050,051,052 and 053. /A319-153N weight variants 050, 051,
052 and 053 are exclude from ACJ319neo wight variants
*fl ACJ319neo [FIISRIGHLAEII AT IEE EAFE ., /WV option certified concurrently at the time of ACJ319neo
approval

3.14. E.JuH/Center of gravity range

ILEHEHERT AL AT F M. / See approved Airplane Flight Manual.

3.15. ##E/Datum

0.0 3547, 7 F RHWLSKAT T 2.540 2K

Station 0.0, located 2.540 meters forward of airplane nose

3.16. S Fh5%/Mean Aerodynamic Chord (MAC)

4.1935 >K/meters

3.17. KI5k Levelling Means

TRHLAT AN 3 A T R TG .

The A/C can be jacked on three primary jacking points.

2 W& HIIK) EASA ) B & AP T

See the appropriate EASA approved Weight and Balance Manual

3.18. B/NKATHLA/Minimum Flight Crew

2 {758 51/pilots

3.19. B RZ BRI L B/ EAEHLLL/Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

TR T A E NIRRT R (MPSC) MM AR CH A E T B0 DLRAR R AR A2 o E 2R 1
AN AKL
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The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thec orresponding cabin
configuration (exit arrangement and modifications) and the associated minimum numbers of cabin crew members
used to demonstrate compliance with the certification requirement:

7 A AR K BY /Passenger Seating Capacity & Cabin | & 8 Hl 41 /Cabin
Configuration crew

160 (C-1II-II1-C, Mod 32208) 4

150 (C-III-1II-C, Mod 32208 and 150365) 3

150 (C*-III-C*, Mod 157777) 3

145 (C-111-C) 3

R/ Note:
CHREFMBE N 157777 HvERE R S 1
C* is the over-performing exit according to modification 157777

JF K BE RN 145

The original maximum passenger seating capacity is 145.

SR 157777 LA HOR T FEEUN 145 3503 150, XEEHCREE T MEMKERAARNEL (LOPA), HA
K AT A2 I 220 >ty (L HE . SRR ACAT )R 5 2 3 At iE, 52 195 AL,

The Modifications 157777 enables the maximum seating capacity to beincreased from 145 up to 150. These
modifications define a virtual envelope of theLayout of Passenger Accommodations (LOPA) and do not constitute an
authorizationfor the installation of seats in excess of 145. A separate approval is needed for theinstallation of the
individual customized cabin layout and the necessary cabinadaptations up to 150 seats.

R/ Note:
FHoMEEESMO (A A LUEE B 32208 2k,

A second pair of overwing emergency exit (Type III) can be installed by embodiment ofmodification 32208.

FEMFIAT 0 () f B AL T AT L@ I e 37807 25 . X FMENL R, BORIREECH 80,
The LH & RH rear passenger doors can be de-activated by embodiment ofmodification 37807. In this case, the
maximum number of passengers is 80.

X A319-115. A319-132, A319-133 A319-15IN F1 A319-153N "KL, I &4 AT LIS BE 0 152777 257
XMEIL T, FACHI BRI RABEIRAT . B K. AT ARG AL PR 410y 0, BRAFIZE N &N R AT
HLHE AR E B AE X 251

For aircraft models A319-115, A319-132, A319-133, A319-151N and A319-153N the Type III emergency exit hatch
can be de-activated by embodiment of modification 152777. In this case, the maximum number of occupants in the
passenger cabin is limited to zero during taxi, take-off, flight and landing, unless terms and conditions to occupy
specific cabin areas have been approved by operator's competent airworthiness authority.

Kt MOD153648 “Bt /A E — Mk — AT LA ERBEAI WIS, T TP B e A e EeR AN
eV, BRARSNE 5 AR BT BE RS B B PR
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With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.

ACI319neo 1EALM T, HAEMAENTA AT BA R Z MR Y, BRAELE 53 A5 5 2 el STC
FE R LB ) .

The Cabin of ACJ319neo (as green configuration) is limited to zero occupancy and no cargo (i.e. no occupancy and no
cargo in cabin) during all phases of flight, unless a separate approved Modification or STC is embodied to remove the
limitation.

3.20. fTZME/HAR/Baggage / Cargo compartment

HM/CARGO RABH/MAXIMUM
COMPARTMENT LOAD (kg)
Hi/Forward 2268
Ja/Aft 3021
JF&/Rear (i24/bulk) 1497

XA EAMEA, o E CRE, SRS E R WE BT (UM S 00J080A0001/C1S)
1.10 5,

For the positions and the loading conditions authorized in each position (references of containers, pallets and
associated weights) see Weight and Balance Manual, ref. 00J080A0001/C1S Chapter 1.10.

3.21. HlEF#E/Wheels and Tyres

¥ A319-111/-112/-113/-114/-115/-121/-132/-122, WLARZ5E 5 No. SB A320-32-1007
See SB A320-32-1007 for A319-111/-112/-113/-114/-115/-121/-132/-122

XFF A319-151N/-153N/-171IN,  WLR %538 55 No. SB A320-32-1439

See SB A320-32-1439 for A319-151N/-153N/-171N

4. BATFIARSFE 4 /Operating and Service Instructions

4.1. KWL KITFM/Airplane Flight Manual (AFM)

EASA it A319 "KL AT T
EASA Approved Airplane Flight Manual for A319

4.2. FFBEENSCHAE i R )

Instructions for Continued Airworthiness and Airworthiness Limitations

JE T ME PR 1/ Airworthiness Limitations

- (A318/A319/A320/A321 B KHLIEMTERHI(ALS)Y HIF 203 12 F1 1-3 B, 3Rt T EH ML &5 aiE
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FLPERR A 5T H .
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the A318/A319/A320/A321
approved Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 B KHUEHIERBIALS)) HIHE 2 e, Spt T I8 A i A BRER 5 H
Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the approved

A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2).

- (A318/A319/A320/A321 B RHLEMTHEFRFIALS)Y [HIZE 3 4330, $R4E T Srfk B e 4HE BRI H .
Certification Maintenance Requirements are provided in the approved A318/A319/A320/A321 ALS Part 3 - CMR

(Certification Maintenance Requirements) .

- (A318/A319/A320/A321 BY RHLEMIVERRBIALS)) HIZE 4 733, $2ft 72k RGi4EE (ASMD R,
Ageing Systems Maintenance (ASM) limitations are provided in the approved A318/A319/A320/A321
Airworthiness Limitations Section (ALS) Part 4.

- (A318/A319/A320/A321 B KHUEHIEMRBIALS)Y 1% 5 S, @At T RAuIE AT R .
Fuel Airworthiness Limitations are provided in the approved A318/A319/A320/A321 Fuel Airworthiness
Limitations document (ALS Part 5).

1 B&/Note:

Xt e g /N A319-111/-112/-115/-131/-132/-133, 35T 04 155789 4 5 EU4EAE KN K HAT 3R
il (LoV) [7224k, LoV M 48,000FC/60,000FH %> 60,000FC/120,000FH (S:E#E)

For A319-111/-112/-115/-131/-132/-133 models without sharklets, theembodiment of modification 155789 <= leads
to change the maintenance program and its associated Limit of Validity (LoV) from 48,000FC/60,000FH to
60,000FC/120,000FH(whichever occurs first).

Ho A B 1 /Other limitations

Z: L EASA #tHER R AT T
See EASA approved Flight Manual.

4.3. BEFNFHFM/ Weight and Balance Manual (WBM)

 —d

2% & M 3 fF /Airbus  Compliance  Document  00J080A0001/C1S  for
A319-111/-112/-113/-114/-115/-131/-132/-133, 00J080A0002/C1S for A319-151N/-153N/17IN

5. YEBE/Notes

5.1. X A319-111 A1 A319-112 B451), 0526799 (ANl ACARS I FM) 83 26968 (FM ACARS) #ZHf
T1IB 5 %5 13 B 1 e (AR -
For models A319-111, A319-112, modification 26799 (FM without ACARS) or 26968 (FM ACARS) is the
minimum standard to be qualified for Cat IIIB precision approach.
XFT A319-131 A1 A319-132 8455, B 26716 (ANitif ACARS ) FM) Hi# 26717 (FM ACARS) 2 A A
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I11B #%%j

LTS ) B ARhR T -

For models A319-131 and A319-132, modification 26716 (FM without ACARS) or 26717 (FM ACARS) is the
minimum standard to be qualified for Cat IIIB precision approach.

A319-115,-131,-132, -133 FUBEAREL 12 SO B TITB R 2 0 Ve s .
A319-115,-131,-132, -133 are qualified for Cat IIIB precision approach per basic design definition.

5.2. A319-151N, -153N "KHLR %% MOD161765 [T B, LASCHE B A % ki .
For A319-151N, -153N, modification 161765 shall be installed to enable for Cat IIIB precision approach.

5.3. A319-111. A319-112. A319-115. A319-131. A319-132. A319-133 J&F CCAR-26 #AI K& [2012]30 5
% (CAO No2012-30) IFF& 1 CHIA.
For A319-111, A319-112, A319-115, A319-131, A319-132 and A319-133, compliance findings have been addressed

for the requirements of CCAR-26 and Civil Aviation Order (CAO) No 2012-30.

F5E BIE (BH: A318 RF)

SECTION5 DATA (Models: A318 SERIES)

1. =SB B AfE# H #3/Model and Approval Date

#15) MODEL |Hi#EH#I APPLICATION DATE {itHk H 3 =il
Approval Date category
A318-111 199812 H 11 H/December 11 [20034F05 523 H/May 23 2003 iz 4i i 2= #4/Transport
1998 Category Aircraft
A318-112 199812 H 11 H/December 11 [20034F05 523 H/May 23 2003 iz 425 2= #4/Transport

1998

Category Aircraft

R 0T 2005 4512 H 21 HEGAE 1 A318-111/-112 BLUEHL, £ E RAURMUR K175 5 #AE(DGAC-F TC 180)1)

REFARL

Note: For A318-111/-112 produced before December 21 2005, DGAC-F TC 180 remains a valid reference.

2. AT B B AR A P& 38/ Certification Basis and Production Basis

CAACIIN AT 5 FEAl FHEAS A a8 58 A AN C A ACHY B I AR 26 A 4 R
The CAAC validation certification basis consists of the EASA certification basisand the CAAC additional technical

conditions.

2.1. EASA®H EZER/EASA Certification Basis

2.1.1. W& HERKZ% H#ll/Reference Date for determining the applicable requirements

AIRBUS INDUSTRIE A" &F 1998 4F 12 H 11 H LM BR(AVEA- S 413.2952/1998)%} A318 KALHIE T &%

HHE o
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Airbus Industrie has applied for A318 certification on December 11, 1998 by letter AI/EA-S 413.2952/1998.

2.1.2. BAIFIEN M R ES A MAFSEE B2 5 /Initial Airworthiness Authorty Type Certificaiton Date Sheet No.

J57%:[E TCDS DGAC no. 180 #% EASA TCDS A.064 #AX;
Original French TCDS DGAC no. 180 was replaced by the EASA TCDS A.064

2.1.3. BHIRIEN )R 5 2 E A/ Initial Airworthiness Authorty Certification Basis

N Frid/See below

2.1.4. EASAENTE SR/EASA Airworthiness Requirements

NHEBIH T ANE A318 R EA% B e Bkl AERE P A318 RIS AR B E N, BT E R E
HeRt A Z I .

Hereafter are listed the certification bases for the different A320 models. The amendments made to a particular
basis at the occasion of further A320 model certification are identified per model.

fE 2003 5 5 HAUKH) CRIGS001(5F 2 W) A, 52 ST 38 A AR & st i s S il
The applicable Joint Certification Basis defined in CRI G5001 Issue 3 dated May 2003 are:

2.1.4.1 BRRPNEE A2 2651 JAR2S 3 &% 56 11 IR1Z1T/JAR 25 Change 11

- & BB 33 PR N ER 10 IRAE1T 2 4N except subpart BB which remains at Change 10,
- FTA % E AR B SR 4 h except all national variants,

JAR25X 20 % 14 Y4517 /Change 14

JAR 2521 % 14 Y4817 /Change 14

JAR25.23 14 {4817 /Change 14

JAR25.25 % 14 {4817 /Change 14

JAR 2527 % 14 Y4817 /Change 14

JAR 2529 % 14 Y4817 /Change 14

JAR 2531 % 14 Y4817 /Change 14

JAR 25.101 % 14 Y4817 /Change 14

JAR 25.103 % 14 Y4817 /Change 14

JAR 25.105 % 14 Y4817 /Change 14

JAR 25.107 % 14 Y4817 /Change 14

JAR 25.109 % 14 Y4817 /Change 14

JAR25.111 %5 14 {R1&iT/Change 14

JAR 25.113 1 OP 96/1 2IEHI%E 14 Y1Z1]/Change 14 amended by OP 96/1
JAR 25.115 % 14 X517 /Change 14

JAR25.117 % 14 &7 /Change 14

JAR 25.119 1 OP 96/1 2IEHI%E 14 Y1Z1]/Change 14 amended by OP 96/1
JAR 25.121 1 OP 96/1 1E21IEHIZE 14 ¥ 1&1]/Change 14 amended by OP 96/1
JAR 25.123 % 14 Y4817 /Change 14

JAR 25.125 1 OP 96/1 121EHIZE 14 ¥ 1&1]/Change 14 amended by OP 96/1
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JAR 25.143 1 OP 96/1 f5IEMI% 14 X f&1T/Change 14 amended by OP 96/1
JAR 25.145 1 OP 96/1 f5IEMI% 14 X f&1T/Change 14 amended by OP 96/1
JAR 25.147 % 14 {4811/ Change 14

JAR 25.149 1 OP 96/1 {£IEfI%E 14 Xf&1]T/Change 14 amended by OP 96/1
JAR 25.161 % 14 Y4817 /Change 14

JAR 25.171 % 14 Y4817 /Change 14

JAR 25.173 % 14 Y4817 /Change 14

JAR 25.175 % 14 Y4817 /Change 14

JAR 25.177 1 OP 96/1 {£IEfI%E 14 IXf&1]T/Change 14 amended by OP 96/1
JAR 25.181 % 14 Y4817 /Change 14

JAR 25.201 1 OP 96/1 f&IEfI%E 14 IXf&1T/Change 14 amended by OP 96/1
JAR 25.203 1 OP 96/1 f&IEfI%E 14 k&1 /Change 14 amended by OP 96/1
JAR 25207 % 14 Y4817 /Change 14

JAR 25231 % 14 Y4817 /Change 14

JAR 25.233 % 14 Y4517 /Change 14

JAR 25.235 % 14 Y4817 /Change 14

JAR 25.237 % 14 Y4517 /Change 14

JAR 25.251 % 14 Y4817 /Change 14

JAR 25.253 1 OP 96/1 fZ1EM{1% 14 X &1 /Change 14 amended by OP 96/1
JAR 25.255 %5 14 Y4817 /Change 14

JAR 25X261 % 14 {R1&i]/Change 14

JAR 25.305 % 15 {Xf&1]/Change 15

JAR 25.321 15 {Xf&11/Change 15

JAR 25.331 % 15 {Xf&1]/Change 15

JAR 25.333 % 15 {X1&1]/Change 15

JAR 25.335 %5 15 ¥k1&1T/Change 15

JAR 25.341 %5 15 ¥X4&1T/Change 15

JAR 25.343 %5 15 ¥k1&1T/Change 15

JAR 25.345 %5 15 ¥k1&1T/Change 15

JAR 25.349 %5 15 ¥k1&1T/Change 15

JAR 25.351 %5 15 ¥X1&1T/Change 15

JAR 25.365 %5 13 ¥\1&1T/Change 13

JAR 25.371 %5 15 ¥X4&1T/Change 15

JAR 25.373 %5 15 ¥X1&1T/Change 15

JAR 25.391 %5 15 ¥k1&1T/Change 15

JAR 25.415 %5 15 ¥X4&1T/Change 15

JAR 25.427 %5 15 ¥X151T/Change 15

JAR 25.445 %5 15 X181T/Change 15

JAR 25.473 % 15 ¥X151T/Change 15

JAR 25.479 % 15 ¥X151T/Change 15

JAR 25.481 5 15 IXf&1]/Change 15

JAR 25.483 % 15 ¥X1511/Change 15

JAR 25.485 % 15 ¥Xf511/Change 15

JAR 25.491 5 15 IX1&71]/ Change 15

JAR 25.493(d) Hi OP 96/1 #&IF (¥4 14 YXf&i]/Change 14 amended by OP 96/1
JAR 25.499 15 ¥X151T/Change 15
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JAR 25,511 % 15 {Xf&1T/Change 15

JAR 25.X519 % 13 X517 /Change 13

JAR 25.561(c) % 15 {K1&1]/Change 15

JAR 25.562 5 14 X511 /Change 14 (see CRI E5001)
JAR 25.571 % 15 ¥X1&1]/Change 15

JAR 25.801 % 14 Y4817 /Change 14

JAR 25.803 % 14 YM81T/Change 14

JAR 25.807 % 14 Y4817 /Change 14

JAR 25.809 % 14 Y4817 /Change 14

JAR 25.810 % 14 Y4817 /Change 14

JAR 25811 %5 14 X1&1T/Change 14

JAR 25.812 % 14 Y4817 /Change 14

JAR 25.813 % 14 Y1817 /Change 14

JAR 25.853 % 14 Y4817 /Change 14

JAR 25.855 % 14 Y4817 /Change 14

JAR 25.857 % 14 Y4817 /Change 14

JAR 25.858 % 14 Y4517 /Change 14

JAR 25.1501 %% 14 ¥Xf&1T/Change 14

JAR 25.1517 %5 15 Xf&iT/Change 15

JAR 25.1583 % 14 Xf&1T/Change 14

JAR 25.1587 %5 14 X517 /Change 14

JAR 25X1591 2% 14 BT (£ 11 KRBT &% 48 JAR 25X131, 25X132, 25X133, 25X135,
25X1588)/Change 14 (replacing JAR 25X131, 25X132, 25X133, 25X135, 25X1588 at Change 11)

2.1.4.2 BREAIE KB AWO HIZE 1 B h BLHRRAE WEEIE BL N (Y E Sh A& Bl AE 4T 25K .
JAR AWO Change 1 for auto-land and operations in low visibility.

2.1.43 ETOPS:

TR KL IEFRIZ AT, 38 F I BR 2 L 5 7E AMC 20-6 (21 R ATAE AMIT 120-42/1L 20) LA & A318 ETOPS
CRI H:

For the Extended Twin Engine Airplane Operations the applicable technical conditions are contained in AMC 20-6
(as initiall published in AMJ 120-42/IL 20) and A318 ETOPS CRI:

- CRIG-22 ETOPS #it#E /approval

2.1.4.4 XFTHARA, 2% HEWHLE 106 S IR L EBFMT A ME 25.772()(c)LL K& 25.795, %
W CRIE12 H§smiR22PERe i) 2 Bie ]

For all models Airbus Elect To Comply with 14 CFR Part 25.772(a) and (c) and 25.795 amendment 106 according to
CRI E12 — Reinforced Security Cockpit Door

2.1.4.5 %235 Halon B4 FRK K% (CRID-GEN-AIRBUS-01) [T, 5% I 2 BRI 2 %
ZJRE 17 SI2IESK T CS25.851(a).(c) -

For all models Airbus Elect To Comply to CS25.851(a),(c) at Amdt 17 when halon free hand-held fire extinguishers
are installed (CRI D-GEN-AIRBUS-01).
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2.1.5.

2.1.4.6 X T A R (CRI E-3D)RIBTA B3, 25 %5 H IR /2 BRI 22 2 42 R 28 0 S8 1R S8K-F 1) CS25.562.
Airbus Elect to Comply to CS25.562 at Amdt 0 when this option is selected (CRI E-31)

2.1.47 XT3 160139 e (5 BARR v R R, 2% B IEHE A R 2 e /5 20 S IERKT
f¥) CS25.791.

For all models Airbus Elect To Comply with CS25.791 at Amdt 20 when Mod 160139 “Passenger information signs
and placards” is installed.

2.1.4.8 X ATA B 25 2 E R 2 R 2 %2 42 R WIR CS-ACNS Subpart B Section 2 £i(### 4 il %5 F1 Subpart D
X 3 2 T U2 B ISOR AL H 72 9178 SES 5 i 25K 8 AE(EU) No 1207/2011 HF 2014 £ 9 A 26 HH(EU) No
1028/2014 1217, (&%)

For all models Airbus Elect To Comply with CS-ACNS Subpart B Section 2 Data Link Services, Initial issue &
Subpart D — for optional modifications installing transponders aiming at answering to SES mandate as defined in (EU)
No 1207/2011 and amended by (EU) No 1028/2014 of 26 September 2014. (Optional)

2.1.49 X T #2%e 167577 Vit Eek IR, % 5 R LM T 2R E 22 SBERKTR 22
25.0795(a)(1)(2)F11 25.0795(c)(3)(ii)-

For all models Airbus Elect To Comply with CS25 Amdt 22 25.0795(a)(1)(2) and 25.0795(c)(3)(ii)) when
modification 167557 is installed.

% F % /Special Conditions

2.1.5.1 Tk A320 B KM AT, S50 AP 25 R % A318 T R ALAR S

The following A320 Special conditions, Experience Related Conditions and Harmonization Conditions which are
kept for the A318:

PEoR: £ A320 HK A G M o g Sl E AYEIE N, Gt 1 =Rh S0 1% R
Reminder : within the scope of the establishment of the A320 Joint Certification Basis, three types of special

conditions were developed:

o ISR AT B 5 9 B ) MRy ) ELIBR 5 23 25 BIR A A A A BE Rk

Special conditions: raised to cover novel or unusual features not addressed by the JAR.

ZIRAH ISR X T A320 BRG G B E SR, 4% NPA F2/F, FERCMIE M & B R iR il sk 24
EF=¥:0) 5
Experience related conditions: raised to record an agreed text for the A320 Joint Certification Basis when

evolution of JAR was in progress under the NPA procedure.

PSR XT A320 BRGEA% SRR R, DRSS T E AN R SR T T R SE R BB AR . 12 R A
AN FAA/TAA Yh R ALE B35 S A TR
Harmonization conditions: to record, for the purpose of the A320 Joint Certification Basis, a common
understanding with respect to National variant. This should not be confused with the FAA/JAA harmonised

regulations.

—

(DGAC-F) SC-G17 IBAT X K 4T /Operational proving flights
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(CAA-UK) SC-G17

SC-F3

SC-F4
SC-F6
SC-F7
SC-F8
SC-F9
SC-A.2.2.2
SC-S11
SC-S33
SC-S52
SC-S74
SC-S75
SC-S77
HC-A4.6
HC-823
HC-S24
HC-S72
EC-Gl11
EC-S30
EC-S54

8% B B T2 17 & 4T/Operational flight before certification
2 AR ) - B S BR A 2R () s sl SR

Cockpit Control - motion and effect of cockpit control

2\ 1) Ffe g P/ Static Longitudinal Stability

T L [ A2 2 1/ Static Directional and Lateral Stability
AT L R4 /Flight Envelope Protection

1EH #far A1 BR il /Normal Load Factor Limiting
WEEEY\ 7 4t/Dual Control System

W HLENEL K /Design manoeuvre requirement

PR il 452 2\ 71 A4 Limit pilot forces and torques

H 8k /1 & i/auto-thrust system

JCIE & B2 1T /operation without normal electrical power
JEIE H %45 /abnormal attitudes

N LR (E]FERU8) /lightning protection indirect effects
{5 5 58 BV /integrity of control signal

T JE 475 il %% B /speed control device

% FH"F{X /standby gyroscopic horizon

VMO/MMO 5% (#5%E) /VMO/MMO warning (setting)
“KATiE % 23 /flight recorder

— % %€ X /general definition

H 2l ®4T & 4i/autoflight system

28 % P4 %% B /circuit protective devices

2.1.5.2 LAUF A319 L IR T A318
The following A319 Special Conditions, are kept for the A318

SC-A2
SC-F11

SC-Al
SC-P1

SC-S79

ZE R BT 2 T /stalling speeds for structural design

s s bR BRI SRR R, A 4

accelerate-stop distances and relates performances, worn brakes
R 2E M F1A2 B AE H /interaction of systems and structure
X CEMS56 (480 2L Tl

FADEC for CFM56

MZEZR, BTN

brakes requirements, qualification and testing

2.1.5.3 DL A319/A320/A321 % FI 6t T A318
The following A319/A320/A321 Special Conditions, are kept for the A318

SC-S76-1

HRERERSTN LR GERISZNE (% CRI SE 14 12250
Effect of external radiations upon aircraft systems (modified by CRI
SE14)

2.1.5.4 4 A318 il 1% F 2 A
The following Special Conditions are developed for the A318:

SC-F5001

2 AT A 4 FH 33 £ /Stalling and scheduled operation speed
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SC-F5004

SC-A5003
SC-SE5002

2.1.55 IR S &

A A A 1 A e SRR N

Static longitudinal stability and low energy awarness
BETHF 5 /Design Dive Speed

KHL AT FM —RVR [RHI/AFM — RVR limits

fEH e R, HE TR A

The following special conditions have been developed post Type Certification:

SC H-01

SC E-34

SC E-13

SC D-0306

SC P-27

SC F5011
SC E-48
SC F-0311-001

SC D-0322-001
SC D-0332-001
SC E-21
SC D-15

SC F-119

CHLR G BEALE NI H - EWIS [ ICACH 2010 4F 5 A A %0
Enhanced Airworthiness Programme for Aeroplane Systems - ICA on
EWIS (applicable from May 2010)

WA 7822 427 1) JBEfy /Seat with inflatable restraints

FALA R (B

Installation of inflatable restraints (optional)

JEAR AL R VB IO 55 i FE 2K (2010 4F 6 HEAXO

Heat release and smoke density requirements to seat material
(applicable from June 2010)

AT PR PR AR 22 St/Flammability Reduction System

ANERE R, 2012 4E 1 H 1 HE R RAT RIS s 1 op SR F 0
IR 2 L 2 2B R W] AR P R 4t (MOD 38062) - i 5 MOD
38062 J&i, % RGLLARSF LRANAT APIRAS, I HAXBERRYE MMEL
BB P S AE AN BE TAFIRES MR - WIRAE A318. A319. A320
B A321 KL L2edE T MOD 38062 (A PE T RGL(FTIS)), ¢
HLi /& 25-102 #EIEZEKF1H) 25.981(a)RI(b) FR B, 25-125 £ 1E
ST 25 RPN MORT NS BLK 26-3 2 1E 58K 117 26.33 2%
If fitted, the centre fuel tank of aircraft which have made their first
flight after 1st of January 2012 must be equipped in production with a
fuel tank Flammability Reduction System (modification 38062). This
system shall remain installed and operative and can only be dispatched
inoperative in accordance with the provisions of the MMEL revision
associated with modification 38062. If modification 38062 (Fuel Tank
Inerting System (FTIS)) is embodied on A318, A319, A320, or A321
airplanes, the airplane is compliant with paragraph FR Section
25.981(a) & (b) at amendment 25-102, Part 25 appendix M & N at
amendment 25-125, and Section 26.33 at amendment 26-3.

Pk i3 /Steep approach

BRI AH 2 42/Fuel Tank Safety

BRI KA AT IDoR A

Flight Recorders including Data Link Recording

% J5 3CBEF 1 %2 2% /Installation of suite type seating

JoHF & 5| /Towbarless Towing

HI) UTAS 4B /New UTAS Pitot Probes

AT A R L) TaxiBot # 1 /Pilot Control Mode TaxiBot
Operations

KL RGN 45 1 22 AR B 3

Security protection of Aircraft systems and networks
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SC F-GEN-01 AE 75 H QAR 7 19 22 2% /Installation of non-rechargeable lithium
batteries
SC D-24 FEHERISE T LA A (G
Installation of Airbags in the backrest of seats (optional)
SC D-27 TR RARMIE RS (L5
Installation of Three Point Restraint & Pretensioner System (optional)
SC D-19 FESN BRI BYEBUE RS0 G2
Incorporation of Inertia Locking Device in Dynamic Seats (optional)
SC F-37 FESATCOMMZ4i&EHIATN

ATN over SATCOM
SC F-MULTI-04 T 78 FELAE R 2 ke
Rechargeable Lithium Battery Installations

2.1.6. % /Exemptions

B #4/No exemptions

2.1.7. JRE/Deviations

ACNS-B-GEN-01 MEERI) CPDLC T {2 AR DM89 IiFfE 2 (%)
Removal of DM89 MONITORING message from the required
CPDLC downlink messages list (optional)

2.1.8. &3#24/Equivalent safety findings

2.1.8.1 FRRAFFHCE SR 4T SR 2, IERAEAHSE CRI Hr:
The following paragraphs have been complied with through equivalent safety demonstrations granted, as
documented in relevant CRIs:

JAR 25.783(f) “HE7 7 (L A319 CRI SM 4004 “Ji 2 /6117
related to "Doors (see A319 CRI SM 4004 "passenger doors")

JAR 25.807(d) “figg N A (W, CRI E 5004 “H #7241 A319 CRI E
4001)

related to "Passenger emergency exits" (see CRI E 5004 "Exit
configuration" similar to A319 CRI E 4001)

JAR 25.813(c)(1) “NAH CHEE” (AL CRIES005 “3 101 Y Y H@EE)
related to "Emergency exit access" (see CRI E 5005 "Type III

overwing emergency exit access")

JAR 25.831(a) “j@ X (. CRI E5006*“Packs Off #1F”)
related to "Ventilation" (see CRI E 5006 "Packs Off Operation")
JAR 25.933(a)(1) “JeHE 1 R G” (W A319 CRI P 400854 H 52540

related to "Reversing systems" (see A319 CRI P 4008 "Thrust
Reverser Auto restow")

JAR AWO 313 BACHBE A b= (WL A319 CRI SE 4005 AT AP 1k & )
related to "Minimum Approach Break-Off Height") (see A319 CRI
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SE 4005 "Minimum Approach Break-Off Height")

JAR AWO 236 I REfm A5 (L CRI SE 5005 “II ZIBAT 3o I i i35 15 )
related to "Excess Deviation Alerts" (see CRI SE 5005 "Cat III
Operation — Excess Deviation Alert")

NPA AWO 10 55 2 SIEMTHMAA (L CRI SE-5002 “ AL ®AT FM-RVR PR
related to “ Airworthiness Harmonization package n°2” (see CRI
SE-5002 “AFM — RVR limits”)

2182 fEIE R M S H kg R, HlE 1 P IRSERL 4
The following Equivalent Safety Findings have been developed post Type Certification:

FAR 25.856(b) BB N X IR AL & e 2 fR 9 (0L CRI E-32), WIRTEAE 2k I

A318. A319. A320 B# A321 KHLSEHE T MOD 150700 A1 37270
(BT CLS 3537048 H1 36985, KAHLIH ML B K 58 b

ZEOER, B 25-111 B IEZR KT 14 CFR Part 25.856(b) (=
CRI E-18)
Fuselage burnthrough protection in bilge area (see CRI E-32), see
note below If modifications 150700, and 37270 (with CLS option
only), 37048 and 36985 are embodied in production on A318, A319,
A320, or A321 airplanes, the airplane is compliant with Fuselage
Flame Penetration “Burnthrough” requirements addressed by
paragraph 14 CFR Part 25.856(b) Amdt 25-111(See CRI E-28).

14CFR Part 25.856(a) P XT 420k IG5 BHEA bR #E (CRIE18)
Improved flammability standards for insulation materials (CRI E18)

JAR 25.812(b)(1)(ii) HEUROEH AbRE CATIRBRIIAEAL 7 B3 ) (CRI E14) (W]
(ALY,
Photo-luminescent EXIT sign for MCD (Moveable Class Divider)
(CRI E14) (optional)

JAR 25.811(f) B H AR 5 R 28 (CRI EL6)
Emergency exit marking reflectance (CRI E16)

JAR 25.812(b)()()(ii) A THISHE AT, EBIAL I AR SRR AR S 1 AL (CRI
SE-42) (AL
Symbolic EXIT signs as an alternative to red EXIT signs for
passenger aircraft (CRI SE-42) (optional)

JAR 25.785(c) i g mhO 2 e MR T 18° I HT M) A (CRID-0329-001) (i
%)
Forward facing seats with more than 18° to aircraft centerline. (CRI
D-0329-001) (optional)

JAR 25.1443(c) /MR R (CRIF-20) (iE3)
Minimum Mass Flow of Supplemental Oxygen (CRI F-
20) (optional)

JAR 25.1441(c) LA EREHARG T HEE (CRIF21) (£%)

Crew Determination of Quantity of Oxygen in
Passenger Oxygen System (CRI F-21) (optional)

CS 25.795(a)(1) 22 AR AL T 73 XN F b AR 38T B %)
Application of reduced Intrusion Loads in certain areas of the flight
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deck boundaries (D-31) (optional)

CS25.811(e)(4) RS DRt gt kAT AR (G35
Green Arrow and “Open” placard for Emergency Exit
Marking (SE-63) (optional)

CS 25.251(b) IRENAEHR X T RS R AT A TEEN] (%)
Vibration/buffeting compliance criteria for large external antenna
(B-17) (optional)

2.2. HIEER/Environmental Requirements

s ECATLZHZR B4 16 / ICAO Annex 16

Vol. I Part 11 I 7 ESK / Noise Requirements
Vol. II Part I WA HERL / Fuel Venting
Vol. II Part ITI Chapter 2 HESHEE Y / Emissions

VERE: B4R 7E TCDSN EASA.A.064 1 5E Y.
Notes: Further details are defined within TCDSN EASA.A.064

2.3. PERANZE R KA %4/CAAC Additional Technical Conditions
PLURERIEH T A318-111. A318-112: /The following requirements should apply to the A318-111 and A318-112:
RiFF & CCAR-26 # iz CHLHYFFSEE NN 2 2O E ) HIZK . XF T AR K CCAR-26 FHUE BT It
A, A TC FA NHN R Hoad 7 iR Ak
CCAR-26-“Continued Airworthiness and Safety Improvements for Transport Category Airplanes” shall be complied
with. For any future CCAR-26 version, the holder of this TC shall demonstrate compliance with the applicable
sections.
M5 CAAC 3 CAO No. 2012-30, BIRHARFA (LT IaHm WL AU IRBT I8 W 2R rIE A HIZ0KR.
The CAAC document (CAO No. 2012-30) “The Retroactive Requirements for Transport Category Airplanes

Ignition Source Protection” shall be complied with.
2.4 &2 4% #8/ Production Basis:

AEPEYEAIES 5. EASA.21G.0001
Production Certificate No. EASA.21G.0001

3. EiARKFAEFN FH R/ Technical Characteristics and Operational Limitations

3.1. B5#it5E X/ Type Design Definition

3.1.1 &#%H & & /Certificated models: A318-111
TR S e AR K AL/Definition of reference airplane by doc:
D03006056 (00PO00AO111/C21)

3.1.2 A% E & /Certificated models: A318-112
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IR A AR LK HL/Definition of reference airplane by doc:
D03006716 (0OPO00AO112/C21)

1 B&/Notes:
B4 F %4 /Model conversions:

®  UIRAEREACFMS6-5BS/PH/3 R BINLA3IS-1TIHLEL S BE 2153997, MWLM AL AL A4 %
CFM56-5B9/PE/3 5 ZHLA318- 112417 .
If modification 153997 is embodied on A318-111 model powered with CFM56-5B8/P or /3 engines, it is
converted into A318-112 model, powered with CFM56-5B9/P or /3 engines.

® USRI CFMS6-5BY/PE/3 R BINLA318- 112018 S B 4153998, MHZALAL 5 1k A2 &%
CFM56-5B8/PEl/3 K 5L A318-111H18
If modification 153998 is embodied on A318-112 model powered with CFM56-5B9/P or /3 engines, it is
converted into A318-111 model, powered with CFM56-5B8/P or /3 engines.

3.2. #iid/Description

SImFe R BINL. FPRERE . FUEIE s R EhL.

Twin turbo-fan, short to medium range, single aisle, transport category airplane.

3.3. ¥ 4&/Equipment

ANiE F/Not applicable.

TV . B LA BT A R
Cabin furnishings, equipment and arrangement shall be in conformance to the following specifications :

A )k /Cabin seats  2521M1F10000 at latest approved issue
J& 55 /for galleys 2530M1F000900 at latest approved issue

3.4. R~F/Dimensions

A318 ¥HLI I E R~ /Principal dimensions of A318 Aircraft

- Ml /Length: 31,45m
- B &/Width: 34,10 m
- ML=/ Height: 11,79 m
- K% 58 1 9% 5 /Width at horizontal stabilizer: 12,45 m
- Wl B H%/Outside fuselage diameter: 3,95m
- RBWHLEE FE/Distance between engines axis: 11,51 m
- i [A] fE/Distance between main landing gear: 7,59 m
- HiI/=E &2 [H] P /Distance between nose and main landing gear: 11,04 m
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3.5. RBIHL/Engines

ARAENT AT _ BRI HLINTT BTk o T A PR 58 44 R UL SR R LA T AR AL, 2 IR
The list below lists the basic engines fitted on the aircraft models. The notes describe usual names and certified

names as well as new engines variants.

A318-111
2 4 CEMI K##l/Two CFMI ~ CFM56-5B8/P(MOD32028)

A318-112
2 4 CEMI X##l/Two CFMI ~ CFMS56-5B9/P(MOD32029)

13 /Note:

CFM56-5B %] CAAC VTC iE 4545 VTCO064E, Rev.3;
The CAAC VTC No. of CFM56-5B Serial engines is VTC0064E, Rev.3;

JEF:/Notes:
1 JENTE L 37147 17 LLG] N CEM56-5Bx/3 “Tech Insertion” & ZhHL. 1% M i& FH T CFM56-5Bx /P SAC
KL

Introduction of CFM56-5Bx/3 “Tech Insertion” engine is done through embodiment of modification 37147. This
modification is only applicable on CFM56-5Bx /P SAC engines.

WX CFM-5B KWW NTE & 37147, MR BHHLIE 28388 0/3

If modification 37147 is embodied on models with CFM-5B engines, the engine denomination changes to /3.
1200 5 24 H A& F 1/The modification is currently applicable for:

A318-111: CFM56-5B8 (SAC) ¥ £ >4/ which changes to CFM56-5B8/3
A318-112: CFM56-5B9 (SAC) % 244/ which changes to CFM56-5B9/3

RENHURFIERFF AN o

The engine characteristics remain unchanged.

CLZEUE ] R 37147 X2 Fil o 5E 1R A SR 0 50 o
Modification 37147 has been demonstrated as having no impact on previously certified noise levels.

UNSE RS 38573 firik, CFMS56-5Bx/3 A BhHLAT LAY CFM56-5Bx/P %
CFM56-5Bx/3 engine can be intermixed with CFM56-5Bx/P engine under considerations as prescribes in
modification 38573.

3.6. #BhZEh H3E B /Auxiliary Power Unit

181/189



A4S\ AT UFEYE B/ The Validation Data Sheet iR{X/Revision: 24

1. AR /Basic
A318-111/-112

HONEYWELL AIRESEARCH GTCP 36-300 (A) (Hi¥ti/Specification 31-5306 B)
HLHAEI3F I/ Approved oil: 2 . GARRETT #k#5 GT. 7800 / See Garrett report GT 7800.

2. #3%¢%/Option
A318-111/-112

Pratt & Whitney Rzeszow S.A A H] APS 3200 (H7t No. ESR 0802, A hfi) .

Pratt & Whitney Rzeszow S.A APS 3200 (Specification ESR 0802, Rev. A).

Pratt & Whitney Rzeszow S.A A APU [1) 2225 H1 5 2 MOD 22562 5% 35864 5& X .

The APU Pratt & Whitney Rzeszow S.A installation is defined by MOD MOD 22562 or 35864.

a3 /or

Honeywell A #] 131-9[A] (¥ No. 4900 M1E 03 19 01).
Honeywell 131-9[A] (Specification 4900 M1E 03 19 01).
Honeywell A ] APU [%22%¢ 5 2t MOD 25888 i& X o

The APU Honeywell installation is defined by MOD 25888.
FHLHE (K7 Dl 31-12048A-3A BTE AL

Approved oils : according to Model Specification 31-12048A-3A.

ERE: A318 UKL, Pratt & Whitney Rzeszow S.A /A APU (APS 3200) (5 MOD 35864) J& 4 MSN 2686
THIR I A P bR o

Note: for A318 models, the APU Pratt & Whitney Rzeszow S.A APS 3200 (Mod 35864) is the production standard
from MSN 2686

3.7. BEheX/Propellers

ANiE H/N/A

3.8. Witk (R ¥ BHI0F). WEMD /Fluids (Fuel, Oil, Additives, Hydraulics)

R /Fuel

ENGINES KEROSENE DESIGNATION
JET A, JET A-1, JP5, JP8, No.3 Jet Fuel
CFM56: Installation document CFM | (GB6537), JET B*, JP 4% F44, F34,

2129) AVTUR, AVTUR/FSII, AVTAG/FSII*,
AVCAT/FSII
) JET A, JET A-1, JP5, JP8, No.3 Jet Fuel
PW6000: Installation document
(GB6537), JET B*, JP 4% F44, F34,
PWA-7707

AVTUR, AVTUR/FSII, AVTAG/FSII*,
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AVCAT/FSII

MSb Y SURCACVER R I PAE S

The above mentioned fuels are also suitable for the APU.

TEA R AL AERR I RINTE 2 WAEHA I B

Refer to Consumable Material List (CML) for details on approved fuel specifications
* ALERXT CFM R BhALE & T 5643/ Wide cut is only certified for CFM engines

/0l

X35 I BEYE/For oil specification:

K EHL/Engine CFM56-5B8/P
CFM56-5B9/P
22 LV ()8 1/ Approved Oils SB CFMI 79-001-0X
inz/Additives:

it F CIS #RIMIRINF, 2 0,25 %5 A FIFEMIE HL(CML) R CFM A R IRSS il SB 73-0122 B4 PW A ] IR %538
# SB 2016

Refer to Airbus Consumable Material List (CML) and CFM SB 73-0122 or PW SB 2016 forCIS fuel additives
SRR 0 )t TR BBl i AL

The above-mentioned fuels and additives are also suitable for the APU.

%% /Hydraulics
W% 3l /Hydraulic fluids: Type IV or Type V - Specification NSA 30.7110

3.9. & /Fuel Quantity

PR & /Fuel Quantity (0.8kg/liter)

A318-100 series (it £ /without MOD 160001)

3 WA K1/ 3 TANK AIRPLANE
THhAE/TANK WRBRBT (A / AT HBFA (A /
Usable fuelliters (kg) Unusable fuel liters (kg)
HLE/WING 15 609 (12 487) 58.9 (47.1)
H JY/CENTER 8 250 (6 600) 23.2 (18.6)
HEH/TOTAL 23 859 (19 087) 82.1 (65.7)

A318-100 series (45 /with MOD 37331 {EANTE £ /and without MOD 160001)
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3 4 €1/ 3 TANK AIRPLANE
WA/TANK | s (am | FTRRET (A
Usable fuelliters (kg) Unusable fuel liters (kg)
VIE/WING 15959 (12 767) 58.9 (47.1)
#1 J2/CENTER 8 250 (6 600) 23.2 (18.6)
EH/TOTAL 24209 (19 367) 82.1 (65.7)

A318-100 series (A5 A7 /without MOD 37331 {H 4745 /and with MOD 160001)

3 WifE €L/ 3 TANK AIRPLANE
AR/ TANK ATRABA (A / AR (AF) 1
Usable fuelliters (kg) Unusable fuel liters (kg)
PLE/WING 15 568 (12 454) 58.9 (47.1)
H13¢/CENTER 8 248 (6 598) 23.2 (18.6)
S/ TOTAL 24209 (19 367) 82.1 (65.7)

A318-100 series Cifif /with MOD 37331 3 H 4745 /and with MOD 160001 )

3 JhAE €M/ 3 TANK AIRPLANE
THAH/ TANK ARRRT (AR 1 AR (A /
Usable fuelliters (kg) Unusable fuel liters (kg)
HLE/WING 15918 (12 734) 58.9 (47.1)
s 5¢/CENTER 8248 (6 598) 23.2 (18.6)
B/ TOTAL 24166 (19 332) 82.1 (65.7)

3.10. FERH (BRIEFAFH, BRTE-IAS)

Limit speeds(Indicated Airspeed - 1AS - unless otherwise stated)

K A% 5 %%/ Maximum Operating Mach (MMO):
e N AS FH 3% /Maximum Operating Speed (VMO):
HL3)3# £ /Maneuvering Speed VA :

0.82
350 kt

Z: I EASA HEAER) CAT T BR 1) Z2 15

See Limitations Section of the EASA approved

Flight Manual
b 5 /4% 38 R 253 [ /Extended Flaps/ Slats Speed (VFE): UL R #/see table below
TR/ . HERIBR/ VFE ()
Configuration | Slats/Flaps (9
1 18/0 230 v 18] 1237 /Intermediate approach

18/10 * 215 it2 "t/ Take-off

22/15 200 2 K A%/ Take-off and approach
22/20 185 K. 3. FFii/Take-off, approach,
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landing
AJ8U/Full 27/40 177 #ifi/Landing
* kA A, 210 TR E Bl
Auto flap retraction at 210 kt in take-off configuration
#2754/ Landing gear :
VLE — J&Jf/Extended: 280 kt/ Mach 0.67
VLO — &)t /Extension: 250 kt
i [F]/Retraction: 220 kt
FeNGIRME S (I # D 195.5 kt (225 mph)

Tyres limit speed (ground speed)

3.11. k4TELR/Flight Envelope

B K A% FH 11 ¥ /Maximum operating altitude

39100 (FERRUM) (J 777 & /pressure altitude)

41100 (FERU/f) (JEF15 & /pressure altitude) 1 5 SZjiti MOD  39195/if modification
39195 is embodied (models A318-111/-112
only)

— =

3.12. i217BR#/Operating Limitations

Z: W& ) EASA HIEER WL AT 0t
See the appropriate EASA approved Airplane Flight Manual

HFHEE (2.2482 KE/daN)/Powerplant (2.2482 Ib/daN)

CFMI K Z#/1/Engines

R BhHL/Engine CFMI
CFM56-5B8/P CFM56-5B9/P
(3% B/Data sheets E37NE (FAA) E37NE (FAA)
E38NE (FAA) E38NE (FAA)
Yo B 1 /7/Static thrust at sea level
(5 7S —HiE 30°C)/ 9 608 daN 10 364 daN
Take-off (5 min)* (Flat rated 30°C) (21 600 Ibs) (23 300 Ibs)
HORIELL (G —HiE 25°C)/ 8478 daN 9 008 daN
Maximum continuous (Flat rated 25°C) (19060 lbs) (20 250 Ibs)

* ABRANAE D RN M [TV AT IR A S LR, ARHE R RUR AU R SN S-S e R B, A e viie K
JPIRZSTAE 10 738k
10 minutes at take-off thrust allowed only in case of engine failure (at take-off or during go-around) in accordance
with DGAC "Fiche de CaractéristiquesMoteur".
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HA R AHUBRA: WARRI R SIS SR IR

Other engine limitations : see the relevant Engine Type Certificate Data Sheet.
12.1 &4t 132 1T/Approved Operations

2% \VIZ2 1T/ Transport commercial operations

12.2 HAhFR/Other limitations

o RE i F PR 1) 2 Wi FT ) EASA #HLHERT WL RAT T

For a complete list of applicable limitations see the appropriate EASA approved Airplane Flight Manual

3.13. Bk H E B B/Maximum Certified Masses (Kg)

000 001 002 003 004
AR B /VARIANT BASIC MOD MOD MOD MOD
31672 | 31673 | 31674 | 31675
B AIEATER/Max. Ramp Weight 50400 | 61900 | 63400 | 64900 | 66400
BB CE B/ Max. take-off weight 59000 | 61500 | 63000 | 64500 | 66000
B AHE M B R/ Max. landing weight 56000 | 56000 | 57500 | 57500 | 57500
BAFMMER/Max. zero fuel weight | 53000 | 53000 | 54500 | 54500 | 54500
B/NEE/Minimum weight 34500 | 34500 | 34500 | 34500 | 34500
S VARIANT 005 006 007 008
= MOD 31676 | MOD 33235 | MOD 33126 | MOD 33128
BATE1T E&/Max. Ramp Weight 68 400 56 400 61 400 64 400
ﬁﬁﬁ_ﬁiilMax take-off WEight 68 000 56 000 61 000 64 000
Se/NE &/Minimum weight 34 500 34 500 34 500 34 500

3.14. EH.\JuHl/Center of gravity range

ILAHEHERT AL AT FM/ See approved Airplane Flight Manual.

3.15. FE#E/Datum

0.0 ¥, 7 F RHWLSLATTT 2.540 K

Station 0.0, located 2.540 meters forward of airplane nose
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3.16. F¥KFh5%/Mean Aerodynamic Chord (MAC)

4.1935 K/meters

3.17. AKFJr/Levelling Means

TRHLRTAA 3 A TS s o

The A/C can be jacked on three primary jacking points.

Z W& FI ) EASA HLHE R H S AP0 0t

See the appropriate EASA approved Weight and Balance Manual

3.18. B/N KATHL4/Minimum Flight Crew

2 o255 51/pilots

3.19. BRZREEURAE B B /N EREHLEL/Maximum Passenger Seating Capacity and associated minimum number

of cabin crew

TREAW 7AW ERRNEEE (MPSC). HNKIZEACHRY AT EAME SO BLEAH R 2 5 E K
NN KL

The table below provides the certified Maximum Passenger Seating Capacities (MPSC), thecorresponding cabin
configuration (exit arrangement and modifications) and the associatedminimum numbers of cabin crew members used

to demonstrate compliance with thecertification requirement:

O B A& A A4 B /Passenger Seating Capacity & Cabin | % At L 41 /Cabin

Configuration crew
136 (C-1II-C) 3
FEFRE/Note:

FEMARTA M J5 BALTT AT LU T 37807 25 . X AL T, SRIREECHN 80,
The LH & RH rear passenger doors can be de-activated by embodiment ofmodification 37807. In this case, the

maximum number of passengers is 80.

T R H ] DOE IS B ek 39673 251 . XA T, BRI SRR Eb_EIZ4TI N 110, 7K EIZ4TIN 32.
The Type III emergency exit can be de-activated by embodiment of modification39673. In this case, the maximum

number of passengers is 110 when operatingoverland and 32 when operating overwater.

SEHiti MOD153648 “W# /A E — Mk — A ZRATERZMN WG, I UTHrBEs A gee iR Al
T, BRARSENE S AT BE RS R L BR )

With MOD 153648 “EQUIPMENT/FURNISHINGS - GENERAL - DELIVER AIRCRAFT WITH INCOMPLETE
CABIN” embodied, the cabin is limited to zero occupancy and no cargo (i.e. no occupancy and no cargo in cabin)
during all phases of flight, unless a separate approved Modification is embodied to remove the limitation.
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3.20. 4TZAR/HAE/Baggage / Cargo compartment

H2/8/CARGO COMPARTMENT | ®&AKEMA/MAXIMUM LOAD (kg)
Hij/Forward 1614
JE/Af 2131
F&/Rear (#12%/bulk) 1372

XA B, B E CRE. SEARER) WEE T GCfF4: 00 P 080 A 0001/C1S)
1.10 75,

For the positions and the loading conditions authorized in each position (references of

containers, pallets and associated weights) see Weight and Balance Manual, ref. 00 P 080 A

0001/C1S Chapter 1.10.

3.21. PLEA# AR/ Wheels and Tyres

ARS8 SB A320-32-1007. /See SB A320-32-1007.

4. BATRARSH84/Operating and Service Instructions
4.1. XKWL KITFFM/Airplane Flight Manual (AFM)

EASA #tifEff) A318 ¥ ¥AT T
EASA Approved Airplane Flight Manual for A318.

4.2. FREEEHSCHANE N R )

Instructions for Continued Airworthiness and Airworthiness Limitations

& AP PR i1l /Airworthiness Limitations

- (A318/A319/A320/A321 RKHLIEMNTIERFI(ALS)) M7 7080 1-2 M1 1-3 =75 eh, 324t VE I 2275 imd
PR RR A 5T H o
Limitations applicable to Safe Life Airworthiness Limitation Items are provided in the approved
A318/A319/A320/A321 Airworthiness Limitations Section (ALS) sub-parts 1-2 and 1-3.

- (A318/A319/A320/A321 B KHUEAITERBIALS)) HIHE 2 80, $RHt TG A i A PRER 5 H
Limitations applicable to Damage Tolerent Airworthiness Limitation Items are provided in the approved
A318/A319/A320/A321 Airworthiness Limitations Items document (ALS Part 2) .

-A318/A319/A320/A321 B4 K HLIEHTIERRFIALS)) (58 3 7338, 43R4 T S d e 4B 2RI H .
Certification Maintenance Requirements are provided in the approved A318/A319/A320/A321 ALS Part 3 - CMR
(Certification Maintenance Requirements) .

- (A318/A319/A320/A321 RUKHUEMTIERBIALS)) KIS 4 0 iiirh, $efit 72l RidEE (ASM) IR,
Ageing Systems Maintenance (ASM) limitations are provided in the approved A318/A319/A320/A321
Airworthiness Limitations Section (ALS) Part 4.
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- (A318/A319/A320/A321 Y K HUEATHEBRHIALS)Y I35 5 40, $R4E T BRI IE LR ] o
Fuel Airworthiness Limitations are provided in the approved A318/A319/A320/A321 Fuel Airworthiness
Limitations document (ALS Part 5) .

FHABFR #1/Other limitations

Z: L EASA #itHER) R AT T
See EASA approved Flight Manual.

4.3. ERFFHFH/ Weight and Balance Manual (WBM)

2B M S/ Airbus Compliance Document 00D80A0001/C1S

5. YEEE/Notes

5.1. T BBA B R AT TIB R dE I 5%
All models are basically qualified for Cat IIIB precision approach.

5.2.A318-111. A318-112 & CCAR-26 F#ARATA[2012]30 5L (CAO No 2012-30) MIFFE1ECHIIA .
For A318-111 and A318-112, compliance findings have been addressed for the requirements of CCAR-26 and Civil
Aviation Order (CAO) No 2012-30.

(e
-—---50----

~—-END----
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