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. & T A BB FIRER / General for all models
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CAAC Validation Data Sheet and Type Certificate Data Sheet
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CAAC A #d #5170 3% / CAAC VTCDS Change Record

CAAC A 7] H ks B hi s
X ICAAC VTCDS {£1T i037:/Change Record *
- /Remark

Revision

TR 737-800BCFH) i I iz 1T PR TOL/
Rev. 12 Delete TOL of 737-800BCF: “The 737-800BCF is subjected to a

Temporary Operational Limit (TOL) of 2,000 flight cycles or 1 year from

time of modification, whichever occurs first.”
Rev. 13 BT 737-8 IA W] B i Al

Update validation certification basis of 737-8
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1. 1&i] 737-600/700/800/900/900ER A ] & i Hfilf o (17 14 v 36 47
RINUATR e Jtb oA s A2 vh e N RSN ] [ i3 5
BREL> (GB 6537) #LVE 2K 1Rk

Update the fuel section of Validation Certification Basis of 737-
600/700/800/900/900ER to add the following content: “Approved to use
the fuels that meet the requirements in the National Standard of the
People’s Republic of China “No.3 Jet Fuel” (GB 6537) Specification.”

2. Mkk 737-900ER ] Note 3 &4

Rev. 14 Delete Note 3 section in 737-900ER

3. ®HT 737-600/700/800/900ER, 737-8 T SChRicAmhi LA ZRRA J
Update 737-600/700/800/900ER, 737-8 Chinese Placard and Markings
document to Rev J

4, BT 737-8 HARRFHEAE AT PR P (0 R BIHL A 2%

Update the engine content in the Technical Characteristics and
Operational Limitations of 737-8

5. #i%, Mk 737-800BCF (1l iz 47 BRIl TOL

Correction, Delete TOL of 737-800BCF.

1. f&iT V. Model 737-600/700/800, VI. Model 737-900, VII. Model
737-900ER V1K 2, INEA T WA AT P b 3 S bl A EHT
far A R, UL 737-8 IRRT (737-8 T & L
CAD2021-B737-19) #hif—%, SiZfE PSR HIREE 5 R4
FEBRF %8 G eI BaIE D A IR it % AR 2% 18 45 737-27-
1322 kAT 2%

Update V. Model 737-600/700/800, V1. Model 737-900, VII. Model 737-
900ER NOTE 2, Add the below content: The Airplane Flight Manual
includes the "Airspeed Unreliable (E)" procedure with guidance for
disabling of the nuisance stick shaker to harmonize with the 737-8
procedure (Refer CAD2021-B737-19 for the procedure of 737-8) , The
Stall Warning System - Stick shaker Circuit Breakers Button (Colored
Cap) relevant to this procedure must be installed according to Boeing
Service bulleting 737-27-1322.

2. BT 737-8 INFIHEREAL, YN OC T B AR B i 2 R R
i

Updated validation certification basis of 737-8 to include Exemption of
Security Considerations of Flight Deck Smoke Protection.

3. BT MEFEIR SN 0.74 S5 BisE /N

Updated Oil Consumption Limits to 0.74 US Quarts per hour.

Rev 15

737-600/700/800/900/900ER

1. TEH @A &R A F TN ELOS §25.1549(b) “ R st ANE
B3] )3 B AT G I el R S5 R 4 (S-1)7

Added ELOS §25.1549(b) “Equivalent Level of Safety (ELOS) Finding
for Powerplant And Auxiliary Power Unit Instruments (S-1)” to
Certification Basis — Equivalent Level of Safety

2. F CFM56-7B & ZhHL VTCO077E fIfii A< M Revision 5 5 #i N
Revision 6

Updated CFM56-7B Engine VTC0077E from Revision 5 to Revision 6
3. HH7 737-900ER A 5 SRR A A ik

Updated Type Certificate Holder address for 737-900ER

4. 737-9KFER )55 H4 /0 41118, 41119

Updated 737-9KFER serial numbers with 41118, 41119 for 737-900ER

Rev 16

737-8
1. M 737-8 I\ ] s LA 1 AN 4 IR 25-632-SC
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Removed 25-632-SC from 737-8 Validation Certification Basis exception
2. K& BhHL VTCDS No. VTCO339E [/l 4 M Revision 2 & #i K
Revision 3

Updated Engine VTCDS No. VTCO0339E from Revision 2 to Revision 3
3. #5737 Wit (P30 FRiCHRRE D6-36621-7 HHT N Revision L
Updated 737 Bilingual (Chinese) Placards and Markings D6-36621-7 to
Revision L

737-8

1. Z51L4§F] D6-85140-101 ST C iREk FAA JE Stk BT STk
I 5E SCRIAEATT 56 18 0 A (iltn, 4118 ASTM D6615 1] Jet B 14
M. HZIE MIL-DTL-5624 [f] JP-4 ki) . %% 1§ FH & Kathon FP
1.5 % HGRI k247 CFM LEAP-1B R K .

The use of any Wide Cut Fuel as defined in the D6-85140-101 revision C
Rev 17 or later FAA approve revision document (e.g. Jet B as specified in ASTM
D6615, JP-4 as specified in MIL-DTL-5624) is prohibited. Operation of
the CFM LEAP-1B series engines with fuel containing Kathon FP 1.5
biocide is prohibited.

2. iR 1A E H AR 5 AR L ANZ AT PR AR 5 R 2 SR
Correction of the partial Chinese description of Validation Certification
Basis and Technical Characteristics and Operational Limitations section.

737-8
Rev 18 1. 1E55 VI R4 5 ST A0 7 VR 8.
Add Note 8 to Part V111 Section 5.
737-8
1. 7EZE VI 65056 2 315\ n] 8 e e al i g in 1 56 285042 4> PS21-
0181-F-1.

Add ELOS PS21-0181-F-1 to Part VIII Section 2 Validation Certification
Rev 19 Basis.

2. FEE VI EB4r 56 5 TN 1 VR 9.

Add Note 9 to Part VIl Section 5.

3. MIBRT VINE5 56 5 B4R 8 RIS .

Delete the P/N in Note 8 of Part VIII Section 5.

I1. Model 737-300/737-300 (Approved November 14, 1984; CAAC Validated on Nov 15, 1985) Transport
Aircraft

R BIHLIEngines: 2% CFM-56-3-B1, CFM-56-3B-2 or CFM-56-3C-1i4 % X 55 & ZhHL / 2 CFM-
56-3-B1, CFM-56-3B-2 or CFM-56-3C-1 Turbofan Engines. 2 ILFAARLE ]
RATFMT KSHLEIBRH . /Refer to the FAA Approved Airplane Flight
Manual for engine limitations.

Jk it IFuel: 18 A B P LI S LRI KRS ASTM-D-1655F11G. . E. JA% DSOPF2 Jet A, Jet
AL, FlJet BHZBINFT Y, [ RS MIL-T-5624 25 (11IP-4, P-5, Fl JP-81H,
T2, WNINFR B4 2 0% AT T /Fuel conforming to commercial jet
fuel Specification ASTM-D-1655 or G.E. Specification D50PF2 Jet A, Jet Al,
and Jet B are authorized for unlimited use. Fuels conforming to MIL-T-5624
grades JP-4, P-5, and JP-8 are acceptable alternatives. Consult flight manual for
additive use.

457
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Engine Ratings: & 11 1)3% Takeoff static thrust, standard day, sea Maximum continuous static thrust,
level conditions (5 min) Ib./ if§~FH45 standard day, sea level conditions Ib./#3F-

AERAURE Ky, B AR IER S KL ), b5
CFM 56-3C-1 22,100* 20,500*
CFM 56-3-B1 20,100 18,900
CFM 56-3B-2 22,100 20,500

*CFM 56-3C-1 Ji1[ 7 PR fill %% PR i 4 /7 /22,100 / Throttle limiter to limit full throttle thrust equivalent to 22,100

RENHLIZAT IR 1 E E2GLELE21EU & s AL A F 5l % FAARLHE R 4T /i / For engine operating limits see
engine TC Data Sheet No. E2GL or E21EU or the FAA Approved Airplane Flight Manual.

#7715 B Thrust Settings: WA ZASlE A 8 3 R ) RTLIR) AT T AARMIB 53 oA 2 1R R BT 3 1 E
il 2k k45 R EhALHE /1. [The appropriate engine power setting curve (%N1),
in the FAA Approved Airplane Flight Manual or AFM Appendices must be used
for control of engine thrust.

T4 BR #1l/Airspeed Limits: VMO/MMO - 340/0.82 (KCAS)
T Ho A ) 23 S BR 112 WL 24 HFAARLHE AT T 51t 9 E € 2/For other
airspeed limits see the appropriate FAA Approved Airplane Flight Manual listed

in Note 2.
O L H/C.G. Range: Z: W3 4 I FAAREAE I K AT T W21 (173 F 2/See the appropriate FAA

Approved Airplane Flight Manual listed in NOTE 2.

i K HE E/Maximum Weights: 2 ILIE M4 FAARLHET AT F- 21 H 172 RE 2/See the appropriate FAA
Approved Airplane Flight Manual listed in NOTE 2.

I11. Model 737-400 (Approved September 2, 1988; CAAC Validated on Dec 21, 1995) Transport Category.

R ENHL/Engines: 2% CFM-56-3C-1 or CFM-56-3B-2ifx 4t X 55 & ##/1/2 CFM-56-3C-1 or CFM-
56-3B-2 Turbofan Engines. Z: ILFAARLHE ] KAT F M T R sh LI BR
/Refer to the FAA Approved Airplane Flight Manual for engine limitations.

JRat/Fuel: 18 A 4 LB M UBR I AR ASTM-D-1655F11G. . E. ##% DSOPF2 Jet A, Jet
AL, FlJet BESZHEINATI, A8 UK MIL-T-5624 251 1f13P-4, P-5, F1 JP-84
SN2, ANINFR R 4E F 2 0L AT IFuel conforming to commercial jet
fuel Specification ASTM-D-1655 or G.E. Specification D50PF2 Jet A, Jet Al,
and Jet B are authorized for unlimited use. Fuels conforming to MIL-T-5624
grades JP-4, JP-5, and JP-8 are acceptable alternatives. Consult flight manual for

additive use.
Engine Ratings: Takeoff static thrust, standard day, Maximum continuous static thrust,
RANHLIFE sea level conditions (5 min) Ib./ standard day, sea level conditions Ib./iF-
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T AR SO CIHIED), B TARHER R KIS ), o7
CFM-56-3C-1 23,500 21,860
CFM-56-3B-2 22,100 20,500

RENWLIEAT IR HE2GLELE21EU A ZNAL I B s 5 5 FAARLYE ) 4T F- M /For engine operating limits see
engine TC Data Sheet No. E2GL or E21EU or the FAA Approved Airplane Flight Manual.

HE /9% B /Thrust Settings: AU F 2 HEVE A KM AT AT AFMBR 3% R B ) R S HL I 2R e
i 28k f5 ) R ShHLHE ST . IThe appropriate engine power setting curve (%N1),
in the FAA Approved Airplane Flight Manual or AFM Appendices must be used
for control of engine thrust.

T4 BR #1l/Airspeed Limits: VMO/MMO - 340/0.82 (KCAS)
T HoAh ) 23 S BR 112 W3 =24 HFAARLHE AT T 51t 9 vE € 2/For other
airspeed limits see the appropriate FAA Approved Airplane Flight Manual listed

in NOTE 2.
.0 JEH/C.G. Range: 2 Witk 4 (I FAARLIEE ) AT T W81 Hi 73R 2/See the appropriate FAA

Approved Airplane Flight Manual listed in NOTE 2.

I K HE FE/Maximum Weights: 5 ILIE M FAARLHET AT F 21 H 172 FE 2/See the appropriate FAA
Approved Airplane Flight Manual listed in NOTE 2.

I\VV. Model 737-500 (Approved February 12, 1990; CAAC Validated on April 12, 1991) Transport Aircraft

KENHLIEngines: 2% CFM-56-3C-1 or CFM-56-3-B1i5#¢ X5 & 2l1HL/2 CFM-56-3C-1 or CFM-
56-3-B1 Turbofan Engines. 2 WLFAARLHER KAT FME T R BAHLAIBR ]
/Refer to the FAA Approved Airplane Flight Manual for engine limitations.

J i /Fuel: A B B LI S LRI ARG ASTM-D-1655F11G.E. JA% DSOPF2 Jet A, Jet
AL, Fldet BESZINATIK, A RS MIL-T-5624 2 (¥1IP-4, P-5, Fl JP-81H,
FENHERZ I, ANINFR R 48 F 2 0L %47 . IFuel conforming to commercial jet
fuel Specification ASTM-D-1655 or G.E. Specification D50PF2 Jet A, Jet A1,
and Jet B are authorized for unlimited use. Fuels conforming to MIL-T-5624
grades JP-4, JP-5, and JP-8 are acceptable alternatives. Consult flight manual for
additive use.

Engine Ratings: & /12 % Takeoff static thrust, standard day, sea Maximum continuous static thrust,
level conditions (5 min) Ib./ ¥#§~FTfi45 standard day, sea level conditions Ib./#f

HERRS ST, 15 SPIARER SR AOELEF S, B
CFM-56-3C-1 20,100* 18,900*
CFM-56-3B1 20,100 18,900

*CFM 56-3C-1 throttle limiter to limit full throttle thrust equivalent to 20,100.
RAINIEAT BRI E2GLELE21EU & ALY HiE 5 5 FAAHLIE ) %47 F- M /For engine operating limits see

6/57
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engine TC Data Sheet No. E2GL or E21EU or the FAA Approved Airplane Flight Manual.

Ik 7% B /Thrust Settings:

T PZ R il /Alirspeed Limits:

LI H/C.G. Range:

I K B/Maximum Weights:

WA R 28 3ok R () RTLI) AT TR ARMIB 3% s oA S 1R R BT Eh 2R 1
i 28k f2 ) R BhAILHE /). [The appropriate engine power setting curve (%N1),
in the FAA Approved Airplane Flight Manual or AFM Appendices must be used
for control of engine thrust.

Vmo/Mwo - 340/0.82 (KCAS)

T Hopth i 2 S PR i 2 Woad 24 B FAARLAE R ©AT T 51 3B 2/For other
airspeed limits see the appropriate FAA Approved Airplane Flight Manual listed
in NOTE 2.

Z: DLIE M I FAARLAE RS ®AT T 21 H (1718 2/See the appropriate FAA
Approved Airplane Flight Manual listed in NOTE 2.

Z: DLiE M I FAARLAER ®AT T 21 H (1718 2/See the appropriate FAA
Approved Airplane Flight Manual listed in NOTE 2.

BT (737-700, -800, -600, -700C, -900 & -900ER) HIFTA WAL FIFH<EH#E / DATAPERTINENT TOALL
MODELS EXCEPT 737-700, -800, -600, -700C, -900 & -900ER:

R/ RATHLAL

Minimum Crew for All Flights:

KB AU

Maximum Passengers:

= INUig g Wil
Maximum Baggage Cargo:

ST INE pliE2S v}
Fuel & Oil Capacities:

/MR R RS
Minimum Required Fuel:

RNIBAT R
Maximum Operating Altitude:

2 (K47 R ATEI 2 3 /Pilot and Copilot)

149 (737-300 %741 K #l/Series Airplanes).
188 (737-400 % 51| K #/L/Series Airplanes), limited by FAR 25.803(c)
140 (737-500 % 41| & 4/L/Series Airplanes), limited by FAR 25.807(d).

2 IL3E 4 I E BT T, Boeing XX {4:D6-150665/See appropriate Weight &
Balance Manual, Boeing Document No. D6-15066

2 IL3E 4 1 E BT T, Boeing X {4:D6-150665/See appropriate Weight &
Balance Manual, Boeing Document No. D6-15066

2 ILi&E M I FAARLAER ®AT T 51 H ()73 2/See appropriate FAA Approved
Airplane Flight Manual listed in NOTE 2.

37,0005 X/ ft. (737-300, 737-400, and 737-500 % 51) KH/L/ Series Airplanes)

7157



RS\ AT IEEE B/ The Validation Data Sheet i ¥%/Revision: 19

FE/Datum:

PR EKIMAC:

FARZ AT R/
Other Operating Limitations:

Bz sh=/
Control Surface Movements:

S JLAE / Certification Basis:

The airplane reference origin of coordinates is a point located 540 inches forward
of the center section wing front spar centerline, at buttock line zero, (i.e., aircraft
fore/aft centerline as viewed in plane view) and at water line zero. (737-100
Series) All production body stations coincide numerically with moment arms.
Horizontal distance of datum to nose gear jack point is 286 inches for the 737-
100 Series, 250 inches for the 737-200 Series, and 207.7 inches for the 737-300
Series, 135.7 inches for the 737-400 Series, 261.7 inches for the 737-500 Series.

134.5 /5z~Finches (L.E. of MAC is 625.59 inches aft of the aircraft datum).

Z: WFAARLAE ) AT F W51 H 7B 2/See FAA Approved Airplane Flight
Manual Appendices listed In NOTE 2 See NOTE 12.

NI, AN E RIS 2 5 SO A SR AT 0] R G e e ™ b %
i, TR A T R kvt () 4R T . /To insure proper operation of the
airplane, the movements of the various control surfaces must be carefully
controlled by proper rigging of the flight control systems. The airplanes must,
therefore, be rigged according to the following FAA Approved data:Boeing
Drawings No.

65-45101 #5154, EIFE LA/ Control Installation, Aileron Spoiler
65-45102 T [& e i i % A< i iy B /Control Installation, Elevator

65-45103 7 [r] e 42 il ¥ 4% 22 L i W /Control Installation, Rudder

65-45104 %1584, /K°F-22 52 TH i “F-/Control Installation, Stabilizer Trim
65-45105 %1l 1% %, 3L F/Control Installation, Aileron Trim

65-45106 #1154, J7AIERC F/Control Installation, Rudder Trim
65-45116 Yl B 12 i) ¥ 4% 2E i i3 W /Control Installation, Speed Brake

RIS £k E FE A/ Type Certification Basis, (737-300 £ %1 K #/l/Series
Airplanes)

PIRMI S M T25HLEISEIER, TSBIER. 85 IERMISTEIESR,
MR ERSN CR25FILSMEIEZ/KF) [Part 25 of the Federal Aviation
Regulations as amended by Amendments 25-1 through 25-3, 25-7,25-8, and 25-
15, except where superseded by the following sections of Part 25 as amended by
Amendments 25-1 through:

25-11 (Section 25.939, 25.977, 25.1141);

25-16 (Section 25.1457);

25-17 (Section 25.813);

25-20 (Section 25.785);

25-23 (Section 25.701, 25.723, 25.729, 25.863, 25.1103, 25.1143, 25.1331,
25.1333, 25.1435);

25-31 (Section 25.1459);
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25-32 (Section 25.787, 25.809, 25.811, 25.853, 25.1557);

25-36 (Section 25.1305(a), (c), (d)(1), and (d)(2));

25-40 (Section 25.1585);

25-51 (Section 25.2, 25.101, 25.107, 25.111, 25.113, 25.143, 25.343, *25.571(a)
and (b), 25.571(d), 25.581, 25.629, *25.671, *25.672, 25.677, 25.683, *25.699,
25.703, 25.735, 25.771, 25.772, 25.773, 25.789, 25.791, 25.803, 25.812,
25.855,25.865, 25.903, 25.933, 25.934, 25.979, 25.993, 25.994, 25.1001,
25.1019, 25.1041, 25.1043,25.1093, 25.1183, 25.1203, 25.1303, **25.1305(d)(3),
25.1307, *25.1309, 25.1325(a) through (f), 25.1326,25.1351(d), 25.1359,
25.1387, 25.1413, 25.1415, 25.1419, 25.1447, 25.1450, 25.1561,
25.1581,25.1583, 25.1587;

25-53 (Section 25.1411).

BT 25 B 553635 19814F8 H 1 H A= 241 1 52 12544 1E %€ /Federal Aviation
Regulations (FAR) Part 36 with Amendments 36-1 through 36-12, effective
August 1, 1981.

FRERIE A 25 A 22 27/Special Federal Aviation Regulation 27.
X BRI 2 R 22 2538 [ #4 fie/Exemption from FAR 25:

25.901(c) Partial Exemption — No single powerplant or auxiliary power unit
failure will jeopardize the safe operation of the airplane. (Exemption No. 7968,
February 4, 2003) See NOTE 16.

*Applicable only to new or major modified structure or to new systems and
components uniqueto the 737-300 series airplane with respect to the existing
Model 737-200 Series airplane. For unmodified areas of Power Operated
Control Systems, the original amendment level of FAR 25.695 remains in effect.

**Compliance with 25.1305(d)(3) has been mandated by the FAA in accordance
with the provisions of FAR 21.101(b). Equivalency safety findings exist with
respect to the following regulations: For 737-300 only:

FAR 25.723(a) Shock Absorption Tests

FAR 25.791 Passenger Information Signs and Placards

FAR 25.803(c)(8) Emergency Evacuation

FAR 25.809(f)(1)(ii) Escape Slides

FAR 25.853(c) Compartment Interiors

FAR 25.811(e)(3) Emergency Handle Illumination

FAR.812(b)(1)(i) Emergency Exit Signs

FAR 25.1093(b)(1) Induction System Deicing and Anti-lcing provisions.
FAR 25.811(f) Exterior Exit Markings

FAR 25.1415(d) Emergency Locator Transmitter (ELT)

TS 4k o € FE A/ Type Certification Basis, (737-400 and 737-500 & 41 K#L
9/57
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/Series Airplanes)

BRI M 258183 5B IR, T9BIER. 858 IERMISSEIER,
TR BRI CH25EBLSMZIEZ/KF) [Part 25 of the Federal Aviation
Regulations as amended by Amendments 25-1 through 25-3, 25-7, 25-8,and 25-
15, except where superseded by the following sections of Part 25 as amended by
Amendments 25-1 through:

25-11 (Section 25.939, 25.977, 25.1141);

25-16 (Section 25.1457);

25-17 (Section 25.813);

25-20 (Section 25.785);

25-23 (Section 25.701, 25.723, 25.729, 25.863, 25.1103, 25.1143, 25.1331,
25.1333, 25.1435);

25-31 (Section 25.1459);

25-32 (Section 25.787, 25.809, 25.811, 25.853, 25.1557);

25-33 (Section 25.772);

25-36 (Section 25.1305(a), (c), (d)(1), and (d)(2));

25-40 (Section 25.1585);

25-51 (Section 25.2, 25.101, 25.107, 25.111, 25.113, 25.143, 25.145, 25.147,
25.149, 25.177,25.181, 25.201, 25.207, 25.233, 25.237, 25.253, 25.255, *25.305,
25.343, *25.571(a) and (b),25.571(d), 25.581, 25.629, *25.671, *25.672, 25.677,
25.683, *25.699. 25.703, 25.735, 25.771,25.773, 25.789, 25.791, 25.803, 25.812,
25.855, 25.865, 25.903, 25.933, 25.934, 25.979,25.993, 25.994, 25.1001,
25.1019, 25.1041, 25.1093, 25.1183, 25.1203, 25.1303, *25.1305(d)(3), 25.1307,
*25.1309, 25.1325(a) through (f), 25.1326, 25.1351(d), 25.1359, 25.1387,
25.1413,25.1415, 25.1419, 25.1447, 25.1450, 25.1561, 25.1581, 25.1583,
25.1587);

25.53 (Section 25.1411).

TDE S it 25 B 2 36312 1E & /Federal Aviation Regulations (FAR) Part 36 with
Amendments 36-1 through 36-15, effective May 6, 1988.

RRRR I i 25 B 22 27355 /Special Federal Aviation Regulation 27.

*Applicable only to new or major modified structure or to new systems and
components unique to the 737-400, and 737-500 series airplane with respect to
the existing Model 737-200 Series airplane. For unmodified areas of Power
Operated Control Systems, the original amendment level of FAR 25.695 remains
in effect.

**Compliance with 25.1305(d)(3) has been mandated by the FAA in accordance
with the provisions of FAR 21.101(b).

#2542 4= [Equivalent safety findings exist with respect to the following
10/57
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regulations: For 737-100/-200/-200C/-300/-400/-500:

FAR 25.1415(d) Emergency Locator Transmitter

An equivalent safety finding exists, with respect to incorporation of Boeing
Service Bulletin 737-28A1141, for the following regulation: For 737-200/-
200C/-300/-400/-500; FAR 25.901(c) Single Failures

Equivalency safety findings exist with respect to the following regulations: For
737-400 and 737-500 only:

FAR 1.2 Abbreviations and symbols

FAR 25.21 Proof of compliance

FAR 25.103 Stalling Speed

FAR 25.107 Takeoff Speeds

FAR 25.119 Landing Climb: All-engine- operating
FAR 25.121 Climb - One engine-operative

FAR 25.125 Landing

FAR 25.145 Longitudinal Control

FAR 25.147 Directional and lateral control

FAR 25.149 Minimum Control Speed

FAR 25.161 Trim

FAR 25.175 Demonstration of static longitudinal stability
FAR 25.177 Static directional and lateral stability

FAR 25.201 Stall demonstration

FAR 25.207 Stall Warning

FAR 25.723(a) Shock Absorption Tests

FAR 25.735 Brakes

FAR 25.773 Pilot compartment view

FAR 25.803(c)(8) Emergency evacuation

FAR 25.809(f)(1)(ii) Escape slides

FAR 25.811(e)(3) Emergency handle illumination

FAR 25.811(f) Exterior Exit Markings

FAR 25.812(b)(1)(i) Emergency exit signs

FAR 25.1323 Airspeed indicating system

FAR 25.1325 Static pressure systems

FAR 25.1415(d) Emergency Locator Transmitter (ELT)
FAR 36 Appendix C Use of the 1g Stall Speed instead of minimum speed in the
stall as a basis for determining compliance.

Compliance with the following optional requirements has been established for all
Models:

Ditching Provisions 25.801  (Overwater operation can be approved when the
aircraft has been equipped and has been approved according to FAR 25.801. The
56-person life raft is not approved for use on 737-100/200/300/400 airplanes due

11/57
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A P2 3L /Production Basis:

W EBE 44 IRequired Equipment:

k%515 E./Service Information:

LI H/C.G. Range:

FRE/INOTE 1.

FREINOTE 2.

to ditching evacuation capability).
Ice Protection Provisions 25.1419

A PRI IE7005 /Production Certificate No. 700

B AR R COLH S JE D I AR At 1 6 A0 2T 22 2 38 5 4 o S 11
KL B PrESRI AR St Rk . /The basic required equipment as
prescribed in the applicable airworthiness regulations (see Certification Basis)
must be installed in the aircraft for certification. The required equipment is noted
in the Type Design Data.

Boeing Document D6-15565 (For 737-100/200), D6-37635 (For 737-300), D6-
38246 (For 737-400), D6-38441 (For 737-500), "Structural Repair Manual" is
FAA-approved. Service Bulletins and other service information, when FAA-
approved, will carry a statement to that effect.

Z: DLIE M I FAARLAER ®AT T 21 H (1718 2/See the appropriate FAA
Approved Airplane Flight Manual listed in Note 2.

FERTAG o € N L AT RR A WAL S A L 5 AR 22 W 8 1 8 B AN 3R 2 4
B R ANP A P A 3 T, B4 5% H 3x(D6-15066 ALK i), Jf H.
iz B NI AR B R 6 R4 2 S U8 S 1% T M. /Current Weight
and Balance Control and Loading Manual, including list of equipment, (D6-
15066 Airplane Report), included in certificated weight empty and loading
instructions must be in each aircraft at the time of original certification and at all
times thereafter except in the case of operators having an approved weight
control system.

RHLIL R K AT T NS AT, HFAAREAER CHL AT PN, s
R B O A = R A A AR L AT AR KL L. /Airplane
operation must be in accordance with the FAA Approved AFM. All placards
required in either the FAA Approved AFM, the applicable operating rules or the
Certification Basis must be installed in the airplane.

FAARLTE) 2% T-737-30011) %47 T S0 5 £ D6-8730/Boeing Document
No. D6-8730 is the basic FAA Approved Airplane Flight Manual for Model 737-
300 airplanes.

FAARLTE) 2% T-737-40011) & 47 T SO 5 2 D6-8734/Boeing Document
No. D6-8734 is the basic FAA Approved Airplane Flight Manual for Model 737-
400 airplanes.

FAARILTE ) 2% T-737-50011) %47 T SO 5 £ D6-8735/Boeing Document
12157
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No. D6-8735 is the basic FAA approved Airplane Flight Manual for Model 737-
500 airplanes.

FEREINOTE 3. The retirement times of fatigue critical parts are listed in the following table.
FAA engineering approval is required to increase these values of retirement time.
These service lives may be converted to flight hours based on service route
segments average time and must be approved by the FAA.
737 F /AL TE SR A% F A7 @ /LIFE LIMITS FOR MODEL 737 MAIN/NOSE LANDING GEARS (3)
ZJISERIES HEVUE/WEIGHT RANGE (KIPS) | f# % @/LIFE LIMIT (FLIGHTS)
-100 TAXI LANDING MAIN NOSE
-200 95-111.2 89.7 - 103 81,000 (1) 81,000
BGW
-200 HGWA
-200HGWA 114 - 128.6 103-107 100,000 (1) 90,000
-200HGWB (2)
-300 136.5 - 139 114 75,000
-400 143 121 75,000
-500 134-139 110 75,000
@ Trunnion pins 65-46113-3 and -5 are to be replaced at 76,000 flights.
2 Forward trunnion fuse bolts 65-42196-4, -5 and 69-58854-2, used on 737-100
and 737-200 series airplanes are to be replaced at 83,000 flights.
©)] For Detail Components Lives see Boeing Service Letter 737-SL-32-21.
TERINOTE 4. FF5P & WAB220IHS I L J5 B2 [11IP-1, IP-4F1IP-5 54kl il LAY 43 25 1)
BURA I T IR R KNS AT R 2, 7B n] R Y o/
PRI PEHES . /(@)  JP-1, JP-4 and JP-5 fuels conforming to P & WA
specification No. 522 and later revisions may be used separately or mixed in any
proportions without adversely affecting the engine operation or power output. No
fuel control adjustment is required when switching fuel types.
Phillips Bx#K55)(b) Phillips anti-icing fuel additive PFA-55MB may be used if
concentration delivered to airplane does not exceed 0.15% by volume. No fuel
system anti-icing credit is allowed.
FEREINOTE 5. 737-100, 737-200, 737-200C, 737-300, 737-400, F1737-500 & 41 KAl dn 44 77

%, 737-105, [737/2R04%, 13E7n/E100451, 0524% M8 H /- i e & v
FE ). /Models designation of the 737-100, 737-200, 737-200C, 737-300, 737-

13/57
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TEREINOTE 6.

TEREINOTE 7.

TERE/INOTE 8.

TERE/INOTE 9.

TERE/NOTE 10.

TERE/NOTE 11.

FRE/INOTE 12.

ARE/INOTE 13.

FR/NOTE 14.

400, and 737-500 Series airplanes are shown by the "Dash No." of the prefix
"737," i.e. 737-105; the "1" represents the "-100 Series," and the "05" represents
the customer's configuration for which initial approval was obtained.

HE NP RS R, BN BL S 1 B NP4 4 R A
(Boeing 3C#4D6-15066)43) 1 F A T AP 78 i 2 ds i 75 4L A . / Weight and
Balance Control and Loading Manual. For each Model the Weight and Balance
Control and Loading Manual (Boeing Document D6-15066) consists of the Basic
Manual and a Supplement Aircraft Report.

Boeing 7374k 72 45 F 4% A5 #1D6-37089 (& Ad 84-21-06, 14 1F:39-4933) H (1)L &5
737-300, 737-400, [{]737-500 744 Z 4 FAAR THRE)H1Z1T, //The Boeing
737 Supplemental Structural Inspection Document D6-37089 (See Ad 84-21-06,
Amendment 39-4933) will be revised to include the 737-300, 737-400, and 737-
500 at a time to be determined by FAA engineering.

ANi&EH 1 Not Applicable
ANi&EH 1 Not Applicable

AN LT8R B KA B IR 7 A X, AR T TR E A
ST ok e R IsAT B AP ATBR ] . /Individual airplanes may be limited
to weights different than those specified herein. Refer to the FAA Approved
Airplane Flight Manual or the FAA Approved Weight and Balance Manual to
determine maximum permissible operating weights and balance limitations.

JT8D-15 engines equipped with MOD 10 exhaust mixer (Pratt & Whitney
Aircraft Part No. 5004027) have same engine limits as JT8D-15 engines with
splitter type exhaust system.

AN3&E F 1 Not Applicable

Xf — B ALY 5 T R AR AR B 0K A IR S5l R R E AT, Xk
JIk 4538 5 £ Boeing SRS 5 D6-19567H1 I 737k 45 i@ Hi 4 41, W ARAEFAAGLL
HERI RS S A, Lt 11 56 [ 2238 3] 5 L A8 IE A0 58 O IR 157 5
4. [There are service bulletins which call for modifications which do not
comply with the Type Certification Basis. These service bulletins are listed in
Boeing Document D6-19567 titled "Service Bulletin 737".The records of
airplanes imported into the USA should be reviewed to be sure that further
modifications are accomplished to insure compliance, if the non FAA-approved
service bulletins modifications have been installed.

AN3E& F 1 Not Applicable
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VEREINOTE 15.

TEREINOTE 16.

VEREINOTE 17

737-200, -300, -400, 1 -500 KHLHIAL S it n SEPE AL E A2 IFAA R i)
T AC 120-42A #1471 VAL, FEFZ M SC11D6-38091 (737-20044 7Y,
e FIFEFF) A1 D6-38123fK) (737-300/-400/-500F4 %4, iy AIFET) f#H
AP IS, EE W KIEFEIEIT . [The type design reliability and performance
of the Model 737-200, -300, -400, and -500 airplanes have been evaluated in
accordance with FAA Advisory Circular 120-42A and found suitable for
Extended Range Operations with Two-Engine Airplanes (ETOPS) when operated
and maintained in accordance with Boeing Document D6-38091
“CONFIGURATION, MAINTENANCE, AND PROCEDURES FOR
EXTENDED RANGE (ER) OPERATION” for the Model 737-200, and Boeing
Document D6-38123 for the Models 737-300, -400, and -500.

ANi&EH 1 Not Applicable

ANi&EH 1 Not Applicable

V. Model 737-700 (Approved November 7, 1997; CAAC Validated on Oct 6,1998), 737-800 (Approved March
13, 1998; CAAC Validated on Oct 6,1998) , and 737-600 (Approved August 12, 1998; CAAC Validated on
April 29,2002) Transport Aircraft.

R BHLIEngines:

#Ri IFuel:

P £ CFM56-7B, -7B/2, -7B/3 B(-7TBE & 4w 56 K ZhHL, Z W AT T & 3)
HLBR 1. /Two CFM56-7B, -7B/2, -7B/3 or -7BE Series Turbofan Engines.
Refer to the FAA Approved Airplane Flight Manual for engine limitations.

The CFM56-7B/2 series have double annular combustors and provide the same
thrust as the CFM56-7B series engines at the respective engine ratings and are
approved for all models except the CFM56-7B-18/2 engine rating. The CFM56-
7B/3 series have single annular combustors and provide the same thrust as the
CFM56-7B series engines at the respective engine ratings. The CFM56-7BE
series have single annular combustors and provide the same thrust as the CFM56-
7B series engines at the respective engine ratings.

7¥/Note:
CFM56-7B %41l K ZIHLCAAC VTCIE 1544 5 VTCO077E, Rev.5; /The
CAAC VTC No. of CFM56-7B Serial engines is VTC0077E, Rev.6;

FERVF 6 T IR AR K HL 2 R HE YR & H 1 Fuels meeting the following
specifications and mixtures thereof are approved for use:

*Jet A, Jet A-1 as specified in ASTM-D1655
*JP-5 as specified in MIL-T-5624

*JP-8 as specified in MIL-T-83133

*No.3 Jet Fuel as specified in GB 6537
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Fuels conforming to G.E. Specification D50TF2 (Class A, C, D and E) or fuels
produced or certified to other specifications and having properties meeting the
requirements of the above specifications are acceptable for use. Consult Flight
Manual for additive use.

AR F 6 A2 P e N IRSEAN [ [ S b “3 5k (GB 6537) #iit
TR BRI

Approved to use the fuels that meet the requirements in the National Standard of
the People’s Republic of China “No.3 Jet Fuel” (GB 6537) Specification.

Engine Ratings/  Model 737-700 Takeoff static thrust, Maximum continuous static thrust,
REPLIZ standard day, sea level standard day, sea level conditions

conditions (5 min) Ib./ ¥ 1o/~ AR #E R b K LEFFE
MARHER U KEpdtEds, 71, B

o5

CFM56-7B24 24,200 22,800

CFM56-7B24/2* 24,200 22,800

CFM56-7B24/3 24,200 22,800

CFM56-7B24E 24,200 22,800

CFM56-7B24/B1** 24,200 22,800

CFM56-7B24/3B1** 24,200 22,800

CFM56-7B24E/B1** 24,200 22,800

CFM56-7B22 22,700 22,300

CFM56-7B22/2* 22,700 22,300

CFM56-7B22/3 22,700 22,300

CFM56-7B22E 22,700 22,300

CFM56-7B20 20,600 19,400

CFM56-7B20/2* 20,600 19,400

CFM56-7B20/3 20,600 19,400

CFM56-7B20E 20,600 19,400

CFM56-7B26 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26/3 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26E 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26/3B2 26,300 22,800

CFM56-7B26E/B2 26,300 22,800

CFM56-7B26/3B2F 26,300 22,800

CFM56-7B26E/B2F 26,300 22,800

CFM56-7B26/3F 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26E/F 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26/2* 26,300 25,900, Limited to 22,800 by
FMC

CFM56-7B26/B2 26,300 22,800

Engine Ratings/ 7374 = Y/Model 737-700 Increased Gross Weight (IGW)
KAL)

CFM56-7B24 24,200 22,800

CFM56-7B24/2* 24,200 22,800

CFM56-7B24/3 24,200 22,800
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CFM56-7B24E
CFM56-7B24/3B1**
CFM56-7B24E/B1**
CFM56-7B22
CFM56-7B22/2*
CFM56-7B22/3
CFM56-7B22E
CFM56-7B20
CFM56-70B20/2*
CFM56-7B20/3
CFM56-7B20E
CFM56-7B26

CFM56-7B26/2*

CFM56-7B26/3

CFM56-7B26E

CFM56-7B26/3F

CFM56-7B26E/F

CFM56-7B26/B1#
CFM56-7B26E/B1#
CFM56-7B27A
CFM56-7B27/B3#
CFM56-7B27/3B3#
CFM56-7B27E/B3#
CFMb56-7B27E
CFM56-7B27E/F

24,200
24,200
24,200
22,700
22,700
22,700
22,700
20,600
20,600
20,600
20,600
26,300

26,300
26,300
26,300
26,300
26,300

26,300
26,300
27,300
27,300
27,300
27,300
27,300
27,300

22,800

22,800

22,800

22,300

22,300

22,300

22,300

19,400

19,400

19,400

19,400

25,900, Limited to 22,800 by
FMC

25,900, Limited to 22,800 by
FMC

25,900, Limited to 22,800 by
FMC

25,900, Limited to 22,800 by
FMC

25,900, Limited to 22,800 by
FMC

25,900, Limited to 22,800 by
FMC

25,900

25,900

25,900

25,900

25,900

25,900

25,900

25,900

1& T 737-700 IGW T BEL il i 2= W55 530 43 J THI (175 %4 [Please see note 4 at the end of Section V for

limitations which may be applicable to the 737-700 IGW airplanes.

Engine Ratings/
KRBT

Model 737-800

CFM56-7B24
CFMb56-7B24/2*
CFM56-7B24/3
CFM56-7B24E
CFM56-7B24/B1**
CFM56-7B24/3B1**
CFM56-7B24E/B1**
CFM56-7B26
CFM56-7B26/2*
CFM56-7B26/3
CFM56-7B26E
CFM56-7B26/3F*
CFM56-7B26E/F*
CFM56-7B27
CFM56-7B27/2*

Takeoff static thrust,

standard day, sea level

Maximum continuous static
thrust, standard day, sea level

conditions (5 min) Ib./ ¥ conditions Ib./3F [Hi A5 K
SPRIFRER R R R R LERRE ST, 1%

71,

24,200
24,200
24,200
24,200
24,200
24,200
24,200
26,300
26,300
26,300
26,300
26,300
26,300
27,300
27,300
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25,900
25,900
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CFM56-7B27/3 27,300 25,900
CFM56-7B27E 27,300 25,900
CFM56-7B27/3F 27,300 25,900
CFM56-7B27E/F 27,300 25,900
CFM56-7B27/B1** 27,300 25,900
CFM56-7B27/3B1** 27,300 25,900
CFM56-7B27E/B1** 27,300 25,900
CFM56-7B27/3B1F** 27,300 25,900
CFM56-7B27E/B1F** 27,300 25,900
CFM56-7B27/B3 27,300 25,900
CFM56-7B27/3B3 27,300 25,900
CFM56-7B27E/B3**# 27,300 25,900

Engine Ratings/  Model 737-600 Takeoff static thrust, standard Maximum continuous static

LS day, sea level conditions (5  thrust, standard day, sea level
min) lb./ ¥V HARE RS conditions 1./ [ brifE R
REHET), B RIRRESFHES,
CFM56-7B20 20,600 19,400
CFM56-7B20/2* 20,600 19,400
CFM56-7B20/3 20,600 19,400
CFM56-7B20E 20,600 19,400
CFMb56-7B22 22,700 22,300
CFM56-7B22/2* 22,700 22,300
CFM56-7B22/3 22,700 22,300
CFM56-7B22E 22,700 22,300

** KRR I % /Special Rating
# RFREIEESR (GE TS A4 Special Maintenance Provisions (BBJ applications only).

R ANHLIEAT R 2 WL E % #.E00055EN Y, E00056EN =X & 47F-/t. /For engine operating limits see Engine
Type Certificate Data Sheet No. EOO055EN or EO0056EN or the FAA Approved Airplane Flight Manual.

HE 3% B Thrust Settings: WA 2B FH 28 sk S HE 1 RATLI AT TR ARM B 356 HR R I (1) R S ATL D 26 4% e
il 2 k4% ) & B HLE 1. [The appropriate engine power setting curve (%N1),
in the FAA Approved Airplane Flight Manual or AFM Appendices must be used
for control of engine thrust.

PR Hl/Airspeed Limits: VMO/MMO - 340/0.82 (KCAS)
SR HLA 2 A R 25 LA 24 O FAASEHE R AT T 51 H K738 2/For other
airspeed limits see the appropriate FAA Approved Airplane Flight Manual listed

in Note 2
HLJEH/C. G. Range: 2 ILid M I FAARLAER) R AT T 51 H (1) 73RE 2/See the appropriate FAA

Approved Airplane Flight Manual listed in Note 2

B K i /Maximum Weights:

737-700
e KIE AT & /Maximum Taxi Weight (MTW) 155,000 Ibs.
B A K E B /Maximum Takeoff Weight (MTOW) 154,500 Ibs.
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B K% i # 5/ Maximum Landing Weight (MLW)
B K R E F/Maximum Zero Fuel Weight (MZFW)

73744 F #4/737 700 Increased Gross Weight (IGW)

129,200 Ibs.
121,700 Ibs.

2 W, 737-700 34 =AY (1 R 1 &8 40 7€ f 5 #1073 73 % 4 [Please see Note 4 at the end of
Section for limitations which may be applicable to the 737-700 IGW airplanes

B K47 F R /Maximum Taxi Weight (MTW) 171,500 Ibs.
B K E F/Maximum Takeoff Weight (MTOW) 171,000 Ibs.
B K% i # 5/ Maximum Landing Weight (MLW) 134,000 Ibs.
K E B # F/Maximum Zero Fuel Weight (MZFW) 126,000 Ibs.
737-800
B K47 F R /Maximum Taxi Weight (MTW) 174,700lbs.
B At K # F/Maximum Takeoff Weight (MTOW) 174,200Ibs.
B K% i # 5/ Maximum Landing Weight (MLW) 146,300 Ibs.
B R R B /Maximum Zero Fuel Weight (MZFW) 138,300 Ibs.
737-600
B K47 FE R /Maximum Taxi Weight (MTW) 146,000 Ibs.
B At K #E FE/Maximum Takeoff Weight (MTOW) 145,500 Ibs.
I K% Fil: 5/ Maximum Landing Weight (MLW) 120,500 Ibs.
B KA B /Maximum Zero Fuel Weight (MZFW) 114,000 Ibs.

/N RATHLAS

Minimum Crew For All Flights: 2 ("¥47 52 A1 25 3¢/Pilot and Copilot)

K E & B/ Maximum
Passengers: 737-700 737-800 737-600
149 189 149
BRAT 2R E A/

Maximum Baggage Cargo: % W& 4 1 E BT T, Boeing X {4-D043A560 737-6008174, DO043A570
737-700417, DO043A580 737-8004/1%/See appropriate Weight and Balance
Manual, Boeing Document No.: D043A560 for Model 737-600

D043A570 for Model 737-700

D043A580 for Model 737-800

D043A584 for the 737-800BCF

The 737-800BCF is a model 737-800 aircraft converted into a freighter under
project number TS14-0042 that have incorporated Boeing drawing 800A0003

BRI A 2 &
Fuel & Oil Capacities: Z WiE Y E &P F M, Boeing X f4D043A570/See appropriate Weight

W
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and Balance Manual, Boeing Document No., D043A570

= UN SR ST
Minimum Required Fuel: Z: Mg A I FAARLAER R AT T 51 H )73 FE 2/See appropriate FAA Approved
Airplane Flight Manual listed in Note 2
R KIBAT gL

Maximum Operating /Altitude: 5% /X/41,000 ft.

FE/Datum: FIE 410 EE T T4, Boeing X {4D043A570/See appropriate Weight &
Balance Manual, Boeing Document No. D043A570

33 5%IMAC: 155.81 #&~}/in

HoAth iz 17 BRI/

Other Operating Limitations: 2 WFAAfL#E K €17 T/t See FAA Approved Airplane Flight Manual
Appendices

B mizshE

Control Surface Movements: TR, ASEHEIN IS B 2 R AH R AT 6] R S0 1 Rl ™ A& 4%
i, KM R R IR R EI4R3ERC . /To insure proper operation of the
airplane, the movements of the various control surfaces must be carefully
controlled by proper rigging of the flight control systems. The airplanes, must,
therefore, be rigged according to the following FAA Approved data:

W% K455 /Boeing Drawing Numbers:
114A1001, b0 4 1k 3 22 5 ML 3 AT 2% A Il /K rueger Flap Instl - Inbd Wing

L.E.

251A1001, ## 7 R ek AR 425 il 3% 4% 15 B/Rigging Instructions, Lateral &
Speedbrake Control

251A2001, TH P& e 22 4835 41 W /Rigging Instructions, Elevator Control
System

251A3001, 77 [ fie 45 1) £ 4i 2 £t BI/Rigging Instructions, Rudder Control
System

251A4001, 2 ¢ [T 42 i) 5 4036 % 16 B /Rigging Instructions, Stabilizer
Trim Control

256A3001, #t B AE B 2% % 158 Rigging Instructions - Flap Actuation

256A2284, 14k B i 25 44 BAL K 2% 22 35- WL BT 2%/ Flap.Slat Sensor Instl -
Leading Edge, Wing

H7 5 e fill/Certification Basis:

A BT IR 25 TMBIESE 1 2 77 SBIER, TNk KERSMPart 25 of the Federal Aviation Regulations as
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amended by Amendments 25-1 through 25-77 with the exceptions listed below:

SECTION NO. TITLE AT AMDT. 25.-
25.365 Pressurized Compartment Loads QFx***
25.561 Emergency Landing Conditions-General 0
25.562 Emergency Landing Dynamic Conditions 64*
25.571 Damage-tolerance and Fatigue Evaluation 0,77, **
of Structure
25.607 Fasteners 0,77%*
25.631 Bird Strike Damage 0,77**
25.699 Lift and Drag Device Indicator 0, 77**
25.775 Windshields and Windows 0
25.783(f) Doors 15,77**
25.807(c)(3) Emergency Exits 15
25.813 Emergency Exit Access 45,77**
25.832 Cabin Ozone Concentration Q***
25.1141 Powerplant Controls: General 11%x**
25.1309 Equipment, Systems and Installations 0, 77**
25.1419(c) Ice Protection 23,77**

* Flight attendant seats are qualified to Technical Standard Order C127, dated March 30, 1992, or qualified to
TSO C1274a, and

a) Head Injury Criteria data collected and reported by TSO applicant is less than 1000, and

b) Femur Injury Criteria data collected and reported by TSO applicant is less than 2250 pounds, and

¢) Permanent deformation data collected and reported by TSO applicant are in compliance with the requirements
of FAA Advisory Circular (AC) 25.562-1A.

* Passenger and crew seats in the flight deck comply with 825.562(a),(b),((c)(1),(2),(3),(4),(7), and (8)). In
addition flight deck observer seats comply with 825.562((c)(5)). Medical stretchers used to transport non-
ambulatory occupants are not required to comply with 825.562.

**  Applicable to new and significantly modified structure and systems and portions of the airplane affected by
these changes. Where two amendment levels are shown for the same paragraph, the number without the
asterisk (*) applies to structures,

systems and portions of the airplane which are not new or significantly modified. The structure, systems, and
components which comply with the later amendment will be identified in Boeing document D010A001,
approved by the FAA and JAA, and referenced on the TCDS.

*** Boeing provides FAA approved data (Document number D6-49779) to 737 operators to enable the operators
to show ozone compliance per 8121.578 for their specific route structures.

**x*  Exception applies to Auxiliary Power Unit spar mounted fuel shut off valve only. All other power plant
controls were shown to comply with §25.1141 at amendment 25-77.

**kxx For 737-800 airplanes configured with a flat aft pressure bulkhead, the airplane is also designed to
withstand the effects of a sudden release of pressure venting aft through any 820 square inch opening in that
bulkhead at any operating altitude. Amendment level "0" is the original published version of Part 25 (February 1,
1965).
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BEAh, B BIRAT & TR AR Y o R SRk — A
In addition, the following regulations, which Boeing has voluntarily complied with, are also part of the certification
basis;

SECTION NO. TITLE AT AMDT. 25.-
25.733 Use of Inert Gas for Tire Inflation 78
25.811(e) Emergency Handle Illumination 79
25.1316 Lightning Protection Requirements 80
25.143(c),(d),(e),(f) General, Controllability & Maneuverability 84
25.145(b),(c)(1) Longitudinal Control 84
25.149(f),(h) Minimum Control Speed 84
25.203(c) Stall Characteristics 84
25.253(b) High-Speed Characteristics 84
25.305(d) Strength and Deformation 86
25.321(c),(d) Flight Loads - General 86
25.331(a),(d) Flight Maneuver and 86
Gust Conditions - General
25.333(a),(c) Flight Envelope 86
25.341 Gust Loads 86
25.343(b) Design Fuel and Oil Loads 86
25.345(a),(c) High lift Devices 86
25.349 Rolling Conditions 86
25.351 Yawing Conditions 86
25.371 Gyroscopic Loads 86
25.373(a) Speed Control Devices 86
25.391 Control Surface Loads:general 86
25.427 Unsymmetrical Loads 86
25.519 Jacking and Tie-down Provisions 81
25.571(b) Damage Tolerance and Fatigue 86
Evaluation of Structure (Loads)
25.1415(d) Ditching Equipment (ELT) 82
25.1517 Rough Air Speed VRA 86

In addition to the airworthiness standards, the type-certification basis for these derivative airplanes includes
compliance with the emissions standards of part 34 as amended by any amendments effective at the time of
certification and with the noise standards of part 36 as amended by Amendment 36-20 or any subsequent
amendment effective at the time of certification.

4 F &1 | Special Conditions

Special Conditions were proposed, in accordance with §21.16. The Special Conditions for the following subjects
were issued in Renton, Washington, September 17, 1997. Their effectivity was the same day as issuance:
25-ANM-132, published in the Federal Register on September 17, 1997 for 737-600/-700/-800 airplanes and
applicable to later amendments of the 737 model that incorporate the same novel or unusual design feature:

® High Intensity Radiated Fields

® Limit Engine Torque Loads for Sudden Engine Stoppage

25-358-SC, published in the Federal Register on June 29, 2007 addressed 737-600/-700/-700C/-800/-900 and -
900ER series airplanes regarding seats with non-traditional, large, non-metallic panels

Special Conditions No0.25-386-SC, published in the Federal Register on August 7, 2009, addressed 737-600/-700/-
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700C/-800/-900 and 900ER series airplanes with inflatable lapbelts installed

25-404-SC, published in the Federal Register on April 12, 2010, Modification to Boeing Model 737-600/-700/-
700C/-800/-900 and -900ER Series Airplanes: Rechargeable Lithium Batteries and Rechargeable Lithium-Battery
Systems

25-550-SC, published in the Federal Register on June 6, 2014, Airplane Electronic Systems Security Protection
from Unauthorized External Access

25-551-SC, published in the Federal Register on June 6, 2014, Isolation [of] Airplane Electronic System Security
Protection from Unauthorized Internal Access.

3% 24 | Equivalent Safety Findings:

The Equivalent Safety Findings were proposed in accordance with 821.21. The following have been identified as
equivalent safety findings:

811 General Definitions

81.2 Abbreviations and Symbols

825.21 Proof of Compliance

825.101(i) Rejected Takeoff Performance (F-4)

825.103 Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.105(c)(1) Rejected Takeoff Performance (F-4)

8§825.107 Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.109 Rejected Takeoff Performance (F-4)

825.111(a) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.113 Rejected Takeoff Performance (F-4)

825.115(a) Rejected Takeoff Performance (F-4)

825.119(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.121(c)(d) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.125(a) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.143(g) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.145(a)(b)(c) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.147(a)(c)(d) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.149(c) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.161(b)(c)(d)(e) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.175(a)(b)(c)(d) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.177(c) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.181(a)(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.201(a)(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.207(b)(c)(d)(e)(f) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.231(a) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.233(a) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
825.237(a)(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)
§25.395(a) Lateral Control System Load Factors (A-5)

825.613 Material Design Values (A-9)

8§25.733 Return Landing Capability (F-3)
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8§25.735 Return Landing Capability (F-3)

825.735(f)(g)(h) Rejected Takeoff Performance (F-4)

825.735(f)(g) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.773(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.791 “No Smoking” limitation in the Passenger Compartment (C-5)

8§25.810 (a)(1)(ii) Escape Slides (C-4)

8§25.811(f) Exterior Exit Markings (C-1)

8§25.812(b)(1)(i) Emergency Exit Locator and Marking Signs (C-3)

8§25.813(c)(1)(i) Emergency Exit Access (C-1)

825.813(c) Seat Obstruction of the Provided Exit Opening at Overwing Exit Door and Reduced Passageway to the
Overwing Exits (for Type 11l Automatic Overwing Exit) (C-1)

825.841(a)(b) Cabin Altitude Warning System with Dual Limits for Operations into High Altitude Airports (S-1)
825.853(a) Adhesives Used in Interior Panel Bent Joint Potting Applications (C-1)

825.853 “No Smoking” limitation in the Passenger Compartment (C-5)

8§25.933(a) Flight Critical Thrust Reversers (P-2)

8§25.979(b)(1) Pressure Fueling System — Automatic Refueling Shutoff System Check Function (P-5)
8§25.981(b)(d) Fuel Tank Flammability Reduction Rule (P-2)

8§25.1001(c) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.1323(c) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.1325(e) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.1389(b) Equivalent Safety Finding (ESF) for Forward Position Light System Minimum Intensity (SE-1)
825.1389 Equivalent Safety Finding (ESF) for Position Light Overlapping Intensities (SE-2)

8§25.1391 Equivalent Safety Finding (ESF) for Forward Position Light System Minimum Intensity (SE-1)
8§25.1393 Equivalent Safety Finding (ESF) for Forward Position Light System Minimum Intensity (SE-1)
8§825.1395 Equivalent Safety Finding (ESF) for Position Light Overlapping Intensities (SE-2)

825.1411(b)(1) General — Overhead Life Vest Location (C-1)

825.1415(d) Emergency Locator Transmitter (ELT) (C-1)

825.1419 Use of Analysis to Demonstrate Safe Flight in Icing Conditions (S-1)

825.1419 Use of Analysis to Demonstrate Safe Flight in Icing Conditions (S-2)

825.1441(c) Crew Determination of the Quantity of Oxygen Available in the Lavatory Passenger Service Units
Bottles (ES-1)

825.1443(c) Determination of Minimum Oxygen Flow for the Lavatory Oxygen System (S-1)

825.1517 Rough Air Speed, VRA (F-1)

825.1529 Inclusion of Airworthiness Limitations within the Boeing ICA Manuals (G-8)

85.1549(b) Equivalent Level of Safety (ELOS) Finding for Powerplant And Auxiliary Power Unit Instruments (S-
1)

825.1587(b) Use of 1-g Stall Speed Instead of Minimum Speed (F-1)

825.1587(b) Rejected Takeoff Performance (F-4)

#4 f/Exemptions:
Exemptions granted for previously type-certificated 737 series airplanes do not apply to these derivative models.
£5.1435(b)(1) Hydraulic Systems (Exemption 6086, May 17, 1995, Exemption No. 6086A, January 29, 2009).
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85.305, 25.307(a), 25.601, 25.603(c), 25.613(a) and (b),, 25.901(c), and 25.1103(d) Partial Exemption —
Localized areas of temperature — related damage. (Exemption No. 9571, December 11, 2007).

825.853(a), appendix F, paragraph (a)(1)(i) - Partial Time-Limited Exemption, Testing on Large Interior Panels,
granted through November 28, 2011. (Exemption No. 9791, November 28, 2008, Exemption No. 9791B, March 1,
2010, Exemption No. 9791C, February 4, 2011)

825.562(b)(2) Emergency Landing Dynamic Conditions - related to Flight Deck Testing (Granted April 12, 1996,
Exemption No. 6425).

825.571(e)(1) Damage-Tolerance and Fatigue Evaluation of Structure - related to Bird Strike Velocity. (Granted
April 8, 1997, Exemption No. 6601).

825.901(c) Partial Exemption — No single powerplant or auxiliary power unit failure will jeopardize the safe
operation of the airplane. (Exemption No. 7968, February 4, 2003) See NOTE 6.

85.901(c) and &25.981(a)(3) - Exemption from 14 CFR 25.901(c), Amendment 25-126, and 25.981(a)(3),
Amendment 25-102 or later, pertaining to fuel tank ignition prevention associated with the fuel quantity indication
systems (FQIS) on in-service and newly-produced Model 737-600/-700/-800/-900/-900ER (737NG) airplanes.
(Time-limited Exemption No. 10905, Originally granted December 18, 2013, Expires December 18, 2017,
Exemption No. 10905A granted December 13, 2017; Exemption No 10905B granted September 28, 2018)
85.1447(c)(1) Automatic Presentation of Oxygen Masks to Allow Operation at High Altitude Airports (Exemption
No. 8668A, December 30, 2013).

B. Joint Aviation Authorities (JAA) Certification Basis: For Models 737-600, 737-700 and 737-800, please see
Boeing 737 JAA Data Sheet No. JAA/25/97-018.

C Certification basis for 25.981(c) at amendment 25-102, and Special Conditions 25-308-SC, issued on December
25, 2005, for the flammability reduction system (FRS), is applied if fuel tank inerting is installed in new airplane
production or as a modification. Airworthiness limitations for the FRS are contained in Section 9 of the applicable
Maintenance Planning Document.

i AEZEK
[Certification Maintenance
Requirements (CMR’s) The CMR’s are listed in either the FAA approved Section 9 of Boeing

Maintenance Planning Data Document D626A001-CMR or the applicable engine
Type Certification Data Sheet. The more restrictive requirement from these two
documents shall be in force. All 737-600/700/7001GW/800 airplanes with line
numbers 715 and on must comply with the damage tolerance structural
inspections contained in revision June 2000 or later FAA-approved revision.

A P2 Bt /Production Basis: A= ¥R 1IE700°5 /Production Certificate No. 700

W E 3% /Required Equipment: 3& FH RTIEHTEER  CILER ESERD  FTRILE O JE A0 2 06 20 22 00 B 5 4% o 2 |
Bl ko FrEsRmB&ER S %8k . [The basic required equipment as
prescribed in the applicable airworthiness regulations (see Certification Basis)
must be installed in the aircraft for certification. The required equipment is noted
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in the Type Design Data.
JIk 5515 E/Service Information: Z: Wik & (M5 F4EAE T, 40 SRR 2% 38 o A HAB IR 555 S AL HE 16, FAA

23t HAEH A . /The following Boeing “Structural Repair Manual”
Documents are FAA-approved. Service Bulletins and other service information,
when FAA-approved, will carry a statement to that effect.

D634A201 for the 737-700

D634A209 for the 737-800BCF

D634A210 for the 737-800

D634A220 for the 737-600

D634A330 for the 737-700 IGW

.0 JEH/C.G. Range: Z: ILIE M FIFAARLHAER) ®AT F A5 Hi)/ - See the appropriate FAA Approved
Airplane Flight Manual listed.

2L ) T SChRIC kR The Approved Chinese Placard and Markings:
PAR HF AR IE AR EL 1 CAAC 232 31 H FAA fikif:
The following Chinese Placards have been accepted by CAAC and approved by FAA:

5 A 5 WA (R 8)
Code Title Number Rev./See Note 8
1 737 _Blllngual (Chinese) Placards and D6-36621-7 3
Markings

D. Additional cert basis items for 737-800BCF:

. Title Through .
Section No. Amdt Applies To:
(or subparagraph)
[25-X]
25.107 Takeoff speeds 135
25.143 General 129
25.201 Stall demonstration 108
25.331 Symmetric maneuvering conditions 91
25.345 High lift devices 91
25.349 Rolling conditions 94
25.351 Yaw maneuver conditions 91
?(?)'??f‘;)’(%’)(b)' ©), Pressurized compartment loads 87
25.371 Gyroscopic loads 91
25.445 Auxiliary aerodynamic surfaces 86 For t_he installation
of wiglets only
25.473 Landing load conditions and assumptions 103
25.479 Level landing conditions 91
25.481 Tail down landing conditions 94
25.483 One-gear landing conditions 91
25.485 Side load conditions 91
25.491 Taxi, takeoff and landing roll 91
25.493 Braked roll conditions 97
25.499 Nose-wheel yaw and steering 91
25.561 General — Emergency landing conditions 91
Damage-tolerance and fatigue evaluation of Fuselage,
25.571 structure 132 except
MDCD
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132
See
737-
25 571 Damage-tolerance and fatigue evaluation of 800BC MDCD
structure F
Excepti
ons
table.
25.571(b)(1),
(b)(2), (b)(3), Damage-tolerance and fatigue evaluation of 132 Structural
(b)(4), (b)(5) and structure loads
(b)(6)
25.607 Fasteners 23
25.611 Accessibility provisions 123
25 613 Material strength properties and material design 112
values
25.723 Shock absorption tests 103
25.729 Retracting mechanism 136
25.731 Wheels 107
25.783 Fuselage Doors 114
See
737-
800BC
25.795 25.795(b)(1) F _
Excepti
ons
table.
25.795(b)(2) 138
25.807 Emergency exits 114
25 810 Emergency egress assist means and escape 114
routes
25.811 Emergency exit marking 88
25.812 Emergency lighting 128 (f;gr;ge?olriéggqtzlc()g)
25.813 Emergency exit access 128 gggge?;;%g%?g)
25.831 Ventilation 89
25.853 Compartment interiors 116
25.855 Cargo or baggage compartments 123
25.856 Thermal/Acoustic Insulation materials 111
25.857 Cargo compartment classification 93 f;ggge?olf;%rgp;gc():)
25 858 Cargo.or baggage compartment smoke or fire 93
detection systems
25.903 Engines 100
25.1301(a) Function and installation 123
25 1302 In_stalled systems and equipment for use by the 137
flight-crew
?(:5)181(;9%2; (b), Equipment systems and installations 123
25.1316 System lightning protection 134
25.1317(a),(c) High-ir!tensity Radiated Fields (HIRF) 192
Protection
25.1329 Flight guidance system 119
25.1353(a), (b), (c) | Electrical equipment and installations 123
25.1357 Circuit protective devices 123
25.1411 General 116
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25.1423 Public address system 115
25.1431 Electronic equipment 113
25.1435 Hydraulic systems 104
25.1439 Protective breathing equipment 115
Equipment standards for oxygen dispensing Granted Exemption
25.1447 units 116 17218 for
25.1447(c)(1)
25.1583 Operating limitations 130
25.1585 Operating procedures 105
25.1707(c) System separation: EWIS 123
26.21(h) Limit of validity 26-6
26.45(b)(c) Hold.ers of type (_:ertificates - Alterations and 26-4
repairs to alterations
21.93(b) Classification of changes in type design 21-97 | Acoustics
36.7 Acoustical chzfmge.: Transport category large 36-26 | Acoustics
airplanes and jet airplanes
36.103 Noise limits 36-26 | Acoustics

Title 14, Code of
Federal
Regulations (14
CFR) part 25 as
amended by
Amendments 25-0
through 25-138 Title Tgrnc;lé%h Exception Applies To:
with exceptions (or subparagraph) [25-x]
requested and
permitted by 14
CFR 21.101. These
exceptions are
noted
below:Section No.
25.365(e)(1), (e)(2) | Pressurized compartment loads 0 Airplane
25.571(a)(b) Airplane Structures:
Eg))((czl;{dmg Eg;gg SDtral:];?L?gtolerance and fatigue evaluation of 86 8 G’B%‘ge
(b)(4), (b)(5),
(b)(6))
25.795(b)(1) Security considerations N/A Airplane
25.841(a) Pressurized cabins 38 Airplane
ECS Cargo Fire
Systems
25.1322(a), (b) Flight crew alerting 38 VDCD Door
Flight Deck / Crew
Operations
25.1703 Function and installation: EWIS N/A Airplane
25.1705 Systems and functions: EWIS N/A Airplane
25.1707
(No exception
being System separation: EWIS N/A Airplane
sought for
25.1707(c)
25.1709 System safety: EWIS N/A Airplane
25.1711 Component identification: EWIS N/A Airplane
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25.1713 Fire protection: EWIS N/A Airplane
Electrical bonding and protection against .
25.1715 static electricity: gEWISp ’ N/A Airplane
25.1717 Circuit protective devices: EWIS N/A Airplane
25.1719 Accessibility provisions: EWIS N/A Airplane
25.1721 Protection of EWIS N/A Airplane
25.1723 Flammable fluid fire protection; EWIS N/A Airplane
25.1725 Power-plants: EWIS N/A Airplane
25.1727 Flammable fluid shutoff means: EWIS N/A Airplane
25.1729 Instructions for Continued Airworthiness: EWIS N/A Airplane
25.1731 Power-plant and APU fire detector system: EWIS | N/A Airplane
25.1733 Fire detector systems, general: EWIS N/A Airplane

Special Conditions:

The following Special Conditions are applicable to the 737-800BCF

Special
Condition Title Effective Date
25-347-SC | Interaction of Systems and Structures March 19, 2007
Exemptions:

The following Exemptions are applicable to the 737-800BCF

Exemption | Applicable Part
Number 25 Section Title Date Issued Comments
17218 25.785(j), Carriage of Supernumeraries February 24, 2017

25.812(e),

25.813(b),

25.857(e),
25.1447(c)(1)

Equivalent Safety Findings (ELOS):

The following ELOS are applicable to the 737-800BCF

Applicable Regulations or

Equivalent Level of Regulatory
Safety (ELOS) Number Guidance

Subject

AT8167SE-T-ES-1

14 CFR part 21.21(b)(1), 25.855,
25.857,
25.1309, 25.1585

Inadvertent Smoke Detection in Forward and Aft
Lower Lobe Class C Cargo Compartments from a
Smoke Source in a Main Deck Class E
Compartment Boeing 747-400SF

PS05-0020-E5-3 T4 CFR part 2L.21(b)(1), 25.831(q),

25.1309(a)(b)(d)

Acceptable High Temperature Physiological
Environment During Failure Conditions

Additional Design Requirements and Conditions (ADRC):

The following design features, requirements and information are included as part of the 737-800BCF

certification basis. If these items are not maintained, compliance must be shown with the latest 14 CFR part 25

requirement(s) as amended by Amendment 25-1 through Amendment 25-138.

Section 25.571(a) and (b)

The following design features must be incorporated in the type design for the fuselage (including main deck
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cargo door (MDCD).

1. For the 737-800BCF structure the damage tolerance evaluation must include inspection thresholds that
are established based upon crack growth analysis and/or tests, assuming the structure contains an initial
flaw of the maximum probable size that could exist as a result of manufacturing or service induced

damage.

2. A limit of validity of the engineering data that supports the structural maintenance program, stated as a
number of total accumulated flight cycles or flight hours or both, must be included in the applicable
airworthiness limitations section of the instructions for continued airworthiness required by &25.1529
(Reference: 14 CFR 26.21, Amendment 26-6).

Other Operating Limitations:

1. The 737-800BCF is not approved for ETOPS.

1EFEINOTE 1.

FEINOTE 2.

TERE/NOTE 3.

T4 KHLZETC OnlyR#4s 4 7/The following Serial Numbers were
produced under Type Certificate Only:
Model 737-700: 27841, 27842, 27843, 27835, 28100, 27836, 28004, 28005,
27837, 28209, 27838,28100, 28101, 28102, 28088, 27839, 28210, 28103,
28840, 28089, 28006, 28107, 28108, 28099.
Model 737-800: 27977, 27978, 27979, 27980, 27981, 27982, 28068, 28069,
28213, 28373.
Model 737-600: 28288 thru 28293, 28296, 28297

MR REAER AT FMHEAT, HFAARLAER AL AT FM . (AT
F e M o R = SR ) A s L A2 AR KL B . 737-6001/-
700/-800 ¥ AT F- M At 2 1 & SCR4D631A001. K AT T L HE 2 4
MAPHT IR Sl AT SR, LUET737-8EF (737-8f8 72 I
CAD2021-B737-19) #hifi—2, HiZFEF KRB KEE S RG AT T
KALHE GBI W 200 I U 5 IR 5518 5 737-27-132233H AT %2
%,

Airplane operation must be in accordance with the FAA Approved AFM. All
placards required in either the FAA Approved AFM, the applicable operating
rules or the Certification Basis must be installed in the airplane. Boeing
Document No. D631A001 is the basic FAA Approved Airplane Flight Manual
for Model 737-600/-700/-800 airplanes. The Airplane Flight Manual includes
the "Airspeed Unreliable (E)" procedure with guidance for disabling of the
nuisance stick shaker to harmonize with the 737-8 procedure (Refer
CAD2021-B737-19 for the procedure of 737-8) , The Stall Warning System —
Stick shaker Circuit Breakers Button (Colored Cap) relevant to this procedure
must be installed according to Boeing Service bulleting 737-27-1322.

R CCAR25.57 LT3R 1) 45 RS 15 A1 22 4 7 Ay A A (1) 30 A3 ) () 1) 7

Boeing 737-600/700/800%% A 415 11X SC#4D626A001-CMRH . Boeing

737-800BCF: R 4EE 1KLY 511 /ED140A006H, D140A0067E

D626A001 S LEf 37 y737-800 BCF KALEZAE 1 b 78 o3& i PR 1) 5%
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~J A R AR B R AR B LISy . BT AR R A S TIS AT S
[¥1737-600/700/7001GW/B00 K L4 Zitiif /2 20004F-6 H Bt 2 J5 FAAAL#E
PIRRA AL B ) “ 2SR o /Required structural
inspections for compliance with FAR 25. 571 and the retirement times for
safe-life parts are listed in the FAA Approved Airworthiness Limitations
and Certification Maintenance Requirements Section 9 of Boeing 737-
600/700/800 Maintenance Planning Document D626A001-CMR, or
D140A006 for Boeing 737-800BCF. D140A006 provides supplemental
airworthiness limitations for 737-800BCF in addition to the requirements
in D626A001. All 737-600/700/7001GW/800 airplanes with line numbers
715 and on must comply with the Damage Tolerance Structural Inspections
contained in revision June 2000 or later FAA-approved revision

FEREINOTE 4. 73734 E A /Model 737-700 Increased Gross Weight (IGW):
2 RN T H A B B da i kv H 21 A Gttt B 3
1998105H, #£68205 %)
The following exemptions have been granted when the airplane is
not operated for hire, or for common carriage (Granted October 5,
1998, Exemption No. 6820):
5.785(h)(2) Flight Attendant Seat Locations which do not Provide for Direct
View of the Cabin,
85.813(e) Installation of Interior Doors in between passenger compartments,
5.853(d) Interior materials that do not comply with Heat Release and
Smoke Emissions Requirements.
(Granted February 17, 1999, Exemption No. 6820A);
&5.807(d)(7) Distance Between Exits.
85.813(e) Installation of Interior Doors in between passenger compartments
&5.853(d) Interior materials that do not comply with Heat Release and
Smoke Emissions Requirements.

A LA 23R AET37-T00IGW _E [ A ZhHL AL B g T H A Iz E ik . 20
AL RATFM, %3 CFMB6-7B26 B{CFM56-7B26/B1 5 CFM56-
7B27/B3.

Acceptable engine model installed on a 737-700 IGW is dependent on type of
intended in-service use. See the individual Airplane Flight Manual for
approved installation of either the CFM56-7B26 or CFM56-7B26/B1 or
CFM56-7B27/B3.

JERE/NOTE 5. 737-600, -700,F1-800 ¥ HLAI Y Z ¥ 1 A SEHEFIPE BE L& % FEFAA 1]
5 AC 120-42A 4T 1 VAL, FEHL M SCAFD044A007 (1) (737-
600/-700/-800f4 214, B4 FFEF) A AILES I, & & XU EFRE
1To Ak, #E20074F2 H 15 H J5 347 1) 7 IS ETOPSHEAE ) AL 55 1t
B 24%14 CFR 25.1535i 4T | vfili, 1E4& M & S0 D044A007i81T
AP HITER T, EEER (ETOPS) i5f7. MEAHINETOPSIZAT
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TERE/NOTE 6.

HEFEINOTE 7:

TER/NOTE 8:

fbrE. 737-800%4 5 K ML 737-800BCFAL 5 KHLETOPSIZ /T A%k
H34L#E . IThe type design reliability and performance of the Model 737-
600, -700, and —800 airplanes have been evaluated in accordance with FAA
Advisory Circular 120-42A and found suitable for Extended Range
Operations with Two-Engine Airplanes (ETOPS) when operated and
maintained in accordance with Boeing Document D044A007, ““737-600/-
700/-800 ETOPS CONFIGURATION, MAINTENANCE, AND
PROCEDURES". Additionally, type design changes incorporated after
February 15, 2007 that require ETOPS approval have been evaluated in
accordance with 14 CFR 25.1535 and found suitable for Extended
Operations (ETOPS) when operated and maintained in accordance with
Boeing Document D044A007. This finding does not constitute approval to
conduct ETOPS operations. Model 737-800 airplanes converted to 737-
800BCF are not approved for ETOPS.

The FAA has determined that the occurrence of any uncontrollable high
thrust failure condition “may endanger the safe operation of an airplane”
and hence is reportable under FAR 121.703, 125.409, and 135.415.

Mandatory replacement times, inspection intervals, related inspection procedures
and all critical design configuration control limitation for the fuel tank system
determined during the Special Federal Aviation Regulation No. 88 program and
for compliance with 14 CFR 25.981 and Special Condition 25-308-SC are listed
in the FAA-approved Airworthiness Limitations and Certification Maintenance
Requirement, Section 9, of Boeing 737-600/700/700C/7001GW/800/900
Maintenance Planning Data Document

D626A001-CMR, Revision December 2005 or later FAA-approved revision.
All Model 737-700,-800, and -600 series airplanes, production line number
1679 and on, must comply with Revision March 2006, or a later FAA-approved
revision. The FAA is planning to issue an airworthiness directive mandating
compliance with Revision March 2006, or a later FAA-approved revision,
applicable to all Model 737-600, -700, -700C, -800, and -900 series airplanes
with production numbers lower than 1679.

B Ja SR HHE I RRAS .

Including the subsequent approved version(s).

V1. Model 737-900 (Approved April 17, 2001; CAAC Validated on June 9,2005) Transport Aircraft.

K EHHLIENgines:

P £ CFM56-7B, -7B/350-TBE R FI w4 K AL, 2 W AT T A A SR
il /Two CFM 56-7B, -7B/35}-7BE Series Turbofan Engines. Refer to the
FAA Approved Airplane Flight Manual for engine limitations.
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7 /Note:
CFM56-7B 241 K s HLCAAC VTCIE 1344 5 VTCO077E, Rev.5; /The
CAAC VTC No. of CFM56-7B Serial engines is VTCO077E, Rev.6;

R /Fuel: PRI 2 R IR LTS, S AL & ff F/Fuels meeting the following
specifications and mixtures thereof are approved for use:

* Jet A, Jet A-1 as specified in ASTM-D1655
JP-5 as specified in MIL-T-5624

JP-8 as specified in MIL-T-83133

* No.3 Jet Fuel as specified in GB 6537

*

*

Fuels conforming to G.E. Specification D50TF2 (Class A, C, D and E) or fuels
produced or certified to other specifications and having properties meeting the

requirements of the above specifications are acceptable for use. Consult Flight
Manual for additive use.

FLAEAE A 2 e NIRRT E [ K hrifE “35mirl”  (GB 6537) #iiE
EER AR o

Approved to use the fuels that meet the requirements in the National Standard of
the People’s Republic of China “No.3 Jet Fuel” (GB 6537) Specification.

1 W YH #E/0il Consumption: For compliance with FAR 25.1011(b), the approved maximum oil consumption
rate for the CFM56-7B engines installed on this model airplane has been
established as 0.340 gallons per hour. Operation of the Model 737-900 airplane
with engine oil consumption rates higher than this limit is not permitted.

Engine Ratings/  Model 737-900 Takeoff static thrust, Maximum continuous static

BAHLIR stand_a_rd day, sea level ‘ thrus_t,_standarq day, sea Igvel
conditions (5 min) lb./ #F conditions Ib./3E~F [ Fx v R
SPTARE R U CFHE  UBOESR I T), 1

VAR
CFM56-7B24 24,200 22,800
CFM56-7B24/3 24,200 22,800
CFM56-7B24E 24,200 22,800
CFMb56-7B24/3B1** 24,200 22,800
CFM56-7B24E/B1** 24,200 22,800
CFM56-7B26 26,300 25,900
CFM56-7B26/3 26,300 25,900
CFM56-7B26E 26,300 25,900
CFM56-7B26/3F 26,300 25,900
CFMb56-7B26E/F 26,300 25,900
CFM56-7B26/B1 26,300 25,900
CFM56-7B27 27,300 25,900
CFM56-7B27/3 27,300 25,900
CFM56-7B27E 27,300 25,900
CFM56-7B27/3F 27,300 25,900
CFM56-7B27E/F 27,300 25,900
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CFM56-7B27/B1 27,300 25,900
CFM56-7B27/3B1 27,300 25,900
CFM56-7B27E/B1 27,300 25,900
CFMb56-7B27/3B1F 27,300 25,900
CFM56-7B27E/B1F 27,300 25,900
CFM56-7B27/B3 27,300 25,900
CFM56-7B27/3B3 27,300 25,900
CFM56-7B27E/B3 27,300 25,900

** KPR /Special Rating

RENHLISATBR 1 2 WA F.E00055EN B EO0056EN 5 € 47Fflt. /For engine
operating limits see Engine Type Certificate Data Sheet No. EOO055EN or
EOO056EN or the FAA Approved Airplane Flight Manual.

Ik 7% B /Thrust Settings: A2 28 3 SHEHE PR KL B RAT T AR ARM B 35 R 2 PR R S 2R 138 52
i 2k Sk R BhALHE /). IThe appropriate engine power setting curve (%N1), in
the FAA Approved Airplane Flight Manual or AFM Appendices must be used for
control of engine thrust.

P BRl/Airspeed Limits:  VMO/MMO - 340/0.82 (KCAS)

KT HAh 2 T PR 2 W3 24 I FAAREAER ©AT T W51 H 103 2/For other
airspeed limits see the appropriate FAA Approved Airplane Flight Manual listed

in Note 2.
HLEFIC. G. Range: Z: ILid M I FAARLAER) R AT T 51 H () 73RE 2/See the appropriate FAA

Approved Airplane Flight Manual listed in Note 2.

I K H B:/Maximum Weights:  737-900
2= I, 737-900 1 PR 350 43 7 25 -5 43 J Tl Y73 ¢4 /Please see Note 4 at the end
of Section VII for limitations which may be applicable

to the 737-900 airplanes
B K # % FH 5 /Maximum Taxi Weight (MTW) 174,700

Ibs.
Fe KK E/Maximum Takeoff Weight 174,200
(MTOW) Ibs.
e K i 2 F/Maximum Landing Weight (MLW) 146,300
Ibs.
B K ZE MR B/Maximum Zero Fuel Weight 140,300
(MZFW) Ibs.
Model 737-900  Eligible Serial Numbers:
737-9B5 29987-30002
737-9K2 29599-29602, 32944
737-97L 33644-33646, 33648, 33649
737-95R 30412, 33740
737-924 30118-30129
737-990 30013-30019, 30021, 30029, 30856, 30857, 33679,
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33680

/N ATHLA
/Minimum Crew
for All Flights: 2 ()47 R AN EI 25 3¢/Pilot and Copilot)

B s 4= Rl [Passenger only mode 189
/Maximum

Passengers:

B RAT AR AT/

Maximum Baggage Cargo: 2 IIE M F) EET I, Boeing 3 #FD043A590/See appropriate Weight and
Balance Manual, Boeing Document No. D043A590

TR R T A

Fuel & Oil Capacities: Fid 4 E T F 1, Boeing 3£ D043A590/See appropriate Weight and
Balance Manual, Boeing Document No. D043A590

= UNSHEER S 1)

Minimum Required Fuel: Z: ILid M I FAAREAE R’ AT T 51 H ()73R¢ 2/See appropriate FAA Approved
Airplane Flight Manual listed in Note 2.

KIBAT A gl

Maximum Operating /Altitude: 41,0007 JX/ft.

FLiE/Datum: Fid U E T T, Boeing U 4FD043A590/See appropriate Weight &
Balance Manual, Boeing Document No. D043A590

PR EN%IMAC: 155.81555}/ in

HoAh Iz 47 FR A1/

Other Operating Limitations: 2 JLFAA#LHE ) & AT T /see FAA Approved Airplane Flight Manual
Appendices

e NiTpeNmIh v

Control Surface Movements:  AfiGREH], A1 20 [HI 12 ) B W 3 A N7 R AT 28 1) 2R 49 A0 2B P 77 ot 428
i, TEHL A R T IR T EI4R3ERL . /To insure proper operation of the
airplane, the movements of the various control surfaces must be carefully
controlled by proper rigging of the flight control systems. The airplanes, must,
therefore, be rigged according to the following FAA Approved data:

3% 485 /Boeing Drawing Numbers:

114A1001, 5o 6% 4 3 22 3 - ML 31T 2% A /K rueger Flap Instl - Inbd Wing
L.E.

251A1001, 7 [ri) A d A 32 il 26¢ £ i B /Rigging Instructions, Lateral &
Speedbrake Control
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251A2001, THF& fig 2l £ 4835 41t W /Rigging Instructions, Elevator Control
System

251A3001, 77 ] g2 i R 405 % Ui B3/Rigging Instructions, Rudder Control
System

251A4001, % ¢ [ e - 42 il & 4t 2% 4% 15t BA/Rigging Instructions, Stabilizer
Trim Control

256A3001, #: #AE 525 % 15 Rigging Instructions - Flap Actuation
2562284, 14k 3L 2 4% AL SR A8 2 - WL AT 2/ Flap.Slat Sensor Instl -
Leading Edge, Wing

H7 5E K fill/Certification Basis:

A, IR 25 HMEIESE 1 2 91 S21ES, TR KERSMPart 25 of the Federal Aviation Regulations as
amended by Amendments 25-1 through 25-91 with the exceptions listed below:

SECTION TITLE AT AMDT. 25.-
NO.

25.365 Pressurized Compartment Loads 0

25.562 Emergency Landing Dynamic Conditions 64*
25.607 Fasteners 0,91**
25.631 Bird Strike Damage 0,91**
25.699 Lift and Drag Device Indicator 0,91**
25.783(f) Doors 15,91**
25.807(c)(3) Emergency Exits 15
25.813 Emergency Exit Access 45,91**
25.831(a) & (Q) Ventilation 41
25.832 Cabin Ozone Concentration Q***
25.841(a) Pressurized Cabins 38
25.853(d)(3) Compartment Interiors 72
25.904 Automatic Takeoff Thrust Control System AL (25-82 1)
25.1141 Power Plant Controls: General 11**x*
25.1309 Equipment, Systems and Installations 0,91**
25.1419(c) Ice Protection 23,91**
25.1447(c)(3)(ii) Equipment Standards for Oxygen 41

Dispensing Units

* Flight attendant seats are qualified to:

1. Technical Standard Order (TSO) C127, dated March 30, 1992, or

2. TSO Cl127a, and

Head Injury Criteria data collected and reported by the TSO applicant is less than 1000 and,

Femur Injury Criteria data collected and reported by the TSO applicant is less than 2250 pounds, and,

Permanent deformation data collected and reported by the TSO applicant are in compliance with the requirements
of FAA Advisory Circular (AC) 25.562-1A.

Passenger and crew seats in the flight deck comply with §25.562(a),(b), ((c)(1).(2),(3).(4),(7), and (8)). In addition
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flight deck observer seats will comply with 825.562((c)(5)).

** Applicable to new and significantly modified structure and systems and portions of the airplane affected by
these changes. Where two amendment levels are shown for the same paragraph, the number without the

asterisk (*) applies to structures, systems and portions of the airplane which are not new or significantly modified.
The structure, systems, and components which comply with the later amendment are identified in Boeing

document D010AO001, approved by the FAA and JAA, and referenced on the TCDS..

*** Boeing provides FAA approved data (Document number D6-49779) to 737 operators to enable the operators
to show ozone compliance per 8121.578 for their specific route structures.

**x*  Exception applies to Auxiliary Power Unit spar mounted fuel shut off valve only. All other power plant
controls were shown to comply with §25.1141 at amendment 25-91.

Amendment level "0" is the original published version of Part 25 (February 1, 1965).

BeAh, BE B RS T RM T 9152 IERKEIEZKF
In addition, Boeing has volunteered to comply with the following amendment levels later than amendment 25-91.

25.101 92 Performance; General

25.105 92 Takeoff

25.107 94 Takeoff Speeds

25.109 92 Accelerate Stop Distance

25.113 92 Takeoff Distance and Takeoff Run

25.115 92 Takeoff Flight Path

25.571(e)(1) 96 Damage Tolerance and Fatigue Evaluation of Structure
25.735 92 Brakes

25.855 93 Cargo or Baggage Compartments

25.857 93 Cargo Compartment Classification

25.858 93 Cargo or Baggage Compartment Smoke or Fire Detectio
25.1533 92 Additional Operating Limitations

+ F % f*:1Special Conditions:

Limit Engine Torque Loads for Sudden Engine Stoppage.

High Intensity Radiated Fields (HIRF) Protection.
Special Conditions No.25-386-SC, published in the Federal Register on August 7, 2009, addressed 737-600/-700/-
700C/-800/-900 and 900ER series airplanes with inflatable lapbelts installed.

2624 % 4xIEquivalent Safety Findings:
81.2 Abbreviations and Symbols
825.21 Proof of Compliance
8§25.103  Stalling Speed
825.107  Takeoff Speeds
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825.111 Takeoff Path
825.119 Landing - Climb: All engines operating
825.121 Climb - One engine operative
825.125 Landing
825.143  General - Controllability and Maneuverability
825.145  Longitudinal Control
825.147 Directional and Lateral Control
825.149  Minimum Control Speed
825.161 Trim
825.175 Demonstration of Static Longitudinal Stability
825.177  Static Directional and Lateral Stability
825.181 Dynamic Stability
825.201 Stall Demonstration
825.207  Stall Warning
825.231 Longitudinal Stability and Control
825.233 Directional Stability and Control
825.237 Wind Velocities
825.395(a) Control Systems
825.613 Material Strength Properties and Design Values.
825.735 Brakes
825.773  Pilot Compartment View
825.791  Passenger Information Signs and Placards
825.810 (a)(1)(ii)  Escape Slides
825.811(f) Emergency Exit Markings
825.813(c)(1) Emergency Exit Access (for Type Il Automatic Overwing Exit)
85.813(c)(2)(i) Emergency Exit Access (for Type Il Automatic Overwing Exit)
825.853(f) Compartment Interiors
825.933(a) Reversing Systems
825.979(b)(1) Pressure Fueling System
825.1001 Fuel Jettison System
825.1323 Airspeed Indication Systems
825.1325 Static Pressure Systems
8§25.1389(b)(3) Wing Tip Position Lights
85.1549(b) Equivalent Level of Safety (ELOS) Finding for Powerplant And Auxiliary
Power Unit Instruments (S-1)
825.1587 Performance Information
#84/Exemptions:
825.1435(b)(1) Hydraulic Systems (Originally granted May 17, 1995, Exemption No.
6086).
825.562(b)(2) Emergency Landing Dynamic Conditions - related to Flight Deck
Testing (Originally granted August 20,1999, Exemption No. 6425A).
825.901(c) Partial Exemption — No single powerplant or auxiliary power unit failure
will jeopardize the safe operation of the airplane. (Originally granted February 4, 2003,
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Exemption No. 7968) See NOTE 5.

&5.901(c) and 825.981(a)(3) - Exemption from 14 CFR 25.901(c), Amendment 25-126,
and 25.981(a)(3), Amendment 25-102 or later, pertaining to fuel tank ignition prevention
associated with the fuel quantity indication systems (FQIS) on in-service and newly-
produced Model 737-600/-700/-800/-900/-900ER (737NG) airplanes. (Time-limited
Exemption No. 10905, Originally granted December 18, 2013, Expires December 18,
2017; Exemption No. 10905A granted December 13, 2017, Exemption No 10905B
granted September 28, 2018)

FAR Part 34:
Part 34 of the FAR as amended at the time of certification.

FAR Part 36:
Part 36 of the FAR as amended at the time of certification.

B. Joint Aviation Authorities (JAA) Certification Basis: For Model 737-900 please see Boeing 737 JAA Data
Sheet No. JAA/25/97-018.

C Certification basis for 25.981(c) at amendment 25-102, and Special Conditions 25-308-SC, issued on December
25, 2005, for the flammability reduction system (FRS), is applied if fuel tank inerting is installed in new airplane
production or as a modification. Airworthiness limitations for the FRS are contained in Section 9 of the applicable
Maintenance Planning Document.

HE BB ER/
Certification Maintenance
Requirements (CMR’s) The CMR’s are listed in either the FAA approved Section 9 of Boeing
Maintenance Planning Data Document D626 A001-CMR, revision March 2001 or
later FAA approved revision, or the applicable engine Type Certification Data
Sheet. The more restrictive requirement from these two documents shall be in
force.

A P2 Eent/Production Basis: B =¥ R 1IE700°5 /Production Certificate No. 700

WLV FIRequired Equipment: i& A & AT SR CILER e 3640 Frfil e SR A 15 25 A 2 22 38 B & 4 H 5 11
WAL b PTEORI RSN S BER . The basic required equipment as
prescribed in the applicable airworthiness regulations (see Certification Basis)
must be installed in the aircraft for certification. The required equipment is noted
in the Type Design data.

JIk %515 E./Service Information: 2 W& WIS M4EIE T, a0 SR MR 5530 o AN HAth IR 2515 B vt (1)
FAAZXT HAEH A . /The following Boeing “Structural Repair Manual”
Documents are FAA-approved. Service Bulletins and other service information,
when FAA-approved, will carry a statement to that effect. D634A211 for the

737-900.
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#H LM /C.G. Range:

Z WL Y FIFAAREHE 1) © AT F M 51 1)/ See the appropriate FAA Approved
Airplane Flight Manual listed.

FoH A ERENOTES FOR SECTION VI:

TEREINOTE 1.

TERE/NOTE 2.

HREINOTE 3.

FREINOTE 4.

LA A% T S A T AR AT T 10 2 2 i B PRV BT ) B A AR o 0 2B
Fe W) o E IR AR 455 — 22 KHL/A current weight and balance report including list
of equipment included in the certificated empty weight, and loading instructions when
necessary must be provided for each aircraft at the time of original certification.

KL RRHLAE R AT FMHEAT, HFAARLHER) WHL VAT T, REITEESS
T o F Al = EOR I T AR L i 22 B e KL L. 737-900 WAT T A L itk /2
P CAMD631A00L. AT T LR A PO F AT e B s AN AT FE AR
FF, LA5737-810FE (737-8F2/7 2 M.CAD2021-B737-19) thifl—5(, SiZfEfF
FHORIBR I R B S RGET BT S8 Civ AR ) 204 IR IR 55
i 75 737-27-13223 47 2

Airplane operation must be in accordance with the FAA Approved AFM. All placards
required in either the FAA Approved AFM, the applicable operating rules or the
Certification Basis must be installed in the airplane. Boeing Document No.
D631A001 is the basic FAA Approved Airplane Flight Manual for Model 737-900
airplane. The Airplane Flight Manual includes the "Airspeed Unreliable (E)" procedure
with guidance for disabling of the nuisance stick shaker to harmonize with the 737-8
procedure (Refer CAD2021-B737-19 for the procedure of 737-8) , The Stall
Warning System — Stick shaker Circuit Breakers Button (Colored Cap) relevant to this
procedure must be installed according to Boeing Service bulleting 737-27-1322.

7 CCAR25.57 1T HE 5K H 45 My 6 7 A 22 4 75 i B3 F 1) £1) 73 I 5] 1 /£ Boeing 737-
600/700/800/900+% AR 4 & 11Xl L A4 D626 A001-CMR. 563 it B il Rl A s 4E 15 1Y)
FES (2001493 H MG 4EMAS) o /Required structural inspections for
compliance with FAR 25.571 and the retirement times for Safe-life parts are listed in
the FAA Approved Airworthiness Limitations and Certification Maintenance
Requirements Section 9 of Boeing 737-600/700/800/900 Maintenance Planning
Document D626A001-CMR, Revision March 2001 or later FAA-approved revision.

737-900 K ALY 5 1 TH AT FEME RN B O A& A% IR FAAY #1385 AC 120-42A 347 T
PPl 4% R 2 S FD044A007 (1) 737-600/-700/-700C/-800/-900F4 %L, 44 Fl
FER) ALFAIZE I, &&PRIERRIEZ T, H34h, 1E200742H 15 H Ja #EAT 15 H
THETOPSHEHE AL S B B 24 04414 CFR 25.15358k47 1 14, 7E 3% S
DO44A007ia AT MYEH (B LL T, &AL (ETOPS) 121T. MK KETPOS
IZATHEHE. /The type design reliability and performance of the Model 737-900,
airplane has been evaluated in accordance with FAA Advisory Circular 120-42A and
found suitable for Extended Range Operations with Two-Engine Airplanes (ETOPS)
when operated and maintained in accordance with Boeing Document D044A007, «“737-
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600/-700/-700C/-800/-900 ETOPS CONFIGURATION, MAINTENANCE, AND
PROCEDURES”. Additionally, type design changes incorporated after February 15,
2007 that require ETOPS approval have been evaluated in accordance with 14 CFR
25.1535 and found suitable for Extended Operations (ETOPS) when operated and
maintained in accordance with Boeing Document D044A007.This finding does not
constitute approval to conduct ETOPS operations.

EB/NOTE 5. The FAA has determined that the occurrence of any uncontrollable high thrust
failure condition “may endanger the safe operation of an airplane” and hence is
reportable under FAR 121.703, 125.409, and 135.415.

HHRINOTE 6: Mandatory replacement times, inspection intervals, related inspection procedures and
all critical design configuration control limitation for the fuel tank system determined
during the Special Federal Aviation Regulation No. 88 program and for compliance
with 14 CFR 25.981 and Special Conditions 25-308-SC are listed in the FAA-
approved Airworthiness Limitations and Certification Maintenance Requirement,
Section9, of Boeing 737-600/700/700C/7001GW/800/900 Maintenance Planning Data
Document D626A001-CMR, Revision November 2005 or later FAA-approved
revision. All Model 737-900 series airplanes, production line number 1679 and on,
must comply with Revision March 2006, or a later FAA-approved revision. The FAA
is planning to issue an airworthiness directive mandating compliance with Revision
March 2006, or a later FAA-approved revision, applicable to all Model 737-600, -700,
-700C, -800, and -900 series airplanes with production numbers lower than 1679.

VII. Model 737-900ER (Approved April 20, 2007; CAAC Validated on January 27, 2015) Transport Aircraft.

1. &/General
1. Z5/Model: 737-900ER
2. IEMiZEH)/Airworthiness Category: B H A % Transport Category Aircraft
3. MSAMAERA A\/Type Certificate Holder:  The Boeing Company
737 Logan Ave N
Renton, WA 98057-0000
4.  FAA it H I/FAA Approved Date: 2007.4.20/20 Apr 2007
5. CAAC fitii H #/CAAC Approved Date: 2015.1.27/27 Jan 2015

2. AAI#HEE#/validation Certification Basis

CAACHIIA ] i & Ffill HFAAR 87 B 365 (VE WWFAARY S-S RAEEE ¥ . 4 5 A16WE, Revision 5371 ]
737-900ERZY Iy o 2 FEfl), FICAACHIMINEE AR KA AL, FHH INFAAKS f:
“85.901(c) and 825.981(a)(3) - Exemption from 14 CFR 25.901(c), Amendment 25-126, and 25.981(a)(3),
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Amendment 25-102 or later, pertaining to fuel tank ignition prevention associated with the fuel quantity indication
systems (FQIS) on in-service and newly-produced Model 737-600/-700/-800/-900/-900ER (737NG) airplanes.
(Time-limited Exemption No. 10905, Originally granted December 18, 2013, Expires December 18, 2017;
Exemption No. 10905A granted December 13, 2017, Exemption No 10905B granted September 28, 2018)”

SR 4xIEquivalent Safety Findings:
SECTION NO. TITLE
85.1549(b) Equivalent Level of Safety (ELOS) Finding for Powerplant And
Auxiliary Power Unit Instruments (S-1)

AN, RNEFEFAAT &R E % “FAA Exemption 9791, FAA Exemption 9791B, FAA Exemption
9791C.”

CCAR-26 iz KHUINHFFELIENT S 22 2 udt): &M SR O BB € 5alit, X1 CCAR-26 [T
METT, & TC HrA N AUIE B il F Ak A S 1k

CCAR-26 — Continued Airworthiness and Safety Improvements for Transport Category Airplanes: applicable
provisions of Part 26 have been included in the certification basis. For any future Part 26 amendments, the holder of
this TC must demonstrate compliance with the applicable sections.

Hh ] R A2 R B sz R 2% £ ICAAC Additional Technical Conditions.

A B [ 45— 42 737-900ER K HLAUH 2 N id BN &4

Each of Model 737-900ER aircraft delivered to China shall meet the following Additional Technical
Conditions:

(1) AT FAA MU R FITA d H 13 e 2
All applicable airworthiness directives (ADs) issued by the FAA shall be complied with.
(2) fER a4 L3 et APt as (QAR) (S [E&E i 4 CAD-97-MULT-38);
Quick Access Recorder (QAR) must be installed on each aircraft (reference to CAD97-MULT-38).
(3) r FEMMEE AL B DR AR e L B (S CCAR 121.301(d));
The altimeter measure unit shall be indicated in meter at least (reference to CCAR 121.301(d)).
(4) WAUERTA “GB6537-2006 3 S W THAEL” KLVE HBRRHI 452 1k
The acceptance of fuel conforming the Specification GB6537-2006“No.3 Jet Fuel” must be defined.
(5) Dl pr B3 A8 K KA AL K KGRI SR (S CAAC & fiifi4 CAD2012-MULT-09):
The requirements about lavatory disposal receptacle Fire Extinguishing agent (reference to CAAC
Airworthiness Directive CAD2012-MULT-09).
(6) FRAEEE R /Placard Requirements :
(a) M4 CCAR 21.29(5), A RIEMIME . M HUEFTERII TN . H IG5 R ACRARC M
YHPCEE RS, TN AR [Per CCAR 21.29(5), the manuals, placards,
listings and instrument markings required by the applicable airworthiness regulations and noise
requirements are presented in the Chinese or English language. The following items must be presented in
Simplified Chinese at least:
1) ML ERTE iR & AT I HE N . 235 FE 0 1 SCE AR e fAR g/ Al on-board placard and
marking for awareness, warning, and note to the passenger;

2) HLEPA 1k 2 BB HLANE BN AR - B2 PO B AL LT 3 T3E R SC - ARic MR
42157
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s /Al on-board placard and marking for opening method and location indication of the
emergency exit and door to passenger and outside rescuer; and
3) R R RefE H ML AT A N SR & 1A E . A . /ANl operational instructions for on-
board emergency equipments possible operated by passengers shall be presented in Simplified
Chinese at least.
(b) FCFFRFHIN ST FHEFFA CCAC 25.811(e)(4)(iii)f1 CCAR25.812 )3k . / The dimension of the
Chinese characters shall comply with the provision of the CCAR 25.811 (e) (4) (iii) and CCAR 25.812 as
applicable.
() AT SCFM. bri. HRIERANCERFCUIRIEIE . /Al of the manuals, placards and
marking, listings and instrument markings presented in the Chinese must be correct.
(7) RfiA[2012]30 53¢ (K Tizfmdk CHLRUKIRP B I ZR A KER, HoR S SFARS8
The requirements of CAAC Civil Aviation Order — Retrospective Requirements for Transport Category
Airplane Ignition Sources Prevention (CAO No. 2012-30), which are technically covered by SFARSS.

3. BARHAEABEATRR %/ Technical Characteristics and Operational Limitations

R EHHLIEngines: P £5CFM56-7B, -7B/350-TBE R FITm# X B, Z WFAAREHER) ¥ AT Tt
R SIHLIR S . (WJERE2) [Two CFM 56-7B, -7B/35k-7BE Series
Turbofan Engines. Refer to the FAA Approved Airplane Flight Manual for
engine limitations. (See Note 2)

7E/Note:
CFM56-7B & 41 & BIHLCAAC VTCIE $54% 5 VTCO077E, Rev.5; /The
CAAC VTC No. of CFM56-7B Serial engines is VTCO077E, Rev.6;

R /Fuel: PRI R R IR, S S REAERE A 48 F/Fuels meeting the following
specifications and mixtures thereof are approved for use:

* Jet A, Jet A-1 as specified in ASTM-D1655
* JP-5 as specified in MIL-T-5624

* JP-8 as specified in MIL-T-83133

* No.3 Jet Fuel as specified in GB 6537

Fuels conforming to G.E. Specification D50TF2 (Class A, C, D and E) or fuels
produced or certified to other specifications and having properties meeting the
requirements of the above specifications are acceptable for use. Consult Flight
Manual for additive use.

HEAEAE W 2 i e N IRILANE [F X brifE “35mikl”  (GB 6537) iyl
FER AR o

Approved to use the fuels that meet the requirements in the National Standard of
the People’s Republic of China “No.3 Jet Fuel” (GB 6537) Specification.
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1H M VHFE/Oil Consumption: 2% 1°25.1101(b) (7T &1k, %R CFM56-7B A BIHLIIZ AL W LItLHE Y S T
THIHFEZRN0.340K I &R/, B AT TR A R VR R IZ IR )
For compliance with FAR 25.1011(b), the approved maximum oil consumption
rate for the CFM56-7B engines installed on this model airplane has been
established as 0.340 gallons per hour. Operation of the Model 737-900ER
airplane with engine oil consumption rates higher than this limit is not permitted.

- Takeoff static thrust Maximum continuous static
Ih% Model 737-900ER '
KA standard day, sea level  thrust, standard day, sea level

conditions (5 min) Ib./ ¥ conditions ./~ THI br#E R
SEIRIBRE R SRS R R KSR ST, %

/Engine Ratings

715 5
CFM56-7B24 24,200 22,800
CFM56-7B24/3 24,200 22,800
CFM56-7B24E 24,200 22,800
CFM56-7B24/3 24,200 22,800
CFM56-7B24E 24,200 22,800
CFMb56-7B24/3B1** 24,200 22,800
CFMb56-7B24E/B1** 24,200 22,800
CFM56-7B26 26,300 25,900
CFM56-7B26/3 26,300 25,900
CFMb56-7B26E 26,300 25,900
CFM56-7B26/3F 26,300 25,900
CFM56-7B26E/F 26,300 25,900
CFM56-7B26/B1 26,300 25,900
CFM56-7B27 27,300 25,900
CFM56-7B27/3 27,300 25,900
CFMb56-7B27E 27,300 25,900
CFMb56-7B27/3F 27,300 25,900
CFM56-7B27E/F 27,300 25,900
CFM56-7B27/B1 27,300 25,900
CFM56-7B27/3B1 27,300 25,900
CFM56-7B27E/B1 27,300 25,900
CFMb56-7B27/3B1F 27,300 25,900
CFMb56-7B27E/B1F 27,300 25,900
CFM56-7B27/B3 27,300 25,900
CFM56-7B27/3B3 27,300 25,900
CFM56-7B27E/B3 27,300 25,900

** Rpik I % /Special Rating

KL E B [ ]/Engine and Weight Limits
R ENHLIZAT PR ) 2 WA . E00055EN B, EO0056EN BiFAAHRLAE 1) € 1T FAift
(WLVERE2). & H T-737-900ERA! K AL (1) FHAth fIE fil] W3- #£8./For engine operating
limits see Engine Type Certificate Data Sheet No. EOO055EN or EOO056EN or the
FAA Approved Airplane Flight Manual. (See Note 2) . Additional limitations
may apply to 737-900ER model airplanes. (See Note 8).

#E 77 ¥ B [Thrust Settings: WA I 2 I FAARIEHE ) R BL R AT T AT ARMER % s AR B (0 A sh Ll 2
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e 2R SRy H R SH L /1. /The appropriate engine power setting curve
(%N1), in the FAA Approved Airplane Flight Manual or AFM Appendices must

be used for control of engine thrust.

TEJZ PR #i1l/Airspeed Limits: VMO/MMO - 340/0.82 (KCAS)
KT HoAh 1 723 SR PR 2 W@ A I FAARLE R ©AT F A1 3R 2. IFor
other airspeed limits see the appropriate FAA Approved Airplane Flight Manual

FH.LVEH/C. G. Range:

listed in Note 2.

Approved Airplane Flight Manual listed in Note 2.

B K & /Maximum Weights:  737-900ER

B K 3% B /Maximum Taxi Weight (MTW)
Bt K E B /Maximum Takeoff Weight
(MTOW)

¢ K% il B /Maximum Landing Weight (MLW)
B ZE MR EE f/Maximum Zero Fuel Weight
(MZFW)

#15/Model i FH ()42 7 = [Eligible Serial Numbers:
737-9KFER 41114,41118, 41119
/N RATHLA
/Minimum Crew
for All Flights: 2 ()47 R A1 &I 2 3#/Pilot and Copilot)
RORBCEH ST rhIa LS B2 TR 8 AR U4 S LA =
/Maximum H E1 497/ Three exit configuration based on the
Passengers: activation and classification of the Mid-Cabin
Emergency Door (MED)
HAIBL S RS IRIE PRI AE T A1 B A K% e
189 /Two door arrangement with MED de-activated
has 189 maximum passenger capacity
LS B R R F ELE SCRNBSH T, = Fhfii]
A B I B K %% B B 2158/ Three door arrangement
with MED activated and rated as a Type Il exit — 215
maximum passenger capacity
A BL S RS E T g SOV, =M )
A7 B I B K %% B 5 220 )8/ Three door arrangement
with MED activated and rated as a Type | exit — 220
maximum passenger Capacity.
BRRAT 2R A/

Maximum Bagg

188,200 Ibs.
187,700 Ibs.

157,300 Ibs.
149,300 Ibs.

Z: W R 251 H I3 24 I FAARLHE ) ©AT T/t . /See the appropriate FAA

age Cargo: Z WIF B URE 24 1) &= P F 1, Boeing 3 #FD043A590/See Note 1 and
appropriate Weight and Balance Manual, Boeing Document No. D043A590
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ST kS -V
Fuel & Oil Capacities:

NS PNV
Minimum Required Fuel:

R RIEAT R
Maximum Operating /Altitude:

FLUE/Datum:

15 8)5%/MAC:
HAt iz TR 1/

Other Operating Limitations:

B\ Hizsh =/
Control Surface Movements:

S WIF B LURE 4 1) &= P F 1, Boeing 3 #FD043A590/See Note 1 and
appropriate Weight and Balance Manual, Boeing Document No. D043A590

Z: W RE 281 IR 3E 24 (I FAAREHE ) AT T-/1i/See appropriate FAA Approved
Airplane Flight Manual listed in Note 2.

41,0005 ] /ft.

Z: s Y B E T, Boeing S fFD043A590/See appropriate Weight &
Balance Manual, Boeing Document No. D043A590.

155.8195~f/ in

% W4 — WK SEFE € 4T/See Note 4 — Extended Range Two — Engine
Operations (ETOPS).

NERORAT R, A [F) BN THIE B B S8 e AH L PR AT ) 3R G0 10 e T P 4%
i, TRHL AL R T IR HEE T EI4R3E /L . /To insure proper operation of the
airplane, the movements of the various control surfaces must be carefully
controlled by proper rigging of the flight control systems. The airplanes, must,
therefore, be rigged according to the following FAA Approved data:

3% 485 /Boeing Drawing Numbers:

114A1001, b 5% 8k 3 22 3 - B 31T 2% A /K rueger Flap Instl - Inbd Wing
L.E.

251A1001, 7 7] A 8 A 32 i 26¢ £ Ui B /Rigging Instructions, Lateral &
Speedbrake Control

251A2001, TI P& e 241 £ 5525 % 1i B /Rigging Instructions, Elevator Control
System

251A3001, 77 [ fit 12 il £ 4i 2% % WI/Rigging Instructions, Rudder Control
System

251A4001, 42 ¢ [ e T 45 i1l 4 2% 45 1 B /Rigging Instructions, Stabilizer
Trim Control

256A3001, 1 B F 5% £ 18 Rigging Instructions - Flap Actuation
256A2284, 14k 3L i 2 4% AL SR A% 2 e-HL B [T 2/ Flap.Slat Sensor Instl -
Leading Edge, Wing
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A FP¥FA] /Production Basis: £ 774 ETHIE700-5/Production Certificate No. 700

W E i #IRequired Equipment: 38 FH RE AT ER CHLETEZEAED BT RILE (193 Ak 1 46 06 201 2 2 38 5 496 11 R 1)

KHLE. FTERIR A AER ST BOR . The basic required equipment as
prescribed in the applicable airworthiness regulations (see Certification Basis)
must be installed in the aircraft for certification. The required equipment is noted
in the Type Design data.

ik 4515 ;S /Service Information: 2 DL & IS5 A 4EE T, T SR AR 45368 25 A0 FL A AR 5515 B b vl s

LI H/C.G. Range:

FAAS ST HAEH 7B . /The following Boeing “Structural Repair Manual”
Documents are FAA-approved. Service Bulletins and other service information,
when FAA-approved, will carry a statement to that effect. D634A213 for the
737-900ER.

2 IL3E M FAARLAER ®ATFMFIH 1. / See the appropriate FAA Approved
Airplane Flight Manual listed.

ZHAER T 3CAREARRE The Approved Chinese Placard and Markings

PAR HF SRR IC R EL H CAAC 25291 B FAA fikifk:
The following Chinese Placards have been accepted by CAAC and approved by FAA:

55
Code

P it T FA CLERE 5)
Title Number Rev./See Note 5

1

Markings

737 Bilingual (Chinese) Placards and

D6-36621-7 J

5. ¥EF/Notes

HRE/INOTE 1:

FRE/NOTE 2:

375 5 A% O 7 R )RR T BN A S P 2R A i Y AT ) B P A A A A
T W) S I BRI 25 4 — 22 K HL/A current weight and balance report including list
of equipment included in the certificated empty weight, and loading instructions
when necessary must be provided for each aircraft at the time of original certification.

KM IEFAARLHER RATFIHEAT, HFAAHLHER AL AT TN A T E

oA E A = BRI T bR L 20 2226 AE (L L. 737-900ER ¥AT T/

BLAfi I 7 CRYD631A001

AT PN O S HE LA R B R AT SRR, PLST737-8HE 7
(737-8F2/7 2 W.CAD2021-B737-19) Wil —3L, 51%F2 P BRI R R

GRHTBEIT RAG 8 G A CU R BENE ) 0o 04 IR I8k 35 il 5538 75 737-27-1322 4T

%k

Airplane operation must be in accordance with the FAA Approved AFM. All placards

required in either the FAA Approved AFM, the applicable operating rules or the

Certification Basis must be installed in the airplane. Boeing Document No. D631A001

is the basic FAA Approved Airplane Flight Manual for Model 737-900ER airplane.
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VEREINOTE 3.

TREINOTE 4:

HREINOTE 5:

A BE/NOTE 6:

The Airplane Flight Manual includes the "Airspeed Unreliable (E)" procedure with
guidance for disabling of the nuisance stick shaker to harmonize with the 737-8
procedure (Refer CAD2021-B737-19 for the procedure of 737-8) , The Stall
Warning System — Stick shaker Circuit Breakers Button (Colored Cap) relevant to this
procedure must be installed according to Boeing Service bulleting 737-27-1322.

737-900ER WALHY AL Beit Al SEPEAIPE e L2 42 IFAAY 3 & AC 120-42A HEAT
TVPAl, 7EHZ BRI S D044A0071) (737-600/-700/-700C/-800/-900/-900ERHE)
B, AEPRIRR ) A AERRS, &S XURER BT . S, 1E20074E2H15H 5
BEAT B 7 FREETOPSHEHER) B 5 ¥ i B 2 C. 4414 CFR 25.15358E4T 1 VA, 7E4%
[ 5 SCAFDO4AAOTIZ AT M AES HITEOL T, & A IERE (ETOPS) 1817. BLZEAM
ETPOSIz T Hlt#E. /The type design reliability and performance of the Model 737-
900ER, airplane has been evaluated in accordance with FAA Advisory Circular 120-
42A and found suitable for Extended Range Operations with Two-Engine Airplanes
(ETOPS) when operated and maintained in accordance with Boeing Document
D044A007, “737-600/-700/-700C/-800/-900 /-900ER ETOPS CONFIGURATION,
MAINTENANCE, AND PROCEDURES”. Additionally, type design changes
incorporated after February 15, 2007 that require ETOPS approval have been evaluated
in accordance with 14 CFR 25.1535 and found suitable for Extended Operations
(ETOPS) when operated and maintained in accordance with Boeing Document
D044A007.This finding does not constitute approval to conduct ETOPS operations.

BE 5 B HEAERIRRAS .

Including the subsequent approved version(s).

FF#SFAR 8841114 CFR 25.981 E2K [y s il B #6eif [6], o Axfalff, AHSCHS EAEFP
HUFTAT BB TR B8 o) PR 1) 971 7 FAAJE 7 1 32 12 PR st A8 55 737 -
600/700//800/9004 15 1| % ## SC#4D626A001-CMR, Revision R2, dated March,
2007 (EGFAAHLHER JEEERA) H e 4EMBE K595 . /Mandatory replacement
times, inspection intervals, related inspection procedures and all critical design
configuration control limitation for the fuel tank system determined during the Special
Federal Aviation Regulation No. 88 program and for compliance with 14 CFR 25.981
are listed in the FAA-approved Airworthiness Limitations and Certification
Maintenance Requirement, Section 9, of Boeing 737-600/700//800/900 Maintenance
Planning Data Document D626A001-CMR, Revision R2, dated March, 2007, or later
FAA-approved revision.

B737-900ER LA HLHERVSMIZ T . RVSMIIRFELIE i Az AT HEHE L K R FAA
AC 91-RVSM, A4 “Approval of Aircraft and Operators for Flight in Airspace
Above Flight Level (FL) 290 Where a 1,000 Foot Vertical Separation Minimum is
Applied. ”/The Model 737-900ER has been approved to operate in “Reduced Vertical
Separation Minimum” (RVSM) airspace. Continued airworthiness and operational
approval aspects of RVSM must be constructed according to Advisory Circular (AC)

91-RVSM, titled “Approval of Aircraft and Operators for Flight in Airspace Above
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Flight Level (FL) 290 Where a 1,000 Foot Vertical Separation Minimum is Applied.”

HRINOTE 7: B737-900ER I A& s LAY 5 Ltk T- IR A% 3B . 2 ILAFM A kit 22 34 1) CFM56-
7B26, CFM56-7B26/B1, 5t CFM56-7B27/B35¢ CFM56-7B27E/B3. AyF % Hid H
T RHUEARAEI /N 15T H R i24T. [The acceptable engine models on 737-
900ER model aircraft are dependent on the type of in-service use. See the Airplane
Flight Manual for approved installation of the CFM56-7B26, CFM56-7B26/B1, or
CFM56-7B27/B3 or CFM56-7B27E/B3. This applies only when the airplane is
operating under the low cycles/hours maintenance program.

VIIIl. Model 737-8 Transport Aircraft.

1. HEN/General
1. &5l/Model: 737-8
2. IEMIZEA/Airworthiness Category: 5N A Transport Category Aircraft
3. MSAMAERA A/Type Certificate Holder:  The Boeing Company
737 Logan Ave N
Renton, WA 98057-0000
4.  FAA fit#E H #I/FAA Approved Date: 2017.3.8/8 March 2017
5.  CAAC #ltif H #H/CAAC Approved Date: 2017.10.12/ 12 October 2017

2. \A# EEAl/Validation Certification Basis
CAACIHIIN AT # & B fifh FHFAAR 1 58 ZERlFICAACHI B INEE AR S5 A H R . 11 1 WFAATY 5S4 U H 4
F: 45 AT6WE 55 58h 1 737-8704 5 [ B 52 FE Al (14:25.561 & 25.562(c)(5), (C)(6)Ie %5 FEkT EER A 45
ALBWE 67 H1737-8 5L 7] B s JE il FP (¥ 53 6. 18060 25 AR AR Z B 47 R F5 R 7, 4 5 ALBWE S 76HR
737-8%4 ) 5 HE Atk R A S5 % 4xPS21-0181-F-1 “HRBNAMRFF A R 7.

The CAAC validation certification basis consists of the FAA certification basis and the CAAC additional
technical conditions. FAA certification basis refers to: 737-8 certification basis in FAA Type Certificate Data Sheet
No.A16WE Revision 58 (except 25.561 & 25.562(c)(5), (c)(6) for passenger seats), Exemption 18060 (titled
“Security Consideration for Flight Deck Smoke Protection™) added in Type Certificate Data Sheet No. A1I6WE
Revision 67, and ELOS PS21-0181-F-1(titled “ Vibration/Buffeting Compliance Criteria” ) added in Type
Certificate Data Sheet No. AL6BWE Revision 76.

CCAR-26 (izfis CHLHIRFELIENT 5 22 2 rdt): 5 CaFRE s g Ealid, X T CCAR-26 1t
MELT, A TC A N AUIE I & Sk R a .

CCAR-26 — Continued Airworthiness and Safety Improvements for Transport Category Airplanes: applicable
provisions of Part 26 have been included in the certification basis. For any future Part 26 amendments, the holder of
this TC must demonstrate compliance with the applicable sections.

wh [ B A A 2 R B n B R 2 #F/ICAAC Additional Technical Conditions.
AT B 6] 1) A — 22 737-8 "KL & N IR IR 2% A
Each of Model 737-8 aircraft delivered to China shall meet the following Additional Technical Conditions:

(1) AT FAA MU I FTA ] BE TR 2
All applicable airworthiness directives (ADs) issued by the FAA prior to issuance of the CAAC VTC
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shall be complied with.

(2) fERF T8y L Al B PuE 5SS (QAR) (SR EE M54 CAD-97-MULT-38);

Per CAAC Airworthiness Directive CAD97-MULT-38, the Quick Access Recorder (QAR) shall be
installed.

(3) e BEW B 2EL A B 2 /2R B K il 2 R (S8 CCAR 121.301(d))s
Per CCAR 121.301(d), the airplanes shall be equipped with an altimeter displayed in metric units.

(4) L E T A NRIEAE E K brifE “3 5 miUkE” (GB 6537) A IR T4 32 1
The acceptance of fuel conforming to National Standard of the People’s Republic of China “No.3 Jet
Fuel” (GB 6537) must be defined.

(5) W T B S R K K A FH IR KK AR 2SR (S CAAC & fjifE 4 CAD2012-MULT-09);

The requirements for lavatory disposal receptacle Fire Extinguishing agent shall comply with CAAC
Airworthiness Directive CAD2012-MULT-09.

(6) ArhiEE R /Placard Requirements :

(a) ¥ CCAR 21.29(5), Bl LA X IREIAT IR & ALE RN B SR id Mbs s HLErA
[ ik 25 B HLANE BN A R LG VAT AL B DL AT R T3 S ARic AR DL iR %5 AT
REAS AL L A B s & i #4222 /0 A h o3R58 . /Per CCAR 21.29 (5), all on-
board placard and marking for awareness, warning, and note to the passenger; all on-board placard and
marking for opening method and location indication of the emergency exit and door to passenger and
outside rescuer; and all operational instructions for on-board emergency equipment possible operated by
passengers shall be presented in Chinese at least.

(b) X FFRHIR ST FH A CCAC 25.811(e)(4)(iii)f1 CCAR25.812 )3k . / The dimension of the
Chinese characters shall comply with the provision of the CCAR 25.811 (e) (4) (iii) and CCAR 25.812 as
applicable.

(7) 7% Fafer N 4 747 & CCAR-25-R4 25561 (52T 25-91 12 IE X[ 14 CFR 25.561) il CCAR-25-R4
25.562(c)(5), (c)(6) (%%t 25-64 1EIEZM 14 CFR 25.562(c)(5), (c)(6)) . /The requirements for
passenger seats shall also comply with CCAR-25-R4 25.561(equivalent to 14 CFR 25.561 at amendment
25-91) & CCAR-25-R4 25.562(c)(5), (c)(6) (equivalent to 14 CFR 25.562(c)(5), (c)(6) at amendment 25-
64).

(8) CAAC [nl/BiZ0 % S-2, 2019 4 1 H 1 HuTA ™/ 737-8 tAHLIEHS# % CCAR-25-R4 25.562(c)(5),
(c)(6)F & FaRF TSR . /CAAC IP S-2, Temporary Exemption (TE) to CCAR-25-R4 25.562(c)(5), (c)(6)
for passenger seats on 737-8 aircraft manufactured prior to January 1, 2019.

(9) CAAC [0]fZ0 3 E-4, %f 14 CFR 25.1322(a)(2), (b) (25-131 1& IF %) %54 4>, ICAAC IP E-4,
Equivalent Level of Safety to 14 CFR 25.1322(a)(2), (b) (Amendment 25-131).

(10) CAAC [n)fiZi %2 EE-5, 737-8 HLZAY AOA A—E RATHLAH N i & B it Xt 14 CFR 25.1322(a)(3) 5%
KR 24 . ICAAC IP EE-5, Equivalent Level of Safety Finding for Model 737-8 AOA DISAGREE
Flight Crew Alert design for 14 CFR from 25.1322(a)(3)

3. FARRHMEAEATRR#)/Technical Characteristics and Operational Limitations

K BEHLENgines: P 5 CFM LEAP-1B & 41im4e K ENHL ORI S EA&IES 5 :
EO0088EN; Y5 iA\A[iF4 5 : VTCO339E; 5\ mliE% 9% 5
VTCO339E, fiRik3) »
TG ANF B G0F
LEAP-1B28
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LEAP-1B28B1

LEAP-1B28BBJ1

LEAP-1B27

LEAP-1B25
RANHUR B2 WiE B2 & CHRIFAAREHE R KL R AT 0.
Two CFM International S.A CFM LEAP-1B Series Turbofan Engines (Engine
Type Certificate No. EOO088EN, Engine VTC No. VTC0339E, Engine VTCDS
No. VTCO0339E, Revision: 3).

Model + Configuration as follows:

LEAP-1B28

LEAP-1B28B1

LEAP-1B28BBJ1

LEAP-1B27

LEAP-1B25

Refer to the FAA approved Airplane Flight Manual identified in Note 2 for
engine limitations.

BRii/Fuel: T A2 % 5 D6-85140-1015C 1 “ Ry s MR AR R InGrl J@ vk . AL RSk g 22
R IRM, T RLTERR HIH A A o 956 A2 B D6-85140-101 3T 1HEEK 1
KRR 1] 7 (045 -

* Jet A, %IBASTM D1655/)Jet A-1
*§% [ UK MoD Def-Stan 91-91fjJet A-1
*f 8 MIL-DTL-5624()JP-5

*$% IEMIL-DTL-83133f#1JP-8

FEAEAE 6 2 rh e N RGN [ SR it “ 35 M URkE”  (GB 6537) #ilil
ZORAIIR M o

AINFRIEAE Y I AT M

% 1144 [ D6-85140-101 3 - CHR B FAA S5 SRV (ST SO i sE LT
] e A2y BRI (i, 4% 1B ASTM D6615fJet BI#AM . #%EMIL-DTL-
562411 IP-4R ) . ZE1E{E & 45 Kathon FP 1.55% 7 () B iz 47 CFM
LEAP-1B & %1 K 5hHL.

Kerosene jet fuels meeting the requirements defined in the Boeing D6-85140-
101 document “Aviation Fuel and Fuel Additives Properties, Composition and
Performance Requirements”, are authorized for unlimited use. Examples of fuel
specifications that have been shown to meet the requirements defined in the
Boeing D6-85140-101 document are:

* Jet A, Jet A-1 as specified in ASTM D1655

* Jet A-1 as specified in UK MoD Def-Stan 91-91

* JP-5 as specified in MIL-DTL-5624
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K ENHLBR #/ Engine Limits:

T W JH #E/0il Consumption:

* JP-8 as specified in MIL-DTL-83133

Approved to use the fuels that meet the requirements in the National Standard
of the People’s Republic of China ”No.3 Jet Fuel” (GB 6537) Specification.

Consult the Flight Manual for additive use.

The use of any Wide Cut Fuel as defined in the D6-85140-101 revision C or
later FAA approve revision document (e.g. Jet B as specified in ASTM D6615,
JP-4 as specified in MIL-DTL-5624) is prohibited. Operation of the CFM
LEAP-1B series engines with fuel containing Kathon FP 1.5 biocide is
prohibited.

LR BIHLINZ] See Engine Ratings.

F%F25.1101(b) IFF &1, 235 CFM LEAP-1B R ShHLIiZ 8 CHLALHE 1 5k
T FERON0. 7415 kg NS, I8 AT AN Fo VR PR .

For compliance with 85.1011(b), the approved maximum oil consumption rate
for the CFM LEAP-1Bengines installed on this model airplane has been
established as 0.74 US quarts per hour. Operation of the Model 737-8 airplane
with engine oil consumption rates higher than this limit is not permitted.

e Model 737-8 Takeoff static thrust, Maximum continuous static

/Engine Ratings

LEAP-1B28
LEAP-1B28B1
LEAP-1B27
LEAP-1B25

standard day, sea level  thrust, standard day, sea level
conditions (5 min) lb./ ¥ conditions lb./¥#F P THIFRAE R
SPTARE R U CFHE OGBS, B

1, T
29,317 28,690
29,317 28,690
28,037 27,272
26,786 25,958

KA E & PR #/Engine and Weight Limits

Ik /7% B /Thrust Settings:

T4 PR #1l/Airspeed Limits:

RENHLIZAT PRI 2 WS 5. E00088ENELVE B2 41| tH I FAAHEHE 1 ¥ AT Tt
/For engine operating limits see Engine Type Certificate Data Sheet No.
EOO088EN or the FAA approved Airplane Flight Manual listed in Note 2.

2SI 225 FAAREHE R CALE AT T AT ARMIES S5 b A R R A S LT 22
BOEHIZE (%NLD RIZHIRBIHHET ). [/

The appropriate engine power setting curve (%N1), in the FAA Approved
Airplane Flight Manual or AFM Appendices must be used for control of engine
thrust.

VMO/MMO — #2¥% 254 1 /i T8] 9270 KCAS /0.82 M, ALy& 22481 H J5 4320
KCAS, W[alEE7% 248 235 KCAS. I T Hoph ) 2 38 IR 1) 2 Wi B2 b 51 H i)
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& I FAACAER ©AT T /

VMO/MMO - 270 KCAS/0.82M for extension, 320 KCAS for extended, 235
KCAS for retraction of gear). For other airspeed limits see the appropriate FAA
approved Airplane Flight Manual listed in Note2.

F.LVEH/C. G. Range: Z: WLVERE 251 H I Y I FAARLIE 1 ®ATF- M. /See the appropriate FAA
Approved Airplane Flight Manual listed in Note 2.

Hi

= 5 700 yE [ /Empty Weight C.G. Range:
Z: W R LA Y IR 3E 24 1) B AP Tt / See appropriate Weight and
Balance Manual listed in Note 1.

FE/Datum: Z: WERELS H 3 2 ) E S NP4 T ./ See appropriate Weight and
Balance Manual listed in Note 1.

JK-F-IEE T i/ Leveling Means: CHL/K VI & AR 7 77 VES Wi 24 1) CHL4ES T D633AM101 4508 % 5520
e A TRE AR A SR A T ETEEAKF R
See appropriate Aircraft Maintenance Manual (AMM) D633AM101 [Chapter 08,
Section 20] for process means for leveling the aircraft. A plumb bob attachment
and leveling scale are provided in the right maingear wheel well.

I K H B:/Maximum Weights: 737-8
BT EE/ 181,700 Ibs.
Maximum Taxi Weight (MTW)
T FN RV 181,200 Ibs.
Maximum Takeoff Weight (MTOW)
B KA i = 152,800 Ibs.
Maximum Landing Weight (MLW)
P PNE S STHIER ] 145,400 Ibs.
Maximum Zero Fuel Weight (MZFW)

5/N kAT HLZH/Minimum Crew for All Flights:
2 (ML 3 /Pilot and Copilot)

KB UMaximum Passengers:
189/44/189 Seats

B KAT Ao E T/
Maximum Baggage Cargo: Z: W RS A 1R 3 24 1) E AP T . / See appropriate Weight and
Balance Manual listed in Note 1.

TR IH R T 2
Fuel & Oil Capacities: Z: W RELA H 1R 38 24 1) E AP Tt . / See appropriate Weight and

Balance Manual listed in Note 1.
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R RIEAT R
Maximum Operating /Altitude: 41,0003 U /ft.

BRIz N/

Control Surface Movements:

NSNS
Minimum Required Fuel:

155854 /MAC:

HoAl iz 4T PR/

Other Operating Limitations:

PR CHLI LR RN, AR K32 20 06 200 i IE AT ) AT &R
GuRsHRTEE], DIk, O 2L M DL FAASLAE IR & SO v i Bt gk AT
Pt /

To ensure proper operation of the airplane, the movements of the various control
surfaces must be carefully controlled by proper rigging of the flight control
systems. The airplanes, must, therefore, be rigged according to the following
FAA approved data in the following Boeing documents:

114A1001, b7 &4 14 3 22 56 -HL 3 AT 2% N l/Krueger Flap Instl - Inbd Wing L.E.
251A1001, A [ri) R ek £ 455 1] 2h¢ £ U6 WI/Rigging Instructions, Lateral &
Speedbrake Control

251A2001, T B& g2 2 4834 4515 BI/Rigging Instructions, Elevator Control
System

251A3001, J7 [ fie 12 il ) 4t %% %1t W/Rigging Instructions, Rudder Control
System

251A4001, % & [T T2 i R 4 %¢ % 1 BH/Rigging Instructions, Stabilizer
Trim Control

256A3001, 1k # 1F 525 25 ] Rigging Instructions - Flap Actuation
256A2284, 14 3L Tl 2 5% FAL [ s 2 2 -HL 3 1T 2%/ Flap.Slat Sensor Instl -
Leading Edge, Wing

Z: WERE 21 H R 3E 24 B FAARLHE 1) 64T T/l /See appropriate FAA Approved
Airplane Flight Manual listed in Note 2.

155.815<~}/ in

Z WFAARLHE ) KA AT T PR A

ETOPS: ILiER4. /

See FAA approved Airplane Flight Manual Appendices.
ETOPS: See Note 4

ZHHER T SCARCHRY The Approved Chinese Placard and Markings

PR R SChRICARRE O i CAAC 2529 H1 FAA itk
The following Chinese Placards have been accepted by CAAC and approved by FAA:

FF5 Pt ERe) A CHERE 7D
Code Title Number Rev./See Note 7
1 737 Bilingual (Chinese) Placards and D6-36621-7 L
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5. yFEF/Notes

FRE/NOTE 1:

1EFEINOTE 2:

TREINOTE 3:

A7 5 A% B 7 R )RR T BN P SR A U WY BT ) B P A R A A
B o E SR ML R — 2R KL RN L ] ) R P A 4 ) DA R ke 2 T
(& S AFDE36A080) HIFEA T A 78 KR A 4L k. X 77 & FH T-7E25.23
% 25.27 FE#ALIEAT IR )14 CFR 25.290125.1519/1) 2k . /
A current weight and balance report, including a list of equipment included in the
certificated empty weight and loading instructions when necessary, must be provided
for each aircraft at the time of original certification. For each Model the Weight and
Balance Control and Loading Manual (Boeing Document D636A080) consists of the
Basic Manual and a Supplement Aircraft Report. This is in accordance with 14 CFR
25.29 and 25.1519 which establishes operating limitations determined under 25.23
through 25.27.

KM AL B FAARLHE R CATF AT . HFAARLER KWL AT FME. @R s
AT R B A A B E R = BRI T SRR UL E AR KL . B
F4D631A002/2 HE A I FAARLHE I 737-8 KL KATF . /

Airplane operation must be in accordance with the FAA approved AFM. All placards
required in either the FAA approved Aircraft Flight Manual (AFM), the applicable
operating rules or the certification basis must be installed as specified. Boeing
Document No. D631A002 is the basic FAA approved Airplane Flight Manual for
Model 737-8 airplanes.

414 CFR 25,571, 25.981, 25.1529fl1 25.1729, FAAC.L 52 % 737-84E 51t
RISCHFEEOTT . I D626 A0LL K . R 2 U A 737-8HF S i sC Ao B4
EIE NN T FIFAARHE 1) ST T A NFAARLHE I AEIE TR 7 -

In accordance with 14 CFR 25.571, 25.981, 25.1529, and 25.1729, the FAA has
accepted the Boeing Model 737-8 Instructions for Continued Airworthiness in Section
9 of the 737-8 Maintenance Planning Document, Boeing Document D626A011 and
sub-tier documents. Each operator must incorporate into their airline’s FAA-approved
maintenance program the applicable items from the following FAA-approved
documents:

W 55
D626A011- | 737-8& iRl &%t T-4E My e 4 f M R
9-01 A T BB R B FR AN ], SRS T &

Gt 7 iy R FR A1 AR AR TR A0 HLAth SR SRR 1) o/
737-8 Airworthiness Limitations (AWLs). Contains
required structural inspections and the retirement times
for structural safe-life and life-limited parts. Also
contains required retirement times for systems life-
limited parts and other systems limitations.

D626A011- | 737-8& M IR Hll-2E 7= £k SR B R . LA 14515
9-02 WUPR B2 B ML= AT AR, Al RE S ECKHL
| S A SR AR G A 1 B
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TERE/NOTE 4:

HRE/INOTE 5:

A BE/NOTE 6:

737-8 Airworthiness Limitations (AWLS) — Line
Number Specific. Existing structures AWLs that were
impacted by airplane production non-conformances
may result in airplane specific revised inspection
requirements and/or inspection intervals

D626A011- | 737-891 s AEIBHK . X THUE M RGP 1)
9-03 EHUESS. |

737-8 Certification Maintenance Requirements
(CMRs). Required periodic tasks to specific Systems

installations
D626A011- | 737-845 k7 & PEI H AE MR . 1% X5 155
9-04 %14 CFR Part 25.981 77 5 & i R 45 4 CALD
FSEE BT R H R H] (CDCCL) , FHPEfitts
%,

737-8 Special Compliance Items (SCIs) /Airworthiness
Limitations. This document lists and provides
instructions for Airworthiness Limitation Instructions
(ALIs) and Critical Design Configuration Control
Limitations (CDCCLs) required to comply with 14

CFR Part 25.981.

737-8 KHLIZY 5 ¥ v m SE M A §E 03214 CFR § 25.3(b)(1)#125.153513F 1T 1Pt s
% B SC1FD044A032 “737 MAX ETOPS #9Y, i RIFES” BT A4k
W, EE AT BRI E 180 F I ERRIZ T (ETOPS) o 1ZHIE A HEAT
ETOPS 217 Hftt#E. /The type design reliability and performance of the 737-8
airplane has been evaluated in accordance with the requirements of 14 CFR §25.3(b)(1)
and 25.1535 and found suitable for up to and including 180-minute Extended
Operations (ETOPS) when operated and maintained in accordance with Boeing
Document No. D044A032, “737 MAX ETOPS Configuration, Maintenance, and
Procedures.” This finding does not constitute approval to conduct ETOPS.

B737-8 AL HERVSMIZAT . RVSMIRIRFSEIE M FlIE AT #HLHELL SR IEFAA AC
91-85 “RVSM KAT i KAHLATZ AT HEHE™/

The Model 737-8 has been approved to operate in “Reduced Vertical Separation
Minimum” (RVSM) airspace. Continued airworthiness and operational approval
aspects of RVSM must be constructed according to Advisory Circular (AC) 91-85,
titled “Authorization of Aircraft and Operators for Flight in Reduced Vertical
Separation Minimum Airspeed.”

FAACZHE, T RAARMA A SHE R RICRE, B AR AR 5 7374
BRI A AR SRR “ AT RE 6 & WL % 42is 4T, RIE /R 2440
FAR 121.703, 125.409/1135.4153F 474l & o /

The FAA has determined that the occurrence of any uncontrollable high thrust failure
condition, or any of the associated causal failures listed within the Boeing 737
Maintenance Planning Document, “may endanger the safe operation of an airplane”
and hence are reportable under FAR 121.703, 125.409, and 135.415.
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HRINOTE 7: A& A MUEI A . |
Including the subsequent approved version(s).

1 RE/INOTE 8: AT I 737-8 WAL A BRI A 38 6 5 22 4 22 G038 [ PR R 2R 80 3078 or A SR L
CHill 3& P NACRA ] D MW i E . /The design change of Boeing 737-8
Global Aeronautical Distress and Safety System Autonomous Distress Tracking -

Emergency Locator Transmitter with Distress Tracking (The manufacturer is
ACR) has been validated.

HERINOTE 9: ] T P 737-8 KHLHELGA K £ 5 ik B 1) 11 8. /The design change of
Boeing 737-8 HELGA Antenna Radome has been validated.
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