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ik /Revision: 6

I. CAAC I\ T iE A B S S HAESHE B / CAAC Validation Data Sheet and Type Certificate

Data Sheet

813 BN (AR /SECTION 1 GENERAL

o ] R AL R AT 5 R & H
CAAC Validation Data Sheet Number, Revision

RS SRS BT . AR H 3]
Type Certificate Data Sheet Number, Revision and

and issuance date issuance date
c . VTC0352A, Revision 6, 2023411 H 16 H EASA TCDS EASA.A.151(Issue 27, 13 July 2023)
urren
kS VTC0352A, Revision 5, 20234209 19 H EASA TCDS EASA.A.151(Issue 26, 25 May 2023)
History VTCO0352A, Revision 4, 2021512108 EASA TCDS EASA.A.151(Issue 23, 16 June 2020)

VTC0352A, Revision 3, 2019412 H2 H

EASA TCDS EASA.A.151(Issue 20, 09 August 2019)

VTCO0352A, Revision 2, 201944 H2 H

EASA TCDS EASA.A.151(Issue 15, 26 September 2018)

VTCO0352A, Revision 1, 20184F11 H23H

EASA TCDS EASA.A.151(Issue 15, 26 September 2018)

VTC0352A, Revision 0, 20184E7H 16 H

EASA TCDS EASA.A.151(Issue 04, 31 August 2015)

e B O E TS SRR RS B S

Note: Above TCDS information of Certification Authority is only for reference

NAT$E 5481718 3%/ Change Record of the VTCDS

iR ¥%/ Revision

HXE b — R BT Il %
Change Record

T

Remark

Wik 6/Rev 6

1. #/1 MOD116832 & X #1%% OROLIA ELT DT #IRZ (CS-ACNS
553 i, E 2MERER 3 )
Add MOD116832 DEFINE AND INSTALL OROLIA ELT DT AND
ANTENNA (CS-ACNS issue 3, Subpart E Section 3.)
2. 34 MOD115156 5| NE 24 & 020
Add MOD115156 Introduce Weight Variant 020.
3. AR BROK S BB FE RS
Maximum Certified Weights section reformatted
4. 5] BT HE AR SRR RIS SCAF00V 252K 0005/CO 1) S5 B HHLHE Rl A
Reference to “Passenger Seat Frame Specification” document
ref.00V252K0005/C91 at latest approved issue.
5. BRI AT RS 4R & B
Updated section Operating and Service Instructions
6. KAMPLVTCDSTHAR  (*hFEICRES 5 AR & ZhHL VICDS RA )
Engine VTCDS new revision (Supplementary record engine VTCDS
reference update in Rev.5)

h X 5/Rev 5

1. BHIMOD114913 & ¥% - g3 -
N KR (ETOC) ThiAE (G-11)
Add MOD 114913 FLIGHT CONTROLS - FLAPS - INTRODUCE
ENHANCED TAKE-OFF CONFIGURATION (ETOC) FUNCTION (G-11)
2. BHIMOD113433

INIEA350-9007E Wellington iy V4 FE [ VR BLIE P& 75 (B-15)

2
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Add MOD 113433 Certify landing operations on Wellington wet grooved
runways for the A350-900 (B-15)

3. H4/MMOD110000 & S %2 % STIAOShR AN ¥ 4% /41 B (D-42)

Add MOD 110000 DEFINE AND INSTALL EQUIPMENT/FURNISHINGS
FOR VERSION SIA05 (D-42)

4. BEIMMOD114900 52 X A% 25 VIRO2FR A 15 /41 B (D-43, D-44)

Add MOD 114900 Define & Install Equipment/Furnishings for Version
VIRO02 (D-43, D-44)

5. HEHIMOD111000 5 X 1% 2EPALO R A 3 45 /47 B (D-45)

Add MOD 111000 Define & Install Equipment/Furnishings for Version
PALO1 (D-45)

6. HHIMOD110211 5& L A350-900ULR GEEZAIFE) FEABANLIN R 5t

Add MOD 110211 Define A350-900 ULR (Ultra long Range) basic Fluid
Mechanical System.

7. JEHIMOD110456 Hif BT AR %% & MR KL

Add MOD 110456 Adapt FWD Cargo Compartment installation to enable
Ultra Long Range Aircraft

8. 1Y IIMOD110512 Hif BT AR 15 2% 5 BStid BB AT RS Kbl

Add MOD 110512 Adapt FWD Cargo comp. Equipment steering to enable
Ultra Long Range Aircraft

9. EHAAIE S % A

Update of fluid specification reference

10. JWAMRBH

Inclusion of MRBR

N IPNCIEE: S =R Vi NI

Inclusion alternative MPSC

12. HMRERIC TMRAS 5 S8 ok

Change external marking brochure version number to the latest

1. ¥ IIMOD(E . “Major Change 11494675 /7245 B - XU Bt 22- 5] N XUEH
kSN 8 a4 NG

Add the MOD “ Major Change 114946 POWER PLANT - FAN COWL -
INTRODUCE FAN COWL REDESIGN MAJOR CHANGES FOR
NACELLE ENHANCEMENT -9007;

2. #HIMODE & “Major Change 1150208 258 7 & 5 28 - 58 B N &
P E R HHEERESCU HONEYWELL EMERGENCY LOCATOR
TRANSMITTER (ELT)SYSTEM - DEFINE NEW ELT SYSTEM RESCU
HONEYWELL”;

Add the MOD “ Major Change 115020 RESCU HONEYWELL
EMERGENCY LOCATOR TRANSMITTER (ELT)SYSTEM - DEFINE
NEW ELT SYSTEM RESCU HONEYWELL”;

3. BB FEAE NS T T B O 14946 K SR B AR 5 R I 2 el
M CS 25.1193(e)(4) (D 221E1T s

For modification 114946 installation or changes to the cowling or nacelle
skin: CS 25.1193(e)(4)(f) amendment 22;
4. LA IN“SC F-GEN-01 =E7n 20 Bt 1) 22257
Add SC F-GEN-01 Installation if non-rechargeable lithium batteries;

h X 4/Rev 4
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5. B AR N RILAIEE KA dE “3 55 BRE”  (GB6537)

Update the information of National Standard of the People’ s Republic of

China “No.3 Jet Fuel” (GB6537)

IL. " 3CHRICHRAE / Chinese markings and placards

P v SO AR RS

following documents:

560 F SCF / All Chinese markings and placards must conform to the

® A350 CAAC Cabin Placards Translation brochure (ref V11D17010527 V5)
® A350 CAAC External Marking brochure (ref V02D17020575 V4)
® A350 CAAC Cargo placards Brochure (ref VI11LS1700165 V4)

o5 S RCAS / or later EASA approved revisions.

1. RSAFEEHH B RAURIAAT R R
The following design changes have been validated post Type Validation by CAAC:

A / MOD

& / Description

Major Change 104052

SINEEZ1L001: MTOW 275t, MLW 207t, MZFW 195.7t
INTRODUCE WEIGHT VARIANT 001: MTOW 275t, MLW 207t,
MZFW 195.7t

Major Change 108086

5 NEEA1L004: MTOW 260t, MLW 207t, MZFW 195.7t
INTRODUCE WEIGHT VARIANT 004: MTOW 260t, MLW 207t,
MZFW 195.7t

Major Change 110100

E/F — %A — CCAOIRRAE UM% BB 26/ 8 B,
E/F — PASSENGER COMPARTMENT - Define & Install
Equipment/Furnishings for Version CCA01

Major Change 110113

SINEEZ1L010: MTOW 280t, MLW 207t, MZFW 195.7t
INTRODUCE A350-900 WEIGHT VARIANT 010: MTOW 280t,
MLW 207t, MZFW 195.7t

Major Change 111495

B M- - 78 SN 223 CESO T RRUA FA 3¢ 26/ M
E/F - PASSENGER COMPARTMENT - DEFINE & INSTALL
EQUIPMENT/FURNISHINGS FOR VERSION CES01

Major Change 106940

EISHI A\ H 3% fiti
AUTO FLIGHT - Introduce Autoland for EIS

Major Change 113955

S B RBFRAKKE (HAFEX)
FIRE PROTECTION - DEFINE NEW HALON ALTERNATIVE
FIRE EXTINGUISHER (HAFEX)
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Major Change 114946

£ 712 B - A BE LR - 5| N AU B IR 8 EEHT BT K ErPOWER
PLANT - FAN COWL - INTRODUCE FAN COWL REDESIGN
MAJOR CHANGES FOR NACELLE ENHANCEMENT -900

Major Change 115020

IS S R AT A RE SCHT RN @ Bk A4 RESCU
HONEYWELL EMERGENCY LOCATOR TRANSMITTER
(ELT)SYSTEM - DEFINE NEW ELT SYSTEM RESCU
HONEYWELL

Major Change 114913

KiE - HEE - AR M (ETOC) DiRg
FLIGHT CONTROLS - FLAPS - INTRODUCE ENHANCED
TAKE-OFF CONFIGURATION (ETOC) FUNCTION

Major Change 113443

NIE A350-900 7E Wellington ¥4 # ()15 fU 18 B 7%
Certify landing operations on Wellington wet grooved runways for the
A350-900

Major Change 110000

TE X223 SIA05 WA 1% 45 /4 B
DEFINE AND INSTALL EQUIPMENT/FURNISHINGS FOR
VERSION SIA05

Major Change 114900

5T X R %2%% VIR02 WRAS 1 4% /4 B
Define & Install Equipment/Furnishings for Version VIR02

Major Change 111000

5T X245 PALOL JUA B 4%/41 B
Define & Install Equipment/Furnishings for Version PALO1

Major Change 110211

€ X A350-900ULR CGHEZAIRE) AR AR S
Define A350-900 ULR (Ultra long Range) basic Fluid Mechanical
System.

Major Change 110456

HII B2 AR 22 0l N TR KL
Adapt FWD Cargo Compartment installation to enable Ultra Long
Range Aircraft

Major Change 110512

HII B2 A0 1 A B LA R AR KL
Adapt FWD Cargo comp. Equipment steering to enable Ultra Long
Range Aircraft

Major Change116832

E X2 3E0ROLIA ELT DT flR4k
Define and install INSTALL OROLIA ELT DT and antenna

Major Change 115156

10 MOD115156 5] N FE 248 & 020
Add MOD115156 Introduce Weight Variant 020.




RIS\ EIEEHEE/ Validation of Type Certificate Data Sheet hR)R/Revision: 6

2 FERAr A350-900 %% / SECTION 2: A350-900 SERIES

I. f%iR/General

1. 245 /R51/474EM / Type/Model/Variant A350-941
2. HE Y / Certifying Authority EASA
3. #lli&f / Manufacturer Airbus S.A.S.

2 Rond-point Emile Dewoitine
31700 Blagnac

France

4. EASA #HEHIEHY / EASA Certification | A350-941: 15 November 2009
Application Date

5. EASARI 5 &% % H# / EASA Type | A350-941: 30 September 2014
Certification Date

II. ERAM / Certification Basis
1. EASAH g Ml / EASA Certification Basis

EASAH & Sl 456 B EASASE bR . EASAMUR I L I %4 Thoa/mis. a0 s. 37
5 BORULK B EHIME. BRI

EASA Certification Basis include effective EASA Airworthiness Standards, Special Conditions,
Exemption/Deviation, ESF issued by EASA, EASA Environmental Requirements and Elect to Comply
standards. Details are as below:

(1) EASA&E it / EASA Airworthiness Standards

2% HIA B IEASAFE MibriE / The following EASA airworthiness standards effective on the
reference date:

®  EASA HiEHITE 25 ¥, 58 7 SRR TRHL
EASA Certification Specifications 25, Amendment 7 — Large Aeroplanes
® EASA HUEHIE AWO, BIRIA- 2 RIKIEIT
EASA Certification Specifications AWO, Initial Issue — All Weather Operations.

® X IRIHIELL 114946 AL S B AESE B i) 2R B TR CS 25.1193(e)(4)(D3H 22 BT
Fi

For modification 114946 installation or changes to the cowling or nacelle skin: CS
25.1193(e)(4)(f) amendment 22

® X[ T W TEEE 115832 B X T N2 AL R ST 23 1B R R BRI R 2 223 T 5: CS-ACNS
B3, ErEREE 3
6 /22
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For modification 116832 or changes to the emergency locator transmitter distress tracking and
antenna installation: CS-ACNS issue 3, Subpart E Section 3.

(2) EASA L HH %+ / EASA Special Conditions

(2. V) RERS 377 ot P i AR A R B it 427 ot B A 9 B R ) B TR T AR 2 FH 2%
4 (21.A.16B (a) 1) : Special Conditions issued because the product has novel or unusual design

features relative to the design practices on which the applicable airworthiness code is based
(21.A.16B(a)l):

SC B-01 SRR R e i B
Stalling and Scheduled Operating Speeds

SC B-02 YA R B S RS

Motion and effect of cockpit controls

SC B-04 I N TN K 1= S VR G N 1ty
Static Directional, Lateral and Longitudinal Stability and Low Energy
Awareness

SC B-05 AT LR

Flight Envelope Protection

SC B-06 LR A BRI R R

Normal Load Factor limiting System

SC B-09 gEUKEEA TR AT

Flight in Icing Condition

SCB-11 B
Soft Go Around Mode (Post-TC)

SC B-15 E B R 1R s VR R B 2 LB 4 ) O 4 o e v e
Shorter Landing Distances on eligible Wet Grooved or PFC runways
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SC C-01 CFRP ML & A& ] A7 35

Crash Survivability for CFRP Fuselage

SC C-02 BETT R b

Design dive speed

SC C-05 BT vs.CERP A48 (BRI it e

Tyre Debris vs. Fuel Leakage for CFRP Fuel Tank

SC C-06 ML
Dynamic braking
SC C-07 2 Gy R

Limit Pilot forces

SC C-10 BT LB B

Design Manoeuvre Requirements

SC C-14 5] 2 %%

Pivoting Loads

SC D-04 HLAAR E AL

Crew Rest Compartments

SC D-05 JoktEE 5|

Towbarless Towing

SC D-07 BRI\ AL BRI/ AT R G

Control Surface Position Awareness/Electronic Flight Control Systems
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SCD-14 JRE AR A R AR TSR 25 K JE2 22 3R 1
Application of Heat Release and Smoke Density Requirements to Seat
Materials

SC D-16 RATH KR — BEMEWLES G

In Flight Fire — Composite Fuselage Construction

SC D-20 ZEEEFR L E R A T T g

Lateral Trim Function through Differential Flap Setting

SC D-21 C Rz
Type C Passenger Exits
SC D-35 TE TR 2 A I 2

Installation of inflatable seat belts (Post-TC)

SC D-36 BT Eh B R R A

Installation of structure mounted airbag

SC D-37 Tl 2R s ) T2 X Ay 1) 22 23

Installation of mini-suite type seating (Post-VTC)

SC D-42 £ KM AR 2 N N L T B0 A7 TROM 78 Lo

Installation of stowage or charging stations for Personal Electronic Devices
(PED) in an aircraft cabin (Post-VTC)

SC D-43 2 AR} ey

Installation of oblique seats (Post-VTC)
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SC D-44 s = AL RETIK B R

Installation of Three Point Restraint & Pretensioner System (Post-VTC)

SC D-45 BN R R AN E R A

Incorporation of Inertia Locking Device in Dynamic Seats (Post-VTC)

SC E-08 CFRP A/L3 RV A6 M <K

Fire withstanding Capability of CFRP Wing Fuel Tanks

SC F-13 PR Y 22

Lithium Battery Installations

SC F-26 AT IR B FER R 1] 5%

Flight Recorders including Data Link Recording

SC F-38 B B R LR P 24 905 7 30 2 R BRI ) 2 R 72

Security Assurance Process to isolate to protect the Aircraft Systems and
Networks from internal and external Security Threats

SC F-GEN-01 b 7e e 2P F b ) 22 2

Installation of non-rechargeable lithium batteries

SC G-01 ETOPS #t
ETOPS Approval
SC G-06 HUH AFM RN PR

Cancellation of AFM Engine Management Tables

(2.2 )BT o PR FOURA A FH 2 R B PR T A & & FH 2% 44 (21.A.16B(2)2): Special Conditions issued
because the intended use of the product is unconventional (21.A.16B(a)2):

10
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SC D-06 15 1 BEIB AT /e 2 R i A7 ey
High Altitude Operation/High Cabin Heat Load
(2.3 )BT HAth = G (A8 2 50 38 B B A e AR T Uk % FH 26442 1.A.16B(2)3): Special

Conditions issued because experience from other products has shown that unsafe conditions may
develop (21.A.16B(a)3):

SC E-12 < STHIEEENE VI -V

Water/Ice in Fuel System

SC F-12 HIRF [54"
HIRF Protection
SC F-53 PRI R G S R

Fuel System Low Level Indication - Fuel Exhaustion
(3) EASA#i4/Ml = / EASA Exemptions / Deviations
J& /None
(4) EASAZERU% 4 (21A.21(c)(2)) /EASA Equivalent safety findings (21A.21(c)(2))

ESF C-11 O TH] AT 251

Ground Loads Conditions

ESF C-12 HEC VR HR 2 B P 1) 2 2 2 Ay

Undercarriage Lateral Turning Loads

ESF D-11 RAWIBAT
Packs off operations

ESF D-15 EMHUE RS K-R AL S FiE

Post Crash Fire - Composite Fuselage Construction

ESF D-19 AL 1A A7 i Tk
Overpressure Relief Valves and Outflow Valves

ESF D-23 WM TR K EHRBUER, MHUMSNE B E e 1R
Indication of the Passenger Door from outside Position if the Door is not fully
Closed, Latched and Locked

ESF D-28 T3 S0l AT TR B S O kA TH IO b
Green Arrow and “Open” Placard for Emergency Exit Marking

11
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ESF D-30

ESF D-31

ESF D-34

ESF E-04

ESF E-07

ESF E-09

ESF E-13

ESF E-14

ESF F-22

ESF F-23

ESF F-33

ESF F-52

ESF F-63

ESF F-69

ESF G-05

ARG L R GIEfS)
Installation of Angled Seats (Post-TC)

FEE I S RE L DO T B AR AR\ By
Application of reduced Intrusion Loads in certain Areas of the Flight Deck
Boundaries

APU [ THIXT T CS 25.783(a) HIAF &1t
APU Doors Compliance to CS 25.783(a)

SAED
Thrust Reverser Testing

B KA e 5 T 1%
Warning Means for Rolls Royce Engine Fuel Filters

BB KAWL 1 AR
Rolls Royce Engine Turbine Overheat Detection

KK EE
Fire Extinguishing Agent Concentration

JE i RSk s TR A

Pressure fuelling system shut-off operation check

R/NMEE
Minimum Mass Flow of Supplemental Oxygen

EREITI R
Landing Light Switch

SEN R G- AR50 25.1438

Pneumatic Systems — harmonised 25.1438

PR AT RANAE

Crew Determination of Quantity of Oxygen in Passenger Oxygen System

e ST SRR Gt
Improved Passenger Oxygen Mask Deployment System

ESER IR N
Pitot Heat Indication Systems

KA MR R

Engine Oil Temperature Indication

12
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ESF G-11 Frffe CS25. 1563 AR, N2 114913
Alternative to CS 25.1563 Airspeed Placard, for the installation of modification
114913

ESF K-03 oL I T3 25 o

Localizer Excessive Deviation Alerts (Post-VTC)

ESF K-04 IS 1] RSz
Limit Risk (Post-VTC)
ESF K-08 —=2Kiz1T—Super Fail Passive NNz 1T

CAT 3 Operations - Super Fail Passive Anomalies (Post-VTC)

(5) EASAMEZ 2K / EASA Environmental requirements

A8 KRN HERL / Fuel venting and emissions:
EASA # 5E VY 34 3, HI4fRA / EASA Certification Specification 34, Initial Issue.

5%/ Noise:

EASA 5 /E 36 &5, 1&1THk 3 / EASA Certification Specification 36, Amendment 3.
(6) HIEFFA /Elect to comply
EASA ERVE25%E, 1Z21EZR 8/ / EASA Certification Specification 25, Amendment 8.

EASAH EMIE2530, 25.795, 1BIERHNR, FRCS 25.795(b)(3)(iii)7F / EASA Certification
Specification 25, paragraph 25.795, Amendment 9, except CS 25.795(b)(3)(iii).

O HLEGE . SN EASA S E MM T #2 AT & 1 T7VACS ACNS, SIS, 2013
F12H17THAER, DB 2/3/4%F15 / EASA Certification Specifications and Acceptable Means of

Compliance for Airborne Communications, Navigation and Surveillance CS ACNS Initial Issue dated
17 December 2013, Subpart D Sections 2/3/4.

EASA & #Iia 25 5, 25.851(a) & (¢), 1BIEZEE 17 ik /' EASA Certification Specification
25.851 (a) and (c) at Amendment 17 for the installation of halon free handheld fire extinguisher.

2. CAACIA R & 18 B FOAr H 2 &t / CAAC Validation Information and Validation Certification
Basis

2.1 CAACIA T i 5E [ FH 1S [A] / Application Date for CAAC Validation

A350-941: 201651 H 19H
19 January 2016

2.2 CAACAR]H 5 H# / CAAC Validation Date:

13
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A350-941: 20184E7H16H
16 July 2018

2.3 CAACIA AT & 2 #: il / CAAC Validation Basis

CAACIAF] 8 58 Z: Al (L FEEAS AR E (V18 EHEAll . POINBEARFAT. LRIKM . MemmER ez 4.
HARGT

CAAC Validation Basis consists of Certification basis as established by EASA, Additional Technical
Conditions, Special Conditions, Exemptions, and Equivalent Level of Safety. Details are as below:

(1) EASATfE I g &E0il: / Certification basis as established by EASA;

(2) W FMEnFAR S / Additional Technical Conditions as follows;
(2.1) #CAACIENHE4 CADI7-MULT-38[JE5R, 222 s AF HC %% (QAR)D.
Per CAAC Airworthiness Directive CAD97-MULT-38, the Quick Access Recorder (QAR) shall be
installed.

(2.2) HRHECCAR 121.301(d) I EEK, oy FE I B R 48 20 187 FH KAl
Per CCAR 121.301(d), the altimeter measure unit shall be indicated in meter at least.

(2.3) AN REAE E R hrdE<3 5SmSRk (GB 6537),
National Standard of People’s Republic of China “No.3 Jet Fuel” (GB 6537).

(2.4) IR AT AL BR 7R 45 JCKGR 2R 7 4F frCAACIE i1 4 CAD2012-MULT-09.
The requirements for lavatory disposal receptacle Fire Extinguishing agent shall comply with
CAAC Airworthiness Directive CAD2012-MULT-09.

(2.5) FRiCHREEKR / Placard Requirements:

(a) M4 CCAR 21.295)f0EK: Bl LA XIRE AT s 8 5 M A ST Aid
AbRRE: HL_E A [ R BB AN E BN 5 4i7s B S s FURI T TR B DL T R 7R
SCERRICHARRE: R AT BE A ROML LT N S BRI N 2
R
Per CCAR 21.29 (5), all on-board placard and marking for awareness, warning, and note
to the passenger; all on-board placard and marking for opening method and location
indication of the emergency exit and door to passenger and outside rescuer; and all
operational instructions for on-board emergency equipment possible operated by
passengers shall be presented in Chinese at least.

(b) FICFRI R/ NRFFE CCAR 25.811(e)(4)(iii) A1 CCAR 25.812 HIER .

The dimension of the Chinese characters shall comply with the provision of the CCAR
25.811 (e) (4) (iii) and CCAR 25.812 as applicable.

(2.6) FFFHCCAR-26-“T8Hi 2 CHLRFEHE AN 22 A S0dE” . X TAEfT R R CCAR-26hU AR,
TCHFFUEN 75 UE WY& I 55 i 75 S 1k

CCAR-26 - “Continued Airworthiness and Safety Improvements for Transport Category Airplanes”
shall be complied with. For any future CCAR-26 version, the holder of this TC shall demonstrate
compliance with the applicable sections.

14
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(2.7) EASA5CAACIE I ZE 2 M FE Z 5, CAACIE ] FIE DL HIEEASATY 5 A 4%IE H
WIS B LS 0, BRAECAACH B E R i N B IR & 2 5B JUHIMBIESR . CAAC, EASA

FERH A 5 = 2= 2 5 DICCAR-25-R4 ) EASA CS-25558 55 1T 22 NFERHEAT XL, VF WLIP

G-1.

Regulatory differences between the applicable airworthiness requirements of EASA and CAAC

effective on the date of application to EASA for the original certificate of the product, unless
otherwise specified by CAAC or unless the applicant elects to comply with later effective
amendments. It was agreed between CAAC, EASA and the applicant that these regulation
differences would be considered between CCAR-25-R4 and EASA CS-25 Amendment 8, details

refers to IP G-1.

EAEZEZRM%
e

Regulatory
Differences

CCAR 25.107(e)(1); CCAR 25.331(c)(2); CCAR 25.341; CCAR 25.391;
CCAR 25.562(b); CCAR 25.571(e); CCAR 25.631; CCAR 25.671(c)(1);
CCAR 25.809(a); CCAR 25.811(e)(4)(ii)&(g); CCAR
25.812(b)(1)(1)(i1)&(b)(2); CCAR 25.812(g)(1)(ii); CCAR 25.831(a); CCAR
25.831(g); CCAR 25.841; CCAR 25.901(c)&(d); CCAR 25.933(a)(1);
CCAR 25.963(e); CCAR 25.981; CCAR 25.1093; CCAR 25.1301(a)(4);
CCAR 25.1317 & Appendix L; CCAR 25.1333(b); CCAR 25.1353(a);
CCAR 25.1447(c)(3)&(c)(4); CCAR 25.1457(a)(6), (d)(4), (d)(5)&(d)(6);
CCAR 25.1459(a)(7)&(a)(8); CCAR 25.1529; CCAR 25.1729; CCAR 25
Appendix H25.4 & H25.5.

(3) CAACHE FH&A:-

/ CAAC Special Condition:

SC-25-015 SR ey AN YRR B

Fuel Tank Structural Lighting Protection Requirement
SC-25-016 7 T A 52 i e 8 175 Dt

Rudder Control Reversal Load Conditions

(4) CAACH#:% / CAAC Exemption

E-005

725 I it JE A 5 CCAR 25.562(b)(2) I ER 47
The Exemption from CCAR 25.562(b)(2) for Flight Deck Seats

E-006

2 B B & CRFCCAR 25.809(a) %4
The Exemption from CCAR 25.809(a) for Flight Deck Emergency
Exits

E-007

148 1 FEAR X CCAR 25.841(a)HIHE 4 %4
The Partial Exemption from CCAR 25.841 (a) for Pressurized
Cabin

(5) CAACE %4> | CAAC Equivalent Level of Safety

ELOS S-14

XSRS AT PR 55 2k 2 4
ELOS for Symmetric pitching load

ELOS S-15

5 RN Z5 LA AT I S50 2 4
ELOS for Gust and turbulence loads

ELOS S-16

38 s O AT (1) 55 5 2 4
ELOS for Pressurized Compartment Loads
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ELOS CS-6 IO 28 H bR R B €0 ) S5 0 2 4
ELOS for color of Emergency exit marking
ELOS CS-7 B St DR R R 85 302 4
ELOS for symbolic exit placards
ELOS M-14 SRRSO ) T 45 52 1) vl A PN 1) 45 285 2 4
ELOS for Acceptable High Temperature Physiological Environment
During Failure Conditions
ELOS M-15 SE R R TR B 8% RN S5 Rt 4
ELOS for Slat Geared Rotary Actuator Failure
ELOS EE-18 82 2 AR R S R 2 4
ELOS for Emergency Exit Signs
ELOS EE-19 T R A S B A ) S R A
ELOS for High Intensity Radiated Field (HIRF) Protection
ELOS EE-20 e LT R YR ) S R 4
ELOS for Cockpit Voice Recorder (CVR) Recorder Independent
Power Supply (RIPS)
ELOS EE-21 el G E TN E 3 S
ELOS for Digital-only display of engine parameters
ELOS P-16 B )% BARSAF IS ERIRCR 148 2% 4
ELOS for motion and effect of powerplant controls
ELOS P-17 XS AR 2R 4 i KR 4 SR A5 3 2 4
ELOS for Fuel Tank System Ignition Source Protection
ELOS P-18 AT T S A A R A
ELOS for Flight Critical Thrust Reverser
ELOS SA-4 BLA HI T REAN 2228 55 2k 2 4
ELOS for Equipment Function and Installation
ELOS CA-4 FRERE AT SRR 4
ELOS for Instructions for Continued Airworthiness

L. FEAREEFIZFTPR#] / Technical Characteristics and Operational Limitations

BUR R AR XOEE . KA EAL

Two turbo-fan, long range, twin-aisle, large category airplane

1. ¥HP P REFHLFIA350-900 / A350-900 powered by RR engines
1.1 2451t X / Type Design Definition

A350-94184-5 % it 5E Xs

.. V00D18017136 Issue 3 dated 19 June 2018.
A350-941 Type Design Definition:

1.2 KBhHL / Engines

A350-941: WEQR)EE Trent XWB-843 5 & EhHL
A350-941: Two (2) Rolls Royce Trent XWB-84 turbofan engines
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1.3

1.4

1.5

1.6

1.7

RENHLIR I
Al
ENGINE LIMITS A350-941

DATA SHEET RR Trent XWB-84
EASA E-111
CAAC VTC 0342E
VTCDS Revision 5
K (558
Net Take-off (5 minutes)
B FNIIES 2"
Net Maximum Continuous
HI T ARG RR ], 2 WA AR AR 570 B o I SR 22 % WL IR Sk
RAFTEOLT, FREEmf (A AT K 2210708 A BERFEEmS [l Id 55080, NAE KB
J& Pk
The take-off thrust, with the associated limits, shall not be used continuously more
than 5 minutes. The duration may be extended to 10 minutes in case of engine
failure in multi-engine aircraft. If duration exceeds 5 minutes, this shall be recorded
in the engine log book.

374.5 kN (84,200 Ibf)

317.6 kN (71,4001bf)

FAt A AHLRE]: 2 WAHRH K BB S & e HE 5
Other engine limitations: See the relevant Engine Type Certificate Data Sheet.

PRIAFIR IR INGS] / Fuel and fuel additives

Wi R4 C3RFE T : JET A, JET A1, JPS, JP8, N° 3 Jet Fuel, RT , TS-1 J% 3 S5 #0% (GB
6537) &

The fuel system has been certified with: JET A, JET A1, JP5, JP8, N° 3 Jet Fuel, RT, TS-1 and
No.3 Jet Fuel (GB 6537).

AN INTRZ MG P ) 2 2 FEA 7 E
Refer to applicable Airbus Consumable Material List (CML) for additives

W/ 0il

VN IINFR 2 ILAd FH i 25 2 A T
Refer to applicable Airbus Consumable Material List (CML).

A PR / Limit Speeds
ZERMER) KHLRATF M. / Refer to approved Airplane Flight Manual.
H G / Centre of Gravity Range
ZEHUER) KL AT F M. / Refer to approved Airplane Flight Manual.
e N HUIE #E 8 /Maximum Certified Weights
3 Trent XWB-84 K3l / With Trent XWB-84 engines:
- KA KE R 283 t/ Maximum Take-Off Weight: 283 t
- KPP E R : 207 t/ Maximum Landing Weight: 207 t
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- REBRIMEE: 195.7 t/ Maximum Zero Fuel Weight: 195.7 t

HR: ZIEA T WL AT (AFMD |, BT RIIRSS R 238 s i i), % T-Hc B 4y
SE I E R IREA WL (HRERRE)
Note: See applicable Aircraft Flight Manual (AFM), as listed in ‘Operating and Servicelnstructions’, for
configuration specific mass limitations and aircraft eligibility (Weight Variant).
1.8 1% /Notes

7t /None

2. AT HA350-900 RFUAHCEHE / Data pertinent to all A350-900 series
2.1 ##fiil / Description

BRI A XUETE. KAWL

Two turbo-fan, long range, twin-aisle, large category airplane

2.2 JRIHEE/Fuel quantity

A Tanke AT () AR (A7)
Usable Fuel (1) Usable Fuel (kg)
Mod number Basic 110211 Basic 110211
HLE / Wing 29,924 29,726 23,490 23,335
H LS / Center | 80,947 | 107,036 63,543 84,023
A1t/ Total 140,795 166,488 110,523 130,693

WKV 5 T 420,785 kg/lo / Fuel
density is 0.785 kg/l.

2.3 &/ RATHLA / Minimum Flight Crew
WA (2) : PLEKFME]ZS / Two (2):  Pilot and Co-pilot
2.4 F/NEAEHLZH/ Minimum Cabin Crew

X A350-900, 7E KNLELFE € RIRE R ZMHLANECY 8 N (BEXFHE 2 ),
S5 RKsiTaRE A EL (MOPSC) ok,

For the A350-900, the minimum required cabin crew number established during the aircraft certification
process is 8 (2 per exit pair), irrespective of the Maximum Operational Passenger Seating Capacity
(MOPSQ).

FRBRAREANANECE L B S SAR IR A ATEIIR. WURAE EASA bk i) K e siikh 7e
SEMRIUE (STC) WAL, WA LI AER: € Z A o T B R A

The above minimum cabin crew numbers are those demonstrated by the type certificate holder. A lower
number is acceptable in the case of specific cabin layouts if documented in an EASA approved major
design change or Supplemental Type Certificate (STC).

2.5 FKIEATIRE FEAIEL / Maximum Operational Passenger Seating Capacity
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K2REIAER R KIREHE 2 / The maximum number of passengers approved for emergency

evacuation are:

i DU TR SR .
oy B R -

B W3 3HHEEEEEEEEE il HHE
S UER R R e SHE

A350-941 Max Pax D1-D2 D2-D3 D3-D4 D1-D3 D2-D4
D1-D4
A-A-A-A 440 110 189 141 299 330
A-A-A-A 428 98 184 146 282 330
A-A-A-A 439 121 159 159 280 318
A-A-A-A 432 102 181 149 283 330
A-A-A-A 440 121 168 151 289 319
A-A-A-A 440 110 171 159 281 330
C-A-A-A 385 55 189 141 244 330
C-A-A-A 385 95 180 110 275 290
C-A-A-A 385 55 179 151 234 330
C-A-A-A 385 55 188 142 243 330
C-A-A-A 385 55 180 150 235 330
C-A-A-A 385 100 135 150 235 285
C-A-C-A 330 56 129 145 185 274
C-A-C-A 283 24 133 126 157 259
C-A-C-A 295 30 138 127 168 265
C-A-C-A 303 28 138 137 166 275
A-A-C-A 385 111 129 145 240 274
C-C-C-A 275 63 92 120 155 212
C-C-A-A 330 55 125 150 180 275
2.6 BEfiE3E#, / Cargo compartment loading
=) NPT
BifE / Cargo compartment Bﬁﬁﬁﬁi (T
Maximum load (kg)
SR/ Forward Basic Mods 110456 / 110512
22,000 0
JEHE / Aft 19,000
Jafe (HLB%) /Rear (bulk) 3,468

of TA— L B AR VFIE M AR R, (RIS REAE . RYFCRAH N &)
U BRI T2 1.10 F45 ref. 00 V 080 A0001 / C9S.
For the positions and the loading conditions authorized in each position
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(references of containers, pallets and associated weights), see Weight
and Balance Manual Chapter 1.10 ref. 00 V 080 A0001 / C9S.

2.7 M58 ®ATHEL / Environmental Flight Envelope

I KIBAT /243,100 ft.  / Maximum operating altitude is 43,100 ft.

Z WARER KHL ®ITF M.  /Refer to approved Airplane Flight Manual.

2.8 HABPFRH / Other Limitations

Z: WAHLHERT ML ®ATFM.  / Refer to approved Airplane Flight Manual.

2.9 #HiBhah /13 E (APU) /Auxiliary Power Unit (APU)

—HAPU, EJEF/RHGT1700. /One APU, Honeywell HGT1700.

WA S ER RLERFM . / Fuel and Oil: Refer to applicable approved Manuals.

2.10 % % /Equipment

[ 1% 22 3 ORI 7o
The equipment required by the applicable requirements shall be installed.
B PR AL AT £ T AR ZEAG RS S ref. 00V252K0005/C 1R B AL 1T R A .

Cabin seats shall conform to the “Passenger Seat Frame Specification” document ref.
00V252K0005/C91 at latest approved issue..

2.1 HLECFNEE AR / Wheels and Tyres

PLE / Gear |¥E / Quantity |[HLER~T / Wheel size BEER~T / Tyre size
NLG 2 16” 1050 x 395R16 28PR
MLG 8 23” 1400 x 530R23 42PR

2.12 )% /Hydraulics

WS 2 0L 2 2 RS
Fluid specifications: Refer to applicable Airbus Consumable Material List (CML) document

2.13 B A R SCRS TR / Blectrical Power Center Configuration Data File Tool

IEEFFRIFVAE—FAT T A A8 T H (EPDS* LHEAL) , A A BRI HJE 43 il &(SPDB) 144
BB O . % TR AEA3S0RANIZE JE AT .

An Airline Configuration Tool (EPDS* Tool Suite) is being developed and qualified to allow airlines to
manage the Configuration Data Files of Secondary Power Distribution Boxes (SPDB). This tool will be
available post A350 Entry Into Service.

2.14 4=R5 8771 / All Weather Capabilities

KHLR 3R 3 A B Zh & i fe
20
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The aircraft is qualified to Cat 3 precision approach and autoland.

IV. iZ47F1 k%84 / Operating and Service Instructions
1. KM ITFAM / Airplane Flight Manual (AFM)

A350 AL KATFM: STL 35000 (TCIANUEZ: WL:00 V 101 A0941 / C9S) FHi & fhitk IARA .
A350-941 Airplane Flight Manual (AFM) STL 35000 (certification reference 00 V 101 A0941 / C9S) at
latest approved revision.

2. YEEFE A FUE R BR 1 S BT HLHE A / Maintenance Instructions and Airworthiness
Limitations at latest approved issue
- g AdFAmE TR U WA3S0E MR H] % 5T (ALS) 55 1 #87, 0 0 i (3ZfF00 V 050 ALSO1
/CO1 55 1R, [1D -
Safe Life Airworthiness Limitation Items are provided in the A350 Airworthiness Limitations
Section (ALS) Part 1, [1]);

5005 2% BT PR A1) 350 H LA 3SOIE AR ] %55 (ALS) 282845, 0 0 AR (3CAF00 V 050 ALS02
/CO1 55 1R, [1D)
Damage-Tolerant Airworthiness Limitation Items are provided in the A350 Airworthiness
Limitations Section (ALS) Part 2, [1]);

BT E AEBER ILA3S05E MR #1515 (ALS) 283%645, 0 0 kg (3CfF00 V 050 ALS03 / CO1 5%
20, [1D s
Certification Maintenance Requirements are provided in the A350 Airworthiness Limitations
Section (ALS) Part 3, [1]);

- A3S0RGEREYEIBER ILA3S0IE MR I T 1T (ALS) 254573, 0 0 iR (STFE00 V 050 ALS04
/CO1l ZB1RR, [1D)
A350 System Equipment Maintenance Requirements are provided in the A350 Airworthiness
Limitations Section (ALS) Part4, [1]);

A350J5H AR LI PR 1 2 ILA3S03E i PR A1) 5515 CALS S 58853, 0 0 iR (300 V 050 ALS05
/COL ZB2h, [1D)
A350 Fuel System Airworthiness Limitations are provided in the A350 Airworthiness
Limitations Section (ALS) Part 5, [1]);

MRB#k 15, [2]
Maintenance Review Board Report, [2]

FRAEZE CHLSCR T (HEERET . G5B HR & mAbnESEER . JIRSSm ) 71, s g5 2%
(ESND [T i R B WA A BEREAT ke . BRR B 2.

Except if documented in Aircraft documentation (Maintenance Procedures, Structural Repair

Instructions, Electrical Standard Practices, Service Bulletins), all elements that are part of the Electrical

Structure Network (ESN) shall not be modified, removed or repaired without agreement of Airbus.
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TR WIIRBIT MG (AT Redm B FHEIT IR ) BI7EEASA R 4t T 3RSt . ICATEH]
FR 328 AT IR 71 35870 2 R AT E Airbus World R i

Note [1]:

Initial Revision and subsequent Variations (that may be compiled in a Revision) are

approved under the EASA system. The applicable Airworthiness Limitations Section of the ICA is
available on the AirbusWorld website.

TERR2: 3E FH AOMRBAR 15 03E FAS T RS SR B 1E 3T AT #EA i rbusWor 1d I3k 365
Note [2]: The applicable Revision and subsequent Temporary Revisions of the MRBR are available on
the AirbusWorld website.

3. ETOPS

LLF A350 5 AEMRGE BT FRA IETOPS I R 4E 22/ (CMP) XWB/EASA:CS 25.1535/CMP I {f
BEATRIRL AEERIEATY, KRS R RGATEEME DU MERER R AERRIZ1T (ETOPS) fe

The Type Design, system reliability and performance of the following A350 model(s) were found
capable for Extended Range Operations (ETOPS) when configured, maintained and operated in

accordance with the current revision of the ETOPS Configuration, Maintenance and Procedures (CMP)
document, XWB/EASA: CS 25.1535/CMP.

X RIFEAM RS EREB AT A CR AR 38 /7 g T i) .
This finding does not constitute an approval to conduct Extended Range Operations (operational
approval must be obtained from the responsible Authority).

ETOPSHLHEVEE ML T %
The following table provides details on the ETOPS approvals.
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180434F it 1804344
PR RIS EpR=py e B 3
Model Engine Type 180 min. Beyond 180 min.
Approval date Approval date
A350.941 Trent XWB.84 20144F10H14H 20144E10H 14H
14 October 2014 14 October 2014
=4
- j'D -
--- END ---
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