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THE VALIDATION DATA SHEET
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AR PR S INAE (5 : VTCO383A) [MLLARELZ;, B T 75 & v I RS fo [ 38 A 22K
LA SO\ BT UE R i BRI BR A o
This data sheet, which is part of Validation of Type Certificate (No: VTCO0383A), prescribes conditions and
limitations under which the product for which the Type Certificate was issued meets the airworthiness requirements
of the Chinese Civil Aviation Regulation.

Y-S\ A HE 75 A\ /Validation of Type Certificate Holder:
7 B H LA | /Airbus Helicopters
Aéroport International Marseille-Provence
13725 MARIGNANE CEDEX
France.
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SECTION1 GENERAL

1. RIS AESEE SRR AS B LR BITIE R/ Revision and Change Record of the Validation of Type
Certificate Data Sheet

B B IR AE /& /Revision of the Type Certificate Data Sheet
RSN FTUE O B . BRI ) | S SRR g . AR H 4]
Validation of Type Certificate Data Sheet | Type Certificate Data Sheet Number, Revision

Number, Revision and issuance date and issuance date
i) VTCO0383A, KRiX0 EASA.R.516, Issue 4
Current | 2025503 H31H 2 February 2023

VTCO0383A; Revision 0,

Date of Issue: 2025-03-31

. R OE /RS SRS RS S XS
Note: Above TCDS information of Certification Authority is only for reference

AN AT s B2 9T 12 3%/ Change Record of the VTCDS

, FXS b — R iEiT e ¢ %k
WX/ Revision
Change Record Remark
, IR BAR
JRIR 0/Rev 0 ,
First Issue
2.3E /2R A]/Airworthiness Category: A KK B iz i 2K e # i 4 4% /Large Rotorceraft,
Category A and B

3.3AA] 24 [/ Validation Authority: Hh E B A JRI/CAAC
%€ 24 Fi/Certifying Authority: i RS %242 JRI/EASA

4.5 5 HAEFHE N/ Type Certificate Holder:
Airbus Helicopters
Aéroport International Marseille - Provence

13725 Marignane CEDEX France

5AEF=HiE R /Manufacturer:
Airbus Helicopters
Aéroport International Marseille - Provence

13725 Marignane CEDEX France.
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FE 2y BAE (BH: H160-B)

SECTION 2 DATA (Models: H160-B)

1. FERBIBIFHLAE H #/Model and Approval Date:

Ei<hal| FiE H 3 e H 3 25
MODEL APPLICATION DATE APPROVAL DATE CATEGORY
H160.B 20124F11A16H 202047 H1H AR K BIIZ KR i BT A 4e
16 November 2012 1 July 2020 Large Rotorcraft, Category A and B

2. \ETH B BRI A P2K 8 /Certification Basis and Production Basis:

2.1 CAACIEH K& NiFRE/CAAC applicable airworthiness codes on the effective certification date established
by EASA

EASATfiE B R E Wl 2 H A RCAACTE & fibr it ICCAR-29-R 1.

The applicable airworthiness codes in effect on the effective certification date established by EASA is CCAR-29-
R1.
2.2 CAACTE I3 BER Y #E/CAAC applicable environmental protection requirements in effect on the date
of application for validation to the CAAC

HE SN 2 HE I CAACIHA B R ZE5RNCCAR-36-R2AICCAR-34.

The CAAC applicable environmental protection requirements in effect on the date of application for validation to
the CAAC are CCAR-36-R2 and CCAR-34 original issue.

2.3 FNRE. B%. TH&M/Equivalent Level Of Safety, Exemptions, Special Conditions
(a) i&HJER %/ Applicable exemptions as follow:

«  E-026 H160-BELTHHLXT 5529.865 (a) + 29.1301 (d) « 29.1309(a)(b)ak Z 3K il I #4 4
* E-026 Temporary exemption about 29.865 (a), 29.1301 (d), 29.1309 (a), (b) for H160-B helicopter
(b) & %504 42/ Applicable ELOS as follow:

+  ELOS-29-001 LEbIN R e

«  ELOS-29-002 AR R R

«  ELOS-29-003 THE. shIRE NGRSO

«  ELOS-29-004 AT

«  ELOS-29-005 25 AR HL IR

«  ELOS-29-006 Fer im0 GAEFLEE )

«  ELOS-29-007 e N s H

«  ELOS-29-008 RUKTFR

«  ELOS-29-009 ZHERKRG

«  ELOS-29-010 KB R R

+  ELOS-29-011 K BRSNS

«  ELOS-29-012 HANMSEAE 2N 2R

«  ELOS-29-013 LT AU B A FH AL ZE S St ey

* ELOS-29-001 Engine Training Mode

* ELOS-29-002 Usable fuel capacity marking

* ELOS-29-003 Airspeed and Powerplant indicators green arcs
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*  ELOS-29-004 Thunderstorm Lights

*  ELOS-29-005 Independent Power Source for Standby Attitude Instrument
*  ELOS-29-006 Passenger emergency exits / other than side-of-fuselage

*  ELOS-29-007 Passenger emergency exits

*  ELOS-29-008 Ignition Switches

*  ELOS-29-009 Multipurpose Fire Extinguishing System

* ELOS-29-010 Fire detection electrical circuit testability

* ELOS-29-011 Ditching emergency exit for passengers

* ELOS-29-012 Part time display of vehicle parameters

* ELOS-29-013 Use of flight crew emergency exits for passenger evacuation with the rotorcraft on its
side

(c) & HH #I% F 4514/ Applicable Special Conditions as follow:

© SC-29-02 H160-BETHL 58 B 48 17 (HIRF) Bl 4

*  SC-29-03 H160-B ELTHHLA A 7e HLAH itk

*  SC-29-04 H160-BE FHHLAEO 304 #h TR ZS

*  SC-29-05 H160-BEL WL 45 2

*  SC-29-02 Protection from the effects of High Intensity Radiated Fields (HIRF)

*  SC-29-03 Non-rechargeable Lithium Battery

*  SC-29-04 H160-B helicopter AEO 30 minutes power rating

*  SC-29-05 Cyber Security
2.4 CAACHIIE R %4 (ATC)/Additional Technical Conditions (hereinafter, simplified as “ATC”) prescribed
by CAAC

T — 2252 A (B P IH160-B B FHHLRLH 2 41 R CAACH INEE A 4% {F/Each of Model H160-B rotorcraft
delivered to China shall meet the following Additional Technical Conditions:

(a) ATCl. R¥ECCAR21.29 (11D , HLEFTAXIREIATHIR R B S AR E ST ARIC bR =2 2
MR BT AR B LANE BN G 7R RS ORI TR AL B AR T IR 7R B ST B il A
MEDHPCRR; R AR RINL BT N S s R SR U BN 2 A TR

(a) ATCI. As per CCAR 21.29(5), all literal markings and placards on H160-B used for advising, warning and
notifying passengers must be at least in Chinese. All literal markings and placards on H160-B used for indicating
passengers or outboard rescue personnel of the location of emergency exits and doors and their means of opening must
be at least in Chinese, and all operation instructions of H160-B emergency equipment that may be used by passengers
must be at least in Chinese.

(b) ATC2. HfEAI3SHITREL (FF G i NRICAE E K brifE GB 6537-2018) I, A2 HI60-BH)
WA R GEHEAT VR RE VAL . IEMIPERERT & R AR L AUHE E RN T E B AT AT e 4T EASAHEHE .

(b) ATC2. The fuel system of H160-B must be evaluated to demonstrate the satisfactory performance when
using No.3 Jet Fuel (conforming to P.R.C National Standard GB 6537-2018). The data demonstrating satisfactory
performance must be provide to the EASA for approval before its operation in China.

(¢) ATC3. 2021411 H25H, CAACHUA 1@< “Mias s TR ka3 s 11 AU e i) K K

(CAD2021-MULT-80) ” , 3&MF “20184F12H 31 H 17 [ BT R H s S Sc IR & o iis T i IR &
FRIERIMI A7 o RIS IZADRIER, H160-BETHHLNC E AT 3R 204K K & BTl T 80K KGR 5 (1 Br
M ALY 6 R R ZK

(¢) ATC3. On November 25, 2021, CAAC issued the Airworthiness Directive "Agent replace of Halon for
aircraft portable fire extinguisher (CAD2021-MULT-80)", which applies to "Aircraft applied to CAAC for nationality
registration and first applied to CAAC for airworthiness certificate after 31 December 2018". According to the
requirements of the AD, the extinguishing agent used in the portable fire extinguisher equipped with the H160-B
helicopter shall meet the relevant requirements of Annex 6 to the Convention on International Civil Aviation.
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2.5 %¥ESFFE/Elected to Comply

Airbus Helicopters (AH) i%##7F A CCAR-29-R2U1 N 4&3K: 29.173,29.175,29.571 & 29.573.

Airbus Helicopters (AH) elects to comply with the paragraphs 29.173, 29.175, 29.571 & 29.573 of CCAR-29-
R2.

3. FARRFAEFN{# F R #)/Technical Characteristics and Operational Limitations

5 %11 %€ X /Type Design definition:
UO00A2711E01 H160-B TYPE DESIGN DEFINITION FOR China (CAAC) - Issue B,

and subsequent issues

& /Description:
FE SRR () TR R SUR IE S BT
By ¥ R, sh At
Fe g RIE R, 10573
HLE - HEM RS
VAR = RO
BIRG WU 5 9K 5y
VSRS K 268057 5 iR K 3L
Medium twin-engine passenger transport helicopter, conventional configuration
Main rotor: Spheriflex, 5 blades
Tail rotor: Fenestron ducted tail rotor, 10 blades
Fuselage: Composite structure
Landing gear: Tricycle retractable
Control system: Mechanical with hydraulic actuation
Powerplant: 2 independent freewheel turbines engines
1% #%/Equipment:
MR BN o 8 R i 6 0 AR AE L5 BTt E SO F7 L e
As required by compliance with the Validation Basis and listed in the Type Design Definition
documents
JU=}/Dimensions:
Ml & /Fuselage:
£:/Length: 13.96 m
Bi./Width: 3.54m
f51/Height: 491 m
= Jjie . H.1%/Main Rotor Diameter:
13.40 m
& Jie 3 H.1%/Tail Rotor Diameter:
1.20 m

K BNHL/Engine:
2% Safran Helicopter Engines/fJARRANO 1 Series / ARRANO 1A & #hHL
EASAT 5 &AL/ 5% 5 : EASA.E.095
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CAACH 5
Safran Helicopter Engines

2 x ARRANO 1 Series / ARRANO 1A
EASA TC/TCDS No: EASA.E.095
CAAC VTC Number: VTCO0382E, VTCDS revision 0

FINATIES 5 : VTCO382E, VTCDSHiA: 0

FR fill/Limitations:
RENHLPR H FAR s 2R HAE PR 1) (MLyERE6) /Engine Limitations and Transmission Torque Limits (see Note 6.)
Bl A i A\ A AR BR 1)/ PR A R AR/
Torque limits at MBG input Gas generator rpm Temperature TOT [C]
ERBE (208)
Kl ) 108% 46 550 (105.5%) 934
AEOQO 20 sec transient
4 3058 / 100% up to Vy+10 KIAS
B & t oupto Wy 45 910 (104.0%) 912
Take-off / 30-min AEO 93.7% above Vy+ 30 kts
BRI KL)%
G Niaas 93.6% 45 470 (103.0%) 886
AEO-MCP
Lk (30FD) / 145%
TR 0B ’ 47 590 (107.8%) 991
OEI (30 sec) (72.5% at output level)
R Q58P / 127.5%
TR 25 ’ 46 620 (105.6%) 957
OEI (2 min) (63.8% at output level)
PR T PR/ 112.1%
RRTR ] ° 46 130 (104.5%) 914
OEICT (56.0% at output level)
FB R BWUAAE B4 PR /Other 225 ZMEN AT F M Refer to approved RFM
Engine and Transmission Torque Limits
AR /Fluids:
Wi‘]EE/Fuel:
JET A, JET A-1, JP-8, JP8+100, JP-5, 35S X%}, TS-1 (TC-1) / RT(PT)
ARARL G S HTEHMEZTRANE R, 2 WHHER AT Tt
A RITBU BRI, 2 WAHER) AT T
JET A, JET A-1, JP-8, JP8+100, JP-5, No.3 Jet Fuel, TS-1 (TC-1) / RT(PT)
For code No., specifications and more details refer to approved RFM
For alternative authorised fuels refer to approved RFM
INF)/Additives:
Z AL HE R AT T
Refer to approved RFM
T h/Oil:
RN i /Engine lubricants
NATO FIYE/Specifications
HERY | A/ USA el L2 AR R TR R o R
Type of oil | NATO | France . . UK /Class /Approved oil brands
Military Civil
code
324 HI/RECOMMENDED USE
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Synthetic 5 MIL-PRF- SAE AS - BP Turbo Oil 2197
0-154 - - HTS . )
cSt 23699 5780 - Mobil Jet Oil 254
1E % 18 FH/NORMAL USE
- Aero Shell Turbine Oil
500
DEF - Castrol 5000
) DCSEA SAE AS ) ]
Synthetic 0-156 299 MIL-PRF- 5780 STAN | STD | - Mobil Jet Oil II
5 ¢St 23699 91-101 - Total Aeroturbine 535
- Total Preslia SE Jet
- Turbonycoil 600
0-152 - CI Castrol Aero J5

A RBATEM . AR A

ELVEAER, S W AT Tt

For replacement oil, cold weather oil and further details refer to approved RFM

T IRIE 28 I H/MGB lubricants

FHVEE R T Vit
e FL/Specifications
N Tk PR ] RAND
ks | U GO
. /Temperature Approved oil
Type of oil .
limitations brands (other NATO Us UK FR
products are
excluded)
Mineral 8 JA B /For Total/
cSt starting: Aerogear 823
-25°C< OAT MIL-PRF- | DTD 581 C
. L O-155 AIR 3525
Mineral 12 | KATHS IR/ | Total/ 6086 grade M | OEP-70
cSt No limitation for | Aerogear 1032
flight
JRENAN AT
. /For starting and
Synthetic . Nyco/ MIL-PRF-
flight: ) 0-148 AIR 3514
3¢St Tubonycoil 160 7808 grade 3
-40°C<
OAT<+10°C
VRN N A S WAL AT T
For further details refer to approved RFM
eV H 25 TS/ TGB lubricants
FHH A P 3 T o R FIE/Specifications
‘ CHAth ™ il
S 1B RE B "
TR/ 41 /Approved
) /Temperature
Type of oil L brands (other NATO US UK FR
limitations
products are
excluded)
JE B RAT I
Synthetic 5 | /For starting and | Nyco/ Tubonycoil 0-154 MIL-PRF-
cSt flight: 640 23699G
-40°C< OAT
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<+50°C

J& Bl /For
starting:

Mineral 12 | > o= OAT Total /

inera ~ L otal / aerogear

EEA AT & 0-155

cSt ) 1032

/For starting and

flight:
OAT <+30°C

MIL-PRF- | DTD 581 C
6086 grade M OEP-70

AIR 3525

VRN N E S IR AT T
For further details refer to approved RFM

7% K 1 /Hydraulic fluids MIL-PRF-832825{MIL-PRF-87257

MIL-PRF-83282 or MIL-PRF-87257

VAR %S B/Fluid capacities:
#AIH/Fuel:
K AT FH AT 45 B:/Max usable fuel capacity
ANT] FH# i & /Unusable fuel

T /Oil:
KL (BEA) /Engine (each)
FIHIE 2/ MGB
FEU#E 2%/ TGB

WK % 5t /Hydraulic system

7= 8 fR #l]/Air Speed Limitations:
Ve pwr 0n=170KIAS, i 2k /1 EEE 5000 95 R

1440 F/litres
9.9 FH/litres

5.8 F/litres
24 Ft/litres
0.5 JH/litres

I Bl /Left circuit: 5.1 F/litres
4191 % /Right circuit: 5.3 F/litres

X Bl i BEARAR TN Ve, B 25 St R R AT T

'VNE oEl = VNE PWR OFF = VNE PWR ON - 35 KIAS
Hee il B BRI 2% L HLUHER) ©AT F Mt
VNE pwr on = 170 KIAS up to 5 000 ft PA

For reduction of Vng with altitude refer to approved RFM

VNE oE1 = VNE pwR OFF = VNE PWR ON - 35 KIAS
For other speed limitations refer to approved RFM

Jie 3438 [ #1]/Rotor Speed Limitations :
H 5 J1/Power on:

KUK T NR 1 15 5 FEl/NR regulated range AEO:
%7 /Reference
e NIESE/Maximum CT
BUR /NS /Minimum CT AEO
B B /NZESE/Minimum CT OEI
H/NBEZS/Minimum transient

Jo 5l 71/Power off
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96.0-105.3% (308.7-338.6 rpm)
100.0% (321.6 rpm)

107.8% (346.7 rpm)

92.0% (295.9 rpm)

95.5% (307.1 rpm)

83.0% (266.9 rpm)




i KBE#S/Maximum transient 117.0% (376.3 rpm)

B K 4L/ Maximum CT 109.8% (353.1 rpm)
B/ NESL/Minimum CT 92.0% (295.9 rpm)
5 /MPEAS/Minimum transient 83.0% (266.9 rpm)

i KIZAT i AR % /Maximum Operating Altitude and Temperature:

11/ Altitude::
RATEIE AR R EE-1500 5] 420000
/A e
A% 57 REE-1500 J& RUNIES FE i 2 -4600 &R
R
B 2 FERIE 13000 SR
A RS EREREE 12500 SR
Flight altitude: -1 500 ft to +20 000 ft PA
Take-off and landing altitude:
Minimum: -1 500 ft PA and -4 600ft DA
Maximum:
Category B: 13 000 ft DA
Category A clear area: 12 500 ft DA
15 J& /Temperature:

20°C F| ISA +37°C FR 1 2+50°C
20C to ISA+37°C limited to +50°C

1217 FRill/Operating Limitations:
AEGEVRGFAT N B E] H AL RAT AR AT
FER IR E PR IR OL T, ZRETH kAT
VFR day and night and IFR in non-icing conditions
Flight in falling and blowing snow without inlet barrier filter installed is prohibited

B K H #/Maximum Mass:
AT 6050 2 T
HbTH - 6100 2 JT
in-flight: 6050 kg
on-ground: 6100 kg

H.0JE Hl/Centre of Gravity Range:

Y ) 0> PR 1] /Longitudinal C.G. limits

5 5300kg i /at 5300 kg FEHEM )5 5092mm/5092 mm aft of DP
8 6050kg i /at 6050 kg FEHEM 5 5130mm/5130 mm aft of DP

5 4500kg i /at 4500 kg FEHEM )5 5390mm/5390 mm aft of DP
& 6050kg [ /at 6050 kg FEUET 5 5287mm/5287 mm aft of DP

F [) B 0o PR A1) /Lateral C.G Limits
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FEtHE/Datum:

5 5500kg i /at 5500 kg 65mm

& 6050kg I /at 6050 kg 20mm

VRN Z WAL HE R AT T
For detailed data refer to approved RFM

. FEAER (STA0) AT EfEd ALkl 5217 2K 4t

i AL AR

Longitudinal: the datum plane (STA 0) is located at 5217 mm forward of main rotor centre
line

Lateral: fuselage symmetry plane

7Kl £ 77 7% /Levelling Means:

KPS RRCAE T G RN, ST 3 HEAT 4 HEZ 8] ) ok 4%
Levelling reference marking on upper deck on LH side near to MGB between frames 3 and
4

B/ KATHL4L/Minimum Flight Crew:

HAL AT 1AM CA D
AR RAT 1A BT CAEED
VFR: 1 pilot (right seat)
IFR: 1 pilot (right seat)

1 K 3fe 7 25 /Maximum Number of People on Board:

144~ CEFEKITHL4L) /14 (including Flight Crew)

e v S HH M /Passenger Emergency Exit:

6 NMHIE, HEAI R
2R 1 AN a
AR 2 S CRVERE 4D
6 exits, of which are
1 exit on each side of the cockpit
2 exits on each side of the passenger cabin (see Note 4)

B RAT /T & #/Maximum Baggage/ Cargo Loads:

T H AR A KA E 300 AT
(L2525 1) T S Ao 25 5 {6l FH LA 1 i il 29 SR B 330 )7

Pagiite: LB PN TR EE 300 2 JT/E K

b7 BRI AR e A A WA ) AT Tt

Cargo floor max load: 300 kg

(330 kg with the optional cargo extension installed and with mandatory approved restraint
nets)

Cargo floor max unit load: 300 kg/m?

For complementary limitations and specific loading conditions refer to approved RFM
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i 332 - #R N A2 575 Bl /Rotor Blade Control Movement:
HRFBRELE, S 49T

For rigging information refer to Maintenance Manual

F5fi 4 /Life-limited Parts:
2 DA )3 TR )
Refer to approved ALS

WL FEE G/ Wheels and Tyres:

L%/ Wheels M/ Tyres
5.00-5/8 PR
with P/N 021-310-0
17,5x5,75-8 / 12 PR
with P/N 178K23-5

Hii/nose C20727100

F/main C20781200

4, fFEFAZEP P/ Operating and Service Instructions

K47 F M /Flight Manual:

e-RFM

B A/ data file(s)

AIRCREW H160-000, [ 3752020 £ 6 H 25 H (2020 4 7 F§ 1 H EASA itifE, 5%
Jea BEAHEERRCAD
AIRCREW H160-000, dated 25 June 2020 (EASA approved 1 July 2020, or later approved

versions)

B A /software applications

® HCrew v1.0.0, 2020 45 7 A 1 H EASA #itifE, SiG:Ht#E A/ HCrew v1.0.0,
EASA-approved 1 July 2020, or subsequent approved versions

®  HI160 Flight Perfo v3.0.0, 2020 4£ 7 H 1 H EASA #t#k, =/52ttitkm4A H160
Flight Perfo v3.0.0, EASA-approved 1 July 2020, or subsequent approved versions

AR e-RFM LT EMZHEE, S W “HI160 c-RFM ZA45H 7 , Airbus
Helicopters 145 TN U0O00A1570E01, WA E, B{J5 4811 K.

ARVHESRE TV 8 MY EF & EAEH e-RFM AT RH .

For authorised e-RFM host platforms and installation information refer to ‘H160 ¢c-RFM
Installation Guide’ , Airbus Helicopters document ref. TN UO00A1570E01 issue E, or later
revisions.

The use of e-RFM software applications on other host platforms than those specified in the

above document is not allowed.

4RI R AT F M/ Paper format RFM

H160-B ELTHHL ©AT T, 58 1 R, HIIN 2020 4 6 H 25 H, 202047 H 1 H
EASA b, olm St iAo
Rotorcraft Flight Manual H160-B, first issue, dated 25 June 2020, EASA-approved 1 July
2020, or later approved revisions.
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#£9 F Mt/ Maintenance Manual:
H160-B &M A%, HHH 2020 45 6 A 15 H, WA 000, 2020 427 H 1 H EASA
fib ik, BYE SEHEUE i A /Airworthiness Limitations Section H160-B, issue dated 15 June
2020, Revision 000, EASA-approved 1 July 2020, or later approved revisions
H160 447 i 55 F A1 H160 447 F-H/ Maintenance Servicing Manual H160 and Aircraft
Maintenance Manual H160

2E B BT /Structural Repair Manual:
H160 5 #1238 FMt/ Structural Repair Manual H160

= 5 AT F- /I /Weight and Balance Manual:
A FE AT THHRER 6 &=
Section 6 of Complementary RFM

K Z 44 H %/Mlustrated Parts Catalogue:
H160 Kl H 3%
[lustrated Parts Catalogue H160

HAthF I Miscellaneous Manuals:
75/ None

il 5515 bR AR 55 B $i/Service Letters and Service Bulletins:
Airbus Helicopters & Afi 1) H160 %45 Bl . (G R0E % BEoRSER. RS EHK.
(32 it
Safety Information Notices, Information Notices, Alert Service Bulletins, Service Bulletins,
Repair Design Approval Sheets H160, as published by Airbus Helicopters

B3R 115 % /Required Equipment:
RGO\ A o E SRR AN A 5 T E SOCFEKR
S 2 ER) AT T
As per compliance with Validation Basis and in accordance with Type Design Definition.
Refer to approved RFM.

5. ZHRLAERH SCHRICHRE/ The Approved Chinese Placards

PAR SRk BT 25 1 b SOhRid AR & 1 CAAC #3231 H1 EASA #itifk:
The Chinese Placards involved in the following data have been accepted by CAAC and approved by EASA:

75 b G WA
Code Title Number Rev.
H160 Chinese Basic Markings And
1 e U110A0011E01_TN F
Placards Descriptive Document -
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6. #EMOZER/Import Requirement

NEAAEP EIZITHIB, 2T S A A UERE R RSN S 85 L AURA — i i FHENTE, H BTN
ENTCARE A, Bl ARBE SRS CAACHTHLHEM B S &1, JRabF 24 1a 17 REs.

To be considered eligible for operation in China, each aircraft manufactured under this Validation of Type Certificate
must be accompanied by a certificate of airworthiness for export endorsed by Export Authority which states (in English
language): This aircraft conforms to its CAAC type design and is in a condition for safe operation.

7. 1ERE/Notes

ER/NOTE 1. HlIERAMTIIT: s/n 1002 KLU,
Manufacturer's eligible serial numbers: s/n 1002, and subsequent.

ER/NOTE 2. AW g M3 QAT T B AR BT HHUAS RS HEHE R, PR S e ftuE i AT P
The certified optional installations are each approved independently of the basic helicopter and are
part of the relevant approved RFM.

VERUNOTE 3. HI160-B 3K Filsi, FLids MaiT R it XYM IO HLER AT T
The H160-B is certified for ditching with the optional installations and operating procedures as
defined in approved RFM.

HBE/NOTE 4. FFSH M.
BT R AT A R AR 2 AV P —, CUERHAERCT 29.807(a)(4) THLE F
A TV B B 1 (30, ESF D-19/ELOS-29-007) .
Passenger Emergency Exits:
The Sliding Door Jettisonable Window, which is one of the 2 separate exits on each side of the

passenger cabin, has been demonstrated to be equivalent to two Type IV emergency exits as
specified in 29.807(a)(4) (ESF D-19/ELOS-29-007 refers).

ERE/NOTE 5. R4 2009 4 9 H 16 HERMIL S AEL S 28 THAE R AZYIRAIE 1005/2009 SiEM Bk
AREFHD B AAE AL RAE“CRIA-0470 . HR4E 2021 4F 11 7 25 HIiX
CAD2021-MULT-80, Mg A& FPEIL%AE ATC3 A1 1P G-1 H.

Halon replacement applicability, in reference to Regulation EC No. 1005 / 2009 of the European
Parliament and of the Council of 16 September 2009 on substances that deplete ozone layer
referred as Ozone Regulation, is recorded in ‘CRI A-04’. Halon replacement applicability, in
reference to CAD2021-MULT-80 issued on November 25, 2021, is recorded in ATC3 and IP G-1.

TER/NOTE 6. fERBIHLAIHLHE A4 Bh 5l 713 B ORLE AT 2 2 SO0 TR Attt o

The APU mode approved at engine level is not approved at aircraft level.

VERE/NOTE 7. DEV D-23/E-26 {3i& H T LA eI :
pop 2 &%, fufhi: ECP H160.S01129. ECP H160.S01130. ECP H160.S01132.
ECP_H160.S01133. ECP_H160.S01134. ECP_H160.S01135. ECP_H160.S01136-.
ECP_H160.S01137. ECP_H160.S01138. ECP _H160.S01141. ECP_H160.S01259.
ECP_H160.803563. ECP_H160.503895. ECP_H160.804278. ECP_H160.S04279.
ECP_H160.S04390. ECP_H160.504553. ECP_H160.804998. ECP_H160.S05086
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ECP_H160.S05163 A1 ECP_H160.S05195

DEV D-23/E-26 is applicable only to the following options:

Single Hoist pop 2 including the following: ECP_H160.S01129, ECP_H160.S01130,
ECP_H160.S01132, ECP_H160.S01133, ECP_H160.501134, ECP_H160.501135,
ECP_H160.S01136, ECP_H160.S01137, ECP_H160.501138, ECP_H160.501141,
ECP_H160.S01259, ECP_H160.S03563, ECP_H160.503895, ECP_H160.504278,
ECP_H160.S04279, ECP_H160.S04390, ECP_H160.504553, ECP_H160.504998,
ECP_H160.S05086, ECP_H160.505163, and ECP_H160.S05195

HR/NOTES. LU CIE E#HA & CS 29.1191, TG ESF E-35:
-CSOEHAE E ASRE B K P RE, ECP_H160.S04920;
- R BN B 5k Mg, ECP_H160.S05062.
For the following, direct compliance with CS 29.1191 was demonstrated without ESF E-35:
- Modification of torque-tube to improve fire protection, ECP_H160.504920;
- Improvement of engine deck fire protection ECP_ H160.S05062.

(e
-—---50----

~—-END----
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