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RS\ A FEE 8/ The Validation Data Sheet

IRk /Revision: 2

%1 B4 /SECTION 1: B (FrERIB)) /
General (ALL MODELYS)

1. CAAC \H] Hs AR 5 M IE S diE B
CAAC Validation Data Sheet and Type Certificate Data Sheet

] B A SR A T R 5. i
YOI H 3

CAAC Validation Data Sheet Number,
Revision and issuance date

TS SRR 55 . R A H 3]
Type Certificate Data Sheet Number, Revision and

issuance date

==Y VTCO080A, Revision 2, 2019/02/01 407 H-92, Issue No.27, Jan 19, 2018
Current 206B, 206L-4 | H-92, Issue No. 13, Feb 02, 1998
Pist/ VTCO080A, Revision 1, 2015/04/23 407 H-92, Issue No.26, Mar 28, 2014
History 206B, 206L-4 | H-92, Issue No. 13, Feb 02, 1998
VTCO080A, Revision 0, 2011/12/26 407 H-92, Issue No.24, May 25, 2011
206B, 206 L-4 | H-92, Issue No. 13, Feb 02, 1998

1998 4 CAAC RIS A mE L HdE 5, 2011 4 12 H 26 H flifE % 52 SCh 0 i
No Validation Data Sheet for CAAC VTC in 1998. The Validation Data Sheet approved Dec 26, 2011 by

CAAC is defined as Revision 0

2. &EZg/Airworthiness Category:
3. AH %45/ Validation Authority:
H 5E 24 J=)/Certifying Authority:

4, HS54H

¥ AFRF A N/ Type Certificate Holder:

5. iAA[H e LA/ Validation Certification Basis

CAAC [\ F] o 8 e fili T TCCA H 8 E FEAl (P L TCCA B 5 S % IE U 5 45 H-92), Al CAAC
FAT B DB AR S A2 o
The CAAC validation certification basis consists of the TCCA certification basis (refer to TCCA Type
Certificate Data Sheet No.H-92), and the CAAC additional technical conditions.

1E% 2%/ Normal Category

o B )AL JRIICAAC
INEKISHARITCCA

Bell Helicopter Textron Canada Limited
12800de I’ Avenir

Mirabel Quebec, J7J1R4, Canada
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A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

= 2 ¥54r/SECTION 2: 206B
I. S /General

1. Z450/Model: 206B (WLVEFRE 34/See NOTE 34)
2. &S A/ Airworthiness Category: 1E % 25/Normal Category
3. M-S EKUERE A/Type Certificate Holder: Bell Helicopter Textron Canada Limited

12800 rue de I’ Avenir

Mirabel, Quebec, J7J1R4, Canada
4. TCCA it H HI/ITCCAApproved Date: 1986.07.25/25July1986
5. CAAC it H #I/CAAC Approved Date: 1998.05.25/25 May 1998

11. IA\T] 58 B At/ Validation Certification Basis

CAACI AT 8 5 F il FH TCCARY) # E HE Al A CAAC 1 M AR S5 AR 4H Ak -
The CAAC validation certification basis consists of the TCCA certification basisand the CAAC additional
technical conditions.

TCCA i & #:Hiti/certification basis
PELTCCARN S SHIEEHE FH-92 (JRAL13) {12068 4 71 (1) i 52 J:Aitti/ Refer to TCCA Type
Certificate Data Sheet No.H-92 Revision13

LB ARKEFIZ 4T PR #/Technical Characteristics and Operational
Limitations

R EIHLIENgines:
Rolls Royce (Allison) 250-C20B ( IL.y¥ % 18), CAAC %5 ik 1l ik 4 5
VTCO0232E, HY5 A mI#dfE Hpiik 2
Rolls Royce (Allison) 250-C20J, CAAC #Y5i\A[iE% 5 VTC0232E, M=
WA B IR 2
Rolls Royce (Allison) Model 250-C20B (See NOTE 18), CAAC VTC No.
VTCO0232E, VTCDS revision 2
Rolls Royce (Allison) Model 250-C20J, CAAC VTC No. VTCO0232E, VTCDS

revision 2.
REHLR#I/Engine Limits:
250-C20B #il 250-C201J:

%0 % #1/Torque Pressure %1 H il 3% 3 /Output Shaft Speed
K (5 0% [Take-off (5min.) | 100% (76 psi) (317 HP) 100% (6,016 R.P.M.)
I KIES:/Max. Continuous 85% (65 psi) (270 HP) 100% (6,016 R.P.M.)

WRFCHT R Turbine Temp. | BASUK A 244 /Gas. Gen. Speed
K (5 %) [Take-off (5min.) 810°C (1,490°F) 105% (53,519 R.P.M.)
B K %4 /Max. Continuous 738°C (1,360°F) 105% (53,519 R.P.M.)
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A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

Jiie 32 4% TSR il /Rotor Limits:

B

BORFETR 422 FeAgorsh CREHEEFIREL 107%)

Bo/NEEHE 355 HE AR Bl AR F RS 90%)
A7)

250-C20B #1 250-C20J:

BRI 395 H Ao Bl (AR % on$L 100%)

/INFEE 382 Bl CWUEHFSHE R E 97%)
Power Off

Maximum 422 R.P.M. (Dual Tach Reading 107%)

Minimum 355 R.P.M. (Dual Tach Reading 90%)
Power On

Model 250-C20B and Maodel 250-C20J:

Maximum 395 R.P.M. (Dual Tach Reading 100%)

Minimum 382 R.P.M. (Dual Tach Reading 97%)

RAEE (FE) /Maximum Weight (Mass):
1451 A Jr (3,200 5) (AMELTMIRI LS B IHERE 7)
1451 kg (3,200 Ibs) (See NOTE 7 for external cargo configuration information)

R 25 B /Fuel Capacity:
AR 288 T (63 ZLline) (76 SR ). 7415 3567 K& LAJE, AT F AN
BN 344 TE (T4 TN (91 FEME) . AR B 6.7 5
288 litres (63 Imp. Gal.) (76 U.S. Gal.) usable. S/N 3567 and subsequent 344 litres
(74 Imp. Gal.) (91 U.S. Gal.) usable. Unusable fuel 6.7 Ibs.

A % 5“5 /Serial Numbers Eligible:

250-C20B %! 2212-2598, 2600-3123, 3125-3522, 3524-3566, 4 | 2520,
2529, 2536, 2538, 2542, 2581, 2585, 2589, 2601 Fl 2605

250-C20J #! 3567-3797, 3799-4128, 4130-4499, 4501 M HJ54:E55 (W,
VERE 26, 27, 28 f1133)
661-671, 716-897, 899-1053, 1055-1317, 1319-2210 ( W.yER:
18, 34 #135)

Model 250-C20B  2212-2598, 2600-3123, 3125-3522, 3524-3566 with the exception
of 2520,2529, 2536, 2538, 2542, 2581, 2585, 2589, 2601 and
2605

Model 250-C20J  3567-3797, 3799-4128, 4130-4499, 4501 and subsequent ( See
NOTES 26, 27,28 and 33)
661-671, 716-897, 899-1053, 1055-1317, 1319-2210 (See
NOTES 18, 34 and 35)

V.2 L HE R H SCARIEFRRE/ The Approved Chinese Placards

Jc/None
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A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

2 3 ¥4 /SECTION 3: 206L-4
I. S /General

1. Z450/Model: 20614

2. J&EALZE/Airworthiness Category: 1E# Z&/Normal Category

3. M-S EKUERE A/Type Certificate Holder: Bell Helicopter Textron Canada Limited
12800 rue de 1’AvenirMirabel Quebec, J7J1R4,
Canada.

4. TCCA It H #/TCCAApproved Date: 1993.02.02/02 Feb 1993

5. CAAC Itk H H/CAAC Approved Date: 1998.05.25/25 May1998

1. I\ 7] 8 s Zmli/Validation Certification Basis

CAAC A ] i g ZLfitli i TCCA 1 d 2 JERl A CAAC (1) INEL AR S AR 4L R
The CAAC validation certification basis consists of the TCCA certification basis and the CAAC
additional technical conditions.

TCCA i & 3L ili/certification basis
TEIL TCCA BU5 A% UEEMRE 5 H-92 (JiA 13) H ) 206L-4 B4 51 i) o 52 £:Aili/ Refer to TCCA Type
Certificate Data Sheet No.H-92 Revision 13:

LB ARREFIZAT PR #/Technical Characteristics and Operational
Limitations

K BIHLIENgine
Rolls Royce (Allison) 250-C30P, CAAC A! 5\ T]iE4w'5 VTC0219E, !5\ n]
HAEHRRIR 3
Rolls Royce (Allison) Model 250-C30P, CAAC VTC No. VTCO0219E, VTCDS
revision 3
KAHLIR H/Engine Limits
HFEE i H e A T
Torque Pressure Output Shaft Speed
K (5 0%l [Take-off (5min.) 100%(71.4 psi) (495 HP) | 101% (6,076 R.P.M.)
I K% 4:/Max. Continuous 75% (54 psi) (373.7HP) | 101% (6,076 R.P.M.)
RFC AR PRSRE B
Turbine Temp. Gas. Gen. Speed
K (5240 [Take-off  (5min.) 768°C (1,414°F) 105% (53,550 R.P.M.)
B K% 4L /Max. Continuous 716°C (1,320°F) 105% (53,550 R.P.M.)

CHEASBE A1) D0 e 37125 2% %47 Tt/ See Rotorcraft Flight Manual for Transient Limits)
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A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

Jite 38 4 3 PR 1l /Rotor Limits
18] B8]
HKIEE 422 434y K IEE 398 B4l
OUEH B E TR E 107%) OUEH B E TR E 101%)
/N 355 R.P.M. 5 /NFE 390 R.P.M.
U IR R "B 90%) U IR R "B 99%)
Power Off Power On
Maximum 422 R.P.M. Maximum 398 R.P.M.
(Dual Tach Reading 107%) (Dual Tach Reading 101%)
Minimum 355 R.P.M. Minimum 390 R.P.M.
(Dual Tach Reading 90%) (Dual Tach Reading 99%)

BOKE® (i) /Maximum Weight (Mass)
2018 A JT (4450 %) (PHB#EE)
2064 ~ JT (4550 155 ) CHMELTYIR RS B LERE 17)
2,018 kg (4,450 Ibs) (Internal Loading)
2,064 kg (4,550 Ibs) (External Loading) (See NOTE 17 for external cargo
configuration information)

T PR Ai/Altitude Limits
NTEEET 1882 AT (4150 %), HOKKATEE (71D 20000 3R
KT 1882 A Jr (4150 15), HK RATRIZ (B ) 10000 %R
Maximum altitude at 1,882 kg (4,150 Ibs) or less is 20,000 ft. Pressure altitude
Maximum altitude above 1,882 kg (4,150 Ibs) is 10,000 ft. Density altitude

18Rt %% E:/Fuel Capacity
ATRMR AL 419 7 (92.2 #m4) (110.7 EME), (L EMEATTAD
419 litres (92.2 Imp. Gal.) (110.7 U.S. Gal.) usable, (1 U.S. Gal. Unusable)

ARFHS (WERE 33) /Serial Numbers Eligible ( See NOTE 33)
52001-52143, 52145 K LLJG
52001-52143, 52145 and subsequent.

V.2 L HE R H SCARIEFRRE/ The Approved Chinese Placards
L R o4 6 T SR BRI 7 U IR L p CAAC 252 9f i TCCA Htifk

The Chinese Placards involved in the following data have been accepted by CAAC and approved
byTCCA:

75 bR G A
Code Title Number Rev.
Marking Installation Kit Foreign Language - (& )5 S:A#ERR A/ Include
1 : . 206-706-528 .
— Chinese Markings Subsequent approved version)
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A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

4 4 /SECTION 4: 407
I. S /General

1. Z451/Model: 407

2. JEMIZEA/Airworthiness Category: 1E % Z%/Normal Category

3. M-S EKUERE A/Type Certificate Holder: Bell Helicopter Textron Canada Limited
12800 rue de 1’AvenirMirabel Quebec, J7J1R4,
Canada.

4. TCCA it H #H/TCCA Approved Date: 1996.02.09/09 Feb 1996

5. CAAC HlLifE H #H//ICAAC Approved Date: 1998.05.25/25 May1998

1. I\ 7] 8 s Zmli/Validation Certification Basis

CAAC A ] i g Z:fitli i TCCA 1 d 2 JERl A CAAC (1) B INEE AR S AR R
The CAAC validation certification basis consists of the TCCA certification basis and the CAAC
additional technical conditions.

TCCA i & 3L ili/certification basis
P TCCA RIS A MIEEE 1 H-92 (FRAR 27) 11 407 BRI H 2 36at/ Refer to TCCA Type
Certificate Data Sheet Number: H-92, Issue No.27,

LB ARREFIZAT PR #/Technical Characteristics and Operational
Limitations

74 /Configuration
7415 53000 % 54299 ] 407 %45 #4714 (5 Bell Helicopter Textron T5i)Z EI4%
407-900-001 & X ; 7415 54300 K LAJE i 407 4544 74 iy Tl = 141 4K 407-900-003
ESC CILTERE 41)
The Configuration for the Model 407 is defined by Bell top drawing number
407-900-001 for S/N 53000 thru 54299, and 407-900-003 for S/N 54300 and
subsequent (See NOTE 41).

K BNHLIENgine
Rolls Royce (Allison)250-C47B &Y, 250-C47B/8 1Y 250-C47E/4( Ly # 41), CAAC
RS INAT RS 5 VTCO219E, A4S\ AT 44 Hfiik 3
Rolls Royce (Allison) Model 250-C47B or 250-C47B/8 or 250-C47E/4 engine (See
Note 41), CAAC VTC No.VTCO0219E, VTCDS revision 3
KR #I/Engine Limits
HFE R ) B 1 S e
Torque Pressure Output Shaft Speed
% (5 578h) [Take-off (5min.) 100% (91.4 psi) (674 shp) 100% (6,317 R.P.M.)
B KiES:/Max. Continuous 93.5% (85.5psi) (630 shp) 100% (6,317 R.P.M.)
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IRk /Revision: 2

A i

Turbine Temp.

PRSI A A e il
Gas. Gen. Speed

K (5 %) [Take-off (5min.)

779°C (1,434°F)

105% (53,550 R.P.M.)

e K% #:/Max. Continuous

727°C (1,341°F)

105% (53,550 R.P.M.)

IR ASBR 1) 0 Jie 347125 8% K47 F-/i/See Rotorcraft Flight Manual for Transient Limits)

Jie 3 4% 3 R 1 /Rotor Limits

ToBh 7 HEh
B KL 442 4y B R IG I 413 Ay
O LR R R 107%) COUE LR R R % 100%)
H /NG 351 By He /NG 409 Ay
OO LR R R 85%) OO R IR R R B 99%)
Power Off Power On

Maximum 413 R.P.M.
(Dual Tach Reading 100%)

Minimum 409 R.P.M.
(Dual Tach Reading 99%)

Maximum 442 R.P.M.
(Dual Tach Reading 107%)
Minimum 351 R.P.M.
(Dual Tach Reading 85%)

BOKER (FE) /Maximum Weight (Mass)

2268 /AT (5000 %) (P H#E)

2381 T (5250 57) (PEREE), 2eukft 407-706-020

2722 )T (6000 #5) (HMHFERE) (HMERYIMRE B WIERE 17)

2,268 kg (5,000 Ibs) (Internal Loading )

2,381 kg (5,250 Ibs) (Internal Loading) when equipped with kit 407-706-020

2,722 kg (6,000 Ibs) (External Loading) (See NOTE 17 for external cargo
configuration information)

v 2 BRI /Altitude Limits

KM 7% 5 /Fuel Capacity

K RAT R CERE) 20000 95 R

LB v PR ) e A 2 e AT T PR In 5

Maximum altitude is 20,000 ft. Density altitude

For other altitude limitations refer to Rotorcraft Flight Manual Supplements

483.7 7 (106.4 FEhn¢) (127.8 £hnt) "I, 10.0 7+ (2.21 FEhme) (2.65 3
e AmrH

483.7 litres (106.4 Imp. Gal.) (127.8 U.S. Gal.) usable, 10.0 litres (2.21 Imp. Gal.)
(2.65 U.S. Gal.) unusable.

BRFHS (WERE 33, 35 A1 36) /Serial Numbers Eligible(See NOTE 33, 35 and 36)

53000-53138, 53140-53279, 53281-53470, 53472-53900, 53911-54800, 54805 /% LA

&
53000-53138, 53140-53279, 53281-53470, 53472-53900, 53911-54800, 54805 and
subsequent.
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V.2 L HE R H SCARIEFRRE/ The Approved Chinese Placards
LR W e T B 1 TR SR BRI S 2ER B CAAC #2311 TCCA Hife

The Chinese Placards involved in the following data have been accepted by CAAC and approved
byTCCA:

5 b G5 WA
Code Title Number Rev.
Marking Installation Kit Foreign Languages - (F a8tk A Include
1 . . 407-706-033 A
— Chinese Markings Subsequent approved version)
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% 5 E4/SECTION 5: i B 55 REIE/DATA
PERTINENT TO ALL MODELS

R (ILIERE 4) [Fuel (See NOTE 4)

ASTM-D-6615 %1 Jet B; ASTM-D-1655 Jet A 1 Jet A-1; MIL-DTL-5624 2 JP-4
(NATO F-40); MIL-DTL-5624 % JP-5 (NATO F-44) 1 MIL-DTL-83133 % JP-8
(NATO F-34); Rt R ) AL Je 324 2 2 6 AT Tl

ASTM-D-6615 Type Jet B; ASTM-D-1655 Type Jet Aand Jet A-1; MIL-DTL-5624

Grade JP-4 (NATO F-40); MIL-DTL-5624 Grade JP5 (NATO F-44); and

MIL-DTL-83133 Grade JP-8 (NATO F-34). See Rotorcraft FlightManual for fuel

temperature limitations.

25 3 fR 1]/ Airspeed Limits
JAEHAE tH R B 5 e B AT S 2%/ AT 0

See Rotorcraft Flight Manual as listed in Approved Publications
FORE] ILER 12) /C.G. Limits (See NOTE 12)
JLAEHE B R R B A e A R % kAT T

See Rotorcraft Flight Manual as listed in Approved Publications

/ML /Minimum Crew

1A RAT 3
1 pilot
B K e B2 $/Maximum Occupants
206B 206L-4/407
54 (EHL4D 74 (ELAD
206B 206L-4/407
5 (includes crew) 7(includes crew)

K # Bt & /Maximum Cargo
B TR DL B AT A g /AT T
See Rotorcraft Flight Manual for loading schedule

T 1 %5 &/0il Capacity
206B
52 (46 %S (5.5 KEM), 2KEMITH (BEESEN)
ANTTHERCE I 1.0 7
206L-4/407
5.2 FF (4.6 BEEM) (5.5 £FM), 2 XEWTH (BEAEREND
AT HERE I 1.6 15
206B
5.2 litres (4.6 Imp. guarts) (5.5 U.S. quarts), 2 U.S. quarts usable (included in
capacity)
Undrainable oil, 1.0 Ibs.
206L-4/407
5.2 litres (4.6 Imp. quarts) (5.5 U.S. quarts), 2 U.S. quarts usable (included in

capacity)
Undrainable oil, 1.6 Ibs.

O]

FLWE/Datum
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206B. 206L-4 A1 407 7] O sfifis CAARR 72 BEAR HiT AAL B B BB 1 1 2.54 Ji
KL IS Bl SO 2R AT 140 JEK (55.16 6+))

Models 206B, 206L-4 and 407 Station 0 (datum is 2.54cm (1 in) forward of most
forward point of fuselage cabin nose section or 140 cm (55.16 in) forward of jack
point centerline)

JKF & J5 7%/ Leveling Means
[%: 206B S/N 4158 } LIS #5115, 206L-4 S/N 52001 K UL 415, HiHEL
e T 2 I e T A A P 40

206B S/N 4158 K LLJG /7515, 206L-4 SIN 52001 K& LAJS 51, HAVHEL H/E
J 2 i TP 2 MR (10 7 BE 3/ TR AR

407, HYIEZ 5 ASIHLAL T 2 AT RO TTAR T IR AT 2 RE bR L 1) 70 2 i
206 series except:

206B S/N 4158 and subsequent

206L-4 S/N 52001 and subsequent

Plumb line from roof left rear cabin to index plate on floor.

206B S/N 4158 and subsequent
206L-4  S/N 52001 and subsequent
Plumb line from roof left rear cabin to index/leveling plate on floor.

407
Plumb line from the underside of the engine pan through the access panel in the
baggage bay roof to an index plate on the floor of the baggage compartment.

BRI % /Required Equipment
RGN E T (L E BRI HE AR R AT 2 B BT E.

Fhh, FHE TR

(a) XIFrA 206 B, KNI EE RS

(b) %FF 206B, 206L-4 1407, HlLob=<EFET

(c) HHisHmEAAER), FULESIE AR b e 3 # AT T

The basic required equipment as prescribed in the applicable airworthiness
regulations (See Certification Basis) must be installed in the helicopter.

In addition, the following items of equipment are required:

(a) Engine Out Warning System all 206 models (See NOTE 24)

(b) Outside air temperature gauge for Model 206B, 206L-4 and 407

(c) DOT approved Rotorcraft Flight Manual as listed in Approval Publications.

b /Placards
AR A AUE 7R AE AT AT, HISMTA] W “THIS HELICOPTER MUST BE
OPERATED IN COMPLIANCE WITH OPERATING LIMITATIONS SPECIFIED
IN THE APPROVED ROTORCRAFT FLIGHT MANUAL.”. filtf5 %12 ftiE &
AT T e B R R 6 222 AT 45 5E B B
The following placard must be displayed in front of and in clear view of the pilot:
“THIS HELICOPTER MUST BE OPERATED IN COMPLIANCE WITH
OPERATING LIMITATIONS SPECIFIED IN THE APPROVED ROTORCRAFT
FLIGHT MANUAL.” All placards listed in the approved Rotorcraft Flight Manual
must be installed in the specified locations.

HEHERT H R/ Approved Publication
WA, s KRR r) Bell JeR A28 VAT FM G St HERI AR A .
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(a) 206B-FM-1, 197147 H 30 H

(b) 206B %!HL, Bell Jet Ranger 11l BHT-206B3-FM-1/1977 £ 7 H 1 H (WLiER 34)
(c) 206L4-FM-1, 1992 4£ 10 A 2 H

(d) 407 [7°%15 53001 %I 54299 #% BHT-407-FM-1, 1996 4£2 H 9 Higfr

(e) 206B #!: ZALHERI4EE TN BHT-206B-MM-1 55 4 &, 3& 1T 206B 745
P RRAE T A

(f) 206 L-4 B4 ZHLUERI4EMS T M BHT-206L4-MM-1 ()55 4 2=, & T 407 138
PERRAL TS A

(g) 407 4, ZituERI4EE T BHT-407-MM-1 B955 4 2, 3& T 407 BUMLEEE
PR AE T A

(h) 407 %4 54300 3| 54566 LA Az 54568 %] 54800 4% 2011 4F 3 F] 4 HAtLHER Bell ig
A2 AT T BHT-407-FM-2 1817 (WLIEF: 41

(i) 407GXi %4 54567, 54805 M PAJ5#% 2018 4 1 H 17 HALHERY Bell jie 3 i 2 2%
AT T BHT-407-FM-3 1817

Department of Transport (DOT) (Transport Canada) approved Bell Rotorcraft Flight
Manuals as listed, or later approved revisions:

(a) 206B-FM-1, July 30, 1971

(b) Model 206B Bell Jet Ranger Il BHT-206B3-FM-1/July 1, 1977 (See NOTE
34)

(c) 206L4-FM-1, dated October 2, 1992

(d) Model 407 S/N 53001 to 54299 are to be operated in accordance with
BHT-407-FM-1, dated February 9, 1996

(e) Model 206B: Approved Chapter 4 of the Maintenance Manual, BHT-206B-MM-1,
for service lives of components applicable to the 206B

(f) Model 206L-4: Approved Chapter 4 of the Maintenance Manual,
BHT-206L4-MM-1 for service lives of components applicable to the 206L-4

(9) Model 407 Approved Chapter 4 of the Maintenance Manual, BHT-407-MM-1 for
service lives of components applicable to the model 407

(h) Model 407 S/N 54300 to 54566 and 54568 to 54800 are to be operated in
accordance with Bell Rotorcraft Flight Manual BHT-407-FM-2, dated March 4, 2011
(See NOTE 41)

(i) Model 407GXi S/N 54567 and 54805 and subsequent are to be operated in
accordance with Bell Rotorcraft Flight Manual BHT-407-FM-3, dated January 17,
2018. (See NOTE 41)

FR %4 /Life Limited Parts
SR H B AR ) TR 22 L HE I 4EAE 0 28 DU 32

WA INE RISl H TR, X LR HIA R AL S
Refer to approved Chapter 4 of the applicable Maintenance Manual, under Approved
Publications, for the retirement times of critical parts.

These limitations may not be changed without Transport Canada engineering
approval
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% 6 ZF4H/SECTION 6: {ERE/NOTES

FHREINOTE 1: VAR B E TR AL A o e I i R Oy, KPR BRI A SR,

AL E TV B A B A SR AN RS BAR 2 o AL A S BN B O
BV RLAE AR N A S AN TR AT AN AT R AR

Current weight and balance report including list of required equipment and list of
equipment included in certificated empty weight, and loading instructions when
necessary must be provided for each helicopter at the time of original certification. The
certificated empty weight and corresponding C.G. locations must include undrainable
oil and unusable fuel for the appropriate model.

ERINOTE 2: X TS M L B (5 B AL FE 7R AR B 1) Bell Helicopter Textron A& s KA F M .
Information essential for proper maintenance is contained in the appropriate model Bell
Helicopter Textron Maintenance or Overhaul manual.

1HEREINOTE 3: xSRI B, A S e D R AR R Sl AL A L e T ) PR A 0 5 T 28 e B
Bilhe i, andtbHE R iR B AT & AT TR
Power on rotor and engine output shaft speed limits increase inversely with power as
shown in approved Rotorcraft Flight Manuals for all models.

FERINOTE 4: XFTPAAEART 4° C(40° F) MR WigsT, 206A BLE TN IR L 405
KH PFA-55 MB Bl Uk InF), FLRBEAGEACT 0.035% , AFIE 7r LA GER T 0.
15% o FBR BT AT T R B VRS IR S AR, I E R
GTRIAIAE LRI 20 T BRI T 2068 A1 206 L- 4 FLFHHL, (H AN 3] 25k
o
For all operations below 4° C (40° F) ambient temperature, all fuel used in the
Model 206A helicopter must contain Phillips PFA-55 MB anti-icing additive in
concentrations of not less than 0.035% nor more than 0.15% by volume. Blending this
additive into the ~ fuel and checking its concentration must be conducted in the
manner prescribed by  the Rotorcraft Flight Manual. This additive is eligible as
described above but not required for use in the Model 206B, and 206L-4 helicopter.

TFERE/NOTE 5: FORT ARSI R G AR REMR IR RSB / T RALZh R G B A e R A
. 206B B FHL: Rolls Royce (Allison) fi# i #5211 P/N 6887645 (i Rolls Royce
(Allison) 250 %338 % %5 1004 5 ).
Engine fuel system components as listed below are required to assure satisfactory
engine/rotor drive system torsional stability. Model206B: Rolls Royce (Allison)
Accumulator Kit PIN 6887645 (See Rolls Royce (Allison) 250 Installation Bulletin
No0.1004.)

FEREINOTE 6: 206B A AL ARG S UKRFIE AT T IAIE, 120 R IEW BT S UK 5%
ET, HR RGBT TR ITaE N TR, KEILEE K RZ AL K
BRAL A5 DI 5 70 B D) 24 B S 451 o 5 )
The engine air induction system on the Model 206B has been substantiated for icing
characteristics as necessary to demonstrate that ice accumulation on the engine air inlet
will not adversely affect engine operation or cause a serious loss of power when the
helicopter is operated in icing conditions within the capability of the remainder of the
helicopter to operate under such conditions.

TER/NOTE 7: WPEAR S T84 206-4 (1968 £ 7 A 1 HE M, )50 8¢ 206-17 2235 4R 1k
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VIHEIT) 2068 B B 2 B B SRR A M AT R ), R Y EHHILLE
1519.5 A JT (3350 %) A E N, %8 FAA ik, 1971 7 30 HARL 1972
12 7 20 HERAAT) 1) 206B KAT T IN DT BRI 25 A2 AT, HE R
HH B RS B AN R IS Rt B IR, 81 25 i BR A TR AR TR AN AR

Models 206B helicopters that have external cargo hooks installed per Service
Instructions 206-4 (revised July 1, 1968, or later) or 206-17 meet the structural and
design requirements of the certification basis, provided the weight in excess of the
normal category gross weight is not imposed on the landing gear, when operated at
1,519.5 kg (3,350 Ibs) gross weight in accordance with the limits of the 206B FAA
approved Rotorcraft Flight Manual Supplement dated July 30, 1971, reissued December
20, 1972, as appropriate. The retirement times as listed under Life Limited Parts are not
changed.

ERENOTE 10:  HKHEIRST154 206-94 Z24s 1AM TR YIHE ) 2068 B BT ML/ 2 o i FE Al ) 45
PRI EER Y, HEYE LA 15195 kg (3,350 lbs) MHE N, 41 FAA it
AER). 19724 6 H 16 H (1972 £ 12 H 20 HFRREEH) 1 206A KAT TFHFIn
TWHIRRGI R T, HERE B IEWREEAXRE GGG, Fryl%
i PR 1) 2 PR AR AR TR) AN 3R
Models 206B helicopters that have an external cargo hook installed per Service
Instruction206-94 meet the structural and design requirements of the certification basis,
provided the weight in excess of the normal category gross weight is not imposed on
the landing gear when operated to 1,519.5 kg (3,3501bs) gross weight in accordance
with the limits of FAA approved 206A Rotorcraft Flight Manual Supplement dated June
16, 1972, reissue dated December 20, 1972. The retirement times as listed under Life
Limited Parts are not changed.

TERINOTE 12: S Hyh 7R B XF 206L-4 1407 UZ0A /DN 17 285/ DU IR i AR 4 2 e 3t
ARG RIGIBATHIES] . JRAE T —EHpPR N S L fI A A% 4 2 1
Pl
Installed battery capacity must be at least 17 ampere hours for the 206L-4 and 407 to
ensure fuel transfer pump operation for c.g. control after electrical system failure. A
special emergency circuit for fuel transfer pump operation is provided.

JERINOTE 13: W, Rolls Royce (Allison) 250 %3 145 1004 5.
See Rolls Royce (Allison) 250 Installation Bulletin No. 1004.

ERENOTE 15:  206B K ANAHLIAMF2 1 o 0K i KRR B W B 235 5 45/MF,  206L-4 Ty 356
TS /N
Model 206B engine Fuel Controls must be set for 235 PPH pounds per hour Maximum
Fuel Flow. Model 206L-4 must be set for 356 PPH.

EREINOTE 17: 22 Bl 206L-4 BT R E M ELTHILAE 2064 A 1 (4550 7)) SET, 4%
R FAA HILHER AT F MBI N 0T BHT-206L4-FMS-4 (1992 4 10 H) [IFR | % fFig
ATIE, B8 75 A BR A R RAZ I B AL . 2 SR EE R 407 EAHHL, #&i8hnEE
KAz H AL e Y e AT 4 AT T bn i BHT-407-FMS-5, 55 1 fil, FEintedy
H:4 PIN206-706-341, (1998 4F 9 H 4 H, Eb)E fLAERIMRA) BREIZFAT, AT
DAFE 2722 A )T (6000 B%5) & E FIgqT,

Model 206L-4 helicopters equipped with external cargo hook may operate to 2,064 kg
(4,550Ib.) gross weight in accordance with the limits of FAA approved Helicopter
Flight Manual Supplement BHT-206L4-FMS-4 dated October 1992. The retirement
times as listed under Life Limited Parts are not changed. Model 407 helicopters
equipped with an external cargo hook may operate to 2,722 kg (6,000 Ib.) gross weight
in accordance with the limits of Transport Canada approved Rotorcraft Flight Manual
Supplement BHT-407-FMS-5, Rev.1, Supplemental Cargo Hook P/N 206-706-341
dated September 4, 1998 or later approved revision.
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FERINOTE 18:  206B HLEFHHL, /745 H 661 & 671, 716 & 2211, AILALALERER 1 @ LI
#1—3% Bell Helicopter Textron k45454 206-112 (1978 4F 3 A 17 H Bl 5 4: 5 )
XF 206B HEATH . B RZIHL (C250-C200 ) & FiXEs K Hl.
Model 206B helicopters, S/N's 661 through 671 and 716 through 2211, may be
converted to the configuration defined in Section 1 - Model 206B by modification as
prescribed by Bell Helicopter Textron Service Instruction 206-112, dated March 17,
1978, or later revision. Alternate engine (Model 250-C20J) does apply to these aircraft.

HEREINOTE 24: X1 206B B E L, 4% Bell £AR@E Y TB206-82-71 Hlkifk, HUH KB & &5
MG & RSt
For Model 206B, removal of engine out warning, audio system, in accordance with Bell
Technical Bulletin TB206-82-71 is approved.

FEREINOTE 25: ] LURIH — A4l ik 48 #4561 250-C200 AR ShFLEEAT 5 24, thmT LLAR AR Rolls-Royce
(Allison) “z%zifd 1012 £ 3 Wi A ik 6896857 #E4T H (.
The Rolls-Royce (Allison) engine Model 250-C20J may be modified with an auxiliary
gear pad. The 250-C20J may be modified with Rolls-Royce (Allison) kit P/N6896857.
See Rolls-Royce (Allison) Installation Bulletin No. 1012 Rev. 3.

HEREINOTE 26:  206B J¥415 3567 & 4004 HEfuts 96 MOAEREMIM RFMZ%EE Rolls Royce
(Allison) A& #hHL 250-C20J. SGHIHI R 55 A RETE &M = AEFP 415 3567 LA4:
IR o
Model 206B S/N 3567 to 4004 modifications include 96 gallon capacity fuel system
and installation of Rolls Royce (Allison) engine Model 250-C20J. No prior serial
numbers are eligible for complete modification to the configuration effective at S/N
3567.

JEREINOTE 27:  206B 7 4005 5 AP Eci W& 1 206L R ikfeAH, FA KN Rl R iz
JIFIEE K R AL ZNRE /1, Janl i R 415 i RE 78 e b BE 227 4005 S HL 4=
IR
Model206B S/N 4005 and subsequent modifications include model206L tail rotor
gearbox, increased tail rotor authority and a longer capacity tail rotor drive shafting. No
prior serial numbers are eligible for complete modification to the configuration
effective at S/N 4005.

JEFE/INOTE 28:  206B 7 5238 % 5267 SHilc £ AEHEN, HEFIILH.
Model 206B S/N's 5238 through 5267 have been delivered to the Taiwan Army for
military training.

HERE/INOTE29:  206B [ 5101 % 5400 *5:
RN Rolls Royce (Allison) 250-C20J . # FH ¥k 2 il R 48 WiE ke 13 Al 25.
HORH 5 2212 KLU H)F45 ) 2068 AL [H
FE L
R 5826 £INE, An A 1£ne
Fr He#dE 5 2068 AR .
Model 206B, Serial No. 5101 through 5400:
Engine Rolls Royce (Allison) Model 250-C20J. For alternate fuel control see
NOTE 13 and 25.
C.G Limit Same as 206B S/N 2212 and sub
Passengers ~ None
Fuel Capacity 82.6 U.S. gallons, unusable fuel 1 U.S. gal
All other data is same as model 206B.

JEREINOTE 30: 41 FAA IERUTE &M T STERA T CLERE 31D, I RFFAME EWNE)
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TEFEINOTE 31:

TEREINOTE 32:

TEREINOTE 33:

TEFEINOTE 34:

RN &= K i de 2 B AR,

The following FAA airworthiness directives applied at the time of design transfer(See
NOTE 31) and remain in effect unless subsequently superseded by a Canadian
airworthiness directive.

206B
71-18-04 | 74-19-03 76-05-01 81-04-08 89-22-01R1 | 94-15-07
72-19-01 | 74-24-01 76-15-03 81-18-01 90-13-01R1 | 94-19-02
73-08-03 | 74-25-10 77-10-06 85-25-01 90-21-03 94-20-03
73-12-01 | 75-06-03 | 78-11-02 R1 85-26-06 91-03-12 94-24-11
73-19-08 | 75-06-10 78-16-01 86-24-01 91-23-15 95-09-06
73-19-09 | 75-09-09 79-10-01 87-10-11 92-01-05 95-11-14
73-21-03 | 75-18-07 80-17-05 88-23-03 92-06-12 | coereveeeas
74-08-12 | 76-04-09 | 80-18-04R1 | 89-10-11 Rl 92-09-07
206 L-4
94-15-07 | 94-20-03 | 95-11-14 | [ |

H 199549 H 14 HFF4H, 206B F1 206L-4 24 B F-HLAI B i 54T H3& [E Fort Worth,
Texas [1] Bell Helicopter Textron 1 FAA % F| 5=k Mirabel, Quebec 1 Bell
Helicopter Textron Canada Fl %Kiz Hih -

Effective September 14, 1995 design responsibility for all models 206B, 206L-4
helicopters is transferred from Bell Helicopter Textron, Fort Worth, Texas, and FAA to
Bell Helicopter Textron Canada, Mirabel, Quebec, and Department of Transport (DOT)
(Transport Canada).

Bell 206B 1 206L-4 %! B ML H I EKISH A FAA H2SW (5L EAttHE, &%
WA H-92 o RER S E AT H .

The Bell Model 206B, 206L-4 helicopter models were approved by Transport Canada
under TC H-92 on the basis of FAA H2SW. The following table reflects the approval
dates.

Model Original FAA TC Original DOT Transport TC
Approval Number Canada Approval Number

206B | August 19, 1971 H2SW July 25, 1986 H-92

206L-4 | October 2, 1992 H2SW February 2, 1993 H-92

206B M 3959 T LAJE, 4048 SkR4b; 206L-4 M 52001 5 LAJE; 407 A
53000-53138, 53140-53279, 53281-53470, 53472-53900, 53911 fH.J5 i Mirabel,
Quebec [1] Bell Helicopter Textron #ilif . 1A 5 H A S FF 515, (HH AR
S A %IE AT LAZE 55 1O B ML Fort Worth, Texas ) Bell Helicopter Textron #45 #4 -5
B RGAIE H2SW ik

Model 206B serial numbers 3959 and subsequent except 4048; Model 206L-4 serial
numbers 52001 and subsequent; Model 407 serial numbers 53000-53138, 53140-53279,
53281-53470, 53472-53900, 53911 and subsequent are manufactured by Bell
Helicopter Textron, Mirabel, Quebec. Models and serial numbers not referenced above
but eligible under this type certificate were manufactured by Bell Helicopter Textron,
Fort Worth, Texas under FAA Type Certificate H2SW.

206B 7, F415 H 661 £ 671 Al 716 £ 2211 KA MLA5 Jetranger 11, 206B 7,

J¥5%5 H 2212 & 4005 K57 55 BANLEA RIS Jetranger 111 1 206B3.
Model 206B serial numbers 661 thru 671 and 716 thru 2211 have a commercial
designator of Jetranger Il. Model 206B serial numbers 2212 thru 4005 and subsequent

17 of 18



A1 S\ A UF SIS B/ The Validation Data Sheet % /Revision: 2

have a commercial designator of Jetranger 111 and 206B3.

EREINOTE 35:  NAIRFI S WAKHE kR . KU EEE bR O 2B 5%
The following serial numbers have been removed from this data sheet. The aircraft and
data plates have been destroyed.
206B S/N 898, 1054, 1318, 2211, 2599, 3124, 3523, 3798, 4129, 4500
206L-4 S/N 52144
407 S/N 53139, 53280, 53471

JEREINOTE 36:  Bell 407 EJHHL, %15 H 53901 % 53910, 54801 % 54804 V%4 i F A #&AIE
Bell 407 Helicopters serial numbers 53901 to 53910 and 54801 to 54804 do not have a
commercial certification.

HERINOTE 40:  XF FAR 27.1305(p) HI&EsicaxiE T 407 Y7415 H 53000 5% 53094 =,
53095 55 HLFF 4 FAR27.1305(p), R BIHLEN UK 5 () EK .
The Equivalent Safety Finding for FAR 27.1305(p) applies to Model 407, Serial No.
53000 to 53094 inclusive. Model 407, Serial No. 53095 and subsequent, comply with
the requirements of FAR 27.1305(p) for Engine Anti-lce Annunciation.

HERINOTE 41:  J¥415 54300 3] 54565 1 407 ELTFHLII LA S A 407GX (Rolls Royce 250-C47B
I Garmin G1000H). /%15 54566. 54568 %I 54800 (1] 407 ELFHHLII AR S A
407GXP (Rolls Royce 250-C47B/8 F Garmin G1000H). F¥%1'5 54567. 54805 J% LA
J5 1) 407 ELFHHLII R AR S 4 407G Xi(Rolls Royce 250-C47E/4 3 Garmin G1000H
NXi).o
Model 407 S/N 54300 to 54565 have a commercial designation of 407GX (Rolls Royce
250-C47B plus Garmin G1000H). Model 407 S/N 54566 and 54568 to 54800 have a
commercial designation of 407GXP (Rolls Royce 250-C47B/8 plus Garmin G1000H).
Model 407 S/N 54567 and S/N 54805 and Subsequent have a commercial designation
of 407GXi (Rolls Royce 250-C47E/4 plus Garmin G1000H NXi).

JFERE 8. 9. 11, 14, 16, 19. 20. 21, 22, 23, 37. 38. 39 fRrH.
NOTE 8§, 9, 11,14, 16, 19, 20, 21, 22, 23, 37, 38, 39 Reserved.
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